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Chapter  1:  Fundamentals  of  the  C-128 


1.1  Introduction  to  the  Commodore  128 


After  the  success  of  the  C-64,  Commodore  brought  out  the  Plus  4, 
C-16,  and  C-116.  These  computers  didn't  really  offer  anything  new,  but 
the  Commodore  128  does.  It's  really  three  computers  in  one:  the 
well-known  C-64,  with  mountains  of  software  available  for  it;  also,  it 
contains  a  new  computer  based  on  the  "success  chips"  (the  6510  (6502), 
VIC,  SID,  6526,  etc);  and  last,  it  is  a  CP/M  computer.  In  total,  it's  a  brand 
new  computer  with  lots  to  offer. 

The  C-128  has  an  80-column  video  controller,  so  it  has  the  potential  of 
becoming  a  professional  machine.  The  VIC  chip  and  the  6510  have  been 
changed  slightly,  though  they  remain  basically  the  same.  It's  hard  to 
understand  why  the  65C02  was  not  selected  as  the  microprocessor  for  the 
C-128,  since  it  runs  faster,  is  compatible  with  the  6502,  and  has  additional 
useful  commands.  This  would  not  have  affected  the  C-64  mode  at  all.  The 
microprocessor  which  Commodore  did  choose  is  the  8500,  which  can  run 
twice  as  fast  as  its  predecessor,  the  6510. 

The  C-128  is  also  a  CP/M  computer,  it  uses  CP/M  3.0+.  CP/M  3.0  is 
the  version  for  128K  computers.  The  Z-80  processor  runs  at  4MHz.  The 
speed  decreases  when  the  bus  is  accessed,  since  it  was  not  designed  to 
handle  this  speed. 

We'll  be  concentrating  on  both  the  C-64  and  C-128  modes,  since  they 
are  equally  important  and  equally  interesting.  The  most  interesting  is  the 
C-128  mode.  As  a  result,  the  operating  system  ROM  listing  and  zero  page 
maps  are  for  this  mode.  Some  things  can  be  better  explained  in  the  C-64 
mode,  such  as  the  VIC  chip. 

This  book  is  the  latest  in  a  compehensive  series  of  books  from 
ABACUS  Software  &  Data  Becker.  We'll  go  into  each  component 
individually  and  in  detail  so  that  the  BASIC  programmer,  whether  beginner 
or  advanced,  can  get  an  in-depth  look.  The  assembly-language  programmer 
can  get  the  most  out  of  the  information  presented  as  well.  Naturally,  we 
cannot  include  all  of  the  C-128's  capabilities.  This  book  is  not  intended  as 
an  introduction  to  BASIC. 
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Commodore  has  provided  the  128  with  an  advanced  version  of  BASIC 
to  make  use  of  their  advanced  computer,  BASIC  7.0.  Here  are  some  of  the 
important  features  of  the  C-128: 

*  128K  of  dynamic  RAM 

*  2  x  4K  character  generator 

*  Color  video  controller  (VIC)  with  hi-res  graphics 

*  80-column  video  controller  (VDC)  with  RGB  output 

*  Hi-res  graphics  on  the  80-column  monitor 

*  Synthesizer  with  three  independent  voices  (polyphonic) 
*32K  BASIC  ROM 

*  16K  operating  system 

*  2  parallel  I/O  ports 

*  2  output  screens  available 

At  this  time  well  be  discussing  the  various  input  and  output  ports  of  the 
C-128.  The  outputs  for  the  monitors  are  not  discussed  here,  since  a  special 
chapter  is  devoted  to  the  chips  that  generate  the  video  signals. 


1.2  The  Datasette  Connection 


The  Datasette  connections  is  virtually  identical  to  that  found  in  the  C-64. 
The  importance  of  the  Datasette  has  dropped  markedly  since  the  price  of  the 
disk  drive  has  been  reduced.  Only  Commodore  cassette  recorders  can  be 
connected  to  this  interface.  The  recorders  are  of  high  quality  and  have 
proven  very  reliable  in  the  past 

The  Datasette  gets  its  power  via  its  connector  to  the  C-128.  The  data 
travels  serially  to  and  from  the  Datasette  through  the  cable.  In  addition  to  the 
lines  for  read  and  write  data,  there  is  a  line  for  turning  the  motor  on  and  off 
and  a  line  to  check  to  see  if  the  PLAY  button  is  depressed.  The  figure  gives 
the  pin  layout  for  this  interface: 


Cassette 

1    2      3     4     5  6 


Pin  Signal  

B-2  +5V 

C-3  CASSETTE  MOTOR 

D-4  CASSETTE  READ 

E-5  CASSETTE  WRITE 

F-6  CASSETTE  SENSE 
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1.3  The  User  Port 


The  user  port  is  a  8-bit  parallel  interface.  The  user  port  can  be 
programmed  to  set  any  or  all  of  the  8  bits  to  either  input  or  output.  This 
interface  is  used  frequently  by  experimenters  and  individuals  interested  in 
computer  hardware.  The  user  port  can  be  programmed  from  BASIC  using 
PEEK  and  POKE  commands.  Two  handshake  lines  are  available  for 
process  control. 

To  give  you  an  idea  of  how  to  program  the  user  port,  we  have  included 
a  short  example.  Our  example  circuit  consists  of  four  switches,  four 
light-emitting  diodes,  eight  resistors,  and  one  IC.  This  should  be  enough  to 
teach  you  the  basic  concepts  of  data  input  and  output  using  the  user  port. 
The  circuit  diagram  is  shown  at  the  end  of  this  section;  it  is  very  simple,  so 
we  have  not  documented  it  here. 

Since  there  are  so  many  connections  on  the  user  port,  we  must  first 
explain  which  connections  are  actually  available  to  the  user.  If  you  are  not 
using  an  RS-232  cartridge,  you  can  use  the  following  lines  without 
affecting  the  normal  operation  of  the  computer:  (1, 2, 4-8, 10-12,  A-N). 

The  layout  of  the  user  port  lines: 


1 

GND 

2 

+5V;  up  to  100mA 

3 

-Reset;  connected  to  the  processor  reset  line 

4 

CNT1;  connected  to  CNT  on  CIA1 

5 

SP1;  connected  to  SP  on  CIA1 

6 

CNT2;  CNT  line  on  CIA2 

7 

SP2;  connected  to  SP  on  CIA2 

8 

-PC2;  handshake  output  on  CIA2 

9 

ATN  OUT;  control  line  of  the  serial  bus,  comes  from 

PA3onCIA2 

10 

9V;  100  mA  max. 

11 

Opposite  pole  for  10 

12 

GND 

A 

GND 

B 

-FLAG2;  handshake  input  on  CIA2 

C-L 

PB0-PB7;  I/O  lines  from  CIA2 

M 

PA2;  I/O  line  from  CIA2 

N 

GND 
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Back  to  our  example.  Data  lines  PB0-PB7  can  be  programmed 
individually  for  input  or  output.  We  will  use  lines  PB0-PB3  as  input  and 
lines  PB4-PB-7  as  output.  This  data  direction  is  assigned  by  simply  setting 
the  data  direction  register  for  data  port  B  at  address  56579.  A  set  bit 
indicates  output  on  the  corresponding  bit  of  data  port  B  (address  56577);  a 
cleared  bit  indicates  input  on  the  corresponding  bit  of  port  B.  We  use  the 
following  command  to  set  the  data  directions  for  our  example  (bits  0-3  as 
input,  4-7  as  output): 

POKE  56579,240 

This  sets  the  high  order  bits  and  the  corresponding  bits  of  data  port  B 
are  set  to  output  while  the  rest  are  set  to  input. 

How  do  we  use  our  little  circuit?  Nothing  could  be  easier! 

PRINT  PEEK(56577)  AND  15 

returns  the  values  of  the  four  switches  and  the  command 

POKE  56577,X 

can  be  used  to  turn  the  LEDs  on  and  off,  where  the  value  X  may  be  a 
combination  of  the  values  16, 32, 64,  and  128~the  lower  bits  are  only  used 
for  reading. 

If  you  have  a  project  of  your  own  already  planned~you  want  to  help 
your  wife  and  connect  the  washing  machine  to  the  Commodore  128-be 
sure  to  pay  attention  to  the  following  so  as  not  to  damage  your  computer: 

When  using  the  user  port  for  input,  the  input  voltage  must  not  exceed  5 
volts.  A  voltage  from  0  to  0.6  volts  is  interpreted  as  zero,  while  a  voltage 
from  1.6  to  5  volts  is  interpreted  as  one.  All  voltages  between  0.7  and  1.5 
volts  will  be  randomly  interpreted  as  zero  or  one. 

If  you  use  the  user  port  for  output,  note  that  the  outputs  can  drive  only 
one  TTL  input.  They  cannot  directly  drive  an  LED~this  would  lead  to 
damage  to  the  CIA.  It  is  recommended  that  you  use  a  buffer,  as  in  our 
example. 

Above  all,  NEVER  connect  an  external  voltage  to  a  port  with  a  bit 
programmed  as  output.  Make  sure  you  load  the  data  direction  register  with 
the  proper  values  so  you  don't  mistakenly  program  an  input  bit  as  output. 
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If  you  want  the  computer  to  power  your  project,  remember  that  no  more 
than  100  mA  of  current  are  available.  If  this  maximum  is  exceeded  slightly, 
the  cassette  recorder  will  refuse  to  work  properly  and  then  the  fuse  inside 
the  C-128  will  blow;  finally  the  primary  fuse  in  the  power  supply  will  blow. 
Hopefully,  nothing  else  will  be  damaged. 

This  is  intended  only  as  a  brief  introduction  to  using  the  user  port  in  a 
simple  application.  If  you  want  to  use  the  other  lines  for  more  complex 
tasks,  see  Chapter  4  for  more  information  on  the  CIA. 


USER-PORT 

2C 


H 
K 


m 


I 


I 


4  *  3300  Q 


4  Switches 


L  [ZZJ 


1  

3 

j —  ■ 

5 

1  

1 

9 

m 
o 


4  *3300Q 
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1.4  The  RS-232  interface 


The  RS-232  interface  opens  up  the  whole  world  of  communications  for 
the  Commodore  computer  user.  Most  peripherals  have  an  RS-232  interface, 
such  as  the  laser  printer  used  to  print  this  book.  Telephone  modems  are  also 
connected  using  such  an  interface.  RS-232  is  the  designation  for  an 
interface  for  serial  data  transfer  only-parallel  data  transfer  over  the  phone 
lines,  for  example,  is  not  possible. 

In  serial  transmission,  the  eight  bits  of  a  byte  are  sent  one  bit  at  a  time, 
not  all  eight  at  once  as  in  parallel  data  transmission.  Serial  transmission  has 
the  advantage  that  fewer  lines  are  needed;  the  disadvantage  is  that  it's 
slower.  It  is  well-suited  for  transferring  data  via  telephone  lines  because  so 
few  lines  are  required. 

The  software  for  using  the  RS-232  interface  is  built  into  the  C-128 
operating  system.  The  interface  is  available  from  Commodore  as  a  cartridge 
which  is  inserted  in  the  user  port.  The  cartridge  is  necessary  to  make  the 
voltage  conversions  to  ±12Volts  for  the  true  RS-232  standard. 

The  RS-232  interface  is  assigned  device  address  2  by  the  operating 
system.  If  a  logical  file  is  opened  with  device  2,  two  256-byte  buffers  are 
allocated:  an  input  buffer  and  an  output  buffer.  In  the  128  mode  these 
buffers  are  placed  at  addresses  $0C00  and  $0D00.  In  the  64  mode,  two 
pointers  point  to  these  buffers:  $F7/$F8  points  to  the  RS-232  input  buffer 
and  $F9/$FA  points  to  the  output  buffer.  You  must  also  remember  the 
following  in  C-64  mode:  the  buffer  area  is  usually  located  in  the  upper  area 
of  unused  memory.  If  a  BASIC  program  uses  the  RS-232  interface,  the 
program  should  begin  with  the  OPEN  command  because  it  will  erase  all  of 
the  variables  that  BASIC  stores  in  upper  memory.  Furthermore,  no  check  is 
made  to  see  if  enough  memory  space  is  available.  The  CLOSE  command 
frees  the  buffers  again,  but  the  variables  are  also  erased  since  a  CLR 
command  is  executed  (other  files  are  "forgotten"!).  For  this  reason,  you 
should  not  close  the  file  until  the  end  of  the  program.  Only  one  RS-232  file 
may  be  open  at  a  time. 

When  an  RS-232  data  channel  is  closed,  any  transmission  is  broken  off 
and  the  buffer  is  reset.  If  you  want  to  wait  until  the  entire  contents  of  the 
buffer  have  been  transmitted,  use  the  command: 

SYS  61604  (JSR  $F0A4)  in  the  64  mode  or 
SYS  59372  (JSR  $E7EC)  in  the  128  mode 
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This  command  should  always  be  used  before  the  CLOSE  command. 

The  parameters  for  data  transfer  are  determined  with  a  control  register 
and  a  command  register.  These  two  registers  are  passed  together  with  the 
filename  when  the  file  is  opened. 

The  control  register  defines  the  baud  rate  and  determines  the  number  of 
data  bits  and  stop  bits  transmitted.  The  baud  rate  determines  the  speed  of 
the  data  transfer.  1000  baud  means  that  1000  bits  are  transmitted  per 
second.  The  stop  bits  are  sent  after  the  data  word  (5-8  bits). 

The  command  register  determines  the  method  of  transfer,  the  parity 
checking,  and  the  type  of  handshake. 

In  the  control  register,  the  lowest  four  bits  determine  the  baud  rate 
according  to  the  following  table: 


Bit  3  2  10 

Decimal 

Baud  rate 

0  0  0  0 

0 

user  baud  rate,  see  below 

0  0  0  1 

1 

50 

0  0  10 

2 

75 

0  0  11 

3 

110 

0  10  0 

4 

134.5 

0  10  1 

5 

150 

0  110 

6 

300 

0  111 

7 

600 

10  0  0 

8 

1200 

10  0  1 

9 

1800 

10  10 

10 

2400 

10  11 

11 

3600  (n.i.) 

110  0 

12 

4800  (n.i.) 

110  1 

13 

7200  (n.i.) 

1110 

14 

9600  (n.i.) 

1111 

15 

19200  (n.i.) 

The  (n.i.)  means  that  the  given  baud  rate  is  not  implemented  and 
cannot  be  attained  by  the  C-128.  Therefore  we  can  program  baud  rates 
between  50  and  2400. 

The  number  of  data  bits  is  determined  by  bits  5  and  6: 
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Bit  6  5  Decimal      Number  of  data  bits 


0  0  0  8  bits 

0  1  32  7  bits 

1  0  64  6  bits 
1  1  96  5  bits 

Bit  7  controls  the  number  of  stop  bits: 

Bit  7  Decimal        Number  of  stop  bits 


0  0  1  stop  bit 

1  128  2  stop  bits 

After  we  have  defined  the  first  byte,  we  must  define  the  second  byte, 
the  command  register. 

Bit  0  Decimal  Handshake 


0  0  3-wire  handshake 

1  1  X-wire  handshake 

Bit  4  Decimal  Transfer  method 

0  0  Full  duplex 

1  16  Half  duplex 

Bit  7  6  5  Decimal  Parity  checking 


x  x  0  0  No  parity  checking 

no  8th  data  bit 
0  0  1  32  Oddparity 

0  11  96  Even  parity 

1  0  1  160  8th  data  bit  always  1 

no  parity  checking 
111  224  8th  data  bit  always  0 

A  comment  about  handshaking:  if  you  select  a  3-wire  handshake,  the 
control  lines  CTS  (Clear  To  Send)  and  DSR  (Data  Set  Ready)  are  not 
checked  when  sending  and  receiving.  This  means  that  the  computer  sends 
the  data  (to  a  printer  for  example)  whether  the  receiver  is  ready  to  process 
the  data  or  not  If  we  want  the  device  to  be  able  to  stop  the  transmission,  we 
must  select  X-wire  handshake.  The  two  control  lines  just  mentioned  must 
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be  wired;  the  assumption  is  that  the  receiver  can  service  these  lines.  If  two 
computers  are  being  connected,  a  3-wire  handshake  is  usually  sufficient. 

Let's  go  through  an  example:  We  want  to  open  an  RS-232  data  channel 
with  the  following  parameters: 

*  2400  baud 

*  7  data  bits  (ASCII) 

*  2  stop  bits 

*  No  parity  checking 

*  8th  data  bit  always  0 

*  Full  duplex 

*  3-wire  handshake 

After  you  have  determined  all  the  bits  from  the  above  tables,  open  the 
channel  with  the  following  OPEN  instruction: 

OPEN  l,2,0,CHR$(10+0+128)+CHR$(0+0+224) 
The  second  byte  in  the  OPEN  instruction  is  usually  CHR$(0). 


1.4.1  Programming  the  baud  rate 


The  various  baud  rates  are  implemented  through  the  timers  in  the  CIAs. 
You  can  also  program  baud  rates  that  are  not  in  the  table,  such  as  1 1 1  baud. 
The  maximum  rate  of  2400  baud  cannot  be  exceeded,  because  the  software 
in  the  operating  system  is  too  slow.  The  CIAs  (or  the  timers)  generate  an 
NMI  after  a  certain  amount  of  time  dependent  on  the  baud  rate.  If  we  want 
to  use  our  own  baud  rate,  we  can  pass  the  corresponding  timer  values  as  the 
third  and  fourth  characters  of  the  filename  in  the  OPEN  command.  The 
timer  values  can  be  obtained  from  the  following  formula: 

T  =  492662/BAUD  - 101 

The  value  which  we  get  from  this  formula  must  be  split  into  high  and 
low  bytes  and  then  passed  as  the  third  and  fourth  characters  of  the  filename. 
In  the  control  register  we  use  a  zero  instead  of  the  baud  rate  (user  baud 
rate),  so  that  the  operating  system  knows  that  we  want  to  use  our  own  baud 
rate. 
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The  following  example  uses  the  same  parameters  as  the  previous 
example,  except  that  the  baud  rate  is  set  to  1000. 

100  BAUD=1000 
110  T=492662/BAUD-101 
120  TH=INT (T/256) :   TL=T  AND  255 
130  OPEN  1,2,0,CHR$(128)+CHR$(224)+CHR$(TL)+ 
CHR$ (TH) 

Baud  rates  between  8  and  2400  baud  can  be  obtained  with  the  user 
baud-rate  programming  option. 


1.4.2  Reading  the  status  variable  ST 


The  status  variable  ST  is  used  to  determine  if  any  errors  occurred  while 
transferring  data  via  the  RS-232,  just  as  with  the  serial  bus.  The  meaning  of 
ST  is  somewhat  different  for  the  RS-232,  however.  The  variable  ST  is  reset 
(to  zero)  each  time  it  is  read  in  BASIC.  Therefore,  if  youH  be  checking  the 
status  variable  multiple  times  you  must  store  the  value  in  a  temporary  value: 
a=st.  Now  A  can  be  checked  multiple  times  without  resetting  the  status 
variable  ST.  The  status  value  should  be  available  for  multiple  checks,  so  it 
must  be  stored  in  a  temporary  variable. 

Here  is  the  bit  by  bit  breakdown  of  the  status  variable  ST.  A  set  bit 
indicates  that  the  given  event  occurred. 


In  the  C-64  mode  you  can  assign  the  memory  area  the  RS-232  input 
and  output  buffers  will  be  located.  In  the  C-128  mode  these  buffers  have 
preassigned  locations.  The  pointers  for  these  buffers  are  at  addresses 
$F7-$FA. 


Bit 
0 
1 
2 
3 
4 
5 
6 
7 


Description 

Parity  error 

Framing  error 

Receiving  buffer  full 

Receiving  buffer  empty 

CTS  (Clear  To  Send)  signal  missing 

Unused 

DSR  (Data  Set  Ready)  signal  missing 
Break  signal  received 
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1.5  Cartridge  Port 


The  cartridge  port-also  known  as  the  expansion  bus-is  one  of  the  most 
useful  interfaces  on  the  C-128.  ROM  cartridges  can  be  inserted  in  this  port; 
they  might  be  games,  BASIC  extensions  or  something  altogether  different 
such  as  a  MIDI  interface.  The  address  lines  as  well  as  the  data  lines  of  the 
computer  are  available  on  this  interface.  For  this  reason  the  computer  is  also 
very  sensitive  to  damage  here. 

First  the  pinout  of  the  44-pin  connector: 

I  GND 
2-3  +5V 

4  -IRQ;  connected  to  the  processor  IRQ  line 

5  CR/-W;  connected  to  the  processor  R/-W  line 

6  DOT  CLOCK;  dot  raster  clock  for  the  VIC,  about  7.83  MHz 

7  -VOl;  usually  =0  in  address  range  $DE00  to  $DEFF 

8  -GAME;  input  to  AM  (Address  Manager) 

9  -EXROM;  as  above 

10  -1/02;  usually  =0  in  area  $DF00  to  $DFFF 

II  -ROML;  output  from  AM 

12  BA;  signal  from  VIC,  indicates  the  validity  of  read  data 

13  -DMA;  input.  0=bus  system  reserved  for  external  access 
14-21  CD7-CD0;  data  bus 

22  GND 

A  GND 

B  -ROMH;  output  from  AM 

C  -RESET 

D  -NMI 

E  02;  system  clock  output 

F-Y  CA15-CA0;  address  bus 

Z  GND 


Both  the  128  and  64  modes  test  to  see  if  the  cartridge  port  is  occupied 
when  the  computer  is  turned  on  or  reset.  If  the  cartridge  port  is  occupied, 
the  memory  configuration  is  set  appropriately  in  the  address  manager,  and 
control  of  the  computer  is  given  to  the  cartridge  and  not  the  built-in  ROM 
operating  system.  This  is  a  very  user-friendly  feature,  since  the  user  need 
only  insert  the  cartridge  and  turn  the  computer  on  to  start  the  application. 
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Chapter  2:  The  VIC  Chip 


As  you  already  know,  the  Commodore  128  has  three  plugs  for 
connecting  monitors.  Theoretically,  all  three  can  be  used  at  once,  but  this 
wouldn't  be  terribly  useful,  since  the  two  40  column  screens  would  be 
identical. 

Two  of  the  three  connectors  are  connected  to  the  VIC  chip.  The  VIC 
chip  has  been  well-proven  in  the  Commodore  64.  The  VIC  chip  is  well 
liked  since  it  has  many  fine  features  like  the  ability  to  display  sprites.  The 
VIC  chip  in  the  Commodore  128  has  two  additional  registers  which  will  be 
described  later.  It  runs  the  display  in  the  40-column  mode  as  well  as  BASIC 
7.0's  representation  of  graphics. 

A  television  can  be  connected  via  the  RF  connector.  This  is  a  relatively 
popular  solution  because  of  the  low  cost.  Depending  on  the  television,  the 
screen  quality  may  also  be  satisfactory,  though  it  is  not  suited  for  long 
periods  of  working  with  the  computer.  This  is  because  the  carrier  frequency 
is  first  modulated  by  the  computer  (it  must  be  "broadcast")  and  then 
demodulated  by  the  television  receiver.  The  picture  quality  naturally  suffers 
as  a  result  of  all  this  manipulation. 

If  your  wallet  has  recovered  from  the  purchase  of  the  Commodore  128, 
you  might  consider  a  color  monitor  such  as  the  Commodore  1702.  This 
monitor  uses  the  second  connection:  the  composite  video  output.  Here  the 
signal  does  not  need  to  be  modulated  or  demodulated—pure  screen 
information  plus  the  synchronization  pulse  is  sent  to  the  monitor.  These 
monitors  are  a  bit  more  expensive,  but  they  offer  significantly  better  screen 
quality  because  the  screen  resolution  is  better. 

The  VIC  chip  in  the  Commodore  128  has  the  same  address  as  the  64, 
which  makes  sense,  since  it  must  also  be  accessed  in  the  64  mode.  For  the 
sake  of  compatibility  the  addresses  must  remain  the  same. 

Start  address:  $D000 

The  VIC-II  chip  (we  will  call  it  VIC-II  since  it  is  not  identical  to  its 
predecessor)  cannot  function  with  the  2MHz  clock  frequency  (fast  mode). 
The  VIC-II  chip  contains  the  system  clock.  As  you  may  know,  the  VIC  chip 
uses  the  clock  gaps  (times  in  which  the  processor  does  not  access  the 
memory)  in  order  to  get  characters  out  of  the  video  RAM  to  refresh  the 
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picture.  This  is  done  so  as  not  to  slow  down  the  processor.  If  the  processor 
is  clocked  at  2MHz,  the  operating  speed  is  doubled  and  the  clock  gaps  are 
halved.  These  clock  gaps  aren't  long  enough  to  access  memory.  The  VIC-II 
chip  switches  the  video  output  off  and  you  get  a  single  color  picture  (which 
you  may  recognize  from  cassette  loading).  The  video  controller  responsible 
for  the  80-column  screen  is  not  affected  by  this.  It  continues  to  display  its 
80  columns  per  line.  Switching  from  1  to  2MHz  can  also  be  done  in  the  64 
mode!  To  do  this,  you  must  set  bit  0  in  register  48  of  the  VIC. 

POKE  53296,1  corresponds  to  the  command  FAST 
POKE  53296,0  corresponds  to  the  command  SLOW 

These  two  POKEs  can  also  be  used  in  the  64  mode.  The  FAST 
command  is  a  bit  different  from  the  POKE  command;  the  BASIC  7.0 
command  FAST  also  causes  the  40-column  screen  to  be  automatically 
switched  off,  so  that  the  colorful  garbage  caused  by  the  2MHz  mode  does 
not  appear  on  the  screen. 

The  VIC  chip  not  only  performs  all  the  tasks  required  to  create  a  screen, 
it  also  handles  the  timing  for  the  dynamic  memory. 


Here  are  some  features  of  the  VIC  chip: 


*  16  colors 

*  graphics-capable  with  320x200  pixels  (hi-res  mode) 

*  Four  color  graphics  with  160x200  pixels  (multi-color  mode) 

*  Multi-color  mode  possible  in  text  mode 

*  Display  and  management  of  8  sprites 

*  Raster  and  sprite-collision  interrupt 

*  Creation  of  a  standard  NTSC  signal 

*  Movable  video  RAM  and  character  generator 

*  Independent  handling  of  16K  of  dynamic  RAM 
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The  pin  layout  of  the  VIC-II  chip: 

1-7  D6-D0;  Processor  data  bus 

8  -IRQ;  0  when  one  bit  of  the  IMR  and  the  IRR  are  equal 

9  -LP;  Input,  Light  pen  strobe 

1 0  -CS;  Processor-bus  action  only  takes  place  if  CS=0 

11  RAV;  0  =  taking  over  data  from  bus 

1 2  B A;  0  =  data  not  ready  at  receiving  device 

13  VDD;  +12VDC 

14  COLOR;  Color  information  output 

15  SYNC;  Impulses  to  synchronize  lines  and  screen 

16  AEC;  0  =  VIC  uses  system  bus,  1  =  bus  free 

17  OOUT;  Clock  output 

18  -RAS;  Dynamic  RAM  control 

19  -CAS;  as  above 

20  GND 

21  0COLOR;  Input  color  frequency 

22  OIN;  Input  dot  frequency 

23  All;  Processor  address-bus 

24-29  A0/A8--A5/A13;     Multiplexed  (video-)  RAM  address-bus 

30-31  A6-A7;  (video-)  RAM  address-bus 

32-34  A8-A10;  Processor  address-bus 

35-38  D11-D8;  Data  from  color  RAM 

39  D7;  Processor  data-bus 

40  VCC;  +5V 

41-44  K0-K3;  Keyboard-Interface-Control.   These  pins  go 

directly  to  the  (expanded)  keyboard. 


2.1  Register  Layout  of  the  VIC  Chip 


The  VIC-II  chip  has  49  registers  at  the  address  $D000+(the  register 
number).  These  registers  are  individually  described: 

REG  0     Sprite  register  0:  X-coordinate 

Here  are  8  bits  of  the  X  screen  coordinate  of  sprite  0.  Bit  9 
(overflow  bit)  is  found  in  register  16  of  the  VIC  chip. 

REG  1     Sprite  register  0:  Y-coordinate 

This  register  contains  the  Y-position  of  sprite  0.  The 
Y-coordinate  does  not  need  an  overflow  (9th  bit)  because  the 
maximum  Y-value  is  199. 
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Registers  2  through  15  correspond  to  registers  0  and  1  for  sprites  1  to 
7.  Each  sprite  has  a  register  pair  in  the  VIC  chip:  Sprite  0  has  register  pair 
0/1,  sprite  1  the  pair  2/3  ...  sprite  7  the  pair  14/15. 

REG  16  MSb  of  the  X-coordinates  (note  that  the  lower-case  b  in  MSb  is 
intentional!  [This  is  to  indicate  bil,  not  byte]).  This  register 
contains  the  overflow  bits  from  the  X-coordinates  of  the  sprites. 
A  set  bit  means  that  the  MSb  (9th  bit)  of  the  corresponding  sprite 
is  set,  0  means  not  set.  The  MSb  of  sprite  0  is  represented  by  bit 
0,  the  MSb  of  sprite  7  is  set  by  bit  7. 

REG  17  Control  register  1 

Bit  0-2 :  Offset  of  the  upper  screen  border  in  raster  lines. 
Bit  3    :  0=24  lines,  1=25  lines 
Bit  4   :  0=screen  off 

Bit  5    :  l=standard  bit-map  mode  (graphics) 
Bit  6   :  l=extended  color  mode  (text) 
Bit  7    :  Carry  from  register  18. 

REG  18   Raster  IRQ 

Number  of  the  raster  line  at  which  a  raster  IRQ  should  be 
generated.  The  9th  bit  of  the  raster  line  is  found  in  register  17. 

REG  19  X-portion  of  the  screen  position  at  which  the  beam  was  found 
when  a  strobe  was  generated. 

REG  20   As  register  19,  but  the  Y-portion. 

REG  21   Sprite  enable 

This  register  indicates  whether  a  sprite  is  turned  on  (bit  =  1)  or 
off  (bit  =  0).  Sprite  0  is  represented  by  bit  position  0,  sprite  7  by 
bit  7  of  the  register. 

REG  22  Control  register  2 

Bits  0-2:  Offset  of  the  left  screen  border  in  raster  dots. 
Bit  3: 0=38  characters,  1=40  characters  (horizontal) 
Bit  4:  Multi-color  mode  (graphics) 

REG  23   Sprite  expand  X 

The  sprites  can  be  doubled  in  the  x  direction  by  setting  the 
corresponding  bit  in  this  register. 
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REG  24  Base  address  of  the  character  generator  and  video  RAM 
Bits  1-3:  Address  bits  1 1-13  for  the  character  RAM  base 
Bits  4-7:  Address  bits  10-13  for  the  video  RAM 

REG  25   IRR:  Interrupt  Request  Register 

This  register  indicates  which  register  generated  an  interrupt. 

Bit  0:  generator  is  REG  18 

Bit  1:  generator  is  REG  31 

Bit  2:  generator  is  REG  30 

Bit  3:  generator  is  pin  LP 

Bit  7:  =1  when  at  least  one  other  bit  is  one 

REG  26  IMR:  Interrupt  Mask  Register 

Layout  like  REG  25.  If  at  least  one  bit  in  the  IRR  and  IMR  agree 
(IRR  AND  IMRoO),  an  interrupt  is  generated  (pin  IRQ=0). 

REG  27   Priority  register  (sprites) 

If  the  corresponding  bit  is  set,  the  background  character  has 
precedence  over  the  sprite. 

REG  28  Multi-color  register  (sprites) 

If  the  bit  representing  a  given  sprite  is  set,  that  sprite  is 
represented  in  multi-color  mode. 

REG  29  Sprite  expand  Y 

The  sprites  can  be  doubled  in  the  Y-direction  by  setting  the 
appropriate  bit  in  this  register. 

REG  30  Sprite/sprite  collision 

Each  sprite  is  assigned  a  bit  If  two  sprites  touch  each  other,  the 
two  corresponding  bits  are  set.  These  bits  remain  set  until  they 
are  explicitly  cleared!  At  the  same  time,  bit  2  in  the  IRR  is  set.  If 
bit  2  in  the  IMR  is  also  set,  an  interrupt  will  be  generated. 

REG  3 1   Sprite/background  collision 

Each  sprite  is  assigned  a  bit.  If  a  sprite  touches  the  background, 
the  corresponding  bit  is  set.  The  bits  remain  set  until  they  are 
explicitly  reset!  Bit  3  in  the  IRR  is  set;  if  bit  3  in  the  IMR  is  also 
set,  an  interrupt  is  generated. 

REG  32  Exterior  color  (border  color) 

The  border  color  is  set  in  this  register  (0-15). 
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REG  33  Background  color  registers  0-3 

to       Background  color  register  0  determines  the  background  color  in 
REG  36  the  "normal"  text  mode.  If  the  multi-color  mode  is  enabled,  it 
accesses  registers  1-3. 

REG  37  Sprite  multi-color  color  0/1 

and  Sprites  which  are  represented  in  multi-color  can  assume  the  back- 
REG  38   ground  color,  the  sprite  color,  or  the  multi-color  0  and  1 . 

REG  39  Color  sprite  0-8 

to       The  colors  for  the  individual  sprites  are  placed  in  these  registers. 
REG  46 

REG  47   Keyboard  control  register 

This  register  contains  the  status  of  the  four  keyboard  interface 
pins  K0  to  K3.  Bits  0  to  3  are  responsible  for  this.  Bits  4-7  are 
unused  and  are  always  1. 

REG  48  2MHzbit 

Bit  0  of  this  register  determines  whether  the  computer  operates  at 
2MHz  or  1MHz.  Bits  1-7  are  unused.  If  the  bit  is  set,  all  accesses 
from  the  VIC-II  chip  to  the  memory  are  halted,  except  for 
refreshing  the  dynamic  RAM. 

NOTE:  All  of  the  following  example  programs  must  be  entered  in  the 
64  mode.  This  is  necessary  because  the  BASIC  7.0  interpreter  makes  inputs 
to  the  VIC-II  chip  practically  "ineffective".  For  example,  if  you  switch  the 
graphics  on  with  the  necessary  POKE  instructions,  you  will  see  only  a  flash 
on  the  screen.  The  same  applies  to  programming  sprites,  etc.  The  reason  for 
this  is  that  the  BASIC  7.0  interpreter  must  have  its  own  method  of  interrupt 
control.  You  can,  for  example,  create  a  moving  sprite  with  the  MOVSPR 
command;  this  can  be  done  only  with  BASIC  7.0  using  the  interrupts.  We 
will  tell  you  how  you  can  get  around  this  interrupt  control  in  Section  7.5. 

But  even  when  the  sprites  aren't  moving,  the  coordinates  are  always 
corrected  by  the  BASIC  7.0  interpreter.  You  are  probably  asking  yourself 
why  you  should  program  in  the  64  mode  when  you  own  a  128.  This  is  a 
good  question,  but  the  VIC  chip  can  be  programmed  just  as  well  from  the 
64  mode  as  it  can  from  the  128  mode.  We  will  use  "simple"  POKE 
commands  in  the  following  sections,  in  order  to  give  examples  as  close  to 
assembly  language  as  possible.  Since  programming  the  VIC  chip  would  be 
ruined  by  the  BASIC  7.0  interpreter,  we  will  try  out  the  following  examples 
in  the  64  mode.  This  will  allow  us  to  learn  and  understand  the  operation  of 
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the  VIC  chip.  Machine  language  programmers  have  to  feel  their  way 
through  step  by  step.  In  machine  language  (in  the  128  mode),  you  can  get 
around  the  annoying  sprite  corrections  by  changing  the  IRQ  vector. 


2.2  The  VIC  Operating  Modes 


As  you  may  already  know  and  can  gather  from  the  many  registers,  there 
are  a  number  of  possible  ways  to  arrange  the  screen  with  the  VIC  chip.  It  is 
quite  easy  to  do  this  in  the  128  mode  thanks  to  easy-to-use  BASIC  7.0 
commands.  In  the  64  mode,  it  is  somewhat  more  difficult  to  switch  between 
the  various  modes  since  it  must  be  done  with  POKE  commands. 
Programming  sprites  in  the  64  mode  is  also  more  complicated  than  it  is  in 
the  128  mode,  in  which  you  can  easily  move  them  about  with  the  MOVSPR 
command.  If  you  think  the  layout  of  the  VIC  chip  doesn't  interest  you  since 
you  don't  want  to  program  in  the  64  mode,  you  may  not  be  right.  If  you 
want  to  program  in  machine  language,  you  will  need  to  learn  more  about  the 
register  layout  of  the  VIC,  which  is  what  we  want  to  do  now. 


2.3  Sprites 


Sprites  are  movable,  freely-definable  figures  with  a  resolution  of  24  by 
21  points.  Sprites  can  be  represented  in  either  the  two-color  mode  (sprite 
color  and  background  color)  or  the  multi-color  mode  (four  colors,  but  the 
resolution  is  cut  to  12  by  21  points).  The  VIC  chip  can  manage  8  sprites, 
which  can  be  moved  simultaneously  on  the  screen.  The  sprites  can  assume 
their  positions  in  a  frame  of  512  by  256  raster  points,  which  means  that 
sprites  can  be  moved  completely  outside  of  the  screen. 

If  a  sprite  is  defined  in  the  two-color  mode,  a  set  bit  means  a  set  point  in 
the  color  defined  for  this  sprite.  An  unset  bit  means  transparent  (the 
background  color  will  be  displayed).  In  the  multi-color  mode,  two  bits 
apply  to  one  point,  which  means  that  one  can  define  four  colors.  The 
possible  bit  combinations  refer  to  the  following  colors: 

00:  Transparent,  background  color  (REG  33) 

01 :  Multi-color  register  0  (REG  37) 

1 1 :  Multi-color  register  1  (REG  38) 

10:  Sprite-color  register  (REG  39-46) 
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You  see  that  two  colors  (multi-color  registers  0  and  1)  are  defined  to  be 
the  same  for  all  sprites.  The  sprites  can  differ  from  each  other  in  at  most  one 
color.  But  let's  define  a  sprite  "from  scratch".  We  won't  use  the  BASIC  7.0 
commands,  but  only  the  commands  available  to  us  in  the  64  mode  (which 
can  be  used  in  the  128  mode  as  well).  First  we  must  define  a  sprite  by 
means  of  DATA  statements  (the  sprite  editor  does  not  exist  in  the  64  mode). 
These  DATA  lines  should  look  like  the  following: 

1000  DATA  000, 000,000 
1010  DATA  000,000,000 
1020  DATA  000,000,000 
1030  DATA  000,000,000 
1040  DATA  000,000,000 
1050  DATA  000,000,000 
1060  DATA  000,000,000 
1070  DATA  003,255,255 
1080  DATA  000,002,000 
1090  DATA  192,170,128 
1100  DATA  194,150,080 
1110  DATA  234,150,080 
1120  DATA  194,170,168 
1130  DATA  192,170,168 
1140  DATA  000,032,128 
1150  DATA  000,170,160 
1160  DATA  000,000,000 
1170  DATA  000,000,000 
1180  DATA  000,000,000 
1190  DATA  000,000,000 
1200  DATA  000,000,000 

In  the  normal  development  of  a  sprite,  you  would  draw  out  the  figure 
on  paper  before  programming,  and  divide  the  paper  up  into  a  grid  of  24  by 
21  points.  This  gives  21  lines  of  24  points  each.  These  24  points  are  then 
grouped  into  three  8-bit  groups  which  can  then  be  stored  as  bytes.  Every 
filled  box  means  a  set  bit,  an  empty  box  means  an  unset  bit.  In  the 
multi-color  mode  this  is  more  difficult  You  must  insert  one  of  four  bit 
combinations  from  a  self-defined  color  table. 

Note:  You  must  first  consider  what  colors  you  will  define  in  common  to 
all  sprites,  and  which  you  want  to  have  as  the  individual  color  for  each 
sprite. 
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Once  you  have  done  this  you  can  calculate  the  individual  bytes  and 
write  them  down.  These  values  are  then  given  in  rows  of  DATA  lines,  as  in 
our  example.  Our  example  sprite  is  a  helicopter.  You  probably  didn't 
recognize  it  in  the  DATA  statements. 


2.3.1  Address  of  the  sprites 


We  have  our  data  and  now  we  need  to  store  it  someplace.  There  is  a 
pointer  for  each  sprite  which  tells  the  VIC  chip  where  it  can  find  the  sprite. 
These  pointers  are  found  in  addresses  2040  to  2047,  immediately  following 
the  video  RAM.  Each  sprite  needs  3x21=63  bytes.  You  have  probably 
already  noticed  that  each  pointer  need  only  be  one  byte  long  and  does  not 
give  an  absolute  address.  It  gives  the  position  "pointer  times  64,"  which 
accounts  for  exactly  16K.  If  you  move  the  start  address  of  the  video  RAM, 
the  sprite  pointers  also  move  as  well  as  their  start  addresses.  For  the  sake  of 
simplicity,  let  us  assume  that  sprite  number  1  is  defined  at  address 
13*64=832. 

POKE  2041,13 

Address:  2040  2041  2042  2043  2044  2045  2046  2047 
Sprite*:    0      1      2      3      4     5      6  7 

You  can  assign  this  address  to  other  sprites,  meaning  that  several 
sprites  will  have  the  same  appearance.  But  to  display  our  sprite,  we  first 
need  to  POKE  the  values  from  the  DATA  statements  into  the  correct 
memory  addresses. 

10  FOR  1=0  TO  63 
20  READ  D 
30  POKE  13*64+1, D 
40  NEXT 

50  POKE  2041,13:   REM  SPRITE  1  AT  ADDRESS  832 
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2.3.2  Turning  on  the  sprite 


When  you  start  the  program,  you  will  notice  that  something  is  still 
missing.  We  need  to  explicitly  turn  our  sprite  on!  The  best  way  to  do  this  is 
with  a  logical  OR  of  the  corresponding  bit  in  register  21,  since  a  direct 
POKE  would  erase  any  other  sprites. 

POKE  53248+21,PEEK(53248+21)  OR  2 

turns  sprite  1  on.  If  you  want  to  turn  on  sprites  0  and  7,  for  example: 
POKE53248+21,PEEK(53248+21)  OR  1  OR  128,  or  better  yet: 
POKE53248+21 ,PEEK(53248+21)  OR  129. 

To  turn  off  sprite  1: 

POKE  53248+21,PEEK(53248+21)  AND  NOT(2) 

If  you  want  to  turn  off  several  sprites  at  once,  such  as  sprites  0  and  7, 

POKE  53281+21 ,PEEK(53248+21)  AND  NOT(l  OR  128) 

it  can  be  done  by  a  logical  OR  of  the  sprites  to  be  turned  off,  which  is  then 
negated  and  then  ANDed  with  the  original  value.  In  our  example  program, 
we  want  to  turn  our  sprite  on: 

60  POKE  53248+21,1:  REM  TURN  ON  SPRITE  1 

Sprite:  7  6  5  4  3  2  10 
Bit:     7  6  5  4  3  2  10 


2.3.3  Color 


We  want  to  be  able  to  define  the  color  of  our  sprite,  otherwise  we  might 
not  be  able  to  see  it: 

70  POKE  53248+39+1,    5:   REM  COLOR  =  GREEN 

This  is  done  in  registers  39  through  46:  register  39  defines  the  color  for 
sprite  0;  register  46,  correspondingly,  defines  the  color  of  sprite  7. 
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The  following  colors  are  available: 


0 
1 
2 
3 
4 
5 
6 
7 


Black 

White 

Red 

Cyan 

Purple 

Green 

Blue 

Yellow 


8 
9 
10 
11 
12 
13 
14 
15 


Orange 
Brown 


Light  red 


Light  green 
Light  blue 
Grey  3 


Grey  1 
Grey  2 


2.3.4  Position 


After  you  have  made  the  color  specification  and  started  the  program 
with  RUN,  you  still  won't  see  anything  because  the  sprite  is  positioned 
outside  of  the  screen  area.  Registers  2  and  3  must  be  loaded  with  the 
appropriate  values  in  order  to  assign  a  position  to  sprite  1: 

80  POKE  53248+2, 50 :  REM  X-COORDINATE 
90  POKE  53248+3, 70 :  REM  Y-COORDINATE 

You  can  move  your  sprite  across  the  whole  screen  with  a  loop.  Many 
readers  may  start  to  groan  here.  You  know  that  BASIC  7.0  handles  all  of 
the  work  with  sprites  for  you.  But  there's  even  more  that  must  be  done  in 
64  mode.  If  you  want  to  position  the  sprite  at  X-coordinate  310,  for 
example,  eight  bits  aren't  enough.  Here  you  must  set  the  ninth  bit  of  the 
corresponding  sprite  in  register  16  (or  reset  it  if  you  are  moving  the  sprite 
from  right  to  left).  We  position  our  sprite  at  X-coordinate  310: 

POKE  53248+16, 2:  REM  SPRITE  1  -  SET  9TH  BIT 

If  you  want  to  avoid  disturbing  other  sprites  with  this  command,  you 
must  again  address  the  appropriate  bit  explicitly: 

POKE  53248+16,  PEEK(53248+16)  OR  2 

Let's  move  our  sprite  from  left  to  right  across  the  screen: 
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FOR  1=0  TO  400 

POKE  53248+2,   I  AND  255  : 

REM  MASK  OUT  LOWER  8  BITS 
POKE  53248+16, PEEK (53248+16)   AND  NOT  2  OR 
2*ABS (I>255) 
NEXT  I 

The  line  just  before  the  last  is  a  bit  complicated:  The  most-significant  bit 
of  sprite  1  is  reset  to  zero  by  AND  NOT  2.  The  corresponding  bit  is  again 
set  if  necessary  (X-coordinate  greater  than  255)  by  OR  2*ABS(I>255). 
This  is  all  done  without  disturbing  the  other  bits. 


2.3.5  Expanding  a  sprite 


Another  important  and  useful  capability  is  the  ability  to  display  sprites 
twice  as  large  in  the  horizontal  and/or  vertical  directions.  The  VIC  chip  has 
two  registers  available  for  this  purpose:  X-expand  and  Y-expand.  Again, 
each  sprite  is  represented  by  a  bit.  By  setting  this  bit,  the  corresponding 
sprite  is  expanded  in  the  X  or  Y  direction.  In  our  example  we  will  expand 
our  sprite  in  both  the  X  and  Y  directions: 

POKE  53248+23,2  :  REM  DOUBLE  SPRITE  1  IN  Y-DIRECTTON 
POKE  53248+29,2  :  REM  DOUBLE  SPRITE  1  IN  X-DIRECTION 

Since  we  can  expand  a  sprite  in  both  the  X  and  Y  directions,  we  have 
the  ability  to  enlarge  our  sprite  by  a  factor  of  four. 


2.3.6  Background 


You  have  no  doubt  noticed  when  entering  or  changing  the  example 
program  that  the  sprite  does  not  scroll  along  with  the  rest  of  the  screen. 
Sprites  also  remain  visible  when  the  screen  is  cleared.  The  sprites  are 
ultimately  determined  by  their  position.  If  you  want  to  remove  a  sprite  from 
the  screen,  you  can  either  a)  turn  it  off,  or  b)  position  it  outside  the  screen. 

Sprites  have  another  noteworthy  property.  If  you  move  the  text  cursor 
over  a  sprite  and  start  typing,  the  sprite  covers  the  letters-the  letters  are 
visible  only  where  the  sprite  is  transparent.  It  almost  has  the  appearance  of  a 
three-dimensional  picture. 
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The  sprites  and  the  background  can  be  imagined  as  two  separate  layers. 
It  is  possible  to  inform  the  VIC  chip  that  we  do  not  want  to  have  individual 
sprites  in  the  foreground.  There  is  a  priority  level  for  each  sprite  that  tells 
the  VIC  whether  the  sprite  has  precedence  over  the  background  or  not.  In 
our  example,  the  letters  would  appear  on  top  and  the  sprite  would  be 
covered  up.  In  order  to  move  a  sprite  behind  the  background,  the 
corresponding  bit  in  register  27  must  be  set  We  want  to  take  away  the 
priority  of  our  helicopter: 

POKE  53248+27,2 

Now  the  helicopter  appears  behind  the  letters.  In  order  to  put  it  in  front 
again,  we  need  only  reset  the  bit: 

POKE  53248+27,0 

Register  27  :  Background  priority 

Bit:  7  6  5  4  3  2  10 
Prior:  765432  10 

You  have  no  doubt  noticed  that  all  registers  are  organized  in  the  same 
manner.  One  byte  is  all  that  is  required  in  order  to  represent  all  eight 
possible  sprites.  Bit  0,  the  lowest  order  bit,  always  stands  for  sprite  0  while 
bit  7  always  corresponds  to  sprite  7. 

You  may  be  wondering  what  happens  when  several  sprites  occupy  the 
same  space  on  the  screen.  There  are  set  rules  for  determining  the  appearance 
of  the  result.  The  sprite  with  the  lowest  number  appears  on  "top"  of  the 
others.  If  sprites  0  and  6  come  in  contact  with  each  other,  for  example,  all 
of  sprite  0  will  be  visible,  while  at  best  only  an  outline  of  sprite  6  will  be 
visible.  Sprite  6  will  appear  on  top  of  sprite  7,  sprite  5  on  top  of  sprite  6,  up 
to  sprite  0  on  top  of  sprite  1.  The  lower  the  sprite  number,  the  higher  the 
priority. 


2.3.7  Collision:  Sprite-sprite 


It  is  also  possible  that  two  sprites  will  come  into  contact  with  each 
other,  that  is,  they  have  at  least  one  point  in  common.  Often  it  is  desirable 
to  be  able  to  detect  such  contact,  especially  for  games.  The  VIC  has  a 
register  just  for  this  purpose:  Register  30  gives  the  information  if  sprites 
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have  collided,  and  if  so,  which  sprites  were  involved.  If,  for  example, 
sprites  0  and  6  collide,  bits  0  and  6  of  register  30  are  set.  If  more  than  two 
sprites  encounter  each  other,  the  bits  of  all  the  sprites  involved  are  set.  In 
our  example—if  sprites  0  and  6  encounter  each  other--we  would  get  the 
following  result: 

PRINT  PEEK(53248+30) 
65 

The  number  65  is  a  combination  of  bits  0  and  6  set:  64+1=65.  After 
you  have  read  register  30,  you  must  set  it  back  to  0,  or  you  will  not  be  able 
to  detect  future  collisions  since  the  register  is  not  automatically  reset. 

POKE  53248+30,0 


2.3.8.  Collision:  Sprite-background 


Sprites  can  also  come  into  contact  with  the  background  characters.  It  is 
possible  to  check  to  see  if  our  helicopter  comes  into  contact  with  the  cursor 
or  not.  This  test  is  independent  of  whether  the  sprite  has  precedence  over 
the  background  or  not.  If  a  sprite  does  contact  some  part  of  the  background, 
the  corresponding  bit  in  register  31  is  set.  Here  the  same  applies  as  for 
register  30:  You  must  clear  the  register  after  reading  it  The  register  can  only 
tell  that  the  given  sprite  has  come  into  contact  with  a  background  character, 
it  cannot  tell  you  which  character,  though  that  usually  doesn't  matter.  This 
can  be  determined  by  the  position  of  the  sprite. 


2.3.9  Multi-color  sprites 


Certainly  the  "icing  on  the  cake"  of  sprite  programming  is  the  ability  to 
define  sprites  in  multi-color.  Multi-color  simply  means  four-color.  One 
color  is  the  background  color;  two  additional  colors  are  the  same  for  all 
eight  sprites.  If  you  want  to  display  several  sprites  in  multi-color,  you  must 
consider  carefully  what  colors  you  will  choose.  You  must  then  define  these 
in  the  two  fixed  sprite  color  registers.  The  multi-color  mode  does  have  a 
price:  the  resolution  is  cut  in  half.  This  usually  does  not  present  a  problem 
since  the  resolution  is  usually  more  than  enough.  This  gives  you  a 
resolution  of  12x21  points.  The  size  of  the  sprites  remains  the  same  since 
the  points  themselves  become  twice  as  large-two  bits  define  one  color. 
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The  various  bit  combinations  have  the  following  meanings: 

00  The  point  has  the  background  color  (no  point  is  visible) 

0 1  The  color  is  taken  from  register  37 

10  The  color  is  taken  from  the  given  sprite  color  register 

1 1  The  color  is  taken  from  register  38 

We  must  tell  the  VIC  chip  which  sprites  are  multi-color.  This  is 
naturally  done  bit  by  bit,  in  register  22.  To  display  our  helicopter  as 
multi-color: 

POKE  53248+22,2 

And  look:  it  appears  in  shimmering  color.  The  helicopter  looks  so  ugly 
because  we  defined  it  as  a  single  color  sprite.  The  various  bit  combinations 
of  a  monochrome  sprite  naturally  have  a  different  character  than  they  do 
with  a  multi-color  sprite.  We'll  now  list  the  entire  program  responsible  for 
bringing  our  helicopter  to  life.  This  program  will  help  show  you  how 
sprites  are  programmed,  whether  in  BASIC  or  machine  language. 


10  REM  SPRITE  DEMONSTRATION  PROGRAM 

20  V  =  53248:   REM  START  ADDRESS  OF  THE  VIC  CHIP 

30  POKE  V+32,    15;   POKE  V+33,14:REM  BACKGROUND  COLOR 

40  PRINT"<CTRL-7>" :   REM  <CRTL>  KEY  AND  7 

50  POKE  V+21,   3    :     REM  ENABLE  SPRITE  0  AND  1 

60  POKE  V+28,   3:       REM  SPRITE  0  AND  1  IN  MULTICOLOR 

70  POKE  V+39,    6   :     REM  COLOR  FOR  SPRITE  0  =  BLUE 

80  POKE  V+40,   2:       REM  COLOR  FOR  SPRITE  1  =  RED 

90  POKE  V+37,    14:   REM  MULTI-COLOR  1  =  LIGHT  BLUE 

100  POKE  V+39,    0:   REM  MULTI-COLOR  2  =  WHITE 

110  POKE  2040,   13:  REM  SPRITE  0  AT  832  TO  895 

120  POKE  2041,    13    :   REM  SPRITE  1  THE  SAME 

130  FOR  I  =  0  TO  62:   REM  NUMBER  OF  DATA  ITEMS 

140    :   READ  X   :  REM  READ  THE  VALUES 

150    :   POKE  1+832,   X   :   REM  STORE  THE  VALUES 

160  NEXT  I 

170  POKE  V+0,25:POKE  V+l,   50:REM  POSITION  SPRITE  0 

180  POKE  V+2,    60:POKEV+3,50   :REM  POSITION  SPRITE  1 

190  FOR  D  =  I  TO  2000   :   NEXT : REM  DELAY  LOOP 

200  FOR  I  =  0  TO  200   :   REM  MOVE 

210:  POKE  V,    1=24    :   REM  X- COORD .   SPRITE  0 

220:  POKEV=2,    200-1    :REM  Y - COORD .   SPRITE  1 
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230:  POKE  V=l,    40+1:   REM  Y=COORD .   SPRITE  0 

240:  POKE  V+3,   200-1 :REM  X-COORD .   SPRITE  1 

250  NEXT 

260  GOTO  200:  REM  MOVE  CONTINUALLY 

1000  DATA  000,000,000 

1010  DATA  000,000,000 

1020  DATA  000,000,000 

1030  DATA  000,000,000 

1040  DATA  000,000,000 

1050  DATA  000,000,000 

1060  DATA  000,000,000 

1070  DATA  003,255,255 

1080  DATA  000,002,000 

1090  DATA  192,170,128 

1100  DATA  194,150,080 

1110  DATA  234,150,080 

1120  DATA  194,170,168 

1130  DATA  192,170,168 

1140  DATA  000,032,128 

1150  DATA  000,170,160 

1160  DATA  000,000,000 

1170  DATA  000,000,000 

1180  DATA  000,000,000 

1190  DATA  000,000,000 

1200  DATA  000,000,000 

It  is  certainly  more  complicated  to  prepare  multi-color  sprites  than 
single-color  sprites,  in  which  a  point  on  paper  corresponds  directly  to  a 
point  on  the  screen.  Fortunately  there  are  sprite  editors  which  make  the 
work  a  good  deal  easier.  Such  an  editor  is  built  in  to  BASIC  7.0 
(SPRDEF).  But  as  we  said  before,  it  is  very  important  for  the  machine 
language  programmer  to  know  how  sprites  are  programmed  without  BASIC 
commands. 

The  sprites  that  you  define  and  use  with  the  sprite  editor  built  into 
BASIC  7.0  are  Stored  in  RAM  at  $0E00-$ 1000. 

Sprites  in  any  of  the  possible  modes  can  be  covered  by  the  background, 
whether  it  be  in  text,  graphic,  or  multi-color  graphic  mode. 
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2.3.10  Interrupts  through  the  VIC  chip 


The  VIC  chip  is  capable  of  generating  interrupts.  Interrupts  temporaily 
halt  the  machine  language  program  currently  being  executed  by  the 
microprocessor  because  a  certain  event  occurred.  There  are  four  different 
sources  of  interrupt  on  the  VIC: 

*  The  lightpen 

*  The  raster-line  interrupt 

*  A  sprite/sprite  collision 

*  A  sprite/background  collision 

Because  of  the  VIC  chip's  ability  to  generate  raster-line  interrupts,  it  is 
possible  for  BASIC  7.0  to  mix  text  and  graphics  (by  means  of  the 
GRAPHIC  command).  To  program  an  interrupt,  you  set  the  appropriate  bits 
in  the  IMR  register  specifying  which  interrupt  source(s)  you  want.  In 
addition,  you  must  change  the  interrupt  vector  to  your  own  interrupt  routine 
so  that  you  can  react  appropriately  to  the  interrupt 

If  the  interrupt  comes  from  CIA1,  you  must  branch  to  the  kernal 
routine.  The  CIA1  generates  interrupts  every  sixtieth  of  a  second  in  order  to 
read  the  keyboard.  Otherwise  you  can  branch  to  you  own  routine.  You  can 
determine  if  the  CIA1  caused  the  interrupt  by  reading  register  13,  ICR 
(Interrupt  Control  Register). 

If  the  interrupt  came  from  the  VIC  chip,  bit  7  of  the  IRR  (Interrupt 
Request  Register)  is  set  in  addition  to  the  bit  of  the  generator.  You  need 
only  test  for  the  generator  bit  if  multiple  interrupts  are  enabled  on  the  VIC. 

If  you  use  only  the  raster-line  interrupt,  you  must  check  bit  7.  You  can 
specify  which  raster  line  is  to  cause  the  interrupt  by  setting  registers  18  and 
17  (overflow).  When  this  line  is  encountered  while  the  screen  is  being 
constructed,  an  interrupt  is  generated.  By  the  time  the  routine  reacts,  the 
beam  creating  the  picture  is  already  a  few  lines  farther  down.  You  must  be 
sure  to  take  this  time  delay  into  consideration. 

The  possibilities  which  interrupt  programming  offers,  as  well  as  the 
flood  of  programming  tricks  to  be  mentioned  and  explained  would  go  far 
beyond  the  scope  of  this  book. 
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2.3.10.1  More  than  8  sprites  on  the  screen 


We  will  use  the  following  program  as  a  small  example  of  what  can  be 
done  with  the  raster-line  interrupt  The  raster-line  interrupt  makes  it  possible 
to  display  more  than  the  usual  8  sprites  on  the  screen  at  one  time.  The 
control  program  need  only  exchange  the  data  for  the  sprites  with  an  area 
reserved  for  this  purpose  or  redefine  the  pointers  at  a  specific  raster-line. 

If  you  display  more  than  8  sprites  using  the  raster-line  interrupt,  the 
freedom  of  movement  in  the  vertical  direction  is  somewhat  limited.  If  you 
use  16  sprites,  for  example,  the  first  eight  sprites  must  move  above  the 
middle  line  (0--99)  while  the  second  set  of  eight  must  be  satisfied  with  the 
lower  half  (100-199).  The  sprites  can  move  freely  in  the  horizontal 
direction.  For  many  games  the  vertical  restriction  is  not  a  problem  so  you 
can  make  extensive  use  of  the  raster-line  interrupt. 

Our  example  program  displays  16  sprites  in  various  colors  and  moves 
them  across  the  screen.  Eight  sprites  are  to  be  displayed  in  the  upper  half  of 
the  screen.  If  the  video  controller  has  displayed  the  upper  half,  we  generate 
an  interrupt.  In  the  interrupt  routine  we  set  the  parameters  for  the  sprites 
which  are  to  be  displayed  in  the  lower  half  of  the  screen.  At  the  same  time, 
we  must  prepare  the  next  raster  interrupt  for  the  end  of  the  screen  so  that  we 
can  again  switch  back  to  the  upper  8  sprites. 


1        REM  16  SPRITES 
5        PRINT  CHR$(147) 

100   FOR  I  =  0  TO  7:   POKE  2040+1,    15:  NEXT 
110   V  =  53248 

120   POKE  V+21,   255   :  POKE  V+  33,  0 

130   FOR  I  =  0  TO  7:  POKE  V+2*I, (1+1) *30 : 

POKE  V+2*I+1,70;NEXT 
140   FOR  I  =  0  TO  7:  POKE  V+39+I,I+l:  NEXT 
200   FOR  I  =  828  TO  907:   READ  X:   POKE  I,   X   :  NEXT 
300   FOR  I  =  960  TO  960  +  62    :READ  X:POKE  I,   X:  NEXT 
350  SYS  828 

430   D  =  D  +  1;   FOR  I  =  0  TO  7 :   POKE  V+2*I, (1+1)*  D: 

POKE  V+2*I=1, 1*5+60:  NEXT 
440  IF  D>  28  THEN  D=l 
450   GOTO  430 

900  DATA  120,  169,100,141,18,208,173,17 
910   DATA  208,41,127,141,17,208,169,129 
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920  DATA  141,  26,208,169,91,160,3,141 
930   DATA  20,3,140,21,3,88,96,173 
940   DATA  25,208,141,25,208,41,1,208 
950   DATA  3,76,49,234,173,18,208,201 
960   DATA  200,176,22,160,200,169,170,140 
970   DATA  18,208,162,14,157,1,208,202 
980   DATA  202,16,249,104,168,104,170,104 
990   DATA  64,160,100,169,90,76,115,3 

1000  DATA  255,255,255,182,210,73,164,155 

1001  DATA  109,255,255,255,164,155,109,182 

1002  DATA  211, 109, 182,218,109, 182,219,77 

1003  DATA  182,219,105,182,219,109,255,255 
1004DATA  255,0,0,0,0,0,0,0 

1005DATA  0,0,0,0,0,0,0,0 
1006DATA  0,0,0,0,0,0,0,0 
1007DATA  0,0,0,0,0,0,0,0 

Examine  line  430  closely.  In  addition  to  the  sprite  coordinates,  you  can 
change  all  of  the  other  sprite  parameters  as  well,  such  as  the  color  or  size. 
You  can  also  change  the  sprite  pointers  so  that  other  sprite  patterns  can  be 
displayed,  even  multicolor. 

You  can  do  more  than  display  16  sprites.  If  you  change  the  display 
mode  in  the  raster  interrupt  routine,  you  can  display  a  split  screen--The  top 
half  could  display  hi-res  graphics  while  the  lower  half  displays  text. 
Superimposed  effects  can  also  be  achieved  in  this  manner. 

Now  that  we  have  described  the  programming  and  use  of  sprites  in 
detail,  we  want  to  look  at  the  other  operating  modes  of  the  VIC  chip. 
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2.4  Normal  Character  Display 


This  mode  is  the  most  "normal"  of  all  the  display  modes  of  the  VIC:  the 
text  mode.  It  is  automatically  enabled  when  the  machine  is  turned  on.  One 
thousand  characters  from  the  video  RAM  are  displayed  as  a  page  of  text  on 
the  screen.  Each  character  has  a  code  which  is  used  as  a  pointer  to  the 
character  generator.  This  pointer  is  used  to  display  the  bit  pattern  stored  in 
the  character  generator  at  the  current  screen  position.  In  this  manner  the 
computer  can  display  256  different  characters  on  the  screen.  Two  different 
characters  sets  are  stored  in  the  Commodore  128.  You  can  select  between 
upper/lower  case  and  upper/graphics  mode  with  SHIFT/Commodore.  These 
are  two  of  the  character  sets.  You  can  also  select  between  the  40  column  and 
80  column  screens,  giving  another  character  set  which  is  a  combination  of 
the  upper/lower  case  and  upper/graphics  case  sets. 

There  is  a  separate  location  in  the  color  RAM  for  each  character  on  the 
screen.  This  location  determines  the  color  of  the  character.  When  the 
character  is  displayed,  the  color  of  each  set  bit  is  fetched  from  the  lower 
nibble  of  the  color  RAM.  16  colors  can  be  defined  here.  If  a  bit  is  not  set, 
the  color  is  fetched  from  the  background  color  register  0;  the  point  is 
therefore  transparent 


2.4.1  Moving  the  video  RAM 


A  useful  feature  of  the  VIC  chip  is  the  ability  to  move  the  location  of  the 
video  RAM  and/or  the  character  generator.  In  this  manner  you  can  have  two 
or  more  text  screens.  For  example,  while  you  display  one  screen,  you  can 
build  another  behind  the  scenes.  The  same  applies  to  the  graphic  mode. 
Color  RAM  cannot  be  moved,  however. 

As  already  mentioned,  the  VIC  chip  can  address  only  16K.  Normally 
the  first  16K  of  bank  0  is  addressed~the  video  RAM  is  found  at  address 
$0400-$07FF.  Register  24  of  the  VIC  chip  supplies  the  address  of  the  video 
RAM  in  IK  increments.  Bits  4-7  of  this  register  represent  the  address  bits 
10-13  of  the  video  RAM.  The  address  $0400  looks  like  this  in  binary: 

0000  1000  0000  0000  =  $0400 
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The  left-most  bit  is  address  bit  15,  the  right-most  is  address  bit  0. 
Address  bits  10-13  read:  0010.  This  bit  combination  is  also  found  in 
register  24,  bits  4-7.  To  move  the  video  RAM  by  IK,  the  new  address 
would  be  $0800. 

0001  0000  0000  0000  =  $0800 

Address  bits  10-13  now  read  0100.  To  write  this  address  to  register  24, 
you  must  first  mask  out  (=erase)  bits  4-7  and  then  the  bit  combination  can 
be  defined  with  a  logical  OR  operation. 

P=PEEK(53248+24) :  REM  OLD  CONTENTS 
POKE  53248+24,(P  AND  240)  OR  64 

This  OR  operation  is  necessary  to  make  sure  you  do  not  disturb  the 
other  bits  in  the  register  because  they  define  the  address  of  the  character 
generator. 

The  limit  of  movement  is  reached  when  you  try  to  move  the  video  RAM 
by  more  than  16K.  Registers  24  has  bits  10-13  of  the  address  available, 
enough  for  movements  within  a  16K  range.  Since  address  bits  14  and  15 
cannot  be  defined  in  the  VIC  chip,  these  bits  must  be  stored  outside  it. 
These  two  bits  are  found  in  register  0  of  CIA2  (address  $DD00),  bits  0  and 
1.  Note  that  these  two  bits  are  active  low,  meaning  that  their  values  are 
inverted.  In  order  to  address  the  lowest  16K  (address  bits  14  and  15  are  0), 
bits  0  and  1  of  register  0  in  CIA2  must  be  set. 

IMPORTANT! 

If  you  change  bits  0  and  1  of  CIA2,  not  only  does  the  video  RAM  move  by 
16K,  the  base  of  the  character  generator  moves  too.  Remember  this  when 
doing  graphics  programing. 

The  following  values  stand  for  given  memory  ranges: 


X 

Bits 

Range 

0 

00 

$C000-$rW 

1 

01 

$8000-$BFFF 

2 

10 

$4000-$7FFF 

3 

11 

$0000-$3FFF  (power-up  condition) 

POKE  56576,  A:  REM  SELECT  THE  16K  PAGE 
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2.4.2  Moving  the  character  generator 


The  CIA2  bits  define  the  16K  page  for  both  the  video  RAM  and  the 
character  generator.  The  character  generator  can  also  be  moved,  but  in  2K 
increments  instead  of  IK  increments.  Bits  1-3  of  register  24  in  the  VIC 
represent  address  bits  1 1-13  of  the  character  generator. 

Normally  this  pointer  points  to  the  character  ROM,  which  is  responsible 
for  the  appearance  of  the  characters  on  the  screen.  In  the  graphics  mode,  the 
character  generator  must  be  moved,  however,  in  order  to  define  the  base  of 
the  graphic  page  (the  video  RAM  becomes  the  color  RAM).  The  character 
ROM  is  found  physically  outside  the  readable  range  of  the  VIC  chip, 
because  the  address  $D000  is  not  addressable  when  a  lower  page  is 
selected.  This  character  ROM  has  a  special  status  thanks  to  the  address 
manager,  however:  If  the  relative  addresses  $1000-$1FFF  or  $9000-$9FFF 
are  addressed,  the  character  ROM  is  automatically  accessed 
($D000-$DFFF).  If  you  disturb  this  by  programing  in  the  graphics  mode, 
for  example,  you  must  use  either  page  1  or  3  or  move  the  area  for  the 
character  generator. 

If,  for  example,  you  want  to  program  and  use  a  couple  of  self-defined 
characters,  first  copy  the  original  character  set  out  of  the  character  ROM  into 
RAM.  Then  you  can  redefine  individual  characters  or  completely  redefine 
the  entire  set  You  need  only  tell  the  VIC  where  it  can  find  the  new  character 
set. 


2.4.3  The  color  RAM 


The  color  RAM  is  probably  the  only  thing  which  you  cannot  redefine 
on  the  VIC.  This  is  not  a  hindrance  for  it  is  important  to  always  know 
where  the  color  RAM  will  be.  The  color  RAM  serves  as  the  color  palette  for 
the  text  display;  the  VIC  gets  the  color  for  each  character  from  this  RAM. 
When  you  work  in  the  hi-res  mode,  the  color  RAM  is  unused.  You  can  use 
this  RAM  for  other  purposes.  In  the  multi-color  mode,  the  color  RAM 
comes  back  into  play~it  yields  color  values  for  the  entire  screen  area. 

The  color  RAM  begins  at  address  $D800  and  ends  at  address 
$D800+999. 
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2.5  Programming  Color  and  Graphics 


We  will  clarify  the  theory  behind  video  programming  by  using 
examples. 

Whenever  you  have  the  opportunity  to  define  a  color,  whether  it  be  in 
the  color  RAM  for  a  character  on  your  text  screen  or  the  color  for  a  sprite, 
the  following  codes  apply  to  the  given  colors: 


Key 

Color 

Number 

Ctrl-1 

Black 

0 

L^tri-z 

wmic 

i 
i 

Ctrl-3 

Red 

2 

Ctrl-4 

Cyan 

3 

Ctrl-5 

Purple 

4 

Ctrl-6 

Green 

5 

Ctrl-7 

Blue 

6 

Ctrl-8 

Yellow 

7 

C=-l 

Orange 

8 

C=-2 

Brown 

9 

C=-3 

Light  red 

10 

C=-4 

Grey  1 

11 

C=-5 

Grey  2 

12 

C=-6 

Light  green 

13 

C=-7 

Light  blue 

14 

C=-8 

Grey  3 

15 

For  example,  to  make  the  border  and  background  black,  the  following 
instructions  are  necessary: 

POKE  53280,0 
POKE  53281,0 

To  fill  the  screen  (which  is  now  black)  with  white  A's  we  must  fill  the 
video-RAM,  at  address  $0400  to  address  $0400+999,  with  the  color  code 
1.  In  addition,  we  must  put  1  (for  white)  in  all  locations  of  the  color  RAM  at 
address  $D800  to  $D800+999 : 

10  PRINT  CHR$(147);    :   REM  CLEAR  THE  SCREEN 
20  FOR  1=0  TO  999        :   REM  1000  CHARACTERS 
30  POKE  55296+1,1       :  REM  WHITE 
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40  POKE  1+1024,1  :   REM  AN  A 

50  NEXT  I 

60  GET  A$:    IF  A$=""  THEN  60 

Line  60  prevents  the  screen  from  being  scrolled.  The  program  is 
stopped  when  a  key  is  pressed.  If  this  is  too  boring  for  you,  try  the 
following: 

30  POKE  55296+1, RND (0) *16   :  REM  COLOR 

40  POKE  1024+1, RND(0) *255   :   REM  CHARACTER 

You  should  try  it  out  to  see  what  happens.  But  since  programming  the 
text  screen  is  as  simple  as  it  is  boring,  we  will  now  turn  to  graphics 
programing: 


2.5.1  The  hi-res  mode 


Since  we  wish  to  program  at  the  lowest  programming  level,  machine 
language,  we  don't  have  commands  for  drawing  lines  or  circles—not  even  a 
command  to  set  a  point  Those  who  want  to  program  in  the  64  mode  should 
get  rid  of  the  idea  of  using  BASIC  7.0  commands.  If  you  program  in 
machine  language,  you  can  naturally  access  the  routines  stored  in  the  ROM. 
But  it  usually  better  if  you  you  write  such  routines  yourself,  since  you  can 
adapt  these  routines  to  meet  your  individual  needs.  In  addition,  the 
operating  system  routines  make  time-consuming  checks  that  we  can 
dispense  with  entirely  in  machine  language. 

Here  is  a  program  which  plots  a  sine  curve  on  the  screen  in  the  hi-res 
mode,  without  using  a  single  command  from  BASIC  7.0;  everything  is 
done  "by  hand".  This  program  can  also  be  translated  directly  into  machine 
language,  in  which  only  the  sine  calculation  will  present  a  problem. 

5  REM  128  MODE  ONLY:   GRAPHIC  1,1 

10  REM  SINE-PLOT-PROGRAM  FOR  C-64  MODE  AND  128  MODE 

20  V=53248:  REM  START  ADDRESS  OF  VIC 

30  AD=8192:  REM  START  ADDRESS  OF  HI-RES  BIT 

MAP 

32  REM  128  MODE  ONLY:     GOTO  120 

40  POKE  V+17,59:    REM  TURN  ON  GRAPHICS 

50  POKE  V+24,24:    REM  DEFINITION  OF  CHAR-GENERATORS 

60  FOR  1=1024  TO  2023:   REM  SET  THE  HIRES  COLOR  RAM 
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70  POKE  1,16:  REM  COLOR 

80  NEXT  I 

90  FOR  1=8192  TO  16383:   REM  CLEAR  THE  HIRES  BIT  MAT 
100   :   POKE  1,0 
110  NEXT  I 

120  Y=100:  REM  POSITION  X  AXIS 

130  FOR  X=0  TO  319:   REM  MARK  THE  X  AXIS 
140   :   GOSUB  1000: REM  POINT  SET 
150  NEXT  X 

160  X=160:  REM  POSITION  Y  AXIS 

170  FOR  Y=0  TO  199:   REM  MARK  Y  AXIS 
180   :   GOSUB  1000 
190  NEXT  Y 
200  X=0 

210  FOR  I=-3 .141592654  TO  3.141592654 

STEP  0.0196349541 
220   :   Y=  100+99*SIN(I) :   REM  FUNCTION 
230   :   GOSUB  1000 

240   :   X=X+1:  REM  NEXT  FUNCTION 

250  NEXT  I 

260  GET  A$:IF  A$=""  THEN  260 

265  REM  C-128  MODE  ONLY   :  GRAPHIC  0 

1000  OY=  320*  INT(Y/8)   +   (Y  AND  7):  REM  Y-OFFSET 

1010  OX=  8*  INT(X/8)  :   REM  X-OFFSET 

1020  MA  =  2A(7-(X  AND  7)) 

1020  AV  =  AD  +  OX  +  OY 

1040  POKE  AV,   PEEK (AV)   OR  MA:   REM  SET  POINT  ON  OR 
1050  RETURN 

When  you  start  the  program,  you  will  not  be  very  impressed  by  the 
execution  speed.  This  is  because  of  the  time-consuming  calculations  and  the 
REM  commands.  A  very  time-intensive  calculation  is  the  (2Aa)  calculation 
which  can  be  replaced  by  a  table  in  both  BASIC  and  machine  language. 
Naturally  this  all  can  be  done  in  BASIC  7.0  more  effectively,  but  you 
would  never  know  a  point  is  set  internally.  The  program  contains  the 
BASIC  7.0  commands  in  REM  statements  so  you  can  see  the  differences. 

Well  take  a  closer  look  at  the  program  to  find  out  how  we  produced  the 
graphics  on  the  screen. 

In  order  to  make  the  calculations  in  the  program  reference  the  VIC  chip, 
we  have  first  defined  the  starting  address  of  the  chip.  This  also  makes  it 
easier  to  see  which  register  is  being  accessed.  First  we  change  register  17 
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by  writing  the  value  59  into  it  Bit  5  is  set  to  tell  the  VIC  that  we  are  in  the 
graphics  mode.  The  start  addresses  of  the  video  RAM  and  character 
generator  are  placed  in  register  24.  We  write  a  24  in  this  register. 

24  =  $18  =  %0001  1000 

Bits  4-7  of  the  register  determine  the  address  bits  10-13  of  the  video 
RAM~we  get  the  start  address  $0400,  the  normal  value  of  the  screen. 
Furthermore,  bits  1-3  determine  address  bits  1 1-13  of  the  character  base: 

%0010  0000  0000  0000  =  $2000  =  8192 

We  have  defined  the  address  of  the  video  RAM  as  well  as  the  address 
of  the  bit  map  with  one  POKE  command.  Based  on  our  own  experience, 
most  of  the  errors  occur  in  the  conversion  of  these  two  addresses.  For  this 
reason  you  should  do  everything  in  detail,  as  in  our  example,  by  writing  the 
two  addresses  down  and  then  putting  together  the  bits  that  are  required. 

When  you  start  the  program,  you  return  to  BASIC  again  by  pressing  a 
key.  But  you  can  see  that  the  graphics  mode  is  not  turned  off,  and  you  can 
see  that  the  text  is  quite  colorful.  This  is  because  the  video  RAM  is  filled 
with  the  values  that  refer  to  these  colors.  You  should  save  the  contents  of 
registers  17  and  24  before  you  overwrite  them  so  that  you  can  reconstruct 
them  later.  Insert  the  following  lines  to  return  to  the  text  mode  when  you 
press  a  key: 

35  A1=PEEK(V+17) :   A2=PEEK (V+24 ) 

270  POKE  V+17,   Al:   POKE  V+24,   A2 :  END 

This  program  makes  use  of  the  hi-res  mode  in  which  we  have  a 
resolution  of  320x200  points.  This  gives  exactly  64,000  points  available  to 
us.  Since  8  points=8  bits  that  can  be  combined  into  one  byte,  we  need  a 
memory  area  of  exactly  8000  bytes  in  order  to  display  the  graphics.  Three 
hundred  and  twenty  (320)  points  can  be  displayed  in  one  line,  or  40  bytes 
(320/8);  we  recognize  this  from  the  text  mode.  Further,  we  have  25  lines  of 
8  points.  Notice  the  parallel  to  the  text  mode. 

One  character  in  the  text  mode  consists  of  8x8=64  points  which  can  be 
independently  set  or  cleared.  The  color  for  the  set  points  comes  from  the 
color  RAM  while  the  color  for  the  unset  points  is  taken  from  the 
background  color  register  0.  The  graphic  mode  is  similar.  Here  too  8x8 
points  are  taken  together  as  a  unit.  Two  colors  can  be  displayed  in  this  little 
box  of  64  points.  If  a  memory  location  were  provided  for  the  color  of  each 
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point,  we  would  need  64K  of  color  memory!  By  combining  the  points  into 
8x8  groups,  we  only  need  1000  bytes  for  the  color  definition.  We  will  take 
a  closer  look  at  such  an  8x8  unit 


Such  a  unit  is  also  called  a  character  matrix.  All  of  our  letters  and 
special  characters  that  we  can  see  on  the  screen  in  the  text  mode  are  defined 
in  this  matrix.  In  the  hi-res  mode  we  can  define  all  of  the  matrices  ourselves 
and  no  longer  have  just  a  "pointer  table"  to  pre-defined  matrices  (character 
generator).  This  may  sound  complicated,  but  it  really  isn't. 

You  see  that  it  must  be  possible  to  mix  text  and  graphics  or  to  "draw" 
text  in  the  graphic  area  without  too  much  programming  effort.  Writing 
directly  to  the  graphic  storage  naturally  doesn't  work.  But  exactly  how  is 
the  graphic  brought  to  the  screen?  What  memory  location  in  our  graphic 
storage  defines  which  8  points  in  our  graphic?  The  following  figure  should 
clarify  these  questions: 


8192:   8200: 

8193:   8201: 

8194:   8202: 

8195:   8203: 

8196:   8204: 

8197:   8205: 

8198:   8206: 

8199:   8207: 

8124:   8257: 

etc. 


This  figure  shows  the  shift  between  columns  and  lines  as  far  as  the 
addressing  goes.  Our  graphic  storage  starts  at  address  8192  and  defines  the 
first  8  points  of  our  graphic  with  the  first  byte.  If  we  want  to  address  the 
ninth  point  in  our  first  line,  we  must  use  the  address  8200  which  is  where 
this  point  resides.  The  scheme  of  representation  is  similar  to  the  text  mode; 
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it  is  displayed  character  by  character  and  line  by  line.  But  how  do  we 
address  a  given  point?  We  must  first  calculate  the  address  in  which  it  is 
located.  To  establish  such  an  algorithm  we  first  simplify  the  conditions 
First  we  will  just  try  addressing  a  point  in  the  first  line: 

AD  =  8192  +  INT(X/8)*8 

For  the  sake  of  simplicity,  we  will  call  the  term  INT(X/8)*8,  OX  (or 
offset  of  the  X-position).  This  is  all  we  need  to  do  for  the  X-coordinate.  We 
now  have  the  address  of  the  point,  but  we  don't  know  what  bit  to  access. 
We  don't  want  to  disturb  any  of  the  others: 

BIT  =  X  -  INT(X/8)*8 

We  need  to  find  the  remainder  of  X/8.  This  is  done  by  masking  out  the 
lowest  three  bits  with  a  logical  AND  operation. 

BIT  =  X  AND  7 

Try  it  once;  it  works  and  is  much  faster  than  the  division,  especially  in 
machine  language.  Now,  however,  we  must  consider  that  the  left-most  bit 
is  not  labeled  0,  but  7.  We  must  reverse  this  relationship: 

BIT  -  7  -  (X  AND  7) 

Now  the  formula  is  correct.  To  set  such  a  point  in  assembly  language  or 
BASIC  we  have  to  set  the  appropriate  memory  location  with  a  logical  OR 
operation.  To  do  this,  we  have  to  calculate  the  power  of  two: 

2A(7-(XAND7)) 

Now  we  can  set  any  point  in  the  first  line: 

POKE  8192+OX,PEEK(8192+OX)  OR  2A(7-(X  AND  7)) 

To  address  the  first  eight  lines,  we  need  only  add  the  Y-coordinate.  If 
we  want  to  access  the  ninth  line,  we  have  to  skip  320  bytes.  The  following 
addition  takes  the  Y-position  into  account: 

OY  =  INT(Y/8)*320  +  (Y  AND  7) 
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In  order  to  address  a  point,  add  the  offset  of  the  X  and  Y  positions  to 
the  base  address  of  the  graphics  memory.  The  following  formula  results  for 
the  address  calculation: 

AD  =  OX  +  OY  +  8192 

Our  terms  for  calculating  the  X  and  Y  offsets  are  integrated  into  the 
formula.  We  have  now  derived  all  of  the  calculations  necessary  to  set  a 
point.  The  following  sequence  of  commands  in  BASIC  give  us  the  correct 
results: 

OY=320*INT(Y/8)    +    (Y  AND  7) 

OX=8*INT(X/8) 

BI=2A(X  AND  7) 

AD=8192  +  OX  +  OY 

POKE  AV,   PEEK (AV)    OR  BI 

If  we  want  to  erase  a  point,  the  address  calculation  does  not  change,  but 
we  must  modify  the  POKE  command.  We  must  also  mask  out  the 
calculated  bit: 

POKE  AV,  PEEK(AV)  AND  NOT  BI 

Now  we  know  how  to  set  and  clear  points.  But  we  still  don't  know 
how  the  colors  to  be  displayed  for  set  and  cleared  bits  can  be  set.  In  our 
example  the  bit  map  is  found  at  addresses  8192-16192.  You  recall  than  we 
have  moved  the  normal  RAM  to  color  RAM.  This  means  that  the 
information  to  determine  the  color  of  the  points  on  the  hi-res  screen  will 
come  from  this  memory,  memory  which  otherwise  contains  the  contents  of 
the  screen.  This  memory  area  is  located  at  address  1024  thru  2023. 

Since  we  can  define  two  colors  with  one  bit,  we  must  also  place  these 
two  colors  in  video  RAM.  Recall  the  construction  of  the  graphic  screen.  We 
always  had  "matrices"  of  8  bytes-eight  sequential  bytes  in  our  bit  map. 
Such  a  matrix  has  the  same  size  as  a  character  on  the  screen.  The  colors  for 
our  first  matrix,  at  address  8129-8199,  is  defined  in  the  first  byte  of  the 
video  RAM-address  1024.  These  two  colors  apply  to  all  64  points  in  this 
matrix.  Correspondingly,  the  colors  for  the  second  matrix,  from  address 
8200  to  8207,  are  stored  in  address  1025.  The  question  remains,  how  are 
these  colors  defined? 

Let's  take  another  look  at  our  example  program  that  filled  the  range 
from  1024  to  2023  with  the  value  16.  What  does  16  look  like  in  binary? 
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16  =  $10  =  %00010000 

If  we  separate  the  upper  and  lower  nibbles  (unit  of  four  bits)  from  each 
other,  we  get  two  values  between  0  and  15--sufficient  to  define  the  available 
colors.  In  this  example  we  get  the  values  1  and  0.  If  we  look  at  the  color 
table,  we  see  that  we  have  defined  the  colors  white  and  black.  In  the  hi-res 
mode  you  must  define  the  colors  so  that  sufficient  contrast  is  retained.  Often 
two  adjacent  points  must  be  set  in  order  to  be  able  to  see  the  color  at  all. 
This  varies  from  monitor  to  monitor,  however.  The  contrast  between  white 
and  black  is  the  best  possible  (perhaps  black  on  white  would  be  even 
better),  while  red  and  blue  result  in  utter  chaos.  The  color  defined  in  the 
upper  nibble  of  the  color  RAM  is  displayed  for  a  set  bit  In  our  example  this 
means  that  the  background  is  black  (0)  and  the  graphic  is  shown  in  white 
(1).  The  following  rule  applies  for  setting  the  color  RAM: 

POKE  <color  RAM>,<foreground>*16  +  <background> 

Naturally,  you  can  define  more  than  two  colors  across  the  entire  screen: 
there  are  256  possible  combinations  within  a  matrix  and  black  and  white  is 
only  one  of  them.  Programming  in  hi-res  mode  is  best  learned  by  trial  and 
error. 


2.5.2  The  multi-color  mode 


In  addition  to  the  hi-res  mode,  there  is  another  option  for  displaying 
graphics  on  the  screen:  the  multi-color  mode.  We  are  familiar  with  the  term 
multi-color  from  sprites.  In  multi-color  we  have  four  colors  per  matrix, 
though  as  with  sprites,  the  resolution  suffers.  In  multi-color  mode  it  is 
"only"  160x200--exactly  half.  A  byte  now  defines  four  points  instead  of 
eight.  To  turn  on  the  multi-color  mode  we  must  set  bit  5  of  register  17  (just 
as  for  the  hi-res  mode).  In  addition,  the  fourth  bit  in  register  22  must  be  set. 
This  is  done  by  the  instruction: 

POKE  53248+22 J,EEK(53248+22)  OR  16 

The  addresses  for  the  bit  map  and  color  RAM  are  programmed  in  the 
same  manner  as  for  the  hi-res  mode.  The  following  contents  should  be 
found  in  address  8192  (the  first  byte  of  the  bit  map): 

PEEK(8192)=  %00011011  =  $1B  =  27 


48 


Abacus  Software 


C-128  Internals 


This  byte  defines  the  first  four  points  of  the  first  line.  Since  two  bits  are 
taken  together,  we  get  the  bit  pairs  00,  01,  10,  and  11 —all  four 
combinations  are  possible. 


Here  only  the  bit  combination  00  is  the  same  for  the  entire  screen.  Bit 
combinations  01  and  10  work  the  same  way  as  described  for  the  hi-res 
mode.  The  color  RAM  begins  at  address  $D800  and  makes  one  color 
available.  Programming  in  multi-color  mode  is  very  attractive  since  it  offers 
a  wider  selection  of  colors.  Naturally  our  address  calculation  must  change 
since  only  four  points  are  defined  by  each  byte.  The  formula  for  the  X 
offset  changes: 


You  can  see  that  the  formula  for  the  bit  determination  has  also  changed. 
You  must  remember  that  a  bit  pair  must  be  logically  ORed  with  the  existing 
contents  and  the  power  of  two  may  only  go  in  steps  of  two.  The  <bit 
pattern>  is  shifted  left  by  the  multiplication.  Since  the  multi-color  mode  is 
most  often  used  in  games,  you  should  be  familiar  with  the  programming 
tricks  used  in  this  mode. 


2.5.3  The  multi-color  mode  (text) 


(register  22  bit  4=1) 

Another  relatively  unused  multi-color  mode  is  the  multi-color  text 
mode.  In  this  mode  characters  on  the  screen  can  have  more  than  one  color. 
For  example,  you  can  define  a  zero  made  up  of  a  white  circle  with  a  blue 
slash  through  it  If  the  multi-color  mode  is  enabled,  the  VIC  checks  to  see  if 
bit  3  of  the  color  register  is  set  This  means  that  the  color  of  the  character  is 
greater  than  7  (8-15).  If  this  is  the  case,  the  character  is  displayed  in 
multi-color  mode.  The  character  no  longer  has  an  8x8  matrix,  but  just  a  4x8 
matrix  with  the  following  bit  combinations: 


Bits 

00 

01 

10 

11 


Color  information  comes  from 
Background  color  register  0 
Upper  four  bits  of  the  video  RAM 
Lower  four  bits  of  video  RAM 
Color  RAM 


OX=8*INT(X/4) 

MA=2A(6-2*(XAND3)) 

POKE  AV,  PEEK(AV)  OR  MA*<bit  pattern> 
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Bits  Color  register  Defined  at  address 

00  Background  register  0  $D021  (5328 1) 

01  Background  register  1  $D022  (53282) 

10  Background  register  2  $D023  (53283) 

1 1  Color  register  Color  RAM  $D800-$D800+ 1000 

If  the  bit  combination  is  1 1,  the  color  is  taken  from  the  lower  three  bits 
of  the  color  register.  If  bit  three  is  not  set  in  the  color  register  (color  0-7),  a 
normal  single-color  8x8  matrix  is  displayed.  This  mode  is  only  useful  if 
you  define  your  own  character  set.  This  mode  is  used  in  some  games 
because  it  is  easier  to  program  than  the  hi-res  mode.  Switch  to  this  mode 
once:  Since  these  characters  are  not  intended  for  multi-color  mode,  you  get  a 
colored  spectacle: 

POKE  53248+22,PEEK(53248+22)  OR  16 

The  following  command  is  used  to  turn  this  mode  off  again: 

POKE  53248+22 ,PEEK(53248+22)  AND  239 


2.5.4  Extended-color  mode 


(register  17  bit  6=1) 

Even  all  this  wasn't  enough  for  the  designers  of  the  VIC.  They  created 
yet  another  mode:  the  extended-color  mode.  This  mode  is  very  similar  to  the 
normal  text  mode.  A  character  can  consist  of  only  two  colors,  but  the 
background  color  is  not  necessarily  the  same.  One  can  choose  between  three 
background  colors  (for  the  0-bits),  while  the  1-bits  get  their  color  from  the 
color  register.  The  background  color  is  determined  by  the  two 
most-significant  bits  in  the  video  RAM: 


Bits  Background  color  register  # 

00  0 

01  1 

10  2 

11  3 


Since  two  bits  have  been  taken  away  from  the  video  RAM,  only  six  bits 
remain  to  define  the  character  to  be  displayed.  This  has  the  result  that  only 
64  characters  can  be  represented-these  are  the  lowest  64  characters.  There 
are  two  sides  to  everything... 
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2.6  Smooth  Scrolling 


You  may  have  seen  this  word  in  some  computer  literature  and 
wondered  what  it  means. 

Smooth  scrolling  is  beautiful  as  it  sounds:  by  means  of  this  capability 
you  can  move  the  screen  horizontal  or  vertically  by  one  pixel.  Scrolling  is 
the  shifting  of  the  screen.  This  can  be  used  in  games  to  create  moving 
backgrounds  so  that  one  gets  smooth  scrolling.  This  movement  can  take 
place  in  any  one  of  four  directions  (up,  down,  left,  or  right).  Moving  in  one 
direction  causes  one  row  of  pixels  to  be  covered  up  while  a  new  row 
appears  at  the  other  end.  The  screen  can  be  placed  in  eight  different 
positions  with  this  scrolling,  sufficient  to  allow  a  character  to  appear  on  the 
screen  slowly.  To  make  use  of  smooth  scrolling,  the  screen  must  be  made 
smaller.  The  VIC  has  two  bits  available  to  do  this,  in  which  one  can  select 
the  display  mode  of  38/40  characters  per  line  and  24/25  lines.  The  border 
then  increases  correspondingly. 

If  we  want  to  move  the  screen  vertically,  we  must  give  up  a  line,  while 
if  we  want  to  move  it  horizontally,  we  lose  two  characters  per  line.  To 
switch  to  the  38-column  mode,  bit  3  of  register  22  must  be  cleared: 

POKE  53248+22 ,PEEK(53248+22)  AND  247 

After  you  have  entered  this  line,  the  screen  shrinks  in  size.  To  switch 
back  to  the  "normal"  mode,  we  must  set  bit  3  again: 

POKE  53248+22,PEEK(53248+22)  OR  8 

The  same  thing  applies  to  the  24-line  mode.  Here  bit  3  of  register  17 
must  be  cleared  if  we  want  24  lines: 

POKE  53248+17,PEEK(53248+17)  AND  247 
POKE  53248+17,PEEK(53248+17)  OR  8 

In  register  22,  bits  0-2  indicate  what  offset  the  left  edge  of  the  screen 
has.  By  varying  these  three  bits  one  can  achieve  soft  scrolling  in  the 
horizontal  direction.  If  you  want  to  scroll  vertically,  the  offset  in  register  17 
must  be  changed  accordingly. 

But  we  don't  want  to  keep  you  in  suspense  any  longer.  Here  is  a  demo 
program  to  clarify  what  effects  can  be  achieved  with  smooth  scrolling: 
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10  PRINT  CHR$(147)    :   REM  CLR  SCREEN 

20  POKE  52348+17, PEEK (53248+17)   AND  247 

30  FOR  1=1  TO  24 

40    :   PRINT  "  HELLO   ! ! " :   REM  12  SPACES 

50  NEXT  I:   PRINT  "  HELLO  !!"/ 

:   REM  NO  SCROLLING  AND  12  SPACES 
60  POKE  53248+17, PEEK(53248+17)   AND  248  OR  7 

:   REM  SET  FIRST  POSITION 
70  FOR  1=6  TO  0  STEP-1 

80  POKE  53248+17, PEEK ( 53248+17 )   AND  248  OR  I 
90  FOR  11=1  TO  60:  NEXT  II:   REM  DELAY  LOOP 
100  NEXT:  REM  END  OF  LOOP 

110  GOTO  60:  REM  AGAIN 

Naturally  this  smooth  scrolling  works  in  the  graphic  mode  too.  It  is  in 
the  graphic  mode  that  the  most  refined  effects  can  be  created.  For  example, 
you  can  have  a  space  ship  moving  soundlessly  through  a  never-ending 
universe.  After  all  eight  rows  of  points  have  been  scrolled,  you  must  fill  a 
graphic  column  or  row  with  new  values. 

You  can  see  mat  the  VIC-II  chip  offers  a  great  deal.  Not  everything  is 
covered  by  the  BASIC  7.0  commands.  This  chapter  covers  all  of  the 
features  of  the  VIC-II  so  that  you  won't  miss  out  on  anything. 
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Chapter  3:  Input  and  Output  Control 


3.1  General  Information  about  the  CIA  6526 


CIA  stands  for  Central  Intelligence  Agency,  though  that  really  doesn't 
concern  us  here.  For  us,  CIA  stands  for  Complex  Interface  Adapter,  and 
that  should  be  more  interesting.  The  Commodore  128  uses  the  CIA  6526.  A 
brief  run-down  of  its  main  features: 

*  16  individually  programmable  input/output  lines 

*  8  or  16-bit  handshake  for  input  and  output 

*  2  independent,  cascadable  16-bit  interval  timers 

*  24-hour  (AM/PM)  clock  with  programmable  alarm  time 

*  8-bit  shift  register  for  the  serial  I/O 


3.1.1  Pin  Configuration 
1  GND 

2-9  I/O  PA  (port  A);  8-bit  directional 
10-17   I/O  PB  (port  B);  8-bit  directional 

Bits  6&7  can  be  programmed  to  signal  the  time-out  of 

both  timers 

1 8  -PC  (port  control);  output  only; 

signals  the  availability  of  data  on  port  B  or  both  ports 

19  TOD  (Time  Of  Day);  input  only,  50/60  Hz; 
triggers  the  real-time  clock 

20  +5V;  operating  voltage 

2 1  -IRQ  (interrupt  request);  output  only; 

0  if  a  set  bit  in  the  ICR  matches  the  occurrence  of  the 
given  event 

22  RAV  (read/write);  input  only; 
0=input  from  data  bus 
l=output  to  data  bus 

23  -CS  (chip  select);  input  only; 

0=data  bus  valid,  l=data  bus  high-impedance 
(tri-state) 

24  -FLAG;  input  only;  meaning  same  as  -PC 

25  02  (system  clock  2);  input  only 

all  data  bus  actions  occur  only  on  02=  1 
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26-33   DB7-DB0  (data  bus);  bidirectional; 

interface  to  processor 
34       -RES  (reset);  input  only; 

0=resetCIA 
35-38   RS3-RS0  (register  select);  input  only; 

serves  to  select  a  16-bit  register; 

valid  only  if  -CS=0 

39  SP  (serial  port);  bidirectional; 
input/output  of  the  shift  register 

40  CNT  (count);  bidirectional; 

input/output  of  the  shift  register  clock  or  trigger  input 
for  the  interval  counter. 


3.2  Register  Description  of  the  CIA 


REG  0         PRA  (port  register  A) 
Access:  read/write 

Bits  0-7:  This  register  corresponds  to  the  condition  of  pins 
PA0-PA7. 

REG  1         PRB  (port  register  B) 
Access:  read/write 

Bits  0-7:  This  register  corresponds  to  the  condition  of 
PB0-PB7. 

REG  2  DDRA  (data  direction  register  A) 

Access:  read/write 

Bits  0-7:  These  bits  determine  the  direction  of  data  on  the 
corresponding  data  bits  of  port  A. 
0=input,  l=output 

REG  3         DDRB  (data  direction  register  B) 
Access:  read/write 

Bits  0-7:  These  bits  determine  the  direction  of  data  on  the 
corresponding  data  bits  of  port  B. 
0= input,  l=output 
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REG  4         TALO  (Timer  A,  low  byte) 
Access:  read 

Bits  0-7:  This  register  returns  the  current  condition  of  the 
low-order  byte  of  time  A. 
Access:  write 

Bits  0-7:  This  register  is  loaded  with  the  low-order  byte  of 
the  value  from  which  timer  is  supposed  to  count  down  to 
zero. 

REG  5         TA  HI  (Timer  A,  high  byte) 
Access:  Read 

Bits  0-7:  This  register  returns  the  current  condition  of  the 
high-order  byte  of  time  A. 
Access:  Write 

Bits  0-7:  This  register  is  loaded  with  the  high-order  byte  of 
the  value  which  timer  is  supposed  to  count  down  to  zero. 

REG  6         TBLO  (Timer  B,  low  byte) 
Same  as  register  4. 

REG  7         TB  HI  (Timer  B,  high  byte) 
Same  as  register  5. 

REG  8         TOD  lOths  (Clock  tenths  of  a  second) 
Access:  Read 

Bits  0-3:  Tenths  of  a  second  in  BCD  format 

Bits  4-7:  Always  0 

Access:  Write  and  CRB  bit  7=0 

Bits  0-3:  Tenths  of  a  second  in  BCD  format 

Bits  4-7:  Must  be  0! 

REG  9         TOD  SEC  (Clock  seconds) 
Access:  Read 

Bits  0-3:  Seconds  (one's  digit)  in  BCD  format 
Bits  4-6:  Tens  of  seconds  in  BCD 
Bit  7:  always  zero 

REG  10        TOD  MIN  (Clock  minutes) 
Access:  Read 

Bits  0-3:  Minutes  (one's  digit)  in  BCD  format 

Bits  4-6:  Tens  of  minutes  in  BCD 

Bit  7:  always  zero 

Write  access  as  per  REG  8. 
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REG  1 1        TOD  HR  (Clock  hours) 
Access:  Read 

Bits  0-3:  Hours  (one's  digit)  in  BCD  format 
Bits  4:  Tens  of  hours 
Bits  5-6:  Always  zero 
Bit  7:  0=AM,  1=PM 
Write  access  as  per  REG  8 

REG  12        SDR  (Serial  data  register) 
Access:  Read/write 

Bits  0-7:  The  data  are  shifted  out  to  or  shifted  in  from  pin  SP 
from/to  this  register. 


REG  1 3        ICR  (Interrupt  control  register) 
Access:  Read  (INT  DATA) 
Bit  0:  l=Timer  A  timeout 
Bit  1:  l=TimerB  timeout 
Bit  2:  l=Alarm  time  equals  clock  time 
Bit  3: 1=SDR  full/empty  (depending  on  operating  mode) 
Bit  4:  l=Signal  on  FLAG  pin 
Bits  5-6:  Always  zero 

Bit  7:  At  least  one  bit  in  INT  MASK  matches  a  bit  in  INT 
DATA 

Note:  Reading  this  register  erases  all  of  the  bits! 
Access:  Write  (INT  MASK) 
Meaning  of  bits  as  above,  except  bit7: 
Bit  7:  l=Every  1-bit  sets  the  corresponding  mask  bit  The 
other  remain  unchanged. 

0=Every  1-bit  clears  the  corresponding  mask  bit.  The 
other  remain  unchanged. 

REG  14        CRA  (Control  Register  A) 
Access:  Read/write 
Bit  0:  1  =Timer  A  start,  0=stop 
Bit  1:  l=Signal  timer  A  timeout  on  pin  B6 
Bit  2:  1  =Every  timeout  on  timer  A  inverts  PB6 

0=Every  timeout  on  PB6  creates  a  high  signal  on  PB6 

for  the  length  of  the  system  clock 
Bit  3:  l=Timer  A  counts  down  to  zero  and  stops 

0=Timer  A  counts  down  to  zero  and  repeats 

continuously 
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Bit  4:  1  = Absolute  loading  of  start  value  in  timer  A.  This  bit 
functions  as  a  strobe.  It  must  be  set  for  each 
absolute  load. 

Bit  5:  This  bit  (fetermines  the  source  of  the  timer  trigger. 

l=timer  counts  rising  CNT  edges,  0=timer  counts 

system  clock  pulses. 
Bit  6:  1=SP  is  output,  0=SP  is  input 
Bit  7:  1  =Real-time  clock  trigger  is  50Hz 

0=Real-time  clock  trigger  is  60Hz 

REG  15        CRB  (Control  register  B) 
Access:  Read/write 

Bits  0-4:  These  bits  have  the  same  meaning  as  in  REG  14, 
except  they  apply  to  timer  B  and  PB7. 
Bits  5-6:  These  determine  the  source  of  the  trigger  for  timer 
B.  00=timer  counts  system  clocks,  01=timer  counts  rising 
CNT  edges,  10=timer  counts  timeouts  of  timer  A,  ll=timer 
counts  timeouts  of  timer  A  when  CNT=1. 


3.3  I/O  Ports 


Ports  A  and  B  each  consist  of  an  8-bit  data  register  (PRA  or  PRB)  and 
an  8-bit  data  direction  register  (DDRA  or  DDRB).  When  a  bit  is  set  in  the 
DDR,  the  corresponding  bit  in  the  PR  functions  as  an  output.  If  a  bit  in  the 
DDR=0,  the  corresponding  bit  in  the  PR  is  defined  as  an  input. 

During  a  read  access,  the  PR  returns  the  current  condition  of  the 
corresponding  pins  (PAO-7,  PBO-7);  it  does  this  for  both  input  and  output 
pins.  PB6  and  PB7  can  assume  output  functions  for  the  two  timers. 

The  data  transfer  between  the  CIA  and  the  "outside"  world  connected  to 
PA/PB  can  be  accomplished  with  handshaking.  PC  and  FLAG  are  used  for 
this.  PC  goes  low  for  one  clock  period  when  a  read  or  write  access  occurs 
on  PRB.  This  signal  can  indicate  the  availability  of  data  on  PRB  or  indicate 
receipt  of  data  by  PRB.  FLAG  is  a  trailing-edge  triggered  input  which  can 
be  connected  to  the  PC  of  another  CIA,  for  example.  A  trailing  edge  on 
FLAG  sets  the  FLAG  interrupt  bit. 

The  serial  data  port  SDR  is  a  synchronous  8-bit  shift  register.  CRA  bit 
6  determines  the  input  or  output  mode.  In  the  input  mode  the  data  are 
accepted  into  the  shift  register  on  a  rising  edge  on  CNT.  After  8  CNT  pulses 
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the  contents  of  the  shift  register  are  placed  in  SDR  and  the  SP  bit  in  ICR  is 
set.  In  the  output  mode  timer  A  functions  as  a  baud  rate  generator.  The  data 
are  shifted  out  of  SDR  to  SP  at  half  the  timeout  frequency  of  timer  A.  The 
theoretical  limit  to  the  baud  rate  is  1/4  of  the  system  clock. 

The  transfer  begins  after  data  are  written  to  the  SDR,  assuming  timer  A 
is  running  and  is  in  the  continuous  mode  (CRA  bit  0=1  and  bit  3=0).  The 
clock  derived  from  timer  A  appears  on  CNT.  The  data  from  SDR  are  loaded 
into  the  shift  register  and  are  shifted  out  on  every  trailing  edge  on  CNT. 
After  8  CNT  pulses,  the  SP  signal  is  created.  If  the  SDR  is  loaded  with  new 
data  before  this  event,  these  are  automatically  loaded  into  the  shift  register 
and  shifted  out  No  interrupt  is  generated  in  this  case. 

The  data  in  SDR  are  shifted  out  high-order  bit  first  Data  going  into  the 
register  must  following  the  same  format. 


3.4  The  Timers 


Both  timers  have  a  16-bit  timer  (read-only)  and  a  16-bit  temporary 
storage  (write-only).  If  a  timer  is  read,  its  current  contents  are  returned. 
When  writing,  the  data  are  first  written  to  the  temporary  storage. 

Both  timers  can  be  used  independently  of  each  other  or  in  connection. 
The  various  operating  modes  allow  long  time  delays,  variable  pulse  lengths, 
and  pulse  chains.  By  using  the  CNT  input,  the  timer  can  measure  external 
pulses  or  frequencies. 

Each  timer  has  a  control  register  (CRA  and  CRB)  assigned  to  it,  which 
allows  the  following  functions: 

Start/Stop  (Bit  0) 

This  bit  allows  the  timer  to  be  started  or  stopped  at  any  time. 

PB  ON/OFF  (Bit  1) 

This  bit  directs  the  timeout  to  PB  (PB6  for  timer  A,  PB7  for  timer  B). 
This  function  has  precedence  over  the  data  direction  set  in  DDRB. 

Toggle/Pulse  (Bit  2) 

This  bit  determines  the  method  in  which  the  timeout  signals  will  appear 
on  PB.  Either  the  condition  of  PB  is  inverted  at  every  timeout,  or  a 
positive  pulse  is  created  for  the  duration  of  the  clock. 
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One-shot/Continuous  (Bit  3) 

In  the  one-shot  mode  the  timer  counts  from  the  temporary  storage  value 
down  to  zero,  sets  the  IRC  bit,  reloads  the  timer  with  the  temporary 
storage  value  and  stops.  In  the  continuous  mode,  this  procedure  does 
not  stop. 

Force-load  (Bit  4) 

This  bit  allows  the  timer  to  be  loaded  at  any  time,  independent  of 
whether  it  is  running  or  not. 

Input  mode  (Bit  5  CRA,  Bits  5-6  CRB) 

These  bits  select  the  clock  which  determines  the  rate  at  which  the  timers 
will  count  down.  Timer  A  can  be  clocked  either  by  the  system  clock  or 
by  a  clock  supplied  on  CNT.  Timer  B  can  be  further  clocked  by  the 
timeout  pulses  from  timer  A,  either  absolutely  or  dependent  on  CNT=1. 


3.5  The  Real-time  Clock 


There  is  a  24-hour  real-time  clock  (TOD)  in  the  CIA  with  a  resolution  of 
1/10  second.  In  consists  of  four  registers:  Hours,  minutes,  seconds,  and 
l/10ths  of  second.  In  the  hour's  register,  the  highest  bit  (bit  7)  indicates 
whether  it  is  AM  or  PM.  All  registers  are  given  in  BCD  format  so  that  the 
clock  can  be  used  without  a  lot  of  processor  effort,  even  in  machine 
language. 

The  clock  is  a  50/60  Hz  signal  at  the  pin  TOD,  which  can  be 
programmed  in  CRA  bit  7.  hi  addition,  there  is  an  alarm  register  that  can  be 
used  to  generate  an  interrupt  at  any  desired  time.  The  alarm  register 
occupies  the  same  address  as  the  TOD  register,  so  the  access  is  controlled 
by  CRB  bit  7. 

Note  that  the  alarm  register  is  write  only!  Any  read  access  returns  the 
TOD  register  regardless  of  the  state  of  CRB  bit  7. 

In  order  to  be  able  to  properly  set  and  read  the  alarm  time,  the  following 
order  must  be  preserved: 

If  the  hours  register  is  written,  the  clock  automatically  stops-it  starts  to 
run  when  the  tenth  of  second  register  is  loaded.  The  starting  of  the  clock  can 
be  controlled  exactly  in  this  manner. 
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Since  a  carry  can  occur  in  a  register  already  read  when  reading  the 
clock,  the  registers  are  stored  in  temporary  storage.  This  temporary  storage 
is  freed  again  when  the  tenths  of  a  second  are  read. 


3.5.1  Real-time  in  BASIC 


Most  of  you  probably  know  about  the  "clock"  available  from  BASIC, 
TI$  and  TL  Unfortunately  the  long-time  accuracy  of  this  clock  leaves  much 
to  be  desired;  it  is  off  about  1/2  hour  per  day. 

If  you  need  a  more  exact  time  indication,  you  can  use  the  real-time  clock 
built  into  the  CIA.  Thie  CIA  clock  uses  the  line  frequency,  which  has 
excellent  long-term  accuracy. 

Here  are  two  BASIC  programs,  one  for  setting  the  clock  time,  and  one 
for  reading  it.  Since  it  doesn't  make  a  whole  lot  of  sense  to  read  the  tenths, 
the  register  is  always  set  to  zero. 

10  C=5  6328:   REM  BASE  ADDRESS  OF  THE  CLOCK  IN  CIA1 
20  REM  C=56584  FOR  THE  CLOCK  IN  CIA2 
30  POKE  C+7,  PEEK(C+7)   AND  127:   REM  SET  CLOCK  TIME 
40  POKE  C+6,PEEK(C+6)   AND  128:   REM  LINE  FREQ=60HZ 
50   INPUT  "PLEASE  ENTER  THE  TIME  IN  THE  FORMAT 

HHMMSS:  ";A$ 
60  H=VAL (LEFT$ (A$,  2) ) 
70  M=VAL(MID$ (A$,3,2) ) 
80  S=VAL(MID$(A$, 5) ) 
90  IF  H>23  THEN  40    :   REM  ERROR 
100  IF  H>11  THEN  H=H+68    :   REM  SET  PM  FLAG  IF 
NECESSARY 

110  POKE  C+3, 16*INT (H/10) +H-INT (H/10) *10 

120  IF  M>59  THEN  40   :   REM  ERROR 

130  POKE  C+2, 16*INT(M/10)+M-INT(M/10) *10 

140  IF  S>59  THEN  40    :   REM  ERROR 

150  POKE  C+l,16*INT(S/59)+S-INT(S/59) *10 

160  POKE  C, 0    :   REM  TENTHS  —  START  CLOCK 

The  values  are  converted  to  BCD  format  in  lines  110,130,  and  150. 
You  can  use  the  following  program  to  read  the  clock: 
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10  C=56328   :   REM  BASE  ADDRESS  OF  THE  CLOCK  IN  CIA1 
20  PRINT  CHR$(147)    :   REM  C=56584  FOR  CLOCK  IN  CIA2 
30  H=PEEK(C+3) :M=PEEK(C+2) :S=PEEK(C+1) :T=PEEK(C) 
40  FL=1 

50  IF  H>32  THEN  H=H  AND  127:   FL=0 :   REM  FLAG  FOR  PM 

60  H=INT(H/16) *10+H-INT(H/16) *16:ON  FL  GOTO  80 

70  IF  H=12  THEN  90:   ELSE  H=H+12 

80  IF  H=12  THEN  H=0 

90  M=INT(M/16) *10+M-INT(M/16) *16 

100  S=INT(S/16) *10+S-INT (S/16)  *16 

110  T$=MID$ (STR$ (T)  ,2) 

120  H$=RIGHT$ ("0"+MID$ (STR$ (H) ,2)  ,2) 

130  M$=RIGHT$ ("0"+MID$ (STR$ (M) ,2) ,2) 

140  S$=RIGHT$ ("0"+MID$ (STR$ (S) , 2)  ,  2) 

150  PRINT  "<Home>"; 

160  PRINT  H$;":";M$;":";S$;":";T$ 

170  GOTO  30   :  REM  LOOP 

If  you  press  the  STOP/RESTORE  key  combination,  the  clock  must  be 
reset  because  the  operating  system  sets  all  of  the  registers  back  to  the 
starting  values.  Unfortunately,  the  bit  responsible  for  the  clock  (50/60Hz)  is 
also  affected  by  this. 


3.6  The  CIAs  in  the  Commodore  128 


If  you  want  to  make  use  of  the  CIAs  in  the  Commodore  128,  you  must 
remember  that  the  CIAs  have  predetermined  tasks  to  perform.  Its  first 
priority  is  to  handle  the  interrupts,  which  the  operating  system  requires  for  a 
number  of  routines.  If  possible,  refrain  from  changing  the  ICR  register. 

CIA  1:  Base  address  $DC00  (56320) 

REG  0  (PRA) 

Bits  0-7:  In  normal  operation  the  row  selection  of  the 

keyboard  matrix  is  found  here.  Some  bits  are  also  connected 

to  controller  port  1  on  the  outside  of  the  computer.  This  is 

used  to  connect  joysticks  or  paddles. 

Bits  0-4:  Joystick  0,  order:  up,  down,  (left  right,  and  fire 

button). 

Bits  6-7:  Select  paddle  set  A/B.  Only  one  of  the  two  bits  may 
be  1. 


63 


Abacus  Software 


C-128  Internals 


REG  1  (PRB) 

Bits  0-7:  In  normal  operation  the  column  selection  of  the 

keyboard  matrix  is  found  here,  if  a  key  was  pressed. 

Bits  0-4:  The  same  function  as  REG  0,  but  for  control  port  2 

(joystick  1). 
REG  13  (ICR) 

Bit  4:  Input  data  on  cassette  port 

Timer  A  and  CRA  are  required  for  the  disk  operation,  timer  B  &  CRB  for 
the  cassette  operation. 


CIA  2:  Base  address  $DD00  (56576) 

REG  0  (PRA) 

Bits  0-1:  VA  14-15  (highest-order  address  bits  of  the  video 
RAM), 

Bit  2:  TXD  (only  in  connection  with  an  RS-232  cartridge, 
else  free), 

Bit  3:  ATN  (serial  bus  output) 
Bit  4:  CLOCK  (serial  bus  output) 
Bit  5:  DATA  (serial  bus  output) 
Bit  6:  CLOCK  (serial  bus  input) 
Bit  7:  DATA  (serial  bus  input) 

REG  1  (PRB) 

Bits  0-7:  User  port/RS-232.  These  bits  have  following 

meaning  when  an  RS-232  cartridge  is  inserted: 

Bit  0:  RXD  (Receive  Data) 

Bit  1:  RTS  (Request  To  Send) 

Bit  2:  DTR  (Data  Terminal  Ready) 

Bit  3:  RI  (Ring  Indicator) 

Bit  4:  DCD  (Data  Carrier  Detect) 

Bit  6:  CTS  (Clear  To  Send) 

Bit  7:  DSR  Pata  Set  Ready) 

REG  13  (ICR) 

Bit  4:  RXD  (only  for  RS-232  operation,  else  free). 

Timer  A  &  CRA  are  required  for  the  RS-232  baud  rate,  timer  B  &  CRB  for 
the  RS-232  bit  checking. 
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3.7  The  Joystick 


In  addition  to  the  BASIC  7.0  commands  for  reading  the  joystick  you 
can  use  the  following  BASIC  program  for  interpreting  the  data: 

10  Jl=56320   :  REM  JOYSTICK  PORT  1 
20  J2=56321   :  REM  JOYSTICK  PORT  2 
30  J=PEEK(J1)    :   REM  READ  FROM  PORT 
40  IF    (J  AND  1)=0  THEN  PRINT  "UP  "; 
50  IF   (J  AND  2)=0  THEN  PRINT  "DOWN  "; 
60  IF    (J  AND  4)=0  THEN  PRINT  "LEFT  "; 
70  IF    (J  AND  8)=0  THEN  PRINT  "RIGHT  "; 
80  IF    (J  AND  16) =0  THEN  PRINT  "FIRE"; 
90  PRINT:   GOTO  30 

The  program  reads  from  joystick  port  1;  if  you  want  to  read  from  port 
2,  you  need  only  replace  Jlwith  J2  in  line  30. 

If  you  want  control  in  two  directions  at  once,  such  as  up  and  right,  this 
can  also  be  read-in  our  example  both  directions  are  displayed  on  the  screen. 
This  increases  the  number  of  directions  from  4  to  8. 


3.8  The  Commodore  128  Serial  Bus 


Peripheral  devices  are  connected  to  the  computer  via  the  serial  bus. 
These  can  be  such  things  as  a  printer  or  disk  drives.  You  can  think  of  a  bus 
as  working  like  this:  Data  is  transported  from  the  computer  over  the  bus  to 
specific  stops  (peripheral)  and  they  return  via  the  same  path.  The  serial  bus 
built  into  the  Commodore  64  and  128  is  a  trimmed-down  version  of  the  bus 
included  in  the  "larger"  Commodore  computers.  The  "big"  bus  has  24  lines 
while  the  "smaller"  bus  has  only  6.  This  reduction  may  have  been  made  for 
reasons  of  cost  or  space,  but  this  bus  has  definitely  contributed  to  the 
success  of  the  Commodore  computers  (Many  even  think  that  it  is 
Commodore's  secret  recipe). 
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Here  is  the  pinout  of  the  bus: 

1  SRQ;  Service  request.  If  a  device  has  completed  a  task  and  now 
needs  new  data,  or  has  some  to  send,  or  requires  some  kind  of 
action,  it  can  signal  the  controller  by  means  of  this  line  (like  in  the 
hospital  where  you  can  ring  for  a  nurse).  This  initiates  an  identify 
cycle  (by  means  of  EOI  or  ATN),  in  order  to  determine  which  device 
is  involved.  This  function  is  not  used  on  the  Commodore. 

2  GND;  ground  connection 

3  ATN;  (In)  ATtentioN.  Whenever  the  controller  wants  to  send  a 
command,  it  activates  this  line.  It  must  still  be  determined  for  which 
device  the  command  is  intended  (all  of  the  devices  should  "listen"). 
This  is  done  when  the  device  address  is  transmitted  so  that  the  other 
devices  can  get  off  the  bus. 

4  CLK;  (In/Out)  CLocK.  Since  the  data  travel  through  the  bus  bit  by  bit 
in  serial  and  not  in  parallel,  the  TALKER  sends  a  CLK  pulse  along 
with  each  bit,  which  indicates  the  validity  of  the  data  line. 

5  DATA  (In/Out)  is  the  sole  data  line,  over  which  a  data  byte  is  shifted 
with  the  lowest-order  byte  first 

6  RESET;  sends  a  reset  to  the  connected  devices. 


All  of  the  additional  lines  found  on  the  larger  bus,  like  EOI,  NDAC, 
etc.,  are  simulated  or  replaced  by  the  two  lines  CLK  and  DATA.  The  time 
between  the  signal  jumps  of  the  two  lines  gives  information  about  the 
signal. 
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3.8.1  Fast  and  slow  modes 


You  may  think  it  a  waste  to  leave  one  line  unused  on  the  already  puny 
bus.  But  unfortunately,  that's  the  way  it  is~at  least  in  the  "normal"  mode. 

If  there  is  a  "normal"  mode,  you  know  there  must  be  some  other 
"abnormal"  mode.  This  is  true!  As  you  know,  the  1541  can  hardly  be 
described  as  a  fast  disk  drive  (quite  the  opposite).  This  is  because  each  byte 
must  be  picked  to  pieces  and  then  sent  over  the  bus  bit  by  bit.  This 
deplorable  state  of  affairs  must  be  corrected--what  good  is  a  super  machine 
like  the  Commodore  128  when  it  has  such  a  handicap?  Commodore 
developed  the  1571  disk  drive  which  loads  up  to  eight  times  (!)  faster  than 
the  1541  (you  can  find  out  more  in  the  book  1571  Internals  by  Abacus 
Software).  Other  things  have  been  added  in  the  CP/M  mode  as  well.  The 
speed  advantage  is  possible  only  in  the  128  mode,  not  in  the  64  mode.  The 
1541  can  be  operated  as  usual  in  the  128  mode. 

You  may  have  already  given  some  thought  as  to  how  this  speed 
increase  was  accomplished;  with  the  help  of  the  unused  SRQ  signal.  In  the 
fast  serial  mode  this  line  is  used  as  second  CLK  line,  as  a  fast,  bidirectional 
CLOCK  line. 

On  power-up,  the  1571  is  always  in  the  slow  mode,  which  is  why  you 
can  connect  it  to  a  C-64.  The  user  can  then  specify  the  "fast"  mode,  which 
will  remain  in  effect  until  it  is  turned  off.  The  existing  kernal  routines  in  the 
C-128  have  been  changed  in  order  to  recognize  the  fast  and  slow  modes. 
There  is  a  special  flag  in  the  kernal  to  indicate  if  the  current  peripheral  device 
is  fast  or  slow. 

In  order  to  declare  the  1571  as  a  fast  device,  the  user  must  send  an  HRF 
signal  (Host  Request  Fast).  This  is  done  by  sending  eight  CLOCK  pulses 
over  the  SRQ  line.  The  6526  on  the  control  board  of  the  1571  disk  drive 
recognizes  this  signal  and  generates  an  interrupt.  A  flag  is  then  set  in  the 
drive  which  indicates  the  fast  mode.  If  the  disk  drive  is  the  LISTENER  and 
receives  data,  it  sends  a  DRF  signal  (Device  Request  Fast).  By  means  of 
this  signal  the  computer  recognizes  that  the  disk  drive  can  send  and  receive 
data  in  the  fast  mode.  A  1541  can't  send  this  signal,  of  course.  The 
fast-mode  flag  in  the  computer  can  be  reset  by  the  following  occurrences: 

UNLISTEN,  UNTALK,  bus  error,  and  <RUN/STOPxRESTORE> 
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3.8.2  The  device  addresses 


It's  possible  to  connect  a  variety  of  devices  to  the  serial  bus,  such  as 
two  disk  drives  and  a  printer.  This  makes  it  necessary  to  be  able  to 
distinguish  between  the  different  devices  so  that  the  data  know  where  they 
have  to  "get  off  the  bus."  You  can  imagine  a  device  address  as  a  house 
number.  The  values  0-30  are  possible  as  device  addresses. 

Device  address 

0-3  Internal  device  (keyboard,  screen,  user  port,  cassette 

port) 

4-7  Normally  CBM  printer 

8- 1 1         Normally  CBM  disk  drives 
12-30         Not  used 


The  device  address  contains  additional  information  besides  the  actual 
device  number:  the  action  which  is  to  be  performed.  The  possible  actions 
are  the  following: 

32     The  device  is  addressed  as  a  LISTENER,  which  means  that  it  is  to 
receive  data. 

This  action  is  called  for  by  the  BASIC  command  PRINT*  or 
DSAVE,  for  instance. 

64     The  device  is  supposed  to  be  the  TALKER;  it  is  supposed  to  send 
data. 

This  is  used,  for  example,  by  the  BASIC  commands  INPUT#  or 
DLOAD. 


48     The  operating  mode  LISTEN  is  ended  (UNLISTEN).  The  lower 
half-byte  (device)  is  always  15. 

80     The  operating  mode  TALK  is  ended  (UNTALK).  The  lower  half-byte 
is  always  15. 

For  example,  if  you  want  to  address  a  printer  with  the  device  address  4 
for  printing,  the  whole  device  address  is  32+4=36  ($24). 
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3.8.3  The  secondary  address 


The  secondary  address  does  not  select  a  device  on  the  serial  bus—it  is 
used  to  select  a  mode  in  the  device  addressed.  For  example,  a  specific 
printing  mode  can  be  selected  on  most  printers  by  specifying  a  secondary 
address.  On  the  CBM  printers,  secondary  address  0  selects  the 
upper/graphics  mode,  secondary  address  7  selects  the  upper/lowercase 
mode.  With  a  disk  drive  one  can  choose  a  data  channel  with  the  secondary 
address. 

The  secondary  address  is  also  composed  of  the  actual  secondary 
address  and  the  connection  in  which  the  secondary  address  occurs. 

96       PRINT,  INPUT,  or  GET 
224  CLOSE 
240  OPEN 

This  next  table  will  also  prove  useful.  It  shows  the  bit  patterns  for  the 
individual  device  and  secondary  addresses. 


Command 

Abbreviation 

Binary  value 

Host  Request  Fast 

HRF 

%1111 

1111 

Device  Request  Fast 

DRF 

%0000 

0000 

Talk  address 

(TA) 

%010x 

xxxx 

Listen  address 

(LA) 

%001x 

xxxx 

UNTALK 

(UNTLK) 

%0101 

1111 

UNLISTEN 

(UNLSN) 

%0011 

1111 

SA  OPEN 

(SA(0)) 

%1111 

yyyy 

SA  CLOSE 

(SA(C» 

%1110 

yyyy 

SA  normal 

(SA) 

%011z 

zzzz 

The  normal  secondary  address  (zzzz)  may  have  a  value  between  0  and 
31.  The  channel  address  (yyyy)  may  have  a  value  between  0  and  15.  As  an 
example,  the  secondary  addresses  and  their  meaning  for  the  1541  disk 
drives: 

00  -  PRG  type  (read  data  channel) 

01  -  PRG  type  (write  data  channel) 
02-14  -  Channels  for  all  file  types 

15  -  Command  channel 
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3.8.4  The  system  variable  ST 


When  peripheral  devices  are  connected,  errors  can  naturally  occur.  The 
system  variable  ST  gives  information  about  whether  the  last  action  on  the 
serial  bus  was  successful  or  not.  If  it  was  not  successful,  the  error  can  be 
analyzed  by  means  of  the  error  code  passed  in  the  status  variable  ST.  ST 
can  have  the  following  values: 

1  Can  occur  after  OPEN  or  PRINT.  After  transmission  of  a  byte,  no 
acknowledgement  was  received  via  NDAC  within  64milliseconds 
(ms),  and  it  will  probably  not  come. 

2  Can  occur  during  INPUT  or  GET.  If  a  device  is  addresses  as  a 
TALKER  and  does  not  send  a  byte  within  64ms,  ST  contains  this 
value. 

64  The  data  byte  last  transmitted  was  sent  in  connection  with  an  EOI 
(End  Of  Information),  which  means  the  end  of  the  file  (EOF)  for  the 
disk  drive. 

-128  An  addressing  attempt  produced  no  reaction  on  the  drive.  In  this  case 
a  BASIC  program  will  display  the  error  message  DEVICE  NOT 
PRESENT;  in  machine  language  you  can  react  in  whatever  manner  is 
appropriate. 

A  combination  of  these  values  can  also  occur.  Here  it  is  advisable  not  to 
read  the  absolute  value  in  a  BASIC  program,  but  just  the  appropriate  bit: 

1000  IF  (ST  AND  64)  THEN  PRINT  "<EOF>" 

To  read  the  status  word  ST  in  machine  language,  it  is  necessary  to  get  it 
from  the  zero  page.  Fortunately,  it  is  at  the  same  address  in  both  the  64  and 
128  modes:  $90  (144  decimal).  Reading  the  value  in  machine  language 
would  look  like  this: 

LDA  $90     ;Get  status  variable 
AND  #$40  ;bit  6  set? 
BNE  EOF     ;EOF  reached 
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Chapter  4:  The  Sound  Chip  SID 


4.1  The  Sound  Controller 


4.1.1  General  information  about  the  SID 


Music  is  an  interesting  computer  applications  area.  You  are  fortunate 
that  such  a  powerful  synthesizer  (the  SID  chip)  is  contained  inside  the 
C-128.  It  is  the  same  component  contained  in  the  Commodore  64.  Almost 
every  game  uses  some  of  the  SID's  soundmaking  capabilities,  but  none 
really  push  the  chip  to  its  limits.  Often  the  best-known  melodies  can  be 
heard  coming  from  the  computer  in  all  possible  and  impossible  tone  colors. 
The  computer  can  also  talk,  thanks  to  the  SID,  without  additional  hardware. 
All  it  needs  is  the  right  program 

SID  stands  for  Sound  Interface  Device.  While  many  synthesizers  have 
only  one  voice  (monophonic),  the  SID  has  three  completely  independent, 
freely  programmable  voices  (polyphonic).  Competing  computers  have  also 
adopted  this  element  and  installed  polyphonic  synthesizers. 

Here  are  the  important  features  of  the  SID  6581: 

*  3  independent,  freely  programmable  voices 

*  4  mixable  wave  types  for  each  voice 

*  3  mixable  filters  (highpass,  lowpass,  bandpass) 

*  Envelope  generator  (ADSR  control)  for  each  voice 

*  2  cascadable  ring  modulators 

*  alternation  option  for  external  signal  sources 

*  Two  8-bit  A/D  converters 
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The  Block  Diagram  of  the  SID 
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4.1.2  Pinout  of  the  28-pin  device: 


1-2      CAP1A,  CAP1B;  connection  for  capacitor  for  programmable 

filter.  Recommended  capacitance:  2200pF. 
3-4      CAP2A,  CAP2B;  like  1-2 

5  -RES  (reset);  =0  brings  the  SID  back  to  start-up  state 

6  02  (system  clock);  all  data  bus  actions  occur  only  while  02=1 

7  R/W  (read/write);  0=write  access,  l=read  access 

8  -CS  (chip  select);  0=data  bus  valid,  l=data  bus  high-Z 
(tri-state) 

9- 13  A0-A4  (address  bits  0-4);  serve  to  select  one  of  the  29  registers 
14       GND  (ground);  Note:  The  SID  should  have  its  own  ground 

connection  for  power  in  order  to  reduce  interference  with  or 

from  other  system  components. 
15-22   D0-D7;  data  lines  to  and  from  the  processor  system 

23  A2EST  (analog  input  2);  operation  described  in  Section  4.1.4 

24  A11N  (analog  input  1);  as  23,  except  for  A/D  converter  1 

25  VCC;  supply  voltage  +5V 

26  EXT  IN  (external  input);  input  for  external  audio  signals  to  be 
alienated  through  the  SID. 

27  AUDIO  OUT;  summed  output  of  all  signals  created  in  the  SID 

28  VDD;  supply  voltage  +12V 

As  we  already  mentioned,  the  SID  6581  has  three  independently 
programmable  voices. 

No  doubt  some  of  our  readers  have  already  programmed  sounds  or 
sound  sequences  in  BASIC  7.0.  However,  complex  sound  and  music 
cannot  be  produced  using  the  BASIC  7.0  commands.  Also,  the  easy-to-use 
commands  are  not  available  in  the  64  mode;  this  is  no  reason  to  give  up 
since  you  can  get  a  lot  out  of  the  SID  with  POKE  commands;  in  principle 
the  BASIC  7.0  interpreter  does  the  same  thing  when  it  executes  your 
commands. 

Those  of  you  who  have  programmed  some  sounds  in  BASIC  are 
familiar  with  or  aware  of  terms  like  "envelope"  and  "amplitude  modulation." 
We  will  explain  these  terms  for  everyone  because  they  are  very  important 
when  working  with  the  SID. 

Each  voice  consists  of  an  oscillator,  an  envelope  generator,  an 
amplitude  modulator,  and  waveform  generator.  With  a  clock  frequency  of 
1MHz,  the  oscillator  creates  a  fundamental  frequency  in  the  range  0-8200Hz 
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with  a  resolution  of  16  bits.  Four  different  waveforms  are  possible: 
sawtooth,  square  (with  variable  duty  cycle),  triangle,  and  the  "white  noise" 
familiar  to  every  hi-fi  freak.  The  waveform  is  an  important  criterion  for  the 
tone  picture  of  the  created  sound,  since  every  waveform  has  its  own  set  of 
harmonics.  A  triangle  wave  is  very  soft,  like  a  wood  flute.  The  sawtooth 
waveform  sounds  more  metallic,  like  a  trumpet.  A  clarinet  resembles  a 
square  wave;  it  sounds  very  hollow.  This  leaves  the  white  noise,  which 
doesn't  really  resemble  any  instrument,  but  can  be  used  to  simulate  drums. 
Special  noise  effects  can  be  best  created  by  superimposing  another 
waveform  on  the  noise.  Noise  is  achieved  through  the  superimposition  of 
many  random  frequencies. 

The  amplitude  modulator  affects  the  volume  while  the  tone  is  being 
generated.  This  modulator  is  controlled  by  the  envelope  generator,  which 
you  can  program  directly.  We  will  see  how  the  envelope  generator  is 
programmed  later. 

In  addition,  the  outputs  of  the  all  the  devices  can  be  sent  to  a 
programmable  filter  where  you  can  further  influence  the  tone  color.  Another 
possibility  for  SID  fans:  Voices  1  and  2  can  be  ring-modulated  by  voice  3. 
That  means  that  it  consists  of  the  fundamental  voice  together  with  the  sum 
and.  difference  with  voice  3.  With  voice  3  you  can  read  out  the  current  value 
of  the  envelope  generator  during  the  course  of  a  sound  and  then  change  the 
filter  based  on  this  data,  for  instance. 


4.1.3  Register  description  of  the  SID 


The  base  address  of  the  SID  6581  is  $D400  (54272). 

REG  0         Lower  byte  of  oscillator  frequency  for  voice  1 . 

REG  1         Upper  byte  of  oscillator  frequency  for  voice  1 . 

REG  2         Pulse  width  LSB  for  voice  1 . 

REG  3         Pulse  width  MSB  for  voice  1 . 

Registers  2  and  3  determine  the  on/off  duty  cycle  of  the 
square  output  on  voice  1.  Only  bits  0-3  of  register  3  are 
used. 
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REG  4         Control  register  for  voice  1 

Bit  0:  KEY;  Control  bit  for  the  course  of  the  envelope 
generator.  When  changed  from  0  to  1,  the  volume  of  voice  1 
increases  from  zero  to  the  maximum  value  (REG  24)  within 
the  "attack"  time  specified  in  REG  5  and  then  within  the 
"decay"  time  specified  in  REG  5  falls  to  the  "sustain"  level 
programmed  in  REG  6,  at  which  it  remains  until  the  control 
bit  is  changed  to  zero  again.  Then  the  volume  falls  to  zero 
within  the  "release"  time  specified  in  REG  6. 
Bit  1:  SYNC;  l=oscillator  1  is  synchronized  with  oscillator 
3.  This  bit  also  has  effect  when  voice  three  is  supposed  to  be 
silent. 

Bit  2:  RING;  l=the  triangle  waveform  output  of  oscillator  1 
is  replaced  by  a  frequency  mix  (sum  and  difference  of  the 
frequencies  of  voices  1  and  3).  This  effect  also  occurs  when 
voice  three  is  silent. 

Bit  3:  TEST;  When  another  waveform  is  selected  along  with 
the  noise  generator  in  the  same  oscillator,  it  can  occur  that  the 
noise  generator  is  disabled  It  can  be  re-enabled  with  this  bit. 
Bit  4:  TRI;  l=triangle  wave  form  selected. 
Bit  5:  SAW;  l=sawtooth  waveform  selected. 
Bit  6;  PUL;  l=square  waveform  selected.  The  on/off 
relationship  of  this  waveform  is  controlled  in  REG  2  and 
REG  3. 

Bit  7:  NSE;  l=noise  generator  selected. 

Note  for  bits  4-7:  It  is  possible  in  practice  to  select  multiple 

waveforms  at  the  same  time.  In  addition  to  what  was  said  for 

bit  3,  it  should  be  noted  that  result  is  not  exaclty  the  sum  of 

all  of  the  forms  but  more  of  a  logical  AND  of  the 

components. 

REG  5  ATTAC/DECAY 

Bits  0-3:  These  bits  determine  the  time  it  takes  until  the 
volume  falls  from  the  maximum  value  to  the  sustain  level. 
The  selectable  range  is  from  6ms  to  24  seconds. 
Bits  4-7:  Here  the  time  is  takes  for  the  volume  to  reach  the 
maximum  value  after  the  KEY  bit  is  set  is  defined.  The 
selectable  range  is  from  2ms  to  8  seconds. 
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REG  6  SUSTAIN/RELEASE 

Bits  0-3:  These  bits  determine  the  time  within  which  the 
volume  will  fall  from  the  sustain  level  after  the  KEY  bit  is 
cleared  (end  of  the  tone).  The  selectable  range  is  6ms  to  24 
seconds. 

Bits  4-7:  These  bits  specify  the  sustain  level,  the  volume 
which  will  be  maintained  after  the  maximum  value  is  reached 
and  before  it  falls  back. 

REG  7-13     These  registers  control  voice  2  in  the  same  manner  as  do 
register  0-6,  with  the  following  exceptions: 
SYNC  synchronizes  oscillator  2  with  oscillator  3. 
RING  replaces  the  triangle  output  of  oscillator  three  with  the 
frequency  mix  of  oscillators  2  and  3. 

REG  14-20    These  registers  control  voice  3  in  the  same  manner  as  do 
registers  0-6  for  voice  1,  with  the  following  exceptions: 
SYNC  synchronizes  oscillator  3  with  oscillator  2. 
RING  replaces  the  triangle  wave  from  oscillator  3  with  the 
frequency  mix  from  oscillators  2  and  3. 

REG  2 1        Filter  frequency,  low-order  byte 
Only  bits  0-2  are  used. 

REG  22        Filter  frequency,  high-order  byte 

The  11-bit  number  in  registers  21  and  22  determines  the 
frequency. 

In  the  Commdore  128  this  frequency  is  determined  as 
follows: 

F=(30+W*5.8)  Hz,  whereby  W  is  the  1 1-bit  number. 

REG  23        Filter  resonance  and  switch 

Bit  0:  l=voice  1  is  directed  to  the  filter 

Bit  1:  l=voice  2  is  directed  to  the  filter 

Bit  2: 1=  voice  3  is  directed  to  the  filter 

Bit  3:  l=the  external  source  is  directed  to  the  filter 

Bits  4-7:  These  bits  determine  the  resonance  frequency  of  the 

filter.  These  are  used  to  enhance  specific  sections  of  the 

frequency  spectrum.  The  effect  is  especially  noticeable  on  the 

sawtooth  waveform. 
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REG  24        This  register  has  the  following  purposes: 
Bits  0-3:  Total  volume 
Bit  4:  Switches  the  lowpass  filter  on 
Bit  5:  Switches  the  bandpass  filter  on 
Bit  6:  Switches  the  highpass  filter  on 
The  high  and  lowpass  filters  have  a  slope  of  12  dB/octave. 
The  bandpass  filter  has  a  slope  of  6  dB/octave. 
More  than  one  filter  can  be  enable  at  a  time.  If,  for  example, 
the  high  and  lowpass  filters  are  enabled,  a  notch  filter  results. 
In  order  to  hear  the  effects  of  the  filter,  at  least  one  filter  must 
be  enabled  and  at  least  one  voice  must  be  directed  to  the 
filter. 

In  general,  the  filter  is  used  to  filter  out  specific  ranges  of  the 
frequency  spectrum. 

Filtering  allows  much  finer  and  more  ingenious  manipulation 
of  the  tone  picture  than  simply  selecting  the  waveform 
permits. 

Different  instruments  can  be  simulated  perfectly  by  changing 
the  filter  frequency  during  the  tone. 

Bit  7:  l=voice  3  silent.  This  should  be  used  whenever  voice 
3  is  used  to  control  the  other  voices. 

All  of  the  register  described  so  far  can  only  be  written  to.  A  read  access 
returns  no  useful  information.  Only  read  accesses  may  be  made  to  the 
following  registers: 

REG  25        A/D  Converter  1 

REG  26        A/D  Converter  2 

REG  27        Noise  generator  for  voice  3 

This  register  returns  a  random  number  which  corresponds  to 
the  current  state  of  the  noise  generator  3.  The  generator  must 
be  enabled,  but  voice  3  can  be  made  inaudible  (bit  7  in  REG 
24  =  1). 

REG  28        Envelope  generator  for  voice  3 

This  register  returns  the  current  condition  of  the  relative 
volume  of  voice  3.  This  can  be  used  to  vary  the  frequency  or 
filter  parameters  during  the  tone  creation,  for  example.  An 
example  of  this  can  be  found  in  section  4.2.2. 
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Now  that  we  have  seen  the  table  of  registers,  we  want  to  clarify  then- 
use  by  means  of  short  examples.  We  will  place  the  emphasis  on  the 
tone-producing  registers  in  section  4.1.5.  Now  we  will  examine  the  A/D 
converters. 


4.1.4  The  analog/digital  converter 


The  words  analog  and  digital  are  widely  known.  For  example,  clocks 
and  watches  with  hands  are  called  analog,  while  ones  which  display  the 
time  using  numerals  are  called  digital.  These  terms  are  derived  from  the  way 
in  which  the  time  is  displayed. 

An  A/D  converter  is  a  device  for  converting  an  analog  signal,  such  as  a 
voltage,  to  a  digital  value.  The  problem  is  that  one  must  convert  an  analog 
value  with  theoretically  an  infinite  number  of  levels  to  a  finite  digital  value 
with  predetermined  levels.  In  this  conversion  there  is  a  maximum  error  of 
+/-  the  smallest  digital  step. 

As  you  can  gather  from  the  registers,  the  SID  6581  contains  two  A/D 
converters.  These  are  designed  with  an  internal  reference  voltage  of  about 
2.5  volts. 

The  measuring  procedure  consists  of  charging  an  external  capacitance 
and  then  placing  a  value  in  register  25  or  26  corresponding  to  the  time 
required  for  a  new  charge  of  the  capacitor  to  reach  the  reference  voltage. 
This  process  is  carried  out  repeatedly. 


4.1.4.1  The  operation  of  the  A/D  converter 


A  requirement  of  this  type  of  A/D  converter  is  that  only  resistance 
values  can  be  measured,  such  as  the  position  of  a  potentiometer,  a 
light-sensitive  resistance,  or  a  temperature  sensor. 

If  voltages  are  to  be  measured,  they  must  first  be  converted  to  the 
appropriate  form,  possibly  with  the  help  of  a  unijunction  transistor.  The 
measurement  is  made  simply  by  connecting  +5  V  to  one  end  of  the  resistance 
and  the  other  end  to  the  analog  input  of  the  SID  (available  on  the  control 
port,  the  designations  are  POTX  and  POTY).  The  values  read  from  register 
25  and  26  are  measures  of  the  resistances. 
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In  order  to  use  the  entire  scale  of  8  bits,  the  resistance  must  range  from 
200  ohms  (no  smaller)  to  200  Kohms.  The  programming  aspects  of  the  A/D 
converter  are  handled  in  the  next  section. 


4.1.4.2  Using  paddles 


Paddles  are  nothing  more  than  potentiometers  in  handheld  form  and  are 
therefore  well  suited  for  the  A/D  converters.  The  generic  Atari  type  paddles 
can  be  connected  to  the  Commodore  128.  These  are  connected  to  control 
port  1  or  2  where  you  connect  a  joystick. 

Since  some  bits  in  CIA  1  and  2  are  responsible  for  reading  the  keyboard 
as  well  as  the  paddles,  writing  a  program  to  read  the  paddles  is  not  all  that 
simple.  The  best  thing  to  do  is  to  turn  the  keyboard  off  to  inhibit 
nonsensical  values,  but  only  during  the  exact  time  of  access  of  the  paddles, 
since  otherwise  the  keyboard  will  not  be  read. 

We  want  to  show  you  a  short  machine  language  program  that  makes  it 
possible  to  read  the  paddles  with  ease.  The  best  thing  to  do  is  to  include  it  in 
your  BASIC  programs  in  the  form  of  a  BASIC  loader.  The  program 
occupies  the  area  from  $OC00to  $0C41.  This  area  was  chosen  because  it  is 
free  in  C-128  mode.  You  can  of  course  move  it  if  you  want  to  use  it  in 
C-64  mode,  remembering  to  change  the  address  $0C03  and  $006 
accordingly. 


ocoo 

SEI 

; INHIBIT  KEYBOARD 

0C01 

LDA 

#$80 

/PARAMETERS  FOR  PADDLE 

SET 

0C03 

JSR 

$0C2E 

; GET  A/D  VALUES  Al  AND 

A2 

0C06 

STX 

$0201 

; AND  STORE 

0C09 

STY 

$0202 

OCOC 

LDA 

$DC00 

; GET  KEYS  A  FROM  CIA1 

OCOF 

AND 

#$0C 

/FILTER  OUT  REQUIRED  BITS 

0C11 

STA 

$0200 

/AND  STORE 

0C14 

LDA 

#$40 

/PARAMETERS  FOR  PADDLE 

SET 

0C16 

JSR 

$0C2E 

/GET  A/D  VALUES  Bl  AND 

B2 

0C19 

STX 

$0203 

/AND  STORE 

0C1C 

STY 

$0204 

0C1F 

LDA 

$DC01 

/GET  KEYS  B  FROM  CIA2 

0C22 

AND 

#$0C 

/FILTER  OUT  REQUIRED  BITS 

0C24 

STA 

$0205 

/AND  STORE 
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0C27 

LDA 

#$FF 

; ALL  BITS  OUTPUT  IN  CIA  1 

0C2  9 

STA 

$DC92 

;TO  REENABLE  KEYBOARD  READ 

0C2C 

CLI 

0C2D 

RTS 

/RETURN  TO  BASIC  PROGRAM 

0C2E 

STA 

$DC00 

/SELECT  PADDLE  SET 

0C31 

ORA 

#$C0 

; AND  SET  CORRESPONDING  BITS 

0C33 

STA 

$DC02 

;TO  OUTPUT 

0C36 

LDX 

#$00 

/DELAY  LOOP 

0C38 

DEX 

;TO  QUIET  THE 

0C39 

BNE 

$CFF6 

;A/D  INPUT 

0C3B 

LDX 

$D419 

; GET  A/D  I 

0C3E 

LDY 

$D41A 

/GET  A/D  2 

0C41 

RTS 

; BACK  TO  MAIN  PROGRAM 

Here  is  the  BASIC  loader  with  an  example  program.  Connect  the 
paddles,  start  the  program,  and  see  what  it  does. 

1     POKE  54528,   32:   REM  SET  CONFIGURATION  128  ONLY 
10  DATA  120,169,128,32,46,12,142,1,2,140,2,2,173 
20  DATA  0,220,41,12,141,0,2,169,64,32,46,12,142 
30  DATA  3,2,140,4,2,173,1,220,41,12,141,5,2,169 
40  DATA  255,141,2,220,88,96,141,0,220,9,192,141,2 
50  DATA  220,162,0,202,208,253,174,25,212,172,26, 
212, 96 

60  FOR  M  =  3072  TO  3072  +  65 

70  READ  A:   POKE  M, A:  NEXT   :   REM  LOAD  MACHINE 
LANGUAGE 

80  AX  =  515    :   REM  PADDLE  1  CONTROL  PORT  1 
90  AY  =  516   :   REM  PADDLE  2  CONTROL  PORT  1 
100BA=517    :   REM  BUTTON  PADDLE  1 
110BX=513    :   REM  PADDLE  2  CONTROL  PORT  2 
120  BY  =514    :   REM  PADDLE  2  CONTROL  PORT  2 
130  BB  =  512    :   REM  BUTTON  PADDLE  2 
135  PRINT"<CLR>" 
140  SYS  3072    :   REM  START  M/L 

150  PRINT"<HOME>"  PEEK (AX)"   "PEEK (AY)"  "PEEK (BA) 
160  PRINT"  <CRS  DOWN  TWO"  PEEK  (BX)  "   "PEEK  (BY)" 

"PEEK  (BB) 
170  GOTO  140 
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4.1.5  Programming  the  SID 


We  have  already  talked  about  terms  like  envelope  and  ADSR  control; 
we  will  now  look  at  how  we  can  program  the  SID  directly  in  machine 
language. 

The  tone  color  is  determined  by  the  selection  of  the  waveform;  filters 
can  further  be  used  to  change  the  tone  picture.  The  envelope  determines  the 
course  of  the  tone,  the  volume,  the  length  of  the  rise,  etc.  The  following 
figure  should  clarify  the  individual  stages  that  a  sound  goes  through: 


We  can  recognize  from  the  figure  that  sound  is  divided  into  four  basic 
stages:  attack,  decay  to  sustain  level,  sustain,  and  release  to  zero.  The 
duration  of  individual  stages  can  be  set  for  each  voice  independently.  The 
attack  of  the  tone  starts  when  the  KEY  bit  is  set  (bit  0,  register  4  for  voice 
1).  All  values,  including  frequency,  attack,  decay,  sustain,  and  release, 
must  be  defined  before  the  KEY  bit  is  set! 

The  tone  rises  from  zero  to  the  maximum  volume  (REG  14)  within  the 
time  frame  defined  in  attack  (REG  5,  bits  4-7).  After  the  maximum  value  is 
attained,  the  volume  drops  to  the  sustain  volume  (REG  6,  bits  4-7)  within 
the  decay  (REG  5,  bits  0-3)  time.  This  volume  is  maintained  until  the  KEY 
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bit  is  cleared.  Once  this  happens,  the  volume  falls  back  to  zero  within  the 
release  time  (REG  6,  bits  0-3).  The  register  numbers  given  in  parentheses 
refer  to  voice  1.  For  voice  2  you  must  add  7,  and  add  14  for  voice  3. 

The  duration  of  the  attack  can  be  defined  in  a  time  frame  from  2ms  to  8 
seconds.  The  values  for  decay  and  release  lie  in  the  range  6ms  to  24 
seconds.  These  time  frames  are  divided  into  16  steps,  which  you  see  in  this 
table: 


Value 

Attack 

Decay/Release 

0 

2  ms 

6  ms 

1 

8  ms 

24  ms 

2 

16  ms 

48  ms 

3 

24  ms 

72  ms 

4 

38  ms 

114  ms 

5 

56  ms 

168  ms 

6 

68  ms 

204  ms 

7 

80  ms 

240  ms 

8 

100  ms 

300  ms 

9 

250  ms 

750  ms 

10 

500  ms 

1.5  s 

11 

800  ms 

2.4  s 

12 

Is 

3s 

13 

3s 

9s 

14 

5s 

15  s 

15 

8s 

24  s 

The  following  program  is  designed  to  familiarize  you  with  the 
waveforms  and  sound  range  of  the  SID  6581: 


10 

SI  = 

54272  : 

REM  VOICE  1 

20 

S2  = 

54279  : 

REM  VOICE  2 

30 

S3  = 

54286  : 

REM  VOICE  3 

40 

FL  = 

54293  : 

REM  FILTER  LO-BYTE 

50 

FH  = 

54295  : 

REM  FILTER  HIGH  BYTE 

60 

RS  = 

54295  : 

REM  RESONANCE  AND  COUNTER 

70 

PL  = 

54296  : 

REM  VOLUME 

80 

POKE 

Sl+4,0: 

POKE  S2+4,0:  POKE  S3+4,0: 

CONTROL  REGISTERS  AT  0 

90 

POKE 

Sl+2,0: 

POKE  S2 +2,0:  POKE  S3+2,0: 

PULSE  AT  0 


84 


Abacus  Software 


C-128  Internals 


100   POKE  Sl+5,0:   POKE  Sl+6,240:   REM  ATTACK/DECAY 
VOICE  1 

120   POKE  RS,0:   POKE  PL, 15 :   REM  RESONANCE/  VOLUME 
=15 

130    PRINT  "TRIANGLE..." 
140    T  =  16:   GOSUB  400 
150   PRINT  "SAWTOOTH..." 
160   T  =  32   :  GOSUB  300 
170   PRINT  "SQUARE..." 
180   T  =  64:   GOSUB  300 
190   PRINT  "NOISE. . 
200   T  =  128:  GOSUB  300 
210   PRINT  END" 
220  END 

300   POKE  S1,0:   POKE  Sl+1,0:   REM  FREQUENCY 
310    POKE  Sl+4,    T+l:   REM  TONE,   WAVE  DEFINATION 
320   FOR  I  =  0  TO  255   :  RFOR  J  =  0  TO  255  STEP  50 
330   POKE  SI, J: POKE  S1+1,I 
340   NEXT  J,  I 

350   POKE  S1+4,T;   REM  TONE 
360  RETURN 

Lines  10  to  80  should  be  included  in  every  program  using  sound.  After 
you  have  typed  the  program  and  started  it,  you  will  hear  the  frequency 
spectrum  and  the  various  waveforms  of  the  SID.  We  want  to  give  you  an 
example  of  what  happens  when  you  change  the  envelope.  For  the  sake  of 
simplicity,  take  lines  10  to  80  from  our  example  and  add  the  following  lines: 

100  A=9 :  D=9:   S=8 :  R=9:  H=400 

110  POKE  Sl+15, 16*A+D:   POKE  S1+16,16*S+R 

120  POKE  RS,0:  POKE  PL,  15 

130  POKE  SI,  37:   POKE  Sl+1,17:   REM  FREQUENCY 

140  POKE  Sl+4, 33    :   REM  SOUND  ON  AND  SAWTOOTH 

150  FOR  1=0  TO  H:  NEXT 

160  POKE  Sl+4, 32:   REM  RELEASE  TONE 

You  have  no  doubt  noticed  the  significance  of  the  individual  variables: 
A=attack,  D=decay,  S=sustain,  and  R=release.  The  variable  H  is  the 
duration  of  the  sustain.  Change  the  variables  to  get  a  feeling  for  the  various 
sounds  that  different  values  can  produce.  Note  that  no  variable,  with  the 
exception  of  H,  may  contain  a  value  greater  than  15.  If  you  want  to  use  the 
envelope,  do  not  load  register  4  with  zero  after  the  delay  loop  which  defines 
the  duration  of  the  tone;  this  causes  the  tone  to  die.  Do  it  like  we  did  in  the 
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example:  When  turning  the  tone  on,  load  register  4  with  the  waveform+1. 
To  turn  the  tone  off,  just  load  register  4  with  the  value  for  the  waveform 
again. 

The  best  way  to  learn  how  anything  works  is  to  try  it  out.  We  would 
like  to  present  a  few  more  examples  for  you  to  experiment  with.  Feel  free  to 
change  the  tone  parameters  to  see  what  sort  of  effects  you  can  get.  The  next 
example  program  uses  all  three  voices  of  the  SID.  Again,  add  lines  10-80  to 
this  example. 

100  A=0 :  D=l:   S=13 :  R=10:  H=100 

110  POKE  Sl+15, 16*A+D:  POKE  S1+6,16*S+R 

120  POKE  S2+15, 16*A+D:  POKE  S2+6,16*S+R 

130  POKE  S3+15, 16*A+D:  POKE  S3+6,16*S+R 

140  POKE  RS,0:  POKE  PL,  15 

150  POKE  SI,  37:  POKE  Sl+1,17 

160  POKE  S2,154:  POKE  S2+l,21 

170  POKE  S3, 177:  POKE  S3+l,25 

180  POKE  Sl+4,33:  POKE  S2+4,33:  POKE  S3+4,33 
190  FOR  1=0  TO  H:  NEXT 

200  POKE  Sl+4,32:  POKE  S2+4,32:  POKE  S3+4,32 

With  the  notes  in  DATA  lines,  you  can  use  such  a  routine  to  play  some 
music.  At  the  end  of  this  section  is  a  program  to  play  a  song. 

The  next  example  will  demonstrate  how  the  frequency  of  a  tone  can  be 
changed  in  relationship  to  the  envelope.  Here  we  use  voice  3  since  it  is  the 
only  one  from  which  we  can  read  the  envelope. 

100  A=9:  D=9:   S=9:  H=30 

110  POKE  RS,0:  POKE  P,15 

120  POKE  S3+5,16*A+D:  POKE  S3+6,16*S+R 

130  POKE  S3+4,33 

140  FOR  1=0  TO  H:  POKE  S3+1, PEEK (54300) :  NEXT 
150  POKE  S3+4,32 

160  FOR  1=0  TO  R*4:   POKE  S3+1, PEEK (54300) :  NEXT 

We  want  to  give  you  an  example  of  a  special  effect  created  with  "white 
noise".  We'll  let  the  Federation  Starship  Enterprise  roar  through  our  living 
room: 
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100  A=15:  D=0:  S=8 :  R-13 :  H=800 

110  POKE  RS,0:   POKE  PL, 15 

120  POKE  S1,0:  POKE  Sl+1,30 

130  POKE  S2,0:   POKE  S2+l,l 

140  POKE  S3,0:  POKE  S3+l,100 

150  POKE  S1+5,16*A+D:  POKE  S1+6,16*S+R 

160  POKE  Sl+4,129:  POKE  S3+4,23 

170  FOR  1=0  TO  H:  NEXT 

180  POKE  Sl+4,128:  POKE  S3+4,16 

To  convert  a  note  for  the  SID,  you  must  insert  th  frequency  of  the  note 
into  the  following  formula: 

F=Freq/0.06097 

Since  this  value  consists  of  a  high  and  low  value,  we  must  process  the 
calculated  value  further: 

F1=F  AND  15:  Fh=INT(F/256) 


4.2  The  Filters 


The  SID  offers  three  filters  which  you  can  use  individually  or  in 
combination.  The  harmonic  content  of  a  sound  wave  (which  is  what  a  tone 
is)  is  controlled  by  means  of  filters.  The  highpass  filter  dampens 
frequencies  below  a  defined  cutoff  frequency.  The  tones  then  sound 
somewhat  metallic.  The  opposite  of  a  highpass  filter  is  the  lowpass  filter. 
Frequencies  above  a  defined  cutoff  point  are  damped  by  this  filter.  There  is 
also  a  bandpass  filter  which  allows  only  a  narrow  band  of  frequencies 
through.  If  the  highpass  and  lowpass  filters  are  combined,  only  the  cutoff 
frequency  is  damped,  all  other  frequencies  are  undisturbed.  This  is  called  a 
notch  filter. 

In  addition  to  filter  type  and  filter  frequency,  you  can  also  set  the  filter 
resonance.  In  order  to  understand  the  significance  of  this  parameter,  you 
should  imagine  the  filter  as  a  fourth  oscillator  in  the  sound  chip.  Filters,  like 
oscillators,  can  be  set  to  a  specific  frequency. 
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The  resonance  value  that  determines  the  filter  itself  works  like  an 
oscillator.  If  the  resonance  is  set  to  zero,  the  filter  simply  cuts  frequencies 
off  (as  already  discussed).  If  the  resonance  value  is  increased  step  by  step, 
the  filter  begins  to  oscillate  more  and  more  at  the  filter  frequency. 

The  maximum  value  of  the  filter  resonance  is  15~the  sound  of  the 
oscillator  directed  through  the  filter  is  then  radically  changed  and  influenced 
by  the  filter  frequency.  It  is  easy  to  see  that  a  whole  spectrum  of  new 
sounds  can  be  obtained  using  the  filters. 

The  following  register  table  shows  which  SID  registers  influence  the 
filters: 


Register 

—  Contents  — 

# 

Bit  7 

Bit  6 

Bit  5     Bit  4 

Bit  3 

Bit  2 

Bitl 

BitO 

21 

freq  2 

freq  1 

freqO 

22 

freqlO 

freq9 

freq  8   freq  7 

freq  6 

freq  5 

freq  4 

freq  3 

23 

res  3 

res  2 

res  1     res  0 

filtext 

filt  3 

filt  2 

filt  1 

24 

3  OFF 

highp 

bandp  lowp 

vol  3 

vol  2 

voll 

volO 

4.3  Synchronization  and  Ring  Modulation 


The  filters  allow  use  to  change  the  signals  produced  by  the  individual 
oscillators.  There  is  another  way  to  change  the  oscillator  signal  in  the  SID: 
the  synchronization  and  ring  modulation. 

While  the  only  the  signal  of  a  single  oscillator  can  be  affected  by  the 
filter,  synchonization  and  ring  modulation  give  us  the  ability  to  change  the 
signal  of  one  or  two  oscillators  in  relation  to  their  signals.  An  oscillator  is  a 
tone  source,  but  its  signal  is  determined  by  the  signal  of  another  oscillator. 

For  ring  modulation,  the  digital  number  values  of  the  oscillations  of  a 
given  oscillator  and  the  oscillator  to  be  affected  are  multiplied  together 
within  the  SID  and  output  through  the  affected  oscillator.  When  the 
frequencies  of  the  two  oscillators  is  close,  a  very  complex  waveform  results 
containing  many  non-harmonic  overtones,  so  that  it  often  sounds  metallic  or 
bell-like. 
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Here  is  the  program  we  promised  that  will  play  a  song: 
0  REM  ***     SONG  *** 

4  FOR  1=  54272  TO  54296:  POKE  I,0:NEXT 

10  FIRST=54272 

11  VL  =FIRST+24 

12  AN  =FIRST+5 

13  OUT  =FIRST+6 

14  HI  =FIRST 

15  H2  =FIRST+1 

16  VC1  =FIRST+4 

20  POKE  VL,15 

21  POKEAN,23 

22  POKE  OUT, 123 
30  READ  NTE,DUR 

40   IF  NTE=0  THEN  END 

50  F2=NTE  /256:F1=NTE     AND  255 

60  POKE  H2,F2:POKE  H1,F1 

70  POKE  VC1,33:F0R  I  =  0  TO  DUR*100:NEXT 
80  POKE  VC1,32:F0R  I  =  0  TO  DUR*100:NEXT 
90  GOTO  30 

100  REM  ***  NOTES  *** 

130  DATA  6430,1,6430,1,6430,3,7217,2,5407,2 
140  DATA  6430,1,6430,2,8583,3,9634,2,9634,1, 
10814,2 

150  DATA  10814,3,9634,2,9634,2,8583,1,8583,5, 
10814, 1 

160  DATA  11457,3,10820,2,10814,2,9636,4,10814,1, 
9634,1 

170  DATA  9634,1,8583,11,10814,1,9634,2,8534,5, 
10814, 1 

180  DATA  12860,2,14435,5,12860,1,12860,2,10814,3 
9634,2 

190  DATA  9634,1,9634,2,10814,9,10814,2,11457,3 
10820,2 

200  DATA  10814,2,9634,4,10814,1,9634,1,9634,1, 

8585,15 
210  DATA  0,0 

This  concludes  out  chapter  on  the  SID.  We  hope  that  you  have  found 
enough  information  and  suggestions  to  start  working  with  this  chip.  This 
applies  particularly  to  those  of  you  who  can  and  want  to  program  in 
machine  language.  Have  fun! 
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Chapter  5:  The  8563  VDC  Chip 


5.1  General  Information 


As  mentioned  in  Chapter  2,  you  can  connect  two  monitors  to  your 
Commodore  128.  The  40-column  monitor  is  contrilled  by  the  VIC  chip.  The 
80  column  RGB  monitor,  is  driven  by  the  8563  VDC.  The  80-column 
screen  is  well  suited  for  professional  applications  that  are  impossible  or 
more  difficult  with  a  40-column  screen.  RGB  stands  for  Red  Green  Blue, 
which  means  that  the  colors  red,  green,  and  blue  can  be  displayed  on  the 
screen  in  various  combinations.  The  color  white,  for  example,  is  achieved 
with  an  equal  mix  of  all  three  colors;  the  color  yellow  can  be  made  with  a 
combination  of  red  and  green.  But  don't  worry~you  don't  have  to  figure 
out  which  colors  you  have  to  mix  to  obtain  the  one  you  want.  We  will  come 
back  to  the  color  codes  for  the  15  possible  colors. 

An  important  bonus  of  the  VDC  chip  is  that  it  doesn't  use  up  any  of  the 
main  memory  for  storing  its  screen  contents.  It  has  16K  of  its  own  memory 
which  it  uses  for  video  RAM  and  attribute  RAM.  Even  the  character 
generator  is  copied  into  this  16K. 

On  the  international  models  of  the  C-128,  pressing  the  <ASCH/DIN> 
key  copies  a  foreign  language  character  set  into  memory.  You  will  notice 
that  it  takes  a  little  while  before  the  cursor  is  ready  again.This  is  because  all 
4096  bytes  of  the  charater  generator  are  copied  from  ROM  into  the  video 
controller  RAM.  Stop  and  think  for  a  minute:  Why  4096  bytes?  There  are 
two  character  sets.  2048  bytes  are  all  that  are  required  to  define  256 
characters!  You  are  right  of  course,  but  both  character  sets  selected  with  the 
Commodore  key  on  the  40-column  screen  are  stored  in  the  VDC  memory. 
These  two  character  sets  can  be  displayed  simultaneously  on  the  80-column 
screen.  A  bit  in  the  attribute  RAM  determintes  which  character  set  is  to  be 
used.  Since  the  character  set  is  in  the  VDC  RAM,  it  is  easy  to  change  the 
appearance  of  individual  characters  by  simply  changing  the  contents  of  the 
RAM. 

But  all  of  these  advantages  that  this  separate  video  RAM  offers  us  has 
another  side  to  it.  Addressing  this  RAM  is  quite  complicated—it  has  to  be 
done  indirectly  via  two  registers  on  the  VDC  chip.  We  will  talk  about  this 
more  later. 
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Those  who  think  it  would  be  boring  to  take  a  closer  look  at  this  chip  are 
deceiving  themselves.  This  chip  offers  an  enormous  number  of  possibilities; 
to  describe  them  all  would  far  exceed  the  scope  of  this  book.  Hackers  are 
advised  to  take  a  closer  look  at  this  chip,  since  it  seems  that  you  always  find 
something  new  that  can  be  done  with  it.  We  will  limit  ourselves  to  the  most 
important,  most  interesting  possibilities.  The  expectations  that  one  has  for 
an  80-column  controller  are  far  exceeded:  this  video  controller  can  display 
hi-resolution  graphics  with  a  resolution  of  640x200  points! 


5.2  The  Pinout: 


1  CCLK;  Character  Clock 

2  -DCLK;  Dot  Clock 

3  HSYNC;  Horizontal  Synchronization 

4  CS;  System  time 
5-6  Not  connected 

7  -CS;  Chip  Select 

8  -RS;  Resister  Select  (Address  line  AO) 

9  -R/W;  Read-Write  Selection 
10-11  D7-D6;  Data  Lines  D7-D6 
12  GND; 

13-18  D5-D0:  Data  Line  D5-D0 

19  DISPEN;  Display  Enable  (not  wired) 

20  VSYNC;  Vertical  Synchronization 

21  DR/-W;  Display-RAM  READ/WRITE 

22  -RES;  Reset  Line  (output)  -  meaning  unknown 

23  -RES;  Reset  Line  (input) 

24  TST;  meaning  unkown 

25  LPEN;  Light  Pen 

26-33  DA0-DA&;  address  Display-RAM 

34-42  DD0-DD&;  Data  Lines  Display-RAM 

37  VCC;  operating  voltage +5  V 

43  I;  Intensity 

44  B;  Blue 

45  G;  Green 

46  R;  Red 

47  -RAS;  Low- Address  Select 

48  -CAS;  Column  Address  Select 
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5.3  The  VDC  Registers 

The  8563  VDC  chip  has  a  total  of  37  registers  available,  which  have  the 
following  meanings:  (The  values  in  parentheses  indicate  the  default  values 
that  are  loaded  into  the  registers  after  a  warm  start.) 

REG  0  HORIZONTAL  TOTAL;  (126)  This  register  specifies  the 
total  number  of  characters  per  line,  including  the  beam 
return.  This  register  should  be  loaded  with  an  8-bit  value 
corresponding  to  the  technical  data  of  the  monitor. 

REG  1  HORIZONTAL  DISPLAYED;  (80)  In  this  register  the 
number  of  actual  characters  per  line  is  programmed.  All  8-bit 
values  smaller  than  REG  0  are  possible.  The  standard  value 
is  80. 


REG  2  HORIZONTAL  SYNC  POSITION;  (102)  In  this  the  left 
border  is  sychronized.  All  8-bit  values  smaller  than  REG  0 
are  possible.  If  the  register  value  is  reduced,  the  left  border 
moves  right;  if  the  contents  are  increased,  the  left  border 
moves  left. 

REG  3  SYNC  WIDTH;  (73)  Bits  0-3  determine  the  horizontal  sync 
pulse  width  in  characters.  The  value  zero  cannot  be 
programmed.  Bits  4-7  determine  the  vertical  sync  pulse 
width  multiples  of  a  raster  period.  If  zero  is  programmed,  it 
means  16. 

REG  4  VERTICAL  TOTAL;  (39)  This  register  contains  the  number 
of  total  lines  including  the  vertical  beam  return.  This  register 
should  be  programmed  according  to  the  technical  data  of  the 
monitor  used. 

REG  5  VERTICAL  TOTAL  ADJUST;  (224)  Bits  0-4  serve  as  a  fine 
adjustment  for  REG  4.  Bits  5-7  are  always  set.  The  default 
value  224  means  that  bits  0-4  are  cleared. 

REG  6  VERTICAL  DISPLAYED;  (25)  Contains  the  number  of 
representable  characters.  Any  value  smaller  than  REG  4  is 
possible. 
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REG  7  VERTICAL  SYNC  POSITION;  (32)  This  register  defines 

the  upper  border  of  the  screen.  If  the  contents  of  this  register 
are  increased,  the  screen  moves  up.  Correspondingly,  the 
screen  moves  down  when  the  value  is  decreased. 

REG  8  INTERLACE  MODE;  (252)  Bits  0- 1  determine  the  interlace 
mode.  Normally  these  bits  are  cleared.  00  and  10= 
non-interlace  mode,  01=interlace-sync  mode  (the  screen 
appears  to  flicker),  ll=interlace-sync  and  video  mode.  Try 
this  once! 

REG  9  CHARACTER  TOTAL  VERTICAL;  (231)  Bits  0-4 
determine  the  number  of  raster  lines  per  character  (vertical) 
minus  one.  Bits  5-7  are  always  set.  The  default  value  231 
stands  for  7,  or  7+1=8  raster  lines  per  character. 

REG  10  CURSOR  MODE/START  RASTER;  (160)  Bits  5-6  set  the 
cursor  mode:  00=non-blinking,  01=cursor  not  displayed, 
10=blink  fast,  1  l=normal  blink. 

REG  11  CURSOR  END  SCAN  LINE;  (231)  Only  bits  0-4  are 
relevant;  the  others  are  always  set.  This  register  contains  the 
line  at  which  the  cursor  will  stop.  For  a  block  cursor  for 
example,  the  cursor  starts  at  line  0  and  stops  at  line  7.  For  an 
underline  cursor:  start  and  end  at  7. 

REG  12  DISPLAY  START  ADDRESS  HI;  (0)  The  high  byte  of  the 
start  of  the  video  RAM  is  stored  in  this  register.  Normally  the 
video  RAM  lies  at  address  $0000  in  the  special  VDC 
memory. 

REG  13  DISPLAY  START  ADDRESS  LO;  (0)  The  low-bye  of  the 
video  RAM  corresponding  to  REG  12  is  defined  here. 

REG  14  CURSOR  POSITION  HI;  The  high  byte  of  the  cursor  is 
defined  in  this  register.  The  cursor  address  must  be  specified 
because  the  VDC  will  let  it  blink  on  its  own. 

REG  15  CURSOR  POSITION  LO;  The  low  byte  of  the  cursor 
address  corresponding  to  REG  14  is  defined  here. 
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REG  16  LIGHT  PEN  VERTICAL;  This  and  the  following  register 
can  only  be  read.  The  two  high-order  bytes  in  register  16  are 
always  zero.  This  register  returns  the  vertical  address  of  the 
light  pen.  The  value  must  be  corrected  by  the  software 
because  the  raster  beam  will  have  moved  by  the  time  the 
raster  line  is  determined. 

REG  17  LIGHT  PEN  HORIZONTAL;  Corresponding  to  register  16, 
this  register  contains  the  horizontal  address  of  the  light  pen. 

REG  18  UPDATE  ADDRESS  HI;  The  high  byte  of  the  address  to  be 
manipulated  is  given  in  this  register.  It  doesn't  make  any 
difference  if  the  address  is  in  video  RAM,  attribute  RAM,  or 
somewhere  else. 

REG  19  UPDATE  ADDRESS  LO;  The  low  byte  of  the  address  to  be 
manipulated  is  given  here  in  connection  with  register  18. 

REG  20  ATTRIBUTE  ADDRESS  HI;  (4)  The  high-order  byte  of  the 
start  address  of  the  attribute  memory  is  placed  in  this  register. 
The  attribute  RAM  defines  the  color  and  status  of  each 
character  on  the  screen. 

REG  21  ATTRIBUTE  ADDRESS  LO;  (0)  In  connection  with  register 
20,  this  register  sets  the  low-order  byte  of  the  start  address. 
In  the  normal  mode  the  attribute  RAM  starts  at  address 
$0400. 

REG  22        CHARACTER  TOTAL  &  DISPLAYED;  (120)  Bits  4-7 
determine  the  total  number  of  displayed  horizontal  lines  (7). 
Bits  0-3  set  the  displayed  number  of  lines  (8).  This  defines 
the  width  of  a  character. 

REG  23  CHARACTER  DSP(V);  (232)  Number  of  vertical  lines 
displayed  (8);  this  defines  the  height  of  a  character. 

REG  24        VERTICAL  SMOOTH  SCROLL;  (32) 

Bit  7:  COPY  bit;  when  this  bit  is  set,  the  range  at  the 
block-start  address  is  copied  to  the  update  address  when  the 
word  count  register  is  written.  If  this  bit  is  cleared,  the 
update  address  is  filled  with  the  data  register  (REG  31) 
Bit  6:  RVS  bit;  If  this  bit  is  set,  the  entire  screen  display  is 
reversed.  A  set  point  is  cleared  and  a  cleared  point  is  set. 
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Bit  5:  CBRATE;  meaning  is  not  yet  known. 

Bits  0-4:  Here  the  vertical  edge  of  the  screen  can  be  moved 

(smooth  scrolling). 

REG  25        HORIZONTAL  SMOOTH  SCROLLING;  (64) 

Bit  7:  TEXT;  if  this  bit  is  cleared,  the  text  mode  is  enabled. 
The  information  for  the  characters  is  taken  from  the 
CHARROM.  If  this  bit  is  set,  single-point  graphics  are 
enabled. 

Bit  6:  ATR;  This  bit  indicates  whether  the  color  information 
for  a  character  should  come  from  the  attribute  RAM  (set  bit) 
or  if  all  points  should  appear  in  monochrome  (color  is  in 
REG  26). 

Bit  5:  SEMI;  semi-graphic  operating  mode; 

1:  the  existing  horizontal  space  between  two  characters  is 

filled  with  the  color  of  the  character  last  displayed. 

0:  like  (1),  but  the  space  is  filled  with  the  background  color. 

Bit  4:  DBL;  If  this  bit  is  set,  the  characters  appear  in  double 

width. 

0:  Pixel  size=l  dot  clock 
1:  Pixel  size=2  dot  clocks 

bits  0-3:  Here  the  horizontal  edge  can  be  moved  in  raster 
lines  (smooth  scrolling). 

REG  26        FORGND/BACKGND;  (240) 

Bits  0-3  determines  the  background  color. 

Bits  4-7  determine  the  foreground  color  for  graphic  or 

monchrome  mode. 

REG  27        ADDRESS  INCREMENT  ROW;  (0) 

This  register  defines  the  number  of  bytes  are  to  be  added  to 
the  video  RAM  for  each  column.  Normally  this  is  zero.  If 
you  redefine  the  character  width,  for  instance,  (and  thereby 
the  the  number  of  characters/line),  this  value  must  be 
reprogrammed. 

REG  28        CHARACTER  BASE  ADDRESS;  (47) 

Bits  5-7  determine  the  base  of  the  character  generator, 
address  bits  13  to  15;  the  character  generator  can  only  be 
moved  in  8K  steps. 

Bit  4:  RAM;  This  bit  defines  the  RAM  type: 
1:4164;  0:4416 
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REG  29        UNDERLINE  SCAN  LINE;  (23 1) 

Bits  0-4  indicate  the  line  in  which  to  underline.  The  default 
value  is  8.  This  register  can  be  used  to  change  underlining  to 
overlining. 

REG  30        WORD  COUNT; 

In  this  register  you  write  the  number  of  characters  which  are 
to  be  written  to  the  update  address,  or  if  the  COPY  bit  is  set, 
the  number  of  bytes  to  be  copied. 

REG  31  DATA; 

This  register  contains  the  data  to  be  written  to  a  memory 
location.  If  a  memory  location  is  read,  the  contents  will 
appear  in  this  register. 

REG  32        BLOCK  START  ADDRESS  HI; 

This  register  (and  the  following)  defines  the  start  address  of 
the  block  to  be  copied. 

REG  33        BLOCK  START  ADDRESS  LO; 

Corresponding  to  register  32,  this  register  defines  the 
low-order  byte. 

REG  34        DISPLAY  ENABLE  BEGIN;  (125) 

Number  of  characters  from  the  start  of  the  displayed  line  to 
the  postive  edge  on  the  display  enable  pin. 

REG  35        DISPLAY  ENABLE  END;  (64) 

Like  REG  34,  but  until  the  negative  edge. 

REG  36        DRAM  REFRESH  RATE;  (245) 

Bits  0-3  specify  the  rate  at  which  the  VDC  memory  must  be 
refreshed  (refresh  cycles  per  screen  line). 
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5.4  Genera!  Information  About  the  VDC  Registers 


To  look  at  each  register  individually  is  not  very  informative.  At  best, 
you  can  recognize  what  the  individual  registers  do  when  you  simply  write 
values  to  them  and  see  what  happens.  Not  all  of  the  registers  are  useful  to 
the  programmer,  as  is  the  case  with  the  VIC  or  SID  chip.  The  VDC  contains 
a  number  of  registers  that  are  present  simply  for  screen  display  and 
synchronization.  You  should  never  change  these  registers. 

The  base  address  of  the  80-column  video  controller  is  $D600.  A  little 
tip:  At  least  in  our  prototype,  the  VDC  could  also  be  manipulated  in  the  64 
mode;  this  means  that  80-column  mode  is  possible  in  the  64  mode  as  well! 
In  addition  to  the  ability  to  program  in  the  2 MHz  mode,  this  presents 
another  small  gap  in  the  compatibility  of  the  64  mode. 

You  cannot  address  the  various  registers  of  the  VDC  as  simply  as  with 
the  VIC  or  SID.  Using  the  VIC  or  SID,  you  simply  add  the  register  number 
to  the  base  address.  In  the  VDC,  register  manipulation  is  relative,  meaning 
that  you  have  to  tell  the  controller  which  register  you  want  to  read  or  write 
and  then  perform  this  operation.  This  is  certainly  a  complicated  method,  but 
you  get  used  to  it  quickly.  If,  for  example,  you  want  to  change  a  byte  in  the 
video  RAM,  you  must  address  this  memory  location  relatively  via  the 
registers,  since  they  are  not  directly  addressable. 

Now  we'll  describe  the  technique.  The  VDC  can  be  accessed  at  address 
$D600  and  $D601. 

If  you  want  to  read  a  register,  for  instance,  you  must  write  the  register 
address  in  $D600.  The  VDC  then  returns  the  current  contents  of  the  register 
in  address  $D601. 

If  you  want  to  write  to  a  register,  write  the  register  number  in  address 
$D600  and  the  new  register  value  in  address  $D601. 


Address  $D600 

(Write)   —    R5  R4    R3    R2    Rl  RO 

(Read)        Status  LPvblank  -  

Address  $D601 

(Read/write)  D7    D6    D5  D4    D3    D2    Dl  DO 
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If  you  write  to  address  $D600,  the  register  is  selected.  Bits  0  to  5  are 
used  for  this.  You  can  also  read  from  $D600;  this  will  return  a  status  report 
of  the  VDC.  Bit  7,  the  status  bit,  indicates  if  the  VDC  is  finished  with  its 
last  action  or  not.  If  this  bit  is  set,  the  video  controller  is  not  yet  done,  and 
you  must  wait  until  it  gives  the  green  light  or  data  will  disappear.  It  is 
necessary  to  test  this  bit  only  in  machine  language  since  BASIC  is  far  too 
slow  for  this  to  be  a  problem.  If,  for  example,  we  want  to  write  to  the 
DATA  regiser  in  the  VDC  in  machine  language,  it  would  look  like  this: 

LDA  #$1F  ; DATA  REGISTER 

STA  $D600  ; SELECT 

WAIT       BIT  $D600  ; TEST  STATUS  BIT 

BMI  WAIT  ;NOT  SET,   THEN  NOT  DONE 

LDA  #$21  ;ASCII  CODE  FOR  " ! " 

STA  $D601  ; AND  WRITE 

RTS  ; RETURN 

In  this  routine,  we  have  placed  the  value  $1F  into  the  VDC  select 
register.  We  loop  at  WAIT  until  the  VDC  tells  us  that  it  has  accepted  our 
value.  Then  we  can  write  into  the  register  at  $D60 1 .  Another  delay  routine 
should  be  included  after  writing  to  address  $D601,  though  this  depends  on 
the  program. 

Bit  6  of  address  $D600  is  reserved  for  the  light  pen  and  does  not 
interest  us  at  the  moment.  Bit  5  tells  us  if  the  cathode  beam  is  on  its  return 
course  (bit  is  set)  or  not.  This  can  be  used  for  synchronizing  various 
activities  to  the  beam.  The  rest  of  the  bits  are  not  used. 

To  summarize,  writing  to  address  $D600  selects  the  VDC  register. 
Writing  to  address  $D601transfers  the  data. 

You  can  use  the  following  machine  language  code  to  read  the  value  of 
the  DATA  register: 

LDA  #$1F  /DATA  REGISTER 

STA  $D600  /ADDRESS  REGISTER 

WAIT       BIT  $D600  /STATUS  BIT  STILL  SET? 

BPL  WAIT  /NOT  DONE 

LDA  $D601  /GET  CURRENT  CONTENTS 

We  can  also  manipulate  the  VDC  from  BASIC.  But  because  of 
BASIC'S  slowness,  there  may  be  some  problems,  so  you  shouldn't  be 
annoyed  if  things  don't  work  right  away. 
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Read  and  writing  the  DATA  register  in  BASIC  would  look  like  this: 

10  A=DEC("D600") :   D=A+1 :   REM  BASE  ADDRESS  VDC 

20  POKE  A, 31:   PRINT  PEEK (D) :   REM  GET  REG  CONTENTS 

30  POKE  A, 31:   POKE  D,33:   WRITE  TO  REGISTER 

But  now  you  may  want  to  know  how  to  work  with  screen  addresses. 
We  know  that  the  video  RAM  starts  at  address  $0000  and  consists  of  2000 
characters.  To  manipulate  an  address  in  RAM,  you  must  first  define 
whether  you  want  to  read  or  write  in  the  update  register . 

Let's  show  you  with  a  short  BASIC  program: 

10  A=DEC("D600") :  D=A+1 

20  POKE  A, 18:   POKE  D,0:   REM  UPDATE  ADDRESS  HI  BYTE 
30  POKE  A, 19:   POKE  D,0:   REM  UPDATE  ADDRESS  LO  BYTE 
40  POKE  A, 31:   POKE  D,l:   REM  A  1  FOR  "A" 
50  POKE  A, 30:   POKE  D,l:   REM  SET  CHAR  COUNTER 

It  demonstrates  several  key  points.  The  order  in  which  you  POKE  is 
important  First  the  update  address  is  selected.  Next  the  character  to 
be  displayed  is  sent.  Finally  the  number  of  times  the  character  is  to  be 
displayed  is  sent.  If  you  haven't  sent  the  update  address,  you  won't  get 
your  desired  results. 

Unfortunately  this  routine  probably  won't  work!  Not  in  the  FAST 
mode  nor  the  SLOW  mode.  You  can  see  this  more  clearly  by  adding  the 
following  lines  to  the  program: 

5  PRINT  CHR$(19);"     " :  REM  TWO  SPACES 
60  GETKEY  A$ :  RUN 

Each  time  you  press  a  key,  the  first  two  positions  on  the  screen  are 
erased.  After  this,  the  video  controller  is  "requested"  to  display  an  "A"  in 
the  first  screen  position.  So  we  can  check  to  see  if  an  "A"  is  really  displayed 
at  the  correct  position. 

When  we  start  the  program,  we  see  that  the  result  does  not  correspond 
to  our  expectations.  The  A  moves  from  left  to  right.  It  is  not  always  placed 
at  the  right  location.  Sometimes  an  "@"  even  appears  on  the  screen  instead 
of  the  A. 
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Unfortunately  we  can't  achieve  any  better  results  here.  In  BASIC,  it 
appears  to  be  impossible.  We  have  tried  various  methods,  all  without 
success.  BASIC  is  simply  too  slow.  What  we  can't  accomplish  in  BASIC, 
we  should  at  least  be  able  to  do  in  machine  language.  So  let's  look  at  a  short 
machine  language  program  which  does  the  same  thing  as  our  BASIC 
program. 

Below  is  the  assembly  language  listing  of  this  routine,  which  is 
designed  to  display  an  "A"  on  the  screen.  Press  the  reset  button  on  your 
computer  to  make  sure  all  the  VDC  registers  are  reset  before  entering  this 
program. 


00D00 

8E 

00 

D6 

STX 

$D600 

00D03 

2C 

00 

D6 

BIT 

$D600 

00D06 

10 

FB 

BPL 

$0D03 

00D08 

8D 

01 

D6 

STA 

$D601 

00D0B 

60 

RTS 

00D0C 

A2 

12 

LDX 

#$12 

00D0E 

A9 

00 

LDA 

#$00 

00D10 

20 

00 

24 

JSR 

$0D00 

00D13 

E8 

INX 

00D14 

20 

00 

24 

JSR 

$0D00 

00D17 

A2 

IF 

LDX 

#$1F 

00D19 

A9 

01 

LDA 

#$01 

00D1B 

20 

00 

24 

JSR 

$0D00 

00D1E 

CA 

DEX 

00D1F 

4C 

00 

24 

JMP 

$0D00 

This  little  machine  language  routine  can  be  entered  with  the  built-in 
monitor  and  tested  with  the  following  BASIC  program: 

10  PRINT  CHR$ (147) ; 

20  SYS  DEC("0D0C") :  GETKEY$ :  RUN 

Start  the  program  with  RUN.  The  result  will  probably  surprise  you. 
The  position  is  right,  but  now  we  have  two  "As"  instead  of  one.  The  VDC 
displays  word  count+1  many  characters,  though  it  does  this  very  carefully 
and  at  the  correct  address.  If  we  had  wanted  to  display  two  "A's",  we 
would  be  all  set,  but  we  wanted  just  one.  Loading  the  word  count  register 
with  zero  causes  256  characters  to  be  printed. 

The  solution  is  quite  simple:  If  you  want  to  display  just  one  character, 
do  not  write  to  the  word  count  register  after  selecting  the  update  address  and 
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the  DATA  register.  Just  load  the  update  address  with  a  new  value  or  read 
from  this  register-then  it  works. 

To  try  this  out  we  need  to  change  our  machine  language  program  at 
address  $00D1E: 

00D1E  A2  12        LDX  #$12 
00D20  4C  00  24  JMP  $0D00 

You  see  that  it  doesn't  matter  what  value  you  write  to  the  update 
register.  The  sample  program  is  located  in  the  output  buffer  for  the  RS-232 
($0D00-$0DFF).  Now  we'll  change  the  machine  language  routine  so  we 
can  write  any  character  to  any  position,  even  in  BASIC. 

10  REM  ========================================= 

20  REM     BASIC  LOADER  FOR  80-COLUMN  POKE  ROUTINE 
30  REM  ========================================= 

40  : 

50  FOR  1=0  TO  36 
60    :  READ  X 

70    :  POKE  DEC ("D00") +1, X 
80   :  S=S+X 
90  NEXT 

100  IF  SO2850  THEN  PRINT  "***  ERROR  IN  DATA  ***": 

END 
110  : 

120  DATA  142,0,214,44,0,214,16,251,141,1,214,96, 
162,18,169,0 

130  DATA  32,0,13,232,169,0,32,0,13,162,31,169,1, 

32,0,13 
140  DATA  162,18,76,0,13 
150  : 

160  REM  ***  TRY  IT  OUT  *** 
170  : 

180  PRINT  CHR$(147); 

190  SYS  DEC("D0C"):   GETKEY  A$ :   GOTO  180 

Now  we  have  the  program  we  wanted,  even  if  it  can't  be  done  in  "pure" 
BASIC.  Maybe  there  is  some  algorithm  which  works  in  BASIC  and  permits 
manipulations  to  be  made  on  the  80-column  screen. 

As  already  mentioned,  this  routine  can  display  any  character  at  any 
location  on  the  screen.  To  make  it  do  this,  you  have  to  write  the  high  byte  of 
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the  address  to  address  $0D0F,  the  low  byte  to  address  $0D15,  and  the 
character  to  address  $0D1C.  Try  it  once  with  the  following  sample  program: 

10  REM  ======================================= 

20  REM         EXAMPLE  PROGRAM  FOR  POKE  ROUTINE 
30  REM  ====================================== 

40  : 

50  LO=DEC("D15") :   HI=DEC ("D0F") :   PO=DEC ( "D1C") 
60  FOR  1=0  TO  1999 

70   :   POKE  LO,   I  AND  255   :  REM  POKE  LOW  BYTE 
80    :   POKE  HI,    1/256  :   REM  POKE  HIGH  BYTE 

90   :   POKE  PO,    I  AND  255   :   REM  FOR  EXAMPLE 

100   :   SYS  DEC ("DOC") 

110  NEXT 

120  GETKEY  A$ 

But  we  don't  want  to  display  just  one  character.  Sometimes  it  would  be 
practical  if  we  could  display  80  characters  at  once  (with  the  help  of  the  word 
count  register),  for  example,  to  erase  a  line  or  something  similar.  But  the 
VDC  might  display  one  character  too  many.  Imagine  a  word  processing 
program  that  had  this  problem:  it  would  be  quite  aggravating. 

This  error  must  have  been  compensated  for  in  the  operating  system, 
though.  The  solution  is  (what,  again?)  rather  simple  and  works  very  well. 

You  know  the  starting  address  of  the  area  to  be  filled  with  characters. 
Let's  say  mat  you  want  to  display  n  characters.  So  you  can  calculate  the 
address  in  video  RAM  where  they  will  be  written.  Simply  let  the  video 
controller  fill  n-1  characters. 

Next  we  can  read  the  update  address  (which  the  VDC 
automatically  increments)  to  determine  if  it  has  displayed  the  correct  number 
of  characters.  If  so  then  we  are  done.  Otherwise  we  must  display  one  more 
character.  This  method  is  always  faster  than  writing  each  character  by  itself. 
You  can  use  an  operating  system  routine  that  outputs  a  character  based  on 
the  update  address  and  DATA  register  as  many  times  as  the  value  in  the 
accumulator  specifies.  This  routine  is  found  at  the  address  $C53E.  Place 
the  calculated  address  in  $0A3C/$0A3D.  We'll  add  the  routine  to  the  one 
already  existing: 
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00D25 

A2 

12 

LDX 

#$12 

00D27 

A9 

00 

LDA 

#$00 

00D29 

20 

00 

OD 

JSR 

$0D00 

00D2C 

8D 

3D 

OA 

STA 

$0A3D 

00D2F 

E8 

INX 

00D30 

A9 

00 

LDA 

#$00 

00D32 

20 

00 

OD 

JSR 

$0D00 

00D35 

8D 

3C 

OA 

STA 

$0A3C 

00D38 

A9 

00 

LDA 

#$00 

00D3A 

A2 

IF 

LDX 

#$1F 

00D3C 

20 

00 

OD 

JSR 

$0D00 

00D3F 

A9 

00 

LDA 

#$00 

00D41 

18 

CLC 

00D42 

48 

PHA 

00D43 

6D 

3C 

OA 

ADC 

$0A3C 

00D46 

8D 

3C 

OA 

STA 

$0A3C 

00D49 

90 

03 

BCC 

$0D4E 

00D4B 

EE 

3D 

OA 

INC 

$0A3D 

00D4E 

68 

PLA 

00D4F 

4C 

3E 

C5 

JMP 

$C53EA 

You  can  add  the  following  DATA  lines  to  the  BASIC  loader: 

150  DATA  162,18,169,0,32,0,13,141,61,10,232,169,0, 
32,0,13 

160  DATA  141,60,10,169,0,162,31,32,0,13,169,0,24, 
72,109,60 

170  DATA  10,144,3,238,61,10,104,76,62,197 

Lines  50  and  100  must  also  be  changed: 

50  FOR  1=0 .TO  81 
100  IF  S<>5859  THEN  PRINT  "***  ERROR  IN  DATA  ***": 
END 

Store  the  high  byte  of  the  starting  address  at  address  $0D28,  the  low 
byte  at  address  $0D31.  You  must  POKE  the  fill  character  into  address 
$0D39  and  the  number  at  address  $0D40.  Example: 

POKE  DEC("0D28") ,0    :  POKE  DEC ( "0D31" ) , 0 :   REM  ADDR 

POKE  DEC("0D39") ,33:  REM  FILL  CHARACTER 

POKE  DEC("0D40") ,79:  REM  FILL  QUANTITY-1 

SYS  DEC("0D25")  :  REM  CALL  THE  ROUTINE 
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Once  you  enter  these  lines,  the  first  line  will  be  filled  with  exclamation 
points. 

As  already  mentioned,  you  can  change  the  attribute  RAM  in  the  same 
way  as  we  changed  the  screen  contents.  For  example,  if  you  want  to  display 
the  first  line  in  flashing  white,  you  must  fill  the  attribute  RAM  with 
$1F=31.  To  do  this  we  enter  the  following  lines: 

POKE  DEC("0D28") , 8   :  POKE  DEC ( "0D31" ) , 0 : 

REM  ATTRIBUTE  RAM 
POKE  DEC("0D39") , 31:   REM  FILL  CHARACTER 
POKE  DEC("0D40") , 80:   REM  FILL  QUANTITY 
SYS  DEC("0D25")  :   REM  CALL  THE  ROUTINE 


5.4.1  The  character  set 


The  character  set  in  the  VDC  can  be  easily  changed.  Sixteen  bytes  of 
RAM  must  be  defined  per  character.  Eight  bytes  are  copied  from  the 
CHARROM,  and  eight  additional  zero-bytes  are  appended  for  reasons 
internal  to  the  VDC.  The  character  set  starts  at  address  $2000  for  the  VDC. 
To  read  a  character  out  or  to  change  it,  you  can  find  it  with  this  address: 

2*4096 +  <code>*16 

The  VDC,  unlike  the  VIC,  can  display  the  two  character  sets,  obtained 
with  <SHIFT><Commodore>  in  40  column  mode,  on  the  screen  at  the 
same  time  since  these  are  both  found  in  the  VDC  RAM.  The  reverse 
characters  are  also  defined,  though  these  aren't  really  necessary  since  a  bit 
in  the  attribute  RAM  controls  whether  a  character  is  displayed  normal  or  in 
reverse.  Both  of  these  features  can  be  utilized  if  you  want  define  additional 
characters. 

The  memory  layout  of  the  VDC  RAM  looks  like  this: 

$0000-$07CF: Video  RAM 

$0800-$0FCF:  Attribute  RAM 

$2000-$3FFF: CHARRAM ( character  generator) 
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5.4.2  The  character  attribute 


The  attribute  of  a  character  is  composed  of  several  criteria:  The  first  is 
the  RGB  signal,  whether  red,  green,  or  blue  are  active  (all  bits  here  are  set 
for  white,  for  instance),  then  the  intensity  signal  (which  determines  the  two 
levels  of  brightness  of  the  character ).  Then  there  is  a  bit  which  determines 
if  a  character  should  flash  on  and  off,  a  bit  to  underline  a  character,  a  bit  for 
reverse,  and  a  bit  for  the  alternate  character  set.  You  can  see  that  the  reverse 
characters  really  need  not  be  defined  at  all,  since  a  corresponding  bit  is 
provided  in  the  attribute  RAM.  But  to  make  things  simpler,  the  reverse 
character  set  was  simply  copied  along  with  the  rest  of  the  characters. 

But  now  we  come  back  to  the  actual  attribute  RAM:  The  eight  bits  of  an 
attribute  byte  are  arranged  as  follows: 

ALT  RVS  UL  FLASH  R  G  B  I 
7         6         5         4         3         2         1  0 

ALT  stands  for  ALTernate.  If  the  second  character  set  is  selected  (the 
one  obtained  with  <SHIFT><Commodore>  on  the  keyboard),  the  ALT  bit 
in  the  attribute  RAM  is  set 

RVS  stands  for  ReVerSe  and  means  that  the  character  will  be  displayed 
in  reverse.  Unfortunately,  no  direct  use  is  made  of  this  bit.  Professional 
software  programmers  can  make  better  use  of  the  reverse  characters. 

UL  stands  for  UnderLine.  If  this  bit  is  set,  the  corresponding  character 
is  underlined  in  the  raster  line  defined  in  register  29;  normally  this  is  line  7. 

FLASH  is  self-explanatory.  If  this  bit  is  set,  the  character  defined  by 
the  given  attribute  byte  will  flash  on  and  off.  Color  and  any  underlining  is 
retained. 

R  stands  for  Red,  G  for  Green,  and  B  for  Blue.  The  color  signal 
consists  of  the  set  and  cleared  bits.  There  is  also  an  intensity  signal  I  that  is 
used  to  set  the  brightness;  a  set  bit  means  bright. 
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Here  is  a  table  of  the  15  possible  color  and  intensity  combinations: 


R 

G 

B 

I 

Color 

0 

0 

0 

0 

Black 

0 

0 

0 

1 

Dark  grey 

0 

0 

1 

0 

Blue 

0 

0 

1 

1 

Light  blue 

0 

1 

0 

0 

Green 

0 

1 

0 

1 

Light  green 

0 

1 

1 

0 

Cyan 

0 

1 

1 

1 

Light  Cyan 

1 

0 

0 

0 

Red 

1 

0 

0 

0 

Light  red 

1 

0 

1 

0 

Purple 

1 

0 

1 

1 

Light  Purple 

1 

1 

0 

0 

Brown 

1 

1 

0 

1 

Yellow 

1 

1 

1 

0 

Light  grey 

1 

1 

1 

1 

White 

5.5  Using  the  VDC  Registers 


As  already  mentioned,  the  37  VDC  registers  account  for  a  very  flexible 
80-column  controller.  We  want  to  take  a  closer  look  at  and  demonstrate  then- 
use  with  some  examples.  One  of  the  more  useful  is  the  ability  to  display  30 
lines  on  the  screen  instead  of  25  a  second  is  the  ability  to  use  the 
high-resolution  graphics  with  a  resolution  of  640x200  points.  We  will 
concentrate  on  these  two  examples. 

But  first  we  present  a  program  which  is  very  useful  for  exploring  the 
world  of  the  VDC  registers.  When  testing,  you  may  often  find  that  your 
screen  displays  nothing  but  garbage.  This  means  you  have  confused  the 
controller  so  much  that  it  can  no  longer  display  a  meaningful  picture.  The 
best  thing  to  do  is  to  press  the  <RUN/STOP><RESTORE>  keys. 

On  international  models  of  the  C-128  that  include  a  foreign  character 
set,  the  character  generator  may  be  overwritten.  The  best  thing  to  do  then  is 
to  press  the  <ASCII/DIN>  key  to  copy  the  character  generator  back  to  the 
normal  mode. 
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This  program  shows  you  the  current  register  contents  on  the  screen  and 
then  lets  you  write  to  any  of  the  registers.  After  you  have  entered  the  values, 
you  can  observe  the  results  directly  on  the  screen  (if  in  fact  there  are 
results).  The  current  register  contents  are  then  displayed  again. 

10  REM  ***  TESTING  THE  VDC  REGISTERS  *** 
20  : 

30  A=DEC("D600") :  D=A+1 

40  PRINT  CHR$ (147) "CURRENT  REGISTER  CONTENTS  -" 

50  FOR  1=0  TO  37 

60       POKE  A, I:  C=PEEK(D) 

70       PRINT  "#";I;RIGHT$ (HEX$ (C)  ,  2)  , 

80  NEXT  I 

90  PRINT:  PRINT 

100  INPUT  "REGISTER,   VALUE    ";RE,VA 

110  POKE  A, RE:   POKE  D,VA:  GOTO  40 


5.5.1  Smooth  scrolling 


As  with  the  VIC  chip,  you  can  move  the  screen  vertically  or 
horizontally  in  raster  line  increments  on  the  VDC.  VDC  register  24  (bits 
0-4)  and  25  (bits  0-3)  are  used  for  this  purpose.  Contrary  to  the  way 
smooth  scrolling  is  done  on  the  VIC,  you  don't  lose  any  columns  or  lines 
on  the  VDC.  The  VDC  is  not  well-suited  for  games—it  has  very  good 
resolution,  but  its  complicated  addressing  is  far  too  slow-but  you  can  use 
smooth  scrolling  to  create  many  useful  effects.  Here  is  a  short 
demonstration  program  which  shows  the  operation  of  smooth  scrolling  on 
the  80-column  screen. 

10  REM  ***  DEMO  PROGRAM  FOR  SMOOTH  SCROLLING  *** 
20  A=DEC("D600") :  D=DEC ("D601") 
30  VE=24:  HO=25 

40  PRINT  CHR$ (147)CHR$ (27)  ;"M";    :  REM  SCREEN  CLR 

AND  SCROLL  OFF 
50  A$="Hello  C-128  fans!" 
60  FOR  1=0  TO  24 
70       PRINT  A$ 
80  NEXT 
90  : 

100  FOR  10=0  TO  6 

110       POKE  A,VE:  V=PEEK(D)   AND  240  OR  10 
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120       POKE  A,VE:   POKE  D,V 

130       FOR  11=1  TO  20:  NEXT 

140       POKE  A, HO:   H=PEEK(D)   AND  240  OR  10 

150       POKE  A, HO:   POKE  D,H 

160       FOR  11=1  TO  20:  NEXT 

170  NEXT 

180  GOTO  100 

If  this  goes  too  fast  for  you  or  not  fast  enough,  change  the  delay  loops 
in  lines  130  and  160  correspondingly. 

If  bit  3  is  cleared,  25  lines  are  displayed  and  the  following  (or 
preceding)  RAM  is  scrolled  on  the  screen.  If  you  set  bit  3,  only  22  lines  are 
displayed  and  you  can  scroll  the  last  three  lines  of  the  screen  by  means  of 
smooth  scrolling. 


5.5.2  Block  copying 


If  the  controller  is  so  hard  to  access,  why  is  screen  scrolling  so  fast? 
The  solution  is  simple:  The  VDC  is  intelligent  enough  to  move  entire  blocks 
in  its  memory.  If  this  had  to  be  done  via  the  relative  addressing,  it  would 
take  a  considerably  longer  time. 

If  you  want  the  VDC  to  move  an  area  of  memory,  you  must  tell  it  this 
via  the  COPY  bit  (bit  7  in  REG  24).  If  this  bit  is  set,  the  VDC  copies  instead 
of  filling.  The  starting  address  of  the  block  to  be  copied  is  defined  in 
registers  32  and  33;  the  destination  address  of  the  copying  procedure  must 
be  defined  in  the  update  register  (REG  18  and  19);  the  copy  process  begins 
when  you  write  to  the  word  count  register.  This  also  specifies  the  number 
of  characters  to  be  copied. 

NOTE:  The  word  count  register  specifies  the  exact  number  of  characters 
to  be  copied.  For  example,  if  you  want  to  copy  the  first  text  line  on  the 
screen  to  the  line  below  and  preserve  the  attributes,  you  must  first  copy  the 
text  line  and  then  the  attributes.  We  will  do  an  upward-scroll  in  our  example 
program-in  BASIC  it  goes  quite  slowly,  but  in  machine  language  it  is  fast 
enough. 
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10  REM  ***  DEMO  PROGRAM  FOR  BLOCK  COPYING  *** 
20  A=DEC("D600") :   D=DEC ( "D601 " ) 

30  POKE  A,24:  C=PEEK(D) : REM  ***  CONTENTS  OF  REG  24 
40  POKE  A, 24:  POKE  D,C  OR  128:REM  ***  SET  COPY  BIT 
50  FOR  Z=24  TO  0  STEP  -1 

60       AQ=Z*80:  AZ=AQ+80:   REM  ***  SOURCE  AND  DEST 
70       POKE  A, 18:   POKE  D,AZ/256:   POKE  A, 19:   POKE  D, 
AZ  AND  255 

80       POKE  A, 32:   POKE  D,AQ/256:   POKE  A, 33:   POKE  D, 
AQ  AND  255 

90       POKE  A, 30:   POKE  D,79:   REM  ***  COPY  TEXT 
100       AQ=2048+AQ:   AZ=2048+AZ :REM  ***  ATTRIBUTE  ADDR 
110       POKE  A, 18:   POKE  D,AZ/256:   POKE  A, 19:   POKE  D, 
AZ  AND  255 

120       POKE  A, 32:  POKE  D,AQ/256:  POKE  A,  33:  POKE  D, 
AQ  AND  255 

130       POKE  A, 30:   POKE  D,79:  REM  ***  COPY  ATTRIBUTE 
140  NEXT 

150  PRINT  CHR$ (19) ;CHR$ (27) "D";  :REM  CLEAR  1ST  LINE 
160  POKE  A, 24:   POKE  D,C:   REM  ***  CLEAR  COPY  BIT 

This  routine  does  nothing  more  than  the  ESC  sequence 
CHR$(27);"W",  but  it  shows  the  operation  of  block  copying. 


5.5.3  Foreground  and  background  color 


You  can  define  the  background  color  of  the  80-column  screen  in 
register  26  (bits  0-3).  The  foreground  color  has  effect  in  the  graphic  mode 
and~provided  the  ATR  bit  in  register  25  is  not  set-also  in  the  text  mode. 

The  definition  of  the  register: 

POKE  DEC("D600") ,26 

POKE  DEC ("D601") , <f oreground>*16  +  <background> 


112 


Abacus  Software 


C-128  Internals 


5.5.4  The  cursor  mode 


You  can  also  determine  the  appearance  of  the  cursor  yourself.  You  can 
turn  it  off  completely,  make  it  blink  fast  or  slow,  and  define  it  as  a  block  or 
underline  cursor.  You  can  make  these  definitions  using  ESC  sequences,  but 
there  are  situations  where  this  is  not  possible— such  as  in  machine  language. 
The  cursor  mode  is  set  in  register  10.  Further,  register  10  indicates  in  which 
raster  line  the  block  cursor  is  to  begin.  With  the  starting  and  ending  line  of 
the  block  cursor  you  can  turn  the  cursor  into  a  broad  stripe  in  the  middle, 
etc.  (The  underline  cursor  is  defined  in  the  same  manner).  Here  are  the  four 
possible  bit  combinations  of  the  cursor  mode: 

00  -  non-blinking  cursor 

01  -  cursor  off 

10  -  slow  cursor  (cursor  flashes  at  1/16  SRF) 

1 1  -  fast  cursor  (cursor  flashes  at  1/32  SRF) 

SRF  =  Screen  Refresh  Frequency 

As  already  mentioned,  the  VDC  takes  over  all  functions  of  displaying 
the  character  under  the  cursor  and  does  not  burden  the  CPU  with  it. 

For  a  block  cursor,  the  start  line  is  line  0;  the  end  line,  defined  in 
register  1 1,  is  line  7.  In  order  to  define  a  underline  cursor,  one  need  only 
change  the  start  line  to  7. 

To  demonstrate  the  effects,  simply  try  out  the  following: 

10  REM  ***  DEMO  FOR  CURSOR  *** 

20  A=DEC("D600") :   D=DEC ( "D601" ) 

30  FOR  X  =  1  to  7:   REM  LINE  1  TO  7 

40    :POKE  A, 10:   POKE  D,X:   REM  ***  NON-BLINKING-START 
50  POKE  A, 11:   POKE  D,7:   REM  END  LINE=7 
60  FOR  I  =  1  TO  100   :  NEXT  I 
70  NEXT  X 

The  cursor  address  is  defined  in  registers  14  and  15;  the  cursor  is  then 
displayed  at  this  location  where  it  blinks  if  so  instructed  and  negates  the 
character  found  underneath  it.  These  two  registers  have  no  other  function. 
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5.5.5  The  character  length  and  width 


The  matrix  of  the  characters  found  in  VDC  RAM  is  8x8  points;  this 
means  that  the  characters  displayed  on  the  screen  are  8  points  wide  and  8 
lines  tall.  This  can  be  changed.  The  height  and  width  of  the  characters  can 
be  set  in  registers  22  and  23.  The  following  BASIC  program  demonstrates 
this: 


10  REM  ***  DEMO  PROGRAM  FOR  CHARACTER  MATRIX  *** 
20  : 

30  A=DEC("D600") :  D=A+1 

40  FOR  10=0  TO  8:  POKE  A, 22:  POKE  D, 112+10 
50  FOR  11=0  TO  8:   POKE  A, 23:   POKE  D,  II 
60  FOR  12=1  TO  30:  NEXT  12,11 
70  FOR  12=1  TO  30:  NEXT  12 
80  NEXT  10 
90  GOTO  40 

You  must  always  add  1 12  to  register  22  because  the  upper  nibble  must 
always  be  $7. 


5.5.6  More  than  25  lines  on  the  screen 


Yes,  you  read  it  right!  It  is  possible  to  display  25  lines  with  a  total  of 
2000  characters  on  the  screen,  but  you  can  even  display  28  lines  with  2240 
characters  and  more.  This  is  no  trick  of  the  imagination;  every  programmer 
who  wants  to  write  a  word  processor  or  database  for  the  C-128,  for 
example,  will  be  pleased  at  this  capability. 

The  technique  we  will  present  can  manage  25  lines  in  BASIC.  This 
means  that  the  other  3  lines  remain  when  scrolling  and  clearing  the  screen 
and  are  therefore  well-suited  for  status  lines.  These  three  lines  (including 
attribute)  can  be  changed  with  an  appropriate  machine  language  program. 
But  first  to  the  theory: 

In  register  6  of  the  video  controller,  you  can  specify  how  many  lines  are 
to  appear  on  the  screen.  The  default  value  here  is  25.  Let's  change  this  value 
to  10: 
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10  A=DEC("D600") :  D=A+1 
20  POKE  A, 6:   POKE  D, 10 

You  see  that  the  controller  now  displays  only  10  lines  on  the  screen  and 
the  remaining  lines  are  simply  "swallowed  up."  Just  as  we  can  make  the 
screen  smaller,  we  also  have  the  ability  to  increase  the  number  of  lines.  We 
do  this  by  simply  correcting  line  20: 

20  POKE  A, 6:  POKE  D,28 

And  now  we  have  28  lines  on  the  screen.  You  also  see  some  lines  that 
will  usually  flash  in  various  colors.  We  can  now  (provided  the  monitor  is 
good  enough)  see  all  28  lines  on  the  screen-even  if  the  last  three  lines  don't 
contain  any  useful  information. 

A  small  note:  On  a  very  well-adjusted  IBM  color  monitor  we  have  been 
able  to  display  up  to  30  lines.  It  wouldn't  make  any  sense  to  use  this 
though,  since  most  monitors  would  not  be  able  to  display  it.  We  have  been 
able  to  display  2  or  3  additional  lines  on  every  monitor.  So  we  can  say  in 
general  that  at  least  two  additional  lines  are  possible,  which  you  can  then 
use  for  status  lines,  etc. 

We  already  know  that  the  video  RAM  lies  at  address  $0000  and  the 
attribute  RAM  at  address  $0800.  We  must  change  this  since  we  have 
displayed  2240  characters;  the  end  of  the  video  RAM  then  lies  at  address 
$0960  and  part  of  the  attribute  RAM  is  overwritten  (and  vice  versa).  There 
is  enough  space  between  the  attribute  RAM  and  the  character  generator. 
Address  $0A00  is  then  available  for  the  start  address  of  the  attribute  RAM. 

But  when  we  want  to  write  to  the  80-column  screen  with  BASIC,  we 
have  a  small  problem:  The  interpreter  gets  the  base  address  of  the  attribute 
RAM  from  address  $0A2F  in  the  zero  page.  This  isn't  so  bad~we  just 
inform  the  BASIC  interpreter  of  the  new  base  address.  This  is  correct—but 
if  we  take  a  closer  look  at  the  kernal,  we  see  that  the  base  address  is  not 
added  but  logically  ORed.  Bits  0  and  1  are  affected  by  this;  these  two  bits 
may  not  be  relevant;  that  is,  they  may  not  be  set.  This  is  why  it  is  advisable 
to  define  address  $1000  as  the  start  address  of  the  video  RAM.  We  do  this 
with  the  two  instructions: 

POKE  DEC ("0A2F") , 16 

POKE  DEC("D600") , 20:   POKE  DEC ("D601") , 16 
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When  this  is  done,  everything  works  as  it  should.  We'll  use  these  ideas 
in  our  next  program: 

10  REM  ***  DEMO  PROGRAM  FOR  28-LINE  SCREEN  ** 
20  : 

30  A=DEC("D600") :   D=DEC ( "D601" ) 

40  POKE  A, 20:   POKE  D, 16: REM  ***  VDC  RECEIVES  NEW 
BASE  ADDRESS 

50  POKE  DEC("0A2F") ,16:   REM  ***  KERNAL  RECEIVES  NEW 

BASE  ADDRESS 
60  POKE  A, 6:   POKE  D,28:   REM  ***  28  LINES 
80  PRINT  CHR$ (147) 

When  you  start  this  program,  28  lines  appear  on  the  screen-though  the 
last  three  lines  still  have  no  meaningful  content.  Unfortunately,  we  cannot 
write  to  these  lines  with  the  PRINT  statement.  The  operating  system  is  not 
prepared  for  such  things.  It  becomes  clear  that  we  must  POKE  characters 
(strings)  into  memory.  This  is  done  by  a  small  machine  language  routine  so 
mat  the  characters  to  be  printed  can  be  put  into  a  string. 

This  machine  language  routine  is  passed  the  address  of  the  string  to  be 
printed.  The  address  of  a  variable  can  be  obtained  with  the  POINTER(var) 
command.  Before  this,  the  low  and  high  bytes  of  the  screen  address  at 
which  the  string  is  to  be  printed  are  stored  in  memory  locations  $FA  (250) 
and  $FB  (251).  The  current  attribute  is  used  as  the  color  or  attribute  which 
you  may  change.  You  cannot  integrate  any  control  characters  in  the  strings. 
These  are  accepted,  but  result  in  a  gap  in  the  screen.  It  is  possible  to  allow 
for  execution  of  control  sequences,  but  we  have  not  included  this  feature  for 
space  reasons.  The  routine  is  intended  to  output  strings  in  our  new  window 
without  requiring  a  lot  of  effort  on  the  part  of  the  programmer.  The 
following  commands  are  necessary  in  order  to  display  a  string  on  the  first 
line  of  our  new  window: 

T$="This  is  a  test  string!" 
POKE  250, (2000  AND  255) 
POKE  251, (2000/256) 
A=POINTER(T$) 

SYS  DEC("D27") ,A  AND  255, A/256 

First  the  string  variable  is  defined  which  contains  the  string  to  be 
printed.  Then  we  POKE  the  start  address  in  $FA  and  $FB,  low  byte  first. 
We  then  indicate  the  address  at  which  the  string  T$  is  stored  in  bank  1.  This 
address  is  then,  divided  into  low  and  high  bytes,  passed  to  the  output 
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routine  at  address  $0D27.  The  routine  then  gets  each  character  and  outputs 
it.  That's  it.  Here  is  the  machine  language  program: 


00D00 

8E 

00 

D6 

STX 

$D600  , 

ACC.   OF  THE  REGISTER 

00D03 

2C 

00 

D6 

BIT 

$D600  , 

TEST  STATUS 

00D06 

10 

FB 

BPL 

$0D03  , 

NO  YET  READY 

00D08 

8D 

01 

D6 

STA 

$D601  , 

STORE  THE  VALUES 

00D0B 

60 

RTS 

•END  THE  ROUTINE 

00D0C 

A2 

12 

LDX 

#$12  ! 

-UPDATE  REGISTER  HI 

00D0E 

A9 

00 

LDA 

#$00  , 

•LOAD  THE  HI  VALUE 

00D10 

20 

00 

OD 

JSR 

$0D00  , 

•SET  THE  HI  ADDRESS 

00D13 

E8 

INX 

; UPDATE  ADDRESS  LO 

00D14 

A9 

00 

LDA 

#$00  \ 

•  LOAD  THE  LO-BYTE 

00D16 

20 

00 

OD 

JSR 

$0D00  , 

; AND  THE  ACCUMULATOR 

00D19 

A2 

IF 

LDX 

#$1F  , 

;DATA  REGISTER  OF  VDC 

00D1B 

A9 

00 

LDA 

#$00  , 

;LOAD  THE  POKE  VALUE 

OOD1D 

20 

00 

OD 

JSR 

$0D00  , 

r  SET  THE  VALUES 

00D20 

A2 

12 

LDX 

#$12 

; DUMMY  VALUE 

00D22 

A9 

00 

LDA 

#$00 

',  UPDATE  ADDRESS 

00D24 

4C 

00 

OD 

JMP 

$0D00 

;SET  THE  VALUES 

00D27 

85 

FC 

STA 

$FC 

?MARK  LO-BYTE  OF  STRING 

00D29 

86 

FD 

STX 

$FD 

?MARK  HI -BYTE  OF  STRING 

00D2B 

AO 

00 

LDY 

#$00 

OFFSET  -  STRING  LENGTH 

00D2D 

A2 

01 

LDX 

#$01 

?BANK  1  FOR  VARIABLES 

00D2F 

A9 

FC 

LDA 

#$FC 

?$FC  WITH  THE  ADDRESS 

00D31 

20 

74 

FF 

JSR 

$FF74 

? AND  FAR  FETCH 

00D34 

85 

FE 

STA 

$FE 

;MARK  LENGTH 

00D36 

AO 

01 

LDY 

#$01 

? OFFSET  LOW-BYTE  ADDRESS 

00D38 

A2 

01 

LDX 

#$01 

?BANK  1  FOR  VARIABLES 

00D3A 

A9 

FC 

LDA 

#$FC 

?$FC  WITH  THE  ADDRESS 

00D3C 

20 

74 

FF 

JSR 

$FF74 

; FAR  FETCH 

00D3F 

48 

PHA 

; LO-BYTE  OF  STACK 

00D40 

C8 

INY 

; POINTER  OF  HI-BYTE 

00D41 

A2 

01 

LDX 

#$01  \ 

•ADDRESS 

00D43 

A9 

FC 

LDA 

#$FC 

;FOR  VARIABLE 

00D45 

20 

74 

FF 

JSR 

$FF74  , 

rFAR  FETCH 

00D48 

85 

FD 

STA 

$FD 

rMARK  THE  HI-BYTE 

00D4A 

68 

PLA 

•GET  LO-BYTE 

00D4B 

85 

FC 

STA 

$FC       '  ! 

STORE  THE  LO-BYTE 

00D4D 

A5 

FC 

LDA 

$FC  , 

•GET  LO-BYTE 

00D4F 

DO 

02 

BNE 

$0D53  , 

•WHEN  NOT  NULL ; DECREMENT 

00D51 

C6 

FD 

DEC 

$FD 

: THE  LO-BYTE,   ELSE  DEC 

00D53 

C6 

FC 

DEC 

$FC 

ALSO  THE  HI-BYTE 
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00D55 

A5 

FA 

LDA 

$FA 

00D57 

DO 

02 

BNE 

$0D5B 

00D59 

C6 

FB 

DEC 

$FB 

00D5B 

C6 

FA 

DEC 

$FA 

00D5D 

A5 

FA 

LDA 

$FA 

00D5F 

85 

EO 

STA 

$E0 

00D61 

A5 

FB 

LDA 

$FB 

00D63 

85 

El 

STA 

$E1 

00D65 

A2 

01 

LDX 

#$01 

00D67 

A4 

FE 

LDY 

$FE 

00D69 

A9 

FC 

LDA 

#$FC 

00D6B 

20 

74 

FF 

JSR 

$FF74 

00D6E 

A4 

FE 

LDY 

$FE 

00D70 

84 

EC 

STY 

$EC 

00D72 

20 

OC 

CO 

JSR 

$C00C 

00D75 

C6 

FE 

DEC 

$FE 

00D77 

DO 

E4 

BNE 

$0D5D 

00D79 

60 

RTS 

ALSO  THE  SOURCE  ADDRESS 

DECREMENT  THE  LO-BYTE 

AND  DEC 

ALSO  HI -BYTE 

GET  LO-BYTE 

LO-BYTE  LINE  ADDRESS 

GET  HI-BYTE 

HI-BYTE  LINE  ADDRESS 

BANK  1  FOR  VARIABLES 

POSITION  IN  STRING 

ADDRESS   IN  ZERO  PAGE 

FAR  FETCH 

GET  POSITION  IN  STRING 
ALSO  CURSOR  COLUMN 
AND  CHARACTER  OUTPUT 
DEC  THE  POINTER 
IF  NOT  END  OF  STRING 
;END  ROUTINE 


At  first  glance  the  routine  may  appear  rather  long,  but  it  really  isn't. 
Remember  that  this  routine  and  a  few  short  BASIC  lines  give  you  three 
additional  lines  to  use.  Furthermore,  there  is  another  short  routine  at  the 
start  of  this  one  that  writes  a  character  to  a  location  in  the  VDC  memory. 
The  BASIC  loader  for  this  routine  is  found  after  the  example  program.  Here 
is  the  example  program,  which  allows  displays  28  lines  using  both  of  the 
new  routines. 

10  REM  ***  DEMO  PROGRAM  FOR  28  LINE  SCREEN  *** 
20  : 

30  A=DEC("D600")  :   D=DEC  ( "D601") 

40  POKE  A, 20:  POKE  D,16:  REM  ***  VDC  GETS  NEW  BASE 
50  POKE  DEC ("0A2F") , 16:     REM  ***  KERNAL  GETS  NEW 

BASE  ADDRESS 
60  POKE  A, 7:  POKE  D,28:     REM  ***  28  LINES 
70  POKE  A, 6:   POKE  D,33:     REM  ***  NEW  SYNC 
80  : 

90  PRINT  CHR$ (147) ; 
100  T$+"  REM  20  SPACES 

110  FOR  X=0  TO  79  STEP  20:   FOR  Y=0  TO  2 
120  GOSUB  1000:  NEXT:  NEXT 
130  INPUT  "Enter  your  name:  ";T$ 
140  FOR  Y=0  TO  2:  X=2*Y:  GOSUB  1000:  NEXT 
150  END 
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1000  REM  ***  OUTPUT  T$  AT  X,Y  COORDINATE;   Y=0  MEANS 

1ST  LINE  *** 
1010  AZ=2000+Y*80+X:   REM  DESTINATION  ADDRESS 
1020  POKE  250, AZ  AND  255:  REM  LOW  BYTE 
1030  POKE  251,AZ/256:   REM  HIGH  BYTE 
1040  T%=POINTER(T$) :   REM  ADDRESS  OF  THE  STRING 
1050  SYS  DEC("D27") , T%  AND  255,T%/256:  REM  PASS 
1060  RETURN 
1070  : 

This  program  first  enables  the  three  additional  three  lines  (lines  30-70). 
Then  the  window  is  cleared  and  the  name  you  entered  is  printed  on  each 
line. 

If  you  don't  want  to  enter  the  machine  language  program  with  the 
assembler,  you  can  use  the  following  BASIC  loader  and  then  save  the 
machine  language  program  on  disk  as  a  BINary  file. 

10  REM  BASIC  LOADER  FOR  PRINT  STRING 
20  : 

30  FOR  1=  DEC("D00")   TO  DEC("D79") 

40  READ  A$ 

50  POKE  I,  DEC(A$) 

60  S=S+DEC(A$) 

70  NEXT 

80   IF  S016613  THEN  PRINT  "ERROR  IN  DATA  STATEMENTS" 
90  INPUT  "SAVE  PROGRAM  ON  DISKETTE  Y/N"/A$ 
100  IF  A$<>"Y"  THEN  END 
110  INPUT  "FILE  NAME" ;F$ 

120  BSAVE""+  F$  +"",B1,P3328  TO  P3449   : END 
130  : 

200  DATA  8E,00,D6,2C,00,D6, 10, FB,  8D,  01,D6,  60,  A2,  12,A9,00 
210  DATA  20,00,0D,E8,A9,00,20,00,0D,A2,1F,A9,00,20,00,0D 
220  DATA  A2,12,A9,00,4C,00,0D,85,FC,86,FD,A0,00,A2,01,A9 
230  DATA  FC,20,74,FF,85,FE,A0,01,A2,01,A9,FC,20,74,FF,48 
240  DATA  C8,A2,01,A9,FC,20,74,FF,85,FD,68,85,FC,A5,FC,D0 
250  DATA  02,C6,FD,C6,FC,A5,FA,D0,02,C6,FB,C6,FA,A5,FA,85 
260  DATA  E0,A5,FB,85,E1,A2,01,A4,FE,A9,FC,20,74,FF,A4,FE 
270  DATA  84,EC,20,0C,C0,C6,FE,D0,E4,  60 
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5.5.7  Hi-res  graphics 


We  probably  got  you  excited  when  we  mentioned  that  a  graphics 
display  is  also  possible  on  the  80-column  screen.  The  resolution  of  these 
graphics  is  640x200  points,  exactly  twice  as  great  as  the  hi-res  mode  of  the 
VIC  chip.  There  is  no  multi-color  mode.  The  brillance  of  the  graphics  is 
quite  impressive  (if  the  monitor  can  display  it  properly).  Here  you  don't 
have  to  set  two  points  next  to  each  other  in  order  to  see  one  point,  as  on  the 
VIC.  There  is  "only"  one  color  available,  but  this  is  completely  sufficient 
for  most  graphics  (such  as  mathematical  curves). 

This  graphic  mode  is  not  supported  by  the  BASIC  7.0  graphics 
commands.  We  again  offer  you  a  small  machine  language  package  that  can 
perform  the  following  elementary  functions: 

*  turn  graphic  mode  on  and  off 

*  clear  the  graphic  page 

*  set  and  clear  points 

We  could  have  integrated  more  features  into  the  machine  language 
routine  package,  but  we  don't  want  to  turn  the  C-128  Internals  into  a 
collection  of  programs! 

The  how  of  the  VDC  graphic  mode  is  also  interesting.  The  bit-map 
mode  is  enabled  by  setting  bit  7  of  register  25.  There  are  then  16Kbytes  of 
the  VDC  memory  available  for  graphics  on  the  screen.  If  you  clear  the 
graphics,  the  character  generator  is  also  cleared. 

On  the  international  models  of  the  C-128  if  you  exit  with 
<RUN/STOP>  <RESTORE>,  you  must  also  press  <ASCII/DIN>  or  you 
will  see  nothing  on  the  screen  because  the  character  set  has  been  erased.  The 
character  set  can  also  be  copied  under  program  control  when  switching  from 
the  graphic  mode  to  the  text  mode.  You  can  also  press  <ASCII/DIN>  while 
the  graphic  mode  is  enabled-you  will  be  surprised. 

The  graphic  mode  is  enabled  by  setting  bit  7.  The  attribute  RAM 
becomes  nonfunctional  as  it  is  required  for  graphic  display,  we  must  also 
clear  the  ATR  bit  in  register  25.  We  can  combine  these  two  actions  by 
loading  register  25  with  128.  This  is  all  that  is  necessary  to  enable  the 
graphic  mode.  We  can  leave  the  attribute  and  video  RAM  addresses  alone 
since  they  play  no  role. 
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The  graphic  memory  is  defined  at  address  $0000.  The  logic  for  setting 
and  clearing  points  is  similar  to  that  described  for  the  VIC  chip;  here  setting 
and  clearing  are  accomplished  through  logical  OR  and  AND.  One  byte  also 
defined  eight  points  (pixels)  for  the  VDC.  The  first  point,  which  has  the 
coordinates  0/0,  is  located  in  the  upper  left-hand  corner,  and  thereby  at 
address  $0000.  The  rest  of  the  procedure  is  simpler  than  for  the  VIC  chip. 
The  graphics  are  defined  line  by  line.  The  memory  layout  is  clarified  in  the 
following  figure: 

$0000  $0001  $0002  $0003    $027F   (639  decimal) 

$0280  $0281  $0282  $0283    $04FF   (1279  decimal) 


On  the  VDC  the  memory  is  not  divided  into  matrices  of  eight,  so  that 
addressing  a  point  is  much  easier.  The  following  formula  is  needed  to 
address  a  given  point  (X/Y): 

AD  =  INT(X/8)  +  Y*802 

The  point  in  this  byte  is  addressed  in  the  same  manner  as  with  the  VIC, 
by  the  following  formula: 

2A(7-(X  AND  7)) 

Since  this  addressing  is  so  simple,  the  machine  language  program  is 
correspondingly  shorter.  First  the  assembly  language  listing,  followed  by 
the  BASIC  loader: 


oocoo 

4C 

CD 

oc 

JMP 

$0CCD 

/SWITCH  ON  THE  GRAPHICS 

00C03 

4C 

DO 

oc 

JMP 

$0CD0 

; TURN  OFF  GRAPHICS 

00C06 

4C 

D3 

oc 

JMP 

$0CD3 

; BACK  TO  TEXT  MODE 

00C09 

4C 

E0 

oc 

JMP 

$0CE0 

;SET  A  POINT 

OOCOC 

4C 

DD 

oc 

JMP 

$0CDD 

/ERASE  A  POINT 

00C0F 

8E 

00 

D6 

STX 

$D600 

/STORE  IN  REGISTER 

00C12 

2C 

00 

D6 

BIT 

$D600 

/TEST  STATUS 

00C15 

10 

FB 

BPL 

$0C12 

/NOT  FINISHED  YET 

00C17 

8D 

01 

D6 

STA 

$D601 

/STORE  VALUE 

00C1A 

60 

RTS 

/RETURN  TO  PROGRAM 

00C1B 

8E 

00 

D6 

STX 

$D600 

/LOAD  REGISTER 

00C1E 

2C 

00 

D6 

BIT 

$D600 

/TEST  STATUS 

00C21 

10 

FB 

BPL 

$0C1E 

/NOT  FINISHED  YET 

00C23 

AD 

01 

D6 

LDA 

$D601 

/GET  REGISTER  VALUE 
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00C26 

60 

RTS 

00C27 

t*  f\ 

A2 

19 

LDX 

#§19 

00C29 

A9 

80 

LDA 

jj.  <*■  o  r\ 

#$80 

00C2B 

20 

OF 

OC 

JSR 

$UCUF 

00C2E 

AO 

40 

LDY 

#540 

00C30 

A2 

12 

LDX 

# 

00C32 

98 

m\?  TV 

TYA 

00C33 

20 

OF 

0C 

JSR 

!?UCUr 

00C36 

A2 

IF 

LDX 

#?1F 

00C38 

A9 

00 

LDA 

£  r\  r\ 

#?oo 

00C3A 

20 

OF 

OC 

JSR 

!?UCUr 

00C3D 

TV  O 

A2 

IE 

LDX 

00C3F 

20 

OF 

UC 

tcd 
JoK 

i?UCUr 

00C42 

88 

T"\TT»  V 

DEY 

00C43 

10 

EB 

BPL 

9UC0  U 

00C45 

60 

T*i  m  c 

RTS 

00C46 

08 

T-k  TTFl 

PHP 

00C47 

A5 

FA 

T  T*\  TV 

LDA 

00C49 

85 

FE 

o  m  tv 

STA 

J?F  £i 

00C4B 

46 

FB 

LbR 

i?r  B 

00C4D 

66 

FA 

ROR 

!?FA 

00C4F 

46 

FB 

LSR 

!?FB 

00C51 

66 

FA 

ROR 

T—l  TV 

?FA 

00C53 

46 

FB 

LSR 

5FB 

00C55 

66 

FA 

ROR 

T7»  TV 

£?FA 

00C57 

A9 

00 

LDA 

jl  £  r»  n 
#?00 

00C59 

85 

FD 

/-n  m  tv 

STA 

T-l  T-N 

00C5B 

A5 

FC 

X  T"\  TV 

LDA 

5FC 

00C5D 

06 

FC 

ASL 

$FC 

00C5F 

26 

FD 

ROL 

5FD 

00C61 

06 

FC 

TV  T* 

ASL 

$FC 

00C63 

26 

FD 

TV/NT 

ROL 

00C65 

65 

FC 

ADC 

9r  C 

00C67 

85 

FC 

O  rp  T\ 
b  1 A 

.  9FC 

00C69 

90 

r\  o 
UZ 

BLC 

s>UCdJJ 

00C6B 

E6 

FD 

INC 

§FD 

00C6D 

TV  O 

A2 

04 

LDX 

#904 

00C6F 

06 

FC 

ASL 

5FC 

00C71 

26 

FD 

ROL 

$FD 

00C73 

CA 

DEX 

00C74 

DO 

F9 

BNE 

$0C6F 

00C76 

A5 

FA 

LDA 

$FA 

00C78 

65 

FC 

ADC 

$FC 

RETURN  TO  PROGRAM 
REGISTER  25  CHOSEN 
BIT  7  SET 
REGISTER  25  SET 
$40  FOR  OFF 
REGISTER  18  UPDATE  HI 
HI  BYTE  TO  ACCU. 
SET  UPDATE  HI 
REGISTER  31  DATA  REG. 

DATA  REGISTER  WRITTEN 
WORDCOUNT  REGISTER 

:WITH  NO  FILL 

(DECREMENT  THE  NUMBER 

; FOLLOW  BLOCK  OFF 

; RETURN  TO  OFF  ROUTINE 

; RETURN  CARRY  #  SET/OFF 

; LO-BYTE  X- COORD . 

•TEMP.  STORAGE 

; HI-BYTE  WITH  X  OVER  TWO 

;C0PY  CARRY  LOW-BYTE 

;S.O. 

;S.O. 

;PUT  TOGETHER  INT(X/8) 

; HI-BYTE     OF  ADDRESS  ON 

;   NULL  SET 

;Y-COORD.   IN  ACC . 

;Y  TIMES  2 

;COPY  CARRY 

; TIMES  TWO  OPTION 

; AMT  *  4f   PLUS  1*Y 

/OPTION  Y*5 

: LO-BYTE 

;NO  CARRY 

/CARRY  INTO  HI-BYTE 
;IS  WORD  WITH  4  TIMES 
;WITH  2  MULTIPLER  THIS 
; OPTION  ONE  *  16 
; AND  16*5  FOR  80  OPTION 
/WITH  80  MULTIPLER 
/INT(X/8) 
/ADD  TO  Y*80 
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00C7A 

85 

FC 

STA 

$FC  ; 

AND  STORE 

00C7C 

90 

02 

BCC 

$0C80  ; 

NO  CARRY 

00C7E 

E6 

FD 

INC 

$FD  ; 

REM  CARRY 

00C80 

A2 

12 

LDX 

II  A  >i  a 

#$12  ; 

1-*  i—i      t  /^i  m i—i  t-»      i           tttv  t~\  tv  mr i      r t  t 

REGISTER  18  UPDATE  HI 

00C82 

A5 

FD 

LDA 

$FD  ; 

tt  x  1— \  vmn     »—\ t— •     -jv  y— \  t^v t~>  t~i  o  o 

HI-BYTE  OF  ADDRESS 

00C84 

20 

OF 

OC 

JSR 

$0C0F  ; 

SET 

00C87 

TT  A» 

E8 

INX 

UPDATE  LO 

00C88 

A5 

FC 

LDA 

$FC  i 

LO— BYTE  OF  ADDRESS 

00C8A 

20 

An 

OF 

AV  •'I 

OC 

JSR 

$0C0F  , 

/— i  T-i  rri      IT1TTTT       T            "O  \Z  mTTI 

SET  THE  LO-BYTE 

00C8D 

A2 

IF 

LDX 

#$1F  , 

rs  n  rn  iv       T"\  n  /— i  t  /~i  mi— i  T> 

DATA  REGISTER 

00C8F 

20 

IB 

OC 

JSR 

$0C1B  , 

GET  THE  STORED  VALUE 

00C92 

48 

PHA 

•  STACK 

00C93 

A5 

FE 

LDA 

$FE  , 

'GET  X— COORD .  \LO) 

00C95 

29 

07 

AND 

#507  , 

.  V       7V  TvTT"i  ^7 

■  X  AND  / 

00C97 

AA 

TAX 

'POINTER  NOT  X 

A\  Av  at  /*\  Ai 

00C98 

68 

PLA 

r  GET  VALUE  BACK 

00C99 

o  a* 

28 

PLP 

?  GET  CARRY  BACK 

00C9A 

B0 

05 

BCS 

$0CA1 

? SET  POINT 

00C9C 

3D 

C5 

a\  a*» 

OC 

AND 

$0CC5f  X, 

CLEAR  POINT 

/\  A\  y«  /*V  T~l 

00C9F 

f\  Av 

90 

03 

BCC 

$0CA4 

; UNCOND I T I ON AL  JUMP 

00CA1 

1  T*V 

ID 

BD 

OC 

ORA 

$0CBDf  X, 

.  rinm  nAT\Tm 

'SET  POINT 

00CA4 

yi  Ai 

48 

PHA 

; STACK 

00CA5 

A2 

12 

LDX 

#$12 

; UPDATE  HI 

00CA7 

A5 

FD 

LDA 

$FD 

; HI-BYTE  OF  LINE  ADDRESS 

00CA9 

20 

OF 

OC 

JSR 

/-v        A  1~1 

$0C0F 

.  T— I  m       m TTT1       TTTV  T  TTT1 

; SET  THE  VALUE 

A\  A\  A*1  TV 

OOCAC 

E8 

INX 

_  T1^^  TV  mTT        T  S~\ 

} UPDATE  LO 

r\  r\  a**  7v  t\ 

OOCAD 

A5 

T~1 

FC 

LDA 

<*»  i—i  /i 

$FC 

; LO-BYTE  OF  ADDRESS 

OOCAF 

20 

OF 

OC 

JSR 

$0C0F 

A  1*1  m        fTITTTT        T*                ■»->  1  T  m  1—1 

; SET  THE  LO-BYTE 

UUCBZ 

A2 

IF 

LDX 

#$1F 

_  T"\  TV  m  TV         T*\  TT  /"»  "T*  /"<  mn  1~\ 

;DATA  REGISTER 

UUCB4 

68 

PLA 

; RECOVER  STACK 

00CB5 

20 

OF 

A/1 

OC 

JSR 

$0C0F 

; SET  NEW  VALUE 

UUCBo 

AZ 

LDX 

#$12 

.  TTTV  T"N  TV  "T1TT         "IV  T— \  T"\        TT  A*  A1        TT  1" 

; UPDATE  ADDRESS  HI 

UUCBA 

4C 

IB 

OC 

JMP 

$0C1B 

_    TV  TiTT"\        T*\  /*N  *T*  1l  T^TI              TT  m 

;AND  POINT  SET 

a  aooi^ 
UUCBD 

o  a 
ol) 

4U 

O  A 

ZU 

10  08  04  02 

AV  "1    _            m  tv  t>  t  tt       A  ti  m  m  T"  tit/~i      t~\  m  i~% 

01;     TABLE  SETTING  PTS 

UUCC5 

/F 

BF 

DF 

EF  F7  FB  FD 

FE;     TABLE  CLEAR  POINTS 

O  T~\ 

UUCCD 

ZU 

Z7 

A  O 

OC 

JSR 

$0C27 

_    At  TT  m        m  T  T  T1               T*t  TV  T\  T  T  T              »  r/\r\  1— I 

;SET  THE  GRAPHIC  MODE 

UUCDU 

4C 

ZE 

AO 

OC 

JMP 

$0C2E 

;TURN  OFF  GRAPHICS 

A  A/T\  *3 

AZ 

1  A 

i  y 

LDX 

#$19 

; REGISTER  25  SELECT 

UUOLJD 

TV  Q 

Ay 

/i  a 

LDA 

#$40 

•ATR-BIT  SET, TXT-BIT  OFF 

00CD7 

20 

OF 

OC 

JSR 

$0C0F 

;SET  THE  TEXT  MODE 

00  CD  A 

4C 

OC 

CE 

JMP 

$CE0C 

;C0PY  CHAR  ROM 

00CDD 

18 

CLC 

;CLR  CARRY  FOR  POINT  OFF 

00CDE 

90 

01 

BCC 

$0CE1 

/UNCONDITIONAL  JUMP 
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00CE0 
00CE1 
00CE3 
00CE5 
00CE7 


38 

85  FA 

86  FB 
84  FC 


SEC 

STA  $FA 
STX  $FB 
STY  $FC 


4C  4  6  OC  JMP  $0C4  6 


;SET  CARRY  FOR  POINT  SET 
; STORE  X-LOW 
/STORE  X-HI 
/STORE  Y-COORD. 
/POINT  SET/CLEAR 


As  you  see,  there  are  five  entry  points  available.  The  graphic  page  is 
automatically  cleared  when  the  graphic  mode  is  enabled.  If  you  only  want  to 
enable  the  graphic  page,  you  can  do  this  with  the  following  BASIC 
commands: 


POKE  DEC("D600"),25:  POKE  DEC("D601"),128 


The  following  subroutines  are  reached  with  the  five  entry  point 
addresses: 


$0C00  Enable  and  clear  graphic  page 

$0C03  Clear  the  graphics 

$0C06  Back  to  text  mode 

$0CO9  Set  a  point 

$0C0C  Clear  point 

The  coordinates  for  setting  or  clearing  a  point  can  be  passed  directly 
with  the  SYS  command.  The  syntax  looks  like  this: 

SYS  <ENTRY  POINT>,<X  LOW>,<X  fflGH>,<Y> 


For  example,  the  command 

SYS  DEC("0C09"),0,185,191 

is  necessary  to  set  the  point  with  the  coordinate  (185,191).  The  general  call 
looks  like  this: 


SYS  DEC("0C09"),X  AND  255,X/256,Y 

By  the  way,  it  pays  to  append  the  %  sign  to  the  variable  names 
whenever  possible  because  then  the  variable  is  treated  as  an  integer 
variable-leading  to  great  increases  in  speed.  Unfortunately,  this  doesn't 
work  for  loop  variables.  The  constants  255  and  256  should  be  defined  as 
integer  variables-this  also  increases  the  speed  because  the  values  do  not 
have  to  be  recalculated  by  the  interpreter  each  time.  We  have  made  use  of 
this  in  our  example  program 
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Here  is  the  BASIC  loader  for  the  graphics  package: 

10  REM  ***  BASIC  LOADER  FOR  80  COLUMN  GRAPHICS*** 
20  : 

30  FOR  1=  DEC("0C00")   TO  DEC("0CE9") 
40   :   READ  X$:X=DEC(X$) 
50   :  POKE  I,X 
60    :  S=S+X 
70  NEXT 

80  IF  SO  25  905  THEN  PRINT"*****  ERROR  IN  DATA 

STATEMENTS  *****" 
90  INPUT"SAVE  PROGRAM  TO  DISKETTE" ;A$ 
100   IF  A$<>"Y"  THEN  END 
110  PRINT: INPUT  "FILE  NAME";F$ 
120  BSAVE""+F$+"",B0,P3072  TO  P3306 
130  END 
140  : 

1000  DATA  4C,CD,OC,4C,DO,OC,4C,D3,OC,4C,EO,0C,4C,DD,OC,8E 
1010  DATA  00,D6,2C,00,D6,10,FB,8D,01,D6,60,8E,00,D6,2C,00 
1020  DATA  D6,10,FB,  AD,01,D6,60,  A2,19,A9,  80,20, OF,  0C,A0,  40 
1030  DATA  A2,12,98,20,OF,OC,A2,1F,A9,00,20,OF,OC,A2,1E,20 
1040  DATA  0F,0C,88,10,EB,60,08,A5,FA,85,FE,46,FB,66,FA,46 
1050  DATA  FB,66,FA,46,FB,66,FA,A9,00,85,FD,A5,FC,06,FC,26 
1060  DATA  FD,06,FC,26,FD,65,FC,85,FC,90,02,E6,FD,A2,04,06 
1070  DATA  FC,26,FD,CA,D0,F9,A5,FA, 65,FC, 85,FC, 90, 02,E6,FD 
1080  DATA  A2,12,A5,FD,20,0F,0C,E8,A5,FC,20,0F,0C,A2,1F,20 
1090  DATA  1B,0C,48,A5,FE,29,07,AA,68,28,B0,05,3D,C5,0C,90 
1100  DATA  03,1D,BD,OC,48,A2,12,A5,FD,20,OF,OC,E8,A5,FC,20 
1110  DATA  0F,0C,A2,1F,68,20,0F,0C,A2,12,4C,1B,0C,80,40,20 
1120  DATA  10,08,04,02,01,7F,BF,DF,EF,F7,FB,FD,FE,20,27,0C 
1130  DATA  4C,2E,OC,A2,19,A9,40,20,OF,OC,4C,OC,CE,18,90,01 
1140  DATA  38,85,FA,86,FB,84,FC,4C,46,0C 

This  routine  is  located  in  the  RS-232  input  buffer  and  can  therefore  be 
called  from  any  bank  configuration.  This  memory  area  was  chosen  because 
it  is  seldom  used.  If  you  do  need  it,  you  must  move  the  routine  to  a  new 
area  and  make  the  appropriate  changes  to  the  program. 

In  conclusion,  we  do  not  want  to  leave  you  with  the  graphics  package 
alone,  we  we  wrote  a  short  example  program  in  BASIC  which  draws  a 
damped  oscillation  on  the  80-column  screen.  We  find  that  the  execution 
speed  is  quite  satisfactory.  You  can  also  learn  more  about  the  operation  of 
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the  graphic  routines  from  the  example  program.  Naturally  you  can  change 
the  function  in  line  30  to  see  what  "your"  function  looks  like. 

10  REM  **  EXAMPLE  PROGRAM  FOR  GRAPHICS  PACKAGE  ** 
20  : 

30  DEFFNR (X) =40*SIN (X) *EXP (-0 . 5*X) +100 
40  FAST:   TRAP  1000:   REM  IN  CASE  OF  ERROR  IN  FNR (X) 
50  F%=256:  FF%=255:   SE=DEC ("C09") :  RE=DEC ( "C0C" ) 
60  SYS  DEC ("COO") :   REM  GRAPHICS  ON 
70  Y%=100:   REM  DRAW  X-COORDINATE 
80  FOR  X=0  TO  639  STEP  3:   REM  DOTTED  LINE 
90    :   SYS  SE,X  AND  FF%,   X/F%,  Y% 
100  NEXT 

110  X%=320:   REM  DRAW  Y- COORDINATE 

120  FOR  Y=0  TO  199  STEP  2   :   REM  DOTTED  LINE 

130   :   SYS  SE,X%  AND  FF%,   X%/F%,  Y 

140  NEXT 

150  C — 32 

160  FOR  X=0  TO  639 

170    :   FU%=FNR(C) :    IF  FU%<0  OR  FU%>199  THEN  190 
180   :   SYS  SE,X  AND  FF%,   X/F%,  FU% 
190  C=C+.l 
200  NEXT 

210  GETKEY  A$ :   REM  ***  DONE,   WAIT  FOR  KEY,   BACK  TO 
TEXT 

220  SYS  DEC("C06") :  PRINT  CHR$(147):  SLOW 
1000  PRINT  ERR$    (ER) ;EL 

There  are  an  unlimited  number  of  applications  for  graphics.  We  will  let 
your  imagination  run  free  here.  We  wish  you  much  success  with  the  use  of 
the  80  column  graphics  routines. 
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Chapter  6:  The  Memory  Management  Unit 


6.1  Introduction  to  the  MMU 


The  Memory  Management  Unit  (MMU)  was  designed  to  handle  the 
complex  addressing  tasks  in  the  C-128.  As  you  may  know,  the  8502  and 
the  Z-80  can  address  only  64K.  You  know  from  BASIC  that  the  two  RAM 
banks  can  only  be  addressed  separately.  Each  64K  of  RAM  overlays  the 
ROM  and  the  I/O  components.  For  example,  there  are  two  different  RAMs 
at  address  $D600,  the  I/O  provided  by  the  80-column  controller  and  the 
ROMs.  If  a  cartridges  is  inserted  into  the  expansion  slot,  the  MMU  must 
differentiate  this  too. 

The  MMU  is  also  used  in  the  64  mode  and  is  completely  compatible 
with  the  C-64.  In  addition  it  can  handle  the  tasks  that  come  up  in  the  C-128 
and  CP/M  modes.  It  also  performs  the  computer  mode  selection  and  selects 
between  the  8502  and  the  Z-80.  Here  is  a  list  of  its  features: 

*  Manages  the  translated  address  bus  (TA8-TA15) 

*  Selects  the  computer  mode  (C-64,  C-128,  CP/M) 

*  Selects  the  processor  (Z-80,  8502) 

*  Prepares  and  manages  the  CAS  selection  lines  for  bank-switching 
the  RAM. 

The  MMU  has  a  total  of  1 1  registers  that  are  found  starting  at  address 
$D500.  Since  the  I/O  range  is  not  always  enabled,  the  memory 
configuration  register  and  load  registers  A-D  are  copied  into  the  memory 
range  $FF00  to  $FF05.  This  way  there  are  four  set  configurations  found  in 
the  preconfiguration  registers  A-D.  They  can  be  selected  simply  by  loading 
a  load  register  into  the  configuration  register,  without  having  to  enable  the 
I/O  range.  This  is  a  very  useful  feature  and  saves  both  time  and 
programming  effort.  But  more  about  this  later. 
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Here  is  a  graphic  representation  of  the  available  registers: 


$FF04 

LCRD 

I  naH  f^nnf  im  iratirm  Ronictor  H 
\—\jcl\j  vui ii lyui cuiui i  ficyioici  l/ 

$FF03 

LCRC 

Load  Configuration  Register  C 

$FF02 

LCRB 

Load  Configuration  Register  B 

$FF01 

LCRA 

1  oari  Cinnfim  iratinn  Rpnictpr  A 

LUQU  VSVJI  III^UICUIUI  1  IbC?UIOIwI  AA 

$FF00 

CR 

CONFIGURATION  REGISTER 
(Copyat$D501) 

SD50B 

VR 

Vpr^inn  Rpntatpr 

r  I  n 

Dona  "1  DAinfar  LJiriki 

rage  i  roimer  -nign 

$D509 

P1L 

Page  1  Pointer-Low 

SD508 

POH 

Ppnp  0  Pnintpr-Hinh 

1    QUt/  w  1   Vsll  IIGI  1 

$D507 

POL 

Page  0  Pointer-Low 

$D506 

RCR 

RAM  Configuration  Register 

SD505 

MCR 

Modp  Confinuration  Rpntatpr 

$D504 

PCRD 

Preconfiguration  Register  D 

$D503 

PCRC 

Preconfiguration  Register  C 

$D502 

PCRB 

Preconfiguration  Register  B 

$D501 

PCRA 

Preconfiguration  Register  A 

$D500 

CR 

CONFIGURATION  REGISTER 
(Copy  at  $FF00) 
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6.2  The  Configuration  Register 


As  already  mentioned,  there  is  a  copy  of  some  of  the  MMU  registers  at 
address  $FF00  (independent  of  the  enabled  RAM  bank).  This  is  not  quite 
correct.  In  reality  there  is  a  copy  of  one  register  at  address  $FF00;  this  is 
the  configuration  register  CR.  If  you  read  memory  location  $FF00,  you  get 
the  current  contents  of  the  configuration  register.  If  you  write  to  address 
$FF00,  the  contents  of  the  configuration  register  at  $D500  in  the  MMU 
change  at  the  same  time.  The  registers  $FF01  to  $FF04  are  just  "half 
copies  of  the  MMU  registers.  Half  because  when  reading  them  they  return 
the  current  contents  of  the  corresponding  MMU  preconfiguration  register, 
but  when  writing  to  these  registers,  the  contents  not  of  the  corresponding 
MMU  registers,  but  the  configuration  register  is  changed. 

This  is  not  a  disadvantage-quite  the  opposite.  If  you  write  to  an  LCRx 
register,  the  CR  will  be  loaded  with  the  corresponding  PCR.  An  example: 
We  write  to  LCRA  at  address  $FF01.  The  contents  of  this  register  doesn't 
change,  but  the  contents  of  the  CR  does.  The  PCRA  ($D501)  is  copied  to 
the  CR.  This  is  a  very  practical  feature:  We  can  change  the  CR  register 
without  having  to  bother  with  the  I/O  range.  We  can  select  between  four 
configurations  stored  in  the  MMU.  This  means  the  programmer  need  only 
say,  "Select  configuration  #1,"  and  the  MMU  switches  this  configuration 
on.  In  machine  language  mis  selection  looks  simply  like  this: 

STA  $FF01  ;Acc.  contents  irrelevant — enable 
configuration  1 

At  the  start  of  a  program  one  can  pre-program  the  most-used  configurations 
into  the  four  PCRs.  But  "manual"  reconfiguration  isn't  much  harder.  Load 
the  accumulator  with  the  bit  pattern  necessary  and  store  this  at  address 
$FF00.  Example  for  bank  15: 

LDA  #00       /corresponds  to  BANK  15  command 
STA  $FF00  /select  configuration 

All  eight  bits  of  the  configuration  register  are  relevant: 

Bits  7,6  Select  RAM  bank.  The  bit  combinations  00  and  01  are 
possible  in  the  128K  version.  But  since  memory  expansion, 
up  to  256K  is  allowed,  the  possibilities  10  and  11  exist  for 
this  expansion.  If  these  RAM  banks  are  not  present,  10 
means  the  same  as  00  and  1 1  the  same  as  01. 
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Bits  5,4        Select  what  will  be  accessed  when  the  memory  range  $C000 
to  $FFFF  is  addressed: 

00  -  System  ROM  (kernal) 

01  -  Internal  function  ROM 

10  -  External  function  ROM 

1 1  -  RAM  (bank,  see  bits  6  and  7) 

Bits  2,3        Select  what  will  be  accessed  when  the  memory  range  $8000 
to  $BFFF  is  addressed: 

00  -  System  ROM  (BASIC) 

01  -  Internal  function  ROM 

10  -  External  function  ROM 

1 1  -  RAM  (bank,  see  bits  6  and  7) 

Bit  1  Select  what  will  be  accessed  when  the  memory  range  $4000 

to  $7FFF  is  addressed: 

0  -  System  ROM  (BASIC) 

1  -  RAM  (bank,  see  bits  6  and  7) 

Bit  0  Select  what  will  be  accessed  when  the  memory  range  $D000 

to  $DFFF  is  addressed: 
0- System  I/O 

1  -  RAM/ROM,  dependent  on  bits  4  and  5 

It  should  be  noted  that  when  ROM  is  enabled  in  the  range  $C000  to 
$FFFF  (bits  4  and  5)  there  is  always  a  gap  in  the  range  $D000  to  $DFFF.  If 
the  system  I/O  is  enabled,  the  system  I/O  components  occupy  this  range.  If 
bit  0  is  set,  the  character  generator  is  found  here. 


6.2.1  The  preconfiguration  registers 


The  preconfiguration  registers  are  found  at  addresses  $D501  to  $D504 
and  copies  of  them  are  found  at  addresses  $FF01  to  $FF04.  They  have  no 
significance  in  the  C-64  mode.  Preconfiguration  registers  are  registers  in  the 
MMU  which  can  be  pre-programmed  with  specific  memory  configurations. 
These  pre-programmed  configurations  can  be  transported  to  the 
configuration  register  by  means  of  the  "Load  Configuration  Register". The 
use  of  these  registers  was  described  in  section  6.2.  The  bits  are  encoded  in 
the  same  manner  as  for  the  configuration  register.  The  encoding  is  also 
found  in  section  6.2. 
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6.3  The  Mode  Configuration  Register 


The  mode  configuration  register  is  found  at  address  $D505.  It  sets  the 
current  computer  mode,  that  is,  which  CPU  is  operational  (8502  or  Z-80) 
and  whether  the  64  or  128  mode  is  active. 

Bit  7  Indicates  if  the  40/80  column  key  was  pressed  at  reset.  0=80 

column,  1=40  column  mode. 

Bit  6  This  bit  indicates  whether  the  64  or  128  mode  is  active; 

0=128  mode.  After  power-up  or  RESET  the  128  mode  is 
always  active. 

Bits  4,5  These  two  bi-directional  bits  indicates  whether  or  not  the 
cartridge  lines  GAME  or  EXROMIN  are  being  used.  If  so, 
the  64  mode  must  be  enabled  and  control  passed  to  the 
cartridge.  In  the  128  mode  these  lines  are  not  used. 

Bit  3  FSDIR  control  bit.  This  bit  is  used  as  the  output  bit  for  the 

fast  serial  data  bus  buffer  as  well  as  the  input  bit  for  the  disk 
enable  signal. 

Bits  1,2        These  bits  have  no  significance. 

Bit  0  This  bit  selects  the  processor;  l=Z-80, 0=8502. 

If  bit  0  of  this  register  is  written  to,  the  contents  are  temporarily 
buffered  until  the  current  clock  cycle  is  done.  Otherwise,  complications 
could  occur  when  the  processors  are  switched. 

By  looking  at  bit  0  we  can  determine  whether  the  Z-80  or  the  8502  is 
operational.  When  writing  to  this  register,  the  bit  is  stored  until  the  clock 
pulse  falls.  If  the  bit  is  set,  the  Z-80  is  active  and  the  range  $D000  to 
$DFFF  is  mirrored  in  the  range  $0000  to  $0FFF.  The  BIOS  ROM  is  also 
physically  located  at  the  range  $0000  to  $0FFF.  The  BIOS  ROM  can't  be 
read  (via  software)  when  the  8502  is  enabled. 

For  example,  if  the  Z-80  is  enabled,  the  8502  is  stopped  and  the  Z-80 
continues  where  it  left  off.  This  simply  means  that  the  PC  (Program 
Counter)  continues  with  the  course  of  the  program.  The  same  is  true  when 
the  8502  is  switched  on:  it  picks  up  its  work  where  it  left  off  and  this  takes 
place  immediately  after  the  instruction  to  switch  on  the  Z-80. 
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In  the  64  mode  the  Z-80  enable  line  (defined  by  bit  0)  is  always  zero  so 
that  the  Z-80  mode  cannot  be  enabled  in  the  C-64  mode.  Furthermore,  there 
are  no  copies  of  the  MMU  registers  in  the  addresses  at  $FF00  in  the  64 
mode. 


6.4  The  RAM  Configuration  Register 


The  RAM  configuration  register  is  found  at  address  $D506  of  the 
MMU.  It  is  used  to  define  the  common  RAM  areas.  But  why  define 
common  RAM  areas? 

Quite  simple:  The  interpreter,  for  example,  stores  all  of  the  required 
system  variables  and  pointers  in  the  zero  page  (although  there  really  isn't  a 
zero  page  anymore).  If  the  interpreter  now  switches  to  bank  1,  for  instance, 
in  order  to  read  or  write  variables,  these  system  pointers  would  no  longer  be 
available  since  they  are  found  in  bank  0.  It  would  be  a  lot  of  bother  to  have 
to  make  changes  in  both  memory  banks  every  time  a  zero-page  location  was 
changed. 

To  avoid  this,  the  Commodore  engineers  thought  it  would  be  very 
practical  to  be  able  to  define  a  certain  memory  range  so  mat  it  looked  the 
same  in  all  RAM  banks.  In  reality,  the  zero  page  is  stored  in  only  one  RAM 
bank,  bank  0.  If  you  then  address  this  memory  range  in  RAM  bank  1  (or 
another  bank),  the  MMU  recognizes  this  and  addresses  the  corresponding 
area  in  bank  0. 

These  common  memory  ranges  are  called  common  areas.  The  MMU 
offers  the  programmer  the  option  of  defining  whether  or  not  he  wants  a 
common  area,  and  if  so,  how  large  it  should  be  and  where  it  should  be 
located.  But  first  the  register  layout  before  we  take  a  closer  look  at  the 
individual  bits: 

Bits  6,7  These  two  bits  store  the  RAM  bank  for  the  VIC  chip,  where 
the  text  or  a  graphic  page  will  be  stored.  Normally  the  video 
RAM  is  found  in  bank  0. 

00=RAM  bank  0,  01=RAM  bank  1,  10=RAM  bank  2(0), 
11=RAM  bank  3(1) 

Bits  4,5  These  two  bits  are  still  unused  in  the  present  version.  They 
are  intended  for  expansion  to  1Mbyte  of  RAM.  Then 
selecting  these  would  address  a  256K  block. 
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Bits  2,3        Bits  2  and  3  indicate  if  and  where  a  common  area  is  defined. 
00=no  common  area,  independent  of  bits  0  and  1 
01=lower  area  is  common 
10=upper  area  is  common 
1  l=both  upper  and  lower  areas  are  common 

Bits  0,1  Here  is  defined  how  many  Kbytes  will  be  used  as  a  common 
area.  These  two  bits  are  valid  only  when  bits  2  and  3  are  not 
equal  to  00. 

00=1  Kbyte  common  area 
01=4  Kbyte  common  area 
10=8  Kbyte  common  area 
1 1=16  Kbyte  common  area 

When  a  common  area  is  defined,  the  minimum  area  possible  is  IK.  But 
is  also  possible  to  declare  no  area  as  common.  To  do  this,  set  bits  2  and  3  to 
zero.  If  only  one  of  bits  0  and  1  are  set,  bits  4  and  5  will  have  effect. 
Normally,  only  the  lower  area  with  1Kbyte  is  defined  as  a  common  area.  In 
the  64  mode,  mis  register  has  no  effect. 

If  a  1Kbyte  area  is  defined  as  a  common  area,  the  range  $0000  to 
$03FF  is  identical  in  both  RAM  banks  if  the  lower  area  is  enabled.  If  both 
the  upper  and  lower  areas  are  enabled  as  the  common  area,  the  ranges 
$0000  to  $03FF  and  $FC00  to  $FFFF  are  identical  in  both  RAM  banks. 
You  can  define  up  to  32K  as  a  common  area  by  defining  both  areas  and 
16K  as  the  common  area. 

Bits  6  and  7  determine  from  which  RAM  bank  the  VIC  chip  should  get 
its  information  regarding  the  video  RAM.  This  offers  us  fantastic 
capabilities.  It  is  very  easy  to  manage  two  40-column  screens  without 
having  to  move  the  address  of  the  video  RAM,  which  is  more  complicated 
than  switching  the  RAM  bank.  In  RAM  bank  0  you  can  define  screen 
number  1  at  address  $0400  and  screen  2  at  the  same  address  in  bank  1.  You 
can  then  switch  between  the  two  by  setting  or  clearing  bit  6. 

LDA  #00       /system  I/O 

STA  $FF00  /enable 

LDA  $D506  ;old  RCR  value 

ORA  #$40     /screen  in  RAM  bank  1 

STA  $D506  /enable 
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6.5  The  Page  Pointer 


There  are  two  page  pointers:  one  page  pointer  for  the  zero  page,  and  a 
page  pointer  for  page  1,  in  which  the  stack  normally  lies. 

$D507/$D508:  Page  pointer  0 
$D509/$D50A:  Page  pointer  1 

The  low-order  byte  of  these  pointers  represents  the  address  bits  8  to  15. 
The  high-order  byte  determines  the  RAM  bank  which  will  be  used, 
representing  address  bits  16  to  19.  Bits  7-4  are  not  used  in  the  high-order 
byte. 

If  the  high-order  byte  of  a  page  pointer  is  written,  it  is  stored 
temporarily  until  the  low-order  byte  of  the  pointer  is  also  written. 

If  the  zero  page  or  page  1  is  moved  to  another  address,  the  MMU  adds 
the  base  address  automatically  to  access  the  zero  page  or  for  stack  actions. 

Higher  bytes  ($D508/$D50A) 

Bits  7-4  unused 

Bits  3-0   Address  bits  16  to  19  for  translated  address  (TA) 

In  the  present  version,  only  bit  0  is  of  interest;  the  remaining  bits 
1-3  are  ignored. 

Lower  byte  ($D507/$D509) 

Bits  0-7  These  bits  represent  the  high-order  byte  of  the  page  pointer,  that 
is,  address  bits  8-15.  For  the  zero-page  pointer  this  byte  is 
usually  0;  for  the  page- 1  pointer  it  is  1. 

The  advantages  are  clear.  You  can  have  a  separate  stack  for  each 
subroutine  as  well  as  a  separate  system- variable  area  if  you  don't  call  the 
kernal  routines.  Moving  the  zero  page  has  two  advantages:  Programs  will 
be  shorter  and  faster. 

Assembly  language  programmers  are  often  searching  for  free  memory 
locations  in  the  zeropage.  As  an  example,  the  LDA  ($xx) ,  Y  instructions 
function  only  with  zero-page  addresses.  Using  the  page  pointers  you  can 
move  zero  page  to  a  free  memory  area. 
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The  ability  to  move  page  1  is  also  practical.  This  makes  it  possible  to 
give  each  subroutine  its  own  stack.  This  is  a  very  useful  feature.  You  need 
only  save  the  stack  pointer  and  then  have  a  new  stack  available  for  the 
subroutine.  This  results  in  more  space  on  the  stack,  and  the  stack  need  not 
be  completely  reconstructed  when  the  routine  is  exited.  You  need  only  to 
restore  the  page  1  pointer  to  the  normal  value  ($01)  and  reset  the  stack 
pointer  SP.  This  is  a  particularly  useful  feature  for  PASCAL  compilers. 

Moving  the  stack  might  look  something  like  this: 

LDA  #$00       ; system  I/O 

STA  $FF00  /enable 

LDA  #$F0       /stack  at  address  $F000 

STA  $D507     /in  RAM  bank  0 

TSX  /and  save  SP 

STX  $FD        /in  zero-page  $FD 

LDX  #$FF  /initialize 

TXS  /new  stack 

Since  the  stack  has  been  redefined,  the  stack  must  be  reconstructed  the 
at  the  end  of  the  routine,  otherwise  it  is  no  longer  possible  to  exit  from  the 
subroutine  with  RTS.  This  reconstruction  looks  like  this: 

LDX  $FD        /get  old  stack  pointer 

TXS  /and  reset  SP 

LDA  #$01       /stack  again  at  address  $0100 

STA  $D507     /default  value 

RTS  /return  now  possible 

Here  is  a  rather  unconventional  way  to  clear  the  screen.  It  is  used  often 
in  professional  programs  because  it  is  very  fast.  It  is  used  in  graphics 
programs  for  filling  surfaces,  for  example. 

The  whole  thing  is  done  by  "misusing"  the  stack  pointer  for  addressing. 
A  PHA  instruction  writes  the  contents  of  the  accumulator  to  the  current  stack 
address  and  the  stack  address  is  automatically  decremented-all  of  this  in  a 
one-byte  command.  This  is  much  faster  since  it's  all  done  in  hardware.  In 
the  "normal"  assembler  notation  this  looks  like  this: 

STA  ($xx),Y 
DEY 
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The  addressing  mode  is  more  complicated  for  the  CPU,  so  it  needs 
more  time.  The  same  action  requires  three  bytes,  and  it  is  slower  since  the 
code  must  be  fetched,  interpreted,  and  executed. 

Our  new  screen-clear  routine  saves  the  stack  pointer,  places  it  at  the 
screen  start  $0400,  and  then  pushes  the  accumulator  onto  the  new  stack 
1024  times.  After  each  256  bytes  the  high-order  byte  must  naturally  be 
incremented.  The  interrupts  should  also  be  disabled  during  the  routine  in 
order  to  prevent  stack  overflow. 


t  n  7\ 

LDA 

#$00     ; BANK  15 

STA 

$FF00 

SEI 

; DISABLE  INTERRUPTS 

LDA 

#$04  , 

;NEW  START  ADDRESS  OF  THE  SP 

oTA 

$D509  , 

•IS  $0400  IN  RAM  BANK  0 

TSX 

; STACK  POINTER  TO  X 

c  m  v 

STX 

$FD        ; AND  SAVE  CURRENT  POINTER 

LDX 

#$FF     ;SP  TO  START  OF  STACK 

TXS 

LDY 

#$03  , 

•256  BYTES  TIMES  4 

LDX 

#$00  , 

•256-BYTE  COUNTER 

LDA 

#$20  , 

•FILL  CHARACTER 

NEXT  PHA 

SAVE  CHARACTER 

DEX 

DECREMENT  LOOP 

BNE 

NEXT  , 

•NEXT  CHARACTER 

INC 

$D509  , 

•INCREMENT  SP  HIGH  BYTE 

DEY 

ALL  FOUR  BLOCKS  FILLED? 

BNE 

NEXT  , 

•NO,   NOT  YET 

LDX 

$FD  , 

•GET  OLD  SP 

TXS 

•AND  STORE  AGAIN 

LDA 

#$01  \ 

■HIGH  BYTE  OF  ORIGINAL  STACK 

STA 

$D509  , 

•AND  SET 

CLI 

; REENABLE  INTERRUPTS 

RTS 

rEND  OF  THE  CLEAR  ROUTINE 

This  routine  isn't  much  longer  than  a  "traditional"  screen-clear  routine 
and  it  is  much  faster.  It  also  demonstrates  the  capabilities  that  are  possible 
by  changing  the  page-pointer  base  addresses. 
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6.6  The  Version  Register 


Bits  7-4  Bank  version;  These  bits  give  information  as  to  the  total  available 
memory  space.  As  already  mentioned,  the  computer  has  the 
possibility  to  expanded  to  1Mbyte.  The  standard  contents  of  this 
register  for  the  128  are  $20.  The  "2"  stands  for  two  64K  blocks. 
A  1M  version  would  contain  sixteen  64K  blocks.  Bits  7-4  of  this 
register  would  then  contain  a  0. 

Bits  3-0  MMU  version;  These  bits  indicate  ihe  version  number  of  the 
MMU. 

The  system  version  register  is  quite  uninteresting  for  actual  memory 
management.  The  low-order  nibble  contains  a  specification  of  the  MMU 
version.  In  the  high-order  nibble  the  existing  memory  construction  can  be 
read.  Here  programs  can  determine  how  much  memory  they  can  access  and 
set  themselves  accordingly.  Future  programs  will  undoubtedly  do  this. 
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Chapter  7:  Assembly  Language  Programming 


7.1  Introduction  to  Assembly  Language  Programming 

We  hardly  need  to  explain  to  an  Internals  reader  what  assembly  or 
machine  language  is.  This  chapter  is  designed  to  show  you  how  to  use  the 
operating  system  routines  in  your  own  programs.  Why  keep  reinventing  the 
wheel?  There  is  a  whole  set  of  useful  routines  available  which  can  be  very 
easily  accessed.  This  makes  your  programs  shorter  and  easier  to  read. 

We  want  to  make  the  work  easier  for  you  and  explain  the  kernal 
routines  by  means  of  short  examples.  Naturally,  we  cannot  go  into  all  of  the 
kernal  routines;  there  are  simply  too  many. 


7.2  The  CPU  -  The  8502 


The  heart  of  a  computer  is  the  CPU  and  in  the  C-128  it's  the  8502,  in 
addition  to  the  Z-80.  It  is  fully  software-compatible  to  the  6510  and  its 
predecessor,  the  6502.  In  contrast  to  the  6510,  the  8502  can  be  driven  at 
2MHz~making  it  twice  as  fast 

The  pinout: 

1  0IN  System  clock  input;  selectable  1  or  2MHz  (approximately) 

2  RDY  Ready;  0=processor  stops  on  the  next  clock  cycle  until 
RDY=1.  This  can  be  used  to  operate  slow  memory,  for 
example. 

3  -IRQ  Interrupt  request;  0=processor  gets  the  next  commands 
address  from  $FFFE  and  continues  from  there.  This  occurs 
only  when  interrupts  are  enabled. 

4  -NMI  Non-maskable  interrupt;  0=processor  gets  the  next 
command  address  from  $FFFA  and  continues  from  there.  This 
interrupt  cannot  be  disabled. 

5  AEC  Address  enable  control;  0=processor  brings  data, 
address,  and  control  bus  to  the  high-Z  state  (tri-state).  The  bus 
can  then  be  driven  by  other  devices,  such  as  a  second 
processor. 

6  VCC  Operating  voltage  +5V. 
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7-20     A0-A13;  Address  bus. 
21  GND 

22-23    A14-A15;  Address  bus 
24-29   P5-P0;  I/O  pins 
30-37   D7-D0;  data  bus 

38  R/-W;  0= write  access,  l=read  access 
All  access  occur  only  when  02=1. 

39  02OUT;  System  clock  output  for  supplying  other  components 

40  RES  Reset;  0=processor  goes  into  the  rest  state.  When  the 
signal  goes  from  0  to  1,  the  processor  gets  an  address  from 
$FFFC  executes  the  program  at  that  address. 


7.3  The  Kernal  Routines 


First  we  like  to  dedicate  ourselves  to  the  routines  that  are  found  in  part 
in  the  extended  zero  page.  These  include  the  very  important  routines  which 
allow  you  to  read  from,  write  to,  or  peform  a  comparison  with  any  memory 
location  in  any  bank. 


7.3.1  FETCH,  STASH,  and  CMPARE 


These  three  routines  are  used  to  read,  write,  and  compare  memory 
locations  in  any  bank,  regardless  of  the  memory  configuration.  The 
configuration  is  unchanged  after  calling  one  of  these  routines. 

When  calling  the  routines,  you  must  pass  the  configuration  index  in  the 
X  register.  The  operating  system  has  16  configurations  of  the  128  possible 
stored  in  a  table  at  $F7F0. 

Find  the  desired  memory  configuration  from  the  table  on  the  next  page 
and  load  it  into  the  X  register. 
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X-Reaister 

Memory  Configuration 

0 

only 

RAM  0 

1 

only 

RAM  1 

2 

only 

RAM  2    (RAM  0) 

3 

only 

RAM  3    (RAM  1) 

4 

Int. 

ROM,    RAM  0,  I/O 

5 

Int. 

ROM,    RAM   1,  I/O 

6 

Int. 

ROM,    RAM  2,  I/O 

7 

Int. 

ROM,    RAM  3,  I/O 

8 

Ext . 

ROM,    RAM  0,  I/O 

9 

Ext . 

ROM,    RAM  1,  I/O 

1  0 

Ext . 

ROM,    RAM  2,  I/O 

1  1 

Ext . 

ROM,    RAM  3,  I/O 

1  2 

Kernal,    Int    (Lo) ,  RAM 

0,  I/O 

1  3 

Kernal,   Ext   (Lo) ,  RAM 

1,  I/O 

1  4 

Kernal,    BASIC,    RAM  0, 

CHARROM 

1  5 

Kernal,    BASIC,    RAM  0, 

I/O 

7.3.1.1  FETCH 


Part  of  the  FETCH  routine  is  found  at  address  $02A2  in  RAM.  To  read 
from  a  memory  location,  the  following  parameters  are  passed  to  this  routine: 

Acc     :  pointer  to  zero-page  address 
x-reg  :  configuration  index  (see  above) 
Y-reg  :  offset  for  the  address 

Before  calling  FETCH,  place  the  two  byte  address  of  the  memory 
location  to  be  read  into  a  zero-page  location.  Then  pass  the  address  of  the 
zero-page  location  into  the  Accumulator. 

The  following  example  program  reads  from  address  $1000  in  bank  1: 


LDA  #$00     ;LOW  BYTE  OF  $1000 
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LDA  #$00  ;LOW  BYTE  OF  $1000 

STA  $FC  /IN  ZERO  PAGE 

LDA  #$10  ; HIGH  BYTE  OF  $1000 

STA  $FD  ;IN  ZERO  PAGE 

LDA  #$FC  ; ADDRESS  IN  ZERO  PAGE 

LDY  #$00  /OFFSET  IS  ZERO 

LDX  #$01  /SELECT  RAM  BANK  1 

JSR  $FF74  /FETCH — RETURN  IN  ACC . 

After  the  call  the  accumulator  returns  the  contents  of  the  memory 
address.  The  X-register  contains  the  current  configuration  and  the  Y-register 
remains  unchanged. 


7.3.1.2  STASH 


The  STASH  routine  is  essentially  the  opposite  of  the  FETCH  routine. 
Since  you  must  pass  in  the  accumulator  the  value  to  be  stored,  the 
accumulator  can  no  longer  be  used  to  pass  the  address  of  the  zero-page 
pointer.  This  is  why  you  have  to  do  "by  hand"  what  the  FETCH  routine  did 
for  you  automatically. 

Writing  to  the  memory  address  $1000  in  bank  RAM  looks  like  this: 


LDA 
STA 
LDA 
STA 
LDA 
STA 
LDA 
LDX 
LDY 
JSR 


#$00 

$FC 

#$10 

$FD 

#$FC 

$02B9 

#$FF 

#$01 

#$00 

$FF77 


LOW  BYTE  OF  $1000 
IN  ZERO  PAGE 
HIGH  BYTE  OF  $1000 
IN  ZERO  PAGE 

ZERO  PAGE  ADDRESS  OF  THE  POINTER 

WRITE  TO  STASH  ROUTINE 

VALUE  TO  BE  WRITTEN 

RAM  BANK  1 

OFFSET  FOR  ADDRESS 

CALL  STASH 


After  calling  the  STASH  routine,  the  accumulator  and  the  Y-register  are 
unchanged;  the  X-register  contains  the  current  configuration.  . 

The  MMU  register  can  be  written  in  the  same  manner,  without  having 
to  change  the  configuration.  The  same  applies  to  the  I/O  components. 
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7.3.1.3  CMPARE 


The  CMPARE  routine  compares  the  contents  of  a  memory  location  with 
the  contents  of  the  accumulator.  To  do  this,  you  have  to  write  the  address  of 
the  memory  location  to  be  compared  into  the  CMPARE  routine  before 
calling  it.  Comparing  the  memory  location  $1000  in  bank  1  with  the  value 
$22  would  look  like  this: 


LDA  #$00  ;LOW  BYTE  OF  $1000 

STA  $FC  ;IN  ZERO  PAGE 

LDA  #$10  ;HIGH  BYTE  OF  $1000 

STA  $FD  ;IN  ZERO  PAGE 

LDA  #$FC  /ADDRESS  OF  THE  PTR  IN  THE  ZERO  PAGE 

STA  $02C8  ; WRITE  TO  CMPARE  ROUTINE 

LDA  #$22  /VALUE  TO  BE  COMPARED  TO 

LDX  #$01  /RAM  BANK  1 

LDY  #$00  /OFFSET 

JSR  $FF7A  /COMPARE    ($1000)    IN  RAM  1  TO  $22 

After  the  routine  has  been  called,  the  flags  (zero,  minus,  and  carry)  are 
set  according  to  the  comparison.  The  accumulator  and  the  Y-register  remain 
unchanged,  the  X-register  contains  the  current  memory  configuration. 


7.3.2  GETCONF 


This  routine  does  nothing  more  than  get  the  configuration  byte  from  the 
table  at  $FF70  corresponding  to  the  configuration  index  in  the  X-register. 
This  value  is  simply  returned;  it  is  not  set.  Since  the  kernal  ROM  must  be 
enabled  in  order  to  jump  to  this  routine,  it's  recommended  that  you  read  the 
configuration  byte  from  the  table;  it  goes  faster. 

LDX  #$0F     /SELECT  CONFIGURATION  15 

JSR  $FF6B  /GETCONF 

STA  $FF00   /SET  CONFIGURATION 

would  be  the  same  as: 

LDX  #$0F     /SELECT  CONFIGURATION  15 
LDA  $F7F0,X  /GET  CONFIGURATION  BYTE 
STA  $FF00   /SET  CONFIGURATION 
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The  length  of  the  routine  is  the  same-it  can  be  shortened  by  doing  it 
directly  (without  die  X-register): 

LDA  $F7F0  +  $0F 


7.3.3  JSRFAR  and  JMPFAR 


If,  for  example,  you  have  blocked  out  part  of  the  ROM  and  want  to 
jump  to  a  kernal  routine,  you  can  do  this  via  the  JSRFAR  routine.  Here  the 
CPU  registers  are  not  used  for  passing  parameters  but  the  zero-page 
addresses  $02  to  $09. 

$02  Configuration  index 

$03,  $04  New  PC  -  jump  address 

$05  New  processor  status 

$06  Accumulator 

$07  X-register 

$08  Y-register 

$09  SP- stack  pointer 

The  corresponding  values  are  found  at  $05  as  the  output  parameters. 
Let  us  assume  that  we  have  configuration  1  enabled-that  is,  only  RAM  1. 
We  want  to  determine  the  contents  of  address  $0400  in  RAM  bank  0  (the 
left-hand  corner  of  the  40-character  screen).  We  must  use  the  FETCH 
routine  for  this.  For  example: 


LDA 

#$7F  , 

ENABLE  RAM  1  AND  KERNAL 

STA 

$FF00  , 

INTO  CONFIGURATION  REGISTER 

LDA 

#$0F  , 

CONFIGURATION  IDEX  KERNAL  &  RAM  0 

STA 

$02 

•PASS 

LDA 

#$FF  , 

•HIGH  BYTE  OF  $FF74 

STA 

$03 

•PASS 

LDA 

#$74  , 

■LOW  BYTE  OF  THE  DESTINATION  ADDRESS 

STA 

$04 

rPASS  $FF74 

LDA 

#$00  , 

rLOW  BYTE  OF  $0400 

STA 

$FC 

;SAVE 

LDA 

#$04 

; HIGH  BYTE  OF  $0400 

SAT 

$FD 

rPASS 

LDA 

#$FC 

ZERO-PAGE  ADDRESS  OF  THE  POINTER 

STA 

$06 

? AND  PASS 

LDA 

#$00 

; ADDRESS  RAM  BANK  0 
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LDA  #$00     /VALUE  FOR  Y-REGISTER  FOR  FETCH 
STA  $08       ;SAVE  OFFSET 
JSR  $FF6E  ; CALL  JSRFAR 

LDA  $0  6       /HERE  IS  THE  VALUE  FROM  $0400  IN 
RAM  0 

A  lot  of  parameters  to  pass,  right?  First  it's  very  important  to  ensure 
that  the  kernal  range  $C000  to  $FFFF  is  enabled.  No  RAM  may  be 
addressed  here  or  the  JSRFAR  routine  will  hang  up  (even  if  you  call  the 
JSRFAR  routine  directly  at  $02CD--it  simply  branches  back  to  the  kernal). 
So  you  should  always  check  this  before  calling  JSRFAR,  which  we  do  in 
our  example  routine  first.  RAM  bank  1  is  enabled  by  the  byte  $7F  and  all 
memory  areas  except  for  $C000  to  $FFFF  are  switched  to  RAM.  Then  the 
new  configuration  register  is  defined. 

The  second  important  point:  The  program  counter  PC  is  defined  with 
the  high  byte  at  address  $03  and  the  low  byte  at  address  $04;  note  that  this 
is  nol  the  usual  machine  language  convention. 

All  specifications  that  are  not  absolutely  necessary  can  be  omitted. 
Usually  all  that  is  required  is  to  define  the  memory  configuration  in  $02  and 
then  the  new  program  counter  in  $03/$04.  All  the  others  are  options  which 
may  be  useful  at  various  times. 

The  routine  JSRFAR  writes  the  corresponding  values  at  addresses  $05 
to  $09  when  it  returns.  In  our  example,  use  is  also  made  of  parameter 
passing  in  the  accumulator. 

We  now  want  to  show  you  another  short  example.  Imagine  that  you 
have  program  code  in  RAM  bank  0  as  well  as  RAM  bank  1.  This  first 
routine  is  the  "subroutine"  in  bank  1  which  in  our  example  does  nothing 
more  than  add  the  accumulator  and  X-register.  The  carry  is  indicated  in  the 
carry  flag.  Enter  the  routine  in  the  monitor  with  A  12000.  You  then  select 
RAM  bank  1. 


12000  LDA  $06  ;ACC  PARAMETER 

12002  CLC  /CLEAR  CARRY  FOR  ADDITION 

12003  ADC  $07  /ADD  TO  X  REGISTER 
12005  RTS  /END  OF  THE  ROUTINE 


The  routine  gets  the  contents  of  the  accumulator  from  address  $06  and 
then  adds  it  to  the  X-register.  The  contents  of  the  accumulator  are  returned 
in  address  $06.  In  this  example  it  is  important  that  the  processor  status 
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in  address  $06.  In  this  example  it  is  important  that  the  processor  status 
register,  containing  the  flags,  is  passed  to  address  $05.  In  the  main  program 
the  carry  flag  can  be  tested  with  BCC  or  BCS.  But  here  is  the  routine  in 
RAM  bank  0,  which  calls  the  routine  in  RAM  bank  1  by  means  of  the 
JSRFAR  routine: 


UzUUU 

T  TV  7\ 

LDA 

RAM  0  AND  KERNAL 

r\  o  n  n  o 

bTA 

?FF(JU  , 

SET  AS  CONFIGURATION 

UZUUD 

t  *r\  7\ 
LDA 

jl  *  nr. 
t-?UD  , 

RAM  1  AND  KERNAL 

UzUU  / 

om  7\ 
oTA 

TvTT"lT»T       0/"\XTTt  T  /TTTTV  TV  m  T  /*NTiT 

NEW  CONFIGURATION 

uzuu  y 

LDA 

*  <s  o  n 

ACC   IS  ?z0 

UZUvd 

bTA 

£  A  £T 

•j-w  TV  O  O 

PASS 

•UzUUD 

LDA 

#5FF  , 

ADD  $FF 

UzUUt 

b  I A 

•?u  /  / 

PASS 

nom  1 

UZUll 

TTTpTI      pvillU       Ap       i<0  AAA 

nlbn  BYTE   OF  $^UvJU 

b  1 A 

PAbb  Ab  PC 

n  o  n  i  t; 

LDA 

41  4  r>  A 
#900  , 

1  T  /"Yr*T          VfTID      AW      t  AAAA 

*  LOW  BYTE   OF   9  Z U (J  U 

UZUl  / 

blA 

PAbb  Ab  PL. 

UzU±y 

JbR 

i?FF  /4  , 

' CALL  JbRFAR 

0201C 

LDA 

$05 

r  GET  FLAGS 

0201E 

PHA 

•ON  STACK 

0201F 

PLP 

; AND  IN  FLAG  REGISTER 

02020 

LDA 

$06 

;L0W  BYTE  OF  ADDITION 

02022 

STA 

$FD 

; STORE  AS  LOW  BYTE 

02024 

LDA 

#$00 

?HIGH  BYTE 

02026 

STA 

$FE 

; STORE 

02028 

BCC 

$202C 

?NO  CARRY,    THEN  JUMP 

0202A 

INC 

$FS 

; COMPENSATE  FOR  CARRY 

0202C 

BRK 

;TO  MONITOR 

When  you  enter  and  start  this  routine,  you  will  find  the  result  of  the 
addition  $FF+$20  =  $11F  at  address  $FD/$FE.  This  routine  shows  how  to 
get  the  flags  which  are  passed  in  memory  location  $05  actually  into  the 
status  register:  Load  the  accumulator  with  the  contents  of  $05,  push  it  onto 
the  stack,  and  then  pull  it  into  the  status  register. 

The  JMPFAR  routine  works  the  same  way  as  JSRFAR.  Here  however 
there  is  no  return  via  RTS,  but  that  is  also  why  this  routine  is  called 
JMPFAR.  Naturally,  no  output  parameters  can  be  checked  since  there  is  no 
return. 
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7.4  The  Important  Kernal  Routines 


7.4.1  Kernal  routines  with  vectors  at  $FF4D 


First  we  want  to  look  at  the  kernal  routines  defined  via  jump  vectors  at 
address  $FF4D.  These  include  the  most  important  routines,  from  input  and 
output  of  characters  to  the  RS-232  routines. 

The  routines  are  introduced  in  the  order  of  their  definition  at  $FF4D. 
Whenever  possible,  the  input/output  parameters  are  given,  as  well  as  a  short 
description.  Where  appropriate,  a  short  example  routine  accompanies  the 
description.  The  entry  addresses  are  given  in  both  decimal  (in  parentheses) 
and  hexadecimal. 

When  vectors  are  present,  you  should  always  use  them  to  access  the 
routine-it's  why  they  are  there.  Should  the  operating  system  ever  be 
changed  or  extended,  the  location  of  these  vectors  will  not  be  changed  so 
your  program  will  not  crash  or  go  crazy. 


C64  MODE 

Purpose:  Enable  the  64  mode 
Address:  $FF4D  (65357) 

Description:  A  jump  to  this  routine  causes  the  computer  to  switch  from  the 
128  mode  to  the  64  mode.  The  clock  frequency  is  reduced  to  1MHz  and  the 
MMU  locks  all  of  the  necessary  registers  so  that  they  cannot  be  manipulated 
in  the  64  mode.  There  is  no  return! 

Input  parameters:  None 

Output  parameters:  -none,  since  no  return- 
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DMA-CALL 

Purpose:  Initialize  external  RAM  components 
Address:  $FF50  (65360) 

Description:  In  order  to  have  direct  memory  access  (DMA)  to  external 
RAM,  it  must  be  first  initialized  with  this  routine.  The  new  configuration  is 
passed  in  the  X-register. 
Input  parameter:  .X 
Output  parameters: 


BOOTCALL 

Purpose:  Boot  the  disk 
Address:  $FF53  (65363) 

Description:  When  this  routine  is  called,  the  computer  attempts  to  boot  from 
the  disk  inserted  in  the  drive-the  same  as  when  the  computer  is  turned  on. 
If  the  routine  cannot  find  a  boot  file,  it  returns  control.  The  device  address  is 
passed  in  the  X-register  so  you  can  boot  from  device  8  or  9. 

Input  parameter:     .  X 
Output  parameters: 


PHOENIX 

Purpose:  Cold  start 
Address:  $FF56  (65366) 

Description:  Cold  start  the  128  mode.  If  a  memory  card  is  found  in  the 
expansion  cartridge,  control  is  passed  to  this  card.  Otherwise  an  attempt  is 
made  to  boot  the  disk.  Tabs,  key  definitions,  etc.  are  all  reset. 
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LKUPLA 

Purpose:  Search  in  the  table  for  logical  file  number 
Address  $FF59  (65369) 

Description:  The  routine  searches  in  the  table  for  the  device  and  secondary 
addresses  of  the  logical  file  number  given  in  the  accumulator.  The  status 
variable  ST  is  set  according  to  the  results  of  the  routine.  If  the  logical  file 
number  is  found,  the  carry  is  cleared  and  the  following  parameters  are 
transmitted:  A:LFN,  X:device  address,  Y:secondary  address.  If  the  routine 
does  not  succeed,  the  carry  is  set.  Only  logical  file  numbers  opened  with 
OPEN  can  be  found. 

Input  parameter:     A  contains  the  LFN  to  find 
Output  parameters:  Status  ST  at  $90,  A,  .X,  .Y,  carry 
Zero-page  address  $B8  to  $BA 

Example: 

/Search  for  LFN 

LDA  #$01  /SEARCH  FOR  LFN  1 
JSR  $FF59 

BCS  ERROR  ;NOT  OPENED — OUTPUT  ERROR 

TAX  /LFN  TO  X 

JSR  $FF59  /CKOUT  -  SET  FILE  AS  OUTPUT  FILE 


LKUPSA 

Purpose:  Search  for  a  secondary  address 
Address:  $FF5C  (65372) 

Description:  This  routine  looks  in  the  table  of  opened  channels  for  the 
secondary  address  passed  in  the  Y-register.  As  for  the  LKUPLA  routine, 
the  carry  flag  is  set  if  the  search  failed.  The  carry  is  cleared  if  the  search 
succeeded  and  the  accumulator  contains  the  LFN,  the  X-register  contains 
the  device  address,  and  the  Y-register  the  secondary  address. 

Input  parameters:    .  Y  contains  the  SA  to  search  for 
Output  parameters:  Status  ST  at  $90,  A,  .X,  .Y,  carry 
Zero-page  addresses  $B8  to  $BA 
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Example: 

/Search  for  LFN  of  disk  command  channel 

LDY  #$0F  /SEARCH  FOR  LFN  WITH 

JSR  $FF5C  / SECONDARY  ADDRESS  15 

BCS  ERROR  /NOT  FOUND,   RETURN  ERROR 

TAX  /LFN  TO  X 

JSR  CKOUT  /OPEN  AS  OUTPUT  DEVICE 

JSR  INITD  /INITIALIZE  DISKETTE 


SWAPPER 

Purpose:  Switch  40/80  columns 
Address:  $FF5F  (65375) 

Description:  This  routine  exchanges  the  40/80  column  mode.  The 
information  in  the  zero  page  for  the  active  screen  must  be  exchanged  with 
that  of  the  passive  screen.  The  memory  range  $E0  to  $FA  is  exchanged  with 
the  area  $0A40  to  $0A5 A.  No  input  parameters  are  necessary. 

Example: 

/Clear  both  screens 
JSR  $C142   /CLEAR  SCREEN 
JSR  $FF5F  /EXCHANGE  40/80  COLUMN  MODE 
JSR  $C142   /CLEAR  PASSIVE  SCREEN  TOO 
JSR  $FF5F  /BACK  TO  CURRENT  SCREEN 


DLCHR 

Purpose:  Copy  the  CHARROM 
Address:  $FF62  (65378) 

Description:  The  character  set  is  copied  into  the  VDC  RAM  when  the 
<40/80  DISPLAY>  key  is  pressed  because  the  80-column  controller  does 
not  get  the  character  information  from  ROM.  The  graphics  package,  for 
example,  makes  use  of  this  routine  because  the  character  set  in  VDC  RAM 
is  overwritten  when  graphics  are  used.  The  character  set  selected  by  the 
<40/80  DISPLAY>  key  and  is  copied  into  VDC  RAM  by  this  routine. 
There  are  neither  input  nor  output  parameters. 


154 


Abacus  Software 


C-128  Internals 


PFKEY 

Purpose:  Redfine  a  key 
Address:  $FF65  (65381) 

Description:  This  routine  allows  you  to  define  the  function  keys  (Fl  to  F8 
as  well  as  SHIFT/RUN-STOP  and  HELP).  The  address  in  the  zero  page 
which  points  to  the  KEY  text  is  passed  in  the  accumulator.  The  X-register 
contains  the  number  of  the  function  key  (1  to  10)  and  Y  contains  the  length 
of  the  string.  Then  you  can  call  the  routine  PFKEY,  which  inserts  this 
siring  into  the  table. 

Input  parameters:    Zero  page,  .A,  .X,  Y 

Example:  (at  address  $2100) 

/Redefine  the  HELP  key 
LDA  #$00     ;LOW  BYTE  OF  $2000 
STA  $FC       /STORE  IN  ZERO  PAGE 
LDA  #$20     ; HIGH  BYTE  OF  $2000 
STA  $FD       /STORE  IN  ZERO  PAGE 
LDA  #$FC  /POINTER 
LDX  #$0C     /REDEFINE  HELP  KEY 
LDY  #4         /LENGTH  OF  STRING  AT  $2000 
JSR  $FF65    /REDFINE  KEY 

And  at  address  $2000: 

02000  52  55  4E  0D   .  .  . . 


SETBNK 

Purpose:  Define  memory  bank  for  disk  operation 
Address:  $FF68  (65384) 

Description:  This  routine  must  be  called  before  LOAD,  SAVE,  VERIFY, 
and  every  OPEN  command.  The  configuration  index  of  the  filename  is 
passed  to  it  in  the  Y-register,  as  well  as  the  configuration  index  of  the 
memory  area  to  be  processed  in  the  accumulator.  The  Y-register  is  stored  in 
zero-page  address  $C6  and  the  accumulator  in  $C7.  See  also  the  example 
for  SETNAM  (FFBD). 

Input  parameters:    .A,  .Y 
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GETCONF 

Purpose:  Get  the  configuration  byte 
Address:  $FF6B  (65387) 

Description:  There  is  a  table  of  16  of  the  memory  configurations  required 
for  normal  operation.  This  table  is  found  at  address  $F7F0.  You  pass  the 
configuration  index  to  this  routine  in  the  X-register  and  you  get  the 
configuration  byte  back  in  the  accumulator.  Normally  this  byte  is  then 
written  in  the  configuration  register  at  address  $FF00  of  the  MMU. 

Input  parameter:  .  X 
Output  parameter:  .A 

Example: 

;Set  RAM  bank  1 
LDX  #$01      ; ONLY  RAM  BANK  1 
JSR  $FF6B  ; GET  CONFIGURATION  BYTE 
STA  $FF00   ; AND  SET 


JSRFAR 

Purpose:  Jump  to  a  subroutine  in  any  bank 
Address:  $FF6E  (65390) 

Description:  The  routine  JSRFAR  is  used  to  jump  to  a  subroutine  in  any 
configuration.  The  parameters  are  passed  through  zero-page  locations  $02 
to  $09.  After  the  routine  returns,  the  old  configuration  is  re-enabled.  A 
precise  description  including  example  program  is  found  in  Section  7.3.3. 

Input  parameters:  Zero  page  $02  to  $09 
Output  parameters:  Zero  page  $05  to  $09 


JMPFAR 

Purpose:  Jump  to  any  bank 
Address  $FF71  (65393) 

Description:  Here  again  the  parameters  are  passed  through  zero-page 
addresses  $02  to  $09.  JMPFAR  is  not  a  subroutine  call  but  just  a  jump  to  an 
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address  in  a  bank;  JMPFAR  combines  switching  the  configuration  byte  with 
the  jump.  Since  there  is  no  return  here,  no  parameters  are  returned.  You  can 
find  more  about  this  routine  in  Section  7.3.3. 

Input  parameters:    Zero  page  $02  to  $09 


INDFET 

Purpose:  Get  a  byte  from  any  bank 
Address:  $FF74  (65396) 

Description:  This  routine,  completely  contained  in  the  zero  page,  allows  you 
to  read  any  memory  address  in  any  configuration  without  having  to  change 
the  current  configuration.  To  do  this  you  must  first  define  a  pointer  in  a 
zero-page  address  to  the  memory  location  to  be  read.  This  zero-page 
address  is  then  passed  in  the  accumulator,  while  the  configuration  index  is 
passed  in  the  X-register  and  the  offset  to  the  zero-page  pointer  in  the 
Y-register.  You  can  find  more  information  about  the  FETCH  (=INDFET), 
STASH,  and  CMPARE  routines  in  Section  7.3.1. 

Input  parameters:    .A,  .X,  .Y,  1  zero-page  address 
Output  parameter:  .A 

Example: 

;Get  $1000  from  RAM  bank  1 

LDA  #$00  ;LOW  BYTE  OF  $1000 

STA  $FC  /STORE  IN  ZERO  PAGE 

LDA  #$10  /HIGH  BYTE  OF  $1000 

STA  $FD  /STORE  IN  ZERO  PAGE 

LDA  #$FC  /POINTER  IN  ZERO  PAGE 

LDX  #$0D  /RAM  1  AND  KERNAL 

LDY  #$00  /OFFSET  IS  ZERO 

JSR  $FF74  /GET  BYTE  FROM  $1000,   RAM  BANK  1 


INDSTA 

Purpose:  Store  accumulator  in  any  bank 
Address:  $FF77  (65399) 

Description:  Similar  to  the  INDFET  routine,  this  routine  stores  the  contents 
of  the  accumulator  in  any  memory  configuration.  The  parameters  must  be 
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passed  in  the  accumulator,  and  the  X  and  Y  registers.  The  character  to  be 
stored  must  be  passed  in  the  accumulator.  The  zero-page  address  at  which 
the  pointer  is  stored  must  be  defined  at  address  $02B9.  You  can  get  more 
detailed  information  about  this  routine  in  Section  7.3.1. 

Input  parameters:    .A,  .X,  .Y,  zero  page,  $02B9 


Example: 

/Store  $FF 
LDA  #$00 
STA  $FC 
LDA  #$10 
STA  $FD 
LDA  #$FC 
STA  $02B9 
LDA  #$FF 
LDX  #$0D 
LDY  #$00 
JSR  $FF77 


at  $1000  in  RAM  bank  1 
LOW  BYTE  OF  $1000 
STORE 

HIGH  BYTE  OF  $1000 
STORE 

ADDRESS   IN  ZERO  PAGE 
PASS  TO  INDSTA  ROUTINE 
VALUE  TO  BE  WRITTEN 
RAM  1  AND  KERNAL 
OFFSET  IS  ZERO 
CALL  INDSTA 


INDCMP 

Purpose:  Compare  the  accumulator  with  memory  in  any  bank 
Address:  $FF7A  (65402) 

Description:  This  routine  compares  the  accumulator  with  any  memory 
location  in  any  bank.  Just  as  with  the  INDSTA  routine,  you  must  pass  the 
address  of  a  zero-page  pointer  to  the  INDCMP  routine.  This  is  done  at 
address  $02C8.  The  byte  to  be  compared  is  passed  in  the  accumulator  while 
the  configuration  index  is  passed  in  X  and  the  offset  in  the  Y-register.  After 
calling  the  routine,  the  result  of  the  comparison~the  processor  status 
byte-is  found  at  address  $05.  The  example  below  shows  how  you  can  react 
accordingly  to  the  result  of  the  comparison.  More  information  is  in  Section 
7.3.1. 

Input  parameters:    .A,  .X,  .Y,  zero  page,  $02C8 
Output  parameters:  $05  (status) 

Example: 

/Compare  <acc>  with  <$1000>  in  bank  1 
LDA  #$00     ;LOW  BYTE  OF  $1000 
STA  $FC  /STORE 
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LDA 
STA 
LDA 
STA 
LDA 
LDX 
LDY 
JSR 
LDA 
PHA 
PLP 
BEQ 


#$10     ; HIGH  BYTE  OF  $1000 
$FD       ; STORE 

#$FC     ; POINTER  IN  ZERO  PAGE 
$02C8   ;PASS  TO  INDCMP  ROUTINE 
#$FF     /COMPARISON  OPERAND 
#$0D     ;RAM  BANK  1  AND  KERNAL 
#$00  /OFFSET 
$FF7A  ; CALL  INDCMP 

$05       ; GET  STATUS    (RESULT  OF  COMPARE) 

;ON  STACK  AND  THEN 

;IN  PROCESSOR  STATUS  REGISTER 
EQUAL  ;JUMP  IF  EQUAL 


'  NOT  EQUAL  — 


PRIMM 

Purpose:  Output  text 
Address:  $FF7D  (65405) 

Description:  This  routine  is  very  practical  because  it's  simple  to  use.  No 
parameters  need  be  passed.  All  characters  following  the  call  are  sent  to  the 
current  output  device  via  BSOUT.  A  zero-byte  is  used  as  the  terminating 
character.  The  program  execution  is  then  continued  immediately  following 
the  zero-byte.  One  disadvantage  of  this  routine:  The  program  will  be 
unreadable  if  it  is  disassembled. 

Example: 

JSR  $FF7D   ; OUTPUT  FOLLOWING  CHARACTER 
•ASC  "This  is  a  string!" 
.BYT  $0D,$0A,$0D,$00 

LDA  #$00     ; THE  PROGRAM  CONTINUES  HERE 

See  also  the  example  in  the  ROM  listing  at  $F908. 


CINIT 

Purpose:  Initialize  video  controller  and  editor 
Address:  $FF81  (65409) 

Description:  The  function  keys  are  returned  to  the  defaults,  both  video 
controllers  are  initialized  and  the  40/80  column  mode  is  enabled  dependent 
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on  the  40/80  column  key.  The  keyboard  buffer  is  cleared,  all  flags  are  reset, 
and  a  CLRCH  is  performed. 


IOINIT 

Purpose:  Initialize  the  input/output  device 
Address:  $FF84  (65412) 

Description:  The  input/output  devices  are  initalized,  meaning  that  the 
RESET  line  on  the  serial  bus  is  activated.  Any  printers  connected  are  set  to 
their  initial  states  and  the  disk  drive  clears  its  channels-it  is  like  it  had  just 
been  turned  on. 


RAMTAS 

Purpose:  BASIC  warm  start 
Address:  $FF87  (65415) 

Description:  This  routine  initializes  the  zero  page,  resets  the  pointers  for 
SYSTOP  and  SYSBOT  (the  memory  upper  and  lower  boundaries),  resets 
the  pointers  for  the  RS-232  input/output  buffers,  and  resets  the  cassette 
buffer. 


RESTOR 

Purpose:  Initialize  system  vectors 
Address:  $FF8A  (65418) 

Description:  The  system  vectors  at  address  $0314  to  $0332  (inclusive)  are 
set  to  the  default  values.  This  routine  should  be  called  when  you  modified 
many  of  the  vectors  and  want  to  set  them  back.  This  routine  calls  the 
following  VECTOR  routine  with  the  carry  cleared. 
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VECTOR 

Purpose:  Copy  or  reset  system  vectors 
Address:  $FF8D  (65421) 

Description:  This  routine  copies  the  16  vectors  at  $0314  to  the  address 
defined  by  the  X  (low)  and  Y  (high)  registers,  provided  the  carry  flag  is  set. 
If  the  carry  flag  is  cleared,  the  vectors  at  $0314  are  loaded  with  the  area 
given  by  the  X  and  Y  registers. 

Input  parameters:  .X,  .Y,  carry 

Example: 

LDX  #$00     ;LOW  BYTE  OF  $1000 
LDY  #$10     ;HIGH  BYTE  OF  $1000 

CLC  /CLEAR  CARRY  FOR  COPY   ($1000) ->  ($0314) 

JSR  $FF8D  ; LOAD  VECTORS 


SETMSG 

Purpose:  Enable/disable  DOS  messages 
Address:  $FF90  (65424) 

Description:  The  routine  stores  the  value  of  the  accumulator  in  the  zero-page 
address  $9D.  If  system  messages  should  be  printed,  set  bit  7  of  the 
accumulator.  If  $9D  is  positive,  system  messages  are  inhibited. 

Input  parameter:  .A 


SECND 

Purpose:  Send  secondary  address  to  LISTEN 
Address:  $FF93  (65427) 

Description:  The  secondary  address  to  be  sent  is  passed  in  the  accumulator. 
The  routine  outputs  the  contents  of  the  accumulator  on  the  serial  bus  as  the 
secondary  address. 

Input  parameters:  .A 
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Example: 

; SEND  LISTEN 

LDA  #$F0  ; SECONDARY  ADDRESS  0  FOR  CLOSE 
JSR  $FF93   ;SET  SECONDARY  ADDRESS 


TKSA 

Purpose:  Send  secondary  address  to  TALK 
Address:  $FF96  (65430) 

Description:  This  routine  sends  the  secondary  address  given  in  the 
accumulator  on  the  bus  preceded  by  a  TALK  signal. 

Input  parameter:  .A 


MEMTOP 

Purpose:  Set/get  the  memory  top 
Address:  $FF99  (65433) 

Description:  If  the  carry  flag  is  set,  the  maximum  available  memory  location 
is  returned  in  the  X-register  (low)  and  Y-register  (high).  If  the  routine  is 
called  with  the  carry  cleared,  the  memory  top  is  set  with  the  two  registers. 

Input  parameters:    .X,  .Y  (for  cleared  carry),  carry 
Output  parameters:  .X,  .Y  (for  set  carry) 

Example: 

;Read  the  memory  top 

SEC  ;READ  THE  TOP 

JSR  $FF99  ; GET  TOP 

STX  $FC  /STORE 

STY  $FD  /STORE 

LDX  #$00  / LOW  BYTE  OF  $1000 

LDY  #$10  /HIGH  BYTE  OF  $1000 

CLC  /FLAG  TO  SET  MEMTOP 

JSR  $FF99  /SET  MEMORY  TOP 


162 


Abacus  Software 


C-128  Internals 


MEMBOT 

Purpose:  Set/get  the  memory  bottom 
Address:  $FF9C  (65436) 

Description:  Similar  to  MEMTOP,  the  lower  boundary  of  the  available 
memory  is  set  with  the  two  registers  X  (low)  and  Y  (high)  if  the  carry  flag 
is  cleared.  If  the  carry  flag  is  set,  the  memory  bottom  is  read  and  returned  in 
the  two  registers. 

Input  parameters:    .X,  .Y  (for  cleared  carry),  carry 
Output  parameters:  .X,  .Y  (for  set  carry) 


KEY 

Purpose:  Return  key  pressed 
Address:  $FF9F  (65439) 

Description:  This  routine  is  elementary  to  keyboard  decoding.  The  keyboard 
is  checked  for  a  pressed  key  by  means  of  the  keyboard  decoding  table.  If  a 
pressed  key  is  returned,  the  ASCII  value  is  determined  and  placed  into  the 
keyboard  buffer  at  ($034A). 


SETTMO 

Purpose:  Set  the  time-out  flag  for  IEEE 
Address:  $FFA2  (65442) 

Description:  The  routine  saves  the  value  passed  in  the  accumulator  at 
address  $0AQE  as  the  timeout  flag  for  the  IEEE  routines.  In  order  to  permit 
the  timeout  in  the  IEEE  routines,  bit  7  of  the  accumulator  must  be  set. 

Input  parameters:  .A 
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ACPTR 

Purpose:  Get  a  byte  from  the  serial  bus 
Address:  $FFA5  (65445) 

Description:  The  routine  gets  a  byte  from  the  serial  bus.  This  character  is 
returned  in  the  accumulator.  The  status  byte  ST  at  $90  is  set  according  to  the 
action. 

Output  parameter:  .A 


CIOUT 

Purpose:  Output  a  character  to  the  serial  bus 
Address:  $FFA8  (65448) 

Description:  This  routine  is  counterpart  of  ACPTR.  The  character  passed  in 
the  accumulator  is  output  on  the  serial  bus.  Here  too  the  status  byte  ST  at 
$90  is  changed  according  to  the  action. 

Input  parameter:  .A 


UNTLK 

Purpose:  Send  UNTALK  on  the  serial  bus 
Address:  $FFAB  (65451) 

Description:  This  routine  is  called  when  closing  or  redirecting  an  input 
channel.  It  silences  a  "talking"  device. 


UNLSN 

Purpose:  Send  UNLISTEN  on  the  serial  bus 
Address:  $FFAE  (65454) 

Description:  Corresponding  to  UNTALK,  this  routine  shuts  off  a  receiving 
device.  This  is  done  when  closing  or  redirecting  an  output  channel. 
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LISTN 

Purpose:  Send  LISTEN  to  a  device 
Address:  $FFB1  (65457) 

Description:  A  device  on  the  serial  bus  is  requested  for  input.  The  LISTEN 
signal  is  sent  over  the  serial  bus  to  do  this.  The  device  address  of  the 
appropriate  device  is  passed  in  the  accumulator.  For  example,  a  LISTEN  is 
sent  to  a  printer  before  characters  are  sent  to  it  over  the  serial  bus.  If  you  use 
LISTEN,  you  must  output  the  characters  via  the  routine  CIOUT  (not  via 
BSOUT!).  Use  the  routine  UNLISTEN  to  close  the  channel.  Only  one 
device  may  be  active  on  the  serial  bus.  To  simplify  all  this,  you  can  open 
and  close  channels  in  the  operating  system.  BSOUT  and  BASIN  then  take 
care  of  sending  LISTEN  and  UNLISTEN  as  well  as  TALK  and  UNTALK. 

Input  parameter:  .A 

Example: 

;Send  LISTEN  to  printer 

LDA  #$24      ; DEVICE  ADDRESS  FOR  PRINTER  AND 
LISTEN  ON 

JSR  $FFB1 


TALK 

Purpose:  Send  TALK  to  a  device 
Address:  $FFB4  (65460) 

Description:  This  routine  sends  the  command  TALK  to  a  device.  The  device 
address  is  to  be  passed  in  the  accumulator.  The  TALK  command  requests  a 
device  connected  to  the  serial  bus  for  talking,  i.e.  for  sending  information. 

Input  parameters:  .A 
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READST 

Purpose:  Get  the  I/O  status  byte 
Address   $FFB7  (65463) 

Description:  The  current  system  status  is  returned  in  the  accumulator.  If  the 
RS-232  is  active,  the  status  byte  is  returned  and  immediately  cleared  in 
memory.  If  you  need  the  status  byte  more  often,  save  it  somewhere.  If  a 
channel  other  than  the  RS-232  channel  is  open,  the  status  byte  is  returned  in 
address  $90. 

Output  parameter:  .A 


SETLFS 

Purpose:  Set  file  parameters 
Address:  $FFBA  (65466) 

Description:  This  routine  is  required  to  open  a  file.  The  logical  file  number 
is  passed  in  the  accumulator,  the  device  address  in  the  X-register,  and  the 
secondary  address  in  the  Y-register.  The  routine  stores  these  values  in  the 
zero-page  addresses  from  $B8  to  $BA. 

Input  parameters:    .A,  .X,  .Y 


SETNAM 

Purpose:  Set  the  filename  parameters 
Address:  $FFBD  (65469) 

Description:  Information  for  the  filename  is  stored  in  the  zero  page  in  this 
routine.  These  specifications  must  all  be  made  before  the  channel  is  opened. 
The  length  of  the  filename  is  passed  in  the  accumulator,  the  low  byte  of  the 
address  at  which  the  filename  is  stored  in  the  X-register,  and  the  high  byte 
in  the  Y-register.  Furthermore,  you  must  pass  with  the  SETBNK  routine 
the  configuration  indices  for  the  filename  and  the  memory  range  to  be 
processed. 

Input  parameters:    .A,  .X,  .Y 
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Example: 

;Open  one 
LDA  #$0C 
TAX 

JSR  $FF68 
LDA  #$01 
LDX  #$08 
LDY  #$00 
JSR  $FFBA 
LDA  #$01 
LDX  #$00 
LDY  #$10 
JSR  $FFBD 


of  the  directory  files  on  the  disk 
AREA  IN  RAM  BANK  0 
FILENAME  ALSO  IN  RAM  BANK  0 
CALL  SETBNK 
LOGICAL  FILENUMBER 
DEVICE  ADDRESS 

SECONDARY  ADDRESS  FOR  READING 
SETFLS 

LENGTH  OF  THE  FILENAME 
LOW  BYTE  OF  THE  ADDRESS  AT  WHICH 
THE  FILENAME  IS  STORED  ($1000) 
OPEN  -  OPEN  THE  CHANNEL 


and  at  address  $1000: 


01000  24 


OPEN 

Purpose:  Open  a  file 
Address:  $FFC0  (65472) 

Description:  The  file  defined  by  the  routines  SETNAM,  SETLFS,  and 
SETBNK  is  entered  into  the  list  of  logical  file  numbers.  Not  until  this  is 
done  can  the  logical  file  number  be  used  for  the  routines  CKOUT  and 
CHKIN.  A  maximum  of  nine  files  can  be  open  at  one  time. 


CLOSE 

Purpose:  Close  a  logical  file 
Address:  $FFC3  (65475) 

Description:  The  logical  file  specified  in  the  accumulator  is  closed.  All 
stored  values  like  the  device  address,  secondary  address,  etc.  are  erased 
from  the  table.  If  an  error  is  encountered,  the  carry  flag  will  be  set. 

Input  parameter:  .A 
Output  parameter:  carry 
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Example: 

/Example  for  CLOSE 

LDA  #$01      ; CLOSE  THE  EXAMPLE  FILE  FROM  SETNAM 

JSR  $FFC3   ; CALL  CLOSE 

BCS  ERROR  /ERROR  ENCOUNTERED 


CHKIN 

Purpose:  Define  a  logical  file  as  the  input  channel 
Address:  $FFC6  (65478) 

Description:  The  logical  file  number  to  be  used  as  the  input  channel  is 
passed  in  the  X-register.  The  given  logical  file  number  must  have  already 
been  opened  with  the  OPEN  command.  If  the  BASIN  routine  is  called  after 
the  OPEN  command,  the  input  is  not  done  from  the  keyboard  but  from  the 
opened  file;  this  can  be  from  the  disk  drive.  It  should  be  noted  that  no 
CHKIN  is  required  when  reading  from  the  keyboard  because  it  is  the 
standard  input  device.  After  a  CLOSE  or  CLRCH,  the  keyboard  is 
automatically  again  the  input  device.  The  carry  flag  is  also  used  as  the  OK 
flag  for  this  routine. 

Input  parameter:  .X 
Output  parameter:  carry 

Example: 

/Read  the  directory 

JSR  DIROP  /OPEN  1, 8,0, "$" (SELF -DEFINED  ROUTINE) 

LDX  #$01  / LFN  OF  THE  OPENED  FILE 

JSR  $FFC6  /EXECUTE  CHKIN 

JSR  $FFCF  /BASIN — GET  CHARACTER 


CKOUT 

Purpose:  Define  a  logical  file  as  the  output  file 
Address:  $FFC9  (65481) 

Description:  This  routine  defines  a  file  passed  in  the  X-register  as  the  output 
file.  It  must  have  been  previously  opened  properly.  A  file  opened  with 
OPEN  1,8,0,"$"  and  then  defined  as  the  output  file  with  CKOUT  would 
result  in  an  error  because  this  file  was  opened  for  reading  and  not  for 
writing.  After  defining  an  output  file,  the  screen  is  no  longer  the  output 
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device  —  the  output  file  is.  All  characters  output  via  BSOUT  are  sent  to  this 
device.  The  carry  flag  is  used  to  indicate  an  error.  If  it  is  cleared,  the 
operation  was  successful. 

Input  parameters:    .  X 
Output  parameters:  carry 


CLRCH 

Purpose:  Close  input/output  channel 
Address:  $FFCC  (65484) 

Description:  This  routine  clears  any  input  or  output  files  defined  with 
CHKIN  and/or  CHKIN.  An  UNTALK  is  sent  to  the  input  device  and 
UNLISTEN  is  sent  to  the  output  device.  The  screen  again  becomes  the 
output  device  and  the  keyboard  the  input  device.  The  files  are  not  closed. 
Neither  input  nor  output  parameters  are  passed. 


BASIN 

Purpose:  Get  a  character  from  the  input  channel 
Address:  $FPCF  (65487) 

Description:  The  file  opened  and  defined  as  the  input  file  by  CHKIN 
(otherwise  the  keyboard)  returns  a  character  in  the  accumulator. 

Output  parameter:  .A 


BSOUT 

Purpose:  Output  a  character  to  the  output  channel 
Address:  $FFD2  (65490) 

Description:  The  character  passed  in  the  accumulator  is  sent  to  the  open  file 
defined  as  the  output  file  by  CKOUT.  If  the  screen  is  the  output  file 
(default),  the  ASCII  character  is  converted  to  a  printable  POKE  code  (This 
is  an  extensive  procedure.  Those  interested  should  look  at  the  appropriate 
code  in  the  C  range  of  the  kernal). 
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Input  parameter:  .A 
Example: 

; Switch  the  40/80  column  mode 
LDA  #$1B  ;<ESC> 

JSR  BSOUT  ; $FFD2 ,   OUTPUT  CHARACTER 

LDA  #"X"     ;<ESC>X  TO  EXCHANGE  THE  SCREEN  STATUS 

JSR  BSOUT  ; OUTPUT 

(There  is  also  a  special  routine  to  which  you  can  jump.) 


LOADSP 

Purpose:  Load  a  file  into  memory 
Address:  $FFD5  (65493) 

Description:  Before  a  file  can  be  loaded  with  LOADSP,  the  device, 
secondary  address,  filename,  etc.  must  be  defined  by  the  routines  SETLFS, 
SETNAM,  and  SETBNK.  The  address  at  which  the  file  is  to  be  loaded  is 
passed  in  the  X  (low)  and  Y  (high)  registers. 

Input  parameters:    .X,  .Y 

Example: 

;Load  an  overlay 

JSR  PREP     ; SETLFS,    SETBNK,    SETNAM,  ETC. 
LDX  #$00     ;LOW  BYTE  OF  $1000 

LDY  #$10     ; HIGH  BYTE  OF  $1000    (LOAD  ADDRESS) 
JSR  $FFD5   /LOAD  FILE  AT  $1000 


SAVESP 

Purpose:  Save  memory  to  a  file 
Address:  $FFD8  (65496) 

Description:  This  routine  saves  a  memory  range  to  a  file  (disk,  cassette).  As 
with  the  LOADSP  routine,  you  must  first  define  the  device  address, 
secondary  address,  RAM  bank,  filename,  etc.  with  the  routines  SETBNK, 
SETLFS,  and  SETNAM.  The  zero-page  address  at  which  the  start  address 
of  the  area  to  be  saved  is  stored  and  passed  in  the  accumulator.  The  end 
address  of  the  range  is  passed  in  the  X  (low)  and  Y  (high)  registers. 
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Input  parameters:    .A,  .X, . Y,  zero  page 


Example: 

;Save  the 
JSR  PREP 
LDA  #$00 
STA  $FC 
LDA  #$10 
STA  $FD 
LDA  #$FC 
LDX  #$00 
LDY  #$11 
JSR  $FFD8 


range  $1000  to  $1100 
CALL  SETLFS,    SETNAM,  SETBNK 
LOW  BYTE  OF  $1000 
STORE  IN  ZERO  PAGE 
HIGH  BYTE  OF  $1000 
STORE  IN  ZERO  PAGE 
THE  POINTER  IS  LOCATED  IN  $FC 
LOW  BYTE  OF  THE  END  ADDRESS  $1100 
HIGH  BYTE  OF  THE  END  ADDRESS  $1100 
SAVESP — SAVE  THE  RANGE  $1000-$1100 


SETTIM 

Purpose:  Set  the  system  clock  TI 
Address:  $FFDB  (65499) 

Description:  This  routine  sets  the  system  clock  TI,  which  is  defined  at 
address  $A0.  This  clock  is  controlled  by  the  kernal  IRQ  routine  and  is  not 
very  accurate.  If  want  an  accurate  clock,  use  the  timers  in  the  two  CIAs  (see 
Chapter  3).  The  high-order  byte  of  the  24-hour  clock  is  passed  in  the 
Y-register. 

Input  parameters:    .A,  .X,  .Y 

Example: 

;Reset  the  system  clock 
LDA  #$00     /RESET  MEANS 
TAY  /SET  TO  0,0,0 

TAX  ; ALL  THREE  REGISTERS  TO  ZERO 

JSR  $FFDB  ; SETTIM 


RDTIM 

Purpose:  Read  the  system  clock 
Address:  $FFDE  (65502) 

Description:  This  routine  reads  from  the  24-hour  clock  and  passes  the  three 
bytes  in  registers  Y  (highest-order),  X,  and  the  accumulator  (lowest). 


171 


Abacus  Software 


C-128  Internals 


Output  parameters:  .A,  .X,  .Y 

Example: 

;Read  the  2 4 -hour  clock 

JSR  $FFDE  ; CALL  RDTIM 

STY  $FC  /STORE  MSB 

STX  $FD  /STORE  MIDDLE  BYTE 

STA  $FE  /STORE  LSB 


STOP 

Purpose:  Poll  the  STOP  key 
Address:  $FFE1  (65505) 

Description:  If  the  STOP  key  was  pressed  since  the  last  IRQ  call,  the  zero 
flag  will  be  set  and  a  CLRCH  will  be  executed.  If  the  STOP  key  was  not 
pressed,  the  zero  flag  will  be  cleared. 

Output  parameters:  zero  flag 

Example: 

/Check  for  STOP 

JSR  $FFE1   /STOP  KEY  PRESSED 

BEQ  YES  /PRESSED 


GETIN 


Purpose:  Get  a  character  from  the  keyboard  buffer  or  RS-232 
Address:  $FFE4  (65508) 

Description:  Gets  a  character  from  the  defined  input  file.  If  no  character  is 
ready,  the  accumulator  is  returned  with  zero. 


Output  parameter:  .A 
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CLALL 

Purpose:  Close  all  open  files 
Address:  $FFE7  (65511) 

Description:  All  of  the  files  opened  with  OPEN  are  closed,  actually  CCALL 
deletes  the  files  by  clearing  the  table  index-no  CLOSE  is  actually 
performed.  This  can  be  particularly  annoying  for  open  disk  files  (WRITE 
FILE  OPEN  ERROR  results).  After  erasing  the  logical  files,  a  CLRCH  is 
executed.  CLALL  should  therefore  be  used  with  caution. 


UDTIM 

Purpose:  Update  system  clock 
Address:  $FFEA  (65514) 

Description:  This  routine  is  usually  called  by  the  IRQ  routine.  The 
three-byte  24-hour  clock  is  incremented  by  one  unit. 


SCRORG 

Purpose:  Get  the  size  of  the  current  window 
Address:  $FFED  (65117) 

Description:  The  routine  SCRORG  gets  the  current  window  values  in  the 
registers.  After  the  call,  the  accumulator  contains  the  maximum  column 
number,  the  number  of  lines  in  the  window  is  found  in  the  Y-register,  and 
the  X-register  contains  the  number  of  columns  in  the  window. 

Output  parameters:  .A,  .X,  .Y 


PLOT 

Purpose:  Get/set  cursor  position 
Address:  $FFF0  (65120) 

Description:  The  cursor  position  is  either  fetched  or  set  based  on  the 
condition  of  the  carry  flag.  The  X  and  Y  registers  are  the  communication 
registers.  The  Y-register  defines  the  line  (the  first  line  in  the  window  is 
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zero)  and  the  X-register  the  column  of  the  cursor.  If  the  carry  flag  is  set,  the 
current  cursor  position  in  the  window  is  returned  in  the  X  and  Y  registers. 

Input  parameters:    .X,  .  Y,  carry 

Example: 

/Set  an  asterisk  in  the  middle  of  the  window 


JSR  $FFED  ; CALL  SCRORG 

TXA  ; COLUMN  NUMBER  TO  ACC 

LSR  A  /DIVISION  BY  TWO  (MIDDLE) 

TAX  /AND  AS  COLUMN  BACK  TO  X 

TYA    .  /LINE  NUMBER  TO  ACC 

LSR  A  /DIVISION  BY  TWO  (MIDDLE) 

TAY  /AND  AS  LINE  TO  Y 

CLC  /CLEAR  CARRY=SET  CURSOR  POSITION 

JSR  $FFF0  /SET  CURSOR  POSITION 

LDA  #"*"  /LOAD  ACC  WITH  ASTERISK 

JSR  $FFD2  /AND  OUTPUT 


IOBASE 

Purpose:  Get  the  base  address  of  the  I/O  area 
Address:  $FFF3  (65123) 

Description:  The  address  of  the  input/output  area  is  returns  in  the  X  (low) 
and  Y  (high)  registers.  This  address  is  always  $D000  for  the  128.  For  later 
expansions  or  movements,  we  advise  you  in  order  to  maintain  compatibility 
to  integrate  this  routine  into  the  software  and  make  reference  to  it 

Output  parameters:  .X,  .Y 

Example: 

/ Start  of  the  program 

JSR  $FFD3  /IOBASE 

STX  $FD  /STORE  LOW  BYTE 

STY  $FE  /STORE  HIGH  BYTE 

This  address  is  referenced  in  the  program  as  follows: 

STA   ($FD),Y   /IN  I/O  AREA 
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7.4.2  Other  useful  kernal  routines 


There  are  some  other  routines  in  the  kernal  which  can  help  save  time 
and  program  memory.  These  routines  are  found  particularly  in  the  $C000 
block  of  ROM  and  are  used  for  input/output  on  the  two  screens.  Here  are 
some  of  the  routines  we  feel  are  useful. 


CLRWIN 

Purpose:  Clear  the  window  (screen) 
Address:  $C 142  (49474) 

Description:  If  no  window  is  defined,  the  entire  screen  is  cleared.  If  a 
window  is  defined,  only  the  screen  area  inside  the  boundaries  of  the 
window  is  erased. 


CURHOM 

Purpose:  Cursor  to  HOME  position  in  window 
Address:  $C150  (49482) 

Description:  The  cursor  is  positioned  in  the  upper  left-hand  corner  of  the 
window.  If  no  window  is  defined,  the  cursor  is  placed  in  the  upper 
left-hand  corner  of  the  screen.  Note  that  position  0/0  always  defines  the 
upper  left-hand  corner  of  the  window. 


GETLIN 

Purpose:  Get  an  input  character 
Address:  $C258  (49752) 

Description:  Characters  are  taken  from  the  keyboard  and  displayed  on  the 
screen  at  the  current  cursor  position  until  the  <RETURN>  key  is  pressed. 
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BSOUT  SCRN 

Purpose:  Output  a  character  to  the  current  screen 
Address:  $C72D  (50989) 

Description:  This  routine  is  the  continuation  of  the  BSOUT  routine  at 
$FFD2.  The  routine  is  faster  since  it  does  not  have  all  of  the  checks  that  are 
built  into  BSOUT.  The  character  is  passed  to  the  routine  in  the  accumulator 
and  output  to  the  currently  active  screen~at  the  current  cursor  position. 

Input  parameters:  .A 


CLQIR 

Purpose:  Clear  the  quote,  insert,  and  reverse  modes 
Address:  $C77D  (51069) 

Description:  This  routine  clears  the  flags  for  the  quote,  insert,  and  reverse 
modes.  It  works  somewhat  faster  than  outputting  the  necessary  control 
sequences  via  BSOUT. 


Here  is  a  list  of  other  important  routines  and  their  address: 


$C854 

$C85A 

$C867 

$C875 

$C880 

$C8BF 

$C8C1 

$C8C7 

$C8CE 

$C91B 

$C93D 

$C94F 

$C980 

$C98E 

$CA14 

$CA16 

$CA24 

$CA52 


(51284 
(51290 
(51303 
(51317 
(51328 
(51391 
(51393 
(51399 
(51406 
(51483 
(51517 
(51535 
(51584 
(51598 
(51732 
(51734 
(51748 
(51794 


Cursor  right  in  window 

Cursor  down  in  window 

Cursor  up  in  window 

Cursor  left  in  window 

Enable  second  character  set 

Clear  RVS  mode 

Set  RVS  mode 

Enable  underlining 

Disable  underlining 

Delete  character  to  the  left  of  the  cursor 

Delete  character  under  cursor 

Jump  to  tab 

Clear  all  tabs 

BELL  -  create  bell  tone 

Cursor  pos.  defined  left/top  of  window 

Cursor  pos.  defined  right/top  of  window 

Define  screen  as  window 

Clear  current  line 
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$CA76 

$CA8B 

$CA9F 

$CABC 

$CAF2 

$CAFE 

$CB0B 

$CB21 

$CB3F 

$CB48 

$CC27 

$CC2F 

$CC4A 


(51830 
(51851 
(51871 
(51900 
(51954 
(51966 
(51979 
(52001 
(52031 
(52040 
(52263 
(52271 
(52298 


$CC6A  (52330 
$CD2C  (52524 


Clear  from  cursor  to  end  of  line 
Clear  from  start  of  line  to  cursor  pos. 
Clear  from  cursor  pos.  to  end  of  screen 
Scroll  up 

Enable  block  cursor 

Enable  underline  cursor 

Cursor  flash  off 

Cursor  flash  on 

Invert  80-column  screen 

80-column  screen  normal 

<space>  at  current  cursor  position 

Character  <acc>  at  current  cursor  position 

Output  character  <acc>,  <X>:color,  <Y>:column  to 

80-column  screen  (without  moving  the  cursor) 

Get/set  cursor  position 

SWAPPER  -  switch  40/80-column 


7.5  Tips  &  Tricks 


Naturally,  this  section  cannot  replace  our  book  Tips  &  Tricks,  but  we 
want  to  explain  to  you  the  most  important  and/or  useful  things  which  we 
have  found  out. 

By  use  of  these  examples,  you'll  be  able  to  see  how  to  use  the 
documented  zero-page  and  ROM  listings-since  the  information  ultimately 
comes  from  these  listings. 


7.5.1  Disabling  the  STOP  key 


Frequently  you  may  want  to  prevent  the  user  from  interrupting  the 
program  by  pressing  the  STOP  key —in  many  situations  this  can  be 
dangerous  if  the  STOP  key  is  pressed  accidentally. 

To  solve  the  problem,  we  look  in  zero  page.  Here,  at  address  $0300  is 
a  table  of  jump  commands  for  the  most  important  kernal  routines. 
Practically  speaking,  this  area  is  an  interface  between  the  programmer  and 
the  operating  system,  because  it  allows  the  programmer  to  cause  other 
things  to  happen  simply  by  redirecting  the  jump  commands  (usually  to  a 
routine  he  writes). 
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The  address  for  the  kernal  STOP  routine  is  found  at  address  $0328--it 
points  to  $F66E.  The  current  status  of  the  STOP  key  is  read  from  zero-page 
address  $91  at  this  address  $F66E.  Address  $91  is  always  loaded  with  the 
latest  condition  by  the  IRQ  routine.  If  we  skip  this  test,  we  achieve  the 
effect  that  pressing  the  STOP  key  is  no  longer  recognized  by  the  STOP  test 
routine.  We  need  only  modify  the  address  at  $0328.  We  write  the  low  byte 
of  the  address  of  the  command  following  the  STOP  routine  to  this 
address. We  do  this  in  BASIC  with  the  following  POKE: 

POKE  DEC("0328,,),1 12  :  REM  DISABLE  STOP  KEY 

The  vector  $0328/$0329  no  longer  points  to  $F66E  but  to  $F670.  The 
operating  system  no  longer  recognizes  the  STOP  key,  not  during  a 
program,  nor  while  listing,  or  many  other  actions. 

We  have  now  done  what  we  set  out  to  do.  There  is  a  still  a  bug  in  the 
system,  however.  If  someone  is  clever  enough  to  press  the  STOP  and 
RESTORE  keys  at  the  same  time,  our  program  will  be  interrupted  anyway! 
The  STOP  test  routine  at  address  $F66E  is  also  called  in  the  NMI  routine, 
though  it  does  not  use  the  vector  $0328,  so  pressing  the  STOP  key  will  be 
recognized. 


7.5.2  Disable  STOP-RESTORE  combination 


If  this  combination  is  pressed  on  the  keyboard,  the  NMI  service  routine 
is  called.  NMI  stands  for  Non-Maskable  Interrupt— an  interrupt  is  generated 
which  cannot  be  disabled  with  the  SEI  command. 

But  there  is  a  vector  for  this  routine  also  in  the  zero-page  area.  The 
vector  responsible  for  the  NMI  routine  is  found  at  address  $0318  and  points 
to  the  NMI  routine  in  the  kernal  at  address  $FAF0. 

If  you  do  not  want  a  BASIC  warm-start  to  be  executed  when  the 
STOP-RESTORE  key  combination  is  pressed,  you  must  set  the  NMI  vector 
to  the  end  of  the  NMI  routine.  It  is  advisable  to  set  the  vector  to  $FA62, 
since  this  jumps  to  the  IRQ  return  routine,  reseting  the  registers  and 
executes  an  RTT. 

The  following  BASIC  command  is  necessary  to  redirect  the  NMI 
routine: 
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POKE  DEC("0318"),98  :  REM  REDIRECT  NMI 

After  you  have  integrated  this  POKE  command  into  your  program 
(together  with  the  STOP-key  disable)  it  is  impossible  for  anyone  to  exit 
your  program  unless  they  build  a  RESET  switch  on  the  user  or  expansion 
port,  but  this  too  can  be  intercepted... 


7.5.3  The  IRQ  vector 


The  IRQ  routine  in  the  kernal  is  called  every  1/60  of  a  second.  The  CIA 
is  responsible  for  generating  this  interrupt  with  its  timers.  The  vector  for 
the  IRQ  routine  is  found  at  address  $0314  and  normally  points  to  the  kernal 
address  $FA65.  If  you  want  to  link  into  the  IRQ  routine,  for  your  own 
sprite  control,  or  to  change  the  border  color  every  second,  etc.,  in  can  be 
done  in  this  way. 

Redirect  the  IRQ  vector  to  your  own  routine  and  jump  to  the 
"remaining"  kernal  IRQ  routine  after  executing  yours.  But  be  careful  when 
you  redirect  the  IRQ  vector.  The  interrupts  must  be  disabled  when  changing 
the  vector  or  the  computer  may  crash. 

Here  is  a  short  example  program  which  changes  the  border  color  of  the 
40-column  screen  by  one  color  code  every  60th  IRQ  call. 


02000 

78 

SEI 

02001 

A9 

OC 

LDA 

#$0C 

02003 

8D 

14 

03 

STA 

$0314 

02006 

A9 

20 

LDA 

#$20 

02008 

8D 

15 

03 

STA 

$0315 

0200B 

58 

CLI 

0200C 

E6 

FD 

INC 

$FD 

0200E 

A5 

FD 

LDA 

$FD 

02010 

C9 

3C 

CMP 

#$3C 

02012 

DO 

07 

BNE 

$201B 

02014 

EE 

20 

DO 

INC 

$D020 

02017 

A9 

00 

LDA 

#$00 

02019 

85 

FD 

STA 

$FD 

0201B 

4C 

65 

FA 

JMP 

$FA65 

Disable  interrupts 
Store  low  byte  of  new 
IRQ  routine  in  vector 
Store  high  byte  of  new 
IRQ  routine  in  vector 
Enable  int .  again 
Increment  counter 
Get  counter 
60  already? 
Not  yet  reached 
Increment  border  color 
And  counter  again 
Set  to  zero 
Remaining  IRQ  routine 


This  routine  is  enabled  by  calling  the  enable  routine  at  address  $2000. 
This  is  done  by: 
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SYS  DEC("2000") 

Now  the  color  of  the  border  is  changed  at  regular  intervals.  This  is  one 
example  (even  though  trivial),  of  what  you  can  do  with  the  IRQ  routine. 


7.5.4  Disabling  the  BASIC  interrupt 


As  we  mentioned  in  the  chapter  on  the  VIC  chip,  it  can  be  very 
annoying  when  the  interpreter  is  always  getting  in  the  way.  There  is  a  way 
around  this.  The  interrupts  stop  working  if  you  tell  the  interpreter  not  to 
jump  to  the  BASIC  IRQ  routine.  This  can  be  done  at  address  $0A04.  If  bit 
0  is  set,  the  BASIC  ER.Q  routines  for  graphics  and  sound  are  executed.  If 
we  clear  this  bit,  these  routines  will  no  longer  be  executed  and  the  sprites 
will  stop  moving,  etc. 

This  is  a  welcome  option  for  all  machine  language  programmers  who 
want  to  program  the  sprites  themselves.  The  text/graphic  mode  is  not 
affected  by  all  of  this;  it  is  still  switched  automatically.  This  is  because  this 
switch  occurs  in  the  kemal  IRQ  routine.  If,  for  example,  you  want  to  enable 
the  graphic  mode,  but  don't  want  to  use  the  BASIC  commands,  you  must 
either  make  corresponding  changes  in  the  zero-page  addresses,  or  you  must 
sneak  into  the  kernal  routine. 

To  demonstrate  the  effect  of  this  disabling,  first  define  a  sprite  and 
enable  it: 

SPRITE  1,1,2,0,1,1   :   REM  TURN  SPRITE  1  ON 
MOVSPR  1,90#9  :   REM  MOVE  SPRITE  1 

Whatever  your  sprite  may  look  like,  it  is  now  moving  across  the  screen. 
If  you  now  try  to  write  to  the  VIC  registers  and  change  the  appearance  or 
the  position  of  the  sprite,  you  will  see  a  brief  flash  on  the  screen  and  then 
the  sprite  will  do  what  it  wants  or  what  the  operating  system  wants. 

The  sprites  can  be  stopped  once  and  for  all  by  clearing  bit  0  in  address 
$0A04.  This  is  done  with  the  following  instruction: 

POKE  DEC ("0A04") ,   PEEK (DEC ( "0A04 ") )   AND  254 

The  sprite  stops  where  it  is  and  moves  no  further.  Now  the  VIC  chip 
can  be  manipulated  without  interference. 
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7.5.5  Positioning  the  cursor 


You  will  often  want  to  position  the  cursor  at  a  given  location  on  the 
screen/window  from  within  BASIC.  Unfortunately,  there  is  no  command 
which  does  this.  You  can  only  set  the  graphic  cursor  at  a  position  X,Y  by 
means  of  the  LOCATE  command.  Of  course  this  positioning  is  possible  by 
outputting  cursor-movement  codes,  but  this  method  is: 

a)  slow, 

b)  memory-consuming,  and 

c)  cumbersome 

We  offer  you  a  way  of  positioning  the  cursor  by  calling  the  kernal 
routine  that  sets  the  cursor  position.  Normally  the  cursor  line  is  passed  in 
the  X-register  and  the  column  in  the  Y-register.  You  can  also  pass  these 
parameters  as  (optional)  parameters  in  the  SYS  command. 

As  you  can  probably  gather  from  the  kernal  listing,  the  routine  for 
setting  the  cursor  position  is  found  at  address  $CC6A.  Since  we  want  to  set 
the  cursor  position  and  not  determine  it,  we  can  skip  the  carry-flag  test  at  the 
start  of  the  routine.  We  will  use  address  $CC6C  as  the  entry  point 

The  syntax  for  positioning  the  cursor  looks  like  this: 

BANK  15:  SYS  DEC("CC6C,,)„<line>,<column> 

The  first  line  and  the  first  column  in  the  window  is  line  zero,  column 
zero.  The  two  commas  are  required  before  the  <line>. 

As  an  example  of  how  you  can  make  use  of  this  positioning  routine, 
take  a  look  at  the  following  program: 

10  REM  ***  DEMO  PROGRAM  FOR  CURSOR  POSITIONING  *** 

30  CL=40-40* (PEEK(DEC ("D7") ) :REM  40  OR  80  COL? 

40  PRINT  CHR$(147);:   REM  CLEAR  SCREEN 

50  X=INT (RND (TI) *24) :   REM  LINE 

60  Y=INT (RND (TI) *CL) :   REM  COLUMN 

70  BANK  15:   SYS  DEC ( "CC6C" ) , , X, Y 

75  PRINT  "X" 

80  GET  G$:   IF  G$=""  THEN  50 
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7.6  The  Z-80 


As  you  already  know,  there  is  a  Z-80A  built  into  your  C-128.  Most 
Z-80  fans  will  be  interested  in  finding  out  how  to  switch  this  processor  on. 
Here's  a  quick  answer.  The  currently-active  processor  can  be  selected  in  bit 
0  of  the  mode  configuration  register.  If  this  bit  0  is  set,  the  Z-80  is 
activated.  A  set  bit  means  that  the  8502  is  working.  If  one  switches  to  the 
Z-80  in  this  manner,  the  computer  will  never  return  from  this  mode. 

In  the  C-128  there  is  a  ROM  containing  4K  of  Z-80  code.  After 
power-up  or  RESET  this  Z-80  code  is  executed,  meaning  that  the  Z-80  is 
enabled.  This  ROM  is  located  at  $D000,  but  is  mirrored  down  to  $0000  for 
the  Z-80.  After  a  RESET,  the  Z-80  begins  its  work  at  address  $0000.  This 
ROM  cannot  be  read  by  software. 

In  section  7.6.1  the  first  part  of  this  ROM  disassembled.  We  will  not 
present  a  complete  listing.  It  should  be  noted  that  these  4K  bytes  do  not 
really  have  anything  to  do  with  CP/M  itself,  but  only  with  booting  CP/M. 

After  the  configuration  ($3E)  has  been  selected,  a  test  is  made  to  see  if 
there  is  a  cartridge  (/GAME  or  /EXROM  line  set)  in  the  expansion  port.  If 
this  is  the  case,  control  is  passed  to  this  cartridge.  First,  the  64  mode  is 
enabled  and  the  8502  is  activated. 

If  there  is  no  cartridge  in  the  expansion  port,  the  Commodore  key  is 
tested.  If  you  hold  down  the  Commodore  key  during  power-up  or  RESET, 
the  64  mode  is  entered  directly,  without  making  a  BOOT  attempt  and 
without  having  to  enter  GO  64.  If  the  Commodore  key  is  not  pressed,  the 
various  memory  areas  are  copied,  in  the  common  area  at  $FFD0.  It  should 
be  noted  that  the  Z-80  as  well  as  8502  code  is  copied.  After  both  routines 
are  copied,  control  is  passed  to  the  (just-copied)  routine  at  $FFE0.  In  this 
routine  the  8502  is  enabled  and  control  is  again  passed  to  our  "normal" 
operating  system.  If  the  Z-80  is  enabled  by  the  programmer,  processing 
continues  here  (at  address  $FFEE).  And  it  is  precisely  here  that  we  find  the 
interface.  If  you  replaces  the  RST  8  with  a  JMP  command,  the  Z-80  can  be 
made  to  execute  your  own  Z-80  program 

Let's  go  through  a  very  simple  example.  We  want  to  enable  the  Z-80 
and  change  a  memory  location  through  Z-80  assembly  language.  This 
machine  language  program  is  to  be  located  at  address  $3000: 
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3E 

3F 

LD 

A,  $3F 

; Select  configuration 

32 

00 

FF 

LD 

($FF00) ,A 

;Set  configuration 

3E 

IE 

LD 

A,  $1E 

;Any  value 

32 

00 

22 

LD 

($2200) ,A 

; Write  in  mem  loc  $2200 

C3 

E0 

FF 

JMP 

$FFE0 

;And  enable  the  8502  again 

We'll  enter  the  Z-80  codes  at  address  $3000  with  the  monitor.  Use  the 
M  command  to  do  this. 


M  3000 

>03000:   3E  3F  32  00  FF  3E  IE  32  00  22  C3  E0  FF 


We  must  not  forget  to  change  the  jump  at  $FFEE  or  otherwise  the 
(normal)  RST  8  will  be  executed.  A  jump  to  our  routine  must  be  placed  at 
address  $FFEE.  We  must  insert  the  following  three  bytes  at  this  address: 


M  FFEE 

>FFEE:   C3  00  30 


Now  we  must  write  a  routine  in  8502  code  which  enables  the  Z-80  and 
continues  after  the  return  from  the  Z-80  execution.  The  routine  looks  like 
this: 


SEI 

LDA  #$3E 
STA  $FF00 
LDA  #$B0 
STA  $D505 
NOP 
BRK 


/Disable  interrupts 
/Configuration  byte 
; Store 

/Enable  Z-80  in  the 

;Mode  configuration  register 

/Delay  (buffer) 

;End,  return  to  monitor 


Enter  this  routine  with  the  assembler  at  address  $2100.  Set  the  memory 
location  $2200  to  zero  with  the  monitor  and  start  the  whole  routine  with: 


G2100 


The  computer  returns  immediately  to  the  monitor.  Read  memory 
location  $2200  and  you  will  see  that  this  address  contains  the  value  $1E. 
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7.6.1  The  Z-80-ROM 

/ 

Here  is  the  first  section  of  the  Z-80  ROM,  with  comments: 


****************************************  RST  00  (cold  start) 
oooo:    3E  3E         ld   a, $3E         Configuration byte(RAM,I/0) 


0002: 

32  00  FF 

LD  ($FF00),A 

In  configuration  register 

0005: 

C3  3B  00 

JP  $003B 

Remainder  of  cold  start 

******************************************  RST  08 

0008: 

31  77  3C 

LD  SP,$3C77 

000B: 

3E  3F 

LD     A,  $3F 

000D: 

C3  8C  01 

JP  $018C 

Remainder  of  RST  08 

******************************************  RST  10 

0010: 

El 

POP  HL 

Return  address  from  stack 

0011 

6E 

LD     L,  (HL) 

Low  byte  of  the  return  addrt 

0012 

C3  20  00 

JP  $0020 

Jump  to  RST  20  routine 

0015 

.  00 

NOP 

Fill  bytes 

0016 

:  00 

NOP 

0017 

:  00 

NOP 

******************************************  RST  1 8 

0018 

:  El 

POP  HL 

Return  address  from  stack 

0019 

:  6E 

LD     L,  (HL) 

Low  byte  of  return  address 

001A 

:     C3  28  00 

JP  $0028 

Jump  to  RST  28  routine 

001D 

:  00 

NOP 

Fill  bytes 

001E 

:  00 

NOP 

001F 

:  00 

NOP 

******************************************  RST  20 

0020 

:     3A  OF  FD 

LD     A,  ($FD0F) 

0023 

:  A7 

AND  A 

184 


Abacus  Software 


C-128  Internals 


0024 

:  28 

02 

JR 

Z,$+4  >$0028 

0026 

:  2C 

INC 

L 

0027 

:  2C 

INC 

L 

******************************************  RST 28 

0028 

:  26 

01 

LD 

H,  $01 

002A 

7E 

LD 

A/ (HL) 

002B 

:  23 

INC 

HL 

002C 

:  66 

LD 

H, (HL) 

002D 

6F 

LD 

L,  A 

002E 

:  E9 

JP 

(HL) 

002F 

:  00 

NOP 

******************************************  rst  30 

0030 

:  30 

35 

JR 

NC, $+55 

>$0067 

0032 

:  2F 

CPL 

0033 

:  31 

32 

2F 

LD 

SP,$2F32 

0036 

:  38 

35 

JR 

C,$+55  >$006D 

******************************************  rst  33 

0038 

C3 

FD 

FD 

JP 

$FDFD 

Continue  RST  38  at  $FDFD 

******************************************  rst  0  Contn'd 

003B 

01 

2F 

DO 

LD 

BC, $D02F 

Register  47  of  VIC  Chip 

(keyboard) 

003E 

11 

FC 

FF 

Lp 

DE, $FFFC 

Write  $FF  in  the  keyboard 

0041 

ED 

51 

OUT 

(C)  ,D 

No  extension  keys 

0043 

03 

INC 

BC 

Register  48=clock  register 

0044 

ED 

59 

OUT 

(C)  ,E 

Set  to  $FC  ->  1  MHz  mode 

0046 

01 

05 

D5 

LD 

BC,$D505 

Mode  config.  register 

0049: 

3E 

BO 

LD 

A,  $B0 

Test  /EXROM  and  /GAME 

004B 

ED 

79 

OUT 

(C),A 

Enable  128  mode 

004D 

ED 

78 

IN 

A,  (C) 

Mode  config.  register 

004F 

2F 

CPL 

Read  again  and  negate 

0050. 

E6 

30 

AND 

$30 

/EXROM  or  /GAME  set? 

0052 

28 

05 

JR 

z,$+7  >$0059  No,  then  no  cartridge 

185 


Abacus  Software 


C-128  Internals 


***********************************  Enable  64  mode  and  pass 

Control  to  the  cartridge 


0054: 

3E  i 

PI 

LD 

A,$F1 

Enable  8502  and  select  the 

0056: 

ED 

79 

OUT 

(C)  ,  A 

64  mode 

0058 : 

C7 

RST 

$00 

And  execute  cold  start 

0059: 

01 

OF  DC 

LD 

BC, $DC0F 

Select  CRB  reg.  in  CIA1 

005C: 

3E 

08 

LD 

A,  $08 

And  then  stop 

005E: 

ED 

79 

OUT 

(C)  ,A 

Timer  B  as  well  as 

00  60: 

0D 

DEC 

C 

Timer  A  of 

0061: 

ED 

79 

OUT 

(C)  ,A 

CIA1 

0063: 

0E 

03 

LD 

C,$03 

DDRB-data  direction  reg. 

0065 : 

AF 

XOR 

A 

For  port  B:  Set  all  bits 

0  0  66 : 

ED 

79 

OUT 

(C)  ,  A 

to  Input 

0068 : 

0D 

DEC 

C 

Pointer  to  DDRA  and 

0069 : 

3D 

DEC 

A 

Put  all  bits  to 

006A: 

ED 

79 

OUT 

(C)  ,  A 

Output. 

006C: 

0D 

DEC 

C 

Decrementing  BC  causes  it 

00  6D: 

0D 

DEC 

C 

to  Point  to  port  A 

00  6E: 

3E 

7F 

LD 

A,  $7F 

Write  $7F  to  port  A  (See 

0070: 

ED 

79 

OU 

(C),A 

also  Keyboard  matrix) 

0072: 

03 

INC 

BC 

Pointer  to  port  B  (input) 

0073: 

ED 

78 

IN 

A,  (C) 

And  read 

0075: 

E6 

20 

AND 

$20 

Mask  out  Commodore  key 

0077 : 

01 

05 

D5 

LD 

BC, $D505 

Pointer  for  mode  config  reg 

007A: 

28 

D8 

JR 

z,$-38  >$0054  Key  pressed>  64  mode 

007C: 

21 

B4 

OF 

LD 

RL,$0FB4 

Load  the  MMU  reg.  with  the 

007F: 

01 

OA 

D5 

LD 

BC,$D50A 

Values  at 

0082 : 

16 

OB 

LD 

D,$0B 

$0FAA 

0084 : 

7E 

LD 

A, (HL) 

Note  that  the 

0085 : 

ED 

79 

OUT 

(C)  ,A 

1 1  MMU  registers 

0087 : 

2B 

DEC 

HL 

Are  loaded  with  the  values 

0088: 

0D 

DEC 

:  c 

At  $0FB4  downwards! 

0089: 

15 

DEC 

:  d 

008A: 

20 

F8 

JR 

nz,$-6  >$0084  End  of  the  loop 

008C: 

21 

1A 

OD 

LD 

HL, $0D1A 

Copy  the  area  from  $0D1A 

008F: 

11 

00 

11 

LD 

DE, $1100 

To  $1100 

0092: 

01 

08 

00 

LD 

BC, $0008 

Copy  eight  bytes 

0095: 

ED 

BO 

LDIR 

(8502  code!) 

0097: 

21 

E5 

OE 

LD 

HL, $0EE5 

Also  copy  the  area 

009A: 

11 

DO 

FF 

LD 

DE, $FFD0 

From  $0EE5  to  the  common 
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ld  bc,$ooif  Areaat$FFDO 
ldir  Copy  31  bytes 

ld  hl,  $ 1 1 o o     $  1 100  as  jump  vector 

ld  (  $fffa)  ,  hl  Copy  jump  vector  in 

ld  (  $fffc)  ,  hl  All  four  addresses 

ld  ($fffe)  ,hl  Including  address 

ld  ($ffdd),hl  $FFDD  (just  copied!) 

jp  $ffe  o         And  jump  to  the  Z-80  part 

The  following  section  is  copied  to  $FFD0  at  the  start  and  contains  8502 
code  to  switch  over  to  the  Z-80  mode: 


009D 

01 

IF 

00 

00  AO 

ED 

B0 

00A2 

21 

00 

11 

00A5 

22 

FA 

FF 

00A8 

22 

FC 

FF 

00AB 

22 

FE 

FF 

00AE 

22 

DD 

FF 

OOBl 

C3 

E0 

FF 

**************************** 


0EE5:  78 

0EE6:  A9  3E 

0EE8:  8D  00  FF 

0EEB:  A9  B0 

0EED:  8D  05  D5 

0EF0:  EA 

0EF1:  4C  00  30 

0EF4:  EA 


SEI 

LDA  #$3E 
STA  $FF00 
LDA  #$B0 
STA  $D505 
NOP 

JMP  $3000 
NOP 


also  copy  to  $FFD0 

Disable  interrupts 
Configuration  index 
Set  configuration  index 
Enable  Z-80 

Write  to  mode  config.  register 
Delay 

Jump  to  continuation 


The  jump  at  address  $0EF1  is  changed  or  replaced  by  a  RETURN  in 
most  cases. 

The  following  section—again  in  Z-80  mnemonics-is  also  copied  to 
$FFE0.  The  RST  0  routine  jumps  to  this  address  when  it  is  done.  Then  the 
computer  is  again  in  the  8502  mode.  If  the  Z-80  is  re-enabled,  the  Z-80 
continues  at  precisely  the  same  location  (NOP). 

*****************************  xhis  area  is  copied  to  $FFE0 


0EF5: 
0EF6: 
0EF8  : 
0EFB: 
0EFE: 


F3 

3E  3E 
32  00  FF 
01  05  D5 
3E  Bl 


0F0O:  ED  79 
0F02:  00 
0F03:  CF 


di  Disable  interrupts 

lda  #$3E  Configuration  index 

sta  $ffoo  Into  configuration  register 

ld  bc,$d505  Mode  configuration  register 

ld   a,  $bi  Enable  8502 

out  (C) ,  a  Into  mode  config.  register 

nop  Delay 

rst  $08  Continuation 
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The  address  $0F03  is  found  at  address  $FFEE  after  the  copy.  If  you 
want  to  run  your  own  Z-80  program,  you  must  define  a  jump  to  your 
routine  at  this  point.  In  our  example,  our  Z-80  program  is  located  at  address 
$3000.  We  must  then  branch  to  this  routine  at  address  $FFEE: 

,    FFEE:  C3  00  30  JMP  $3000  branch  to  routine 

To  enable  the  Z-80  in  8502  assembly  language,  you  should  call  the 
routine  at  address  $FFD0.  To  enable  the  8502  in  Z-80  assembly 
language,you  should  call  the  routine  at  $FFE0  to  enable  the  8502  when  the 
Z-80  is  running. 


7.7  Boot  Sector  and  Boot  Routine 


Those  of  you  who  have  worked  with  an  IBM  PC  are  well  aware  of  the 
advantage  of  a  boot  sector.  The  first  thing  to  clarify  is  what  a  "boot"  has  to 
do  with  a  modern  computer  like  the  C-128.  The  answer  is  not  a  difficult 
one.  As  an  article  of  clothing,  the  boot  is  the  "lowest  part"  of  a  person.  It 
has  the  actual  contact  to  the  ground  on  which  we  walk  and  stand.  The  boot 
sector  of  a  computer  is  similar.  It  is  also  the  lowest  part  of  a  program,  the 
connection  between  the  computer  program  and  the  machine. 

When  you  turn  your  C-128  on,  you  will  notice  that  the  disk  drive 
(assuming  you  have  one)  makes  some  noises  and  then  is  quiet.  Even  when 
you  have  inserted  a  disk,  the  disk  drive  always  runs  before  the  computer 
responds. 

The  reason  for  this  action  is  that  the  computer  tries  to  load  this  so-called 
"boot  sector".  This  sector  can  be  used  to  load  a  program  as  soon  as  the 
computer  is  turned  on,  without  the  user  having  to  press  a  single  key.  The 
boot  sector  can  also  be  a  program  of  its  own,  which  is  then  started 
automatically.  This  sector  has  many  uses,  but  in  order  to  make  full  use  of  it, 
it  is  important  to  be  familiar  with  the  internal  structure  of  the  sector  and  the 
action  of  the  boot  routine. 

Since  the  boot  routine  is  controlled  by  the  operating  system  and  cannot 
search  the  entire  diskette  for  such  a  sector,  there  is  only  one  pre-determined 
place  on  the  diskette  that  can  be  used  as  a  boot  sector.  This  is: 

Side  1,  track  01,  sector  00 
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But  be  careful  since  this  sector  is  also  physically  the  first  data  block  on 
a  diskette,  it's  possible  that  this  space  is  already  used  by  other  files.  Before 
you  install  a  boot  sector  on  a  diskette,  you  should  always  check  to  see  if  this 
sector  is  already  occupied. 

In  order  to  be  able  to  understand  the  makeup  of  the  boot  sector,  you 
should  become  familiar  with  the  operation  of  the  boot  routine.  This  kemal 
routine  performs  the  following  steps: 

1)  A  block-read  command  to  track  1,  sector  0  is  constructed  in  the  DOS 
buffer  of  the  expanded  zero  page. 

2)  The  command  is  executed  and  the  block  read  (provided  a  formatted  disk 
is  in  the  drive)  is  loaded  into  the  cassette  buffer. 

3)  The  first  three  bytes  of  the  block  are  checked  to  see  if  they  contain  the 
required  identification  code  for  a  boot  sector.  This  identification  code  is 
CBM.  If  this  code  is  not  present,  the  boot  routine  is  stopped. 

4)  The  four  bytes  following  the  CBM  code  are  loaded  into  four  zero-page 
pointers.  Generally  these  4  bytes  are  set  to  the  value  $00.  The  first  two 
bytes  can  contain  a  starting  address,  which  has  nothing  to  do  with  the 
address  at  which  the  program  is  to  be  loaded.  The  third  byte  is  the 
corresponding  configuration  index  of  the  start  address.  But  all  of  the 
first  three  entries  are  ignored  if  the  fourth  byte  contains  the  value  $00.  It 
contains  the  number  of  blocks,  in  addition  to  the  boot  sector,  that  are  to 
be  loaded  from  the  disk. 

5)  Independent  from  whether  the  block  counter  in  the  boot  block  is  set  or 
not,  the  bytes  following  these  four  address  and  control  bytes  are  read 
and  displayed  on  the  screen  via  the  BSOUT  routine.  Here  the  screen 
can  be  cleared  or  an  appropriate  boot-up  message  can  be  displayed. 
This  character  output  continues  until  the  computer  comes  across  a  byte 
with  the  value  $00. 

6)  Now  the  control  bytes  read  in  step  4  have  a  meaning.  If  the  block 
counter  is  set  to  zero,  this  routine  is  skipped.  If  this  is  not  the  case  a 
new  command  string  is  formed  in  the  DOS  buffer  which  instructs  the 
drive  to  load  another  boot  block  from  the  diskette.  The  determination  of 
this  boot  block  is  quite  simple.  The  sector  number  is  incremented  by  1. 
If  the  sector  number  is  greater  than  20  (there  is  a  maximum  of  only  21 
sectors  per  track,  numbered  0-20),  the  track  number  is  incremented  by 
1  and  the  sector  number  is  reset  to  0.  A  block-read  command  to  read 
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this  block  is  executed,  whereby  the  block  read  is  stored  at  the  address 
and  configuration  created  by  the  first  three  bytes.  The  memory  address 
of  the  following  boot  blocks  is  incremented  and  the  block  counter  is 
decremented  by  1.  This  is  done  until  the  block  counter  is  counted  down 
to  zero. 

7)  The  boot  routine  then  returns  to  the  code  following  the  text  constants  (if 
present)  in  the  original  boot  sector  in  the  cassette  buffer.  A  filename,  as 
indicated  in  the  disk  directory,  may  reside  here.  Except  the  fact  that  the 
characters  of  the  filename  are  not  displayed  on  the  screen,  all  of  the 
bytes  here  are  read  until  the  boot  routine  encounters  the  $00  terminating 
code.  The  length  of  the  filename  is  recorded  in  a  counter. 

8)  Now  we  come  to  another  option.  If  the  length  of  the  filename  in  the 
counter  is  a  value  other  than  zero,  the  characters  "0:"  are  prefixed  to  the 
filename.  Then  the  filename  counter  is  incremented  by  2,  and  a  branch 
is  made  to  the  kernal  LOAD  routine  in  order  to  read  this  program  into 
memory.  If  this  happens,  or  if  the  length  of  the  filename  is  zero,  the 
boot  routine  goes  back  to  behind  the  code  $00  indicating  the  end  of  the 
filename. 

9)  The  bytes  following  the  filename  are  interpreted  as  a  machine  language 
program  and  the  boot  routine  passes  control  to  this  program.  From  this 
point  on,  the  programmer  is  responsible  for  starting  the  program 
loaded,  or  for  loading  another  program,  or  for  branching  to  another  of 
the  boot  blocks. 

If  you  make  note  of  the  above  steps  when  creating  your  own  boot 
sectors,  you  will  soon  see  that  it  is  not  difficult,  provided  you  know  what 
the  operating  system  expects.  Here  again  are  the  most  important  points  and 
instructions: 

Bytes  0, 1 ,2  :        CBM  identification  code 

Bytes  3,4  :  Memory  address  for  the  following  boot  sectors 

Byte  5  :  Configuration  index  for  the  following  boot  sectors 

Byte  6 :  Block  counter  for  the  number  of  following  boot  sectors 

Byte  7  to  1st  terminating  code  ($00) :  boot  message 

Name  of  the  program  to  load,  followed  by  the  second  terminator  ($00) 

Your  own  machine  language  program  entry 

Address  of  the  boot  sector:  Side  0,  track  1,  sector  0 
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Chapter  8:  The  ROM  Listing 


The  ROM  listing  is  probably  the  most  important  tool  for  the  real 
machine  language  programmer.  For  those  of  you  who  don't  know  what  we 
mean  by  the  term  "ROM  listing,"  it  is  simply  this;  the  operating  system  is 
found  in  ROM.  If  this  operating  system  is  disassembled,  the  result  is  called 
a  ROM  listing. 

The  real  art  is  not  in  reading  the  operating  system  and  disassembling 
it,  but  in  documenting  it.  The  documentation  should  make  it  simpler  for  the 
reader  to  make  use  of  the  individual  routines.  You  can  find  more 
information  about  the  most  important  kernal  routines  in  Chapter  7. 

The  entire  operating  system  comprises  a  total  of  44Kbytes  in  the 
Commodore  128.  28K  of  this  is  for  the  BASIC  and  the  other  16K  is  for  the 
kernal.  This  book  documents  the  kernal.  A  complete  documentation  of  the 
whole  44K  would  far  exceed  the  capacity  of  a  single  book. 

The  kernal  contains  the  most  important  elementary  routines  which  the 
computer  needs  to  display  characters  on  the  screen,  decode  the  keyboard, 
control  the  cassette  recorder,  etc. 

Below  are  some  of  the  abbrevations  used  in  the  the  ROM  listings. 


pntr. 

pointer 

disp. 

display 

krnl. 

kernal 

addr. 

address 

w/ 

with 

17 

from 

clr 

clear 

dev. 

device 

acc. 

accumulator 

sys. 

system 

char. 

character 

subt. 

subtract 

inc. 

increment 

dec. 

decimal 

deer. 

decrement 

Z-P 

zero  page 

y-reg. 

y-register 

x-reg. 

x-register 

rout. 

routine 

# 

number 

prgm 

program 

Ctrl. 

control 

cmd. 

command 

max. 

maximum 

crsr. 

cursor 

bnk. 

bank 
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8.1  ROM  Listings  5-^4*£  ^  Ftfojt 


Monitor  entry  vectors 


****************************** 
B000:    4c  21  bo     jmp    $B02i         Regular  monitor  entry 

B003 
B006 
B009 


4c  09  bo     jmp    $B009         Monitor  BREAK  entry 
4C  B2  bo     jmp    $B0B2         Exmon  monitor  entry 
20  7D  ff     jsr    $ff7d         Kernal  PRINT:  string  output 


****************************** 


Initial  monitor  message 
produced  by  BREAK  entry 


B00C:     0D  42  52  45  41  4B  07  00         <C/R>   BREAK  <Bell> 


******************************      Monitor  initalization  after 

BREAK  entry 
Place  BANK  no.  on  stack  in 
appropriate  zero-page  byte 
Get  the  contents  of  x-reg,  y-reg, 
accumulator,  processor  status 
&  program  counter  from  stack  & 
put  in  corresponding  zero-page 
bytes. 

Jump  to  general  initialization 


B014: 

68 

PLA 

B015- 

85 

02 

STA 

*  $02 

B017 

A2 

05 

LDX 

#  $05 

B019 

68 

PLA 

B01A 

95 

03 

STA 

*  $03, X 

B01C 

CA 

DEX 

B0  ID 

.  10 

FA 

BPL 

$B019 

B01F 

30 

25 

BMI 

$B046 

****************************** 


Initialization  for  regular  entry 


B021 

A9 

00 

LDA 

#  $00 

B023 

8D 

00 

FF 

STA 

$FF00 

B026 

85 

06 

STA 

*  $06 

B028 

85 

07 

STA 

*  $07 

B02C 

85 

05 

STA 

*  $05 

B02E 

A9 

00 

LDA 

#  $00 

B030 

AO 

B0 

LDY 

#  $B0 

B0  32 

85 

04 

STA 

*  $04 

B034 

84 

03 

STY 

*  $03 

B036 

A9 

OF 

LDA 

#  $0F 

B038 

85 

02 

STA 

*  $02 

B03A 

20 

7D 

FF 

JSR 

$FF7D 

Load  configuraton  register  with 
$00  and  enable  all  system  ROMs 
Clear  zero-page  memory  for  acc. 
Clear  Z-P  memory  for  x-reg 
Clr  memory  for  processor  status 
Load  Acc-  lo-addr  for  monitor 
Load  Y-reg  with  hi-addr  monitor 
Acc  in  memory:  prgm  counter  lo 
Y-reg  in  memory:  prgm  cntr  hi 
Set  Z-P  memory  for  B  ANK#  at 
$0F-Krnl+BASIC,RAM  0,  I/O 
Kernal  PRINT:  string  output 
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****************************** 


B03D:  OD  4D  4F  4E  49  54  4F  52 
B045:  00 


****************************** 

B046: 

D8 

CLD 

B047  : 

BA 

TSX 

B048: 

86 

09 

STX 

*  $09 

B04A: 

A9 

CO 

LDA 

#  $C0 

B04C: 

20 

90 

FF 

JSR 

$FF90 

B04F: 

58 

CLI 

****************************** 

B050: 

20 

7D 

FF 

JSR 

$FF7D 

****************************** 

B053 

OD 

20 

20 

20  20 

50  43  20 

B05B 

20 

53 

52 

20  41 

43  20  58 

B063 

52 

20 

59 

52  20 

53  50  OD 

B06B 

3B 

20 

IB 

51  00 

****************************** 

B070 

:  A5 

02 

LDA 

*  $02 

B072 

:  20 

D2 

B8 

JSR 

$B8D2 

B075 

:  8A 

TXA 

B076 

:  20 

D2 

FF 

JSR 

$FFD2 

B079 

:  A5 

03 

LDA 

*  $03 

B07B 

:  20 

C2 

B8 

JSR 

$B8C2 

B07E 

:  AO 

02 

LDY 

#  $02 

B080 

:  B9 

02 

00 

LDA 

$0002, Y 

B083 

:  20 

A5 

B8 

JSR 

$B8A5 

B086 

:  C8 

INY 

Text  constants  for  initial  monitor 
message 

<C/R>  MONITOR 


General  monitor  initalization 

Reset  decimal  mode 
Store  stack  pntr  inX-reg 
and  in  memory  for  stack  pointer 
Sys/control  messages  enabled 
Kernal  SETMSG:Sys/ctrl-messages 
All  system  interrupts  enabled 

Monitor  command:  R 

(Register  contents) 

Kernal  PRINT:  output  string 

Text  constants  for  processor 
memory 

C/R  PC  SR  AC  XR  YR  SP  C/R 


;  <Esc  -  Q> 

Output  contents  of  registers,  st 
stacks,  &  prgm  cntr  status 

Get  current  BANK  #  in  acc. 
Acc.=  2-byte  ASCII:  hi=A,lo=X 
ASCII  for  lower  nibble  in  Accu 
Kernal  BSOUT:  output  a  char 
Z-P  memory  for  PC  hi  in  accu 
Acc  in  2-byte  ASCII  and  output 
Displ.  points  to  ZP  byte  -  PC  Lo 
PC  Lo,  P,  A,  X,  Y,  S  in  Accu 
Acc  output  as  2-byte 
ASCH+<BLANK> 
Increment  displ. 
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B087: 

CO 

08 

CPY 

#  $08 

Bytes  $04-$09  already  output? 

B089: 

90 

F5 

BCC 

$B080 

no,  then  read  next  byte 

B08B: 

20 

B4 

B8 

JSR 

$B8B4 

Linefeed  +  clear  rest  of  line 

B08E: 

A2 

00 

LDX 

#  $00 

Displacement  pntr,  input  buffer 

B090: 

86 

7A 

STX 

*  $7A 

reset  to  0 

BO  92: 

20 

CF 

FF 

JSR 

$FFCF 

Kernal  BASIN:  read  out  char 

B095: 

9D 

00 

02 

STA 

$0200fX 

&  put  in  monitor  input  buffer 

B098: 

E8 

INX 

Displ.  increment  to  input  buffer 

B099: 

EO 

Al 

CPX 

#  $A1 

Have  160  chars  been  printed? 

B09B: 

BO 

IF 

BCS 

$BOBC 

yes,  then  output  error  message 

B09D: 

C9 

OD 

CMP 

#  $0D 

<RETURN>  entered? 

B09F: 

DO 

Fl 

BNE 

$B092 

no,  then  wait  for  next  character 

B0A1: 

A9 

00 

LDA 

#  $00 

When  <RETURN>  entered,mark 

B0A3: 

9D 

FF 

01 

STA 

$01FF,X 

command-string  end  with  $00. 

B0A6: 

20 

E9 

B8 

JSR 

$B8E9 

Test  input  buffer  for  cmd  end, 

B0A9: 

FO 

EO 

BEQ 

$B08B 

If  <:>,<?>,  cmd  end,  wait  input. 

BOAB: 

C9 

20 

CMP 

#  $20 

Was  character  a  <SPACE>  ? 

BOAD: 

FO 

F7 

BEQ 

$B0A6 

Read  next  character. 

BOAF: 

6C 

2E 

03 

JMP 

($032E) 

Vector  to  MONITOR  routine 

BOB2: 

A2 

15 

LDX 

#  $15 

Number  of  keywords  in  X-reg 

B0B4 : 

DD 

E6 

BO 

CMP 

SB0E6.X 

comoared  with  kevword  table 

B0B7: 

FO 

OC 

BEQ 

$B0C5 

If  found,  go  to  keyword  table 

B0B9: 

CA 

DEX 

pointer  —  decrement  by  1,  until 

BOBA: 

10 

F8 

BPL 

$B0B4 

entire  table  is  searched 

BOBC: 

20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRTNT*  ournut 

****************************** 

•  t.oiiaLaiiL  ior  monitor  error 

messages 

BOBF: 

ID 

3F 

00 

<v_rsr  i\ignL>  ; 

****************************** 

Return  to  input  wait  loop 

B0C2: 

4C 

8B 

BO 

JMP 

$B08B 

jump  to  input  wait  loop 

****************************** 

Establish  monitor  command 

addresses 

B0C5: 

EO 

13 

CPX 

#  $13 

Is  keyword  <L>,  <S>,  <V>? 

B0C7: 

BO 

12 

BCS 

$B0DB 

yes,  then  perform  task 

B0C9: 

EO 

OF 

CPX 

#  $0F 

Is  keyword  a  conversion  char? 
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RO 

11 

BCS 

SB0E0 

BOCD : 

8A 

TXA 

OA 

ASL 

A 

BOCF: 

AA 

TAX 

BODO  : 

BD 

FD 

BO 

LDA 

$B0FD,X 

B0D3: 

48 

PHA 

B0D4: 

BD 

FC 

BO 

LDA 

$B0FC,X 

B0D7: 

48 

PHA 

B0D8: 

4C 

A7 

B7 

JMP 

$B7A7 

****************************** 

BODB 

85 

93 

STA 

*  $93 

BODD 

4C 

37 

B3 

JMP 

$B337 

BOEO 

;  4C 

Bl 

B9 

JMP 

$B9B1 

****************************** 

B0E3 

:  6C 

00 

OA 

JMP 

($0A00) 

****************************** 

B0E6 

:  41 

43 

44 

46  47 

48  4A  4D 

BOEE 

:  52 

54 

58 

40  2E 

3E  3B  24 

B0F6 

:  2B 

26 

25 

4C  53 

56 

($,+,&,%)  YES--then  do  task. 
Keyword  number  to  accu  and 
multiplied  by  2 
This  value  as  offset  in  X-reg 
Monitor  routine  (hi)  addr.  got 
&  treated  as  quasi-RTS  on  stack. 
Monitor  routine  (hi)  addr.  got 
&  treated  as  quasi  RTS  on  stack. 
Command  parameter  utilization. 

Release  LS  V  and  conversions 

Store  char  of  command  keyword 
Execution  of  L,S,V  commands 
Execution  of  conversion  chars. 

Monitor  command:  X  (Exit) 

Vector:  BASIC  warm-start 
($4003) 

Monitor  keywords 

ACDFGHJM 
RTX@.>;$ 
+  &  %  L  S  V 


******************************      Addresses  of  monitor 

commands  (-1) 


B0FC: 

05 

B4 

($B406) 

A  =  Assemble 

B0FE: 

30 

B2 

($B231) 

C  =  Compare 

B100: 

98 

B5 

($B599) 

D  =  Disassemble 

B102: 

DA 

B3 

($B3DB) 

F  =  Fill 

B104: 

D5 

Bl 

($B1D6) 

G  =  Go  to 

B106: 

CD 

B2 

($B2CE) 

H  =  Hunt 

B108: 

DE 

Bl 

($B1DF) 

J  =  Jump 

B10A: 

51 

Bl 

($B152) 

M  =  Monitor 

B10C: 

4F 

B0 

($B050) 

R  =  Register 

B10E: 

33 

B2 

($B234) 

T  =  Transfer 

B110: 

E2 

B0 

($B0E3) 

X  =  Exit 
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B112:  8F  BA  ($BA90) 

B114:  05  B4  ($B406) 

B116:  AA  Bl  ($B1AB) 

B118:  93  Bl  ($B194) 

****************************** 


B11A 

8E 

B2 

OA 

STX 

$0AB2 

BHD 

A6 

68 

LDX 

*  $68 

B11F 

A9 

66 

LDA 

#  $66 

B121 

78 

SEI 

B122 

20 

74 

FF 

JSR 

$FF74 

B125 

:  58 

CLI 

B126 

.  AE 

B2 

OA 

LDX 

$0AB2 

B129 

:  60 

RTS 

@  =  Disc  Command 
.  =  Assemble 
>  =  Modify  Memory 
;  =  Modify  Register 

LDA  routine  for  acc  from  any 
bank  FETVEC=bank  byte  of  the 
OP3  operand 

X-reg  temporary  storage 
Bank  no.  taken  from  OP3 
FETVEC  addr.  for  indfet  in  A 
All  system  interrupts  disabled 
Kernal  INDFET:LDA(fetvec),  Y 
any  bank 

All  system  interrupts  enabled 
X-reg  loaded  with  saved  value 
Return  from  subroutine 


****************************** 


B12A 

8E 

B2 

OA 

STX 

$0AB2 

B12D 

A2 

66 

LDX 

#  $66 

B12F 

8E 

B9 

02 

STX 

$02B9 

B132 

A6 

68 

LDX 

*  $68 

B134 

78 

SEI 

B135 

20 

77 

FF 

JSR 

$FF77 

B138 

58 

CLI 

B139 

AE 

B2 

OA 

LDX 

$0AB2 

B13C 

60 

RTS 

STA  routine  places  acc  contents 
in  any  bank. 

STAVEC=OP3  bank  byte 

X-reg  temporary  storage 
Load  STAVEC  (lo  addr)  into 
X-reg  and  put  Indsta  routine  in 
STAVEC 

Get  bank  #  from  'from'  OP3 
All  system  interrupts  disabled 
Kernal  INDSTA:STA(stavec),  Y 
bank 

All  system  interrupts  enabled 
X-Reg  loaded  with  stored  value 
Return  from  subprogram 


******************************      CMP  routine~acc  contents  w/ 

specified  bank. 
CMPVEC=OP3  bank  byte 

B13D:    8E  B2  OA     stx    $oab2         X-reg  temp,  storage 
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B140: 

A2 

66 

LDX 

#  $66 

BlnZ  '. 

oh 

to 

C  TV 

B140 

Ad 

C  Q 
DO 

T  T^V 

55     i?  D  0 

B14  / 

^  Q 
/  O 

CT?  T 
oHil 

/A 

TTirri 

r  £ 

Ton 
J  oK 

B14B 

58 

CLI 

B14C 

08 

PHP 

B14D 

AE 

B2 

OA 

LDX 

$0AB2 

B150 

:  28 

PLP 

B151 

:  60 

RTS 

Load  CMPVEC  addr  in  Y-reg  & 
CMPVEC  mem  for  Indcmp 
Get  bank  #  'from'  OP3 
All  system  interrupts  disabled 
Kemal  INDCMP: 
CMP(CMPVEC),  Y  bank 
All  system  interrupts  enabled 
Secure  result  of  CMP 
X-Reg  loaded  w/  secured  value 
Set  back  comparison  result 
Return  from  subprogram 


****************************** 

Monitor  command:  M 

(Memory  display) 

B152: 

BO 

08 

BCS 

$B15C 

No  parameter,  then  set  default 

B154: 

20 

01  B9 

JSR 

$B901 

Copy  contents  of  OP1  into  OP3 

B157: 

20 

A7  B7 

JSR 

$B7A7 

Get  'to'  in  OP1 

B15A: 

90 

06 

BCC 

$B162 

Convey  from-to  step  number 

B15C: 

A9 

0B 

LDA 

#  $0B 

Load  OP1  (lo)  with  default 

B15E: 

85 

60 

STA 

*  $60 

load  step  count  12 

B160: 

DO 

15 

BNE 

$B177 

Goto  exec,  of  memory  display 

B162: 

20 

0E  B9 

JSR 

$B90E 

Difference:  OP1-OP3  in  OP1 

B165: 

90 

2A 

BCC 

$B191 

If  'fromVto'  then  ERROR 

B167: 

A2 

03 

LDX 

#  $03 

Step  #  divided  by  2  three  times 

B169: 

24 

D7 

BIT 

*  $D7 

Check  for  40/80-col.  mode 

B16B: 

10 

01 

BPL 

$B16E 

40-col,  to  step  division 

B16D: 

E8 

INX 

80-col,  to  step  number 

B16E: 

46 

62 

LSR 

*  $62 

Div.  of  OP1  (3-byte  operand) 

B170: 

66 

61 

ROR 

#  $61 

by  2,  for  memory  display  values 

B172: 

66 

60 

ROR 

#  $60 

of  8  or  16. 

B174: 

CA 

DEX 

Division  #  for  step  #-1 

B175: 

DO 

F7 

BNE 

$B16E 

OP1  divided  by  8/16 

B177: 

20 

El  FF 

JSR 

$FFE1 

Kernal  STOP:  test  for  STOP  key 

B17A: 

F0 

12 

BEQ 

$B18E 

STOP  pressed,  go  EXIT  routine 

B17C: 

20 

E8  Bl 

JSR 

$B1E8 

Display  a  line  of  memory 

B17F: 

A9 

08 

LDA 

#  $08 

+  constant  from  'from'  operand 

B181: 

24 

D7 

BIT 

*  $D7 

Check  for  40/80-col.  mode 

B183: 

10 

01 

BPL 

$B186 

40-col,  add  constant  of  8  OK 

B185: 

OA 

ASL 

A 

80-col,  add  constant  *2  (=16) 

199 


Abacus  Software 


128  Internals 


B186 

20 

52 

B9 

JSR 

$B952 

Addition:  Acc  contents  +  OP3 

B18  9 

20 

22 

B9 

JSR 

$B922 

Subtraction:  OP1  -  constant  <1> 

B18C 

BO 

E9 

BCS 

$B177 

Loop,  'til  OP1  <  0 

B18E 

4C 

8B 

BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

B191 

4C 

BC 

BO 

JMP 

$B0BC 

<?>  Output  and  go  to  input  wait 

loop 

****************************** 

Monitor  command : ; 

(Modify  reg) 

B194 

20 

74 

B9 

JSR 

$B974 

C=0-QP1  in  ZP 

bank/PCHi/PCLo 

B197 

AO 

00 

LDY 

#  $00 

Set  displacement  for  zero  page 

B199 

.  20 

A7 

B7 

JSR 

$B7A7 

Get  OP l's  modifier 

B19C 

BO 

OA 

BCS 

$B1A8 

Carry  set=identifier  for  exit  rout. 

B19E 

A5 

60 

LDA 

*  $60 

Get  lo-add  from  OP1  as  modifer 

B1A0 

99 

05 

00 

STA 

$0005, Y 

Modify  status;B,A,X,Y  stat.  ptr. 

B1A3 

C8 

INY 

Display  Z-P  CPU  memory  +1 

B1A4 

CO 

05 

CPY 

#  $05 

All  CPU  memory  changed? 

B1A6 

90 

Fl 

BCC 

$B199 

no,  then  jump  to  next  routine 

B1A8 

4C 

8B 

BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

****************************** 

Monitor  command: 

>  (Modify  mem) 

B1AB 

BO 

1C 

BCS 

$B1C9 

No  parameter,  then  no  change 

B1AD 

20 

01 

B9 

JSR 

$B901 

Copy  contents  of  OP1  into  OP3 

B1B0 

AO 

00 

LDY 

#  $00 

Set  modify  display  ptr.  to  0 

B1B2 

20 

A7 

B7 

JSR 

$B7A7 

Get  modify  value  in  OP1 

B1B5 

BO 

12 

BCS 

$B1C9 

No  other  value=print  line 

B1B7 

A5 

60 

LDA 

*  $60 

Get  value  from  OP1  (low) 

B1B9 

20 

2A 

Bl 

JSR 

$B12A 

STA  routine  in  any  bank 

B1BC: 

C8 

INY 

Display  pntr  for  modify  byte+1 

B1BD: 

24 

D7 

BIT 

*  $D7 

Test  for  40/80-col.  mode 

B1BF: 

10 

04 

BPL 

$B1C5 

Max.  param  reading  of  40  chars. 

B1C1: 

CO 

10 

CPY 

#  $10 

16  chars,  read/changed? 

B1C3: 

90 

ED 

BCC 

$B1B2 

no,  goto  next  parameter 

B1C5: 

CO 

08 

CPY 

#  $08 

8  chars  read/changed? 

B1C7: 

90 

E9 

BCC 

$B1B2 

no,  get  next  parameter 

B1C9: 

20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRINT:  output  string 
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****************************** 

B1CC:     IB  4F  91  0  0 
****************************** 

B1D0:  20  E8  Bl  JSR  $B1E8 
B1D3:  4C  8B  BO  JMP  $B08B 
****************************** 

B1D6:     20  74  B9       JSR  $B974 


B1D9 
B1DB 
B1DC 


A6  09  LDX     *  $09 

9A  TXS 

4C  71  FF       JMP  $FF71 


****************************** 
B1DF:     20  74  B9       JSR  $B974 

B1E2:  20  6E  FF  JSR  $FF6E 
B1E5:     4C  8B  BO       JMP  $B08B 

****************************** 


B1E8  : 

20 

B4 

B8 

JSR 

$B8B4 

B1EB: 

A9 

3E 

LDA 

#  $3E 

B1ED: 

20 

D2 

FF 

JSR 

$FFD2 

B1F0: 

20 

92 

B8 

JSR 

$B8  92 

B1F3: 

AO 

00 

LDY 

#  $00 

B1F5: 

FO 

03 

BEQ 

$B1FA 

B1F7: 

20 

A8 

B8 

JSR 

$B8A8 

B1FA: 

20 

1A 

Bl 

JSR 

$B11A 

B1FD: 

20 

C2 

B8 

JSR 

$B8C2 

B200: 

C8 

INY 

B201: 

CO 

08 

CPY 

#  $08 

Clear  insert,  RVS,  quote  modes 
<Esc-0>  <CrsrUp> 
Display  changed  memory  line 
Outputs:<8/16  hex  values,  8/16 

Ascn 

Jump  to  input  wait  loop 

Monitor  command :  G  (Go  to) 

C=0  OP1  in  zeropage 

bank/PCHi/PCLo 

Load  X  w/  Z-P  byte  for  stack  ptr 

Modify  stack  ptr.  w/  X-reg. 

Krnl  JMPFAR:  JMP  to  any  bank 

Monitor  command :  J  (Jump  to) 

C=0  OP1  in  zero  page 
bank/PCHi/PCLo 
Kernal  JSRFAR:JSR 
Jump  to  input  wait  loop 

Display  V,8/16  hex  values  & 
8/16  ASCII  characters  for 
memory  display 

Line  feed  +  clear  rest  of  line 
Load  acc  with  V  char. 
Kernal  BSOUT:  output  one  char 
Output  OP3  in  5-byte  ASCII 
Loop  #  set  to  0 
1  hex  value  skip  space 
Output  <SPACE>  <CR> 
<Crsr-up>  .LDA  from  any  bank 
A  displayed  as  2-byte  ASCII 
Loop+displacement#+l  < 
8,  hex  values  printed? 
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B203 

:  24 

D7 

RTT 

*  sr>7 

icsi  lui  tu(ou  i/Ui,  screen 

B205 

10 

02 

BPL 

$B209 

Output  to  40-col. 

B207 

:  CO 

10 

CPY 

#  $10 

16  hex  values  printed? 

B209 

•  90 

EC 

BCC 

$B1F7 

Get  next  hex  value 

B20B 

:  20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRINT:  output  string 

****************************** 

Constant:  colon,  RVS-on 

B20E 

:  3A 

12 

00 

:  <RvsOn> 

****************************** 

jjutput  o/ lo  oytes  in  AoLll 

B211 

AO 

00 

LDY 

#  $00 

i^iKjKjp  oiiu.  uiapiay  cuuiiLcr  to  u 

oc.  lO 

OA 
£  \) 

In 

9D11A 

i^iUtx  llvJlll  oily  UaliJv 

B216 

:  48 

PHA 

"Put  f*hai"  cm  ctaplr 

B217 

:  29 

7F 

AND 

#  $7F 

Ma<sk  hit  7  fnn  RVS  rhar  ^ 
iviaajv  uit  /  ^uvs  xx.  v  o  i^iiax* ) 

B219 

:  C9 

20 

CMP 

#  $20 

V^ilCViv  L\jl  WU1  Cllal. 

B21B 

•  68 

PLA 

Opt  pilar  fiYvm  ctaplr  a cain 
\Jvi  vuax  •  Hi/in  oial^A.  agoul 

B21C 

BO 

02 

BCS 

$B220 

Not  rtrl  rhar  thpn  normal  nnrnnt 

A'vl  vUl  WilCUy  Ui&ll  llVJllllal  UUlpUl 

B21E 

A9 

2E 

LDA 

#  $2E 

T  f\stf\  appiiTrnil atrw  \x/itVi  \ 
l^/KJaxX  accuiliUlaUJl  W1LI1  <*,.^ 

B220 

20 

D2 

FF 

JSR 

$FFD2 

xvvsiiiai  ijOUU  X  .  UUljJl  CXlalaLLCr 

B223 

C8 

INY 

Loon  &  divnlarprnpnt  rnnntpr 

B224 

24 

D7 

BIT 

*  $D7 

f'hpplc  few  o/l/RO-rrVI  cnr^^ti 

B226 

10 

04 

BPL 

$B22C 

CYmrimiP  Hi<»r»1av  "if*  4.0-rrVI 

B228 

CO 

10 

CPY 

#  $10 

1U  dial     LCI a  pilIUCU. :  ^OU-C-Oly 

B22A 

90 

E7 

BCC 

$B213 

no,  output  next  char. 

B22C 

CO 

08 

CPY 

#  $08 

8  characters  printed?  (40-col) 

B22E 

90 

E3 

BCC 

$B213 

no,  pnnc  next  cnar. 

B230: 

60 

RTS 

Return  to  subroutine 

****************************** 

Monitor  command :  C 

(  ("'omnprp^ 

B231: 

A9 

00 

LDA 

#  $00 

Set  char,  for  COMPARE 

B233: 

2C 

•  Byte 

$2C 

skip  to  $B236 

******************************      Monitor  command  :  T 

(Transform) 

B234:    A9  80  lda    #  $80         Set  TRANSFORM  marker 
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B236: 

85 

93 

STA 

*  $93 

and  put  into  cmd  byte  memory 

B238: 

A9 

00 

LDA 

#  $00 

Direction  ptr  for  C/T  cmd  to  $00 

B23A: 

8D 

B3 

OA 

STA 

$0AB3 

(=forward)  set  ($80=backward) 

B23D: 

20 

83 

B9 

JSR 

$B983 

Get  til  &  step  cnt  m  OPH.OP2 

B240: 

BO 

05 

BCS 

$B247 

Carry  set=  error  marker  found 

B242: 

20 

A7 

B7 

JSR 

$B7A7 

Get  to  /  with  (in  OP1) 

B245: 

90 

03 

BCC 

$B24A 

To  /  with  operand  is  OK 

B247: 

4C 

BC 

BO 

JMP 

$B0BC 

<?>  displayed  go  input  wait  loop 

B24A: 

24 

93 

BIT 

*  $93 

Was  it  transferred  (-)  or  com- 

B24C: 

10 

2C 

BPL 

$B27A 

pared  (+)  in  CMP  routine? 

B24E: 

38 

SEC 

Set  carry  for  subtraction 

B24F: 

A5 

66 

LDA 

*  $66 

Test  whether  contents  of  both 

B251: 

E5 

60 

SBC 

*  $60 

bytes  (addr  lo),  (addr  hi)  are 

B253: 

A5 

67 

LDA 

*  $67 

larger  than  operand  OP3,  or  the 

B255: 

E5 

61 

SBC 

*  $61 

address  bytes  of  OP1. 

B257: 

BO 

21 

BCS 

$B27A 

■  ■  in      a       t                      ft         1  ■                .  •  /\T7 

'To  <  from'=direction  OK 

B259: 

A5 

63 

LDA 

*  $63 

Add  the  contents  of  the  3-byte 

B25B: 

65 

60 

ADC 

*  $60 

operand  OP2  in  locations 

B25D: 

85 

60 

STA 

*  $60 

$65-$64-$63  to  the  contents  of 

B25F: 

A5 

64 

LDA 

*  $64 

the  3-byte  operand  OP1 

B261: 

65 

61 

ADC 

*  $61 

in  locations  $62-$6l-$60. 

B263: 

85 

61 

STA 

*  $61 

Put  any  addition  overflow 

B265: 

A5 

65 

LDA 

*  $65 

results  in  OP1. 

B267: 

65 

62 

ADC 

*  $62 

Store  addition  result 

B269: 

85 

62 

STA 

*  $62 

inOPl 

B2  6B: 

A2 

02 

LDX 

#  $02 

Copy  the  contents  of  the 

B26D: 

BD 

B7 

OA 

LDA 

$0AB7/X 

3-byte  help  operands 

B270: 

95 

66 

STA 

*  $66, X 

in  memory  locations 

B272: 

CA 

DEX 

$0AB9-$0AB8-$0AB7  into  the 

B273: 

10 

F8 

BPL 

$B2  6D 

operand  OP3  ($68-$67-$66) 

B275: 

A9 

80 

LDA 

#  $80 

When  til  is  greater  than  'from 

B277: 

8D 

B3 

OA 

STA 

$0AB3 

set  direction  marker  to  backward 

B27A: 

20 

B4 

B8 

JSR 

$B8B4 

<CR>  &  clear  rest  of  line 

B27D: 

AO 

00 

LDY 

#  $00 

Set  displacement  ptr.  to  0 

B27F: 

20 

El 

FF 

JSR 

$FFE1 

Kernal  STOP:  check  STOP  key. 

B282: 

FO 

47 

BEQ 

$B2CB 

If  STOPkey  goto  Exit  routine. 

B284: 

20 

1A 

Bl 

JSR 

$B11A 

LDA  from  any  bank 

B287: 

A2 

60 

LDX 

#  $60 

$60  is  lo-addr.  'with'  'til'-OPl 

B289: 

8E 

B9 

02 

STX 

$02B9 

Set  STAVEC  at  this  addr. 

B28C: 

8E 

C8 

02 

STX 

$02C8 

Set  CMPVEC  at  this  addr. 
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B28F 

:  A6 

62 

LDX 

*  $62 

B291 

:  78 

SEI 

B2  92 

:  24 

93 

BIT 

*  $93 

B294 

:  10 

03 

BPL 

B296 

:  20 

77 

FF 

JSR 

$FF77 

B299 

:  A6 

62 

LDX 

*  $62 

B29B 

:  20 

7A 

FF 

JSR 

$FF7A 

B2  9E 

:  58 

CLI 

B29F 

:  F0 

09 

BEQ 

$B2AA 

B2A1 

:  20 

92 

B8 

JSR 

$B892 

B2A4 

:  20 

A8 

B8 

JSR 

$B8A8 

B2A7 

:  20 

A8 

B8 

JSR 

$B8A8 

B2AA 

:  2C 

B3 

OA 

BIT 

$0AB3 

B2AD 

:  30 

OB 

BMI 

$B2BA 

B2AF 

:  E6 

60 

INC 

*  $60 

B2B1 

:  DO 

10 

BNE 

$B2C3 

B2B3 

:  E6 

61 

INC 

*  $61 

B2B5 

:  DO 

OC 

BNE 

$B2C3 

B2B7 

:  4C 

BC 

BO 

JMP 

$B0BC 

B2BA 

20 

22 

B9 

JSR 

$B922 

B2BD 

20 

60 

B9 

JSR 

$B960 

B2C0 

4C 

C6 

B2 

JMP 

$B2C6 

***************************** 

B2C3: 

20 

50 

B9 

JSR 

$B950 

B2C6: 

20 

3C 

B9 

JSR 

$B93C 

B2C9: 

BO 

B4 

BCS 

$B27F 

B2CB: 

4C 

8B 

BO 

JMP 

$B08B 

***************************** 

B2CE: 

20 

83 

B9 

JSR 

$B983 

B2D1: 

BO 

61 

BCS 

$B334 

B2D3: 

AO 

00 

LDY 

#  $00 

B2D5: 

20 

E9 

B8 

JSR 

$B8E9 

B2D8  : 

C9 

27 

CMP 

#  $27 

B2DA: 

DO 

16 

BNE 

$B2F2 

Load  X-reg  w/  bank  byte  'til' 
All  system  interrupts  disabled 
Was  it  transfer  or  comparison? 
Compare  in  appropriate  routine 
Kernal  INDSTA: 
STA(STAVEC),  Y  any  bank 
Load  X  w/  bank  byte  'with' 
Kernal  ENDCMP: 
CMP(CMPVEC),Y  any  bank 
All  system  interrupts  enabled 
"Equal'  not  given,  and 
OP3  output  as  5-byte  ASCII 
<SPACE>,<C/R>,<crsr-up> 
output 

Test  for  transfer  direction 
Send  new  return  address 
Fwd.  transfer  of  'til'  address 
raised  by  1  and  monitored 
for  overflow 

If  hi-addr.  overflow,  then  error 
<?>  output  -  to  input  wait  loop 
Subtraction:  OP1  -  constant  <1> 
Subtraction:  OP3  -  constant  <1> 
Jump  to  subtraction  OP2  -  <1> 

Set  step  number  &  'from' 

Addition:  constant  <1>  to  OP3 
Subtraction:  OP2  -  constant  <l> 
Loop  until  all  steps  done 
Jump  to  input  wait  loop 

Monitor  command :  H  (Hunt) 

Get  'til*  step  value  in  OP1 
Carry  set=identifier  -  found  error 
Display  hunt  char  in  CMP  buffer 
Read  a  char  from  input  buffer 
Was  character  read  a  <.>  ? 
no,  don't  look  for  string 
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B2DC: 

20 

E9  : 

B8 

JSR 

$B8E9 

Read  a  character  to  input  buffer 

B2DF: 

C9 

00 

CMP 

#  $00 

Has  command-end  been  found? 

B2E1: 

F0 

51 

BEQ 

$B334 

yes,  then  output  error  <?> 

B2E3: 

99 

80 

OA 

ST  A 

$0A80,Y 

Put  char  in  CMP  buffer 

B2E6: 

C8 

INY 

Displace  CMP  buffer  +1 

B2E7 : 

20 

E9 

B8 

JSR 

$B8E9 

Test  input  buffer  for  cmd-end, 

B2EA: 

FO 

IB 

BEQ 

$B307 

<:>,  <?>;  if  so,  execute  HUNT 

B2EC: 

CO 

20 

CPY 

#  $20 

32  in  CMP  buffer? 

B2EE: 

DO 

F3 

BNE 

$B2E3 

no,  get  next  CMP  value  for 

B2F0: 

FO 

15 

BEQ 

$B307 

hunt  routine 

B2F2: 

8C 

00 

01 

STY 

$0100 

Store  displ.  iii  CMP  buffer 

B2F5: 

20 

A5 

B7 

JSR 

$B7A5 

Put  CMP  operand  in  OP1 
(likeCHRGOT) 

B2F8: 

A5 

60 

LDA 

*  $60 

Transmit  OP1  byte  into 

B2FA: 

99 

80 

OA 

STA 

$0A80,Y 

CMP  buffer 

B2FD: 

C8 

INY 

Displace  CMP  buffer  +1 

B2FE: 

20 

A7 

B7 

JSR 

$B7A7 

Get  more  CMP  values  in  OP1 

B301: 

BO 

04 

BCS 

$B307 

NONE  FOUND-execute  HUNT 

B303: 

CO 

20 

CPY 

#  $20 

32  values  in  CMP  buffer? 

B305: 

DO 

Fl 

BNE 

$B2F8 

No,  get  next  CMP  value 

B307: 

84 

93 

STY 

*  $93 

Store  cnt  of  CMP  buffer  values 

B309: 

20 

B4 

B8 

JSR 

$B8B4 

<CR>  &  clear  rest  of  line 

B30C: 

AO 

00 

LDY 

#  $00 

Display  1st  char  in  CMP  buffer 

B30E: 

20 

1A 

Bl 

JSR 

$B11A 

LDA  from  any  bank 

B311: 

D9 

80 

OA 

CMP 

$0A80, Y 

CMP  w/  char  from  CMP  buffer 

B314: 

DO 

OE 

BNE 

$B324 

Unequal—on  to  next  step 

B316: 

C8 

INY 

Display  next  CMP  buffer  value 

B317: 

C4 

93 

CPY 

*  $93 

All  individual  comps  run? 

B319: 

DO 

F3 

BNE 

$B30E 

No,  next  step  of  comparison 

B31B: 

20 

92 

B8 

JSR 

$B892 

Contents  of  OP3,  5-byte  ASCII 

B31E: 

20 

A8 

B8 

JSR 

$B8A8 

<SPACE>,  <CR>,  <crsr-up> 

B321: 

20 

A8 

B8 

JSR 

$B8A8 

<SPACE>,  <CR>,  <crsr-up> 

B324: 

20 

El 

FF 

JSR 

$FFE1 

Kernal  STOP:  check  STOP  key 

B327: 

FO 

08 

BEQ 

$B331 

If  STOP,  goto  Exit  routine. 

B329: 

20 

50 

B9 

JSR 

$B950 

Addition:  constant  <1>  to  OP3 

B32C: 

20 

3C 

B9 

JSR 

$B93C 

Subtraction:  OP2  -  constant  <1> 

B32F: 

BO 

DB 

BCS 

$B30C 

Loop  until  all  steps  done 

B331: 

4C 

8B 

BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

B334: 

4C 

BC 

BO 

JMP 

$B0BC 

Output  <?>  -to  input  wait  loop 
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B337 

:  AO 

01 

LDY 

# 

$01 

B339 

:  84 

BA 

STY 

* 

$BA 

B33B 

:  84 

B9 

STY 

* 

$B9 

B33D 

:  88 

DEY 

B33E 

:  84 

C6 

STY 

* 

$C6 

B340 

:  84 

B7 

STY 

* 

$B7 

B342 

:  84 

C7 

STY 

* 

$C7 

B344 

:  84 

90 

STY 

* 

$90 

B346 

:  A9 

OA 

LDA 

# 

$0A 

B348 

:  85 

BC 

STA 

* 

$BC 

B34A 

:  A9 

80 

LDA 

# 

$80 

B34C 

85 

BB 

STA 

* 

$BB 

B34E 

20 

E9 

B8 

JSR 

$B8E9 

B351 

FO 

58 

BEQ 

$B3AB 

B353 

C9 

20 

CMP 

# 

$20 

B355 

FO 

F7 

BEQ 

$B34E 

B357 

C9 

22 

CMP 

# 

$22 

B359 

DO 

15 

BNE 

$B370 

B35B 

A6 

7A 

LDX 

* 

$7A 

B35D 

BD 

00 

02 

LDA 

$0200, X 

B360 

FO 

49 

BEQ 

$B3AB 

B362 

E8 

INX 

B363 

C9 

22 

CMP 

# 

$22 

B365 

FO 

OC 

BEQ 

$B373 

B367: 

91 

BB 

STA 

($BB) ,Y 

B369 

E6 

B7 

INC 

* 

$B7 

B36B 

C8 

INY 

B36C 

CO 

11 

CPY 

# 

$11 

B36E 

90 

ED 

BCC 

$B35D 

B370 

4C 

BC 

BO 

JMP 

$B0BC 

****************************** 

B373 

86 

7A 

STX 

* 

$7A 

B375 

20 

E9 

B8 

JSR 

$B8E9 
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Jumps  to  monitor  commands: 
L  =  Load,  S  =  Save,  V  =  Verify 

Load  Y-reg  with  $01 
Set  device  number  (l=Datasette) 
Set  secondary  address  (l=write) 
Y-reg  counts  down  to  $00 
Set  BANK  no.  for  LSV  call 
Length  of  filename  set  to  0 
Set  BANK  for  addr.  of  filename 
Clear  status  byte  (0  =  all  OK) 
Zero-page  memory  for  hi  addr. 
of  filename  loaded  w/  $0A 
Zero-page  memory  for  lo  addr. 
of  Filename  w/  $80  (=  $0A80) 
Test  input  buffer; 
If  cmd-end;  go  to  input  loop 
Was  char,  read  a  <SPACE>? 
Yes,  continue,  read  next  char. 
Was  char,  a  <">? 
No,  error  in  command  string 
X-reg  loaded  w/  display  from 
input  buffer 

Read  1st "  in-buffer(=filename) 
$00  =  End  of  command  string 
Input  buffer  pointer  to  next  char. 
Has  2nd  <">  been  found? 
Yes,  further  evaluation 
Filename  placed  at  $0A80 
Counter  for  filename  length  +  1 
Filename  memory  pntr  increment 
Filename  longer  than  16  chars  ? 
No,  read  next  character 
Display  <?>  &go  input  wait  loop 

LSV  parameter  evaluation  after 
2nd  <"> 

Input  buffer  pointer  after  2nd  " 
Check  buffer  cmd-end,  <:><?> 
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B378 : 

FO 

31 

BEQ 

$B3AB 

B37A: 

20 

A7 

B7 

JSR 

$B7A7 

B37D : 

BO 

2C 

BCS 

$B3AB 

B37F : 

A5 

60 

LDA 

*  $60 

B381 : 

85 

BA 

STA 

*  $BA 

B383 : 

20 

A7 

B7 

JSR 

$B7A7 

B386: 

BO 

23 

BCS 

$B3AB 

B388 : 

20 

01 

B9 

JSR 

$B901 

B38B: 

85 

C6 

STA 

*  $C6 

B38D : 

20 

A7 

B7 

JSR 

$B7A7 

B390 : 

BO 

3F 

BCS 

$B3D1 

B392 : 

20 

B4 

B8 

JSR 

$B8B4 

B395 : 

A6 

60 

LDX 

*  $60 

B397 : 

A4 

61 

LDY 

*  $61 

B399  • 

A5 

93 

LDA 

*  $93 

B39B : 

C9 

53 

CMP 

#  $53 

B39D: 

DO 

Dl 

BNE 

$B370 

B39F: 

A9 

00 

LDA 

#  $00 

B3A1: 

85 

B9 

STA 

*  $B9 

B3A3: 

A9 

66 

LDA 

#  $66 

B3A5: 

20 

D8 

FF 

JSR 

$FFD8 

B3A8: 

4C 

8B 

BO 

JMP 

$B08B 

***************************** 

B3AB: 

A5 

93 

LDA 

*  $93 

B3AD: 

C9 

56 

CMP 

#  $56 

B3AF: 

FO 

06 

BEQ 

$B3B7 

B3B1: 

C9 

4C 

CMP 

#  $4C 

B3B3: 

DO 

BB 

BNE 

$B370 

B3B5: 

•  A9 

00 

LDA 

#  $00 

B3B7: 

20 

D5 

FF 

JSR 

$FFD5 

B3BA: 

A5 

90 

LDA 

*  $90 

B3BC: 

29 

10 

AND 

#  $10 

B3BE : 

FO 

E8 

BEQ 

$B3A8 

B3C0: 

A5 

93 

LDA 

*  $93 

B3C2  : 

FO 

AC 

BEQ 

$B370 

B3C4: 

20 

7D 

FF 

JSR 

$FF7D 

LV  can  run  w/o  parameters 
Get  parameter  from  OP1  (dev  #) 
No  param,  goto  LV  expression 
GetOPl  (lo)(dev  address) 
and  put  in  zero  page 
Get  OP1  parameters  (start  addr.) 
No  param,  goto  LV  expression 
Copy  OP1  contents  into  OP3 
Get  bank#  in  zeropage  bank  B 
LSV  parameters  (end  addr.) 
No  parameter,  to  LV  expression 
Line  feed  &  clear  rest  of  line 
OPl(low)  is  ,til'  value  for  SAVE 
OPl(hi)  is  'til'  value  for  SAVE 
Get  command-/key  word 
Was  there  an  <S>  for  Save  ? 
No=error,  no  'til'  for  SAVE 
Load  acc  with  0,  to  zero  page 
for  secondary  addr. 
Bank#  'from' operand  (OP3) 
Kernal  SAVESP:  Save  data 
Jump  to  input  wait  loop 

Execute  valid  LV  commands 

Get  command-/key  word 
<V>  for  Verify  ? 
Accu  <>  0,  verify  in  LOADSP 
<L>  for  Load 
no,  then  was  it  Save  <S>? 
u  =  0  is  load  marker  in  LOADSP 
Kernal  LOADSP:  Load  data 
Load  system  STATUS  in  acc 
Mask  bit  for  read  error 
No  LV  error  -go  input  wait  loop 
Get  char  for  command/keyword 
No  cmd/key  word-then  ERROR 
Kernal  PRINT:  output  string 
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****************************** 

B3C7:     20  45  52  52  4F  52  00 
****************************** 

B3CE:     4C  8B  BO       JMP  $B08B 
****************************** 


B3D1 

:  A6 

66 

LDX 

*  $66 

B3D3 

:  A4 

67 

LDY 

*  $67 

B3D5 

:  A9 

00 

LDA 

#  $00 

B3D7 

:  85 

B9 

STA 

*  $B9 

B3D9 

FO 

DO 

BEQ 

$B3AB 

***************************** 

B3DB 

20 

83 

B9 

JSR 

$B983 

B3DE 

BO 

23 

BCS 

$B403 

B3E0 

A5 

68 

LDA 

*  $68 

B3E2 

CD 

B9 

OA 

CMP 

$0AB9 

B3E5 

DO 

1C 

BNE 

$B403 

B3E7: 

20 

A7 

B7 

JSR 

$B7A7 

B3EA 

BO 

17 

BCS 

$B403 

B3EC 

AO 

00 

LDY 

#  $00 

B3EE 

A5 

60 

LDA 

*  $60 

B3F0 

20 

2A 

Bl 

JSR 

$B12A 

B3F3 

20 

El 

FF 

JSR 

$FFE1 

B3F6 

FO 

08 

BEQ 

$B400 

B3F8 

20 

50 

B9 

JSR 

$B950 

B3FB 

20 

3C 

B9 

JSR 

$B93C 

B3FE 

BO 

EE 

BCS 

$B3EE 

B400: 

4C 

8B 

BO 

JMP 

$B08B 

B403 

4C 

BC 

BO 

JMP 

$B0BC 

Monitor  constant  for  <ERROR> 
ERROR 

Goto  input  wait  loop  after 

Jump  to  input  wait  loop 

Extension  of  LV  commands 
w/  device  &  starting  addrs. 

lo-addr.  (start  addr.  in  X-reg) 
hi-addr.  (start  addr.  in  Y-reg) 
Write  sec.  address  $00  =  read 
in  zero  page  mem.  for  sec.  addr. 
to  execute  LV  commands 

Monitor  command :  F  (Fill) 

Get  'til'  and  stepsize  in 
OPH,OP2 

Carry  set=error  output  identifier 
Get  bank  no.  from  'from'  (OP3) 
Cmp  w/  bank  #  of  'til'  operand 
Unequal  =error  output  identifier 
Get  cmd  parameter  (fill  value) 
Carry  set=error  output  identifier 
Set  display  for  fill  command,  0 
intoOPl(lo) 

STA  routine  (accu  in  any  bank) 
Kernal  STOP:  check  STOP  key 
If  pressed,  then  input  wait  loop 
Addition:  constant  <1>  to  OP3 
Subtraction:  OP2  -  constant  <1> 
Kernal  STOP:Test  for  STOP  key 
Jump  to  input  wait  loop 
Display  <?>  &go  input  wait  loop 
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****************************** 

Monitor  command:  A 

(Assemble) 

B406: 

BO 

3A 

BCS 

$B442 

Carry  set=error  output  identifier 

B408: 

20 

01  B9 

JSR 

$B901 

Copy  OP1  to  OP3 

B40B: 

A2 

00 

LDX 

#  $00 

Clear  mnemonic  buffer  display 

B40D: 

8E 

Al  OA 

STX 

$0AA1 

Bit  0  for  compressed  cmd  code  0 

B410: 

8E 

B4  OA 

STX 

$0AB4 

Set  loop  counter  to  0 

B413: 

20 

E9  B8 

JSR 

$B8E9 

Test  input  buffer  for  cmd-end, 

<:>,  <?> 

B416: 

DO 

07 

BNE 

$B41F 

Not  cmd-end,  then  go  on 

B418: 

EO 

00 

CPX 

#  $00 

Display  still  0,  no  commands 

B41A: 

DO 

03 

BNE 

$B41F 

No,  continue 

B41C: 

4C 

8B  BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

B41F: 

C9 

20 

CMP 

#  $20 

Is  char,  read  a  <space>? 

B421: 

FO 

E8 

BEQ 

$B40B 

Yes,  read  and  initialize 

B423: 

9D 

AC  OA 

STA 

$0AAC,X 

Put  char,  in  mnemonic  buffer 

B426: 

E8 

INX 

Mnem.  buffer  display  ptr.  +1 

B427: 

EO 

03 

CPX 

#  $03 

3  mnemonic  chars,  given? 

B429: 

DO 

E8 

BNE 

$B413 

No,  get  next  char. 

B42B: 

CA 

DEX 

Displ.  pointer  to  last  character 

B42C: 

30 

17 

BMI 

$B445 

3  characters  processed,  continue 

B42E: 

BD 

AC  OA 

LDA 

$0AAC,X 

Read  3  mnem.  chars  backward 

B431: 

38 

SEC 

Set  carry  for  subtraction 

B432: 

E9 

3F 

SBC 

#  $3F 

Alpha  char  values;  A=l,B=2,etc 

B434: 

AO 

05 

LDY 

#  $05 

Counter  shifted  5x  for  1  bit 

B436: 

4A 

LSR 

A 

Shift  1  bit  of  the  letter  value  out 

B437: 

6E 

Al  OA 

ROR 

$0AA1 

of  acc  into  byte  pair  $AA1-$AA0 

B43A: 

6E 

AO  OA 

ROR 

$0AA0 

The  three  mnemonic  chars,  will 

B43D: 

88 

DEY 

be  shifted  into  the  byte  pair 

B43E: 

DO 

F6 

BNE 

$B436 

mentioned  above  and  occupy  3 

B440: 

FO 

E9 

BEQ 

$B42B 

sets  of  5  bits  in  these  bytes 

B442: 

4C 

BC  BO 

JMP 

$B0BC 

Display  <?>;  go  input  wait  loop 

B445: 

A2 

02 

LDX 

#  $02 

Set  displacemnt  of  output  buffer 

B447: 

AD 

B4  OA 

LDA 

$0AB4 

Load  loop  counter  into  acc 

B44A: 

DO 

30 

BNE 

$B47C 

If  not  equal  to  0,  then  skip 

B44C: 

20 

CE  B7 

JSR 

$B7CE 

Get  cmd  parameters  in  OP1 

B44F: 

FO 

29 

BEQ 

$B47A 

If  0,  then  test  for  cmd-end 

B451: 

BO 

EF 

BCS 

$B442 

Carry  set=char.  for  error  output 

B453: 

A9 

24 

LDA 

#  $24 

Load  <$>  into  acc  and  bring  to 
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B455: 

9D 

AO 

OA 

STA 

$0AA0,X 

output  buffer 

B458: 

E8 

INX 

Displace  output  buffer  +1 

B459: 

A5 

62 

LDA 

*  $62 

GetOPl's  bank  byte 

B45B: 

DO 

E5 

BNE 

$©442 

>0=error  output  indicator 

B45D: 

AO 

04 

LDY 

#  $04 

Hex  division  factor 

B45F: 

AD 

B6 

OA 

LDA 

$0AB6 

Get  number  base  of  operand 

B462: 

'C9 

08 

CMP 

#  $08 

Compare  w/  <8> 

B464: 

90 

05 

BCC 

$B46B 

<8~get  high  addr.  (OP1) 

B466: 

CC 

B4 

OA 

CPY 

$0AB4 

Cmp.  with  loop  counter 

B469: 

F0 

06 

BEQ 

$B471 

Equal,  then  skip 

B46B: 

A5 

61 

LDA 

*  $61 

Get  high  addr.  byte  of  OP1 

B46D: 

DO 

02 

BNE 

$B471 

If  not  equal  to  0,  then  skip 

B46F: 

AO 

02 

LDY 

#  $02 

Set  loop  counter  for  null  bytes 

B471: 

A9 

30 

LDA 

#  $30 

Load  ASCII  <0>  mto  acc  and 

B473: 

9D 

AO 

OA 

STA 

$0AA0,X 

store  in  assem-cmd  temp  storage 

B476: 

E8 

INX 

Incr.  assem-cmd  length  counter 

B477: 

88 

DEY 

Loop  count  for  OP  nullbytes  - 1 

B478: 

DO 

F9 

BNE 

$B473 

Loop  till  counter=0 

B47A: 

C6 

7A 

DEC 

*  $7A 

Display  pntr  on  previous  char. 

B47C: 

20 

E9 

B8 

JSR 

$B8E9 

Test  input  buffer  for  cmd-end, 

B47F: 

FO 

OE 

BEQ 

$B48F 

If  cmd-end,  then  to  expression 

B481: 

C9 

20 

CMP 

#  $20 

Char  a  <SPACE>? 

B483: 

FO 

C2 

BEQ 

$B447 

Yes,  new  parameter  expression 

B485: 

9D 

AO 

OA 

STA 

$0AA0,X 

in  asmblr-cmd  temp,  storage 

B488  : 

E8 

INX 

Command  >9  chars? 

B489: 

EO 

OA 

CPX 

#  $0A 

Tk  T          il                        i                 .  1 

No,  then  get  next  char. 

B48B: 

90 

BA 

BCC 

$B447 

Yes,  then  display  <?>  error 

B48D: 

BO 

B3 

BCS 

$B442 

Asmblr-cmd  OP2  (low)  is  length 

B48F: 

86 

63 

STX 

*  $63 

Byte  length  of  cmd  m  OP2  (low) 

B491: 

A2 

00 

LDX 

#  $00 

Load  X-reg  w/  0  and  bring  up 

B493: 

8E 

Bl 

OA 

STX 

$0AB1 

Cmd-companson  loop  counter 

B496 : 

A2 

00 

LDX 

#  $00 

Load  X-reg  w/  0  and  use  as 

B498: 

86 

9F 

STX 

*  $9F 

display  for  asmblr-cmd  buffer 

B49A: 

AD 

Bl 

OA 

LDA 

$0AB1 

Get  cmd-comp.  counter 

B49D: 

20 

59 

B6 

JSR 

$B659 

A  J  J        O    1            .  i     r»                  i  . 

Addr.  &  length  for  cmd  counter 

AE 

AA 

OA 

LDX 

$0AAA 

uet  cma  length  pointer  (U,l,2) 

B4A3: 

86 

64 

STX 

*  $64 

and  store  in  OP2  (high) 

B4A5: 

AA 

TAX 

Test  result  for  mnem.  compare 

B4A6: 

BD 

61 

B7 

LDA 

$B761,X 

Byte  at  mnemonic  keyword  tab  2 

B4A9: 

20 

7F 

B5 

JSR 

$B57F 

Compare  w/  byte  in  asm  buffer 
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D*±AL*  • 

9  1 

JD  / 

T  f\A 

XjL/A 

cm  9 1  v 

r>yLC  ai  iiiiiciiioiiiL/  Kcywuru.  lau  1 

£5*±  AT  • 

9  n 

/  r 

dj 

tod 

f  DO  /r 

V_-UIIipaTC  W/  OytC  111  aSIIl  DUIICi 

Vi  A  DO  ■ 

TV  9 

A  c 
U  D 

t  nv 

U-     tl  f\  C 

iwOOp  counter  ior  aaaress  cinp. 

UArtA  • 
DtDI  • 

PCI 
c*VJ 

PDY 

ff     f  UJ 

iLHjpa  CUIIipiCLCU ; 

D4DD  • 

no 

904CC 

UlCIi  Ulliy  aLlUlCddlllg  unip. 

•D  /I  -q  Q  . 

AC 

Ab 

UA 

C  fV  7V  7VD 

vjcl  emu  lengin  poinier  \  \j9l9z,) 

r  vj 

n  i? 

Dili  V 

yDICC 

Xi.ai1u.1c  as  a.  i  uy  ic  emu 

API 

AA 

UA 

T  f\7\ 
XiJJA 

e  A  TV  TV  TV 

VJCL  aUUICaMIlg  JvCy 

"D Ar*f\  • 

cy 

CMP 

#  9B0 

V^OIuparc  W/  *pxLo 

T  pi  TV 
XiUA 

r\OVwXl  1UI  <^.v/^  ill  avC 

X  Hi 

f*aTTV  QPt  in  prvrrpQTVYnHiTiO'  pval 

L'Ui.X  V  aWlj  All  CISllCd  LJlJllLlllici  t/V£U. 

Dl^D  > 

9fl 

/  \* 

DC 

TCD 

9DJ  /C 

v^uiiipaic  w/  uy  ic  m  aMii  uuxici 

P4p  Q  • 

0  0 

JJCjX 

ucciciiiciii  ciiiu  icngiii  dii  uy  x 

r5  4<^A : 

DU 

TP  1 

?BflBJJ 

ii  noi  equal  io  u,  incn  SKip 

"D  A  r*c  . 

at? 

A  TV 

UA 

ACT 

AoXj 

C  A  TV  TV  TV 

9UAAA 

OllllL  aLiUl Casing  JvCy 

■n4r*ir  • 
DftU-r  ♦ 

y  u 

AT? 

XjIL — U,  UlCIl  aJvip  Cllip. 

nftJJJL  ; 

DFV 

1  A 
Xfi 

m 
o  / 

XiJJA 

COT  1  /I  V 

flat  Q/l/lrpccitin'  /^Vi at*  1   of  to V\ 
VJCL  aUUrCbdlllg  t/IldX  1  aL  Lau 

DtUt  • 

z  vj 

/  c 

DC 
DO 

v^uiiipaic  w/  uy  lc  in  aoin  uuiici 

rSfiJJ  /  . 

XA 

DO 

XiJJA 

CD  T  1  7V  V 

VJCL  aUUTCsdlllg  CIlaT  JL  al  laU 

FU 

A  o 

uo 

BEQ 

§B4DF 

u  ^>uu,  inen  no  comp. 

9  A. 

/  r 

DJ 

pBD  /£ 

V^OIIiparc  W/  uyLC  111  ablll  uuncr 

/*•  7V 

CA 

DBA 

/\uarcSaing  loop  counter  -i 

O  /I  T?  A  . 

JJU 

BIN  B 

C  T3  /I  TD  >1 

!?B4B4t 

i>toi  equal  to  u,  conimuc  loop 

B4E2: 

FO 

06 

BEQ 

$B4EA 

0,  continue  evaluation 

9  n 
z  u 

/C 

DC 
DJ 

TOD 

?BO  /C 

V^UlIipoTC  W/  Uy  LC  111  aMIl  UUIICI 

D^T?"7  • 

9  A 

/c 

rj  C 

oO 

TCD 

f  U3  /C 

\w>oiiiparc  w/  uy  lc  in  aMii  uuiici 

B4EA: 

TV  C 

A5 

63 

LDA 

*  963 

Vjcl  storea  lengin  or  asiuDir  cma 

D  ^1 T?  • 

B4£iC : 

CD 

a  t~i 

CMf 

"  •?  yt 

\_*vJIIiparC  W;  Ulspiay 
^a»IIlDir-t/IIiU  Duiicr^ 

B4bhi : 

r  U 

UJ 

BEQ 

CD  AVZ 

xi  ci^uai  men  oAip 

B4r  U  : 

4C 

QD 

on 

DO 

TTUTT^ 

90000 

lllLICIIlCIlL  L/IIlU'lVjUp  CUUI11CI 

B4F  3  : 

TV  z"1 

AC 

TV  T) 

AB 

UA 

T  T^V 
LDl 

C  A  TV  TV  D 
9UAAB 

VJCl  L-II1U  lGIlglll  pUillLCI 

B4F6 : 

Tt  A 

FO 

32 

BEQ 

CD  C  9  TV 

9B52A 

ii  u,  inen  a  i-oyic  cma 

B4F8 : 

TV  C 

A5 

64 

LDA 

+     C  C  A 

*   § 64 

Hpt  u:  ar|Hr            frrvtn  OP9 

vjci  ni-aaur.  oyic  irom  urz. . 

B4FA : 

C9 

9D 

CMP 

#  §yD 

/^/^-mT\Qt"^  it  \i7itrl  t^QTi 

ailU  wUinpaiC  11  Willi  &z>yJ 

D. ATPC  • 

£5  IN  Hi 

^P.S91 

Not  eniial  then  skit) 

B4FE: 

A5 

60 

LDA 

*  $60 

Get  low  operand  addr.  and 

B500: 

E5 

66 

SBC 

*  $6T6 

subtract  low-cmd  addr. 

B502: 

AA 

TAX 

Put  result  in  X-reg 

B503: 

A5 

61 

LDA 

*  $61 

Get  high  operand  addr.  and 
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B505: 

E5 

67 

SBC 

*  $67 

subtract  high-cmd  addr. 

B507: 

90 

08 

BCC 

$B511 

To  evaluate  of  backward  branch 

B509: 

DO 

6E 

BNE 

$B579 

"BRANCH  OUT  OF  RANGE" ,<?> 

B50B: 

EO 

82 

CPX 

#  $82 

Check  whether  branch  is  valid 

B50D: 

BO 

6A 

BCS 

$B579 

If  off  by  more  than  $82  give  <?> 

B50F: 

90 

08 

BCC 

$B519 

In  corresponding  expression 

B511: 

A8 

TAY 

Copy  accu  into  y-reg  and 

B512: 

C8 

INY 

increment  from  0  to  1 

B513: 

DO 

64 

BNE 

$B579 

Unequal  to  0,  output  <?>  error 

B515: 

EO 

82 

CPX 

#  $82 

Compare  to  $02 

B517: 

90 

60 

BCC 

$B579 

Less  than  2,  then  output  <?> 

B519: 

CA 

DEX 

Addr.  balance:  decrement  X-reg 

B51A: 

CA 

DEX 

Addr.  balance:  decrement  X-reg 

B51B: 

8A 

TXA 

Bring  value  to  accumulator 

B51C: 

AC 

AB 

OA 

LDY 

$0AAB 

Get  cmd-length  counter  in  Y-reg 

B51F: 

DO 

03 

BNE 

$B524 

<>0,  then  skip 

B521: 

B9 

5F 

00 

LDA 

$005F,Y 

Get  value  from  operand  OP1 

B524: 

20 

2A 

Bl 

JSR 

$B12A 

STA  routine  for  acc  in  any  bank 

B527: 

88 

DEY 

Decrement  cmd  length  pntr  by  1 

B528: 

DO 

F7 

BNE 

$B521 

<>0--skip 

B52A: 

AD 

Bl 

OA 

LDA 

$0AB1 

Get  value  from  OP1 

B52D: 

20 

2A 

Bl 

JSR 

$B12A 

STA  routine  for  acc  in  any  bank 

B530: 

20 

AD 

B8 

JSR 

$B8AD 

<CRxcrsr-up> 

B533: 

20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRINT:  output  string 

****************************** 

Monitor  constant: 

assemble  output 

B536 

41 

20 

IB 

51  00 

A  <SPACE>  <Esc-Q> 

****************************** 

Generate  chars,  and  address 

stagger  for  next  assembly 

procedure 

B53B 

20 

DC 

B5 

JSR 

$B5DC 

Output  address  and  get  byte 

B53E 

EE 

AB 

OA 

INC 

$0AAB 

Increment  opcode  lngth  ptr.  by  1 

B541 

:  AD 

AB 

OA 

LDA 

$0AAB 

Add  length  to  'from'  operand 

B544 

20 

52 

B9 

JSR 

$B952 

Addition:  acc  contents  +  OP3 

B547 

A9 

41 

LDA 

#  $41 

Load  accu  with  <A>  (assemble) 

B549 

8D 

4A 

03 

STA 

$034A 

in  procedure  buffer  for  next  line 
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B54C 

A9 

20 

LDA 

#  $20 

Load  accu  with  <SPACE> 

B54E 

8D 

4B 

03 

STA 

$034B 

in  procedure  buffer  for  next  line 

B551 

8D 

51 

03 

STA 

$0351 

in  procedure  buffer  for  next  line 

B554 

A5 

68 

LDA 

*  $68 

Bank  byte  of  'from'  addr.  in  acc 

B556 

20 

D2 

B8 

JSR 

$B8D2 

Acc  in  2-byte  ASCII:  hi=A,lo=X 

B559 

8E 

4C 

03 

STX 

$034C 

In  procedure  buffer  for  next  line 

B55C 

A5 

67 

LDA 

*  $67 

hi-addr  byte(OP3)of  'from'  addr 

B55E 

20 

D2 

B8 

JSR 

$B8D2 

Acc  in  2-byte  ASCII:  hi=A,lo=X 

B561 

8D 

4D 

03 

STA 

$034D 

In  proc.  buffer  for  next  line 

B564 

8E 

4E 

03 

STX 

$034E 

In  proc.  buffer  for  next  line 

B567 

:  A5 

66 

LDA 

*  $66 

lo-addr  byte(OP3)of  'from'  addr 

B569 

20 

D2 

B8 

JSR 

$B8D2 

Acc  in  2-byte  ASCII:  hi=A,lo=X 

B56C 

8D 

4F 

03 

STA 

$034F 

in  proc.  buffer  for  next  line 

B56F 

8E 

50 

03 

STX 

$0350 

in  proc.  buffer  for  next  line 

B572 

A9 

08 

LDA 

#  $08 

Keyboard  buffer  set  for 

B574 

85 

DO 

STA 

*  $D0 

8  chars  (=length  of  proc.  line) 

B576 

4C 

8B 

BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

B57  9 

:  4C 

BC 

BO 

JMP 

$B0BC 

Display  <?>  ,  go  input  wait  loop 

***************************** 

Compare  acc  contents  w/  a  char. 

from  asmblr-cmd  temp,  storage 

B57C 

20 

7F 

B5 

JSR 

$B57F 

Execute  following  routine  twice 

B57F 

:  8E 

AF 

OA 

STX 

$0AAF 

Store  x-reg  contents 

B582 

:  A6 

9F 

LDX 

*  $9F 

Load  asmbr-cmd  display  pointer 

B584 

:  DD 

AO 

OA 

CMP 

$0AA0,X 

Cmp  w/  char  from  asmblr  buffer 

B587 

:  F0 

OA 

BEQ 

$B593 

If  equal,  then  exit 

B589 

:  68 

PLA 

Get  RTS  addr.  from  stack 

B58A 

:  68 

PLA 

Get  RTS  addr.  from  stack 

B58B 

:  EE 

Bl 

OA 

INC 

$0AB1 

Increment  cmd-comparison  loop 

B58E 

:  F0 

E9 

BEQ 

$B579 

>255~output  errors 

B590 

:  4C 

96 

B4 

JMP 

$B496 

Jump  to  correspond  expression 

B593 

:  E6 

9F 

INC 

*  $9F 

Asmblr-cmd  display  pointer  +1 

B595 

:  AE 

AF 

OA 

LDX 

$0AAF 

Return  old  X-reg  contents 

B598 

:  60 

RTS 

Return  to  subroutine 
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******************************      Monitor  command!  D 

(Disassemble) 


B599 

BO 

08 

BCS 

$B5A3 

No  valid  'from'  operand 

B59B 

20 

01 

B9 

JSR 

$B901 

Copy  OP  1  toOP3 

B59E 

20 

A7 

B7 

JSR 

$B7A7 

Get  OP1  operand 

B5A1 

90 

06 

BCC 

$B5A9 

If  valid,  then  send  step  number 

B5A3 

A9 

14 

LDA 

#  $14 

Standard  step  value  $14 

(=20  bytes  to  disassemble) 

B5A5 

85 

60 

STA 

*  $60 

in  lr*w  ctPT>  ponntpt" 

XII  1U  VV  dl&Ls  L/V-'UllLt'l 

B5A7 

DO 

05 

BNE 

$B5AE 

Uncond  jump  to  disasmblr. 

B5A9 

:  20 

OE 

B9 

JSR 

$B90E 

<?tr>rp  diff  of  OPUOP^  in  OP1 

B5AC 

:  90 

23 

BCC 

$B5D1 

Carry  clear=marker  for  error  out 

B5AE 

:  20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRINT:  string  output 

****************************** 

Monitor  constant:  Clear  1  line 

B5B1 

:  0D 

IB 

51 

00 

<Cr>  <Esc-Q> 

****************************** 

Disassembly  dependent  on 

'from'  operand  &  step  size 

B5B5 

:  20 

El 

FF 

JSR 

$FFE1 

Kernal  STOP:  test  for  STOP  key 

B5B8 

:  F0 

14 

BEQ 

$B5CE 

If  pressed,  goto  input  wait  loop 

B5BA 

:  20 

D4 

B5 

JSR 

$B5D4 

Prep,  and  output  disasmbld  line 

B5BD 

:  EE 

AB 

OA 

INC 

$0AAB 

Increment  opcode  lgth  pntr  by  1 

B5C0 

:  AD 

AB 

OA 

LDA 

$0AAB 

and  for  'from'  addr.  calc  in  acc 

B5C3 

:  20 

52 

B9 

JSR 

$B952 

Addition:  acc  contents  +  OP3 

B5C6 

:  AD 

AB 

OA 

LDA 

$0AAB 

Lgth  ptr.  for  step  size  calc  in  acc 

B5C9 

:  20 

24 

B9 

JSR 

$B924 

Subtraction:  OP1  -  acc  contents 

B5CC 

:  B0 

EO 

BCS 

$B5AE 

Continue  disassem.  if  necessary 

B5CE 

:  4C 

8B 

BO 

JMP 

$B08B 

Jump  to  mput  wait  loop 

B5D1 

:  4C 

BC 

BO 

JMP 

$B0BC 

Display  <?>;  go  input  wait  loop 

B5D4 

:  A9 

2E 

LDA 

#  $2E 

Load  accu  with  <.> 

B5D6 

:  20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  char,  output 

B5D9 

:  20 

A8 

B8 

JSR 

$B8A8 

<SPACExCRxcrsr-up> 

B5DC 

:  20 

92 

B8 

JSR 

$B8  92 

Output  'from'  addr.(OP3)  as 

5-byte  ASCII 

B5DF 

:  20 

A8 

B8 

JSR 

$B8A8 

<SPACExCRxcrsr-up> 

B5E2 

:  AO 

00 

LDY 

#  $00 

Load  displacement  for  FETCH 
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B5E4 

20 

1A 

Bl 

JSR 

$B11A 

LDA  routine  from  any  bank 

B5E7 

20 

59 

B6 

JSR 

$B659 

Validity  check  of  opcode  bytes 

B5EA 

48 

PHA 

Put  result  on  stack 

B5EB 

AE 

AB 

OA 

LDX 

$0AAB 

Get  command  length  loop 

B5EE 

E8 

INX 

TncffMnpnt  1f»n<*fVi  ]ccv  Hv  1 

B5EF 

CA 

DEX 

Decrement  length  key  by  1 

B5F0 

10 

OA 

BPL 

$B5FC 

^juipui  emu  vdiue  <  u  constant 

B5F2 

20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRINT:  output  string 

****************************** 

Monitor  constants:  3  spaces 

B5F5 

20 

20 

20 

00 

<SPACE><SPACExSPACE> 

****************************** 

Assembly/disassembly  sub. 

B5F9 

4C 

02 

B6 

JMP 

$B602 

Skip  LDA  for  routine 

B5FC: 

20 

1A 

Bl 

JSR 

$B11A 

LDA  routine  for  acc  -  any  bank 

B5FF 

20 

A5 

B8 

JSR 

$B8A5 

Output  acc  as  2-byte  ASCII 

+<SPACE> 

B602 

C8 

INY 

Increment  Y-reg  contents  by  1 

B603 

CO 

03 

CPY 

#  $03 

Compare  to  $03 

B605 

90 

E8 

BCC 

$B5EF 

<3,  then  continue  loop 

B607 

68 

PLA 

Get  result  from  stack 

B608 

A2 

03 

LDX 

#  $03 

Put  3  chars  for  mnem.  output  in 

B60A 

:  20 

Al 

B6 

JSR 

$B6A1 

X-reg,  and  to  char,  output 

B60D 

A2 

06 

LDX 

#  $06 

Initialize  loop  count  with  6 

B60F 

E0 

03 

CPX 

#  $03 

After  3  loops,  the  actual  address 

B611 

DO 

17 

BNE 

$B62A 

value  will  be  output 

B613 

AC 

AB 

OA 

LDY 

$0AAB 

Number  of  cmd  operand  bytes 

B616 

:  FO 

12 

BEQ 

$B62A 

No  operand  bytes,  then  skip 

B618 

:  AD 

AA 

OA 

LDA 

$0AAA 

Command  addr.  key 

B61B 

:  C9 

E8 

CMP 

#  $E8 

Check  for  branch 

B61D 

•  08 

PHP 

Put  carry  flag  on  stack 

B61E 

:  20 

1A 

Bl 

JSR 

$B11A 

LDA  routine  for  any  bank 

B621 

:  28 

PLP 

Reset  carry  flag 

B622 

:  BO 

ID 

BCS 

$B641 

If  carry  set,  then  BRANCH 

B624 

:  20 

C2 

B8 

JSR 

$B8C2 

Acc  conveyed  as  2-byte  ASCII 

B627 

:  88 

DEY 

If  cmd  has  two  operand  bytes, 

B628 

:  DO 

EE 

BNE 

$B618 

then  expression  of  the  second  bit 

B62A 

:  OE 

AA 

OA 

ASL 

$0AAA 

is  masked  by  addressing  key 
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B62D: 

90 

0E 

BCC 

$B63D 

B62F: 

BD 

14 

B7 

LDA 

$B714, 

B632: 

20 

D2 

FF 

JSR 

$FFD2 

B635: 

BD 

1A 

B7 

LDA 

$B71A, 

B638  : 

F0 

03 

BEQ 

$B63D 

DOJn  : 

zu 

JJZ 

XT' Tp 

TOD 

B63D: 

CA 

DEX 

B63E: 

DO 

CF 

BNE 

$B60F 

B640: 

60 

RTS 

***************************** 

B641 

20 

4D 

B6 

JSR 

$B64D 

B644 

18 

CLC 

B645 

69 

01 

ADC 

#  $01 

B647 

DO 

01 

BNE 

$B64A 

B649 

:  E8 

INX 

B64A 

:  4C 

9F 

B8 

JMP 

$B89F 

B64D 

:  A6 

67 

LDX 

*  $67 

B64F 

:  A8 

TAY 

B650 

:  10 

01 

BPL 

$B653 

B652 

:  CA 

DEX 

B653 

:  65 

66 

ADC 

*  $66 

B655 

:  90 

01 

BCC 

$B658 

B657 

:  E8 

INX 

B658 

:  60 

RTS 

*********************** 


B659:  A8  TAY 

B65A:  4A  LSR 

B65B:  90  0B  BCC 

B65D:  4A  LSR 

B65E:  B0  17  BCS 

B6  60:  C9  22  CMP 


Bit  not  set,  skip 
Get  char,  for  addr.  type 
Kernal  BSOUT:  output  one  char 
Get  char,  for  addr.  type 
Not  equal  to  0--then  output 
Kernal  BSOUT:  output  one  char 
Address  output  loop  -1 
All  6  loops  out 
Return  to  subroutine 

Address  from  BRANCH  cmd 

Addr.  calc.  X=high,  A=low 

Clear  carry  for  addition 
Add  1  for  low-addr.  correction 
No  overflow  skip  hi-correction 
Add  1  for  high  correction 
Give  acc  +  X-reg.  as  4-bytes 
Get  high  addr.  of  'from' 
operand  (OP3) 

Bring  BRANCH  offset  in  x-reg 
BRANCH  'forward'  continues 
Decrement  high  addr.  for 
'backward'- 1 

+branch  offest  to  low  addr(OP3) 
No  overflow  skip  hi  correction 
Overflow  correction  for  hi-addr. 
Return  from  subroutine 


*******      Determine  addressing  and  length 
of  the  test  code  passed  in  A 

Put  test  code  in  Y-reg 
a  Shift  bit  0  out  &  test 

$B668         If  bit  0=0  then  OK 
a  Shift  &  test  bit  1 

$B677         If  bit  1=1  then  no  good 
#  $22         Test  whether  exit  code  $89  used 
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B664: 

29 

07 

AND 

#  $07 

Mask  bits  3-7 

B666: 

09 

80 

ORA 

#  $80 

Mask  bit  7  in 

B668: 

4A 

LSR 

A 

Divide  acc  contents  by  2 

B669: 

AA 

TAX 

and  display  in  X-reg 

B66A: 

BD 

C3 

B6 

LDA 

$B6C3,X 

Load  byte  as  addressing  ref.  tab 

B66D: 

BO 

04 

BCS 

$B673 

If  remainder  left  from  div.,  skip 

B66F: 

4A 

LSR 

A 

Copy  contents  of  the 

B670: 

4A 

LSR 

A 

upper  nibble 

B671: 

4A 

LSR 

A 

(bits  4-7)  into 

B672: 

4A 

LSR 

A 

lower  nibble  (bits  4-3) 

B673: 

29 

OF 

AND 

#  $0F 

Mask  out  upper  nibble  (Bit  4-7) 

B675: 

DO 

04 

BNE 

$B67B 

Not  equal  0  is  valid 

B677: 

AO 

80 

LDY 

#  $80 

If  code  is  invalid,  load  Y  w/  $80 

B679 

A9 

00 

LDA 

#  $00 

and  acc  with  $00 

B67B 

AA 

TAX 

Displacement  not  transfer  to  X 

B67C 

BD 

07 

B7 

LDA 

$B707,X 

Get  addressing  key  from  tab 

B67F 

8D 

AA 

OA 

STA 

$0AAA 

and  put  in  $0  AA  A 

B682 

29 

03 

AND 

#  $03 

Mask  out  bits  2-7 

B684 

8D 

AB 

OA 

STA 

$0AAB 

Store  bits  0,1  (cmd.  length) 

B687 

98 

TYA 

Copy  test  code  in  acc 

B688 

:  29 

8F 

AND 

#  $8F 

Mask  out  bits  4,5,6 

B68A 

AA 

TAX 

Store  masked  out  value  in  X 

B68B 

98 

TYA 

Copy  test  code  in  acc 

B68C 

AO 

03 

LDY 

#  $03 

Initialize  loop  counter  with  3 

B68E 

EO 

8A 

CPX 

#  $8A 

Cmp  masked-out  value  w/  $8A 

B690 

:  F0 

OB 

BEQ 

$B69D 

Equal,  then  skip 

B692 

4A 

LSR 

A 

Divide  acc  contents  by  2 

B693 

90 

08 

BCC 

$B69D 

If  no  remainder,  then  skip 

B695 

:  4A 

LSR 

A 

Divide  acc  contents  by  2 

B696 

:  4A 

LSR 

A 

Divide  acc  contents  by  2 

B697 

:  09 

20 

ORA 

#  $20 

Set  bit  5  in  acc 

B699 

:  88 

DEY 

Decrement  loop  counter  by  1 

B69A 

:  DO 

FA 

BNE 

$B696 

Not  equal  to  0,  continue  loop 

B69C 

:  C8 

INY 

Loop  number  incremented  by  1 

B69D 

:  88 

DEY 

Decrement  loop  counter  by  1 

B69E 

:  DO 

F2 

BNE 

$B692 

Not  equal  to  0,  divide  further 

B6A0 

:  60 

RTS 

Return  from  subroutine 
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****************************** 

B6A1: 

A8 

TAY 

B6A2: 

B9 

21 

B7 

LDA 

$B721,Y 

B6A5: 

85 

63 

STA 

*  $63 

B6A7: 

B9 

61 

B7 

LDA 

$B761,Y 

B6AA: 

85 

64 

STA 

*  $64 

B6AC: 

A9 

00 

LDA 

#  $00 

B6AE: 

AO 

05 

LDY 

#  $05 

B6B0: 

06 

64 

ASL 

*  $64 

B6B2: 

26 

63 

ROL 

*  $63 

B6B4: 

2A 

ROL 

A 

B6B5: 

88 

DEY 

B6B6: 

DO 

F8 

BNE 

$B6B0 

B6B8: 

69 

3F 

ADC 

#  $3F 

B6BA: 

20 

D2 

FF 

JSR 

$FFD2 

B6BD: 

CA 

DEX 

B6BE: 

DO 

EC 

BNE 

$B6AC 

B6C0: 

4C 

A8 

B8 

JMP 

$B8A8 

****************************** 


Prepare  and  send  a  char,  for 
mnemonic  display 

Cmd  code  as  display  to  Y-reg 
Get  byte  from  mnemonic  table  1 
and  put  in  OP2  (low) 
Get  byte  from  mnemonic  table  2 
and  put  into  OP2  (high) 
Load  accu  w/  0 

Shift  5  bits  of  OP2  2-by te  addr. 
to  the  left;  put  bits  into  accu 
Loop  until  all  five 
bits  are  shifted.  The 
addition  of 

the  number  $3F  gives  a  valid 
char  or  a  <?> 

Kernal  BSOUT:  output  one  char 
3  loops  for  the  3  letters  from  the 
16-bit  value  in  addr  lo/hi  in  OP2 
<SPACExCRxcrsr-up>:RTS 

Address  reference  table 


B6C3 

40 

02 

45 

03 

DO 

08 

40 

09 

B6CB 

30 

22 

45 

33 

DO 

08 

40 

09 

B6D3 

40 

02 

45 

33 

DO 

08 

40 

09 

B6DB 

40 

02 

45 

B3 

DO 

08 

40 

09 

B6E3 

00 

22 

44 

33 

DO 

8C 

44 

00 

B6EB 

11 

22 

44 

33 

DO 

8C 

44 

9A 

B6F3 

10 

22 

44 

33 

DO 

08 

40 

09 

B6FB 

.  10 

22 

44 

33 

DO 

08 

40 

09 

B703 

:  62 

13 

78 

A9 

****************************** 

B707 

00 

21 

81 

82 

B70B 

:  00 

00 

59 

4D 

B70F 

:  91 

92 

86 

4A 

B713 

:  85 

B714:  9D 

Byte  $9D 

Address  types  &  length  key 

-l/#$  -2/*$  -2/$  -3 
-1  /  -1  /  ($,X)-2  /  ($),Y-2 

*$,X-2  /  $,X  -3  /  $,Y  -3  /  ($)  -3 

*$,Y-2 

Backspace  control  code 
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****************************** 


Display  addressing  modes 


B715: 

2C 

29 

2C 

23  28 

24 

B71B: 

59 

00 

58 

24  24 

00 

<  I  >  <  >  <  A  >  <  q>  ><  q>  >  <> 

****************************** 

Mnemonic  keyword  table  1 

B721: 

1C 

8A 

1C 

23  5D 

8B  IB  Al 

BRK  PHP  BPL  CLC  JSR  PLP  BMI  SEC 

B729: 

9D 

8A 

ID 

23  9D 

8B  ID  Al 

RTI PHA  BVC  CLI  RTS  PLA  BVS  SEI 

B731: 

00 

29 

19 

AE  69 

A8  19  23 

???  DEY  BCC  TYA  LDY  TAY  BCS  CLV 

B739: 

24 

53 

IB 

23  24 

53  19  Al 

CPY INY  BNE  CLD  CPX INX  BEQ  SED 

B741: 

00 

1A 

5B 

5B  A5 

69  24  24 

???  BIT  JMP  JMP  STY  LDY  CPY  CPX 

B749: 

AE 

AE 

A8 

AD  29 

00  7C  00 

TYA  TYS  TAY  TCY  riCY  999  MOP  999 
1AA  1AO  1AA  ioAJJcA  !  ! .' CHKJr  III 

B751: 

15 

9C 

6D 

9C  A5 

69  29  53 

ASL  ROL  LSR  ROR  STX  LDX  DEC  INC 

B759: 

84 

13 

34 

11  A5 

69  23  AO 

ORAANDEOR  ADC  STA  LDA  CMP  SBC 

****************************** 

Mnemonic  keyword  table  2 

B761 

D8 

62 

5A 

48  26 

62  94  88 

A  byte  in  table  1  returns, 

B769 

54 

44 

C8 

54  68 

44  E8  94 

with  the  corresponding 

B771 

00 

B4 

08 

84  74 

B4  28  6E 

value  in  table  2,  a 

B779 

74 

F4 

CC 

4A  72 

F2  A4  8A 

16-bit  value  coded  as  a  3- 

B781 

00 

AA 

A2 

A2  74 

74  74  72 

character  mnemonic.  The  16- 

B789 

44 

68 

B2 

32  B2 

00  22  00 

bit  argument  is  divided  into 

B791 

1A 

1A 

26 

26  72 

72  88  C8 

three  sections  of  5  bits. 

B799 

C4 

CA 

26 

48  44 

44  A2  C8 

-OIL  \J  la  UUUdCU-  ill  C-UU-lIlg. 

****************************** 

Monitor  constant:  3  spaces 

B7A1 

:  0D 

20 

20 

20 

<CRxSPACExSPACExSPACE> 

****************************** 

Test  for  valid  separator  between 

the  command's  operands 

B7A5 

:  C6 

7A 

DEC 

*  $7A 

Input  buff  pntr  to  previous  char. 

B7A7 

:  20 

CE 

B7 

JSR 

$B7CE 

Get  OP  1  operand 

B7AA 

:  BO 

16 

BCS 

$B7C2 

Carry  set=error  signal 

B7AC 

:  20 

E7 

B8 

JSR 

$B8E7 

Renew  last-read  char. 

B7AF 

:  DO 

09 

BNE 

$B7BA 

If  cmd-end,  then  continue 

B7B1 

:  C6 

7A 

DEC 

*  $7A 

Input  buff  pntr  to  previous  char. 

B7B3 

:  AD 

B4 

OA 

LDA 

$0AB4 

Get  error-recognition  flag 
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B7B6  : 

DO 

11 

BNE 

$B7C9 

If  not  equal  to  0,  then  OK  exit 

B7B8 : 

FO 

OD 

BEQ 

$B7C7 

No  valid  operand,  then  error  exit 

B7BA: 

C9 

20 

CMP 

#  $20 

Was  char,  read  a  <SPACE>? 

B7BC: 

FO 

OB 

BEQ 

$B7C9 

Valid  separator,  OK  exit 

B7BE: 

C9 

2C 

CMP 

#  $2C 

Was  the  char,  a  comma? 

B7C0: 

FO 

07 

BEQ 

$B7C9 

Valid  separator,  OK  exit 

D  O 

PT.A 

IT  UA 

The  addresses  on  the  stack  are 

B7C3: 

68 

PLA 

cleared,  <?>  is  displayed,  and 

B7C4: 

4C 

BC 

BO 

JMP 

$B0BC 

nrp  pop?  to  thp  intuit  wait  loon 

****************************** 

Exit  for  error  in  cmd-operands 

B7C7: 

38 

SEC 

Set  carry=error  signal 

B7C8: 

24 

.Byte 

$24 

skin  to  $R7CA 

****************************** 

Command  operand/separator  OK 

B7C9: 

18 

CLC 

Carry  clear=signal  for  OK 

B7CA: 

AD 

B4 

OA 

LDA 

$0AB4 

T  ojiH  prror-rpropnition  hpln  flap 

B7CD : 

60 

RTS 

What  appears  to  be  RTS  is  the 

command  entry 

****************************** 

Init.  &  evaluation  of  a  command 

parameter  in  OP  1 

B7CE 

A9 

00 

LDA 

#  $00 

Load  acc  w/  $0  for  param.  init. 

B7D0. 

85 

60 

STA 

*  $60 

Clear  the  3-byte  cmd  parameter 

B7D2 

85 

61 

STA 

*  $61 

No.  1  (OP1),  in  zero  page  from 

B7D4 

85 

62 

STA 

*  $62 

$62  (highest)  to  $60  (lowest) 

B7D6 

8D 

B4 

OA 

STA 

$0AB4 

Temp,  memory  for  error  control 

B7D9 

8A 

TXA 

Put  X-reg  in  accumulator 

B7DA 

48 

PHA 

and  save  on  stack 

B7DB 

98 

TYA 

Put  Y-reg  in  accumulator 

B7DC 

48 

PHA 

and  save  on  stack 

B7DD 

20 

E9 

B8 

JSR 

$B8E9 

Test  input  buffer  for  cmd-end, 

B7E0 

:  DO 

03 

BNE 

$B7E5 

<:>,<?>  .No  end  marker,  go  on 

B7E2 

4C 

7E 

B8 

JMP 

$B87E 

Exit  routine  w/  clear-carry 

B7E5 

:  C9 

20 

CMP 

#  $20 

marker.  Was  it  a  <SPACE>  ? 

B7E7 

:  FO 

F4 

BEQ 

$B7DD 

Yes,  then  read  next  char. 

B7E9 

:  A2 

03 

LDX 

#  $03 

Get  display  for  4  conver  chars. 
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D  /  £jD  « 

LJ  LJ 

fs 

RO 

CMP 

Check  for  conversion  ( 

B7EE : 

FO 

06 

BEQ 

$B7F6 

until  conversion  char,  is  found 

D  /  £  U  • 

C  A 

I-*  Hi  J\ 

Fiisnlav  calc  tahle  -  1 

R7F1  • 

X  O 

Ffl 

RPT. 

LJLT  XI 

$B7EB 

Lood  till  table  throueh 

R7F^  • 

LJ  1  C  O  • 

J_j  O 

TNX 

X-ree  set  to  $0  (=  HEX") 

R7F4  • 

LJ  I  C  *±  ■ 

C6 

7A 

LJ  J_J  v  

*  $7A 

Disnlacement  ntr  to  innut  buff  -1 

B7F6 : 

BC 

8A 

B8 

LDY 

SB88A.X 

Load  Y-reg  w/  num  system  base 

B7F9 : 

BD 

8E 

B8 

LDA 

SB88E. X 

Load  accu  w/  multio.  factor 

R7FC  • 

RD 

o  u 

R6 

LJ  \J 

OA 

S0AR6 

for  the  num  svstem  &  store  it 

R7FF . 

90 

F  Q 

Rfi 

.T^R 

UOJa 

"SRftF  Q 

yDOEi  J 

Te^t  inn  hnfrmd-end  <">  <!,i>> 

1  Wi] L  LLLLJt   WILL  \jLLL\J*  wllVXy                       •  *r 

DO  U^.  4 

r  v 

7  A 

npn 

LJILi^l 

"SRR  7F 
O  /  Hi 

Pxit  from  oneranrl  dptermination 

15804  • 

do  y  t  • 

*J  o 

SF.C 

Set  cairv  for  subtraction 

R80S  • 

DO  U  -J  ♦ 

F  Q 

"30 

SRC 

#  s^o 

IT     V  «J  V 

Convert  to  fixed-noint  values 

RR  07  ■ 

DO  U  /  . 

Q0 

7  S 

RCC 

VDO  '  £j 

Tf  char  <"0  then  exit 

XX  WXXCXX    XV   Ulvll  wAll 

Rft  ft  Q  • 

CMP 

#  fiOA 

Wac  char  a  no  hetween  0  -  9  f 

DO  AD  • 
DO  UD  • 

QO 

u  o 

RCC 

yDO  X  O 

Yp<:  inmn  to  hpx  adantation 

X  Iili^  J  IX111L7  Lv/  XllrfA  ClVXClL/kaiXV/11 

Rft  on  • 

DO  V  LJ  m 

FQ 

07 

SRC 

#  £07 

Adantation  of  hex  numbers  A  -  F 

i  H".  fill.  1111                  WX    AXWV   liVAXlll/VA  U   XX  X 

do  np  - 
Dour  > 

cq 

1  0 
x  u 

CMP 

K^L  LI: 

#   SI  0 

Tf  value  i^n!t  between  0  -  F  then 

B811 : 

BO 

6B 

BCS 

$B87E 

Exit  from  ooerand  determ't  rtne. 

D  O  X  O  • 

RD 

BS 

OA 

STA 

SOAB1! 

Store  established  hex  numbers 

DO  Iv). 

DC 
Dj 

n  A 

CPY 

SOARS 

f^omnarp  ha^e  w/  hex  value 

£>>U  X  .7  • 

90 

U  X 

BCC 

$B87C 

If  base  <  char,  then  error 

XX     l/UUV            V11U1)    VJ-XWAK    vXX  V^X 

Rftl  R  • 

OO  ID  • 

pn 
r  v 

RF 

RFC 

SRR7C 

TfhaQe  =  ehar  then  error 

B8  ID : 

EE 

B4 

OA 

INC 

$0AB4 

Byte  for  error  recognition  +1 

B820  : 

CO 

OA 

CPY 

#  $0A 

Was  decimal  inDut  chosen  ? 

T  T  Uu   ^  ■  a>  ^  111  %W  1    111  yJ  V»                      UV11  ♦ 

BR2?  • 

DO  x.  x.  • 

DO 

LJ  \J 

OA 

RNF. 

y  do  £0  ej 

No  then  iumn  to  decimal  init 

P.ft  9  4  • 

a? 

t  nv 

Spt  1nnr>  rnimtpr  tn  2 

Uvl  IvUL/  VvUll Ivl    LU  xw 

DOZ  0  • 

R<% 

fin 

t  rt  a 

v  O  \J  f  A 

Ponv  thp  ^-hvtp  onerand  fOPl'l 

rJ   m&  •/   Ujrtw  UyW  CHILI  ^V-/X  X^ 

DOZO  • 

£5  / 

n  a 

O  -LA 

«?  UnD  '  f  A 

•in  thf*  ^-Vwfp  tpmf.  onpranH  fnr 
in  uiw  j  uyic  t&iii^'  vj^/w-i cxiivi  iui 

DO  Op.  . 

DFY 

Hprimal  arlHrp^^  innut 

B82C : 

10 

F8 

BPL 

$3826 

C$0AB9=hiehesL  $0AB7=  lowest^ 

DO  • 

AF. 

R6 

D  U 

OA 

•y  V  **D  O 

pet  counter  for  multin  factor 

B831 : 

06 

\J  \J 

60 

*  S60 

3-bvte 

DO  O  <J  • 

2  6 

61 

\J  X 

ROT. 

*  £61 

v  0  x 

ooerand  fOPD 

B835  • 

26 

62 

O 

ROL 

*  S62 

multinlied  bv  2 

B837 : 

BO 

43 

BCS 

$B87C 

If  overflow  present,  then  error 

B839: 

CA 

DEX 

Loop  counter  mult  by  2  -1 

B83A: 

DO 

F5 

BNE 

$B831 

Loop  to  OP1  multiplication 

B83C: 

CO 

OA 

CPY 

#  $0A 

Is  number  base  the  dec.  system? 

B83E: 

DO 

22 

BNE 

$B862 

No,  jump  to  decimal  conversion 
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p.p  a  n  ■ 

Do  4  U  • 

D  / 

n  a 

U  A 

t  nam 
9UAD  / 

DO/1  O  . 
DO  'ij  . 

Z£j 

Tap 

DO 

n  a 

UA 

6?  n  A 13  Q 
f  UAoo 

R.R  /I  fi  • 

ZJii 

no. 

UA 

DAT 

no  4  Q  . 

do  4  y . 

DU 

O  1 

tno  n/~t 
PDO  /U 

DO  4T3  . 
DO  ID  . 

D  / 

n  a 

U  A 

t  *n2i 

^  n  am 

9  UA£>  / 

DO  « 

fiR 
DO 

cn 
o  u 

*  <fin 
•?  o  u 

DOJU. 

p  c 
0  D 

0  U 

oin 

*  c;  fi  n 
9  o  u 

DOOZ 

art 

AD 

no 

DO 

n  a 

U  A 

c:  n  a  Ta  o 

n  Q  R  R 

DOOO 

fi  R 
DO 

fi  1 

ADO 

*     fi  C1 

DOJ  / 

P  R 

fil 
o  i 

o  1A 

*    4  fil 
"    9  01 

DO  D  y 

ar> 

AD 

DO 
D3 

n  a 

U  A 

t  na 

C;  A  7\Ta  Q 

P.R  Rr* 

fi  R 

*   c;  C9 
9  OZ 

p.p  Rir 

R  R 

o  o 

fi9 

bin 

*  4  fi9 

*  9  DZ 

T3R  Kfl 
Do  DU 

BU 

1A 

DUO 

9D0  /L- 

T3R  CO 
DO  OZ 

IB 

ROC'S 
DO  OO 

art 
AD 

T5R 
DO 

n  a 

U  A 

T  pi  TV 

c:  n  aTa  r 
9UAdD 

R.P  fi  fi 
DO  0  0 

fiR 
DO 

fi  n 
ou 

*   <;  fi  n 

9  0  U 

DOCO 

Dooo 

PR 

fin 

DU 

uln 

*  <:  fin 

9  OU 

DO  OA 

R  a 
OA 

rn  Y7A 
1  Aii 

OODO 

fi  R 

01 

*  *  fil 

*  90l 

DO  OD 

Q  C 

o  o 

ol 

O  1A 

*  6  C1 

*  9  Ol 

no  (Tr 

do  or 

p  a 
:  da 

1 AA 

DO  /  U 

fi  R 

C9 

oz 

*  *  fi9 

*  9  OZ 

B872 

:  85 

62 

STA 

*  $62 

B874 

:  BO 

06 

BCS 

$B87C 

B876 

:  29 

FO 

AND 

#  $F0 

B878 

:  DO 

02 

BNE 

$B87C 

"B87A 

:  FO 

83 

BEQ 

$B7FF 

***************************** 

B87C 

:  38 

SEC 

B87D 

:  24 

.Byte 

$24 

***************************** 

B87E 

:  18 

CLC 

B87F 

:  8C 

B6 

OA 

STY 

$0AB6 

B882 

:  68 

PLA 

B883 

:  A8 

TAY 

Decimal  conversion:  the  3-byte 

temp  operand  in  $AB9  -  $AB7 

is  multiplied  by  2 

If  overflow  occurs,  then  error 

Addition  of  3-byte 

temp  operand  in 

memory  locations 

$0AB9-$0AB8-$0AB7 

to  contents  of  3-byte 

operand  OP1  under  observation 

for  possible  overflow. 

Result  of  the  addition  will  be 

put  into  OP1. 

If  overflow  occurs,  then  error 
Clear  w/  carry  (for  bin,oct,hex) 
Get  determined  char,  value 
Add  values  of  least  significant 
OP1  place 

Load  accumulator  with  0 
Check  for  overflow  by  adding  of 
least  significant  OP1  place 
Load  accu  with  0 
Check  for  overflow  at 
place  of  OP1  addition 
If  overflow  occurs,  then  error 
Mask  out  lower  nibble  (B.  0-3) 
If  top  nibble  <>  0,  then  error 
evaluate  next  operand  position 

Exit  param.  evaluate  w/  error 

Set  carry  =  error-found  marker 
Skip  to  $B87F 

Exit  parameter  evaluation  if  OK 

Clear  carry  =  param-OK  marker 
Store  base  of  number  system 
Restore  old  Y  contents  from 
stack 
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B884: 

68 

PLA 

Restore  old  X  contents  from 

B885: 

AA 

TAX 

stack 

B886: 

AD 

B4 

OA 

LDA 

$0AB4 

Load  acc  with  error  help  pointer 

B889: 

60 

RTS 

Return  from  subroutine 

****************************** 

Number  system  bases 

B88A: 

10 

OA 

08 

02 

Hex,  decimal,  octal,  binary 

****************************** 

Number  of  multiplications  with 

the  factor  2  for  number  systems 

I 

B88E 

04 

03 

03 

01 

Hex,  decimal,  octal,  binary 

****************************** 

\jirj  contents  oispiayea  as 

«  Unto.  A  C/Tf 

D-Dyte  aocli 

B892 

A5 

68 

LDA 

*  $68 

T  r»arl  A  w/  hi  fhanlc'l  hvte  fOP31 

B894 

.  20 

D2 

B8 

JSR 

$B8D2 

Arc  in  9-hvte  A  VTT*  hi— A  1o-X 

B897 

:  8A 

TXA 

A^lfTT  crvlp  nf  low  valnp  in  acr 

B898 

20 

D2 

FF 

JSR 

$FFD2 

Vam q1  R^OTTT"'  «rJ«t  a  i^hai-ai-tpr 

js.emai  Douu  i .  pixni  a  cnardvici 

B89B 

:  A5 

66 

LDA 

*  $66 

i-iOaU.  /\  W/  lO^AQur-lO^DyiC^WJr  J) 

B8  9D 

:  A6 

67 

LDX 

*  $67 

T  rkflH  VmiHf'Arlrlr-hfthvrpf'OP'^ 

LiUaU  y\.illlU\/\Lim ~llijuy  ICyKJX  O) 

B8  9F 

:  48 

PHA 

Store  acc  on  stack 

B8A0 

:  8A 

TXA 

Addr-hi  value  from  OP3  in  acc 

B8A1 

:  20 

C2 

B8 

JSR 

$B8C2 

B8A4 

:  68 

PLA 

Load  acc  again  w/  addr-lo  (OP3) 

****************************** 

rrepare  acc  in  aov_j.i,  output, 

output  <uianK>,  ior  start-oi-ime 

B8A5 

:  20 

C2 

B8 

JSR 

$B8C2 

Acc  disnlavefi  as  2-char  ASCTT 

B8A8 

:  A9 

20 

LDA 

#  $20 

Put  <Blank>  in  accumulator 

B8AA 

:  4C 

D2 

FF 

JMP 

$FFD2 

Kernal  BSOUT:  output  a  char 

B8AD 

:  20 

7D 

FF 

JSR 

$FF7D 

Kernal  PRIMM:  output  string 
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****************************** 

B8B0:     OD  91  00 
****************************** 

B8B3:      60  RTS 
****************************** 


B8B4:     A9  OD  LDA     #  $0D 

B8B6:  4C  D2  FF  JMP  $FFD2 
B8B9:     20  7D  FF      JSR  $FF7D 

****************************** 


B8BC:     OD  IB  51  20  00 
****************************** 

B8C1:     60  RTS 
****************************** 


B8C2 

8E 

AF 

OA 

STX 

$0AAF 

B8C5 

20 

D2 

B8 

JSR 

$B8D2 

B8C8 

20 

D2 

FF 

JSR 

$FFD2 

B8CB 

8A 

TXA 

B8CC 

AE 

AF 

OA 

LDX 

$0AAF 

B8CF 

4C 

D2 

FF 

JMP 

$FFD2 

****************************** 


B8D2:     48  PHA 

B8D3:     20  DC  B8       JSR  $B8DC 

B8D6:     AA  TAX 


Monitor  output  constants 

<Cr>  <CrsrUp> 

End  of  output  routine 

Return  from  subroutine 

<Cr>  <Cr>  <Esc-Q>  blank 
output 

Load  <Cr>  code  into  accu. 
Kernal  BSOUT:  output  a  char 
Kernal  PRIMM:  output  string 

Monitor  constants  for  carriage 
return  and  clear  next  line,  blank 

<Cr>  <Esc-Q>  Blank 

End  of  output  routine 

Return  to  subroutine 

Convert  acc  contents  contents  to 
2-byte  char,  and  output  via 
BSOUT 

Store  old  X-reg  contents 

Acc  in  2-byte  ASCII:  hi=A,lo=X 

Kernal  BSOUT:  output  a  char 

Load  char,  from  X  into  accu. 

Restore  X-register 

Kernal  BSOUT:  output  a  char 

Split  acc  contents  and  convert  to 
2-byte  ASCII  code  (X=lo,  A=hi) 

Store  acc  contents  temporarily 
Convert  low  nibble  to  ASCII 
ASCII  for  low  nibble  in  X-reg 
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B8D7 : 

68 

PLA 

B8D8  : 

4A 

LSR 

A 

B8D9  : 

4A 

LSR 

A 

B8DA: 

4A 

LSR 

A 

B8DB: 

4A 

LSR 

A 

****************************** 

B8DC 

29 

OF 

AND 

#  $0F 

B8DE 

C9 

OA 

CMP 

#  $0A 

B8E0 

90 

02 

BCC 

$B8E4 

B8E2 

69 

06 

ADC 

#  $06 

B8E4 

69 

30 

ADC 

#  $30 

B8E6 

60 

RTS 

****************************** 

B8E7 

:  C6 

7A 

DEC 

*  $7A 

B8E9 

:  8E 

AF  OA 

STX 

$0AAF 

B8EC 

:  A6 

7A 

LDX 

*  $7A 

B8EE 

:  BD 

00''  02 

LDA 

$0200, X 

B8F1 

:  F0 

06 

BEQ 

$B8F9 

B8F3 

:  C9 

3A 

CMP 

#  $3A 

B8F5 

:  F0 

02 

BEQ 

$B8F9 

B8F7 

:  C9 

3F 

CMP 

#  $3F 

B8F9 

:  08 

PHP 

B8FA 

:  E6 

7A 

INC 

*  $7A 

B8FC 

:  AE 

AF  OA 

LDX 

$0AAF 

B8FF 

:  28 

PLP 

B900 

:  60 

RTS 

Restore  acc  contents 
Shift  right  4  times  so  that 
the  highest  nibble  (bits  4-7)  is 
shifted  into  the  lower  nibble 
(bits  0-3)  position 

Convert  the  lower  nibble  in  the 
acc  toASCIIcode 

Mask  high  nibble  out  (bits  4-7) 
Is  it  a  number  from  0-9? 
Yes,  create  ASCII  code 
Character  adaptation  for  A-F 
Generate  ASCII  for  acc  contents 
Return  from  subroutine 

Get  1  char,  from  input  buffer 
and  check  for  cmd-end,<:>,<?> 
equal  flag. 

Display  to  input  buffer  - 1  (like 

CHRGOT) 

Store  X-reg  contents 

Load  X-reg  w/  display  to  in.  buf 

Get  char,  from  cmd  input  buffer 

Has  $00  (cmd-end)  been  found? 

Is  char,  read  a  <:>  ? 

Yes,  exit  with  set  equal  flag 

Is  char,  read  a  <?>  ? 

Store  status  of  equal  flag 

Displ.  to  input  buffer+1  (next 

char.) .  Restore  X-register 

Restore  equal  flag  status 

Return  from  subroutine 
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B901 

A5 

60 

LDA 

* 

$60 

B903 

85 

66 

STA 

* 

$66 

B905 

A5 

61 

LDA 

* 

$61 

B907 

85 

67 

STA 

* 

$67 

B909 

A5 

62 

LDA 

* 

$62 

B90B 

85 

68 

STA 

* 

$68 

B90D 

60 

RTS 

****************************i 

B90E 

38 

SEC 

B90F 

A5 

60 

LDA 

* 

$60 

B911 

E5 

66 

SBC 

* 

$66 

B913 

85 

60 

STA 

* 

$60 

B915 

A5 

61 

LDA 

* 

$61 

B917 

E5 

67 

SBC 

* 

$67 

B919 

85 

61 

STA 

* 

$61 

B91B 

A5 

62 

LDA 

* 

$62 

B91D 

:  E5 

68 

SBC 

* 

$68 

B91F 

85 

62 

STA 

* 

$62 

B921 

60 

RTS 

***************************** 

B922 

:  A9 

01 

LDA 

# 

$01 

B924 

:  8D 

AF 

OA 

STA 

$0AAF 

B927 

:  38 

SEC 

B928 

:  A5 

60 

LDA 

* 

$60 

B92A 

:  ED 

AF 

OA 

SBC 

$0AAF 

B92D 

:  85 

60 

STA 

* 

$60 

B92F 

:  A5 

61 

LDA 

* 

$61 

B931 

:  E9 

00 

SBC 

# 

$00 

B933 

:  85 

61 

STA 

* 

$61 

B935 

:  A5 

62 

LDA 

* 

$62 

B937 

:  E9 

00 

SBC 

# 

$00 

128  Internals 


Copy  contents  of  OP1 

($62-$61-$60) 

into  OP3  ($68-$67-$66) 

Get  OP1  lo(addr-lo)  and  copy 
into  OP3  lowest  (addr-lo) 
Get  OP1  middle  (addr-hi)  and 
copy  into  OP3  middle  (addr-hi) 
OP1  highest  (bank-byte)  copies 
into  OP3  highest  (bank-byte) 
Return  to  subroutine 

Store  diff.  OP1-OP3  in  OP1 

Set  carry  for  subtraction 
Load  accu  with  OP1  lowest 
Subtract  OP3  lowest  from  it 
Store  result  in  OP1  lowest 
Load  acc  w/  OP1  middle 
Subtr  OP3  middle  (+  underflow) 
Store  result  in  OP3  middle 
Load  acc  w/  OP1  highest 
Subtr  OP3  highest  (+underflow) 
Store  result  in  OP1  highest 
Return  from  subroutine 

Subtraction:  OP1  -  Minuend  in 
$0AAF 

Load  acc  w/ 1  and  store  as 
Minuend  in  $0AAp 
Set  carry  for  subtraction 
Load  accu  w/  OP1  Lowest 
Subtr  minuend  from  OP1  lowest 
Write  result  of  subtr.  back 
Load  acc  w/  OP1  middle 
Note  underflow  of  lowest  subtr. 
Write  result  of  subtr.  back 
Load  acc  w/  OP1  highest 
Note  underlow  of  middle  subtr. 
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B939:     85  62  STA     *  $62 

B93B:     60  RTS 

****************************** 


B93C: 

38 

SEC 

B93D: 

A5 

63 

LDA 

* 

$63 

B93F 

E9 

01 

SBC 

# 

$01 

B941 

85 

63 

STA 

* 

$63 

B943 

A5 

64 

LDA 

* 

$64 

B945 

E9 

00 

SBC 

# 

$00 

B947 

85 

64 

STA 

* 

$64 

B949 

A5 

65 

LDA 

* 

$65 

B94B 

E9 

00 

SBC 

# 

$00 

B94D 

85 

65 

STA 

* 

$65 

B94F 

:  60 

RTS 

Write  result  of  subtr.  back 
Return  from  subroutine 

Subtraction  of  constant  1  from 
operand  2  (OP2)  in  $65-$64-$63 

Set  carry  for  subtraction 
Load  acc  w/  OP2  lowest 
Subtract  1  from  it 
Write  result  of  subtr.  back 
Load  acc  w/  OP2  middle 
Note  undeflow  of  lowest  subtr. 
Write  result  of  subtr.  back 
Load  acc  w/  OP3  highest 
Note  underflow  of  middle  subtr. 
Write  result  of  subtr.  back 
Return  from  subroutine 


******************************      Addition  of  acc  contents  to  OP3 


B950: 

A9 

01 

LDA 

# 

$01 

Load  acc  w/  addition  constant  1 

B952: 

18 

CLC 

Clear  carry  for  addition 

B953: 

65 

66 

ADC 

* 

$66 

Add  contents  of  OP3  lowest 

B955: 

85 

66 

STA 

* 

$66 

Write  result  of  addition  back 

B957: 

90 

06 

BCC 

$B95F 

If  no  overflow,  then  return 

B959: 

E6 

67 

INC 

* 

$67 

Incr..  OP3  middle  if  overflow 

B95B: 

DO 

02 

BNE 

$B95F 

If  no  overflow,  then  return 

B95D: 

E6 

68 

INC 

* 

$68 

Incr.  OP3  highest  for  overflow 

B95F: 

60 

RTS 

Return  from  subroutine 

****************************** 

Subtr.  of  constant  1  from  OP3 

B960: 

38 

SEC 

Set  carry  for  subtraction 

B961 

A5 

66 

LDA 

* 

$66 

Load  acc  w/  OP3  lowest 

B963 

E9 

01 

SBC 

# 

$01 

Subtract  constant  1 

B965 

85 

66 

STA 

* 

$66 

Write  result 

B967 

A5 

67 

LDA 

* 

$67 

Load  acc  w/  OP3  middle 

B969 

E9 

00 

SBC 

# 

$00 

Take  underflow  into  account 

B96B 

:  85 

67 

STA 

* 

$67 

Write  result 
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B96D 

:  A5 

68 

LDA 

* 

$68 

Load  acc  w/  OP3  highest 

B96F 

•  E9 

00 

SBC 

# 

$00 

Account  for  underflow 

B971 

•  85 

68 

STA 

* 

$68 

^Vrite  result 

B973 

:  60 

RTS 

ndlllll  iivslll  aULUUUUIlC 

****************************** 

Copy  (for  carry  clear)  the 

contents  of  OP1  into  zero  page 

llldllUljr    1KJI  OallA.  IlUj  JT V^-Ill, 

B974 

BO 

OC 

BCS 

$B982 

JXCLUlll  11  Call  Y  oCL 

B976 

A5 

60 

LDA 

* 

$60 

l_/UaU  aCC  w/  ur  1  iu  ^aiiur-ioj 

B978 

A4 

61 

LDY 

* 

$61 

i-AJa\i  1  icg  w/un  II11U  \auur-iuj 

B97A 

A6 

62 

LDX 

* 

$62 

B97C 

85 

04 

STA 

* 

$04 

unng  in  ju-r  oyte  ior  .ru-ix) 

B97E 

84 

03 

STY 

* 

$03 

Bring  in  Z-P  byte  for  PC-Hi 

B980 

86 

02 

STX 

* 

$02 

Bring  in  Z-P  byte  for  bank-no 

B982 

60 

RTS 

Return  from  subroutine 

******************************      put  "from"  operand  in  OP3 

Get  "to"  operand  in  OP1 
Copy  "to"  operand  in  OPH 
Form  difference  of  OP1-OP3 
&  store  "step  number"  in  OP1 
Copy  "step  number"  in  OP2 


B983 

B0 

2A 

BCS 

$B9AF 

Exit  if  error  in  command  param 

B985 

20 

01 

B9 

JSR 

$B901 

Copy  contents  of  OP1  into  OP3 

B988 

20 

A7 

B7 

JSR 

$B7A7 

Get  "to"  operand  in  OP1 

B98B 

B0 

22 

BCS 

$B9AF 

"to"  operand  invalid,  error  exit 

B98D 

A5 

60 

LDA 

*  $60 

Copy  the  contents 

B98F 

8D 

B7 

OA 

STA 

$0AB7 

of  the  3-byte^  operand 

B992 

A5 

61 

LDA 

*  $61 

OP1  into  the  3-byte 

B994 

8D 

B8 

OA 

STA 

$0AB8 

temp  operand  in 

B997 

A5 

62 

LDA 

*  $62 

memory  locations 

B999 

8D 

B9 

OA 

STA 

$0AB9 

$0AB9-$0AB8-$0AB7 

B99C 

20 

0E 

B9 

JSR 

$B90E 

Difference:OPl-OP3  in  OP1 

B99F 

A5 

60 

LDA 

*  $60 

Copy  the 

B9A1 

85 

63 

STA 

*  $63 

contents  of 

B9A3 

A5 

61 

LDA 

*  $61 

3-byte  OP1 
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ft  R 

O  sj 

fid 

O  ±  r\ 

*  "SRd 

vUvl  bill  Li 

B9A7 : 

v 

T.T1A 

*  S62 

in  the  OP2 

B9A9: 

85 

65 

STA 

*  $65 

operand 

B9AB: 

90 

02 

BCC 

$B9AF 

If  OP1  >  OP3,  then  error  exit 

B9AD: 

18 

CLC 

B9AE: 

24 

•Byte  $24 

Skip  to  $B9B0  (RTS) 

****************************** 

JVUULxIlC  CA.ll  lV/l 

encountered 

B9AF : 

38 

SEC 

oCL  Larry  —  error-iouiiu.  iiiarjs.cr 

B9B0: 

60 

RTS 

Return  from  the  subroutine 

****************************** 

Outnut  for  conversion  command 

(&%+$) 

B9B1 : 

20 

A5 

B7 

JSR 

$B7A5 

frPt  thp  ronvprsinn  valnp  in  OP1 

VJwL  tilw  t-VllV  vljlVll    VCULiW  All  V*r-L  A 

B9B4 : 

20 

B9 

B8 

JSR 

$B8B9 

oiirnnt  <^(~V^>  <rRv-0">  ^snace^ 

B9B7 : 

A9 

24 

LDA 

#  $24 

T  rjad  accu  with  <:$> 

B9B9 : 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT-  outnut  a  char 

B9BC: 

A5 

62 

LDA 

*  $62 

Load  hi  of  the  'Vhvte  conv  value 

JL-d\JCL\X  11X  vi    UlV  «-/         Y  Iv  vvll  V  •  V  UiUV 

B9BE : 

F0 

07 

BEQ 

$B9C7 

If  $00  sunnress  leading  zeros 

B9C0: 

20 

D2 

B8 

JSR 

$B8D2 

Acc  in  2-bvte  ASCII*  hi=A  lo=X 

B9C3: 

8A 

TXA 

ASCTT  for  low  nihhle  in  a-pp 

iVuV^JJ.     AU1  Xv/ W   XXX  U Ulv  XXX  CXV/V' 

B9C4: 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT-  outnut  a  char 

B9C7: 

A5 

60 

LDA 

*  $60 

Load  lo  of  the  3-bvte  conv.  value 

B9C9: 

A6 

61 

LDX 

*  $61 

Load  mid  of  3-bvte  conv  value 

B9CB: 

20 

9F 

B8 

JSR 

$B89F 

Outnut  theses  as  4  ASCII  chars 

B9CE: 

20 

B9 

B8 

JSR 

$B8B9 

outnut  <Cr>  <Esc-0>  <snace> 

B9D1: 

A9 

2B 

LDA 

#  $2B 

T  .oad  acc  with  <+> 

X-^V/IXU>  (iVV    tt  Xl«XX          1  ^ 

B9D3: 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT*  outnut  a  char 

B9D6 : 

20 

07 

BA 

JSR 

$BA07 

Convert  OP1  to  decimal 

B9D9: 

A9 

00 

LDA 

#  $00 

Marker  for  leading-zero  suppres 

B9DB: 

A2 

08 

LDX 

#  $08 

Output  8  characters 

B9DD: 

AO 

03 

LDY 

#  $03 

Every  4  bits  is  an  output  digit 

B9DF: 

20 

5D 

BA 

JSR 

$BA5D 

Output  AA0-AA3  as  a  decimal  # 

B9E2: 

20 

B9 

B8 

JSR 

$B8B9 

Output  <Cr>  <Esc-Q)  <space> 

B9E5: 

A9 

26 

LDA 

#  $26 

Load  acc  with  <&> 

B9E7 : 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  output  a  char 

B9EA: 

A9 

00 

LDA 

#  $00 

Marker  for  leading-zero  suppres 
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B9EC 

A2 

08 

LDX 

#  $08 

Outout  8  characters 

B9EE 

AO 

02 

LDY 

#  $02 

Everv  3  bits  is  an  outout  dieit 

B9F0 

20 

47 

BA 

JSR 

$BA47 

Output  AAO-AA3  as  an  octal  # 

B9F3 

20 

B9 

B8 

JSR 

$B8B9 

Output  <Cr>  <Esc-q>  <space> 

B9F6 

A9 

25 

LDA 

#  $25 

Load  accumulator  with  <%> 

B9F8 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  output  a  char 

B9FB 

A9 

00 

LDA 

#  $00 

Marker  leading-zero  suppression 

B9FD 

A2 

18 

LDX 

#  $18 

Output  18  characters 

B9FF 

AO 

00 

LDY 

#  $00 

livery  uii  id  oix  uuipm  uigii 

BA01 

20 

47 

BA 

JSR 

$BA47 

r^nttMit1  A  AO- A       in  Kitinrv 
V_/UIL>UX  t\i\\J  i\r\J  111  uuiaiy 

BA0  4 

4C 

8B 

BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

***************************** 

Convert  contents  of  OP1  to  an 

vvllYvll  vwlllwllia  \JX  V/X   X   IV  cut 

R-nlare  decimal  number  in 

AA0-AA4 

BA07 

:  20 

01 

B9 

JSR 

$B901 

Copy  contents  of  OP1  into  OP3 

BAOA 

:  A9 

00 

LDA 

#  $00 

Clear  A  AO- A  A3  for 

BAOC 

:  A2 

07 

LDX 

#  $07 

decimal  number 

BAOE 

:  9D 

AO 

OA 

STA 

$0AA0,X 

Clear  AA4- AA7  as  temp  counter 

BA11 

:  CA 

DEX 

for  decimal  conversion 

BA12 

:  10 

FA 

BPL 

$BA0E 

Init.  one's  place  of  temp  counter 

BA14 

:  EE 

A7 

OA 

INC 

$0AA7 

with  1 

Willi  — ,  A 

BA17 

:  AO 

17 

LDY 

#  $17 

Loon  cntr  for  conversion  stens 

BA19 

:  08 

PHP 

Store  dec.  and  intemiDt  status 

BA1A 

:  78 

SEI 

Disable  all  system  interrupts 

BA1B 

:  F8 

SED 

Decimal  mode  ON 

BA1C 

:  46 

68 

LSR 

*  $68 

Divide  3-byte  value 

BA1E 

:  66 

67 

ROR 

#  $67 

in  OP3 

BA20 

:  66 

66 

ROR 

#  $66 

by  <2> 

BA22 

:  90 

OF 

BCC 

$BA33 

NO  REMAINDER-skip  dec.  add 

BA24 

:  18 

CLC 

Clear  carry  for  decimal  addition 

BA25 

:  A2 

03 

LDX 

#  $03 

If  a  remainder  is  left  from  the 

BA27 

:  BD 

A4 

OA 

LDA 

$0AA4,X 

division,  add  the  contents 

BA2A 

:  7D 

AO 

OA 

ADC 

$0AA0,X 

of  the  four-bvte  temo  counter 

BA2D 

:  9D 

AO 

OA 

STA 

$0AA0,X 

which  is  held  (as  power  of  2) 

BA30 

:  CA 

DEX 

in  output  memory 

BA31 

:  10 

F4 

BPL 

$BA27 

(4  bytes=8  digits) 

BA33 

:  18 

CLC 

Clear  carry  for  decimal  addition 

BA34 

:  A2 

03 

LDX 

#  $03 

Multiply  contents  of  4-byte 
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$  o  AA4 ,  x      counter  by  <2> 
$  0AA4 ,  x      The  contents  of  the  temp  counter 
$  o  aa4  ,  x      are  always  the  power-of-two  of 
the  bit  being  processed  in  OP3 

$BA36 

Decrement  loop  counter  by  1 
$baic         until  all  steps  are  processed 

amounts  to  an  SED  &CLI  cmd 
Return  from  subroutine 


BA36: 

BD 

A4 

OA 

LDA 

BA39: 

7D 

A4 

OA 

ADC 

BA3C: 

9D 

A4 

OA 

STA 

BA3F: 

CA 

DEX 

BA40 : 

10 

F4 

BPL 

BA42: 

88 

DEY 

BA43: 

10 

D7 

BPL 

BA45  : 

28 

PLP 

BA46: 

60 

RTS 

****************************** 


BA47: 

48 

PHA 

BA48 : 

A5 

60 

LDA 

*  $60 

BA4A: 

8D 

A2 

OA 

STA 

$0AA2 

BA4D: 

A5 

61 

LDA 

*  $61 

BA4F: 

8D 

Al 

OA 

STA 

$0AA1 

BA52: 

A5 

62 

LDA 

*  $62 

BA54: 

8D 

AO 

OA 

STA 

$0AA0 

BA57: 

A9 

00 

LDA 

#  $00 

BA59: 

8D 

A3 

OA 

STA 

$0AA3 

BA5C: 

68 

PLA 

***************************** 

BA5D: 

8D 

B4 

OA 

STA 

$0AB4 

BA60: 

8C 

B6 

OA 

STY 

$0AB6 

BA63: 

AC 

B6 

OA 

LDY 

$0AB6 

BA66: 

A9 

00 

LDA 

#  $00 

BA68  : 

0E 

A3 

OA 

ASL 

$0AA3 

BA6B: 

2E 

A2 

OA 

ROL 

$0AA2 

BA6E: 

2E 

Al 

OA 

ROL 

$0AA1 

BA71: 

2E 

AO 

OA 

ROL 

$0AA0 

BA74: 

2A 

ROL 

A 

BA75: 

88 

DEY 

BA76: 

10 

F0 

BPL 

$BA68 

BA78: 

A8 

TAY 

BA79: 

DO 

09 

BNE 

$BA84 

Convert  3-byte  OP1  operand  to 
4-by  te  output  operand  OPA 

Put  acc  contents  on  stack 

Copy  OP1  (low-byte)  into 

OPA  (middle-low-byte) 

Copy  OP1  (middle)  into 

OPA  (middle-high) 

Copy  OP1  (high)  into 

OPA  (high) 

Load  acc  with  00  and 

copy  into  OPA  (low) 

Restore  acc  contents  from  stack 

Output  of  the  OPA  operand 
corresponds  to  X  &  Y  registers 

Set  flag  for  zero-suppression 
Store  bit  #  for  1  output  digit 
Get  bit  #  for  1  output  digit 
Initialize  acc  as  output  storage 
Shift  contents  of 
4-byte  output  operand 
one  bit  position  to 
the  left.  Store 
MSB  in  accu 

Bit  counter  for  1  output  digit  - 1 
Loop  until  a  digit  is  in  acc 
Secure  output  digit  in  Y 
If  not  equal  to  0,  then  output 
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DSTD 
on  /  J3 

U  J. 

if 

xesi  ior  lsi  piace 

ni\  /  V 

tp  n 

r  U 

UD 

£     7*  0  yi 

?BAtt4 

Yes,  output  digit  in  any  case 

rsii  / r 

AO 

UA 

T  TW 

LDY 

$0AB4 

Load  zero-suppression  flag 

r  U 

U  o 

ouii  acuve,  aon  t  output  zero 

PI? 

XJNO 

1  urn  on  zero  suppression 

BA87 

A  A 

09 

30 

ORA 

#  $30 

Load  acc  with  <space>  char. 

BA8  9 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  output  a  char 

BA8C 

CA 

DEX 

Loop  counter  for  num.  of  digits 

BA8D 

DO 

D4 

BNE 

$BA63 

Not  equal  0-output  next  digit 

BA8F 

60 

RTS 

Return  from  subroutine 

******************************       Monitor  command'  (2) 

(Disk  command) 


BA90: 

DO 

03 

BNE 

$BA95 

T^pvipp  5iHdfPP  idpntifipr  rvrpcpnf 

BA92 

A2 

08 

LDX 

#  $08 

Set  standard  dpvirp  jirlHrp^Q  (R\ 

Jvl  l5 luJ.ilJ.tU. VJ-  UwYlw  dLILULWdd  I  O  i 

BA94 

2C 

.Byte  $2C 

skin  to  SBA97 

****************************** 

i-/15iv  Vl/lllllldllll  1  vJU  Willi 

oarameter  fot*  device  address 

BA95 

A6 

60 

LDX 

*  $60 

Get  device  #  from  OP1  (low) 

BA97 

E0 

04 

CPX 

#  $04 

Device  number  <4  is  invalid 

BA99 

90 

65 

BCC 

$BB00 

Display  <?>~go  input  wait  loop 

BA9B 

.  E0 

IF 

CPX 

#  $1F 

Device  address  >30  is  invalid 

BA9D 

B0 

61 

BCS 

$BB00 

Display  <?>~go  input  wait  loop 

BA9F 

86 

60 

STX 

*  $60 

Store  device  #  in  OP1  (low) 

BAA1 

A9 

00 

LDA 

#  $00 

Load  bank  #  for  LS  V  &  filename 

BAA3 

85 

62 

STA 

*  $62 

Store  in  OP1  bank  byte 

BAA5 

85 

B7 

STA 

*  $B7 

Set  filename  length  to  0 

BAA7 

AA 

TAX 

Clear  acc  +  X-reg  for  SETBNK 

BAA8 

20 

68  FF 

JSR 

$FF68 

Kernal  SETBNK:  Bank  #  for 

LSV+filename 

BAAB 

20 

E9  B8 

JSR 

$B8E9 

Read  a  char,  from  input  buffer 

BAAE 

C6 

7A 

DEC 

*  $7A 

Displ.  pointer  input  buf  -1  (like 

CHRGOT) 

BAB0 

C9 

24 

CMP 

#  $24 

Is  char,  read  a  <$>  ? 

BAB  2 

F0 

4F 

BEQ 

$BB03 

Yes,  then  output  directory 

BAB4: 

A9 

00 

LDA 

#  $00 

Logical  file  number  (0)  in  acc 

BAB  6 

A6 

60 

LDX 

*  $60 

Get  device  #  from  OP1  (low) 
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BAB8: 

AO 

OF 

LDY 

#  $0F 

oet  secondary  aaar.  (lj) 

BAB  A: 

20 

BA 

FF 

JSR 

$FFBA 

Jvernai  oe  ii-.ro.  oet  me  pdrdm. 

BABD: 

20 

CO 

FF 

JSR 

$FFC0 

Kernal  UrliJN :  upen  me 

BACO  : 

BO 

32 

BCS 

$BAF4 

vJJrHiN  error — v_i^ivv^xi  ol  cail 

BAC2: 

A2 

00 

LDX 

#  $00 

Logical  me  (U;  set  as  output 

BAC4: 

20 

C9 

FF 

JSR 

$FFC9 

ivernai  ljsaju  i  .  oet  out  cndimei 

BAC7: 

BO 

2B 

BCS 

$BAF4 

li  error  occurs,  men  exit 

BAC9: 

A6 

7A 

LDX 

*  $7A 

oet  display  pur.  to  input  duiici 

BACB: 

E6 

7A 

INC 

*  $7A 

ana  set  to  next  cnar. 

BACD: 

BD 

00 

02 

LDA 

$0200, X 

Keaa  cnar.  -input  ouner,  cuspidy 

BADO : 

FO 

05 

BEQ 

$BAD7 

\_.mci-enci — ciosc  liiiu  cnannci 

BAD  2  : 

20 

D2 

FF 

JSR 

$FFD2 

i/orilol  HQOTTT*  rvntnnt  n  pilar 
Jvcrnal  DoUU  1 .  UUipul  a  dial 

BAD  5 : 

90 

F2 

BCC 

$BAC9 

UJV,  OUipUL  IlCAl  niaiaCLCi 

BAD  7  : 

20 

CC 

FF 

JSR 

$FFCC 

jvernai  \^i_j\.v_n.  1/ w  emu  ic&ci 

BADA: 

20 

B4 

B8 

JSR 

$B8B4 

<L/i\>  +  ciear  rest  01  nne 

BADD: 

A2 

00 

LDX 

#  $00 

oet  logical  nie  {u }  as  mpui 

BADF: 

20 

C6 

FF 

JSR 

$FFC6 

ivemai  i^JtiivirN .  oei  mpui  uuu 

BAE2 : 

BO 

10 

BCS 

$BAF4 

ii  error  ot-euio,  incu  cail 

BAE4: 

20 

CF 

FF 

JSR 

$FFCF 

ivemai  jdaohn.  reaa  d  cnardi/ici 

BAE7  : 

20 

D2 

FF 

JSR 

$FFD2 

Vo«t,ol  D  C/"\T TT".  /\h  trait  a  />ligr 

ivernai  uovju  i .  output  a  endr 

BAEA: 

C9 

OD 

CMP 

#  $0D 

Has  <LK>  Deen  pnntea  / 

BAEC: 

FO 

06 

BEQ 

$BAF4 

Yes,  L-L.KL.ri  ana  exit  routine 

BAEE : 

A5 

90 

LDA 

*  $90 

Loaa  system  siaius  ui  act- 

BAFO  : 

29 

BF 

AND 

#  $BF 

JViasK  out  Dit  o  ^=  ena-oi-iiie,; 

BAF2 : 

FO 

FO 

BEQ 

$BAE4 

ixo  error.'  v^uiiuiiuc... 

BAF4 : 

20 

CC 

FF 

JSR 

$FFCC 

jvernai  v^i_jxv^n..  1/  w  dim  icaci 

BAF7: 

A9 

00 

LDA 

#  $00 

Completely  close  logical  file  (0) 

BAF9: 

38 

SEC 

Set  carry  for  CLOSE  routine 

BAFA: 

20 

C3 

FF 

JSR 

$FFC3 

Kernal  CLOSE:  Close  file 

BAFD: 

4C 

8B 

BO 

JMP 

$B08B 

Jump  to  input  wait  loop 

BBOO: 

4C 

BC 

BO 

JMP 

$B0BC 

Display  <?>~go  input  wait  loop 

***************************** 

Koutine  lor  cusk  airectory 

BB03: 

AO 

FF 

LDY 

#  $FF 

oet  Iiieilanic  lcngui  counicr  wj  - 1 

BB05: 

A6 

7A 

LDX 

*  $7A 

vJCL  UHSpidY  pilU  l\J  llipUL  UUllC'l 

BB07: 

CA 

DEX 

and  set  to  preceding  char. 

BB08: 

C8 

INY 

Increment  filename  counter 

BB09: 

E8 

INX 

Display  pointer  to  next  char. 

BBOA: 

BD 

00 

02 

LDA 

$0200, X 

Read  char,  -input  buf.,  display 
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BBOD 

DO 

T-i  A 

F9 

BNE 

$BB0  8 

BBOF 

a  0 

98 

TYA 

BB10 

A6 

7A 

LDX 

*  $7A 

BB12 

TV  A 

AO 

A  A 

02 

LDY 

#  $02 

BB14 

A  A 

20 

BD 

FF 

JSR 

$FFBD 

BB1  / 

T\  A 

A9 

A  A 

00 

LDA 

#  $00 

nni  a 

bbi  9 

TV  /" 

A6 

60 

LDX 

*  $60 

BB1B 

AO 

60 

LDY 

#  $60 

BB1D 

O  A 

20 

BA 

FF 

JSR 

$FFBA 

BBZ  U 

O  A 

20 

f*  A 

CO 

FF 

JSR 

$FFC0 

BB^  o 

BO 

CF 

BCS 

$BAF4 

BB25 

TV  A 

A2 

A  A 

00 

LDX 

#  $00 

BB27 

20 

C6 

FF 

JSR 

$FFC6 

BB2A. 

20 

B4 

B8 

JSR 

$B8B4 

BB2D : 

AO 

03 

LDY 

#  $03 

BB2F : 

84 

63 

STY 

*  $63 

BB31 : 

A  A 

20 

CF 

FF 

JSR 

$FFCF 

BB34 : 

85 

60 

STA 

*  $60 

BB36  : 

A5 

90 

LDA 

*  $90 

BB38  : 

T\  A 

DO 

BA 

BNE 

$BAF4 

BB3A: 

20 

CF 

FF 

JSR 

$FFCF 

BBoD  • 

85 

61 

STA 

*  $61 

BBoF  : 

Ad 

A  A 

90 

LDA 

*  $90 

BB41  • 

T\  A 

DO 

Bl 

BNE 

$BAF4 

BB43 

C6 

/"  A 

63 

DEC 

*  $63 

BB45 

T\  A 

DO 

EA 

BNE 

$BB31 

BB47 

A  A 

20 

07 

BA 

JSR 

$BA07 

BB4A: 

Ti  a. 

A9 

00 

LDA 

II  AAA 

#  $00 

BB4C 

TV  O 

A  O 

Uo 

LDX 

il  AAA 

#  $08 

BB4E 

T4  A 

AO 

A  O 

03 

LDY 

»  AAA 

#  $03 

BBOU 

20 

3D 

BA 

JSR 

$BA5D 

BB53 

Ti  A 

A9 

20 

LDA 

#  $20 

BB55 

A  A 

20 

D2 

FF 

JSR 

$FFD2 

BB58 

A  A 

20 

CF 

FF 

JSR 

$FFCF 

BBoB 

FO 

A  A 

0  9 

BEQ 

$BB66 

BB5D 

A6 

90 

LDX 

*  $90 

BB5F 

DO 

93 

BNE 

$BAF4 

BB61 

20 

D2 

FF 

JSR 

$FFD2 

BB64 

90 

F2 

BCC 

$BB58 

BB66 

.  20 

B4 

B8 

JSR 

$B8B4 

No  cmd-end,  then  next  char. 
Copy  filename  length  into  A 
Load  filename  addr.(low)  X-reg 
Load  filename  addr.(hi)  Y-reg 
Kernal  SETNAM:  Set  filename 
Logical  file  (0)  in  acc 
Get  dvc  #  from  OP1  (low) 
Get  secondary  address  (96) 
Kernal  SETLFS:  Set  file  param. 
Kemal  OPEN:  Open  file 
If  error  occurs,  then  exit 
Set  log.  file  (0)  as  input 
Kernal  CHKIN:  Set  input  chnl 
<C/R>+clear  rest  of  line 
Counter  reads  first 
six  directory  bytes 
Kernal  BASIN:  read  a  character 
Store  dir  char,  in  OP1  (low) 
Load  system  status  in  acc 
If  error  occurs,  then  exit 
Kernal  BASIN:  read  a  character 
Store  directory  char,  in  OP1  (hi) 
Load  system  status  in  acc 
If  error  occurs,  then  exit 
Decrement  dir.  bytes  skip  cntr 
Not  equal  to  0,  read  more  bytes 
Prep.  &  display  OP1  contents 
in  decimal  form:  Output  the 
length  of  a  directory  entry 
and  number 
of  blocks  free 

Load  acc  with  a  <space>  char. 
Kernal  BSOUT:  Char,  output 
Kernal  BASIN:  Read  a  character 
$0  is  signal  -  end  of  1st  dir.  line 
Load  system  STATUS  in  X-reg 
If  error  occurs,  then  exit 
Kernal  BSOUT:  print  a  character 
Output  next  char,  in  dir.  line 
<C/R>+clear  rest  of  line 
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BB69:    20  El  ff     jsr    $ffei         Kernal  STOP:  test  for  STOP  key 

BB6C: 
BB6E 
BB70 


fo  86         beq    $baf4         If  STOP,  goto  exit  routine 
AO  02         ldy    #  $02         Read  counter  for  4  dir.  bytes 


do  bd         bne    $bb2f  Unconditional  jump  to  dir.  read 

******************************  END  OF  ROM  monitor 

bb72:    ff  ff  ff  .  .  .  Fill  characters 

BFFB:      .    .    .   FF  FF  FF 
BFFE:     00  3A 

***************************** 
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*************** 


pfififl 

AC 

/ 13 

cn 

AC 

1A 

CC 

pfifl  £• 

V-^U  u  0 

AC 

■31 

AC 

QD 

AC 

5n 

O  / 

Ac 

cc 
k*k* 

P01  ? 

AC 

ou 

AC 
IK* 

r  C 

PHI  R 

AC 
IK* 

ox 

PHI  ft 

AC 

DA 

va* 

CO  IB 

4C 

57 

CD 

C01E 

4C 

CI 

C9 

C021 

4C 

A2 

CC 

C024 

4C 

94 

CI 

C027 

4C 

OC 

CE 

C02A 

4C 

2E 

CD 

C02D 

4C 

IB 

CA 

C030 

FF 

FF 

FF 

*************** 

C033 

00 

28 

50 

C03B 

40 

68 

90 

C043 

80 

A8 

DO 

C04B 

CO 

*************** 

C04C 

04 

04 

04 

C054. 

05 

05 

05 

C05C 

06 

06 

06 

C064: 

07 

*************** 


CO 65:  B9  C7 
C067:     05  C8 


************** 


TMT3 

PCU  /B 

JMP 

JMP 

5C234 

9C2  9B 

•?C  / 2D 

TTUIT3 

JMr 

$CCoB 

nutD 
JMr 

?r  Co  / 

JMP 

fir*  cci 

JMP 

JMP 

$CD57 

JMP 

$C9C1 

JMP 

$CCA2 

JMP 

$C194 

JMP 

$CE0C 

JMP 

$CD2E 

JMP 

$CA1B 

************** 

78  AO  C8  F0  18 
B8  E0  08  30  58 
F8  20  48  70  98 


************** 

04  04  04  04  05 

05  05  06  06  06 

06  07  07  07  07 


************** 

($C7B9) 
($C805) 


Jump  table  for  editor  routines 

CJJSTT  initializes  editor  &  screen 
DISPLAY  char  in  A,  color  in  X 
LP2  gets  a  char  from  IRQ  buffer 
LOOP5  a  char  from  the  screen 
PRINT  vector  for  screen  output 
SCRORG  returns  screen  width 
KEY  read  key 
(International  versions  only) 
REPEAT  the  keyboard  logic 
PLOT  sets/reads  cursor  position 
CURSOR  moves  80-cln  cursor 
ESCAPE  outputs  ESC  sequence 
PFKEY  defines  a  function  key 
IRQ  jumps  to  editor  IRQ  routine 
INIT80  initializes  80-column 
SWAPPER  exch.  40/80  column 
WINDOW  sets  left/top  or 
right/lower  corner  of  window 
Free  for  future  extensions 

Line  starts,  low  bytes 

$0400,  $0428,  $0450 
$0478,  $04A0,  $04C8 
$04F0,  $0518,  $0540 
$0568,  $0590,  $05B8 

Line  starts,  high  bytes 

$05E0,  $0608,  $0630 
$0658,  $0680,  $06A8 
$06D0,  $06F8,  $0720 
$0748,  $0770,  $0798,  $07C0 

Character  output  and  keyboard 
vectors 

Entry:  char  output  with  CTRL 
Entry:  char  output  with  SHIFT 
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C069: 

CI 

C9 

($C9C1) 

Entry:  character  output  with  ESC 

C06B: 

El 

C5 

($C5E1) 

Entrv:  evaluate  keyboard 

C06D: 

AD 

C6 

($C6AD) 

Entry:  Store  keypress 

****************************** 

Pointer  to  keyboard  decoder 

table 

C0  6F 

80 

FA 

($FA80) 

Keyboard  decoder  table  la 

C071 

:  D9 

FA 

($FAD9) 

Keyboard  decoder  table  2a 

C073 

:  32 

FB 

($FB32) 

Keyboard  decoder  table  3a 

C075 

:  8B 

FB 

($FB8B) 

Keyboard  decoder  table  4a 

C077 

:  80 

FA 

($FA80) 

Kevhoard  decoder  table  1  a 

C079 

:  E4 

FB 

($FBE4) 

Keyboard  decoder  table  5a 

****************************** 

Kernal  routine:  CINT 

Initialize  editor  and  screen 

C07B 

:  A9 

03 

LDA 

#  $03 

Two  highest-order  bits  of  base 

C07D 

:  OD 

00 

DD 

ORA 

$DD00 

Set  video  because  active-low 

C080 

:  8D 

00 

DD 

STA 

$DD00 

And  save  again 

C083 

:  A9 

FB 

LDA 

#  $FB 

Clear  bit  2  of  the  data-direction 

C085 

:  25 

01 

AND 

*  $01 

Register  and  then  set  bit  1  of  the 

C087 

:  09 

02 

ORA 

#  $02 

Data  direction  register  and 

C089 

:  85 

01 

STA 

*  $01 

Save  again 

C08B 

:  20 

CC 

FF 

JSR 

$FFCC 

Kernal  CLRCH:  reset  I/O  chnls 

C08E 

:  A9 

00 

LDA 

#  $00 

Reset  filter,  volume,  and  entry  in 

C090 

:  20 

80 

FC 

JSR 

$FC80 

Table  for  logged  in  cards 

C093 

:  85 

D8 

STA 

*  $D8 

Set  text  screen  flag  to  "text" 

C095 

:  85 

D7 

STA 

*  $D7 

Set  40/80  column  flag  to  "40" 

C097 

:  85 

DO 

STA 

*  $D0 

Clear  keyboard  buffer  queue 

C099 

:  85 

Dl 

STA 

*  $D1 

Clear  function  key  flag 

C09B 

:  85 

D6 

STA 

*  $D6 

Reset  keyboard  input/get  flag 

C09D 

:  8D 

21 

OA 

STA 

$0A21 

Reset  pause  (Ctrl-S)  flag 

COAO 

:  8D 

26 

OA 

STA 

$0A26 

Reset  cursor-flash  flag 

C0A3 

:  85 

D9 

STA 

*  $D9 

Pointer  -  char  set  in  RAM/ROM 

C0A5 

:  8D 

2E 

OA 

STA 

$0A2E 

Base  address  -  screen  text  RAM 

C0A8 

:  A9 

14 

LDA 

#  $14 

Init.  value  for  base  pointer 

COAA 

:  8D 

2C 

OA 

STA 

$0A2C 

Text  screen/char  base  pointer 

CO  AD 

:  A9 

78 

LDA 

#  $78 

Initialization  value  bit-map  base 

COAF 

:  8D 

2D 

OA 

STA 

$0A2D 

Initialize  bit-map  base 
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a  q 

a  q 
U  o 

LDA 

#  $08 

fin 

9TP 
Zr 

ATI 

UA 

STA 

t*  A  7V  O  T7» 

90A2F 

PfiP.7 

an 

AJJ 

OU 

T  T"\  7V 

LDA 

9C04C 

fin 

OJJ 

■3D 

A  a 
UA 

A  7V 

aQ 

a  a 

UA 

LDA 

JL      6  A  TV 
ff  ?0A 

on 

OJJ 

9  A 

zu 

a  a 
UA 

STA 

50A20 

fin 

OJJ 

•5  fi 
Z  o 

a  t\ 
UA 

Cms 

STA 

50A28 

fin 

z  / 

A  TV 

U  A 

O  rp  7V 

oIA 

§UAz  / 

Qn 
OJJ 

9  A 

a  a 
UA 

STA 

£•  A  TV  O  A 

50A24 

VwU^D 

a  Q 

Uft 

LDA 

4i-    6  Pi  yi 

fin 

OJJ 

9  "5 
Zo 

A  a 
UA 

o  m  TV 
STA 

$0A23 

L*UDU  . 

9  A 
ZU 

Q  0 
OJ 

cy 

Tpn 

JSK 

fin 
OJJ 

9  9 
ZZ 

A  7\ 

UA 

STA 

A  An  OA 

50A22 

L,UD  0  J 

UD 

A  K 

uo 

nc 
DO 

f\T%  71 

OKA 

9D505 

Qn 

A  K 

n  c; 

o  m  tv 

STA 

C!T^i  C  C 

$D505 

pn,*np 

a  Q 
Ay 

£  A 

t  ni\ 

-U-    6  c  rv 
#   9  60 

phhp 

fin 

OR 

fia 

U  A 

OTA 

9UAZ0 

PflT?1  • 

aQ 
Ay 

nn 

JJU 

T  TPi7A 

If  9XJU 

PHF^  • 

vUH  O  < 

fin 

OJJ 

oft 

fia 

UA 

OTA 

■?UAJfl 

PfiJ?  £ 

19 
nZ 

1  a 

XA 

T  r\v 

JjJJA 

on 
J3JJ 

1  A 

CE 

T  r\  TV 

LDA 

5CE74, 

X 

pm?n 

yo 

TP  A 

olA 

*  ?EU/ 

X 

tSJJ 

Q  T? 
OCj 

CE 

LDA 

9CEUE/ 

X 

LUr  U 

Qn 

yu 

A  A 

UA 

STA 

6  A  7V  »  A 

90A40, 

X 

OA 

T>  T~1  V 

DbX 

i  A 

C»9 

Fz 

BPL 

9C0E8 

p  At?  £ 

tv  o 
AZ 

A  Q 

u  y 

t  nv 

LDX 

#  909 

nn 

DO 

cu 

T  1^  7V 

LDA 

9C065, 

X 

Qn 
yjj 

A  9. 

Of  7A 

9U3o4^ 

X 

v^ur  sit 

r*a 

OA 

DEjA 

xu 

r  / 

DDT 

dFL 

£/■"»  ATT*  0 

9CUF0 

pi  ni 

n^ 

Ufl 

a  a 
UA 

A  7v  A  ^ 

$0AU  4 

P1  ^ 

9  A 
/U 

1  IP 
IE 

BVS 

5C124 

pi  n ^ 

a  9 
AZ 

Uo 

LDX 

it     6  An 
#  90B 

pi  n« 

nn 

CI? 

Or 

OU 

T  n]\ 

LDA 

fir*  A  CTP 
90U  or  / 

X 

pi  nn 

Vw_L  UD 

on 
yjj 

>3£i 

n  9. 

OT  TV 
OlA 

fi  A  O. 

?UOoEr 

X 

C10E 

CA 

DEX 

C10F 

10 

F7 

BPL 

$C108 

cm 

A2 

4C 

LDX 

#  $4C 

C113 

BD 

A8 

CE 

LDA 

$CEA8, 

X 

Initialization  value  attribute  RAM 
Initialize  attribute  RAM  base 
Load  initialization  value  ($04) 
Initialize  PAL  system  pointer 
Start  value-keyboard  buffer  size 
Init.  flag  -  keyboard  buffer  size 
Count  pointer  for  flashing  cursor 
Rag  for  cursor  flash  mode 
Hag:  keyboard  repeat  delay 
Start  value  for  count  speed 
Flag:  repeat  speed 
Initialize  TAB  positions 
Flag  for  keyboard  repeat  pointer 
Set  the  fast  serial  control  bit  in 
the  MCRof  theMMU 
Start  value  current  cursor  mode 
Flag  for  current  cursor  mode 
Initialization  value  for  the  system 
pointers:  clear/move  line 
Loop  counter  for  z-page  init. 
ROM  copy  of  the  40-clm  screen 
Copy  start  values  in  zero  page 
ROM  copy  of  the  80-clm  screen 
Copy  start  values  into  RAM 
Decrement  loop  counter  by  1 
Loop  until  all  values  transferred 
Loop  counter  for  page  3  init. 
ROM  copy  of  the  character  and 
Keyboard  vectors  into  RAM  area 
Decrement  loop  counter  by  1 
Loop  until  all  values  transferred 
Check  bit  6  of  the  init.  flag 
Bit  set,  then  skip 
Loop  counter  for  page  3  init. 
ROM  copy  of  the  keyboard  de- 
coder. Table  vectors  RAM  area 
Decrement  loop  counter  by  1 
Loop  until  all  values  transferred 
Loop  cntr  for  function  key  init. 
Copy  ROM  copy  of  the  f-key 
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Clio : 

yjj 

A  A 

00 

J.U 

O  1A 

4i Ann  y 

iwiiguia  aiiKX  oli. m^yO  isiwj  x\jtvivx 

r*"\  1  Q  • 

cny : 

/"'TV 

CA 

TM?V 

C11A: 

10 

F  / 

brL 

?CLlo 

T  r\r\r>  until  all  vhIiipc  trnricfpTTpH 
l^UUp  UI1U1  All  VcLiUCa  UallalC-llC-U. 

C11C : 

Ay 

A  A 

40 

UJA 

4  tin 

^Ipt  hit  fk  tn  "ON"  and  rnmhinp 

CUE : 

OD 

A  A 

04 

UA 

UKA 

ix/itn  initiii1i7Eitir\ri  fine 
Wlul  llllU.all£a.llUil  nag 

C121 : 

8D 

A  A 

04 

OA 

O  f"P  7V 

5TA 

>f  V  AVI 

rldtC  ICaUlL  111  11X11.  llag 

C124 : 

20 

ot? 

CD 

TOD 

CwitrVi  40/RO  mliiTTiTi  ttioHp 

C12  /  : 

2  0 

Q  *3 
OJ 

LSI 

TOD 

J  OK 

T^pQpt  thp  tah<a 

C12A: 

20 

O  A 

24 

CA 

TOD 

VV  JJIU-UW — WHUlw  M^lCCll 

ClzD : 

20 

4Z 

CI 

TOD 

CT  R/HOMF 

C130 : 

O  A 

CD 

TOD 

C\i/itph  4fi/Rfi-pn1iitnTi  mnHp 

OW1LCI1  tV//  OU  ~C\J1UA1111  lllAJVJV 

C133 : 

20 

24 

CA 

Ton 

JSR 

WIUUUW-  WIIU1C  aciccii 

C136: 

20 

42 

CI 

JSR 

$C142 

CLR/HOME 

C139: 

2C 

05 

D5 

BIT 

$D505 

Test  if  40/80-column  mode 

C13C: 

30 

03 

BMI 

$C141 

Jump  if  80 

C13E: 

20 

2E 

CD 

JSR 

$CD2E 

Switch  40/80-column  mode 

C141: 

60 

RTS 

jxeLUrn  irom  suDurouunc 

****************************** 

Plan.  xxtinArvai  (CI  P  /WfYMTT^ 

v^iear  window  ^v^i_.x\j  nvjivi  c ) 

C142: 

20 

50 

CI 

JSR 

$C150 

fnrsor  hnmp 

C145: 

20 

5E 

CI 

JSR 

$C15E 

Calculate  start  address  of  line  X 

C148: 

20 

A5 

C4 

JSR 

$C4A5 

Clear  line  X 

C14B: 

E4 

E4 

CPX 

*  $E4 

Compare  lower  window  border 

C14D: 

E8 

INX 

Increment  line  pointer 

C14E 

90 

F5 

BCC 

$C145 

n  lower  ooraer  not  reacnea 

****************************** 

v^ursor  numc  m  wmuuw 

C150 

:  A6 

E5 

LDX 

*  $E5 

T  /viH  iiT»T^pr  winHrtw  HorHpr  intn 

C152 

:  86 

EB 

STX 

*  $EB 

y-rf»p  Write  curent  cursor  line 

C154 

:  86 

E8 

STX 

*  $E8 

Store  as  start  input  line 

C156 

:  A4 

E6 

LDY 

*  $E6 

Load  left  window  border  Y-reg 

C158 

:  84 

EC 

STY 

*  $EC 

Store  the  current  cursor  column 

C15A 

:  84 

E9 

STY 

*  $E9 

And  as  start  input  column 
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CISC 

\*  J.  -*J  v^- 

•  AO 

PR 

Hi  LJ 

t  nv 

oet  current  cursor  line  in  A-reg 

PI  RT? 

LDA 

$C033, X 

Get  low-byte  of  start  line 

PI  fil 

OA 
>       Z  ft 

u  I 

BIT 

*  §D7 

lest  4U/oU-column  mode 

PI  fi? 

ni 

U  X 

9CIOD 

Jump  if  40-column  mode 

C165 

OA 

A 

n. 

vjuicrwise  daaress  limes  two 

tJ.DD 

STA 

*  $E0 

Store  low  byte 

CI  6  8 

:  BD 

AC 

CO 

-UL/ri 

vjci  nign  oy te  or  tne  start  line 

pi  fin 

ft  "3 

AND 

#  $03 

Mask  out  bits  2-7-X  MOD  4 

C16D 

:  24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

C16F 

:  10 

06 

BPL 

$C177 

Jump  if  40-column  mode 

C171 

:  2A 

ROL 

A 

Else  shift  carry  into  high  byte 

C172 

:  0D 

2E 

OA 

ORA 

$0A2E 

And  add  to  video  start  address 

C175 

:  90 

03 

BCC 

$C17A 

Unconditional  jump  to  $C17A 

C177 

:  0D 

3B 

OA 

ORA 

$0A3B 

Video  start  address  40-column 

C17A 

:  85 

El 

STA 

*  $E1 

Store  high  byte 

***************************** 

Adapt  attnbute  RAM  address 

C17C 

:  A5 

E0 

LDA 

*  $E0 

Current  screen  line,  low  byte 

C17E 

:  85 

E2 

STA 

*  $E2 

i  o  iow  oy  te  oi  attroute  address 

C180 

:  A5 

El 

LDA 

*  $E1 

Get  high  byte  current  screen  line 

C182 

:  24 

D7 

BIT 

*  $D7 

lest  tor  4U/oU-column  mode 

C184 

:  10 

07 

BPL 

$C18D 

4U-coiumn  mode  is  active 

C186 

;  29 

07 

AND 

#  $07 

Mask  out  bits  3-7 

C188 

0D 

2F 

OA 

ORA 

$0A2F 

Add  attrbute  RAM  base 

C18B 

:  DO 

04 

BNE 

$C191 

Unconditional  jump 

C18D 

29 

03 

AND 

#  $03 

Mask  out  bits  2-7 

C18F 

09 

D8 

ORA 

#  $D8 

Add  base  of  color  RAM 

C191 

85 

E3 

STA 

*  $E3 

Store  the  attribute  high  byte 

C193 

60 

RTS 

Return  from  the  subroutine 

****************************** 

i±%.*^  routine 

C194 

38 

SEC 

Set  carry  flag  as  FLAG 

C195 

AD 

19 

DO 

LDA 

$D019 

Load  IRR  from  VIC 

C198: 

29 

01 

AND 

#  $01 

Test  raster-line  interrupt  bit 

CI  9  A 

F0 

07 

BEQ 

$C1A3 

If  not  set  then  jump 

C19C: 

8D 

19 

DO 

STA 

$D019 

Clear  the  register 
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C19F: 

A5 

D8 

LDA 

*  $D8 

Test  text/graphics 

C1A1 : 

C9 

FF 

CMP 

#  $FF 

If  graphics  screen  enabled 

C1A3: 

FO 

6F 

BEQ 

$C214 

Then  to  appropriate  routine 

C1A5: 

2C 

11 

DO 

BIT 

$D011 

Test  VIC  control  register  1 

C1A8: 

30 

04 

BMI 

$C1AE 

High  byte  of  rester  line  is  set 

C1AA: 

29 

40 

AND 

#  $40 

Test  extended-color  mode 

C1AC : 

DO 

31 

BNE 

$C1DF 

Is  set 

C1AE: 

38 

SEC 

Setset  carry  as  FLAG 

C1AF: 

A5 

D8 

LDA 

*  $D8 

Get  text/graphic  mode 

C1B1: 

FO 

2C 

BEQ 

$C1DF 

Text  mode  -  jump 

C1B3: 

24 

D8 

BIT 

*  $D8 

Test  text/graphic  mode 

C1B5: 

50 

06 

BVC 

$C1BD 

Bit  6=0  means  no  raster  lme 

C1B7: 

AD 

34 

OA 

LDA 

$0A34 

IRQ.  Else  get  raster  line 

C1BA: 

8D 

12 

DO 

STA 

$D012 

and  refresh  storage 

C1BD: 

A5 

01 

LDA 

*  $01 

Get  data-direction  register  and 

C1BF : 

29 

FD 

AND 

#  $FD 

Mask  out  bits  0-1 

C1C1: 

09 

04 

ORA 

#  $04 

Set  bit  2  of  the  register 

C1C3: 

48 

PHA 

And  save  configuration  on  stack 

C1C4: 

AD 

2D 

OA 

LDA 

$0A2D 

Base  address  of  the  graphics 

C1C7: 

48 

PHA 

Save  base  address  on  stack 

C1C8: 

AD 

11 

DO 

LDA 

$D011 

Get  control  register  l  of  the  VIC 

C1CB: 

29 

7F 

AND 

#  $7F 

Clear  raster  line  l  carry  and 

C1CD: 

09 

20 

ORA 

#  $20 

Set  standard  bit-map  mode 

C1CF: 

A8 

TAY 

Control  register  to  Y 

C1D0: 

AD 

16 

DO 

LDA 

$D016 

Get  VIC  control  register  2 

C1D3: 

24 

D8 

BIT 

*  $D8 

Test  text/graphic  register 

C1D5: 

30 

03 

BMI 

$C1DA 

Multi-color  mode  set 

C1D7: 

29 

EF 

AND 

#  $EF 

Clear  multi-color  bit 

C1D9: 

2C 

.Byte  $2C 

Skip  to  $C  IDC 

C1DA: 

09 

10 

ORA 

#  $10 

Set  multi-color  bit 

C1DC: 

AA 

TAX 

Control  register  2  to  X 

C1DD: 

DO 

28 

BNE 

$C207 

Unconditional  jump 

****************************** 

Text  mode 

C1DF: 

A9 

FF 

LDA 

#  $FF 

Raster  line  is  last  line 

C1E1: 

8D 

12 

DO 

STA 

$D012 

Store  as  raster  line 

C1E4: 

A5 

01 

LDA 

*  $01 

Get  data  direction  register 

C1E6: 

09 

02 

ORA 

#  $02 

Set  bit  1  of  the  register 

C1E8: 

29 

FB 

AND 

#  $FB 

And  clear  bit  2 
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C1EA 

05 

D9 

OR  A 

Rit  *?  ic  tlipii  rlparpH 

U1L  x,  13  Lllwll  dCaX&U- 

C1EC 

48 

PHA 

If  CHARROM  in  RAM  Also 

C1ED 

AD 

2C 

OA 

LDA 

*2tf>i"pha<iP  flfMrp^Q  r*f  tPYt/oranliir* 

C1F0 

48 

PHA 

On  thf*  staple 

V-/11  tllw  jiAWiV 

C1F1 

AD 

11 

DO 

LDA 

SD01 1 

frPt  VTf1  prvntrvVl  fpoictpr 

C1F4 

29 

5F 

AND 

#  S5F 

IT       V  JC 

C'lpar  parrv  and  oranhipQ 

C1F6 

A8 

TAY 

fntifml  rpoictpr  1  tc\  Y 

C1F7 

AD 

16 

DO 

VJ-/  V  J.  O 

flpt  VTP  rnntml  rpoiQtpr  ? 

PI  PA  • 

JCjE 

AMT*> 

ff  yCiC 

V_lCaI  IIlUlLl~L'UlUr  Oil 

C1FC 

AA 

TAX 

f^nnfrnl  Tpci^tpr  9  \c% 

C1FD 

BO 

08 

BCS 

$C207 

Carrv  set=don't  wait 

C1FF 

A2 

07 

T.DY 

ir  / 

ic  ponntpr  frvr  HpIuv  1  r\r\f\ 

-/V  15  vVJUlllW'l  1U1  LlddY  1UUD 

C201: 

CA 

DEX 

Decrement  the  counter 

C202 

DO 

FD 

BNE 

$C201 

And  jump  if  not  done 

C204 

EA 

NOP 

Two  NOPs  in  the  delay  loop 

C205 

EA 

NOP 

To  perfect  it 

C206 

AA 

TAX 

Control  register  2  back  to  X 

********************** 

******** 

Of»f  flip  TRO  rv»oict*»r 

oci  uic  ixvv^  regisier 

C207 

68 

PLA 

CrPt  hasp  adrlrpss  hapk 

\Jvl  I/daw  auuxwoo  Ud^A. 

C208 

8D 

18 

DO 

STA 

SDOl  8 

And  hasp  aHrirpss  to  VTP 

C20B 

68 

PLA 

(~Jpt  data  direction  rppistpr  from 

C20C 

85 

01 

STA 

*  SOI 

*Y  \J  J- 

Staple  and  savp 

C20E 

8C 

11 

DO 

STY 

SDfll  1 

C ontrol  reoistpr  1  to  VIP 

C211 

8E 

16 

DO 

STX 

\J  X  V 

AnH  rontrol  npoiQtpr  9  to  VIP 

C214 

BO 

13 

BCS 

$C229 

If  carrv  set  then  skin 

XX  V(U1  T    Qv  L  Ulvll  jAi  L/ 

C216 

AD 

30 

DO 

LDA 

$D030 

Get  1/2  MHz  clock  reei<;tpr 

C219 

.  29 

01 

AND 

#  $01 

Mask  out  relevant  hit 

C21B 

F0 

OC 

BEQ 

$C229 

Tumn  if  1  MTT7 

JUlllLf  XX    X   1T11 JX 

C21D 

A5 

D8 

LDA 

*  $D8 

Get  text/sranhic  mode 

C21F 

29 

40 

AND 

#  $40 

Test  rastpr-Hnp  intprnmt  hit 

C221 

F0 

06 

BEQ 

$C229 

No  raster-line  internmt 

C223 

AD 

11 

DO 

LDA 

trPt  pnnfrnl  rpaictpr  1 

VJvl  VWllLl vl  iWglolCl  X 

C22  6 

10 

01 

BPL 

x^kj  vcuiy  juiiip 

C228 

38 

SEC 

5?et  rarrv  a«  FT  AH 

C229 

58 

CLI 

Enable  all  system  interrupts 

C22A 

90 

07 

BCC 

$C233 

Done  if  FLAG  not  set 

C22C: 

20 

87 

FC 

JSR 

$FC87 

Call  the  kernal  routine  KEY 

C22F 

20 

E7 

C6 

JSR 

$C6E7 

Let  VIC  cursor  flash 
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C232: 

38 

SEC 

Set  carry  for  OK 

C233: 

60 

RTS 

Return  from  subroutine 

****************************** 

Get  character  from  KEY 

C234 : 

A6 

Dl 

LDX 

*  $D1 

Must  characters  be  fetched  from 

C236: 

F0 

OC 

BEQ 

$C244 

Keyboard  butter/  JNU 

C238: 

A4 

D2 

LDY 

*  $D2 

Uet  pomter  to  KEY  butter 

C23A: 

B9 

OA 

10 

LDA 

$100A,Y 

Get  character  from  KEY  table 

C23D: 

C6 

Dl 

DEC 

*  $D1 

Decrement  the  character  counter 

C23F: 

E6 

D2 

INC 

*  $D2 

Increment  the  pointer 

C241: 

58 

CLI 

Enable  all  system  interrupts 

C242: 

18 

CLC 

Clear  carry  for  "char,  fetched" 

C243: 

60 

RTS 

Return  from  subroutine 

****************************** 

Get  character  from  buffer 

C244 

AC 

4A 

03 

LDY 

$034A 

How  many  chars  in  the  queue? 

C247 

BD 

4B 

03 

LDA 

$034B,X 

Get  character  from  queue 

C24A 

9D 

4A 

03 

STA 

$034A,X 

And  shift  forward 

C24D 

E8 

INX 

Increment  the  counter  and  move 

C24E 

E4 

DO 

CPX 

*  $D0 

cnaracters  until  ail  cnaracters  in 

C250 

DO 

F5 

BNE 

$C247 

the  queue  are  moved  forward 

C252 

:  C6 

DO 

DEC 

*  $D0 

Offset  of  the  keyboard  queue  -1 

C254 

:  98 

TYA 

Character  to  acc. 

C255 

:  58 

CLI 

Enable  all  system  interrupts 

C256 

:  18 

CLC 

Clear  carry  for  "char,  fetched" 

C257 

:  60 

RTS 

Return  from  subroutine 

****************************** 

Get  input  line  (w/<CR>)  LOOP4 

C258 

:  20 

2D 

C7 

JSR 

$C72D 

Output  character 

C25B 

:  20 

6F 

CD 

JSR 

$CD6F 

Move  cursor 

C25E 

:  A5 

DO 

LDA 

*  $D0 

#  of  chars  m  the  keyboard  buffer 

C260 

:  05 

Dl 

ORA 

*  $D1 

rlus  ff  or  chars  m  KEY  buffer 

C262 

:  F0 

FA 

BEQ 

$C25E 

11  empty  men  wdii 

C264 

:  20 

9F 

CD 

JSR 

$CD9F 

Set  cursor 

C267 

:  20 

34 

C2 

JSR 

$C234 

Get  character  from  buffer 

C26A 

:  C9 

0D 

CMP 

#  $0D 

Is  character  <CR> 

C2  6C 

:  DO 

EA 

BNE 

$C258 

No,  then  get  next  char. 
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o  o 

ub 

oTA 

n  n 

T  F\  TV 

JL  AAA 
If  9UO 

C272 

:  85 

C  1 

u  In 

*  <VA 

C27  4 

C3 

PP. 

.TQP 

C277 

8E 

OA 

OlA 

V  UAjU 

C27A 

20 

PR 

C27D 

A4 

E6 

t.hy 

C27F 

A5 

P.  ft 

T.na 

C281 

30 

13 

-J-  -J 

DMT 

PR 

PMD 

OP 

C287 

A4 

b  Zf 

T.HY 

C2  8  9 

CD 

30 

OA 

PMP 

C2  8C 

DO 

04 

RNP. 

C28E 

C4 

EA 

PPY 

*  SPA 

C290 

FO 

02 

BEQ 

$C294 

C292 

BO 

11 

BCS 

$C2A5 

C294 

85 

EB 

STA 

*  $EB 

C296 

84 

EC 

STY 

*  $EC 

C298 

4C 

BC 

C2 

JMP 

$C2BC 

***************************** 

C29B: 

98 

TYA 

C29C 

48 

PHA 

C2  9D 

8A 

TXA 

C29E 

48 

PHA 

C2  9F 

A5 

D6 

LDA 

*  $D6 

C2A1 

FO 

B8 

BEQ 

$C25B 

C2A3 

:  10 

17 

BPL 

$C2BC 

C2A5 

A9 

00 

LDA 

#  $00 

C2A7 

85 

D6 

STA 

*  $D6 

C2A9 

.  A9 

0D 

LDA 

#  $0D 

C2AB 

A2 

03 

LDX 

#  $03 

C2AD 

E4 

99 

CPX 

*  $99 

C2AF 

FO 

04 

BEQ 

$C2B5 

C2B1 

E4 

9A 

CPX 

*  $9A 

C2B3 

FO 

03 

BEQ 

$C2B8 

C2B5 

20 

2D 

C7 

JSR 

$C72D 

C2B8 

:  A9 

0D 

LDA 

#  $0D 

Set  input  flag 

Clear  cursor  mode  flag 

Determine  end  of  input  line 
Save  last  column  position 
Set  line  start 

Load  left  window-border,  Y-reg 
Start  of  running  input  line 
Input  line  is  following  line 
Compare  with  current  cursor  line 
Border  not  reached 
Start  of  running  input  column 
Compare  with  last  input  column 
Is  not  the  same  column 
Compare  with  end  of  running  in 
line  is  reached 
Set  input/get  flag  to  get 
Write  current  cursor  line 
Store  the  current  cursor  column 
Get  character  at  cursor  pos./ 

Get  character  from  screen 

Y-register  (column)  via  acc 
Save  on  stack 
X-register  (line)  via 
Store  on  stack 
Get  input/get  flag 
To  delay  loop  for  GET 
No  <CR>  necessary  yet 
The  input/get  flag  is  set  via 
The  accumulator 
ASCH  code  for  <CR> 
Compare  code  for  screen  with 
Standard  input  device 
Input  device  is  screen 
compare  with  standard  output  d 
device.  Output  to  screen 
BSOUT  entry  screen 
ASCH  code  for  <CR> 
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C2BA:     DO  39  BNE  $C2F5 

****************************** 


UZJdO  : 

O  A 
ZU 

Dt* 

tl 

TOD 

<!P1  RP 

/"•OT5TT  - 

R  Q 
JO 

LB 

Ton 

?tDJO 

^Z^-Z.  - 

0  o 

qt  A 

*  ^PP 

i^-z.^  *x  - 

9Q 

or 

AKTT) 

1r  yor 

pop/: . 

\j  o 

FF 

ac,t, 

AO  ±1 

popo  . 

FF 
Hj  it 

RTT 

POPB.  • 

1  ft 
J-  u 

RPT 
Dr  Xj 

P9PP  • 

O  u 

PR  A 

IF  you 

on 

ft  4 

RPP 

Afi 

F4 

*  SP4 

DO 
x/  \j 

04 

RNF. 

SP2D8 

v^Z  U  *i  • 

1ft 

\) 

E>  V  O 

P9n  £  • 

ft  Q 

4n 

PR  A 

*  S40 

POTiR  • 
L-Z.JJO  • 

Oft 

PIT 
E  E 

P9 

.TC.R 

vU&r  r 

P9*nn  • 

L*ZJJ.D  • 

A4 

T  nv 

XjXJ  X 

*  CPR 

PP 

n  a 

UA 

PDY 

^ri  A^n 

^.z  Hi  u  • 

Qfl 
y  \j 

OA 

RPP 

^-ZUlZ  - 

A4 

FP 

Ej\*> 

T.DY 

*  SP.P 

pOTp  ^  . 

P4 

F  A 

PDY 

*  A 

POTT  £  • 

Qfl 

n  4 

RPP 

D  0 

nc 
jj  0 

DPR 

ff    vxJ  0 

pop  a  • 

V_Z  n».ri  . 

ft"i 

RMT 

DUX 

iif9FP 

popp  • 

^  u 

EtU 

PR 

po 

DF. 

CMP 

#  SDE 
tt  ywu 

P9l?1  • 

RMP 

gpOpR 

C2F3 : 

A9 

FF 

LDA 

#  ?FF 

C2F5: 

85 

EF 

STA 

*  $EF 

C2F7: 

68 

PLA 

C2F8: 

AA 

TAX 

C2F9: 

68 

PLA 

C2FA: 

A8 

TAY 

C2FB: 

A5 

EF 

LDA 

*  $EF 

C2FD: 

18 

CLC 

C2FE: 

60 

RTS 

Unconditional  jump  to  end 

Character  at  cursor  pos  in  ASCII 

Get  address  of  current  line 
Character  and  color  at  cursor  pos 
Temp  storage  for  print  character 
Mask  out  bits  6/7 
The  character  is  then  converted 

to  asch 

Not  a  reverse  character 
Set  bit  7 

Test  former  bit  7 

Flag  for  quote  mode  active 

Is  active,  then  jump 

Test  former  bit  6 

Set  bit  6  for  ASCH 

Test  for  "  and  set  flags 

Get  current  cursor  line  in  Y-reg 

Last  column  already  reached? 

No,  not  yet 

Get  current  cursor  column  X-reg 
Compare  with  end 
End  line  not  yet  reached 
Shift  carry  into  bit  7  of  $D6 
If  set  then  new  line 
Cursor  one  position  right 
Compare  to  ASCH'TI" 
Is  not  pi 

Else  load  adapted  pi  code 

Store  as  print  character 

Get  X-register  (line)  via 

Acc  from  stack 

Get  Y-register  (column) 

Via  ac  from  stack 

Print  char  from  temp  storage 

Flag  for  OK 

Return  from  the  subroutine 
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******************************      Test  for  (")  and  set  flags 


C2FF 

C9 

22 

CMP 

#  $22 

Compare  to  quote 

C301 

DO 

08 

BNE 

$C30B 

Other  character,  then  end 

C303 

A5 

F4 

LDA 

*  $F4 

Get  current  quote  mode 

C305 

49 

01 

EOR 

#  $01 

Reverse  mode 

C307: 

85 

F4 

STA 

*  $F4 

And  store  again 

C309 

A9 

22 

LDA 

#  $22 

Reload  acc  with  ASCII  value 

C30B: 

60 

RTS 

Return  from  subroutine 

****************************** 

BSOUT  continuation 

C30C: 

A5 

EF 

LDA 

*  $EF 

Save  current  print  character  as 

C30E: 

85 

FO 

STA 

*  $F0 

Last-printed  character 

C310: 

20 

57 

CD 

JSR 

$CD57 

Set  cursor  to  current  column 

C313: 

A5 

F5 

LDA 

*  $F5 

Get  insert  mode  flag 

C315: 

F0 

02 

BEQ 

$C319 

Insert  mode  is  not  active 

C317: 

46 

F4 

LSR 

*  $F4 

Shift  quote  mode  flag 

C319 

68 

PLA 

Get  first  value  from  stack 

C31A 

A8 

TAY 

And  into  Y-register 

C31B 

68 

PLA 

Get  second  value  from  stack 

C31C 

AA 

TAX 

And  into  X-register 

C31D 

68 

PLA 

Get  acc  from  stack 

C31E 

18 

CLC 

Clear  carry  for  OK 

C31F 

60 

RTS 

Return  from  subroutine 

****************************** 

Convert  from  ASCII  to 

POKE-Code 

C320 

:  09 

40 

ORA 

#  $40 

oet  oil  l  oi  trie  acc 

C322 

:  A6 

F3 

LDX 

*  $F3 

oet  nag  ior  kvo  moae  active 

C324 

:  FO 

02 

BEQ 

$C328 

on/on.  iNot  reverse  cnaracter 

C326 

:  09 

80 

ORA 

#  $80 

Set  high-rder  bit  (reverse) 

C328 

:  A6 

F5 

LDX 

*  $F5 

insert-mode  nag 

C32A 

:  FO 

02 

BEQ 

$C32E 

No  insert  mode 

C32C 

:  C6 

F5 

DEC 

*  $F5 

Decrement  the  counter 

C32E 

:  24 

F6 

BIT 

*  $F6 

Test  auto-insert  flag 

C330 

:  10 

09 

BPL 

$C33B 

Jump  if  not  active 

C332 

:  48 

PHA 

Save  acc  on  the  stack 

C333 

:  20 

E3 

C8 

JSR 

$C8E3 

Screen  mode  behind  cursor 
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C336: 

A2 

00 

LDX 

#  $00 

Set  insert-mode  flag 

C338: 

86 

F5 

STX 

*  $F5 

Back  to  zero 

C33A: 

68 

PLA 

Get  acc  from  stack  again 

C33B: 

20 

2F  CC 

JSR 

$CC2F 

Output  character  at  current  pos 

****************************** 

Cursor  at  line  end 

C33E: 

C4 

E7 

CPY 

*  $E7 

v^uinpdxc,  ngnt  winu.ow-Duru.cr 

C340: 

90 

OA 

BCC 

$C34C 

i\jgni  euge  not  yet  rcdviicu 

C342: 

A6 

EB 

LDX 

*  $EB 

vjcl  cuiiciil  vuimji  line  ni  yv-icg 

C344: 

E4 

E4 

CPX 

*  $E4 

i^oinpare,  lower  window  Doraer 

C346: 

90 

04 

BCC 

$C34C 

LiOwcr  uorucr  not  yet  rcaLiicu 

C348: 

24 

F8 

BIT 

*  $F8 

i  est  scron  nag 

C34A: 

30 

16 

BMI 

$C362 

ino  scrolling  men  enu 

C34C: 

20 

5C  CI 

JSR 

$C15C 

T*^^+^t*miTi^*  ctort  onHr  at  Aiimt  imp 
J-ZCLdllllllC  aLdXL  aUUT  Ol  L/Urilt  nilC 

C34F: 

20 

ED  CB 

JSR 

$CBED 

V_*UioOi  OllC  CIlctlaC-LCl  to  U1C  llglil 

C352: 

90 

OE 

BCC 

$C362 

rso  new  une 

C354- 

20 

74  CB 

JSR 

$CB74 

icbt  line  ovciiiow  uit 

C357 

BO 

08 

BCS 

$C361 

ivine  oveniow  dh  is  set 

C359 

38 

SEC 

oet  carry  on  ior  no  scrolling 

C35A 

24 

F8 

BIT 

*  $F8 

Test  scroll  bit 

C35C 

70 

04 

BVS 

$C362 

Jump  if  no  scrolling 

C35E 

20 

7C  C3 

JSR 

$C37C 

Insert  line  at  X 

C361 

:  18 

CLC 

Clear  carry  for  scrolled 

C362 

:  60 

RTS 

Return  from  the  subroutine 

****************************** 

Perform  linefeed 

C363 

:  A6 

EB 

LDX 

*  $EB 

vjcl  cuiiciiL  cuioOi  line  ui  yv  icg 

C365 

:  E4 

E4 

CPX 

*  $E4 

frvmr^nTP  Irwx/Pt*  u/inHnw  hnfnPf 
\w>oiiil/<ii  e»,  xowwi  wniuuw  uuiviei 

C367 

:  90 

OE 

BCC 

$C377 

.Lower  Doraer  not  yet  reacnea 

C369 

:  24 

F8 

BIT 

*  $F8 

C36B 

:  10 

06 

BPL 

$C373 

ocroinng  possiuie 

C36D 

:  A5 

E5 

LDA 

*  $E5 

.LAJall  Upper  WIIILIUW  LHJIU-Gi,  aUL/ 

C36F 

:  85 

EB 

STA 

*  $EB 

whlc  cuiiciiL  L/Uiaui  line 

C371 

:  BO 

06 

BCS 

$C379 

Unconditional  jump  to  $C379 

C373 

:  20 

A6  C3 

JSR 

$C3A6 

Scrolling 

C376 

:  18 

CLC 

Carry  clear  for  OK,  scrolled 

C377 

:  E6 

EB 

INC 

*  $EB 

Increment  curent  cursor  line  by  1 
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C37  9: 

4C 

5C 

CI 

JMP 

$C15C 

Determ.  start  addr  of  current  line 

****************************** 

Insert  line  ( at  line 

C37C: 

A6 

E8 

LDX 

*  $E8 

Start  of  the  running  input  line 

C37E: 

30 

06 

BMI 

$C386 

Line  is  a  following-line 

C380: 

E4 

EB 

CPX 

*  $EB 

Compare  with  current  cursor  line 

C382: 

90 

02 

BCC 

$C386 

Cursorline  reached? 

C384: 

E6 

E8 

INC 

*  $E8 

Incr  the  start  of  running  inp  line 

C386: 

A6 

E4 

LDX 

*  $E4 

Load  low  window-border  X-reg 

C388  : 

20 

5E 

CI 

JSR 

$C15E 

Set  address  of  the  current  line 

C38B: 

A4 

E6 

LDY 

*  $E6 

Load  left  window-border,  Y-reg 

C38D: 

E4 

EB 

CPX 

*  $EB 

Compare  with  current  cursor  line 

C38F: 

F0 

OF 

BEQ 

$C3A0 

Cursor  line  is  lower  border 

C391: 

CA 

DEX 

Decrement  line  by  1  and  then 

C392: 

20 

76 

CB 

JSR 

$CB76 

Test  the  line  overflow  bit 

C395: 

E8 

INX 

Back  to  the  current  line 

C396: 

20 

83 

CB 

JSR 

$CB83 

Set/clear  line  overflow  bit 

C399: 

CA 

DEX 

Back  to  previous  line 

C39A: 

20 

0D 

C4 

JSR 

$C40D 

MOVLIN:  copy  a  window  line 

C39D: 

4C 

88 

C3 

JMP 

$C388 

Back  to  the  loop 

C3A0  : 

20 

A5 

C4 

JSR 

$C4A5 

Clear  line  X 

C3A3: 

4C 

93 

CB 

JMP 

$CB93 

Set  the  line  carry  bit 

****************************** 

Scroll  ur> 

h^s^xv/xx  *p*  |^ 

C3A6 

A6 

E5 

LDX 

*  $E5 

Load  upper  window-border  in 

C3A8 

E8 

INX 

X-reg  &  increment  by  1  line 

C3A9 

20 

76 

CB 

JSR 

$CB76 

Test  the  line  overflow  bit 

C3AC 

90 

OA 

BCC 

$C3B8 

No  overflow  in  line 

C3AE 

E4 

E4 

CPX 

*  $E4 

Compare  lower  window-border 

C3B0 

90 

F6 

BCC 

$C3A8 

Border  not  yet  reached 

C3B2 

A6 

E5 

LDX 

*  $E5 

Load  upper  window-border  in 

C3B4 

E8 

INX 

X-reg  &increment  by  1 

C3B5 

20 

85 

CB 

JSR 

$CB85 

Set  line  overflow  bit 

C3B8 

C6 

EB 

DEC 

*  $EB 

Decrement  crnt  cursor  line  by  1 

C3BA 

24 

E8 

BIT 

*  $E8 

Test  bit  7  of  the  input  start  line 

C3BC 

30 

02 

BMI 

$C3C0 

And  jump  if  set 

C3BE 

C6 

E8 

DEC 

*  $E8 

Else  decrement  the  input  line 

C3C0 

A6 

E5 

LDX 

*  $E5 

Load  upper  window-border  in 
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C3C2: 

E4 

DF 

CPX 

*  $DF 

X-reg.  Compare  with  cursor  line 

C3C4 

BO 

02 

BCS 

$C3C8 

If  >=  upper  border,  then  jump 

C3C6: 

C6 

DF 

DEC 

*  $DF 

Decrement  cursor  line 

C3C8: 

20 

DC 

C3 

JSR 

$C3DC 

Move  remaining  screen 

C3CB: 

A6 

E5 

LDX 

*  $E5 

Load  upper  window-border  into 

C3CD 

20 

76 

CB 

JSR 

$CB7  6 

X-reg.  Test  line  overflow  bit 

C3D0 

08 

PHP 

Save  flags  on  stack 

C3D1 

20 

85 

CB 

JSR 

$CB85 

Clear  overflow  bit  of  current  line 

C3D4 

28 

PLP 

And  get  flags  back 

C3D5 

90 

04 

BCC 

$C3DB 

If  carry  clear  then  end 

C3D7 

24 

F8 

BIT 

*  $F8 

Else  test  scroll  flag 

C3D9 

30 

CB 

BMI 

$C3A6 

Bit  7  set  then  scroll 

C3DB 

60 

RTS 

Return  from  subroutine 

****************************** 

Clear  line  X  (with  move) 

C3DC 

:  20 

5E 

CI 

JSR 

$C15E 

Announce  line  X 

C3DF 

:  A4 

E6 

LDY 

*  $E6 

Load  left  window-border,  Y-reg 

C3E1 

:  E4 

E4 

CPX 

*  $E4 

Compare  lower  window  border 

C3E3 

:  BO 

OF 

BCS 

$C3F4 

Border  is  reached 

C3E5 

:  E8 

INX 

Pointer  points  to  following-line 

C3E6 

:  20 

76 

CB 

JSR 

$CB76 

Test  line  overflow  bit 

C3E9 

:  CA 

DEX 

Point  to  current  line  again 

C3EA 

:  20 

83 

CB 

JSR 

$CB83 

Set/clear  line  overflow  bit 

C3ED 

:  E8 

INX 

Point  back  to  following-line 

C3EE 

:  20 

OD 

C4 

JSR 

$C40D 

MOVLIN:  copy  window  line 

C3F1 

:  4C 

DC 

C3 

JMP 

$C3DC 

Copy  next  line 

****************************** 

Poll  Commodore  key  -  wait 

C3F4 

:  20 

A5 

C4 

JSR 

$C4A5 

Clear  line  X 

C3F7 

:  A9 

7F 

LDA 

*  $7F 

Flag  or  run/direct  mode 

C3F9 

:  8D 

00 

DC 

STA 

$DC00 

In  PRA  inCIA  for  keyboard  read 

C3FC 

:  AD 

01 

DC 

LDA 

$DC01 

Get  keybaord  matrix 

C3FF 

:  C9 

DF 

CMP 

#  $DF 

Commodore  key  pressed? 

C401 

:  DO 

09 

BNE 

$C40C 

If  not  pressed  then  end 

C403 

:  AO 

00 

LDY 

#  $00 

Commodore  key  is  pressed 

C405 

:  EA 

NOP 

A  delay  loop  is  executed  when 

C406 

:  CA 

DEX 

Scrolling  in  order  to  delay  the 

C407 

:  DO 

FC 

BNE 

$C405 

Output  somewhat 
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u^hj  y : 

Q  D 
OO 

JJfciX 

1  ne  loop  tounis  lrom  \j  10 

C40A: 

DO 

F9 

BNE 

$C405 

65536  and  then  stops 

C40C: 

60 

RTS 

ivcium  rroni  ine  suurouiine 

****************************** 

MOVLIN:  Copy  a  window  line 

C40D : 

24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

oU 

ZD 

■DTUTT 
tiMl 

Jump  if  80-column  mode 

cm. : 

Dpi 

OO 

Get  low  byte  of  the  current  line 

C414 : 

85 

DC 

STA 

*  $DC 

Store  low  byte  in  $DA  &  $DC 

Oft  1  0  . 

OJ 

Fi  A 

OlA 

*  a 

A1  0  ■ 

DU 

AC1 
IC 

t  Ft  a 

Get  high  byte  of  the  current  addr 

v^fl  j.o : 

z  y 

UO 

AINU 

Mask  out  bits  2-7 

uu 

rKV>. 

n  a 

OR  A 

yUnOD 

And  OR  with  video  base  address 

O 

no 

O  -L  A 

*  snR 

And  save 

z  y 

(1  ^ 

U  o 

AMD 

ff  yUO 

Combine  bits  0  &  1  with  base 

C424 

09 

D8 

ORA 

#  $D8 

Address  of  the  color  RAM 

C426 

85 

DD 

STA 

*  $DD 

And  store  as  high  byte 

C428 

Bl 

DA 

LDA 

($DA) ,Y 

Get  source  character  and  save  it 

C42A 

91 

E0 

STA 

($E0),Y 

at  the  destination  address.  Then 

C42C 

Bl 

DC 

LDA 

($DC) ,Y 

Get  the  source  color  &store  it  at 

C42E 

:  91 

E2 

STA 

($E2) ,Y 

The  source  address  too 

C430 

:  C4 

E7 

CPY 

*  $E7 

Compare,  right  window-border 

C432 

C8 

I  NY 

C433 

:  90 

F3 

BCC 

$C428 

Jump  if  not  the  end 

C435 

:  60 

RTS 

****************************** 

Copy  a  line  in  80-column 

C436 

:  8E 

31 

OA 

STX 

$0A31 

Store  line  number  temporarily 

C439 

:  8C 

32 

OA 

STY 

$0A32 

Store  column 

C43C 

:  A2 

18 

LDX 

#  $18 

Register  24  contains  COPY  bit 

C43E 

:  20 

DA 

CD 

JSR 

$CDDA 

And  get  register  value 

C441 

:  09 

80 

ORA 

#  $80 

Set  COPY  bit  and  store 

C443 

:  20 

CC 

CD 

JSR 

$CDCC 

Register  back  in  VDC 

C446 

:  20 

E6 

CD 

JSR 

$CDE6 

Set  update  address  to  current  pos 

C449 

:  AE 

31 

OA 

LDX 

$0A31 

Get  the  line  to  copy 

C44C 

:  BD 

33 

CO 

LDA 

$C033,X 

Low  byte  of  the  line  to  copy 

C44F 

:  OA 

ASL 

A 

Times  two  because  80-column 

C450 

:  85 

DA 

STA 

*  $DA 

And  store  low  byte 
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C452  • 

BD 

4P 

P0 

$Pft4P  Y 

flpt  HipVi  hvtp  of  fhf*  Iitip  tn  rnr>v 

AINU 

4  <!ft^ 
ff  J 

AnH  macV  fviit  Kite  ^-7 

P4S7  • 

ROT 

A 

VJCL  L'OlXjr  111  ^ 

P4R8  • 

V*-1!  JO  • 

fin 

9P 

Z.  Hi 

ft  A 

PR  A 

6fl  A9P 

jcVLILI  V lUVU  XV<VJ.VA  UCloVi/ 

C45B : 

85 

LJ  ID 

9TA 
O  X  A 

*  SDR 

AnH  eavp  s\t  hi^h  hvtp 

C45D : 

A2 

7  0 

#  S?ft 
lr  v^y 

RlnpV-^tart  flHHrp^Q  hi  oh 

C45F : 

18 

PT.P 

Clpar  rarrv  for  addition 

C460  : 

98 

TYA 

Oef  column  in  arc  and 

P461  • 

D  «J 

AHP 

yUA 

AdH  low  hvtp 

ft  R 
O  O 

UA 

O  JL  ri 

*  ^r>  a 

Qf off  oHHf  J-PrtlntTltl  fr\  low/  K\/tp 
OLalL  aLiUl.'TL'tJiUllill  l\J  1UW  UjlC 

a  Q 

XjUjtx 

4  <!ftft 
If  yUU 

T  onH         \x/ith  7Prn  in  r\rrf(*v  tr% 
±-Aja\x  ate  Willi  zjclkj  111  uiLit/i  Lw 

P4  67  • 

TTR 

ADP 

*  SDR 

AfM  to  thp  hioh  hvtp 

P469  • 

ft  s 

nn 

o  ±  t\ 

*  SDR 

AnH  Qavp  a<i  thp  npw  hiph  hvtp 

?n 

CC 

CT) 

^CTtCC 

AnH  a<2  thp  hlorlc-etart  aHHrp^e 

C46E : 

p.  ft 

Pointpr  to  hlorlc-<start  aHHr  low 

P46P  • 

A5 

T.HA 

*  "SDA 

fipt  thp  low  hvtp  of  thp  Hp<it 

■ 

\~*tt  /  x  • 

9ft 

CC 

CTl 

.7QP 

<;pnpp 

aHHrpcc  anH  inform  \/ 1  yC* 

CILlLll tjj  £U1U  1111  Willi   V  J-VV— ' 

o  o 

Spt  f*arrv  for  Qiihtrartion 

P47ci  • 

Afi 

P.  7 

*  SP.7 

yd  / 

T  />aH  rip"ht  winHow-horHpr  into 

i^AJCLKX  llgllL   VY111UWV     UV/lUvl   All l\J 

C477  : 

E8 

I  NX 

X-ree  Plus  one 

C478  • 

8A 

TXA 

Anfl  then  into  acc 

xlllU  Lllwll  111 L\J  Uvv 

pr> 

oz, 

ft  A 
v  A 

<!ft  A^O 

Snhtrart  thp  nirrpnt  polnmn 

P47P  • 

81") 

o  ^ 

ft  A 
U  A 

O  X  A 

Sft  A^7 

■  AnH  eavp  ae  mimhpr 

illlU  OClVv  Clu  lltllllUwX 

Pd7P  • 

1  P 

t  riY 

£    31  P 
If    y  XEj 

VT^(^  worH-ponnt  rpciQtpr 

P481  • 

Z>  U 

.T<?R 

■^PflPP 

Start  ronvinp 

P48  4  • 

SO 

?ft 

T.ny 

lr    y  z,  u 

Rloplc-etart  aHHrp^s  hioh 

U1UVXV.    O tCU  L  O.UU1.WOO  111^11 

a  R 

Do 

JUUA 

A  yiJo 

^rp-t  hioh  hvtp  of  con rf*p  nHHrpcc 

VJCL  lllgll  UYIC  \Jl  oUUXCw  aUlUwoo 

P4R  8  ■ 

?  9 

n7 

ANT) 

#  Sft7 

IvTaelc  hit**  ^-7  out 

r<A  a  a  . 

nn 

?p 

ft  a 

PDA 

3ft  A9P 

AnH  aHH  atfrihntp  RAM 

P48r>  • 

9ft 

pp 

pn 

u  oi\ 

3PDPP 

vSpt  thp  rppietpr<s 

P4Qft  • 

P  8 

Ej  O 

TMY 

Pointpr  to  hlorlt-ctart  aHdress 

X  VI 11  Lvl    UV  UivVA   jUUL  HUUivoa 

C491 : 

A5 

DA 

LDA 

*  $DA 

Low  Get  source  address  low 

z.  u 

pp 

PT> 

3PDPP 

AnH  c.pt 

Uft  y  o : 

o  ft 

TP  Q 

r  y 

CT\ 

TCD 

3rrtPQ 
yL-Ur  y 

^Ipt  unHsitp  nHHrpcc  for  attrihntp 

Owl  UUUdlv  CU-lLLlWSd  lvl  CltUlUULW 

C4y  y : 

AD 

UA 

TPlJ 

liLJA 

3  ft  a  "39 

r^lpt  mimhpr  of  pharc  to  r*orw 

VJCL  lllllllUd  Ul  Cllttia  i\J  Kf\Jyj 

C49C: 

A2 

IE 

LDX 

#  $1E 

Reg.  31  is  word-count  register 

C49E: 

20 

CC 

CD 

JSR 

$CDCC 

Copy 

C4A1: 

AE 

31 

OA 

LDX 

$0A31 

Get  current  line  back 

C4A4: 

60 

RTS 

Return  from  the  subroutine 
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****************************** 


C4A5: 

A4 

E6 

LDY 

*  $E6 

C4A7 

20 

85 

CB 

JSR 

$CB85 

C4AA 

20 

5E 

CI 

JSR 

$C15E 

C4AD 

24 

D7 

BIT 

*  $D7 

C4AF 

30 

OF 

BMI 

$C4C0 

C4B1 

88 

DEY 

C4B2 

C8 

INY 

C4B3 

A9 

20 

LDA 

#  $20 

C4B5 

91 

EO 

STA 

<$E0),Y 

C4B7 

•  A5 

Fl 

LDA 

*  $Fl 

C4B9 

:  91 

E2 

STA 

($E2),Y 

C4BB 

:  C4 

E7 

CPY 

*  $E7 

C4BD 

:  DO 

F3 

BNE 

$C4B2 

C4BF 

:  60 

RTS 

****************************** 

C4C0 

:  8E 

31 

OA 

STX 

$0A31 

C4C3 

:  8C 

32 

OA 

STY 

$0A32 

C4C6 

:  A2 

18 

LDX 

#  $18 

C4C8 

:  20 

DA 

CD 

JSR 

$CDDA 

C4CB 

:  29 

7F 

AND 

#  $7F 

C4CD 

:  20 

CC 

CD 

JSR 

$CDCC 

C4D0 

:  A2 

12 

LDX 

#  $12 

C4D2 

:  18 

CLC 

C4D3 

:  98 

TYA 

C4D4 

:  65 

EO 

ADC 

*  $E0 

C4D6 

:  48 

PHA 

C4D7 

:  8D 

3C 

OA 

STA 

$0A3C 

C4DA:  A9 

00 

LDA 

#  $00 

C4DC 

:  65 

El 

ADC 

*  $E1 

C4DE 

:  8D 

3D 

OA 

STA 

$0A3D 

C4E1 

:  20 

CC 

CD 

JSR 

$CDCC 

C4E4 

:  E8 

INX 

C4E5 

:  68 

PLA 

C4E6 

:  20 

CC 

CD 

JSR 

$CDCC 

C4E9 

:  A9 

20 

LDA 

#  $20 

Clear  (line  X)  40  column 

Load  left  window-border,  Y-reg 
Clear  line  overflow  bit 
Get  start  address  of  line  X 
Test  40/80  column  mode 
Jump  if  80-column  mode 
Dummy  decrement,  is 
incremented  again 
Increment  column  pointer 
Load  acc  with  <space> 
Store  space  in  video  RAM 
Color  code  for  char  output  in  acc 
Store  color  in  color  RAM 
Compare  right  window-border 
Jump  if  not  done 
Return  from  the  subroutine 

Clear  line  -  80  column 

Save  X-register 

Save  Y-register 

Select  register  24 

Get  current  value 

Clear  copy  bit 

And  save  new  value 

Update  address  high 

Clear  carry  for  addition 

Get  column  in  acc 

Add  start  address  low 

Store  low  address  on  stack 

Store  the  low  byte 

Load  acc  with  zero  in  order  to 

Add  the  carry  to  the  high  byte 

Store  the  high  byte 

And  put  in  the  register 

Update  address  low 

Get  low  byte  from  stack 

Low  byte  to  VDC 

Load  acc  with  space 
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C4EB : 

O  ft 

20 

CA 

CD 

-TOT) 

/\I1U.  1I1LU  V           KXCLuX  ICglaL^l 

O  0 

^Ipf  parrv  for  <nihfrartinTi 

OWl  CuXi  V  ivl   0  LI  U  LX  ClL/ LX W1I 

C4ES  : 

AD 

TP  1 

E  1 

liJJA 

^    9hj  / 

X^AjaxX  lx^xit  wiiivxww  uumu  xii  clv^v^ 

r*4Trl  - 

EjU 

•jZ 

U  A 

Suhtract  <;tart  columii 

P4F4  • 

48 

PHA 

Save  number  on  stack 

Ofir  D  . 

r  U 

1  4 
X 1 

Start  rolumn  =  rieh  border 

f~*  ATPI  • 
L4r  /  : 

a  a 

InA 

frPt  mimripr  in 

VJ vl  llVXIXICwl  111 

\^HE  o  • 

O  0 

Set  carrv  for  addition 

UVV  v(UX  J    Ivl  UUVUWvll 

cur  y : 

crt 

"3P 

n  a 

UA 

Add  low  hvte 

Oflr  O  . 

fin 

■?P 

n  a 

U  A 

QT  A 

And  Qavf*  a^ain 

a  Q 

Ay 

n  n 

t 

J_lj_//i 

if  yUU 

T  nad  acc  with  zero  in  order  to 

CD  U  X  . 

fin 

OL-' 

fi  a 

Add  the  carrv  to  the  hich  bvte 

fin 

•?n 

n  a 

QT  A 
o  Xrl 

*n  A*^n 

Save  hiP"h  hvte 

/-.cm  . 

OA 

rp-vr  7\ 

Opt  nnmher  of  rhararter^  in  acc 

OOUo  : 

o  ft 

or 

CD 

U  oK 

App  in  word-pnnnt  rp^i^tpr 

/vWV^  Xll  WL/1LX  VV^UUl  Ivgiulvi 

CD  UD  . 

AZ 

1  9 
XZ 

T  TiV 

If 

TTndatp  address  hiph 

1  ft 
X  o 

PT.P 

*wXJV*- 

Clear  carrv  for  addition 

Q  ft 
y  0 

X  Xrl 

fipt  column  in  acc 

\JUl  WXLillXil  XXI  U.V'W 

CDUr  : 

03 

CjZ 

*  6T?9 

And  add  low  hvte  attrihute 

nci  1  . 
XX. 

4  Q 

fi  O 

lr  ilri 

Save  low  hvte  on  ^taclc 

pm  9  • 

XZ  . 

Ay 

fi  fi 

t  na 

*  600 

If  VvW 

T  ,oad  acc  with  zero  in  order  to 

X_^VCLLX  Uvv   VY1U1  M/lv  iil  ViUvi  W 

pri  A  • 
CD  XI  . 

0D 

Add  the  carrv 

JTS.LXU  Lllw  WCLXX  y 

CO  ID. 

9f1 

z  u 

pp 

PD 

.TQP 
u  or\ 

6PHPP 

And  write  the  hi^h  hvte  into  the 

CDiy : 

TP  O 

hiO 

XJNA 

l^pcictpr  TTnHafp  aHdrp<»^  low 

pm  a  • 

£ft 

00 

XT  Xiri 

fiet  low  hvte  from  stack 

VlvL  XV/  W    UYIV  llV/iii  iJUlviv 

CD  Id  : 

Z  U 

CO 

CD 

TCO 

yL-XvL-w 

AnH  wrifp  in  rpoi^tPf 

/.tin, 

CD1E : 

AD 

JD 

rt  7v 
UA 

C%p>t  liio-ii  K\/tp  rvf  /iPct  aHHrPQQ 
VJCL  Illgll  uy  LC  V/X  Uval  dU-UXCaa 

p^9i  • 

9  Q 

z  y 

m 
u  / 

Jt  607 

A/Ta<iV  out  hit<*  4-7 

aVXCLoXV  W  Li  L  UlLo  "T  / 

p^9  "5  • 

fin 

9TT 
Zr 

n  a 

U  A 

6  0  A 

And  comhine  with  de<it  address 

zVXXLX  Wv/lllL/Xllw   Willi  VXWi3X  HUU i wbb 

fin 

^n 

fi  A 
Un 

O  In 

60  A^D 

And  save 

lillU  OCX  T  w 

r  x 

Color  code  for  char  outnut  in  acc 

9Q 

ftp 
or 

#  6ftP 

Onlv  color  &  ALT  bit  relevant 

•5  fi 
Z  U 

r*a 
OA 

prt 

CD 

TOD 

6  PHP  A 

frpt  rp<y  contents  from  T)AXA  rep 

VJvl  lvg  VV/lllvllli)  11  vylli  x/n  x  n. 

fift 
00 

PT  A 
it  XiJri 

det  nnmher  from  stack" 

VJWl  llLXlllL/wX    XXV/XXX  lj  Uivlv 

^JJ  X  . 

r  U 

ri 

u  o 

Tf  zpro  thpn  iumn 

XI   £A*jl\J   U It'll  JLXllXLy 

C533: 

20 

3E 

C5 

JSR 

$C53E 

Output  color 

C536: 

AE 

31 

OA 

LDX 

$0A31 

Get  X-register  back 

C539: 

A4 

E7 

LDY 

*  $E7 

Load  right  window-border  Y-reg 

C53B: 

60 

RTS 

Return  from  subroutine 
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******************************      Write  acc  times  character  to 

update  register 


ps^p  • 

01 

T.DA 

#  SOI 

1  K 

A.  J_J 

T.ny 

#    SI  P. 

PP 

u  or\ 

00 

BIT 

V-1— '  V  \s  \f 

10 

■RPT. 

C548 

A2 

12 

LDX 

#  $12 

CD4A 

DA 

An 

CD 

JoR 

i?UJDA 

C54D 

CD 

3D 

OA 

CMP 

$0A3D 

C550 

90 

EA 

BCC 

$C53C 

C552 

A2 

13 

LDX 

#  $13 

C554 

:  20 

DA 

CD 

JSR 

$CDDA 

C557 

:  CD 

3C 

OA 

CMP 

$0A3C 

C55A 

:  90 

E0 

BCC 

$C53C 

C55C 

:  60 

RTS 

Load  counter  with  one 

Select  word-count  register 

And  determine  value 

Test  status  bit 

And  wait  until  done 

Update  address  high 

Get  current  value 

Compare  w/  high  byte  dest  addr. 

Doesn't  match-correct  error 

Update  address  low 

Get  current  value 

Compare  with  dest  address  low 

Doesn't  match-correct  error 

Return  from  the  subroutine 


****************************** 


C55D: 

A5 

01 

LDA 

*  $01 

C55F: 

29 

40 

AND 

#  $40 

C561: 

49 

40 

EOR 

#  $40 

C563: 

4A 

LSR 

A 

C564: 

4A 

LSR 

A 

C565: 

85 

D3 

STA 

*  $D3 

C567: 

AO 

58 

LDY 

#  $58 

C569: 

84 

D4 

STY 

*  $D4 

C56B: 

A9 

00 

LDA 

#  $00 

C56D: 

8D 

00 

DC 

STA 

$DC00 

C570: 

8D 

2F 

DO 

STA 

$D02F 

C573: 

AE 

01 

DC 

LDX 

$DC01 

C57  6: 

EO 

FF 

CPX 

#  $FF 

C578: 

DO 

03 

BNE 

$C57D 

C57A: 

4C 

97 

C6 

JMP 

$C697 

C57D: 

A8 

TAY 

C57E: 

AD 

3E 

03 

LDA 

$033E 

C581: 

85 

CC 

STA 

*  $CC 

C583: 

AD 

3F 

03 

LDA 

$033F 

C586: 

85 

CD 

STA 

*  $CD 

Check  the  keybaord  matrix 

Get  bit  6  from  zero-page  data  reg 
Processor  port.  Bit  6  indicates  if 
the  40  or  80  char  set  is  selected 
Invert  bit  6  and  bring  to  bit 
Position  4.  Reset  shift  flag 
And  store  40/80  mode 
Code  for  "no  key"  in  zero  page 
Store  pointer  for  pressed  key 
Check  value  for  matrix  lines 
Responsible  for  matrix  lines  1-8 
Responsible  for  matrix  line  9-11 
Port  B=input  of  matrix  columns 
Check  if  a  key  is  pressed 
Check  which  key  is  pressed 
No  key,  then  continue 
Displ  cntr  start  of  keyboard  table 
Copy  address  low  of  keyboard 
decoding  table  la  in  zero  page 
Copy  address  high  of  keyboard 
decoding  table  la  in  zero  page 
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C588 : 

A9 

FF 

LDA 

#  $FF 

Test  value  for  keyboard  matrix 

C58A: 

8D 

2F  DO 

STA 

$D02F 

oet  test  lines  9-1 1  to  nigh 

C58D : 

2A 

ROL 

A 

Bit  position  or  tne  test  line  to  u 

C58E : 

24 

D3 

BIT 

*  $D3 

romter  n  testing  l-o  or  y-i  i 

Coy 0 : 

o  a 
30 

A  C 

05 

BMI 

£  /■*•  E  f\  *7 

$Co9  / 

ji  testing  lines  y-i  i  men  SKip 

C592 : 

8D 

00  DC 

STA 

$DC00 

I  est  value  in  r^ort  a 

(matrix  line  l-oj 

1  A 

A  *> 

DOT 

air  h 

O-KJp  LCal  Ul  illaUIA  llllCa  7~  1 1 

Coy  / : 

BD 

DO 

STA 

i  esi  poix  /v.  ^mauix  lines  v-i  ij 

C59A: 

A2 

08 

LDX 

»         A  Art 

#  $08 

oet  counter  ior  o  matrix  columns 

C59C: 

A  Ci 

48 

PHA 

otore  line  test  value  in  acc 

C5  9D : 

AD 

01  DC 

LDA 

$DC01 

compare  port  r>  ^output  tne 

C5A0 : 

CD 

01  DC 

CMP 

$DC01 

matrix  columns)  with  port  B 

C5A3 : 

r\  A 

DO 

F8 

BNE 

$C59D 

And  wait 

C5A5 : 

4A 

LSR 

A 

Test  the  output  value  of  matrix 

C5A6 : 

BO 

17 

BCS 

$C5BF 

columns  Dit  oy  Dit.  c=i  -no  Key 

C5A8 : 

a  n 

48 

PHA 

otore  matrix  cimns  output  value 

C5A9 : 

Bl 

CC 

LDA 

($CC) ,Y 

Get  key  code  from  keybrd  table 

C5AB : 

C9 

08 

CMP 

#  $08 

T/"__  r   _  _  J  _   O  «n  tUrt    AT  T*  Iran 

Key  code  o  is  tne  al*  i  Key 

C5AD : 

FO 

08 

BEQ 

$C5B7 

1          S%  A«*t*Art«%rtvVI  &\  4  -fr%  /V       t  rnliioti 

i  o  corresponding  evaluation 

C5AF : 

C9 

05 

CMP 

#  $05 

L.necx  li  coae  ior  oriir  i ,  L-=, 

C5B1 : 

BO 

09 

BCS 

$C5BC 

or  Ctrl.  No,  then  continue 

C5B3 : 

r-\  A 

C9 

03 

CMP 

#  $03 

is  it  coae  ior  me  rsKHAis.  Key  / 

C5B5 : 

FO 

05 

BEQ 

$C5BC 

Yes  then  continue  for  break  key 

C5B7 : 

05 

D3 

ORA 

*  $D3 

Zero-page  pointer  -  shift  pattern 

C5B9 : 

85 

D3 

STA 

*  $D3 

comDine  wim  tne  acc 

C5BB: 

2C 

.Byte  $2C 

okip  to  3>C5Bri 

C5BC: 

84 

D4 

STY 

*  $D4 

Place  in  zero-page  for  key  code 

C5BE : 

68 

PLA 

Get  matrix  columns  text  value 

C5BF : 

C8 

INY 

JveyDoara  taoie  oisp.  counter  +  i 

C5C0 : 

CA 

DEX 

Matrix  column  loop  counter  -  i 

COCl : 

T\  A 

BNE 

$C5A5 

J-AJOp  UI1L11  oil  t-OlUIIilla  LCslCU 

C5C3 : 

CO 

59 

CPY 

#  $59 

Are  all  lines  and  columns  tested? 

C5C5 : 

BO 

10 

BCS 

$C5D7 

Yes,  then  evaluate  key  press 

C5C7  : 

68 

PLA 

oei  line  icsi  voiue  irom  siaOK 

O  0 

SEC 

^Ipf  parrv  "flao  for  Qhiftinp  thp 

O&l  vCUl  j  Hag  IvJl  allll  ILLlg  tli\y 

C5C9: 

2A 

ROL 

A 

Line  test  value 

C5CA: 

BO 

C2 

BCS 

$C58E 

Continue  test  matrix  lines  1-8 

C5CC: 

8D 

00  DC 

STA 

$DC00 

Set  port  A  test  value  high  ($FF) 

C5CF: 

26 

D3 

ROL 

*  $D3 

Merge  bit  7  in  shift  pattern  flag 
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C5D1: 

38 

SEC 

C5D2 

66 

D3 

ROR 

#  $D3 

C5D4: 

2A 

ROL 

A 

C5D5: 

DO 

B7 

BNE 

$C58E 

****************************** 

C5D7 

06 

D3 

ASL 

*  $D3 

C5D9 

46 

D3 

LSR 

*  $D3 

C5DB 

68 

PLA 

C5DC 

A5 

D4 

LDA 

*  $D4 

C5DE 

6C 

3A 

03 

JMP 

($033A) 

****************************** 

C5E1 

C9 

57 

CMP 

#  $57 

C5E3 

DO 

13 

BNE 

$C5F8 

C5E5 

24 

F7 

BIT 

*  $F7 

C5E7 

70 

5A 

BVS 

$C643 

C5E9 

AD 

25 

OA 

LDA 

$0A25 

C5EC 

.  DO 

55 

BNE 

$C643 

C5EE 

:  A9 

OD 

LDA 

#  $0D 

C5F0 

:  4D 

21 

OA 

EOR 

$0A21 

C5F3 

:  8D 

21 

OA 

STA 

$0A21 

C5F6 

50 

30 

BVC 

$C628 

C5F8 

A5 

D3 

LDA 

*  $D3 

C5FA 

FO 

55 

BEQ 

$C651 

C5FC 

C9 

10 

CMP 

#  $10 

C5FE 

FO 

44 

BEQ 

$C644 

C600 

.  C9 

08 

CMP 

#  $08 

C602 

FO 

42 

BEQ 

$C646 

C604 

29 

07 

AND 

#  $07 

C606 

C9 

03 

CMP 

#  $03 

C608 

DO 

25 

BNE 

$C62F 

****************************** 

C60A 

A5 

F7 

LDA 

*  $F7 

C60C 

30 

43 

BMI 

$C651 

C60E 

AD 

25 

OA 

LDA 

$0A25 

Because  remaining  matrix  lines 
9-1 1  are  tested  via  port  A* 
Clear  bit  for  matrix  line  test  9-11 
Jump:  test  next  matrix  line 

Evaluate  the  keyboard  result 

EUminate  the  set  bit  7  in  the  shift 
pattern  flag  (marker  port  A*  test) 
Clear  line  test  value  from  stack 
Code  fro  pressed  key  in  acc 
Vector  -  keyboard  read  ($C5E1) 

Routine:  evaluate  keybaord 

Was  it  the  "No  Scroll"  key? 
No,  then  skip 

Z-P  pause  flag  bit  6:  l=disable 
If  pause  not  allowed  then  RTS 
Load  acc  with  last  shift  pattern 
Not  0,  then  exit  via  RTS 
Invert  bits  0,1,  and  3  of  the 
Z-P  pause  pointer  and  put  in  the 
Zero-page  pause  pointer 
Keyboard  repeat  routine 
Get  current  shift  pattern  in  acc 
No  shift  pattern,  evaluate  normal 
Was  the  40  character  set  chosen 
Yes,  then  to  40  evaluation 
Was  ALT  keypress  indicated? 
Yes,  then  to  ALT  evaluation 
Mask  bits  3-7  from  shift  pattern 
Was  C=-SHIFT  switch  selected? 
No,  re-evaluate  shift  pattern 

C=/Shift  character  set  switch 

Check  flag  for  C=  shift  switch 
Switch  prohibit,  to  repeat  routine 
Get  last-saved  shift  pattern 
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C611: 

DO 

3E 

BNE 

$C651 

Not  zero,  then  to  repeat  routine 

C613: 

24 

D7 

BIT 

*  $D7 

Check  for  40/80  column  screen 

C615: 

10 

09 

BPL 

$C620 

Positive  =  40  column  screen 

C617: 

A5 

Fl 

LDA 

*  $F1 

Color  code  for  char  output  in  acc 

C619: 

49 

80 

EOR 

#  $80 

Invert  bit  7  of  the  color  code 

C61B: 

85 

Fl 

STA 

*  $F1 

Store  color  code  for  char  code 

C61D: 

4C 

28 

C6 

JMP 

$C628 

Jump  over  VIC  character  switch 

C620 : 

AD 

2C 

OA 

LDA 

$0A2C 

System  pointer  for  text/screen 

C623: 

49 

02 

EOR 

#  $02 

Get  base  and  invert  bit  2  of  this 

C625: 

8D 

2C 

OA 

STA 

$0A2C 

Pointer 

C628: 

A9 

08 

LDA 

#  $08 

Initialize  the  system  pointer  with 

C62A- 

8D 

25 

OA 

STA 

$0A25 

8  for  the  last  shift  pattern 

C62D 

DO 

22 

BNE 

$C651 

Jump  to  repeat  routine 

****************************** 

Load  and  evaluate  decoder  table 

corresponding  to  the  shift  pattern 

C62F 

OA 

ASL 

A 

Multiply  shift  pattern  for  disp  *2 

C630 

C9 

08 

CMP 

#  $08 

If  shift  pattern  for  shift  or  C= 

C632 

90 

12 

BCC 

$C646 

Found,  then  load  decoder  table 

C634 

A9 

06 

LDA 

#  $06 

Default  value  CTRL  pattern,  acc 

C636 

A6 

D4 

LDX 

*  $D4 

Check  offset  of  the  decoder  table 

C638 

EO 

OD 

CPX 

#  $0D 

If  it  was  the  I3th  key  (S-key) 

C63A 

:  DO 

OA 

BNE 

$C646 

Then  set  the  pause  flag,  else  skip 

C63C 

:  24 

F7 

BIT 

*  $F7 

Check  if  pause/Ctrl-s  is  allowed 

C63E 

:  70 

06 

BVS 

$C646 

Not  allow,  evaluate  decod.  table 

C640 

:  8E 

21 

OA 

STX 

$0A21 

Get  pause  flag  with  key  value  13 

C643 

:  60 

RTS 

Return  from  the  subroutine 

****************************** 

Set  the  start  address  of  the 

decoder  table  corresponding  to 

the  shift  pattern 

C644 

:  A9 

OA 

LDA 

#  $0A 

oet  aeiauit  value  to  taoie  ja 

C646 

:  AA 

TAX 

ff  or  tne  aecoaer  taoie  in  A-reg 

C647 

:  BD 

3E 

03 

LDA 

$033E,X 

Copy  address  low  of  decoder 

C64A 

:  85 

CC 

STA 

*  $CC 

table  in  zero-page  memory 

C64C 

:  BD 

3F 

03 

LDA 

$033F,X 

Copy  address  high  of  decoder 

C64F 

:  85 

CD 

STA 

*  $CD 

table  in  zero-page,  memory 
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******************************       Routine  REPEAT 

Repeat  the  keybaord  logic 


C651 : 

7l  A 

A4 

T\  A 

D4 

LDY 

i-Jlapi.  i\j  laUie  a  loll  ill  1 -leg 

C653 : 

Bl 

CC 

LDA 

($CC) , Y 

LOdU  aCL.  W1U1  dial  CvJUC  1HJ111 

C655 : 

AA 

TAX 

laUlC  allU  31U1C  Cllal  111  A  leg 

C656 : 

C4 

D5 

CPY 

*  ?DO 

V^OIIiparC  Willi  pUlIHCl  1U1  eUlieill 

C658 : 

FO 

r\  •~~7 

07 

BEQ 

$Cddi 

1rpt/     T"f  pmml  tr\  Yf%t\fi*it  ppippV 
KCy.     11  C4UCII,  l\J  ICpcai  L.11CCJ\. 

C65A: 

AO 

10 

LDY 

#  510 

v^ounier  101  Key  repeal  uciay 

C65C: 

8C 

24 

OA 

STY 

£  f\  "A  O  A 

TnitialiTP  with  $10 
llllllallZC  Willi 

C65F : 

DO 

36 

BNE 

?C6  9  / 

JUIIip  LO  ivCypiCaa  CVolUallVJll 

C661 : 

29 

7F 

AND 

f   9  /r 

AjTacV  rmt  Kit  7  nnt  a  RVS  rhar 

C663 : 

2C 

22 

OA 

BIT 

£  C\  7V  O  O 

f^Vip/^V  r\nintpt"  for  Vpv  t"Pt"\pat 
V^llCLJv  pUllllCl  1U1  JxCy  lepeai 

C666  : 

30 

16 

BMI 

/\11UW  all  Jvcys  \*pO\J)y  oJV-ip 

C668 : 

70 

5A 

BVS 

i?CoC4 

Wrm/  1rp\/  allrnx/prl  f*£4fY^  cVir* 
now  J£.cy  aiiuwcu.  ^q>tv/^,  oivip 

C66A: 

C9 

7F 

CMP 

JL  Ann 

#  $7F 

V-llCCK  11    t-naTat-lCl  lllvallU 

C66C: 

FO 

29 

BEQ 

$C697 

Ypc  tVip  rlpfmilt  rpnH  anH 
i  cs,  ine  ueiauii  rcau  allU  IN.  1  o 

C66E: 

C9 

14 

CMP 

#  $14 

Was  it  the  DEL  key> 

C670: 

FO 

OC 

BEQ 

$C67E 

Yes,  then  repeat  evaluation 

C672: 

C9 

20 

CMP 

#  $20 

Was  it  the  space  bar? 

C674: 

FO 

08 

BEQ 

$C67E 

Yes,  then  repeat  evaluation 

C676: 

C9 

ID 

CMP 

#  $1D 

\X7oc  it  tVi/»  ^/^T?  QT?  rioVitv^  Vp\/? 

w  as  it  ine  <v^Jtvojx-rigrii>  Key  i 

C678: 

FO 

04 

BEQ 

$C67E 

i  ea,  men  repeal  CValuailvJll 

C67A: 

C9 

11 

CMP 

#  $11 

Wac  it  tVip  ^PT?  ^JR-z-lrnii/n^.  Vpv 7 
w  as  n  Li ic  <.v^rvoi\._tujwiip»  ivcy  .' 

C67C: 

DO 

46 

BNE 

$C6C4 

INO,  SKip  repeal  CValUallOIl 

****************************** 

lv'pv  rpnpat  pvaluafion 

C67E: 

AC 

24 

OA 

LDY 

$0A24 

r^pt  f*nnntpr  for  rpriPZit  fiplav 
VJei  I'UUiiiei  ivii  lepeai  uw>iajr 

C681: 

FO 

05 

BEQ 

$C688 

r^r»nntpr — 0  tVipn  slfir> 
v_^v/uiiiwi — v,  uieii  aAJ.p 

C683: 

CE 

24 

OA 

DEC 

$0A24 

U  P!V!lt  Hp1il\/  ^nilTltP'T  -1 

ixepeai  ueiay  wuunici  -i 

C686: 

DO 

3C 

BNE 

$C6C4 

Nnt  7Pro  Hpffuilt  TPaH  flnH 
iiui  L\sL\j)  Lieiauii  leaLi  aiivj.  iviu 

C688: 

CE 

23 

OA 

DEC 

$0A23 

Count  speed  for  repeat  -1 

C68B: 

DO 

37 

BNE 

$C6C4 

Not  zero,  default  read  and  RTS 

C68D: 

AO 

04 

LDY 

#  $04 

Count  speed  for  key  repeat 

C68F: 

8C 

23 

OA 

STY 

$0A23 

Reinitialize  with  $04 

C692: 

A4 

DO 

LDY 

*  $D0 

Offset  of  key  buffer  queue  in  Y 

C694: 

88 

DEY 

If  more  than  1  character  in  buffer 

C695: 

10 

2D 

BPL 

$C6C4 

Then  default  read  and  RTS 
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****************************** 


C697: 

4E 

25 

OA 

LSR 

$0A25 

C69A: 

A4 

D4 

LDY 

*  $D4 

C69C: 

84 

D5 

STY 

*  $D5 

C69E: 

EO 

FF 

CPX 

#  $FF 

C6A0: 

FO 

22 

BEQ 

$C6C4 

C6A2: 

A9 

00 

LDA 

#  $00 

C6A4: 

8D 

21 

OA 

STA 

$0A21 

C6A7: 

8A 

TXA 

C6A8- 

A6 

D3 

LDX 

*  $D3 

C6AA 

4C 

C6 

FC 

JMP 

$FCC6 

****************************** 

C6AD 

A2 

09 

LDX 

#  $09 

C6AF 

DD 

DD 

C6 

CMP 

$C6DD,X 

C6B2 

FO 

16 

BEQ 

$C6CA 

C6B4 

CA 

DEX 

C6B5 

10 

F8 

BPL 

$C6AF 

C6B7 

A6 

DO 

LDX 

*  $D0 

C6B9 

EC 

20 

OA 

CPX 

$0A20 

C6BC 

:  BO 

06 

BCS 

$C6C4 

C6BE 

:  9D 

4A 

03 

STA 

$034A,X 

C6C1 

:  E8 

INX 

C6C2 

:  86 

DO 

STX 

*  $D0 

C6C4 

:  A9 

7F 

LDA 

#  $7F 

C6C6 

:  8D 

00 

DC 

STA 

$DC00 

C6C9 

:  60 

RTS 

****************************** 

C6CA 

:  BD 

00 

10 

LDA 

$1000, X 

C6CD 

:  85 

Dl 

STA 

*  $D1 

C6CF 

:  A9 

00 

LDA 

#  $00 

C6D1 

:  CA 

DEX 

C6D2 

:  30 

06 

BMI 

$C6DA 

C6D4 

:  18 

CLC 

C6D5 

:  7D 

00 

10 

ADC 

$1000, X 

Entry:  No  key  pressed 

Divide  last  shift  pattern  by  2 
Copy  Displ  to  decoder  table  start 
In  pointer  for  current  key 
Was  it  code  for  "no  character"? 
Yes,  then  default  read  and  RTS 
Reset  the  pause/Ctrl-S  pointer 
for  valid  character 
Copy  character  code  in  acc 
Get  current  shift  pattern  in  X-reg 
Back  to  kernal  routine:  KEY 

Evaluate  and  store  keypress 

Loop  counter  -  10  function  keys 
Compare  acc  with  key  code  table 
Function  key  found,  evaluate 
Decrement  loop  counter  by  1 
Loop  until  all  comparisons  done 
Index:  Keyboard  buffer  queue 
Compare  with  maximum  size 
Max  size  reached,  then  skip 
Place  char  in  keyboard  buffer 
Increment  keyboard  buff,  queue 
Index  by  1  character 
Check  keyboard  matrix 
For  default 

Return  from  the  subroutine 

Prepare  keyboard  buffer  for 
KEY 

Get  length  from  KEY  X 
And  in  KEY  character  counter 
The  position  of  the  KEY  in  the 
Entire  table  is  detremined 
When  all  lengths  added,  end 
Else  clear  carry  for  addition 
Add  length  of  KEY  X 
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C6D8 

90 

F7 

BCC 

$C6D1 

If  no  overflow,  then  continue 

C6DA 

85 

D2 

STA 

*  $D2 

Else  store  pointer 

C6DC 

60 

RTS 

Return  from  subroutine 

****************************** 

Key  codes  of  10  function  keys 

C6DD 

85 

89 

Jri  rL 

C6DF 

86 

8A 

rj  rt 

C6E1 

87 

8B 

F5  F6 

C6E3 

88 

8C 

F7  F8 

C6E5 

83 

F9  (Shift-Run) 

C6E6 

84 

F10  (Help-key) 

****************************** 

Flash  VIC  cursor 

C6E7 

24 

D7 

BIT 

*  $D7 

iesi  ior  *hj/ou  column 

C6E9 

30 

41 

BMI 

$C72C 

ii  ou  column  men  end 

C6EB 

AD 

27 

OA 

LDA 

$0A27 

\jd  v  ii^  cursor  moae 

C6EE 

DO 

3C 

BNE 

$C72C 

Is  turned  off  then  end 

C6F0 

CE 

28 

OA 

DEC 

$0A28 

cise  aecrement  tne  nasn  counter 

C6F3 

DO 

37 

BNE 

$C72C 

11  noi  zero,  men  enu 

C6F5 

AD 

26 

OA 

LDA 

$0A26 

vjrei  v  ix^  cursor 

C6F8 

29 

CO 

AND 

#  $C0 

IVidSK  OUl  DllS  vJ-J 

C6FA 

:  C9 

CO 

CMP 

#  $C0 

cursor  steaay  or  turnea  on  / 

C6FC 

:  FO 

2E 

BEQ 

$C72C 

11  so  men  ena 

C6FE 

.  A9 

14 

LDA 

#  $14 

Wilt  trio    \ /  If  1         "i  t*o /"\**  ■floriri  /tAiiMtai* 

oei  me  v  ii_  cursor  nasn  counter 

C700 

:  8D 

28 

OA 

STA 

$0A28 

Tr»  $14.— 

IO  «J>ltT=ZU 

C703 

:  A4 

EC 

LDY 

*  $EC 

oet  current  cursor  column  i  -Keg 

C705 

:  AE 

2A 

OA 

LDX 

$0A2A 

vjci  coior  ox  cursor  pos.  ior  nasn 

C708 

Bl 

EO 

LDA 

($E0),Y 

\jet  cnaracter  at  current  column 

C70A 

:  2C 

26 

OA 

BIT 

$0A26 

i  est  v  iL-  cursor  moae 

C70D 

:  30 

10 

BMI 

$C71F 

i^naracier  normal  again 

C70F 

:  8D 

29 

OA 

STA 

$0A29 

t^nar  at  cursor  pos  oeiore  nasn 

C712 

:  20 

7C 

CI 

JSR 

$C17C 

OCl  color  JvrviVl  aUUTCaa 

C715 

:  Bl 

E2 

LDA 

($E2) ,Y 

vjci  coior  ax  cursor  position 

C717 

:  8D 

2A 

OA 

STA 

$0A2A 

oave  as  coior  ueiore  riasn 

C71A 

:  A6 

Fl 

LDX 

*  $F1 

Color  code-char  output  in  X-Reg 

C71C 

:  AD 

29 

OA 

LDA 

$0A29 

Char  at  cursor  pos  before  flash 

C71F 

:  49 

80 

EOR 

#  $80 

Invert  the  negative  bit 

C721 

20 

40 

CC 

JSR 

$CC40 

Save  character  and  color 
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C724: 

AD 

26  OA 

LDA 

$0A26 

Get  VIC  cursor  mode 

C727: 

49 

80 

EOR 

#  $80 

Negate  the  flash  condition 

C729: 

8D 

26  OA 

STA 

$0A26 

And  save  again 

C72C: 

60 

RTS 

Return  from  the  subroutine 

****************************** 

BSOUT  entry  for  screen  output 

C72D: 

85 

EF 

STA 

*  $EF 

Save  character  to  print  in  z-page 

C72F: 

48 

PHA 

Save  acc  contents  on  stack 

C730: 

8A 

TXA 

Save  X-reg  contents  on  stack 

C731: 

48 

PHA 

Via  acc 

C732: 

98 

TYA 

Save  Y-reg  contents  on  stack 

C733: 

48 

PHA 

Via  acc 

C734: 

AD 

21  OA 

LDA 

$0A21 

Check  contents  of  z-p  pause  flag 

C737: 

DO 

FB 

BNE 

$C734 

Wait  until  flag  value  is  0 

C739: 

85 

D6 

STA 

*  $D6 

Clear  input/get  flag  via  keyboard 

C73B: 

A9 

C3 

LDA 

#  $C3 

High  byte  of  continuation  on 

C73D: 

48 

PHA 

stack,  tojump  torouitine  via 

C73E: 

A9 

OB 

LDA 

#  $0B 

RTS  now  the  byte  of  the 

C740: 

48 

PHA 

continuation  on  the  stack  as  well 

C741: 

A4 

EC 

LDY 

*  $EC 

Get  current  cursor  column Y-Reg 

C743: 

A5 

EF 

LDA 

*  $EF 

Get  char  to  print  -  temp  storage 

C745: 

C9 

OD 

CMP 

#  $0D 

Is  it  a  carriage  return  <Cr>  ? 

C747: 

F0 

26 

BEQ 

$C76F 

Yes,  then  output  <CR> 

C749: 

C9 

8D 

CMP 

#  $8D 

Is  it  a  shift-CR? 

C74B: 

FO 

22 

BEQ 

$C76F 

Yes,  then  output  <shift/CR> 

C74D: 

A6 

FO 

LDX 

*  $F0 

Get  value  of  previous  character 

C74F: 

EO 

IB 

CPX 

#  $1B 

Was  it  <ESC>,  then  handle  char 

C751: 

DO 

03 

BNE 

$C756 

as  <ESC>  sequence,  else  to 

C753: 

4C 

BE  C9 

JMP 

$C9BE 

$C756  -  evaluate  ESC  sequences 

C756: 

AA 

TAX 

Character  to  output  to  X-Reg 

C757: 

10 

03 

BPL 

$C75C 

Is  it  a  character  from  0-127  / 

C759: 

4C 

02  C8 

JMP 

$C802 

No,  evalute:  exteneded  AbCJU 

C75C: 

C9 

20 

CMP 

#  $20 

T                 f                                      AM                             A                 A.                 T"|  1  L1_  O 

Is  characetr  to  output  <  Blank  ? 

C75E: 

90 

56 

BCC 

$C7B6 

Yes,  then  evaluate  control  coaes 

C760: 

C9 

60 

CMP 

#  $60 

Is  it  a  letter? 

C762: 

90 

03 

BCC 

$C767 

Yes,  then  output  letter 

C764: 

29 

DF 

AND 

#  $DF 

Mask  out  bit  5 

C766: 

2C 

.Byte  $2C 

Skip  to  $C769 
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******************************      Output  letter 


C7  67: 

29 

3F 

AND  # 

$3F 

Mask  out  bits  6/7  or  the  char 

C769: 

20 

FF 

C2 

JSR  $C2FF 

Test  for  quote 

C7  6C: 

4C 

22 

C3 

JMP  $C322 

Output  character 

****************************** 

<i^arn.age  j\.eturn>  -  in  ew  line 

C7  6F: 

20 

C3 

CB 

JSR  $CBC3 

Search  end  of  input  line 

C772: 

E8 

INX 

Clear  the  line  overflow  bit 

C773: 

20 

85 

CB 

JSR  $CB85 

Of  the  following-line 

C776: 

A4 

E6 

LDY  * 

$E6 

Load  left  window-border  Y-reg 

C778: 

84 

EC 

STY  * 

$EC 

Store  the  current  cursor  position 

C77A: 

20 

63 

C3 

JSR  $C363 

Execute  linefeed 

****************************** 

T?     At  l~liirvt/»/Tr>e<»i"t/T?\/Q 
JVCSCl  V^UOlC/ JllScn/Xv  V  o 

C77D 

A5 

Fl 

LDA  * 

$F1 

(~*r\\r\r  paHp  fnr  phar  ruitfvnt  in  nf*r* 

C77F 

29 

CF 

AND  # 

$CF 

Reverse  and  flash  off  for  VDC 

C781 

85 

Fl 

STA  * 

$F1 

Store  color  code  for  char  output 

C783 

A9 

00 

LDA  # 

$00 

Load  acc  with  zero  for  off 

C785 

85 

F5 

STA  * 

$F5 

And  clear  the  bits:  insert  mode 

C787 

.  85 

F3 

STA  * 

$F3 

RVS  flaa 

C789 

85 

F4 

STA  * 

$F4 

On  Afp-Tnr\Hf*  flao- 

Y^UAJLG  lllWVJ-t'  l lag 

C78B 

.  60 

RTS 

T^ptntn  fVotn  tnp  ciiVvrfYiiHnp 

****************************** 

C78C 

:  02 

.Byte 

$02 

9 — ntiHprlinp  on 

C78D 

:  07 

.Byte 

$07 

7-bell 

C78E 

:  09 

•  Byte 

$09 

9= tab 

C78F 

:  OA 

•  Byte 

$0A 

A  — UnpfppH 

C790 

:  OB 

•  Byte 

$0B 

R — 1  c\c\c  <<  ^V^'ft"*** /^rif\mmAHr\rps 
J-> — lUCn.  <vOIlll  L^/<^V^UXIJU11UU.UIC^> 

C791 

:  OC 

•  Byte 

$0C 

C— unlock  ^ShW^-C1— 

C792 

:  OE 

•  Byte 

$0E 

E=lower  case 

C793 

:  OF 

.Byte 

$0f 

F=flash  on 

C794 

:  11 

.Byte 

$11 

ll=cursor  up 

C7  95 

:  12 

.Byte 

$12 

12=reverse  on 

C796 

:  13 

.Byte 

$13 

13=home 

C797 

:  14 

.Byte 

$14 

14=delete 
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C798: 

18 

.Byte  $18 

18=set/cleartab 

C799: 

ID 

.Byte  $ld 

****************************** 

Addresses  of  the  routines  which 

execute  control  codes  (-1) 

Accessed  via  RTS. 

C79A: 

C6 

C8 

$C8C6 

Underline  on 

C7  9C : 

on 

8D 

C9 

$C98D 

Tab 

C79E : 

4E 

C9 

$C94E 

Bell 

C7A0 : 

BO 

C9 

$C9B0 

Linefeed 

C7A2 : 

A5 

C8 

$C8A5 

Disable  <Sh>/<C=> 

C7A4: 

AB 

C8 

$C8AB 

Enable  <Sh>/<C=> 

C7A6: 

7F 

C8 

$C87F 

Lower  case 

C7A8: 

D4 

C8 

$C8D4 

Rash  on 

C7AA: 

59 

C8 

$C859 

Cursor  up 

C7AC: 

CI 

C8 

$C8C1 

Reverse  on 

C7AE: 

B2 

C8 

$C8B2 

Home 

C7B0: 

1A 

C9 

$C91A 

C7B2: 

60 

C9 

$C960 

Set/clear  tab 

C7B4  : 

53 

C8 

$C853 

Cursor  right 

****************************** 

Execute  control  code 

C7B6: 

6C 

34 

03 

JMP  ($0334) 

Vector  character  output  with  Ctrl 

C7B9: 

C9 

IB 

CMP     #  $1B 

Is  character  <ESC>? 

C7BB: 

F0 

38 

BEQ  $C7F5 

Yes,  then  end 

C7BD: 

A6 

F5 

LDX     *  $F5 

Insert  mode  set? 

C7BF: 

DO 

08 

BNE  $C7C9 

Yes,  then  output  char  in  reverse 

C7C1: 

C9 

14 

CMP     #  $14 

Is  the  character  <Delete>? 

C7C3: 

F0 

OB 

BEQ  $C7D0 

Then  execute 

C7C5: 

A6 

F4 

LDX     *  $F4 

Is  the  quote-mode  flag  set? 

C7C7: 

F0 

07 

BEQ  $C7D0 

If  so,  then  reverse  character 

C7C9: 

A2 

00 

LDX    #  $00 

Clear  the  last-printed  character 

C7CB: 

86 

EF 

STX     *  $EF 

In  the  zero-page 

C7CD: 

4C 

26 

C3 

JMP  $C326 

And  output  character  in  reverse 
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******************************      Compare  A  with  possible  control 

codes 


C7D0 : 

A2 

OD 

LDX 

#  ?0D 

a  is  tne  counter  ior  ctri  coo.es 

C7D2 : 

DD 

8C 

C7 

CMP 

$C78C, X 

Compare  with  the  table 

C7D5 : 

FO 

IF 

BEQ 

$C7F6 

Found?  Then  jump  to  execution 

C7D7: 

CA 

DEX 

Else  decrement  the  counter  and 

C7D8i 

10 

F8 

BPL 

$C7D2 

Compare  with  next  value 

C7DA: 

A2 

OF 

LDX 

#  $0F 

Compare  with  the  16  possible 

C7DC- 

DD 

4C 

CE 

CMP 

$CE4C,X 

Codes  for  changing  the  color 

C7DF 

FO 

04 

BEQ 

$C7E5 

Jump  if  found 

C7E1: 

CA 

DEX 

Else  decrement  counter  and 

C7E2 

10 

F8 

BPL 

$C7DC 

Compare  with  next  value 

C7E4 

60 

RTS 

Returns  from  the  subroutine 

****************************** 

Set  color  -  40-column 

C7E5 

:  24 

D7 

BIT 

*  $D7 

lest  4U/ou-coiumn  moae 

C7E7 

.  30 

03 

BMI 

$C7EC 

jump  11  ou-coiumn  moae 

C7E9 

:  86 

Fl 

STX 

*  $F1 

otore  coior  coae  ior  cnar  outout 

C7EB 

:  60 

RTS 

ixcium  irom  suurouiine 

****************************** 

Set  color  -  80-column  mode 

C7EC 

:  A5 

Fl 

LDA 

*  $F1 

Color  code  for  char  output  in  acc 

C7EE 

:  29 

F0 

AND 

#  $F0 

Mask  out  lower  mbble  (bits  v-5) 

C7F0 

:  ID 

5C 

CE 

ORA 

$CE5C,X 

uk  wiin  coior  coae  table 

C7F3 

:  85 

Fl 

STA 

*  $F1 

otore  coior  coae  ior  cnar  output 

C7F5 

:  60 

RTS 

Keturn  irom  subroutine 

****************************** 

Execute  control  codes 

C7F6 

:  8A 

TXA 

Pointer  to  acc  and  then 

C7F7 

:  OA 

ASL 

Multiply  by  two  because  a 

C7F8 

:  AA 

TAX 

16-bit  value  is  being  fetched 

C7F9 

:  BD 

9B 

C7 

LDA 

$C79B,X 

Get  low  byte  of  the  start  address 

C7FC 

:  48 

PHA 

In  acc  and  get 

C7FD 

:  BD 

9A 

C7 

LDA 

$C79A,X 

High  byte  of  the  start  address 

C800 

.  48 

PHA 

In  acc.  Accessed  via 

C801 

:  60 

RTS 

RTS 
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****************************** 


C802: 

6C 

36 

03 

JMP 

($0336) 

C805: 

29 

7F 

AND 

#  $7F 

C807: 

C9 

20 

CMP 

#  $20 

C809: 

90 

09 

BCC 

$C814 

C80B: 

C9 

7F 

CMP 

#  $7F 

C80D: 

DO 

02 

BNE 

$C811 

C80F: 

A9 

5E 

LDA 

#  $5E 

C811: 

4C 

20 

C3 

JMP 

$C320 

C814: 

A6 

F4 

LDX 

*  $F4 

C816: 

F0 

05 

BEQ 

$C81D 

C818: 

09 

40 

ORA 

#  $40 

C81A: 

4C 

26 

C3 

JMP 

$C326 

C81D: 

C9 

14 

CMP 

#  $14 

C81F: 

DO 

03 

BNE 

$C824 

C821: 

4C 

E3 

C8 

JMP 

$C8E3 

C824: 

A6 

F5 

LDX 

*  $F5 

C826: 

DO 

FO 

BNE 

$C818 

C828: 

C9 

11 

CMP 

#  $11 

C82A: 

FO 

3B 

BEQ 

$C867 

.C82C: 

C9 

ID 

CMP 

#  $1D 

C82E: 

FO 

45 

BEQ 

$C875 

C830: 

C9 

OE 

CMP 

#  $0E 

C832: 

FO 

5E 

BEQ 

$C892 

C834: 

C9 

12 

CMP 

#  $12 

C836: 

DO 

03 

BNE 

$C83B 

C838: 

4C 

BF 

C8 

JMP 

$C8BF 

C83B: 

C9 

02 

CMP 

#  $02 

C83D: 

DO 

03 

BNE 

$C842 

C83F: 

4C 

CE 

C8 

JMP 

$C8CE 

C842: 

C9 

OF 

CMP 

#  $0F 

C844: 

DO 

03 

BNE 

$C84  9 

C846: 

4C 

DC 

C8 

JMP 

$C8DC 

C849: 

C9 

13 

CMP 

#  $13 

C84B: 

DO 

03 

BNE 

$C850 

C84D: 

4C 

42 

CI 

JMP 

$C142 

C850: 

09 

80 

ORA 

#  $80 

C852: 

DO 

86 

BNE 

$C7DA 

Analyze  extended  ASCII 

Vector  char  output  with  shift 

Mask  out  bit  7,  not  shifted 

Compare  with  <space> 

Less  than  32 

Is  it  ASCII  code  127? 

If  not  then  jump 

ASCII  code  for  up-arrow 

And  output 

Get  quote-mode  flag 

Jump  if  not  set 

Else  set  bit  6 

Output  as  reverse  character 

Is  the  character  <INSERT>? 

Jumpifnot<INSERT> 

Else  execute  <INSERT> 

Get  insert-mode  flag 

If  set,  then  as  with  quote 

Compare  to  cursor  up 

Jump  if  cursor-up 

Cursor-left? 

If  yes,  then  execute 

Compare  if  upper  case 

Jump  to  execution 

Reverse  off? 

No,  then  skip 

Else  clear  RVS  mode 

Underline  on? 

If  not  then  jump 

Else  set  underline  mode 

Flash  mode  off? 

Skip  if  not 

Else  clear  flash  mode 

Is  it  <CLR/HOME>? 

Skip  if  not 

Else  clear  window 

Clear  bit  7  —  it  must  be  a  color 

And  jump  to  evaluation 
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****************************** 


C854 

:  20 

ED 

CB 

JSR 

$CBED 

C857 

BO 

04 

BCS 

$C85D 

C859 

60 

RTS 

**************************** 

C85A 

20 

63 

C3 

JSR 

$C363 

C85D 

.  20 

74 

CB 

JSR 

$CB74 

C860 

BO 

03 

BCS 

$C865 

C8  62 

.  38 

SEC 

C863 

66 

E8 

ROR 

#  $E8 

C865 

:  18 

CLC 

C866 

60 

RTS 

**************************** 

C867 

A6 

E5 

LDX 

*  $E5 

C869 

,  E4 

EB 

CPX 

*  $EB 

C86B 

BO 

F9 

BCS 

$C866 

C86D 

20 

5D 

C8 

JSR 

$C85D 

C870 

C6 

EB 

DEC 

*  $EB 

C872 

4C 

5C 

CI 

JMP 

$C15C 

**************************** 

C875 

20 

00 

CC 

JSR  1 

$CC00 

C878 

BO 

EC 

BCS 

$C866 

C87A 

DO 

E9 

BNE 

$C865 

C87C- 

E6 

EB 

INC 

*  $EB 

C87E 

DO 

ED 

BNE 

$C86D 

***************************** 

C880: 

24 

D7 

BIT 

*  $D7 

C882: 

30 

07 

BMI 

$C88B 

C884: 

AD 

2C 

OA 

LDA 

$0A2C 

C887: 

09 

02 

ORA 

#  $02 

C889: 

DO 

10 

BNE 

$C89B 

Cursor  right  in  window 

Cursor  one  position  to  the  right 
New  line  begun 
Return  from  subroutine 

Cursor  down 

Perform  linefeed 

Test  line-overflow  bit 

Line  too  long 

Set  carry  and  rotate 

It  in  the  start  input  line 

Clear  carry  for  OK 

Return  from  the  subroutine 

Cursor  up 

Load  upper  window-border  in  X 
Compare  with  current  cursor  line 
Is  less  than  or  equal 
Set  line  status 

Dec.  current  cursor  line  by  1 
Determine  start  addr  current  line 

Cursor  left  in  window 

Cursor  left 
Cursor  not  moved 
Cursor  moved,  no  new  line 
Incr.  current  cursor  line  by  1 
Unconditional  jump 

2nd  character  set 

Test  40/80-column  mode 
Jump  if  80-column  mode 
Get  CHARROM  base  address 
Set  bits  0  and  1 
Unconditional  jump 
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C88B: 

A5 

Fl 

LDA 

*  $F1 

Color  code  for  char  output  in  acc 

C88D: 

09 

80 

ORA 

#  $80 

Select  alternate  character  set 

C88F: 

85 

Fl 

STA 

*  $F1 

Store  color  code  for  char  output 

C891: 

60 

RTS 

Return  from  subroutine 

****************************** 

<Shift>  <Commodore> 

C892: 

24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

C894: 

30 

09 

BMI 

$C89F 

Jump  if  80-column  mode 

C896: 

AD 

2C 

OA 

LDA 

$0A2C 

Get  base  address  CHARROM 

C899: 

29 

FD 

AND 

#  $FD 

Clear  bits  0  and  1 

C89B: 

8D 

2C 

OA 

STA 

$0A2C 

Store  as  new  base  address 

C89E: 

60 

RTS 

Return  from  the  subroutine 

****************************** 

<Shift>  <Commodore> 

80-column 

C89F 

A5 

Fl 

LDA 

*  $F1 

Color  code  for  char  output  in  acc 

C8A1 

:  29 

7F 

AND 

#  $7F 

Clear  bit  7,  first  character  set 

C8A3 

:  85 

Fl 

STA 

*  $F1 

Set  color  code  for  char  output 

C8A5 

:  60 

RTS 

Return  from  subroutine 

****************************** 

<Shift>  <Commodore> 

enable/disable 

C8A6 

:  A9 

80 

LDA 

#  $80 

oet  Dit  /  to  uisaoie  ana  uk. 

C8A8 

:  05 

F7 

ORA 

*  $F7 

With  flag  register 

C8AA 

:  30 

04 

BMI 

$C8B0 

Unconditional  jump 

C8AC 

:  A9 

7F 

LDA 

#  $7F 

Clear  bit  7  in  order  to 

C8AE 

:  25 

F7 

AND 

*  $F7 

Enable 

C8B0 

:  85 

F7 

STA 

*  $F7 

And  save 

C8B2 

:  60 

RTS 

Return  from  subroutine 

****************************** 

lest  tor  <tiome>-<riome> 

comDination 

C8B3 

:  A5 

F0 

LDA 

*  $F0 

Get  last-printed  character 

C8B5 

:  C9 

13 

CMP 

#  $13 

Was  it  HOME? 

C8B7 

:  DO 

03 

BNE 

$C8BC 

If  not,  then  end  of  the  routine 
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C8B9:  20  24  CA  JSR  $CA24 
C8BC:     4C  50  CI       JMP  $C150 

****************************** 


Else  cancel  window 
Jump  to  cursor  home 

Set/clear  reverse  mode 


C8BF: 

A9 

00 

LDA  # 

$00 

Load  acc  with  zero,  clear  RVS 

C8C1: 

2C 

.Byte 

$2C 

Skip  to  $C8C4 

C8C2: 

A9 

80 

LDA  # 

$80 

Set  bit,  turn  RVS  mode  on 

C8C4: 

85 

F3 

STA  * 

$F3 

And  store  flag 

C8C6: 

60 

RTS 

Return  from  subroutine 

****************************** 


Turn  underline  on 


C8C7 
C8C9 
C8CB 
C8CD 


A5  Fl 
09  20 
85  Fl 
60 


LDA  *  $F1 

ORA  #  $20 

STA  *  $F1 
RTS 


****************************** 


Color  code  for  char  output  in  acc 
Set  bit  6  for  underline  on 
store  color  code  for  char  output 
Return  from  subroutine 

Turn  underline  off 


C8CE 
C8D0 
C8D2 
C8D4 


A5  Fl 
29  DF 
85  Fl 
60 


LDA  *  $F1 

AND  #  $DF 

STA  *  $F1 
RTS 


Color  code  for  char  output  in  acc 
Clear  bit  5,  underline  off 
Store  color  code  for  char  output 
Return  from  subroutine 


****************************** 


Set  flash  mode 


C8D5 
C8D7 
C8D9 
C8DB 


A5  Fl 
09  10 
85  Fl 
60 


LDA  *  $F1 

ORA  #  $10 

STA  *  $F1 
RTS 


Color  code  for  char  output  in  acc 
Set  bit  4  for  flash  on 
Store  color  code  for  char  output 
Return  from  the  subroutine 


****************************** 


Turn  flash  mode  off 


C8DC: 

A5 

Fl 

LDA 

* 

$F1 

C8DE: 

29 

EF 

AND 

# 

$EF 

C8E0: 

85 

Fl 

STA 

* 

$F1 

C8E2: 

60 

RTS 

Color  code  for  char  output  in  acc 
Clear  bit  4,  no  flash 
Store  color  code  for  char  output 
Return  from  the  subroutine 
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****************************** 


C8E3: 

20 

IE 

CC 

JSR 

$CC1E 

C8E6: 

20 

C3 

CB 

JSR 

$CBC3 

C8E9: 

E4 

DF 

CPX 

*  $DF 

C8EB: 

DO 

02 

BNE 

$C8EF 

C8ED: 

C4 

DE 

CPY 

*  $DE 

C8EF: 

90 

21 

BCC 

$C912 

C8F1: 

20 

3E 

C3 

JSR 

$C33E 

C8F4: 

BO 

22 

BCS 

$C918 

C8F6: 

20 

00 

CC 

JSR 

$CC00 

C8F9: 

20 

58 

CB 

JSR 

$CB58 

C8FC: 

20 

ED 

CB 

JSR 

$CBED 

C8FF: 

20 

32 

CC 

JSR 

$CC32 

C902: 

20 

00 

CC 

JSR 

$CC00 

C905: 

A6 

EB 

LDX 

*  $EB 

C907: 

E4 

DF 

CPX 

*  $DF 

C909  : 

DO 

EB 

BNE 

$C8F6 

DE 

CPY 

*  $DE 

C90D: 

DO 

E7 

BNE 

$C8F6 

C90F: 

20 

27 

CC 

JSR 

$CC27 

C912: 

E6 

F5 

INC 

*  $F5 

C914: 

DO 

02 

BNE 

$C918 

C916: 

C6 

F5 

DEC 

*  $F5 

C918: 

4C 

32 

C9 

JMP 

$C932 

***************************** 

C91B: 

20 

75 

C8 

JSR 

$C875 

C91E: 

20 

IE 

CC 

JSR 

$CC1E 

C921: 

BO 

OF 

BCS 

$C932 

C923: 

C4 

E7 

CPY 

*  $E7 

C925: 

90 

16 

BCC 

$C93D 

C927: 

A6 

EB 

LDX 

*  $EB 

C929: 

E8 

INX 

C92A: 

20 

76 

CB 

JSR 

$CB76 

C92D: 

BO 

OE 

BCS 

$C93D 

C92F: 

20 

27 

CC 

JSR 

$CC27 

Perform  insert 

Copy  cursor  coordinates 
Search  for  end  of  input  line 
Compare  line  with  cursor  line 
If  changed  then  jump 
Compare  clmn  with  current  clmn 
Smaller 

Cursor  at  line  end 
Cannot  be  scrolled 
Cursor  one  to  the  left 
Get  char  and  color  cursor  pos 
Cursor  one  to  the  right  again 
Output  character 
Cursor  one  position  to  the  left 
Get  current  cursor  line  in  X-reg 
Compare  w/  starting  cursor  line 
Copy  next  character 
Compare  col.  with  starting  col. 
If  not  reached,  continue 
Space  at  current  cursor  position 
Increment  counter  for  insert 
If  not  zero  then  jump 
Else  reset  insert  again 
Reset  old  cursor  position 

Delete  character  to  left  of  cursor 

Cursor  left  with  bit  manipulation 
Copy  the  cursor  coordinate 
Cursor  left  not  possible 
Compare  right  window-border 
Border  not  yet  reached 
Get  current  cursor  line  in  X 
Increment  the  line  by  1 
Test  overflow  bit 
There  is  a  following-line 
Else  <space>  at  current  position 
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C932 

:  A5 

DE 

LDA 

*  $DE 

C934 

:  85 

EC 

STA 

*  $EC 

C936 

:  A5 

DF 

LDA 

*  $DF 

C938 

:  85 

EB 

STA 

*  $EB 

C93A 

:  4C 

5C 

CI 

JMP 

$C15C 

****************************** 

C93D 

:  20 

ED 

CB 

JSR 

$CBED 

C940 

:  20 

58 

CB 

JSR 

$CB58 

C943 

:  20 

00 

CC 

JSR 

$CC00 

C946 

:  20 

32 

CC 

JSR 

$CC32 

C949 

20 

ED 

CB 

JSR 

$CBED 

C94C 

•  4C 

23 

C9 

JMP 

$C923 

****************************** 

C94F 

A4 

EC 

LDY 

*  $EC 

C951 

C8 

INY 

C952 

C4 

E7 

CPY 

*  $E7 

C954 

BO 

06 

BCS 

$C95C 

C956 

20 

6C 

C9 

JSR 

$C96C 

C959 

F0 

F6 

BEQ 

$C951 

C95B 

2C 

.Byte  $2C 

C95C 

A4 

E7 

LDY 

*  $E7 

C95E 

84 

EC 

STY 

*  $EC 

C960 

60 

RTS 

****************************** 

C961 

A4 

EC 

LDY 

*  $EC 

C963 

20 

6C 

C9 

JSR 

$C96C 

C966 

45 

DA 

EOR 

*  $DA 

C968 

9D 

54 

03 

STA 

$0354, X 

C96B 

60 

RTS 

C-128  Internals 


Set  old  cursor  address  again 
Get  column 

Store  the  current  cursor  column 
Get  line 

Write  current  cursor  line 
Determine  start  address  of  line 

Delete  character  under  cursor 

Cursor  one  to  the  right 
Get  character  and  color  at  cursor 
Cursor  one  to  the  left 
Character  at  cursor  position 
Cursor  back  to  the  right 
Move  line  to  cursor 

Tab 

Get  current  cursor  col.  in  Y-reg 
Increment  the  column  pointer 
Compare  right  window-border 
No  more  tabs  possible 
Get  next  tab  position 
Cursor  is  at  tab  pos,  again 
Skip  to  $C95E 
Right  window-border  to  Y 
Store  the  current  cursor  column 
Return  from  subroutine 

Set/clear  tab 

Get  current  cursor  col.  in  Y-reg 
Get  tab  byte 
Reverse  the  tab  bit 
And  store  again 
Return  from  subroutine 
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C96C: 

98 

TYA 

C96D: 

29 

07 

AND 

#  $07 

C96F: 

AA 

TAX 

C970 

BD 

6C 

CE 

LDA 

$CE6C,X 

C973: 

85 

DA 

STA 

*  $DA 

C975: 

98 

TYA 

C976: 

4A 

LSR 

A 

C977: 

4A 

LSR 

A 

C978 

4A 

LSR 

A 

C979: 

AA 

TAX 

C97A: 

BD 

54 

03 

LDA 

$0354, X 

C97D: 

24 

DA 

BIT 

*  $DA 

C97F: 

60 

RTS 

****************************** 

C980: 

A9 

00 

LDA 

#  $00 

C982 

2C 

.Byte  $2C 

C983 

A9 

80 

LDA 

#  $80 

C985 

A2 

09 

LDX 

#  $09 

C987 

9D 

54 

03 

STA 

$0354, X 

C98A 

CA 

DEX 

C98B 

10 

FA 

BPL 

$C987 

C98D 

60 

RTS 

****************************** 

C98E 

:  24 

F9 

BIT 

*  $F9 

C990 

:  30 

FB 

BMI 

$C98D 

C992 

:  A9 

15 

LDA 

#  $15 

C994 

:  8D 

18 

D4 

STA 

$D418 

C997 

:  AO 

09 

LDY 

#  $09 

C999 

:  A2 

00 

LDX 

#  $00 

C99B 

:  8C 

05 

D4 

STY 

$D405 

C99E 

:  8B 

06 

D4 

STX 

$D406 

C9A1 

:  A9 

30 

LDA 

#  $30 

C9A3 

:  8D 

01 

D4 

STA 

$D401 

C9A6 

:  A9 

20 

LDA 

#  $20 

C-128  Internals 


Determine  tab  position 

Column  to  accumulator 
Mask  out  bits  4-7=A  MOD  7 
And  to  X-register  as  pointer 
Get  power  of  2 
And  store  in  $DA 
Column  back  to  acc 
Shift  acc  right  three  times 
Amounting  to  INT(A/8) 

Back  into  X-reg  as  pointer 
Get  tab  byte 
Test  if  8th  tab  is  set 
Return  from  subroutine 

Clear  the  tabs  (or  reset) 

Load  acc  with  zero  to  clear 

Skip  to  $C985 

Every  8th  position  is  a  tab 

All  10  tab  bytes 

Are  written  with  the  value 

Decrement  the  counter  and 

Jump  if  not  yet  done 

Return  from  subroutine 

CHR$(7)  -  Bell 

Test  beep  flag 
No  beep 

Set  SID  volume  to 
15  (maximum) 
Attack/decay  constant 
Sustain/release  constant 
Place  in  the  corresponding  reg. 
(for  voice  1) 

Define  high  byte  of  frequency 
For  voice  1 
Select  sawtooth 
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C9A8 

:  8D 

04 

D4 

STA 

$D404 

And  write  to  SID 

C9AB 

:  A9 

21 

LDA 

#  $21 

The  tone  is  started 

C9AD 

8D 

04 

D4 

STA 

$D404 

By  setting  bit  0 

C9B0 

:  60 

RTS 

Return  from  subroutine 

****************************** 

<LF>  -  cursor  column  remains 

C9B1 

A5 

EC 

LDA 

*  $EC 

vjei  curreni  cursor  column  in  acc 

C9B3 

48 

PHA 

odve  current  column  in  acc 

C9B4 

20 

C3 

CB 

JSR 

$CBC3 

oearcn  ior  ena  or  ime 

C9B7 

20 

63 

C3 

JSR 

$C363 

Perform  linefeed 

C9BA 

68 

PLA 

Get  current  column  back 

C9BB 

85 

EC 

STA 

*  $EC 

Store  the  current  cursor  line 

C9BD 

60 

RTS 

Return  from  subroutine 

****************************** 

.execute  doL-  sequences 

C9BE 

6C 

38 

03 

JMP 

($0338) 

v  ecior  cxiaT  output  wiin  col 

C9C1 

C9 

IB 

CMP 

#  $1B 

la  CiiaiaCLCi  vLOL? ; 

C9C3 

DO 

05 

BNE 

$C9CA 

j  uinp  li  aiiotner  cnaiacicr 

C9C5 

46 

EF 

LSR 

*  $EF 

v_uireni  cnaracier  Dy  z 

C9C7 

4C 

7D 

C7 

JMP 

$C77D 

1                    ATT    oil    rtMiAinl    TllM  Aft  AMD 

i  um  on  ail  special  runctions 

C9CA 

29 

7F 

AND 

#  $7F 

IVlaaA.  Out  Dll  /,  IlOl  revClaC  LIldT 

C9CC 

38 

SEC 

oct  t/<UTy  ior  suoudLUun 

C9CD 

E9 

40 

SBC 

#  $40 

OUUUdtl  OH-  11UII1  rYOV_  11  VtUUC 

C9CF 

C9 

IB 

CMP 

#  $1B 

LOlIipdlC  Willi  / 

C9D1 

BO 

OA 

BCS 

$C9DD 

IxClUIIl  11  LIlaldLLCi  glCalCr  Lllall  £j 

C9D3 

OA 

ASL 

A 

/\cc    z  —  id- dii  vaiue  ietcneu 

C9D4 

AA 

TAX 

.rviiu  men  to  .a.  as  pointer 

C9D5 

BD 

DF 

C9 

LDA 

$C9DF,X 

vjci  nigii  uyic  oi  cacl.  routnic 

C9D8 

48 

PHA 

Save  on  stack 

C9D9 

BD 

DE 

C9 

LDA 

$C9DE,X 

Get  low  byte  of  routine  on  stack 

C9DC 

48 

PHA 

Jump  to  routine  via 

C9DD 

60 

RTS 

RTS.  Address  is  on  the  stack 

****************************** 

Addresses  of  the  escape  routine 

C9DE 

9E 

CA 

$CA9E 

<ESC>  @  -  Clear  cursor  to  end 

C9E0 

EC 

CA 

$CAEC 

<ESC>  A  -  Auto-insert  on 

C9E2 

15 

CA 

$CA15 

<ESC>  B  -  Set  bottom  -  screen 
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C9E4: 

E9 

CA 

$CAE9 

<ESC>  C  -  Auto-insert  off 

C9E6: 

51 

CA 

$CA51 

<ESC>  D  -  Delete  current  line 

C9E8: 

OA 

CB 

$CB0A 

<ESC>  E  -  Cursor  flash  off 

C9EA: 

20 

CB 

$CB20 

<ESC>  F  -  Cursor  flash  on 

C9EC: 

36 

CB 

$CB36 

<ESC>  G  -  Enable  beep 

C9EE: 

39 

CB 

$CB39 

<ESC>  H  -  Disable  beep 

C9F0 : 

3C 

CA 

$CA3C 

<ESC>  I  -  Insert  line 

C9F2: 

BO 

CB 

$CBB0 

<ESC>  J  -  Cursor  to  start  of  line 

C9F4: 

51 

CB 

$CB51 

<ESC>  K  -  Cursor  to  end  of  line 

C9F6: 

El 

CA 

$CAE1 

<ESC>  L  -  Enable  scrolling 

C9F8: 

E4 

CA 

$CAE4 

<ESC>  M  -  Disable  scrolling 

C9FA: 

47 

CB 

$CB47 

<ESC>  N  -  Reverse  off  (80-col) 

C9FC: 

7C 

C7 

$C77C 

<ESC>  O  -  Inst,  quote,  RVS  off 

C9FE : 

8A 

CA 

$CA8A 

<ESC>  P  -  Clear  to  line  start 

CAOO: 

75 

CA 

$CA75 

<ESC>  Q  -  Clear  to  hne  end 

CA02: 

3E 

CB 

$CB3E 

<ESC>  R  -  Reverse  screen  (80) 

CA04: 

Fl 

CA 

$CAF1 

<ESC>  S  -  Block  cursor  (80) 

CA06: 

13 

CA 

$CA13 

<ESC>  T  -  Set  top  of  screen 

CA08  : 

FD 

CA 

$CAFD 

X^  /"^  ^"1        X  T        X  T        1        1  1  _ 

<ESC>  U  -  Underline  cursor  80 

CAOA: 

BB 

CA 

$CABB 

<ESC>  V  -  Scroll  up 

CAOC: 

C9 

CA 

$CAC9 

<ESC>  W  -  Scroll  down 

CAOE: 

2B 

CD 

$CD2B 

<ESC>  X  -  Switch  40/80-col. 

CAIO: 

82 

C9 

$C982 

<ESC>  Y  -  Reset  tabs  to  normal 

CA12 : 

7F 

C9 

$C97F 

<ESC>  Z  -  Clear  all  tabs 

******************************      Definition  of  window  borders 

CA14: 

18 

CLC 

Cursor  position  is  top/left 

CA15: 

24 

•Byte  $24 

Skipto$CA17 

CA16: 

38 

SEC 

Cursor  position  is  right/bottom 

CA17: 

A6 

EC 

LDX     *  $EC 

Get  current  cursor  col  in  X-reg 

CA19: 

A5 

EB 

LDA     *  $EB 

Get  current  cursor  line  in  acc 

CA1B: 

90 

11 

BCC  $CA2E 

If  carry  cleared:  left/top! 

CA1D: 

85 

E4 

STA     *  $E4 

Define  bottom  of  screen  window 

CA1F: 

86 

E7 

STX     *  $E7 

As  well  as  right  border 

CA21: 

4C 

32  CA 

JMP  $CA32 

Execute  remainder  of  routine 
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****************************** 


CA24: 

A5 

ED 

LDA 

*  $ED 

CA26: 

A6 

EE 

LDX 

*  $EE 

CA28: 

20 

ID 

CA 

JSR 

$CA1D 

CA2B: 

A9 

00 

LDA 

#  $00 

CA2D: 

AA 

TAX 

CA2E: 

85 

E5 

STA 

*  $E5 

CA30  : 

86 

E6 

STX 

*  $E6 

CA32: 

A9 

00 

LDA 

#  $00 

CA34: 

A2 

04 

LDX 

#  $04 

CA36: 

9D 

5D 

03 

STA 

$035D,X 

CA39: 

CA 

DEX 

CA3A: 

DO 

FA 

BNE 

$CA36 

CA3C: 

60 

RTS 

****************************** 

CA3D: 

20 

7C 

C3 

JSR 

$C37C 

CA40: 

20 

56 

CI 

JSR 

$C156 

CA43: 

E8 

INX 

CA44: 

20 

76 

CB 

JSR 

$CB76 

CA47: 

08 

PHP 

CA48 : 

20 

81 

CB 

JSR 

$CB81 

CA4B: 

28 

PLP 

CA4C: 

BO 

03 

BCS 

$CA51 

CA4E: 

38 

SEC 

CA4F: 

66 

E8 

ROR 

#  $E8 

CA51: 

60 

RTS 

****************************** 

CA52- 

20 

B5 

CB 

JSR 

$CBB5 

CA55 

A5 

E5 

LDA 

*  $E5 

CA57 

48 

PHA 

CA58 

A5 

EB 

LDA 

*  $EB 

CA5A 

85 

E5 

STA 

*  $E5 

CA5C 

A5 

F8 

LDA 

*  $F8 

CA5E 

48 

PHA 

CA5F 

:  A9 

80 

LDA 

#  $80 

Define  screen  as  window 

Get  max  number  of  lines  in  A 
Get  max  number  of  cols  in  X 
Define  as  right/bottom 
Left/top  with  0/0 

And  define  as  left 

And  top  border 

Load  acc  with  zero  and 

The  X-register  with  4  in  order  to 

Clear  the  line-overflow  bit 

Decrement  counter  and  jump 

If  not  all  bits  cleared  yet 

Return  from  subroutine 

Insert  line 

Move  remainder  of  screen  to  X 

Cursor  left  -  determine  start  addr 

Increment  the  line 

Test  line-overflow  bit 

Save  the  carry 

Set/clear  test-overflow  bit 

Get  carry  from  stack 

Cursor  line  is  start  line 

Else  mark  old  line 

As  following-line 

Return  from  subroutine 

Delete  current  line 

Set  line  start  address 

Load  top  of  window  into  acc 

Save  on  stack 

Get  current  cursor  line  in  acc 
Define  as  top  of  window 
Save  scroll  flag 
On  stack 
Don't  scroll 
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CA61 

85 

F8 

STA 

*  $F8 

Enable 

CA63 

20 

B8 

C3 

JSR 

$C3B8 

Scroll  up 

CA66 

68 

PLA 

Get  scroll  flag  back 

CA67 

85 

F8 

STA 

*  $F8 

And  reconstruct 

CA69 

A5 

E5 

LDA 

*  $E5 

Load  top  or  window  into  acc 

CA6B 

85 

EB 

STA 

*  $EB 

"IT  7       *  A.                                                  A  f 

Write  current  cursor  line 

CA6D 

68 

PLA 

Get  top  of  window 

CA6E 

85 

E5 

STA 

*  $E5 

And  write  back 

CA70 

38 

SEC 

Set  carry  in  order  to  write  to  $E8 

CA71 

66 

E8 

ROR 

#  $E8 

Mark  as  following-line 

CA73 

4C 

56 

CI 

JMP 

$C156 

Cursor  left  window  border 

****************************** 

Delete  from  cursor  to  end  of  line 

CA76 

20 

IE 

CC 

JSR 

$CC1E 

Save  cursor  coordinates 

CA7  9 

20 

AA 

C4 

JSR 

$C4AA 

Clear  current  line  at  cursor 

CA7C 

E6 

EB 

INC 

*  $EB 

Incr.  current  cursor  line  by  1 

CA7E 

20 

5C 

CI 

JSR 

$C15C 

Determine  line  start  address 

CA81 

A4 

E6 

LDY 

*  $E6 

Load  left  window-border  in  Y 

CA83 

20 

74 

CB 

JSR 

$CB74 

Test  line-overflow  bit 

CA86 

BO 

Fl 

BCS 

$CA79 

Clear  following-line  too 

CA88 

4C 

32 

C9 

JMP 

$C932 

Set  old  cursor  address 

****************************** 

Delete  from  line  start  to  cursor 

CA8B 

:  20 

IE 

CC 

JSR 

$CC1E 

Save  cursor  coordinates 

CA8E 

:  20 

27 

CC 

JSR 

$CC27 

Space  at  current  cursor  position 

CA91 

:  C4 

E6 

CPY 

*  $E6 

Compare  w/  left  window-border 

CA93 

:  DO 

05 

BNE 

$CA9A 

Not  yet  reached 

CA95 

:  20 

74 

CB 

JSR 

$CB74 

Test  line-overflow  bit 

CA98 

:  90 

EE 

BCC 

$CA88 

No  overflow,  then  end 

CA9A 

:  20 

00 

CC 

JSR 

$CC00 

Else  cursor  left 

CA9D 

:  90 

EF 

BCC 

$CA8E 

If  moved  then  clear  line 

****************************** 

Delete  from  cursor  pos  to  end  of 

line 

CA9F 

:  20 

IE 

CC 

JSR 

$CC1E 

Save  cursor  coordinates 

CAA2 

:  20 

AA 

C4 

JSR 

$C4AA 

Delete  line 

CAA5 

:  E6 

EB 

INC 

*  $EB 

Incr.  current  cursor  line  by  1 
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CAA7  : 

20 

5C 

CI 

JSR 

$C15C 

CAAA: 

A4 

E6 

LDY 

*  $E6 

CAAC: 

20 

74 

CB 

JSR 

$CB74 

CAAF: 

BO 

Fl 

BCS 

$CAA2 

CAB1 : 

A5 

EB 

LDA 

*  $EB 

CAB3: 

C5 

E4 

CMP 

*  $E4 

CAB5: 

90 

EB 

BCC 

$CAA2 

CAB  7 : 

FO 

E9 

BEQ 

$CAA2 

CAB9: 

4C 

32 

C9 

JMP 

$C932 

***************************** 

CABC: 

20 

IE 

CC 

JSR 

$CC1E 

CABF: 

8A 

TXA 

CACO: 

48 

PHA 

CAC1: 

20 

A6 

C3 

JSR 

$C3A6 

CAC4: 

68 

PLA 

CAC5: 

85 

DF 

STA 

*  $DF 

CAC7 

4C 

32 

C9 

JMP 

$C932 

****************************- 

CACA 

20 

IE 

CC 

JSR 

$CC1E 

CACD 

20 

74 

CB 

JSR 

$CB74 

CADO 

,  BO 

03 

BCS 

$CAD5 

CAD  2 

38 

SEC 

CAD  3 

:  66 

E8 

ROR 

#  $E8 

CAD  5 

:  A5 

E5 

LDA 

*  $E5 

CAD  7 

:  85 

EB 

STA 

*  $EB 

CAD  9 

:  20 

7C 

C3 

JSR 

$C37C 

CADC 

:  20 

85 

CB 

JSR 

$CB85 

CADF 

:  4C 

32 

C9 

JMP 

$C932 

****************** **********? 

CAE2 

:  A9 

00 

LDA 

#  $00 

CAE  4 

:  2C 

.Byte  $2C 

CAE  5 

:  A9 

80 

LDA 

#  $80 

CAE  7 

:  85 

F8 

STA 

*  $F8 

CAE  9 

:  60 

RTS 

Determine  start  addr.  cursor  line 
Load  left  window-border  Y-reg 
Test  line  overflow  bit 
Line  not  yet  done 
Get  current  cursor  line  in  acc 
Compare  lower  window  border 
Lower  border  not  yet  reached 
Lower  border  reached 
Reset  old  cursor  address 

Scroll  up 

Save  cursor  coordinates 
Line  to  acc  and 
Then  save  on  stack 
Perform  scroll-up 
Get  line  back  from  stack 
And  store 

Old  cursor  coordinates  back 

Scroll  down 

Save  cursor  coordinates 
Test  line-overflow  bit 
Line  is  not  overflow  line 
Mark  that  input  line  is  not 
Start  line 

Load  top  of  window  in  acc 
Write  current  cursor  line 
Scroll  down 
Clear  line-overflow  bit 
Old  cursor  coordinates  back 

Enable/disable  scrolling 

Enable  scrolling 
Skip  to  $CAE7 
Disable  scrolling 
Store  scroll  flag 
Return  from  subroutine 
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******************************      Set/clear  flag  for  auto-insert 


CAE  A: 

A9 

00 

LDA 

#  $00 

Clear  auto-insert  flag 

CAEC: 

2C 

.Byte  $2C 

Skip  to  $CAEr 

CAED: 

A9 

80 

LDA 

#  $80 

Set  auto-insert  flag 

CAEF: 

85 

F6 

STA 

*  $F6 

And  store  flag 

CAF1: 

60 

RTS 

Ketum  irom  suDroutine 

****************************** 

Turn  on  block  cursor 

CAF2: 

24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

CAF4: 

10 

40 

BPL 

$CB36 

For  40-column  mode  -->  end 

CAF6 

AD 

2B 

OA 

LDA 

$0A2B 

Get  VDC  cursor  mode 

CAF9 

29 

E0 

AND 

#  $E0 

Mask  out  bits  0-4  (start-scan) 

CAFB 

4C 

14 

CB 

JMP 

$CB14 

Save  and  VIC  cursor  oft 

****************************** 

Turn  on  underline  cursor 

CAFE 

24 

D7 

BIT 

*  $D7 

Test  40/80-column  flag 

CBOO 

:  10 

34 

BPL 

$CB36 

If  40-column,  end 

CB02 

:  AD 

2B 

OA 

LDA 

$0A2B 

Get  VDC  cursor  mode 

CB05 

:  29 

E0 

AND 

#  $E0 

Mask  out  start-scan 

CB07 

:  09 

07 

ORA 

#  $07 

Start-scan  line  is  7 

CB09 

:  DO 

09 

BNE 

$CB14 

Unconditional  jump  to  setting 

****************************** 

Cursor  flash  off 

CBOB 

:  24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

CBOD 

:  10 

0B 

BPL 

$CB1A 

If  40-column,  then  jump 

CBOF 

:  AD 

2B 

OA 

LDA 

$0A2B 

Get  VDC  cursor  mode 

CB12 

:  29 

IF 

AND 

#  $1F 

Mask  out  flash 

CB14 

:  8D 

2B 

OA 

STA 

$0A2B 

And  save  again 

CB17 

:  4C 

91 

CD 

JMP 

$CD91 

Set  mode  and  VIC  off 

****************************** 

for  40  column 

CB1A 

:  AD 

26 

OA 

LDA 

$0A26 

Get  VIC  cursor  mode 

CB1D 

:  09 

40 

ORA 

#  $40 

Set  bit  6  for  steady 

CB1F 

:  DO 

12 

BNE 

$CB33 

Unconditional  jump  to  store 
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****************************** 


Cursor  flash  on 


CB21: 

24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

CB23: 

10 

09 

BPL 

$CB2E 

Jump  if  40  column 

CB25: 

AD 

2B 

OA 

LDA 

$0A2B 

Get  VDC  cursor  mode 

CB28: 

29 

IF 

AND 

#  $1F 

Mask  out  flash 

CB2A: 

09 

60 

ORA 

#  $60 

/vna  aenne  nasn  period 

CB2C: 

DO 

E6 

BNE 

$CB14 

Unconditional  jump  to  store 

***************************** 

for  40  column 

CB2E 

AD 

26 

OA 

LDA 

$0A26 

Get  VIC  cursor  mode 

CB31 

29 

BF 

AND 

#  $BF 

IVlaoli.  ULU  U1L  U  ^olCauy ) 

CB33 

8D 

26 

OA 

STA 

$0A26 

CB36 

60 

RTS 

T^ptiim  frnm  ^uhrniititip 

****************************** 

Set/clear  flag  for  bell 

CB37 

:  A9 

00 

LDA 

#  $00 

Enable  bell 

CB39 

:  2C 

.Byte  $2C 

Skip  to  $CB3C 

CB3A 

:  A9 

80 

LDA 

#  $80 

Disable  bell 

CB3C 

:  85 

F9 

STA 

*  $F9 

And  store  flag 

CB3E 

:  60 

RTS 

Return  from  the  subroutine 

****************************** 

Reverse  80-column  monitor 

CB3F 

:  A2 

18 

LDX 

#  $18 

Select  register  24 

CB41 
CB44 
CB46 


20  DA  CD 
09  40 
DO  07 


JSR  $CDDA 
ORA  #  $40 
BNE  $CB4F 


****************************** 


And  get  current  contents 
Set  reverse  flag 
Unconditional  jump  to  $CB4F 

Switch  80-column  monitor 
normal 


CB48  : 
CB4A: 
CB4D: 
CB4F: 


A2  18 
20  DA  CD 
2  9  BF 
4C  CC  CD 


LDX  #  $18 

JSR  $CDDA 

AND  #  $BF 

JMP  $CDCC 


Select  register  24 
And  get  current  contents 
Clear  the  reverse  flag 
And  store 
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****************************** 


CB52 

:  20 

C3 

CB 

JSR 

$CBC3 

CB55 

:  4C 

3E 

C3 

JMP 

$C33E 

****************************** 

CB58 

:  A4 

EC 

LDY 

*  $EC 

CB5A 

:  24 

D7 

BIT 

*  $D7 

CB5C 

:  30 

07 

BMI 

$CB65 

CB5E 

:  Bl 

E2 

LDA 

($E2) ,Y 

CB60 

85 

F2 

STA 

*  $F2 

CB62 

Bl 

E0 

LDA 

($E0) ,Y 

CB64 

:  60 

RTS 

****************************** 

CB65 

20 

F9 

CD 

JSR 

$CDF9 

CB68 

20 

D8 

CD 

JSR 

$CDD8 

CB6B 

85 

F2 

STA 

*  $F2 

CB6D 

20 

E6 

CD 

JSR 

$CDE6 

CB70 

20 

D8 

CD 

JSR 

$CDD8 

CB73 

60 

RTS 

****************************** 

CB74 

A6 

EB 

LDX 

*  $EB 

CB7  6 

20 

9F 

CB 

JSR 

$CB9F 

CB79 

3D 

5E 

03 

AND 

$035E,X 

CB7C 

C9 

01 

CMP 

#  $01 

CB7E 

4C 

90 

CB 

JMP 

$CB90 

CB81 

A6 

EB 

LDX 

*  $EB 

CB83 

BO 

OE 

BCS 

$CB93 

CB85 

20 

9F 

CB 

JSR 

$CB9F 

CB88 

49 

FF 

EOR 

#  $FF 

CB8A 

3D 

5E 

03 

AND 

$035E,X 

CB8D 

9D 

5E 

03 

STA 

$035E,X 

CB90 

A6 

DA 

LDX 

*  $DA 

CB92 

60 

RTS 

Cursor  to  end  of  current  line 

Determine  start  addr  current  line 
Cursor  to  end  of  line 

Get  char  and  color  at  cursor  pos 

Get  current  cursor  col  in  Y-reg 
Test  40/80-column  mode 
Jump  if  80-column  mode 
Get  color  at  cursor  position 
And  save 

Get  character  at  cursor  position 
Return  from  subroutine 

Get  char,  and  color  under  cursor 

Set  the  update  address  to  ARA 
Get  current  attribute 
Store  attribute 

Set  the  update  address  to  video 
Get  character  from  video  RAM 
Return  from  subroutine 

Routine  to  test  line-overflow  bit 

Get  current  cursor  line  in  X-reg 
Determine  power  2  &  remainder 
Clear  line  overflow  bit 
No  line  set  in  the  block? 
Jump  to  the  end  of  the  routine 
Get  current  cursor  line  in  X-reg 
Jump  if  flag  set 

Determine  power  2  &  remainder 
One's  complement  of  acc 
combine  with  line  overflow  table 
And  store  again 
Get  X  from  temp  storage 
Return  from  subroutine 
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******************************       Set  the  line-overflow  bit 


CB93: 

24 

F8 

BIT 

*  $F8 

Test  scroll  bit 

CB95: 

70 

DF 

BVS 

$CB76 

Jump  if  bit  6  set 

CB97: 

20 

9F 

CB 

JSR 

$CB9F 

Determine  power  2  &  remainder 

CB9A: 

ID 

5E 

03 

ORA 

$035E,X 

Set  the  line-ovprflow  bit 

CB9D: 

DO 

EE 

BNE 

$CB8D 

And  update 

***************************** 

Koutine  Unas  z  \a  ainu  / ;  ana 

T\TrP  /"V/Q\    Porom  in  Y  ran 

UN  i  \2\.io).  raram  in  A-reg 

CB9F: 

86 

DA 

STX 

*  $DA 

oave  uie  accumulator 

CBA1: 

8A 

TXA 

-A.-regiai.cr  IU  ak\> 

CBA2  : 

29 

07 

AND 

#  $07 

TV^aclr  nut  Kite  'X  1— Y  A/TOT^l  8 
lviaSK  OUL  DllS  J-  i=J\.  LVIKJLJ  o 

CBA4  : 

AA 

TAX 

UaLK  UJ  ,A,-rCg 

CBA5: 

BD 

6C 

CE 

LDA 

$CE6C,X 

vjci  Lorrcapuiiuiiig  power  KJX  Z> 

CBA8: 

48 

PHA 

^»d\7f*  vice*  r\Y\  ctHf"*V" 

CBA9: 

A5 

DA 

LDA 

*  $DA 

Get  original  value  back 

CBAB: 

4A 

LSR 

A 

This  value  is  divided  by  2 

CBAC: 

4A 

LSR 

A 

Three  times 

CBAD: 

4A 

LSR 

A 

Which  results  in  JNT(X/8) 

CBAE 

AA 

TAX 

Kesuit  to  A-reg 

CBAF 

68 

PLA 

Uet  power  or  z  irom  stacK 

CBBO 

60 

RTS 

Keturn  irom  suDrouune 

****************************** 

v_,lCaX  U1C  UVCIllUW  Wlutlll 

CBB1 

:  A4 

E6 

LDY 

*  $E6 

Put  Ipft      nrlr»\x/-Kr1r  intA  Y-TPO" 

X  Ul  1C11  W1I1UUW   UUl  UllAJ  x 

CBB3 

:  84 

EC 

STY 

*  $EC 

^nvf*  thp  purrpnt  nir^nr  rnlnmn 

uflYW  Ulw  VU-llwllL  VUldvi  W1U11U1 

CBB5 

:  20 

74 

CB 

JSR 

$CB74 

Clr  line-overfl.  bit  of  cur.  line 

CBB8 

:  90 

06 

BCC 

$CBC0 

Carry  cleared  if  all  bits  are  0 

CBBA 

:  C6 

EB 

DEC 

*  $EB 

Decrement  current  cursor  line 

CBBC 

:  10 

F7 

BPL 

$CBB5 

If  not  first  line  then  jump 

CBBE 

:  E6 

EB 

INC 

*  $EB 

Increment  current  cursor  line 

CBCO 

:  4C 

5C 

CI 

JMP 

$C15C 

Find  start  addr  of  current  line 
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****************************** 


CBC3 

E6 

EB 

*  SRR 

CBC5 

20 

74 

CB 

SCR74 

CBC8 

BO 

F9 

RC3 

CBCA 

C6 

EB 

DEC 

*  SPR 

CBCC 

20 

5C 

CI 

JSR 

CBCF 

A4 

E7 

LDY 

*  $e7 

CBD1 

84 

EC 

STY 

*  $EC 

CBD3 

20 

58 

CB 

JSR 

SCB58 

CBD6 

A6 

EB 

LDX 

*  $EB 

CBD8 

C9 

20 

CMP 

#  $20 

CBDA 

DO 

0E 

BNE 

$CBEA 

CBDC 

C4 

E6 

CPY 

PROP 

hut? 

CBEO 

20 

74 

CB 

JSR 

$CB74 

CBE3 

90 

05 

BCC 

$CBEA 

CBE5 

20 

00 

CC 

JSR 

$CC00 

CBE8 

90 

E9 

BCC 

$CBD3 

CBEA 

84 

EA 

STY 

*  $EA 

CBEC 

60 

RTS 

Search  for  end  of  input  line 

Increment  current  cursor  line 
Clear  line-overflow  bit 
If  not  last  line  =>  Jump 
Decrement  current  cursor  line 
Find  start  addr  of  current  line 
Load  rt  window-border,  Y-reg 
Save  the  current  cursor  column 
Get  char,  and  color  at  cursor  pos 
Get  current  cursor  line  in  X-reg 
Is  character  <space>? 
No,  then  jump 

Compare  with  If  window-border 
Not  yet  reached 
Clear  line-overflow  bit 
A  line  is  still  free 
Cursor  one  position  to  the  left 
Cursor  can  be  moved 
Current  input  line:  End 
Return  from  subroutine 


******************************      Cursor  1  spc  right  in  window 


CBED 

:  48 

PHA 

Save  acc  on  stack 

CBEE 

:  A4 

EC 

LDY 

*  $EC 

Get  current  cursor  line  in  Y-reg 

CBF0 

:  C4 

E7 

CPY 

*  $E7 

Compare  to  rt  window-border 

CBF2 

:  90 

07 

BCC 

$CBFB 

Right  window-border  reached? 

CBF4 

•  20 

63  C3 

JSR 

$C363 

No,  then  increment  crsr  column 

CBF7 

A4 

E6 

LDY 

*  $E6 

Ldad  left  window-border  into  Y 

CBF9 

88 

DEY 

Decrement 

CBFA 

38 

SEC 

Carry  set  means  new  line 

CBFB 

C8 

INY 

Increment  cursor  column 

CBFC 

84 

EC 

STY 

*  $EC 

Store  the  current  cursor  column 

CBFE: 

68 

PLA 

Put  acc  back  on  stack 

CBFF: 

60 

RTS 

Return  from  the  subroutine 
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******************************      Cursor  1  spc  to  left  in  window 


CCOO  : 

A4 

EC 

LDY 

*  $EC 

Get  current  crsr  column  in  Y-reg 

CC02 : 

88 

DEY 

Decrement  the  column  by  1 

CC03 : 

30 

04 

BMI 

$CC0  9 

If  neeative.  cursor  in  column  0 

CC05  • 

C4 

E6 

CPY 

*  $E6 

Comnare  with  If  window-border 

PP07  ' 

BO 

WE 

$CC18 

Left  edee  not  reached  OK 

A4 

E5 

LDY 

*  $E5 

Load  tOD  of  window  in  Y-ree 

JLrfV/HVI    l-V  VJ    \/X     TT  lll\i*VS  TT     111     A      1  \Sf^ 

CCOB : 

C4 

EB 

CPY 

*  $EB 

Compare  with  current  cursor  line 

CCOD : 

BO 

0E 

BCS 

$CC1D 

Cursor  is  in  topmost  line,  end 

CCOF : 

C6 

EB 

DEC 

*  $EB 

Decrement  current  cursor  line 

CC11 : 

48 

PHA 

Save  acc  on  stack 

CC12  : 

20 

5C  CI 

JSR 

$C15C 

Find  start  address  o£the  line 

CC15: 

68 

PLA 

Get  acc  back  from  stack 

CC16: 

A4 

E7 

LDY 

*  $E7 

Load  right  window-bdr  in  Y-reg 

CC18: 

84 

EC 

STY 

*  $EC 

Save  the  current  cursor  column 

CC1A: 

C4 

E7 

CPY 

*  $E7 

Comnare  with  rieht  window-bdr 

\^V1HL/I4  1  W     TT  1U1   11  Vlil>    TT  U1UV  TT  wVM 

CC1C: 

18 

CLC 

Clear  carry  for  cursor  moved 

CC1D: 

60 

RTS 

Return  from  the  subroutine 

AVVl>illll   11  Vlll    1-1- 1 W    UU-Ul  VUkillW 

****************************** 

Copy  cursor  (X/Y)  to  $DE/$DF 

CC1E: 

A4 

EC 

LDY 

*  $EC 

Get  current  crsr  column  in  Y-reg 

CC20: 

84 

DE 

STY 

*  $DE 

Copy  to  $DE 

CC22 : 

A6 

EB 

LDX 

*  $EB 

Get  current  crsr  column  in  X-rec 

VJwIr  W  VAA -t-  vll 1?  vl  vj-i   vviuiiiii  ha  a.  ».  x  wO 

CC24: 

86 

DF 

STX 

*  $DF 

Coov  to  $DF 

CC2  6: 

60 

RTS 

Return  from  the  subroutine 

****************************** 

Space  at  current  cursor  position 

CC27: 

A5 

Fl 

LDA 

*  $F1 

Color  code  for  char  output  in  acc 

CC29: 

29 

8F 

AND 

#  $8F 

Mask  out  bits  4-6  (attribute) 

CC2B: 

AA 

TAX 

And  to  X-register 

CC2C: 

A9 

20 

LDA 

#  $20 

Load  acc  with  space 

CC2E: 

2C 

.Byte  $2C 

Skip  to  $CC31 
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*****************************        Character  (acc)  at  cursor  position 


CC2F: 

A6 

Fl 

LDX 

*  $F1 

Load  X-register  with  color 

CC31: 

2C 

.Byte  $2C 

Skip  to  $CC34 

CC32: 

A6 

F2 

LDX 

*  $F2 

Color  code  reg.  for  insert/delete 

CC34: 

A8 

TAY 

Acc  to  Y-register 

CC35: 

A9 

02 

LDA 

#  $02 

Place  the  value  two  in 

CC37: 

8D 

28 

OA 

STA 

$0A28 

VIC  cursor-flash  counter 

CC3A: 

20 

7C 

CI 

JSR 

$C17C 

Adapt  attribute  address 

CC3D: 

98 

TYA 

And  Y-register  back  to  acc 

CC3E: 

A4 

EC 

LDY 

*  $EC 

Get  current  crsr  column  in  Y-reg 

CC40 : 

24 

D7 

BIT 

*  $D7 

Test  40/80  column  mode 

CC42 : 

30 

06 

BMI 

$CC4A 

Jump  if  80-column  mode 

CC44: 

91 

E0 

STA 

($E0),Y 

Store  character  in  40-column 

CC46- 

8A 

TXA 

Put  video  RAM  &  X-reg.  (color) 

CC47 

91 

E2 

STA 

($E2),Y 

In  color  memory 

CC49 

60 

RTS 

Return  from  subroutine 

****************************** 

Character  on  80-column  screen 

Acc:  character,  X:  color,  Y:  col 

CC4A 

:  48 

PHA 

Save  acc  on  stack 

CC4B 

:  8A 

TXA 

X-register  (color)  to  acc 

CC4C 

:  48 

PHA 

And  store  on  stack 

CC4D 

•  20 

F9 

CD 

JSR 

$CDF9 

Set  update  register  for  attribute 

CC50 

:  68 

PLA 

Get  color  from  stack  in  acc 

CC51 

:  20 

CA 

CD 

JSR 

$CDCA 

And  store  in  attribute  RAM 

CC54 

:  20 

E6 

CD 

JSR 

$CDE6 

Set  update  addr.  for  video  RAM 

CC57 

:  68 

PLA 

And  get  character  from  stack 

CC58 

:  4C 

CA 

CD 

JMP 

$CDCA 

Store  character  in  video  RAM 

***************************** 

Find  chars/line  &  lines/window 

CC5B 

:  38 

SEC 

Set  carry 

CC5C 

:  A5 

E4 

LDA 

*  $E4 

Load  bottom  of  window  in  acc 

CC5E 

:  E5 

E5 

SBC 

*  $E5 

Minus  top  yields  lines 

CC60 

:  A8 

TAY 

Of  the  window  to  Y-register 

CC61 

:  38 

SEC 

Set  the  carry  again 

CC62 

:  A5 

E7 

LDA 

*  $E7 

Load  it  window-border  into  acc 

CC64 

:  E5 

E6 

SBC 

*  $E6 

Minus  left  window-border  yields 
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Ltbo : 

AA 

IAa 

rNuiuuer  oi  L-ndTa/iine  mio  .A.-reg 

CC67: 

A5 

EE 

LDA 

*  $EE 

Max  number  of  columns  in  acc 

CC69: 

60 

RTS 

ixciurn  ironi  uic  suDrounne 

****************************** 

Get  or  set  cursor  position 

CC6A: 

BO 

29 

BCS 

$CC95 

If  carry  set  -  then  get  pos 

CC6C: 

8A 

TXA 

Line  to  acc 

CC6D: 

65 

E5 

ADC 

*  $E5 

Add  top  of  window 

CC6F: 

BO 

14 

BCS 

$CC85 

If  overflow  then  end  (Error!) 

CC71 : 

C5 

E4 

CMP 

*  $E4 

Compare  to  bottom  of  window 

CC73 : 

F0 

02 

BEQ 

SCC77 

If  reached,  then  OK 

CC75 : 

BO 

0E 

BCS 

$CC85 

If  oveflow  then  end  (Error!) 

CC77: 

48 

PHA 

Save  line  on  stack 

CC78: 

18 

CLC 

Clear  carry  for  addition 

CC79: 

98 

TYA 

Get  column  in  acc 

CC7A: 

65 

E6 

ADC 

*  $E6 

And  add  left  window-border 

CC7C: 

BO 

06 

BCS 

$CC84 

If  overflow  then  end  (Error!) 

CC7E: 

C5 

E7 

CMP 

*  $E7 

Compare  to  rt  window-border 

CC80: 

FO 

04 

BEQ 

$CC86 

If  equal,  then  OK 

CC82: 

90 

02 

BCC 

$CC86 

11  ovemow  tnen  ena  (error; ) 

CC84: 

68 

PLA 

Get  line  from  stack 

CC85: 

60 

RTS 

Return  from  subroutine 

****************************** 

Make  input  line  clear 

CC86 

85 

EC 

STA 

*  $EC 

Store  the  current  cursor  column 

CC88 

85 

E9 

STA 

*  $E9 

Store  the  start  input  line 

CC8A 

68 

PLA 

Get  line  from  stack 

CC8B 

85 

EB 

STA 

*  $EB 

Write  current  cursor  line  back 

CC8D 

:  85 

E8 

STA 

*  $E8 

Store  as  start  input  line 

CC8F 

20 

5C 

CI 

JSR 

$C15C 

Determine  addr  of  current  line 

CC92 

:  20 

57 

CD 

JSR 

$CD57 

Set  cursor  to  current  column 

CC95 

:  A5 

EB 

LDA 

*  $EB 

Get  current  cursor  line  in  acc 

CC97 

:  E5 

E5 

SBC 

*  $E5 

Subtract  top  of  window 

CC99 

:  AA 

TAX 

Result  then  to  X 

CC9A 

:  38 

SEC 

Set  carry  for  subtraction 

CC9B 

:  A5 

EC 

LDA 

*  $EC 

Get  current  cursor  column  in  acc 

CC9D 

:  E5 

E6 

SBC 

*  $E6 

Subtract  left  window-border 

CC9F 

:  A8 

TAY 

Result  to  Y 
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CCAO  : 

18 

CLC 

(~,lf»ar  rarrv  for  OTC 

CCA1: 

60 

RTS 

Return  from  subroutine 

****************************** 

Kernal  entrv  PFKEY 

x\vi  ncix  viiuy  •  x  x  x>  i  s  x 

Proeram  function  kev 

CCA2 : 

CA 

DEX 

Dec  the  number  of  the  ftn.  key 

CCA3 : 

86 

DC 

STX 

*  $DC 

Number  of  (ftn  key  -1)  in  Z-P 

CCA5 : 

84 

DA 

STY 

*  $DA 

Store  length  of  string  in  Z-P 

CCA7 : 

8D 

AA  02 

STA 

$02AA 

Z-P  addr  -  string  ptr  in  FETVEC 

CCAA: 

A8 

TAY 

Z-page  address  of  string  ptr  in  Y 

CCAB : 

B6 

02 

LDX 

*  $02, Y 

Get  bank  #  of  the  ftn  string  in  X 

CCAD : 

20 

6B  FF 

JSR 

$FF6B 

Kernal:  GETCFG  get  config 

CCBO : 

85 

DE 

STA 

*  $DE 

Store  in  bank  byte  for  ftn  string 

CCB2 : 

A2 

OA 

LDX 

#  $0A 

Number  of  ftn  keys  (10)  in  acc 

CCB4 : 

20 

20  CD 

JSR 

$CD20 

Add  ftn  str  lengths  up  to  (X  -1) 

CCB7 : 

85 

DB 

STA 

*  $DB 

Store  string  length  in  zero  page 

CCB9  : 

A6 

DC 

LDX 

*  $DC 

Get  number  of  the  (ftn  key  -1) 

CCBB: 

E8 

INX 

Create  real  ftn  key  number 

CCBC : 

20 

20  CD 

JSR 

$CD20 

Add  ftn  str  lengths  up  to  (X  -1) 

CCBF : 

85 

DD 

STA 

*  $DD 

Store  string  length 

CCC1 : 

A6 

DC 

LDX 

*  $DC 

Get  number  of  (ftn  key  -1) 

CCC3 : 

A5 

DA 

LDA 

*  $DA 

Get  string  length  of  ftn  key 

CCC5 : 

38 

SEC 

Set  carry  for  normal  subtraction 

CCC6  : 

FD 

00  10 

SBC 

$1000,X 

Subtract  length  of  the  old  ftn  str 

CCC9 : 

FO 

2B 

BEQ 

$CCF6 

No  move  necessary,  continue 

CCCB: 

90 

16 

BCC 

$CCE3 

New  string  shorter  than  old 

CCCD: 

18 

CLC 

Clear  carry  for  addition 

CCCE: 

65 

DB 

ADC 

*  $DB 

Add  total  length  +  difference  len 

CCDO  : 

BO 

4D 

BCS 

$CD1F 

Length  >  256  than  RTS:  error 

CCD  2  : 

AA 

TAX 

Put  new  maximum  length  in  X 

CCD  3  : 

A4 

DB 

LDY 

*  $DB 

Get  old  max  length  in  Y 

CCD5: 

C4 

DD 

CPY 

*  $DD 

If  both  are  equal,  than  the  last 

CCD  7 : 

FO 

ID 

BEQ 

$CCF6 

Ftn  key  was  addressed 

CCD  9: 

88 

DEY 

Decrement  old  max  length  by  1 

CCD  A: 

CA 

DEX 

Decrement  new  max  length  by  1 

CCDB: 

B9 

OA  10 

LDA 

$100A,Y 

Move  ftn  str's  away  from  new 

CCDE: 

9D 

OA  10 

STA 

$100A,X 

Insert  position 

CCE1: 

BO 

F2 

BCS 

$CCD5 

And  create  space  for  the  new  str 

CCE3: 

65 

DD 

ADC 

*  $DD 

Add  difference  length 
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CCE5: 

AA 

TAX 

Copy  new  len  in  X 

CCE6: 

A4 

DD 

LDY 

*  $DD 

Get  old  len  in  Y 

CCE8 : 

C4 

DB 

CPY 

*  $DB 

Compare  with  old  max  length 

CCEA: 

BO 

OA 

BCS 

$CCF6 

Equal,  than  space 

CCEC 

B9 

OA 

10 

LDA 

$100A,Y 

Insertion  for  new  ftn  string 

CCEF. 

9D 

OA 

10 

STA 

$100A,X 

For  ftn  key  is  done 

CCF2 

C8 

INY 

Increment  old  &  new  len 

CCF3 

E8 

INX 

By  1  for  move 

CCF4 

90 

F2 

BCC 

$CCE8 

Until  ftn  strings  shifted 

****************************** 

Insert  new  function  string 

CCF6 

A6 

DC 

LDX 

*  $DC 

Get  number  of  the  (ftn  key  -1) 

CCF8 

20 

20 

CD 

JSR 

$CD20 

Add  ftn  str  lengths  up  to  (X  -1) 

CCFB 

AA 

TAX 

Get  str  len  up  to  the  new  ftn  key 

CCFC 

A4 

DC 

LDY 

*  $DC 

Get#ofthe(ftnkey-l) 

CCFE 

:  A5 

DA 

LDA 

*  $DA 

Length  of  the  ftn  string  to  insert 

CDOO 

99 

00 

10 

STA 

$1000, Y 

Replace  len  entry  in  ftn  str  table 

CD03 

AO 

00 

LDY 

#  $00 

Initialize  displacement  pointer 

CD05 

:  C6 

DA 

DEC 

*  $DA 

Length  of  the  ftn  str  =  length  -1 

CD07 

:  30 

15 

BMI 

$CD1E 

All  chars  in  table  xferred,  exit 

CD09 

:  86 

DF 

STX 

*  $DF 

Store  the  "to"  string  length 

CDOB 

:  A6 

DE 

LDX 

*  $DE 

Bank  value  where  str  is  located 

CDOD 

:  AD 

AA 

02 

LDA 

$02AA 

Load  acc  with  FETVEC 

CD10 

:  78 

SEI 

Disable  all  system  interrupts 

CD11 

:  20 

A2 

02 

JSR 

$02A2 

FETCH:  get  ftn  string  character 

CD14 

:  58 

CLI 

Enable  all  system  interrupts 

CD15 

:  A6 

DF 

LDX 

*  $DF 

Position  for  ftn  string  in  table 

CD17 

:  9D 

OA 

10 

STA 

$100A,X 

Enter  character  in  ftn  string  table 

CD1A 

:  E8 

INX 

Displ.  to  "to  where"  str  buffer+1 

CD1B 

:  C8 

INY 

Displ  to  "from  where"  str  buff+1 

CD1C 

:  DO 

E7 

BNE 

$CD05 

Jump  in  the  string  transfer  loop 

CD  IE 

:  18 

CLC 

Marker  for  "OK"  return 

CD  IF 

:  60 

RTS 

Return  from  the  subroutine 

****************************** 

Add  lengths  of  ftn  str's  up  to  X 

CD20 

:  A9 

00 

LDA 

#  $00 

Load  counter  with  zero 

CD22 

:  18 

CLC 

Clear  carry  for  addition 

CD23 

:  CA 

DEX 

Previous  key  assignment 
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CD24: 

30 

05 

BMI 

$CD2B 

If  zero,  then  add  all 

CD2  6: 

7D 

00 

10 

ADC 

$1000, X 

Add  length  of  key  X 

CD29: 

90 

F8 

BCC 

$CD23 

Jump  unconditionally  to  3>ujjzj 

CD2B: 

60 

RTS 

Return  from  subroutine 

****************************** 

lOmal  rniitinp'  ^JWAPPFR 

XVCI  Ilal  iUUUllw.  O  ¥V  jVI  A  i-^-Lv 

O  W1LCI1  tu/  OU-CUl  U1UUGS 

CD2C : 

85 

F0 

STA 

*  $F0 

Stow  arc  fii  last-nrintpfi  char 

CD2E : 

A2 

1A 

LDX 

#  $1A 

T<  Yplinnop  the  t»3qqivp  monitor 

CD30 : 

BC 

40 

OA 

LDY 

$0A40,X 

^trvracyp  with  thp  nptivp  ^toraop 

CD33 : 

B5 

E0 

LDA 

*  $E0,X 

TViio  "ic  Hr\np  0f\  timpc  HppmiSP 
L  Ills  la  UVJIIO        UlilCa  UttdU&w 

CD35 : 

9D 

40 

OA 

STA 

$0A40,X 

9fi  hvtpQ  tnn^t  hp  ponipri1 

CD38 : 

98 

TYA 

The  nassive  ranee  lies  from 

CD39  • 

95 

E0 

STA 

*  $E0,X 

&0A40  to  &0A5B 

CD3B: 

CA 

DEX 

T^ipprpmpnt  thp  rmintpr  if 

.L/VvlWlll&lll  tilt-  LsWUliltsl  11 

* — — '  —  ■ 

10 

F2 

BPL 

$CD30 

Nr*t  Honp  pYrhanPiriP 

CD3E: 

A2 

0D 

LDX 

#  $0D 

Now  the  bit  mans  the  bit  tables 

CD40: 

BC 

60 

OA 

LDY 

$0A60,X 

Of  artivp  ax\c\  native  screens 

CD43: 

BD 

54 

03 

LDA 

$0354, X 

Must  he  exchanged 

CD46: 

9D 

60 

OA 

STA 

$0A60,X 

This  is  Hnnp  1^  timps 
x  ilia  is  ij-WJ-iw  ±mj  uiiiwa 

CD49: 

98 

TYA 

'I'hp  nUCCIVP  5»T*P51Q  Staffs  Jit 

111C  JJaoalVC  alwd-a  dull  Id  HI 

CD4A: 

9D 

54 

03 

STA 

$0354, X 

CD4D: 

CA 

DEX 

T^pr»rpmpnf"  t*r\nr\tf*v  unH  iiimn 

CD4E: 

10 

F0 

BPL 

$CD40 

If  not  done  copying 

CD50  : 

A5 

D7 

LDA 

*  $D7 

Get  status  40/80  column 

CD52 : 

49 

80 

EOR 

#  $80 

And  invert  flag  bit 

CD54: 

85 

D7 

STA 

*  $D7 

Save  again 

CD56: 

60 

RTS 

Return  from  subroutine 

****************************** 

uCL  vUIdUl  IKJ  WUIICIll  Cv/lUIIUl 

CD57 : 

24 

D7 

BIT 

*  $D7 

Tpct  fr\i"  AO/520  rnlumn  Tnr\riP 
J.  Cat  LKJL  *t\Jf  0\J  CUiUiliil  llUJUw 

CD59: 

10 

FB 

BPL 

$CD56 

CD5B: 

A2 

0E 

LDX 

#  $0E 

Cursor  nosition  hit?h 

' HA  Ovl    pv/OlilV/11  AAA  till 

CD5D: 

18 

CLC 

Clear  carry 

CD5E: 

A5 

E0 

LDA 

*  $E0 

Low  byte  of  current  screen  line 

CD60: 

65 

EC 

ADC 

*  $EC 

Add  cursor  column 

CD  62: 

48 

PHA 

Save  low  byte 
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CD  63: 

A5 

El 

LDA 

*  $E1 

High  byte  of  current  screen  line 

CD65 : 

69 

00 

ADC 

#  $00 

Add  the  carry 

CD 67  : 

20 

cc 

CD 

JSR 

$CDCC 

And  store  the  high  byte 

CD6A: 

E8 

INX 

Increment  register  pointer  to  $0F 

CD6B: 

68 

PLA 

Get  low  byte  from  stack 

CD6C: 

4C 

cc 

CD 

JMP 

$CDCC 

And  save  it  too  (return) 

****************************** 

Set  cursor  color  at  cursor  dos 

CD6F : 

24 

D7 

BIT 

*  $D7 

Test  for  40/80-column  mode 

CD71; 

10 

26 

BPL 

$CD99 

Jump  if  40  column  mode 

CD73 

20 

7C 

CI 

JSR 

$C17C 

Set  attribute  address 

CD76 

A4 

EC 

LDY 

*  $EC 

Get  current  crsr  column  in  Y-reg 

CD78: 

20 

F9 

CD 

JSR 

$CDF9 

Attribute  addr  in  update  register 

CD7B 

20 

D8 

CD 

JSR 

$CDD8 

Get  current  attribute 

CD7E 

8D 

33 

OA 

STA 

$0A33 

Store  temporarily 

CD  8 1 

29 

F0 

AND 

#  $F0 

Mask  out  bits  0-3  (color) 

CD83 

85 

DB 

STA 

*  $DB 

And  store 

CD85 

20 

F9 

CD 

JSR 

$CDF9 

Attribute  addr  in  update  register 

CD8  8 

A5 

Fl 

LDA 

*  $F1 

Color  code  for  char  output  in  acc 

CD8A 

29 

OF 

AND 

#  $0F 

Mask  out  bits  4-7  (attribute) 

CD8C 

05 

DB 

ORA 

*  $DB 

And  combine  with  attribute 

CD8E 

20 

CA 

CD 

JSR 

$CDCA 

Store  at  attribute  address 

CD91 

A2 

OA 

LDX 

#  $0A 

Cursor  mode  and  start-scan  line 

CD93 

AD 

2B 

OA 

LDA 

$0A2B 

80-column  cursor  mode 

CD96 

4C 

CC 

CD 

JMP 

$CDCC 

And  store 

CD99 

A9 

00 

LDA 

#  $00 

Acc  equal  zero  and  store 

CD9B 

8D 

27 

OA 

STA 

$0A27 

Means  turn  VIC  cursor  off 

CD9E 

:  60 

RTS 

Return  from  subroutine 

****************************** 

Turn  cursor  on  (80-column) 

CD9F 

:  24 

D7 

BIT 

*  $D7 

Test  40/80-column  mode 

CDA1 

:  10 

10 

BPL 

$CDB3 

Jump  if  40-columnmode 

CDA3 

:  20 

F9 

CD 

JSR 

$CDF9 

Set  update  to  attribute  address 

CD  A  6 

:  AD 

33 

OA 

LDA 

$0A33 

Temp  storage  for  MOVLIN 

CDA9 

:  20 

CA 

CD 

JSR 

$CDCA 

Store  attribute 

CDAC 

:  A2 

OA 

LDX 

#  $0A 

Cursor  mode  and  start-scan  line 

CDAE 

:  A9 

20 

LDA 

#  $20 

Assigned  value  32 

CDBO 

:  4C 

CC 

CD 

JMP 

$CDCC 

Place  acc  in  VDC  data  register 
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****************************** 


CDB3  : 

8D 

27 

OA 

STA 

$0A27 

CDB6 : 

AD 

26 

OA 

LDA 

$0A26 

CDB9: 

10 

0E 

BPL 

$CDC9 

CDBB: 

29 

40 

AND 

#  $40 

CDBD: 

8D 

26 

OA 

STA 

$0A26 

CDCO: 

AD 

29 

OA 

LDA 

$0A29 

CDC  3 : 

AE 

2A 

OA 

LDX 

$0A2A 

CDC6: 

20 

34 

CC 

JSR 

$CC34 

CDC  9 : 

60 

RTS 

***************************** 

CDCA: 

A2 

IF 

LDX 

#  $1F 

CDCC: 

8E 

00 

D6 

STX 

$D600 

CDCF: 

2C 

00 

D6 

BIT 

$D600 

CDD2: 

10 

FB 

BPL 

$CDCF 

CDD4: 

8D 

01 

D6 

STA 

$D601 

CDD7 : 

60 

RTS 

***************************** 

CDD8 

A2 

IF 

LDX 

#  $1F 

CDDA 

8E 

00 

D6 

STX 

$D600 

CDDD 

2C 

00 

D6 

BIT 

$D600 

CDEO 

:  10 

FB 

BPL 

$CDDD 

CDE2 

:  AD 

01 

D6 

LDA 

$D601 

CDE5 

:  60 

RTS 

**************************** 

CDE6 

:  A2 

12 

LDX 

#  $12 

CDE8 

:  18 

CLC 

CDE9 

:  98 

TYA 

CDEA 

:  65 

E0 

ADC 

*  $E0 

CDEC 

:  48 

PHA 

CDED 

:  A9 

00 

LDA 

#  $00 

CDEF 

:  65 

El 

ADC 

*  $E1 

Turn  cursor  on  (40-column) 

Turn  VIC  cursor  on 

Steady  or  flashing  cursor? 

Steady,  then  end 

Clear  flash  flag 

And  store  again 

VIC  character  before  flash 

VIC  color  before  flash 

Set  old  values 

Return  from  subroutine 

Acc  in  data  register  of  VCR 

VCR  data  register 
Transmit  register 
Test  status 
Not  done  yet,  wait 
Store  value  in  register 
Return  from  subroutine 

Get  value  of  the  data  register 

VCR  data  register 
Transmit  register 
Test  status 
Not  done  yet,  wait 
Get  value  of  the  register 
Return  from  subroutine 

Set  update  address  to  current 
screen  position 

Update  address  high 

Clear  carry  for  addition 

Y  (column)  to  acc 

Add  low  byte  of  current  addr 

Then  on  stack 

Load  acc  with  zero  and  then 

Add  the  carry 
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CDF1 

20 

CC 

CD 

JSR 

$CDCC 

Store  the  high  byte 

CDF  4 

68 

PLA 

Get  low  byte  from  stack 

CDF  5 

E8 

INX 

Increment  register  to  $13 

CDF  6 

4C 

CC 

CD 

JMP 

$CDCC 

And  low  byte  in  update  register 

****************************** 

Spt  unHfltp  aHHrpss  for  affriHiitp 

A? 

1  ? 

T.rtY 

if    ■?  -L^ 

Undate  register  hieh  bvte 

CDFB 

18 

CLC 

Clear  carrv  for  addition 

CDFC 

98 

TYA 

Y  (column)  to  acc 

CDFD 

65 

E2 

ADC 

*  $E2 

Add  low  bvte  of  attribute  addr 

CDFF 

48 

PHA 

And  then  on  stack 

*  *****    W*W11    Vll    LJ    WW*' JL>u 

CEOO 

A9 

00 

LDA 

#  $00 

Load  acc  with  zero  and  then 

CE02 

65 

E3 

ADC 

*  $E3 

Add  carry 

CEO  4 

20 

CC 

CD 

JSR 

$CDCC 

Store  high  byte 

CEO  7 

68 

PLA 

Get  low  byte  from  stack  and 

CEO  8 

E8 

INX 

Increment  register  to  $13 

CEO  9 

4C 

CC 

CD 

JMP 

$CDCC 

Store  low  byte 

****************************** 

V^Upy  L/lldlaL-lCr  »Cl  111  VIA,  IvrvLVl 

CEOC 

A9 

00 

LDA 

#  $00 

Load  acc  (low)  &  Y  (high)  with 

CEOE 

AO 

DO 

LDY 

#  $D0 

Start  addr  -  CHARROM:  $D000 

CE10 

85 

DA 

STA 

*  $DA 

Store  these  values  in  zero-page 

CE12 

84 

DB 

STY 

*  $DB 

Addresses  $DA  and  $DB 

CE14 

.  A2 

12 

LDX 

#  $12 

Tlndafp  rf*  Pinter  hi^h 

CE16 

:  A9 

20 

LDA 

#  $20 

Start  address  of  char  senerator 

CE18 

:  20 

CC 

CD 

JSR 

$CDCC 

Define  in  VDC 

CE1B 

:  E8 

INX 

Pointer  to  low  byte 

CE1C 

:  A9 

00 

LDA 

#  $00 

$00  is  low  byte  of  start  address 

CE1E 

:  20 

CC 

CD 

JSR 

$CDCC 

Of  the  character  venerator 

CE21 

:  AO 

00 

LDY 

#  $00 

Index  nointer  to  line/char 

CE23 

:  A2 

OE 

LDX 

#  $0E 

Select  CHARROM 

CE25 

:  A9 

DA 

LDA 

#  $DA 

Zero-page  address  to  access 

CE27 

:  20 

74 

FF 

JSR 

$FF74 

INDFET:  LDA(XX),Y  fr  bank 

CE2A 

:  20 

CA 

CD 

JSR 

$CDCA 

And  store  value  in  RAM 

CE2D 

:  C8 

INY 

VDC.  Increment  index  pointer 

CE2E 

:  CO 

08 

CPY 

#  $08 

All  8  character  copied? 

CE30 

:  90 

Fl 

BCC 

$CE23 

No,  then  next  line 

CE32 

:  A9 

00 

LDA 

#  $00 

Else  load  acc  with  zero 
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CE34: 

20 

CA  CD 

JSR 

$CDCA 

And  store  value  in  VDC-RAM 

CE37  : 

88 

DEY 

Eight  times 

CE38: 

DO 

FA 

BNE 

$CE34 

Jump  if  not  yet  done 

CE3A: 

18 

CLC 

Clear  carry  for  addition 

CE3B: 

A5 

DA 

LDA 

*  $DA 

Load  acc  with  low  byte 

CE3D: 

69 

08 

ADC 

#  $08 

And  add  8  to  it 

CE3F: 

85 

DA 

STA 

*  $DA 

Store  again  and 

CE41: 

90 

E0 

BCC 

$CE23 

If  no  carry  than  continue 

CE43: 

E6 

DB 

INC 

*  $DB 

Else  account  for  carry 

CE45: 

A5 

DB 

LDA 

*  $DB 

And  check  if  the  high  byte 

CE47: 

C9 

E0 

CMP 

#  $E0 

points  to  end  of  CHARROM 

CE49 : 

90 

D8 

BCC 

$CE23 

Else  continue 

CE4B: 

60 

RTS 

Return  from  the  subroutine 

******************************      Table  of  the  color  codes  (ASCII) 


CE4C:  90  05  1C  9F  9C  IE  IF  9E 
CE54:     81  95  96  97  98  99  9A  9B 

******************************      Table  of  color  codes  for  VDC 


CE5C:  00  OF  08  07  0B  04  02  0D 
CE64:     OA  0C  09  06  01  05  03  0E 

******************************      Power  of  2 


CE6C:  80  40  20  10  08  04  02  01 
****************************** 

CE74:  00  04  00  D8  18  00  00  27 
CE7C:  00  00  00  00  00  18  27  00 
CE84:  00  0D  0D  00  00  00  00  00 
CE8C:     00  00 

****************************** 

CE8E:  00  00  00  08  18  00  00  4F 

CE96:  00  00  00  00  00  18  4F  00 

CE9E:  00  07  07  00  00  00  00  00 

CEA6:  00  00 


128,  64, 32, 16,  8, 4,  2,  1 

Init.  values  for  40-col  screen 

These  values  are  copied  to  zero 
page  at  $E0  during  initialization 
They  are  explained  in  zero-page 
Comments 

Init.  values  for  80-col  screen 

These  values  are  copied  into 
Page  3  at  $0A40  during  init. 
They're  explained  in  page-three 
Comments 
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****************************** 

CEA8:   07  06  OA  07  06  04  05  08 
CEBO:     09  05 

****************************** 


CEB2 

:  47 

52 

41 

50 

48 

49 

43 

CEB9 

44 

4C 

4F 

41 

44 

22 

CEBF 

44 

49 

52 

45 

43 

54 

4F 

52 

CEC7 

59 

OD 

CEC9 

53 

43 

4E 

43 

4C 

52 

OD 

CEDO 

44 

53 

41 

56 

45 

22 

CED6 

52 

55 

4E 

OD 

CEDA 

4C 

49 

53 

54 

OD 

CEDF: 

4D 

4F 

4E 

49 

54 

4F 

52 

OD 

CEE7 

44 

CC 

22 

2A 

OD 

52 

55 

4E 

CEEF: 

OD 

CEFO: 

48 

45 

4C 

50 

OD 

****************************** 


CEF5:  FF  FF  FF  .  .  . 
CFFD:      .    .    .   FF  00  FF 


Init.  assignment  of  function  keys 

Length  of  function  key  strings 
(Fl  -  F8,  Shift-Run,  Help) 

Init.  ftn  key  string  assignments 

GRAPHIC 
DLOAD" 

DIRECTORY  <Cr> 

SCNCLR  <Cr> 

DSAVE" 

RUN  <Cr> 

LIST  <Cr> 

MONITOR  <Cr> 

D  <Shift  -  L>  <Cr>  RUN  <Cr> 

HELP  <Cr> 

Free  area 

Not  used 
Not  used 
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****************************** 

Reset  routine 

E000 : 

A2 

FF 

LDX 

#  $FF 

init.  value  tor  stacic  pointer 

E002: 

78 

SEI 

Disable  ail  system  mterrupis 

E003: 

9A 

TXS 

oCt  system  stacK  pomier  to  auui 

E004: 

D8 

CLD 

XvCSCl  OcClIIlal  II1UUC 

E005: 

A9 

00 

LDA 

#  $00 

\JOa\X  aCC  Willi  ZCIkj  allU 

E007: 

8D 

00 

FF 

STA 

$FF00 

iHIlaDlc  3il  System  Ivwivia 

EOOA: 

A2 

OA 

LDX 

#  $0A 

oCt  loop  ana  aispi*  counier 

EOOC: 

BD 

4B 

EO 

LDA 

$E04B,X 

vjtl  Dyte  irom  init.  counier 

EOOF: 

9D 

00 

D5 

STA 

$D500,X 

initialize  jviiviu  registers 

E012: 

CA 

DEX 

.Loop  ano  uispi.  counicr  - 1 

E013: 

10 

F7 

BPL 

$E00C 

i  ransrer  1 1  values  irom  idoic 

E015: 

8D 

04 

OA 

STA 

$0A04 

Clear  JNJVii/Keset  status  pointer 

E018: 

20 

CD 

EO 

JSR 

$E0CD 

JNJVli,LK.v^+COpy  z-pdge  routines 

EOIB: 

20 

FO 

El 

JSR 

$E1F0 

CUar-V  ^CTIAA ^  rnAp  in  T?  AAA  1 

EOIE: 

20 

42 

E2 

JSR 

$E242 

v^al  lIlQgC  ICS  1  iOI  V_»-Ut  V^UUlig 

E021: 

20 

09 

El 

JSR 

$E109 

TCprnnl  TnTNTT'  Tnit  T/O  devices 

Xvd lieu  lwn xii  ■  xiij.1-  i/ v/  uvTivvo 

E024: 

20 

3D 

F6 

JSR 

$F63D 

Chift  "RTTM/^TDP  VpvhnaH  test 

Q027: 

48 

PHA 

oave  acc  contents  on  siock 

E028  : 

30 

07 

BMI 

$E031 

x>it  /  set,  SKip  resei  status  test 

E02A: 

A9 

A5 

LDA 

#  $A5 

aystem  warm/coia  start  suit,  pu. 

E02C: 

CD 

02 

OA 

CMP 

$0A02 

lest  tor  warm-start  status 

E02F: 

FO 

03 

BEQ 

$E034 

W  arill-Sldll  SlalUa,  men  ais.ip 

E031: 

20 

93 

EO 

JSR 

$E093 

1?  AMT  A  ^2*  Plpar/tPQt  R  AM 

E034 : 

20 

56 

EO 

JSR 

$E056 

T?T7QTfYR>  TnitinliTP  T/O 

E037: 

20 

00 

CO 

JSR 

$C000 

is.ouu.ne  v_.itn  i .  inn.  cuiioiTot-i. 

E03A: 

68 

PLA 

uet  coqc  lor  jteyDoaiu  pun 

E03B: 

58 

CLI 

xinaDie  ail  system  lnterrupis 

E03C: 

30 

03 

BMI 

$E041 

1311  /  set,  SKip  monitor  cnuy 

E03E: 

4C 

00 

BO 

JMP 

$B000 

Kernal  MONTTOR  entrv 

E041: 

C9 

DF 

CMP 

#  $DF 

Configure  system  as  C-64? 

E043: 

FO 

03 

BEQ 

$E048 

Yes,  then  do  it 

E045: 

6C 

00 

OA 

JMP 

($0A00) 

System  restart  vector  ($4003) 

E048: 

4C 

4B 

E2 

JMP 

$E24B 

G064MODE:  configure  C-64 
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************************** **** 


F.04R 

*  uu 

.  rsyce 

AAA 

500 

.Byte 

6  a  a 
500 

nn 

.Byte 

£  A  A 

§00 

F.04F. 

nn 

.  tsyce 

6  A  A 

500 

F.04F 

nn 

.eyce 

6  A  A 

500 

E050 

BF 

•  Byte 

$BF 

E051. 

04 

.Byte 

$04 

E052: 

00 

.Byte 

$00 

E053: 

00 

•  Byte 

$00 

E054: 

01 

.Byte 

$01 

E055: 

00 

.Byte 

$00 

****************************** 


E056 

:  A2 

73 

LDX 

#  $73 

E058 

;  AO 

E0 

LDY 

#  $E0 

E05A 

18 

CLC 

****************************** 

E05B 

86 

C3 

STX 

*  $C3 

E05D 

84 

C4 

STY 

*  $C4 

E05F 

AO 

IF 

LDY 

#  $1F 

E061 

B9 

14 

03 

IDA 

$0314, Y 

E064 

B0 

02 

BCS 

$E068 

E066 

Bl 

C3 

LDA 

<$C3),Y 

E068 

99 

14 

03 

STA 

$0314, Y 

E06B 

90 

02 

BCC 

$E06F 

E06D 

91 

C3 

STA 

($C3),Y 

E06F 

88 

DEY 

E070 

10 

EF 

BPL 

$E061 

E072 

:  60 

RTS 

****************************** 


E073:  65  FA  $FA65 
E075:  03  B0  $B003 
E077:     40  FA  $FA40 


Initialization  table  for  MMU 

$D500:  Configuration  Register 
$D501:  Preconfig.  Register  A 
$D502:  Preconfig.  Register  B 
$D503:  Preconfig.  Register  C 
$D504:  Preconfig.  Register  D 
$D505:  Mode  Config.  Register 
$D506:  RAM  Config.  Register 
$D507:  Page  0  Pointer  Low 
$D508:  Page  0  Pointer  High 
$D509:  Page  1  Pointer  Low 
$D50A:  Page  1  Pointer  High 

Kemal  routine:  RESTOR 

Low  byte  of  kernal  vector  table 
High  byte  of  kernal  vector  table 
Marker  for  dnload  of  vector  table 

Kernal  routine:  VECTOR 

Low  byte  of  vector  tbl  in  z-page 
High  byte  of  vector  tbl  ($E073) 
Set  loop  counter  to  32 
Read  byte  from  page  3  vector  tbl 
If  upload  vector  table,  skip 
Read  a  value  from  vector  table 
Store  in  page  three  vector  table 
If  download  vector  table,  skip 
Copy  in  indexed  table 
Loop  counter  &  displacement  -1 
Loop  until  table  transferred 
Return  from  subroutine 

Vector  table 

Vector  points  to  IRQ  entry 
Vector  to  Monitor  Break  entry 
Vector  points  to  NMI  entry 
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E079: 

BD 

EF 

$EFBD 

E07B: 

88 

Fl 

$F188 

E07D: 

06 

Fl 

$F106 

E07F: 

4C 

Fl 

$F14C 

E081: 

26 

F2 

$F22  6 

E083: 

06 

EF 

$EF06 

E085: 

79 

EF 

$EF7  9 

E087: 

6E 

F6 

$F66E 

E089: 

EB 

EE 

$EEEB 

F08B: 

22 

F2 

$F222 

E08D: 

06 

BO 

$B006 

E08F: 

6C 

F2 

$F26C 

E091: 

4E 

F5 

$F54E 

Vctr  pts  to  Kernal  OPEN  rout. 
Vctr  pts  to  Kemal  CLOSE  rout 
Vctr  pts  to  Kernal  CHKIN  rout. 
Vctr  pts  to  Kernal  CKOUT  rout. 
Vctr  pts  to  Kernal  CLRCH  rout. 
Vctr  pts  to  Kernal  BASIN  rout. 
Vctr  pts  to  Kernal  BSOUT  rout. 
Vctr  pts  to  Kernal  STOP  rout 
Vctr  pts  to  Kernal  GETESf  rout. 
Vctr  pts  to  Kernal  CLALL  rout 
Vctr  to  Monitor  Exmon  entry 
Vector  points  to  LO  ADSP  entry 
Vector  points  to  S AVESP  entry 

Kernal  routine:  RAMTAS 

Clr  z-page,set  Memtop,Membot, 

RS-232  I/O  buff  s+cassette  buff 


E093: 

A9 

00 

LDA 

# 

$00 

hit  acc  with  $00,  addr  val  low 

E095: 

A8 

TAY 

And  copy  to  Y 

E096: 

99 

02 

00 

STA 

$0002, Y 

Clear  the  entire  zero  page 

E099: 

C8 

INY 

Except  for  the  2  processor  ports 

E09A: 

DO 

FA 

BNE 

$E096 

Registers  $00  and  $01 

E09C: 

AO 

0B 

LDY 

# 

$0B 

Set  the  zero-page  cassette  buffer 

E09E: 

84 

B3 

STY 

* 

$B3 

Pointer  (z-page  $B2-$B3)  to  the 

E0A0  : 

85 

B2 

STA 

* 

$B2 

Start  address  $0B00 

E0A2: 

AO 

OC 

LDY 

# 

$0C 

Set  the  zero-page  RS-232  input 

E0A4: 

84 

C9 

STY 

* 

$C9 

Buffer  ptr  (z-page  $C8-$C9)  to 

E0A6: 

85 

C8 

STA 

* 

$C8 

The  start  address  $0C00 

E0A8: 

AO 

0D 

LDY 

# 

$0D 

Set  the  zero-page  RS-232  output 

EOAA: 

84 

CB 

STY 

* 

$CB 

Buffer  ptr  (z-page  $CA-$CB)  to 

EOAC: 

85 

CA 

STA 

* 

$CA 

To  the  start  address  $0D00 

EOAE: 

18 

CLC 

Clear  carry  flag  as  marker 

EOAF: 

AO 

FF 

LDY 

# 

$FF 

Set  top  of  memory 

E0B1: 

A2 

00 

LDX 

# 

$00 

In  the  system  bank  to  $EF00 

E0B3: 

20 

6B 

F7 

JSR 

$F76B 

Jump  to  kernal  rout  MEMTOP 

E0B6: 

AO 

1C 

LDY 

# 

$1C 

Set  the  memory  bottom 

E0B8  : 

A2 

00 

LDX 

# 

$00 

h  the  system  bank  to  $1C00 

EOBA: 

20 

7A 

F7 

JSR 

$F77A 

Jump  to  kernal  rout  MEMBOT 
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EOBD 

:  AO 

40 

LDY 

#  $40 

Initialize  the  system 

EOBF 

A2 

00 

LDX 

#  $00 

RESTART  vector  at  the  address 

E0C1 

8C 

01 

OA 

STY 

$0A01 

$AOO-$A01  w/  value  $4000  for 

E0C4 

8E 

00 

OA 

STX 

$0A00 

The  system  cold-start  entry 

E0C7 

A9 

A5 

LDA 

#  $A5 

Initialize  the  system  cold-start/ 

E0C9 

8D 

02 

OA 

STA 

$0A02 

Warm-start  stat.  ptr  with  $A5 

EOCC 

60 

RTS 

Return  from  subroutine 

****************************** 

Conv  NMT  TRO  -+-  7-nap  trait's 

EOCD 

AO 

03 

LDY 

#  $03 

Liit  loop  counter  for  four  loops 

EOCF 

B9 

05 

El 

LDA 

$E105,Y 

Get  value  from  RAM  bank  table 

EOD2 

8D 

00 

FF 

STA 

$FF00 

Set  corresponding  configuration 

E0D5 

A2 

3F 

LDX 

#  $3F 

Transfer  64  bytes 

EOD7 

BD 

05 

FF 

LDA 

$FF05,X 

Read  NMI+IRQ  rout  from  ROM 

EODA 

9D 

05 

FF 

STA 

$FF05,X 

Copy  into  underlying  RAM 

EODD 

CA 

DEX 

Transfer  loop  counter  -1 

EODE 

10 

F7 

BPL 

$E0D7 

Loop  until  64  bytes  transferred 

EOEO 

A2 

05 

LDX 

#  $05 

In  the  same  manner  the 

EOE2 

BD 

FA 

FF 

LDA 

$FFFA, X 

NML  reset  &  1RO  vectors  are 

EOE5 

9D 

FA 

FF 

STA 

$FFFA,X 

Copied  from  kernal  ROM  in  the 

E0E8 

CA 

DEX 

Underlying  RAM,  loop  'til  all  3 

E0E9 

10 

F7 

BPL 

$E0E2 

Vectors  are  transferred 

EOEB 

88 

DEY 

Loop  cntr  for  4  RAM  banks- 1 

EOEC 

:  10 

El 

BPL 

$EOCF 

Copy  rout+vect.  in  4  RAM  bks 

EOEE 

A2 

59 

LDX 

#  $59 

90  bytes  to  transfer 

EOFO 

BD 

00 

F8 

LDA 

$F800,X 

Here  the  ROM  originals  of  the 

E0F3 

:  9D 

A2 

02 

STA 

$02A2,X 

FETCH,STASH,CMPARE, 

E0F6 

:  CA 

DEX 

JSRFAR,JMPFAR  routs  copied 

EOF7 

:  10 

F7 

BPL 

$EOFO 

In  RAM  at  pages  2  and  3 

E0F9 

:  A2 

OC 

LDX 

#  $0C 

Transfer  13  bytes 

EOFB 

BD 

5A 

F8 

LDA 

$F85A,X 

Here  the  original  routine  in  ROM 

EOFE 

:  9D 

FO 

03 

STA 

$03F0,X 

Is  copied  into  the 

E101 

:  CA 

DEX 

RAM  area  at  address 

E102 

:  10 

F7 

BPL 

$E0FB 

$03F0 

E104 

:  60 

RTS 

Return  from  subroutine 
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****************************** 


E105: 

00 

.Byte 

$00 

E106: 

40 

•  Byte 

$40 

E107: 

80 

.Byte 

$80 

E108: 

CO 

.Byte 

$C0 

****************************** 


E109 : 

A9 

7F 

LDA 

11  Ann 

#  $/F 

E10B: 

8D 

OD 

DC 

STA 

$DC0D 

E10E: 

8D 

OD 

DD 

STA 

$DD0D 

Elll: 

8D 

00 

DC 

STA 

$DC00 

E114: 

A9 

08 

LDA 

#  $08 

E116: 

8D 

OE 

DC 

STA 

$DCOE 

E119: 

8D 

OE 

DD 

STA 

<N  T"\T*\  A  TT1 

$DDOE 

E11C: 

8D 

OF 

DC 

STA 

$DC0F 

E11F: 

8D 

OF 

DD 

STA 

$DD0F 

E122: 

A2 

00 

LDX 

#  $00 

E124: 

8E 

03 

DC 

STX 

$DC03 

E127 : 

8E 

03 

DD 

STX 

$DD03 

E12A: 

CA 

DEX 

E12B: 

8E 

02 

DC 

STX 

$DC02 

E12E: 

A9 

07 

LDA 

#  $07 

E130: 

8D 

00 

DD 

STA 

$DD00 

E133: 

A9 

3F 

LDA 

#  $3F 

E135: 

8D 

02 

DD 

STA 

$DD02 

E138: 

A9 

E3 

LDA 

#  $E3 

E13A: 

85 

01 

STA 

*  $01 

E13C: 

A9 

2F 

LDA 

#  $2F 

E13E: 

85 

00 

STA 

*  $00 

E140: 

A2 

FF 

LDX 

#  $FF 

E142: 

AD 

11 

DO 

LDA 

$D011 

E145: 

10 

FB 

BPL 

$E142 

E147: 

A9 

08 

LDA 

#  $08 

E149: 

CD 

12 

DO 

CMP 

$D012 

E14C: 

90 

06 

BCC 

$E154 

E14E: 

AD 

11 

DO 

LDA 

$D011 

E151: 

30 

F4 

BMI 

$E147 

RAM  bank  table 

RAM0,SysROM,Bs  hi,Bs  lo,i/o 
RAMl,SysROM,Bs  hi,Bs  lo,i/o 
RAM2,SysROM,Bs  hi,Bs  lo,i/o 
RAM3,SysROM,Bs  hi,Bs  lo,i/o 

Kernal  routine:  IOINIT 
Initialization  of  the  CIAs 

Load  value  for  "clear  interrupt" 
Initialize  ICR  of  CIA  1 
Initialize  ICR  of  CIA  2 
Port  A,  CIA  1,  matrix  line  0 
"1  shot"  initialization  for  timer 
CRA  of  CIA  1  tmr  A  to  "  1  shot" 
CRA  of  CIA  2  tmr  A  to  "  1  shot" 
CRA  of  CIA  1  tmr  B  to  "  1  shot" 
CRA  of  CIA  2  tmr  B  to  "  1  shot" 
CIA  register  to  input  mode 
Data  direction  reg.  B  of  CIA  1 
Data  direction  reg.  B  of  CIA  2 
Xreg  to  value  for  "output  mode" 
Data  direction  reg.  A  of  CIA  1 
Video  controller  to  lower  16  K 
ATN  signal  on  port  A,  clr  CIA  2 
Set  bits  0  to  5  to  output 
Data  direction  reg  A  of  CIA  2 
Initialize  processor  port  data  reg 
With  the  default  value  $E3 
Init.  process  port  data  dir  reg 
With  default  value  $2F 
Initialize  PAL/NTSC  ptr  (PAL) 
Wait  until  MSB  of  the  raster  line 
Interrupt  pointer  is  set 
Comp  value  PAL/NTSC  version 
Compare  low  byte  raster  intrpt 
Less  than  8,  then  PAL  version 
Wait  until  MSB  of  the  raster  line 
Interrupt  is  cleared 
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E153 : 

■n  ft 

E8 

INX 

pi  C  /I  , 

Elo4 : 

oE 

03 

OA 

STX 

$0A03 

E157  : 

A9 

00 

LDA 

#  $00 

E109  : 

8D 

37 

OA 

STA 

$0A37 

ril  cp  . 

JtjiDU : 

oD 

39 

ft  "n 

OA 

STA 

$0A39 

cj±Oc  Z 

ou 

OA 

ft  "A 

OA 

STA 

$0A0A 

T?1  CO  - 

oD 

3A 

ft  7\ 

OA 

STA 

$0A3A 

pi  re  , 

hiiDO : 

oD 

36 

ft  7\ 

OA 

STA 

$0A36 

TP  1  C  Q  . 

Eloo  : 

85 

ft  ft 

99 

STA 

*  $99 

hi  bA : 

H  ft 

A9 

ft  O 

03 

LDA 

#  $03 

El  oC : 

85 

ft 

9A 

STA 

*  $9A 

bloh : 

Az 

O  ft 

LDX 

#  $30 

r*l  /  U  : 

BD 

C  / 

E2 

LDA 

$E2C7,X 

El  /  o : 

00 

T\  ft 

DO 

STA 

$D000, X 

El  /  o  : 

CA 

DEX 

til  /  /  : 

1  A 

10 

F  / 

BPL 

$E170 

/  y . 

AZ 

A  A 

u  u 

LDX 

II       (S  A  ft 

#  $00 

"1  "7T5  • 

O  A. 
Z  U 

DC 

El 

JSR 

$E1DC 

iLJL  f  Eil 

AD 

A  A 
00 

Do 

LDA 

Ar\  /"Aft 

$D600 

ciio  1 : 

zy 

A  1 
0  / 

AND 

#  $07 

Ely  o : 

F0 

ft  C 

05 

BEQ 

$E18A 

Eloo : 

Az 

3B 

LDX 

#  $3B 

nl  QT 

Elo  / : 

Z0 

DC 

El 

JSR 

$E1DC 

ril  ft  *  . 

EloA : 

2C 

A  0 
03 

ft  T\ 

OA 

BIT 

$0A03 

171  *i  on  . 

til oD  : 

10 

05 

BPL 

(Si-I  1  l\  A 

$E194 

T71 1  On  . 

Elor  : 

Az 

3E 

LDX 

#  $3E 

E191 : 

20 

DC 

El 

JSR 

$E1DC 

■n  1  ft  A  . 

El 94  : 

AD 

ft  A 

04 

OA 

LDA 

$0A04 

Ely  /  : 

30 

1  C 

15 

BMI 

$E1AE 

E199  : 

20 

27 

CO 

JSR 

$C027 

c»  1  A/"*  . 

T\  ft 

A9 

0  a 
80 

LDA 

11       A  ft  ft 

f  $80 

E19E : 

0D 

04 

OA 

ORA 

$0A04 

E1A1 : 

8D 

04 

OA 

STA 

$0A04 

E1A4 : 

A2 

FF 

LDX 

#  $FF 

E1A6 : 

AO 

FF 

LDY 

#  $FF 

E1A8  : 

88 

DEY 

E1A9  : 

DO 

FD 

BNE 

$E1A8 

E1AB: 

CA 

DEX 

E1AC: 

DO 

FA 

BNE 

$E1A8 

E1AE: 

A9 

00 

LDA 

#  $00 

Set  PAL/NTSC  ptr  to  NTSC($0) 
Store  PAL/NTSC  version  ptr 
Init  value  for  pointer 
X-reg  storage,  bank  operations 
80  column  VDC  temp  storage 
Indirect  IRQ  vector  (cassette) 
Initialize  IRQ  temp  pointer 
Raster  line  for  raster  interrupt 
Standard  input  device=  keyboard 
Set  z-page  storage  for  standard 
Output  device  to  3  (=screen) 
Transfer  49  bytes 
Initialization  table  for  VIC  chip 
Copy  into  VIC  control  registers 
Loop/displacement  counter  -1 
Loop  until  49  values  transferred 
Set  loop  counter  for  VDC  init 
Initialize  VDC  registers 
Read  VDC  status 
Is  bits  0-2  are  cleared 
Yes,  skip  init  of  VDC  reg 
Displacement  ptr  to  VDC  table 
Initialize  VDC  registers 
Check  if  PAL/NTSC  version 
Skip,  if  NTSC  version 
Displacement  ptr  to  VDC  table 
Initialize  VDC  registers 
Check  NMI/reset  status  pointer 
VDC  already  init,  then  skip 
Routine  INIT80:  init  80-column 
Set  bit  7  in  acc,combine  value 
With  the  NMI/VDC  status 
And  write  in  the  status  flag 
Loop  counter  high  to  high  value 
Loop  counter  low  to  low  value 
Decrement  loop  counter  low 
Loop  low  code?  No,  continue 
Decrement  loop  counter  high 
Loop  high  done?  No,  continue 
Init  value  for  SID  register 
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E1B0: 

A2 

18 

LDX 

#  $18 

E1B2: 

9D 

00 

D4 

STA 

$D400,X 

E1B5: 

CA 

DEX 

E1B6: 

10 

FA 

BPL 

$E1B2 

E1B8: 

A2 

01 

LDX 

#  $01 

E1BA: 

8E 

1A 

DO 

STX 

$D01A 

E1BD: 

CA 

DEX 

E1BE: 

8E 

1C 

OA 

STX 

$0A1C 

E1C1: 

8E 

OF 

OA 

STX 

$0A0F 

E1C4: 

CA 

DEX 

E1C5: 

8E 

06 

DC 

STX 

$DC06 

E1C8: 

8E 

07 

DC 

STX 

$DC07 

E1CB: 

A2 

11 

LDX 

#  $11 

E1CD: 

8E 

OF 

DC 

STX 

$DC0F 

E1D0: 

20 

C3 

E5 

JSR 

$E5C3 

E1D3: 

20 

D6 

E5 

JSR 

$E5D6 

E1D6: 

20 

C3 

E5 

JSR 

$E5C3 

E1D9: 

4C 

4E 

E5 

JMP 

$E54E 

****************************** 


E1DC: 

BC 

F8 

E2 

LDY 

$E2F8,X 

E1DF: 

30 

OD 

BMI 

$E1EE 

E1E1: 

E8 

INX 

E1E2: 

BD 

F8 

E2 

IDA 

$E2F8,X 

E1E5: 

E8 

INX 

E1E6: 

8C 

00 

D6 

STY 

$D600 

E1E9: 

8D 

01 

D6 

STA 

$D601 

E1EC: 

10 

EE 

BPL 

$E1DC 

E1EE: 

E8 

INX 

E1EF: 

60 

RTS 

****************************** 

E1F0: 

A2 

F5 

LDX 

#  $F5 

E1F2: 

AO 

FF 

LDY 

#  $FF 

E1F4: 

86 

C3 

STX 

*  $C3 

E1F6: 

84 

C4 

STY 

*  $C4 

E1F8: 

A9 

C3 

IDA 

#  $C3 

E1FA: 

8D 

AA 

02 

STA 

$02AA 

SID  displacement  &  loop  pointer 
Clear  SID  register  (low  value) 
Loop  and  displ  pointer  -1 
Loop  until  19  registers  erased 
Load  X-reg  with  #1 
Set  IRQ  mask  register 
Decrement  X-reg  to  zero 
Clear  fast  serial  mode  pointer 
Clear  RS-232  NMI  status  reg 
Set  X-reg  to  high  value  ($FF) 
Place  value  in  timer  B  low 
Place  value  in  timer  B  high 
Code  for  "force  load"  &  timer  A 
Start  in  the  CIA  control  register 
Test  routine,  if  fast  serial  mode 
Is  recognized  by  the  disk  drive 
And  responds  to  the 
Clock  low  signal  and  RTS 

Initialize  the  VDC  register 

Get  register  selection  from  table 
Check  end  criterium  (Bit  7  =  on) 
Displacement  to  VDC  table  +1 
Get  register  write  value  from  tbl 
Displacement  to  VDC  table  +1 
Set  VDC  register  selection  port 
Write  VDC  register  data  port 
Jump  to  loop  start 
Displacement  to  VDC  table  +1 
Return  from  subroutine 

Check  <CBM>  code  in  RAMI 

Initialize  the  2-byte  zero-page 
Ptr  addr  $C3(lo)  -  $C4(hi)  with 
The  start  address  of  the 
Kernal  vector  table  ($FFF5) 
Set  FETVEC  for  fetch  routine  to 
Start  of  the  vector  table 
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E1FD 

:  AO 

02 

LDY 

#  $02 

E1FF 

:  A2 

7F 

LDX 

#  $7F 

E201 

:  20 

A2 

02 

JSR 

$02A2 

E204 

:  D9 

C4 

E2 

CMP 

$E2C4,Y 

E207 

:  DO 

IB 

BNE 

$E22  4 

E209 

:  88 

DEY 

E20A 

:  10 

F3 

BPL 

$E1FF 

E20C 

A2 

F8 

LDX 

#  $F8 

E20E 

:  AO 

FF 

LDY 

#  $FF 

E210 

:  86 

C3 

STX 

*  $C3 

E212 

84 

C4 

STY 

*  $C4 

E214 

:  AO 

01 

LDY 

#  $01 

E216 

:  A2 

7F 

LDX 

#  $7F 

E218 

:  20 

A2 

02 

JSR 

$02A2 

E21B 

99 

02 

00 

STA 

$0002, Y 

E21E 

88 

DEY 

E21F 

10 

F5 

BPL 

$E216 

E221 

6C 

02 

00 

JMP 

($0002) 

****************************** 

E224 

A9 

40 

LDA 

#  $40 

E226 

8D 

00 

FF 

STA 

$FF00 

E22  9: 

A9 

24 

LDA 

#  $24 

E22B 

AO 

E2 

LDY 

#  $E2 

E22D: 

8D 

F8 

FF 

STA 

$FFF8 

E230 

8C 

F9 

FF 

STY 

$FFF9 

E233: 

A2 

03 

LDX 

#  $03 

E235: 

BD 

C3 

E2 

LDA 

$E2C3,X 

E238: 

9D 

F4 

FF 

STA 

$FFF4,X 

E23B: 

CA 

DEX 

E23C: 

DO 

F7 

BNE 

$E235 

E23E: 

8E 

00 

FF 

STX 

$FF00 

E241: 

60 

RTS 

Displacement  for  FETCH  rout. 
Config.  code  (RAM  1  only) 
FETCH  rout:  LDA  from  any  bnk 
Check  for  code  <C>  <B>  <M> 
Not  equal,  then  exit 
Loop  until  three  letters  checked 

Initialize  the  2-byte  zero-page 
Ptr  at  addrs  $C3  (lo)  -  $C4  (hi) 
With  the  addr  of  kernal  C-128 
Mode  Vector  ($FFF8) 
Displacement  for  FETCH  rout 
Config.  code  (RAMI  only) 
FETCH  rout:  LDA  from  any  bnk 
Place  entry  address  hi  -  lo  in 
Zero-page  $02-$03.  Loop 
Until  both  addresses  transferred 
Indirect  jump  via  zero  page 

Kernal  vector:  C128MODE 

RAM  1,  enable  all  system  ROMs 
And  set  configuration 
Initialize  the  2-byte  kernal 
Vector  for  the  128  mode  with 
The  default  value 
$E224 

Loop  counter  for  3  transfers 
Load  <C>  <B>  <M>  from  table 
And  copy  to  the  vector  range  of 
RAM  bank  1.  Loop  until  the 
Three  letters  are  transferred 
RAM  0,  enable  all  system  ROMs 
Return  from  subroutine 
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E242: 

AD 

05 

D5 

LDA 

$D505 

E245: 

29 

30 

AND 

#  $30 

E247  : 

C9 

30 

CMP 

#  $30 

E249: 

FO 

20 

BEQ 

$E2  6B 

****************************** 

E24B: 

A9 

E3 

LDA 

#  $E3 

E2  4D: 

85 

01 

STA 

*  $01 

E24F: 

A9 

2F 

LDA 

#  $2F 

E251: 

85 

00 

STA 

*  $00 

E253: 

A2 

08 

LDX 

#  $08 

E255: 

BD 

62 

E2 

LDA 

$E262,X 

E258 : 

95 

01 

STA 

*  $01, X 

E25A: 

CA 

DEX 

E25B: 

DO 

F8 

BNE 

$E255 

E25D: 

8E 

30 

DO 

STX 

$D030 

E260  : 

4C 

02 

00 

JMP 

$0002 

****************************** 

E263: 

A9 

F7 

LDA 

#  $F7 

E265: 

8D 

05 

D5 

STA 

$D505 

E268: 

6C 

FC 

FF 

JMP 

($FFFC) 

****************************** 

E26B: 

A2 

03 

LDX 

#  $03 

E2  6D: 

8E 

CO 

OA 

STX 

$0AC0 

E270: 

A9 

00 

LDA 

#  $00 

E272: 

9D 

CI 

OA 

STA 

$0AC1,X 

E275: 

CA 

DEX 

C-128  Internals 


Check  if  EXROM  input  on  MCR 
Serves  to  switch  modes  if  C64 
cartridge  inserted 

Read  MCR  register  of  the  MMU 
Check  if  bit  5  set  for  EXROM 
input 

Yes,  then  no  64  cartridge  present 

Kernal  routine:  G064MODE 
Configure  system  as  C64 

C-64  system  values  in 

Data  register  processor  port 

C-64  system  values  in 

Data  direction  reg  processor  port 

8  bytes  to  be  copied 

Here  the  ROM  original  of  the 

Routine,  which  configures  C-64 

Is  copied  into  zero  page  because 

The  routine  can  run  only  there 

Set  clock  frequency  to  1  MHz 

To  zero-page  rout:  config.  C-64 

This  routine  configures  C-128 
as  a  C-64.  It  can  run  only  in  the 
zero  page  because  all  other  areas 
are  switched  off. 

Write  init  value  for  C-64  system 
In  the  MCR  register  of  the  MMU 
Jump  to  RESET  vector  C-64 

Function  ROM  test  C-128  mode 

Initialize  loop  and  displ  counter 
For  cartridge  test 
The  first  4  bytes  of  the  PAT 
(Physical  address  table  of  the 
Expansion  card)  are  cleared  here 
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E276 : 

10 

FA 

BPL 

$E272 

E278 : 

85 

9E 

STA 

*  $9E 

E27A: 

AO 

09 

LDY 

#  $09 

E27C: 

AE 

CO 

OA 

LDX 

$0AC0 

E27F: 

BD 

BC 

E2 

LDA 

$E2BC,X 

E282: 

85 

9F 

STA 

*  $9F 

E284 : 

BD 

CO 

E2 

LDA 

$E2C0,X 

E287 : 

85 

02 

STA 

*  $02 

E289 : 

A6 

02 

LDX 

*  $02 

E28B: 

A9 

9E 

LDA 

#  $9E 

E28D: 

20 

DO 

F7 

JSR 

$F7D0 

E290 : 

D9 

BD 

E2 

CMP 

$E2BD,Y 

E293: 

DO 

21 

BNE 

$E2B6 

E295: 

88 

DEY 

E296: 

CO 

07 

CPY 

#  $07 

E298: 

BO 

EF 

BCS 

$E289 

E2  9A: 

A6 

02 

LDX 

*  $02 

E2  9C: 

A9 

9E 

LDA 

#  $9E 

E2  9E: 

20 

DO 

F7 

JSR 

$F7D0 

E2A1: 

AE 

CO 

OA 

LDX 

$0AC0 

E2A4: 

9D 

CI 

OA 

STA 

$0AC1,X 

E2A7 : 

C9 

01 

CMP 

#  $01 

E2A9 : 

DO 

OB 

BNE 

$E2B6 

E2AB: 

A5 

9E 

LDA 

*  $9E 

E2AD: 

A4 

9F 

LDY 

*  $9F 

E2AF: 

85 

04 

STA 

*  $04 

E2B1: 

84 

03 

STY 

*  $03 

E2B3  : 

20 

CD 

02 

JSR 

$02CD 

E2B6: 

CE 

CO 

OA 

DEC 

$0AC0 

E2B9: 

10 

BF 

BPL 

$E27A 

E2BB: 

60 

RTS 

****************************** 

E2BC: 

CO 

80 

CO 

80 

($00  initialized) 

Low  addr  value  for  cartridge  test 
Displacement  to  cart  code(CBM) 
Displacement  cntr  for  cart  check 
Get  high  addr  value  from  table 
And  place  it  in  zero  page 
Get  bank  val.  for  test  from  table 
And  place  it  in  z-page  bank  byte 
Get  bank  code  from  zero  page 
Get  addr  $9E  as  VETVEC  in  acc 
INDFET:LDA(fetvec),Y  any  bk 
Test  1  character  for  "CBM"  code 
Not  equal,  next  bank/address 
Continue  test  for  "CBM"  code 
If  3  code  chars  are  recognized 
Then  continue,  else  in  test  loop 
Get  bank  code  of  current  test 
Get  addr  $9E  as  FETVEC  in  acc 
INDFET:  LDA(fetvec),Y  any  bk 
Get  F  ROM  displacement  pointer 
ID  table  of  expansion  card 
Check  expansion  indicated 
No,  then  skip  to  next  test 
Low  of  entry  address  in  acc 
High  of  entry  address  in  Y-reg 
Low  of  entry  address  in  PC  low 
High  of  entry  address  in  PC  hi 
JSRFAR:  JSR  to  any  bk+RTS 
Loop/displacement  counter  -1 
Not  zero,  then  continue  test 
Return  from  subroutine 

High  addresses  for  cartridge  test 
$C000,  $8000,  $C000,  $8000 
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****************************** 

E2C0:     04  04  08  08 
****************************** 

E2C4:     43  42  4D 
****************************** 


Bank  numbers  for  cartridge  test 

inROM,inROM,exROM,exROM 

Code  for  cartridge  indication 

<C>  <B>  <M> 

Intialization  table  for  VIC  regs 


E2C7: 

00 

00 

00 

00  00  00 

00  00 

E2CF: 

00 

00 

00 

00  00  00 

00  00 

E2D7: 

00 

IB 

FF 

00  00  00 

08  00 

E2DF: 

14 

FF 

01 

00  00  00 

00  00 

E2E7: 

0D 

0B 

01 

02  03  01 

02  00 

E2EF: 

01 

02 

03 

04  05  06 

07  FF 

E2F7: 

FC 

****************************** 

initialization  laoie  101  v  la^  regs 

E2F8- 

00 

7E 

01 

50  02  66 

03  49 

VDU  tao  1 

E300 

04 

20 

05 

00  06  19 

07  ID 

E308 

08 

00 

09 

07  OA  20 

0B  07 

E310 

OC 

00 

0D 

00  0E  00 

OF  00 

E318 

:  14 

08 

15 

00  17  08 

18  20 

E320 

:  19 

40 

1A 

F0  IB  00 

1C  20 

E328 

:  ID 

07 

22 

7D  23  64 

24  05 

E330 

:  16 

78 

E332 

FF 

.Byte 

$FF 

Separator 

E333 

:  19 

47 

VDCtab2 

E335 

:  FF 

.Byte 

$FF 

Separator 

E336 

:  04 

27 

07 

20 

VDCtab3 

E33A 

:  FF 

.Byte 

$FF 

Separator 

****************************** 

Kernal  routine:  TALK 

E33B 

:  09 

40 

ORA  # 

$40 

Set  bit  6  for  TALK 

E33D 

:  2C 

•  Byte 

$2C 

Skip  to  $E340 

E33E 

:  09 

20 

ORA  # 

$20 

Set  bit  5  for  listen 

E340 

:  20 

EC 

E7 

JSR  $E7EC 

Wait  for  end  of  RS-232  transfer 
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***************************** 


Cj  O  T  o 

4ft 

FnA 

9  & 

y  *± 

Oil 

1U 

U  A 

DDT 

?E352 

P"3  dft 

o  0 

bhC 

"ITT  4  Q 

0  0 

2V 

nj 

KUK 

P^  4R 

z  u 

F9 

TCD 

JbK 

*±  u 

y  ft 

T  OD 
llbK 

P"3  Rfi 

ft  0 

Zv  9 

AO 

TOD 

LSR 

*  $A3 

F^  ^ 

0  0 

D  T  7\ 

FliA 

ft  R 

q  r 
y  o 

b  1 A 

x  $  yo 

9  n 
z  u 

7  9 

JbK 

$Eo  /3 

F^Rft 

z  u 

R7 

FR 

•to 

TCD 

JbK 

6C  C  C9 

9EOO  / 

F  "3  RP. 

art 

AU 

(\  Cl 
\J  u 

JJJJ 

liDA 

?DD  00 

no  Dej 

9  Q 

z  y 

Ci  Q 

U  o 

AND 

#  $08 

f  ^  £  n 

JJU 

1  9 
1Z 

BNE 

9E374 

ilOOZ  : 

9  n 
zU 

Do 

JSR 

$E5D6 

EjO  0  0  ■ 

Ay 

riri 

r  r 

T  T*\  TV 

LDA 

#  ?FF 

hi  j  d  / : 

(JC 

D**i 

DC 

STA 

$DC0C 

w  *3  £  7A  ■ 

ill  O  Dri  . 

9  n 
z  u 

DO 

JbK 

s  a 

on 

1  AA 

F  "3  £F  • 

a9 

AZ 

1  A 
1 1 

T  TW 

#  $14 

p^"7 n  • 
no  /  u  • 

v^A 

fie1  v 

PT7  1  • 

nn 
UU 

r  JJ 

DTVTT7 

ti  o  /  o  : 

7V  TV 

AA 

TAX 

E374: 

AD 

00 

DD 

LDA 

$DD00 

E377: 

09 

08 

ORA 

#  $08 

E379: 

8D 

00 

DD 

STA 

$DD00 

E37C: 

20 

73 

E5 

JSR 

$E573 

E37F: 

20 

4E 

E5 

JSR 

$E54E 

E382: 

20 

57 

E5 

JSR 

$E557 

Kemal  routine:  LISTN 

Save  Talk/Listn  marker  on  stack 
Another  byte  to  output? 
No,  then  continue 
Set  carry  for  rotation 
Set  flag  for  EOI 
Output  byte  to  serial  bus 
Erase  character  in  buffer  marker 
Clear  flag  for  EOI  again 
Get  old  acc  contents  back 
Store  byte  to  output  in  zero  page 
SEI,  1  MHz,  turn  sprites  off 
Output  data  high 
Check  if  the  ATN  signal  is  set 
On  data  port  A  of  CIA  2 
Not  set,  then  skip 
Pulse  for  fast  serial  mode 
I/O  data  buffer  for  serial 
Set  transfer  to  high  value 
Wait  for  response  from  bus 
Store  X-reg  contents  in  acc 
Set  loop  counter  to  20 
Decrement  loop  counter  by  1 
Wait  until  loop  counted  down 
Recreate  old  X-reg  contents 
Read  port  A  of  CIA  2 
Set  ATN  lo  signal  &  write  back 
to  Port  A  of  CIA  2 
Clk  freq.  1MHz,  turn  sprites  off 
Output  clock  low 
Output  data  high 
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******************************      Delay  loop  about  1  millisecond 


E385: 

8A 

TXA 

Store  X-rec  contents  in  acc 

E386: 

A2 

B8 

LDX 

#  $B8 

Set  loop  counter  to  184 

E388: 

CA 

DEX 

Decrement  loop  counter  by  1 

E389: 

DO 

FD 

BNE 

$E388 

Loop  until  counter  =  0 

E38B: 

AA 

TAX 

Restore  X-reg  contents 

****************************** 

Byte  on  serial  bus  (prepare) 

E38C: 

20 

73 

E5 

JSR 

$E573 

Clock  freq.  1  MHZ,  sprites  off 

S7 

J— J  -w* 

JSR 

$E557 

Output  data  high 

E392: 

20 

69 

E5 

JSR 

$E569 

Get  bit  from  serial  bus  into  carry 

E395 : 

90 

03 

BCC 

$E39A 

Data  not  low,  then  OK  and  skip 

E397 : 

4C 

28 

E4 

JMP 

$E428 

"Device  not  present"  -  sys  status 

E39A: 

2C 

0D 

DC 

BIT 

$DC0D 

Test  CIA  interrupt  control  reg. 

E39D : 

20 

45 

E5 

JSR 

$E545 

Output  clock  high 

E3A0 : 

24 

A3 

BIT 

*  $A3 

Zero-page  pointer  for  EOI  set? 

E3A2  : 

10 

OA 

BPL 

$E3AE 

No,  then  skip 

E3A4 : 

20 

69 

E5 

JSR 

$E569 

Get  bit  from  serial  bus  into  carry 

E3A7 : 

90 

FB 

BCC 

$E3A4 

Wait  for  data  low  signal 

E3A9 : 

20 

69 

E5 

JSR 

$E569 

Get  bit  from  serial  bus  into  carry 

E3AC: 

B0 

FB 

BCS 

$E3A9 

Wait  for  data  high  signal 

E3AE : 

AD 

00 

DD 

LDA 

$DD00 

Here  data  is  read  from  port  A 

E3B1 : 

CD 

00 

DD 

CMP 

$DD00 

Of  CIA  2 

E3B4: 

DO 

F8 

BNE 

$E3AE 

E3B6: 

48 

PHA 

Data  read  are  stored  on  the  stack 

E3B7 : 

AD 

0D 

DC 

LDA 

$DC0D 

Check  interrupt  control  register 

E3BA: 

29 

08 

AND 

#  $08 

Is  timer  A  on  one  shot  ? 

E3BC: 

F0 

05 

BEQ 

$E3C3 

Yes,  then  skip 

E3BE: 

A9 

CO 

LDA 

#  $C0 

Set  Control  bits  6  and  7  in  sys- 

E3C0: 

8D 

1C 

OA 

STA 

$0A1C 

tem  pointer  for  fast  serial  mode 

E3C3: 

68 

PLA 

Get  data  read  back  from  stack 

E3C4: 

10 

E8 

BPL 

$E3AE 

Bit  7  cleared,  then  skip 

E3C6: 

09 

10 

ORA 

#  $10 

Set  bit  4  for  elk  output  on  serial 

E3C8  : 

8D 

00 

DD 

STA 

$DD00 

bus  and  write  in  port  A 

E3CB: 

29 

08 

AND 

#  $08 

Check  if  bit  3  is  set 

E3CD: 

DO 

13 

BNE 

$E3E2 

No,  then  skip 

E3CF: 

2C 

1C 

OA 

BIT 

$0A1C 

Check  bit  7,  serial  mode  pointer 

E3D2: 

10 

0E 

BPL 

$E3E2 

Bit  7  cleared,  then  skip 
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E3D4 

20 

D6 

E5 

JSR 

$E5D6 

E3D7 

A5 

95 

LDA 

*  $95 

E3D9 

8D 

OC 

DC 

STA 

$DC0C 

E3DC 

20 

BC 

E5 

JSR 

$E5BC 

E3DF 

4C 

12 

E4 

JMP 

$E412 

****************************** 


Impulse  for  fast  serial  mode 
Get  stored  byte  and  write  in 
CIA  input/output  register 
Wait  for  response  from  bus 
Byte  output  over  serial  bus 

Byte  on  serial  bus  (output) 


■coco. 

7\  O 

A9 

A  o 

LDA 

#  $08 

Initialize  counter  for  number  of 

hj otj'i : 

AO 

o  m  tv 

STA 

*  $AO 

cits  to  send  witn  o 

TP  O  TP  C  ■ 

hobo  : 

TV  T\ 

AD 

A  A 

00 

DD 

LDA 

5DD00 

Here  data  is  read  from  port  A 

TP  OT?  Q  • 

OJJ 

a  a 

DU 

CMP 

£  r\n  A  A 

$DD0U 

TP  "3  TP  f  ■ 

TP  Q 

T3  VTTP 

BNE 

6  TP  OTP  C 

TP  O  TP  TP  • 

UA 

TV  O  T 

ASL 

TV 

A 

uaia  sniitea  mto  tne  carry  nag 

P*3T?1?  • 

CjoejC  : 

y  u 

O  /I 

BCC 

?E4<cO 

■    In  ij~rNn  4"  /info   lit  />U   /MiftMif  fitvta/Mii!' 

output  uata  nign,ourput  timeout 

c>or  x : 

DO 

y  o 

KUK 

rrepare  uit  ior  output 

cor  o  : 

■q  n 

A  R 

BCS 

O  TP  O  TP  TV 

$E  oFA 

v^necK  li  on  is  set 

TP  OTP C  ■ 

£  A 

TP  C 

ED 

JSR 

Ape  ^ 

$E560 

ino,  men  output  data  low 

TPOTPQ  • 

TDTvTTP 

£TP  O  TP  Pi 

/\nu  juiiip  to  ciock  nign  ouiput 

TPOTP 7A  • 

Cior  A . 

z  u 

D  / 

TOD 

<5tp  rch 

vjuipuL  udiu  mgn 

z  u 

TP  C 

TOD 

4t?  R  yi  R 

vjuipui  ciock  mgn 

4  n  n  • 

r*A 

VAT) 

^T/*v  (mpra  ti  /~\t*v 

i>o  wpcrauon 

pini  . 

EjflU  X  . 

T7»  TV 

JtiA 

T\T(~VD 

JNUf 

^Trt  flTlf»l*Ofl  ATI 

ino  c/perauon 

£|1U^  • 

JNVJir 

TP  d  A  O  . 

lv.TA.T3 
JNVJir 

i>t>  wpcrauon 

t?  ^  a,  a  • 

An 

AD 

u  u 

UU 

t  r\7v 

Cfvtv  A  A 

XVCaU  pOIX  J\  OI  v_l/\  Z 

■cam  • 

TV  TP 

AJNJJ 

if  ?JJr 

JjII  J .V_lCaI  Uala  OUipUL  SCIldl  DUa 

E40 9 : 

10 

ORA 

#  S10 

Rit  4'Spt  rlork'  outnut  ^prial  hn<» 

J-Jll.  ItUvl  vlvVA  V/UtUUl  ai^XXCU  LfUO 

E40B: 

8D 

00 

DD 

STA 

$DD00 

Write  in  data  port  A 

E40E: 

C6 

A5 

DEC 

*  $A5 

Decrement  bit  counter  by  1 

E410: 

DO 

D4 

BNE 

$E3E6 

Output  additional  bit,  then  loop 

E412: 

8A 

TXA 

Copy  contents  of  X-reg  to  acc 

E413: 

48 

PHA 

And  store  X-reg  on  stack 

E414: 

A2 

22 

LDX 

#  $22 

High  impulse  counter  to  #34 

E416: 

20 

69 

E5 

JSR 

$E569 

Get  1  bit  from  serial  bus  to  carry 

E419: 

BO 

05 

BCS 

$E420 

Data  high,  then  skip 

E41B: 

68 

PLA 

Get  old  X-reg  contents  from 

E41C: 

AA 

TAX 

stack  and  restore 

E41D: 

4C 

9F 

E5 

JMP 

$E59F 

Reset  clock  freq.  and  sprites 

E420: 

CA 

DEX 

Decrement  data  high  counter 
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Cj4^  X 

r  o 

iNOi  yet     nign  puiaca,  conunuc 

D  0 

PLA 

vJCl  KjiKJL  A          CUIlLCIlld  1/  olaVA. 

hi***:  4 

AA 

TAX 

ivcsiorc  A.-rcg  coiuenis 

E425 

A9 

03 

LDA 

#  $03 

i^ouc  ior  system  status,  lime  out 

kind  I 

zC 

.Byte  $2C 

OKip  lO  »JU-i*tZ/\ 

EilZ  0 

a  Q 
Ay 

o  u 

LDA 

#  $80 

V^UUC  aulLUa.l-'CVlL'C  IIUL  piCoCJLll 

T?  AO  A 

AR 

PHA 

^Itrvn*  ctatnc  *w1p  fxn  ctflf*1r 
OUJ1G  dlalUa  CV/UC  KJH  olaVJv 

T? A  OTk  * 
CilZJD 

1  c 

Uri 

LDA 

$0A1C 

Tpct  tViP  fact  Cf»ri5i1  ttiaHp  rwintpr 
1CM  UIO  lo-dl  oCXlol  IIUJUC  pvJIlll&l 

h4zh 

z  y 

IF 

AND 

#  $7F 

IVldSK  Out  Dll  /,  omy  IdSvSlOW 

E4o0 

8D 

1C 

OA 

STA 

$0A1C 

W/»*l  4-o  I'M  foot    tVIA/lA  t1q(Y 

w  me  m  iast-moac  iiag 

E4 

£  O 

DO 

PLA 

fiat  c  4"0  4i  i  o  at^Ai*  ^ 

vjci  siaius  error  coue 

E434 

20 

57 

F7 

JSR 

$F757 

Set  new  system  status 

E437 

20 

9F 

E5 

JSR 

$E59F 

Reset  clock  freq.  and  sprites 

E43A 

18 

CLC 

bet  indicator  tor  UK 

E43B 

4C 

35 

E5 

JMP 

$E535 

Turn  off  device  with  Unlsn 

****************************** 

Tfprnal  mutiny-  APPTR 

f"r**t  h\/t**  ftYMTi  cptihI  Knc 
vjcl  uyic  1IOII1  sCIlal  UUs 

E43E 

:  20 

73 

E5 

JSR 

$E573 

oyaicm  cm  iivixax,  apiiica  on 

E441 

:  A9 

00 

LDA 

#  $00 

i^icar  uic  zero-page  pix  lor  uic 

E443 

.  85 

A5 

STA 

*  $A5 

serial  cui  inuicaior 

E445 

:  2C 

0D 

DC 

BIT 

$DC0D 

Rpnrl  hit  7  nf  thf»  PTA  T<\T? 

JVCaU  Dll  /  Ol  UIC  V^lrV  lOlv 

E448 

:  8A 

TXA 

OIOIC  t-UITCIll  LOI1L  Ol  UIC  yv-ICg 

E449 

:  48 

PHA 

Via  t"Vif*  arr  r^n  thp  ctnpV 
v  la  uiw  avi/  \Jii  olxiv^jv 

E44A 

:  20 

45 

E5 

JSR 

$E545 

v^lOvJ\.  olgllal  Oil  poi  1 1\ 

E44D 

:  20 

69 

E5 

JSR 

$E569 

vjcl  dii  irom  oenai  duo  mio  variy 

E450 

:  10 

FB 

BPL 

$E44D 

W  all  lOl  Uala  Illgn  signal 

E452 

:  A2 

0D 

LDX 

#  $0D 

iniiiaiize  loop  counier  wim  #  i  j 

E454 

:  AD 

00 

DD 

LDA 

$DD00 

ixCaU  Uala  pori  /\  Ol  V^lrV  Z. 

E457 

:  29 

DF 

AND 

#  $DF 

-L>1  L  u»  ClCal    oCllal  UUa  puiaw  Ull 

E459 

:  8D 

00 

DD 

STA 

$DD00 

An/1            ft*  in      Q to  TVM*t 

/\Iltl  WlllC  111  Uala  pOil 

E45C 

:  AD 

00 

DD 

LDA 

$DD00 

XxCaU  Uala  pOIX  n.  Ol           Z  allU 

E45F 

:  CD 

00 

DD 

CMP 

$DD00 

/\  oil  arrives  over  me  dus 

E462 

:  DO 

F8 

BNE 

$E45C 

Kjii  uic  pori 

E464 

:  OA 

ASL 

A 

^Ihift  Hjitji  hit  into  th**  oqitv  flacy 
Oillll  uala  Uil  1111U  UIC  L-ally  Hag 

E465 

:  10 

ID 

BPL 

$E484 

Get  data  bvte  from  bus 

E467 

:  CA 

DEX 

Decrement  loop  counter  by  1 

E468 

:  DO 

F2 

BNE 

$E45C 

Loop  not  zero,  then  skip 

E46A 

:  A5 

A5 

LDA 

*  $A5 

Test  zero-page  EOI  pointer 
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E46C : 

DO 

OF 

BNE 

$E47D 

ror  #u,  rsui  received,  else  SKip 

E46E : 

20 

60 

E5 

JSR 

$E560 

Data  low  signal  on  serial  bus 

E471 : 

20 

45 

E5 

JSR 

$E545 

Clock  high  signal  on  serial  bus 

E474 : 

A9 

40 

LDA 

#  $40 

Code  tor  status:  b.ui  line 

E476 : 

20 

57 

F7 

JSR 

$F757 

Reset  system  status 

E479 : 

E6 

A5 

INC 

*  $A5 

iiui  pnter  to  time  error  n  umeout 

E47B: 

DO 

D5 

BNE 

$E452 

oet  data  oyte  to  tui 

E47D : 

68 

PLA 

Kestore  stored  A-reg  contents 

E47E: 

AA 

TAX 

via  tne  acc  irom  tne  stacK 

E47F : 

A9 

02 

LDA 

#  $02 

code  status,  timeout  ior  reaamg 

E481 : 

4C 

2A 

ti  A 

E4 

JMP 

5E42A 

iveset  system  status 

E484 : 

A2 

08 

LDX 

It       <S  A  O 

#  $08 

oet  counter  ior  o  aata  diis 

E486 : 

AD 

OD 

DC 

LDA 

$DC0D 

.Kead  interrupt  control  register 

E489 : 

29 

08 

AND 

n     a  a  A 

#  $08 

i  est  11  timer,  ciock,  or  dus 

E48B: 

DO 

28 

BNE 

$E4B5 

Interrupt.  Yes,  then  skip 

E48D : 

AD 

00 

DD 

LDA 

$DD00 

Dan  J  «4otn  *>ai-+  A        PTA  O  on/4 

Kead  data  port  a  oi       z  ana 

E490 : 

CD 

00 

DD 

CMP 

$DD00 

w  ait  until  a  Dit  arrives  over 

E493 : 

DO 

F8 

BNE 

$E48D 

Tina  *ssx#^> 

ine  port 

E495 : 

OA 

ASL 

A 

oniit  data.  Dit  into  me  Cdiry 

E496 : 

10 

EE 

BPL 

$E486 

ino,  wait  until  data  are  vana 

E498: 

66 

A4 

ROR 

*  $A4 

uata  Dit  in  on  storage 

E49A: 

AD 

00 

DD 

LDA 

$DD00 

Kead  data  port  or  l-ia  z  and 

E49D: 

CD 

00 

DD 

CMP 

$DD00 

w  ait  until  a  Dit  arrives  over 

E4A0 : 

DO 

F8 

BNE 

$E49A 

ine  port 

E4A2  : 

OA 

ASL 

A 

OV« « -ff  /Info  V>i mtA  tlto  rtom;  TlQfr 

onm  uaia  oil  mio  ine  cdiry  lidg 

E4A3 : 

30 

F5 

BMI 

<f*  T"i  A  A  T\ 

$E49A 

ino,  inen  w<iit 

E4A5  : 

CA 

DEX 

counter  ior  data  dii  numoer  - 1 

E4A6 : 

FO 

17 

BEQ 

$E4BF 

o  data  Dits  arrived,  men  SKip 

E4A8 : 

AD 

00 

DD 

LDA 

$DD00 

"P^q/4  /lota  iv\rt  A  A-f  ^TA  ^  Q-nrl 
JxCaQ  data  port  f\  OI           Z  allU 

E4AB: 

CD 

00 

DD 

CMP 

$DD00 

w  ait  until  a  Dit  arrives  over 

E4AE: 

DO 

F8 

BNE 

/*•  T-|  A  *  A 

?E4A8 

i  nc  port 

E4B0 : 

OA 

ASL 

A 

oniit  data  Dit  into  me  cany  nag 

E4B1: 

10 

F5 

BPL 

$E4A8 

Jump  it  Dit  received  is  u 

E4B3: 

30 

E3 

BMI 

$E498 

jump  li  Dit  received  is  i 

E4B5: 

AD 

OC 

DC 

LDA 

$DC0C 

otore  contents  or      data  ouner 

E4B8  : 

85 

A4 

STA 

*  $A4 

T-n  trio  f7ot>A  r\n  Aa 

m  tne  zero  page 

E4BA: 

A9 

CO 

LDA 

#  $C0 

Set  bits  6  and  7  in  the  sys  flag 

E4BC: 

8D 

1C 

OA 

STA 

$0A1C 

For  the  fast  serial  mode 

E4BF: 

68 

PLA 

Restore  old  X-reg  contents  via 

E4C0  : 

AA 

TAX 

The  acc  from  the  stack 
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E4C1 : 

O  A 

20 

60 

E5 

JSR 

$E560 

uata  low  signal  on  senai  dus 

E4C4  : 

A.  A 

90 

BIT 

6  ft  A 

TV»et  CTATTTQ  fnr  cAt  T70T  Kit 

i est  oiniuo  ior  set ckji  oh 

E4C6 : 

C  A 

50 

A  O 

03 

BVC 

?E4CB 

ino  cur  iouna,  men  conunue 

E4C8 : 

20 

38 

E5 

JSR 

?E538 

onut  aevice  on  -  unisn  rouirne 

E4CB: 

20 

9F 

E5 

JSR 

$E59F 

Reset  clock  freq  and  sprites 

E4CE: 

A5 

A4 

LDA 

*  $A4 

Get  data  byte  in  the  accumulator 

E4D0 : 

18 

CLC 

bet  indicator  tor  UK 

E4D1: 

60 

RTS 

Return  from  subroutine 

****************************** 

17/™,,!  mntirta*  CT7/^XTA 

Js.ernai  routine,  o.c.l,inij 

oenu  sec.  aaaress  alter  l^io  icin 

E4D2 

85 

95 

STA 

*  $95 

oiore  sec.  aaaress  in  zero  page 

E4D4: 

20 

7C 

E3 

JSR 

$E37C 

OntTMit  with  attp-ntirtn  Z'ATM^ 
WUipUl  Willi  allCHUUIl  \Jr\  LLV  ) 

E4D7 

AD 

00 

DD 

LDA 

$DD0  0 

Read  data  port  A  of  CIA  2 

E4DA 

29 

F7 

AND 

#  $F7 

Mask  out  bit  3  and  take  the  ATN 

E4DC 

8D 

00 

DD 

STA 

$DD00 

Signal  back  to  the  serial  bus 

E4DF 

60 

RTS 

Return  from  subroutine 

****************************** 

Jvernai  routine.  ijvoA 

E4E0 

:  85 

95 

STA 

*  $95 

Qtfvrv*  cpc^rvn/'lsit**/  Ck(\(\  in  Tf*iv\  t^hctp 
OLOrC  aCUUIlLLoiy  aLLLL  1X1  Z.C1U  jJdgC 

E4E2 

:  20 

7C 

E3 

JSR 

$E37C 

Oiitmit  with  attpntinn  fATN^ 

WULIJUI,  Willi  all&llllVJU  ^Alii ) 

E4E5 

:  24 

90 

BIT 

*  $90 

Tpct  ^TATTT^I  fnr  <spt  FOF  hit 

E4E7 

:  30 

4C 

BMI 

$E535 

m-V-/jr  ciicuuiiLCi,  iu  uiiimi  ruuuiic 

E4E9 

:  20 

73 

E5 

JSR 

$E573 

i~*\f\r>\r  ■fW»*"i  1  TV^T— Tt    enn f"PC  att 
V^IOC/K  lrC^liVlXlA,  apilLCa  Ull 

E4EC 

:  20 

60 

E5 

JSR 

$E560 

LJala  1UW  algllcll  Oil  bCIlcu  UUa 

E4EF 

:  20 

D7 

E4 

JSR 

$E4D7 

Pntrv  in  ^"FPTsJD  rmitinp 

Jjfllliy  111  OX-*V^l>JL-/  lUULlllC 

E4F2 

:  20 

45 

E5 

JSR 

$E545 

\^>lUvJv  111X1^  olgllol  Ull  aCllal  UUa 

E4F5 

:  AD 

00 

DD 

LDA 

$DD00 

T?pnH  rtata  tv\rt  A  rvf  f"TA  9  5»nH 
XVCaU  Uaul  puiL  A  Ul  VIA      all  Li 

E4F8 

:  CD 

00 

DD 

CMP 

$DD00 

W/ait  until  q  hit  qitiwpc  r\\7f*Y  thp 
W  alt  UI1U1  a  OIL  alTlVCa  UVC1  U1C 

E4FB 

:  DO 

F8 

BNE 

$E4F5 

Pnrt 

E4FD 

:  OA 

ASL 

A 

Shift  data  bit  into  the  carry 

E4FE 

:  30 

F5 

BMI 

$E4F5 

And  wait  for  data  high 

E500 

:  4C 

9F 

E5 

JMP 

$E5  9F 

Reset  clock  freq  and  sprites 
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****************************** 

Kernal  routine-  CIOUT 

E503: 

24 

94 

BIT 

*  $94 

Outnut  another  bvte1^ 

E505: 

30 

05 

BMI 

$E50C 

Yes  then  to  outnut  loon 

E507: 

38 

SEC 

Set  carry  for  rotation 

UVt  villi  J    Ivl  X  \J  L-CJ, 

E508: 

66 

94 

ROR 

*  $94 

Set  fla$*  for  buffered  hvte 

E50A: 

DO 

05 

BNE 

$E511 

Skin  outnut  looo 

EdUC  : 

A  O 

PHA 

Save  the  bvte  on  the  stack 

E50D: 

20 

8C 

E3 

JSR 

$E38C 

Outnut  buffered  Hvte  on  start 

E510: 

68 

PLA 

Get  byte  from  the  stack 

E511: 

85 

95 

STA 

*  $95 

Place  in  zero-page  output  storage 

E513: 

18 

CLC 

Carry  set  for  "OK"  indicator 

E514: 

60 

RTS 

Return  from  subroutine 

****************************** 

Kernal  routine*  TTNTT  K 

E515 

20 

73 

E5 

JSR 

$E573 

Reset  rlorlf  frennenrv 

E518 

20 

4E 

E5 

JSR 

$E54E 

Clock  low  iitmal  to  nort  A 

E51B 

AD 

00 

DD 

LDA 

$DD00 

Rear!  data  nort  A  of  CTA  2 

E51E 

09 

08 

ORA 

#  $08 

Set  bit  3  in  this  value  and 

E520 

8D 

00 

DD 

STA 

$DD00 

Output  ATN  lo  signal  on  the  bus 

E523 

.  A9 

5F 

LDA 

#  $5F 

Load  code  for  UNTLK  in  acc 

E525 

:  2C 

.Byte  $2C 

Skip  to  $E528 

****************************** 

Kernal  routine*  TTNT.SN 

JLVwXlitlX  lvUUllv>  Ulil- rt_#X  ^ 

E52  6 

:  A9 

3F 

LDA 

#  $3F 

Load  code  for  UNLSN  in  acc 

E528 

:  48 

PHA 

And  store  on  stack 

E529 

:  AD 

1C 

OA 

LDA 

$0A1C 

Status  tvunter  for  "fast  serial" 

E52C 

:  29 

7F 

AND 

#  $7F 

A4asV  out  Hit  7 

E52E 

:  8D 

1C  ,0A 

STA 

$0A1C 

And  write  hack 

E531 

:  68 

PLA 

Restore  old  acc  contents 

E532 

:  20 

43 

E3 

JSR 

$E343 

Kernal  routine*  LISTN 

E535 

:  20 

D7 

E4 

JSR 

$E4D7 

Reset  ATN  hieh 

E538 

:  8A 

TXA 

Store  X-rec  contents  in  acc 

E539 

:  A2 

OA 

LDX 

#  $0A 

Time  loon  for  40  microseconds 

X  liiiW  Iv/V/Lf  1U1  Tv  llLlvlvOvvVllUO 

E53B 

:  CA 

DEX 

Decrement  loop  counter  by  1 

E53C 

:  DO 

FD 

BNE 

$E53B 

Wait  until  loop  processed 

E53E 

:  AA 

TAX 

Restore  old  X-reg  contents 

E53F 

:  20 

45 

E5 

JSR 

$E545 

Clock  high  signal  on  port  A 
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E542: 

4C 

57 

E5 

OMP 

$E557 

Daxa  nign  signdi  on  port  t\ 

****************************** 

L-iocK  nign  signal 

E545- 

AD 

00 

DD 

LDA 

$DD00 

Read  data  port  A  of  CIA  2 

E548 

29 

EF 

AND 

#  $EF 

Clear  bit  4  for  clock  output  on 

E54A- 

8D 

00 

DD 

STA 

$DD00 

serial  bus  and  write  in  port  A 

E54D: 

60 

RTS 

Rpfiim  from  Qiihrniirinp 

****************************** 

E54E 

AD 

00 

DD 

LDA 

$DD00 

Read  data  port  A  of  CIA  2 

E551 

09 

10 

ORA 

#  $10 

Set  bit  4  for  clock  output  on 

E553 

8D 

00 

DD 

STA 

$DD00 

serial  bus  and  write  in  port  A 

E556 

60 

RTS 

J\.wLUlil  dUUIOUliilw 

****************************** 

LJCLuX  Illgil  big  11  til 

E557 

AD 

00 

DD 

LDA 

$DD00 

Read  data  port  A  of  CIA  2 

E55A 

29 

DF 

AND 

#  $DF 

Clear  bit  5  for  data  output  on 

E55C 

8D 

00 

DD 

STA 

$DD00 

serial  bus  and  write  in  port  A 

E55F 

60 

RTS 

ivetum  irom  subroutine 

****************************** 

udid  i^o  oignai 

E560 

AD 

00 

DD 

LDA 

$DD00 

Read  data  port  A  of  CIA  2 

E563 

:  09 

20 

ORA 

#  $20 

Set  bit  5  for  data  output  on  serial 

E565 

:  8D 

00 

DD 

STA 

$DD00 

Bus  and  write  in  port  A 

E568 

:  60 

RTS 

ixCLum  lroin  suDrouune 

****************************** 

VJCl  a  Oil  IIOII1  StCIlal  DUS  lO  CoITy 

E569 

:  AD 

00 

DD 

LDA 

$DD00 

JxcaU  (Jala.  yUl  I  r\  Ul  V^lrY  Z,  allU 

E56C 

:  CD 

00 

DD 

CMP 

$DD00 

Wait  until  a  bit  arrives  over 

E56F 

:  DO 

F8 

BNE 

$E569 

The  port 

E571 

:  OA 

ASL 

A 

Bit  received  (bit  7)  into  carry 

E572 

:  60 

RTS 

Return  from  subroutine 
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ED  /  o : 

1  Q 
/  0 

OCT 

oEl 

r*  R*7  /I  . 
ED  /  ft : 

zo 

JA 

UA 

Oil 

e  n  a  ^  a 

T?  RT7  • 

•3  n 

O  R 

ElYLl 

i?EoyE 

ed  /  y : 

•3  "7 

UA 

T3  TT 
Oil 

?UAJ  / 

ed  /c : 

J  u 

on 

DMT 

•fhiO  yE 

Ed  /e  : 

AD 

•3  ft 

ou 

DU 

LDA 

a  *3  r\ 

!?DU  3U 

r»CQ1  . 

EDo i : 

OJJ 

•3  "7 
O  / 

UA 

OTA 
O  1 A 

f  UAJ  / 

T?  R  Q  A  . 

ED  o  4 : 

AD 

1  R 

ID 

DU 

liiJA 

^rirtl  R 
■JJJUID 

EDO  /  . 

Qr> 
ou 

"3  P 
o  o 

Olii 

C  R  Q  R  • 

edba: 

A  Q 

uu 

t  rt  a 
LtUA 

If  ?uu 

tiO  esc : 

on 
OL) 

1  R 

id 

DU 

O  1 A 

*?DU  lj 

DC  DC  • 

EDor  : 

OU 

oU 

DU 

b  1 A 

»?DU  JU 

E592: 

AD 

38 

OA 

LDA 

$0A38 

E595: 

FO 

07 

BEQ 

$E59E 

E597: 

8A 

TXA 

E598: 

A2 

00 

LDX 

#  $00 

E59A: 

CA 

DEX 

E59B: 

DO 

FD 

BNE 

$E59A 

E59D: 

AA 

TAX 

E59E: 

60 

RTS 

***************************** 

E59F: 

2C 

3A 

OA 

BIT 

$0A3A 

E5A2: 

30 

16 

BMI 

$E5BA 

E5A4: 

2C 

37 

OA 

BIT 

$0A37 

E5A7 : 

10 

11 

BPL 

$E5BA 

E5A9: 

AD 

38 

OA 

LDA 

$0A38 

E5AC: 

8D 

15 

DO 

STA 

$D015 

E5AF: 

AD 

37 

OA 

LDA 

$0A37 

E5B2  : 

8D 

30 

DO 

STA 

$D030 

E5B5: 

A9 

00 

LDA 

#  $00 

E5B7: 

8D 

37 

OA 

STA 

$0A37 

E5BA: 

58 

CLI 

E5BB: 

60 

RTS 
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Set  system  clock  freq.  to  1MHz 
And  turn  all  sprites  off 

Disable  all  system  interrupts 

Test  interrupt  storage 

Bit  7  set,  then  return 

Check  clock  frequency 

Bit  7  set,  then  return 

VIC  register  for  clock  frequency 

Save  in  system  storage 

Enable  VIC  registers  for  sprites 

Save  in  system  storage 

Init.  status  for  1  MHz,  no  sprites 

Turn  all  sprites  off 

Set  clock  frequency  to  1  MHz 

Were  sprites  on? 

No,  then  return 

Store  X-reg  contents  in  acc 

Delay  loop  for  1.3  milliseconds 

Decrement  loop  counter  by  1 

Process  entire  delay  loop 

Restore  old  X-reg  contents 

Return  from  subroutine 

Reset  clock  frequency  and  sprite 
pointers  to  their  original  status 

Test  interrupt  storage 
Bit  7  set,  then  return 
Check  clock  frequency  storage 
Frequency  not  changed,  skip 
Write  the  stored  value  of  sprite 
Enable  register  back 
Write  the  stored  value  of  system 
Clock  frequency  back 
Clear  temp  storage  for 
System  clock  frequency 
Enable  all  system  interrupts 
Return  from  subroutine 
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****************************** 


AD 

OD 

\JLJ 

DC 

T.DA 

DJDJ.  • 

Oft 

AMD 

IT    v  v  o 

c  \J 

RP.O 

$E5BC 

AD 

DC 

LDA 

$DC0E 

E5C6: 

29 

80 

AND 

#  $80 

E5C8: 

09 

08 

ORA 

#  $08 

E5CA: 

8D 

0E 

DC 

STA 

$DC0E 

E5CD: 

AD 

05 

D5 

LDA 

$D505 

E5D0 : 

29 

F7 

AND 

#  $F7 

E5D2 : 

8D 

05 

D5 

STA 

$D505 

E5D5: 

60 

RTS 

**************************** 

E5D6 

AD 

05 

D5 

LDA 

$D505 

E5D9 

09 

08 

ORA 

#  $08 

E5DB 

8D 

05 

D5 

STA 

$D505 

E5DE 

A9 

7F 

LDA 

#  $7F 

E5E0 

8D 

0D 

DC 

STA 

$DC0D 

E5E3 

A9 

00 

LDA 

#  $00 

E5E5 

8D 

05 

DC 

STA 

$DC05 

E5E8 

A9 

04 

LDA 

#  $04 

E5EA 

8D 

04 

DC 

STA 

$DC04 

E5ED 

AD 

0E 

DC 

LDA 

$DC0E 

E5F0 

29 

80 

AND 

#  $80 

E5F2 

09 

55 

ORA 

#  $55 

E5F4 

8D 

0E 

DC 

STA 

$DC0E 

E5F7 

2C 

0D 

DC 

BIT 

$DC0D 

E5FA 

60 

RTS 

**************************** 

E5FB 

90 

C6 

BCC 

$E5C3 

E5FD 

BO 

D7 

BCS 

$E5D6 

Wait  for  response  from  bus 

Get  CIA  interrupt  control  reg. 

Wait  until  bit  4  (SRQ  input  from 

Serial  bus)  is  cleared 

Read  control  register  A  of  CIA 

Eliminate  bit  7  for  50  Hz  freq. 

Set  timer  to  mode  toggle  and 

"One  shot"  and  start  timer 

Mask  out  the  control  bit  for  fast 

Serial  mode  in  mode  config.  reg 

Of  theMMU 

Return  from  subroutine 

Fast  pulse  on  serial  bus 

Set  the  control  bit  for  the  fast 

Serial  mode  in  mode  config  reg 

Of  theMMU 

Clear  code  for  interrupt 

To  interrupt  control  register 

Load  timer  A  high  in  CIA  2  with 

the  high  value  #0 

Load  timer  A  low  in  CIA  2  with 

the  low  value  #4 

Read  control  register  A  of  CIA 

Eliminate  bit  7  for  50  HZ  freq 

Set  timer  to  force  load,  toggle 

Serial  bus  off  and  start  timer  A 

Read  interrupt  control  register 

Return  from  subroutine 

Kemal  routine:  FSTMOD 

Wait  -  response  from  serial  bus 
Fast  pulse  on  serial  bus 
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******************************      RS-232  output 


E5FF 

A5 

B4 

LDA 

*  $B4 

Number  of  bits  to  send 

E601 

FO 

47 

BEQ 

$E64A 

Is  byte  completely  transferred? 

E603 

30 

3F 

BMI 

$E644 

Is  stop  bit  required? 

E605 

46 

B6 

LSR 

*  $B6 

Shift  next  bit  into  carry 

E607 

A2 

00 

LDX 

#  $00 

Initialize  X-reg  as  ind.  with  $00 

E609 

90 

01 

BCC 

$E60C 

Bit  cleared? 

E60B 

CA 

DEX 

No,  then  set  X-reg  to  $FF 

E60C 

8A 

TXA 

Copy  bit  cleared  indicator  to  acc 

E60D 

45 

BD 

EOR 

*  $BD 

Combine  with  parity  status 

E60F 

85 

BD 

STA 

*  $BD 

Save  again  in  zero-page  parity 

E611 

C6 

B4 

DEC 

*  $B4 

Decrement  bit  counter  by  1 

E613 

FO 

06 

BEQ 

$E61B 

All  bits  transferred,  continue 

E615 

8A 

TXA 

Copy  X-reg  contents  into  acc 

E616 

29 

04 

AND 

#  $04 

Isolate  bit  2 

E618 

85 

B5 

STA 

*  $B5 

And  put  in  output  register 

E61A 

60 

RTS 

Return  from  subroutine 

****************************** 

Check  transmit  parity 

E61B 

A9 

20 

LDA 

#  $20 

Set  bit  5  in  acc  for  parity 

E61D 

2C 

11  OA 

BIT 

$0A11 

Check  RS-232  command  reg. 

E620 

FO 

14 

BEQ 

$E636 

Op.  mode  without  parity,  skip 

E622 

30 

1C 

BMI 

$E640 

Op.  mode  with  set  parity? 

E624 

:  70 

14 

BVS 

$E63A 

Op.  mode  for  uneven  parity? 

E626 

:  A5 

BD 

LDA 

*  $BD 

Parity  equal  one? 

E628 

:  DO 

01 

BNE 

$E62B 

No,  then  skip 

E62A 

:  CA 

DEX 

Set  parity  to  $FF 

E62B 

:  C6 

B4 

DEC 

*  $B4 

Set  bit  counter  to  $FF 

E62D 

:  AD 

10  OA 

LDA 

$0A10 

Get  RS-232  control  reg.  in  acc 

E630 

:  10 

E3 

BPL 

$E615 

Are  two  stop  bits  required? 

E632 

:  C6 

B4 

DEC 

*  $B4 

Set  bit  counter  to  $FE 

E634 

:  DO 

DF 

BNE 

$E615 

Not  zero,  calculate  stop  bits 

E636 

:  E6 

B4 

INC 

*  $B4 

Bit  counter  +1,  no  parity 

E638 

:  DO 

FO 

BNE 

$E62A 

Not  zero,  calculate  stop  bits 

E63A 

:  A5 

BD 

LDA 

*  $BD 

Get  parity  value  from  zero  page 

E63C 

:  FO 

ED 

BEQ 

$E62B 

Output  a  zero  bit  for  0 

E63E 

:  DO 

EA 

BNE 

$E62A 

Not  zero,  then  output  1-bit 

E640 

:  70 

E9 

BVS 

$E62B 

Routine:  output  0-bit 
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E642: 

50 

E6 

BVC 

$E62A 

Routine:  output  1 -bit-fixed  parity 

E644: 

E6 

B4 

INC 

*  $B4 

Increment  bit  counter  by  1 

E646: 

A2 

FF 

LDX 

#  $FF 

Put  code  value-  stop  bit  in  X-reg 

E648: 

DO 

CB 

BNE 

$E615 

Unconditional  jump 

****************************** 

3-line  /  X-line  handshake  test 

E64A 

AD 

11 

OA 

LDA 

$0A11 

Load  acc  with  RS-232  cmd  reg 

E64D 

4A 

LSR 

A 

Shift  bit  0  into  carry  flag 

E64E 

90 

07 

BCC 

$E657 

Skip  3-line  handshake  read 

E650 

2C 

01 

DD 

BIT 

$DD01 

Read  port  B  of  CIA  2 

E653 

10 

ID 

BPL 

$E672 

Is  DATA  SET  READY  (DSR) 

signal  missing 

E655 

:  50 

IE 

BVC 

$E675 

Is  CLEAR  TO  SEND  (CTS) 

sicnal  missine? 

E657 

:  A9 

00 

LDA 

#  $00 

Clear  z-page  buffer  for  RS-232 

on 

LDLJ 

OlA 

Parity  ($00)  and  the  zero  page 

E65B 

:  85 

B5 

STA 

*  $B5 

Storage  for  the  start  bit  to  send 

E65D 

:  AE 

15 

OA 

LDX 

$0A15 

Copy  number  of  bits  to  transfer 

E660 

:  86 

B4 

STX 

*  $B4 

Into  zero-page  as  counter 

E662 

:  AC 

1A 

OA 

LDY 

$0A1A 

Comp  index  to  start  of  output 

E665 

:  CC 

IB 

OA 

CPY 

$0A1B 

buffer  with  end.  If  all  bytes  are 

E668 

:  F0 

13 

BEQ 

$E67D 

transferred  then  done. 

E66A 

:  Bl 

CA 

LDA 

($CA) ,Y 

Get  data  byte  from  RS-232 

E66C 

:  85 

B6 

STA 

*  $B6 

buffer  and  pass  in  storage 

E66E 

:  EE 

1A 

OA 

INC 

$0A1A 

Index:  incr  start  of  output  buffer 

E671 

:  60 

RTS 

Return  from  subroutine 

****************************** 

Set  NMI  status  for  RS-232 

E672 

A9 

40 

LDA 

#  $40 

Code  for  DATA  SET  READY 

(DSR)  missing 

E674 

:  2C 

.Byte  $2C 

Skip  to  $E677 

E675 

:  A9 

10 

LDA 

#  $10 

Code  for  CLEAR  TO  SEND 

(CTS)  missing 

E677 

:  0D 

14 

OA 

ORA 

$0A14 

Combine  with  RS-232  status  reg 

E67A 

8D 

14 

OA 

STA 

$0A14 

And  put  in  status  register 

E67D 

A9 

01 

LDA 

#  $01 

Load  acc  with  $01  and  clear  the 

E67F 

8D 

0D 

DD 

STA 

$DD0D 

NMI  for  timer  A 

E682 

4D 

OF 

OA 

EOR 

$0A0F 

Combine  w/  RS-232  NMI  status 
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E685 

:  09 

80 

ORA 

#  $80 

Reverse  flag  for  RS-232  &  place 

E687 

:  8D 

OF 

OA 

STA 

$0A0F 

value  in  the  RS-232  NMI  status 

E68A 

:  8D 

OD 

DD 

STA 

$DD0D 

Allow  all  further  NMIs 

E68D 

:  60 

RTS 

Return  from  subroutine 

****************************** 

Calculate  num  RS-232  data  bits 

E68E 

A2 

09 

LDX 

#  $09 

Default  value  to  8  data  bits 

E690 

:  A9 

20 

LDA 

#  $20 

Check  value  for  num  of  data  bits 

E692 

:  2C 

10 

OA 

BIT 

$0A10 

Check  RS-232  control  register 

E695 

:  F0 

01 

BEQ 

$E698 

Bit  5  cleared? 

E697 

CA 

DEX 

Decrement  number  of  data  bits 

E698 

50 

02 

BVC 

$E69C 

Bit  6  cleared? 

E69A 

CA 

DEX 

Decrement  number  of  data  bits 

E69B 

CA 

DEX 

Decrement  number  of  data  bits 

E69C 

60 

RTS 

Return  from  subroutine 

****************************** 

Process  bit  received 

E69D 

A6 

A9 

LDX 

*  $A9 

Check  if  it  is  a  start  bit 

E69F 

DO 

33 

BNE 

$E6D4 

No,  skip 

E6A1 

C6 

A8 

DEC 

*  $A8 

Decrement  bit  counter  by  1 

E6A3 

FO 

3A 

BEQ 

$E6DF 

All  bits  received,  then  continue 

E6A5 

30 

OD 

BMI 

$E6B4 

If  stop  bits  expected,  then  skip 

E6A7 

A5 

A7 

LDA 

*  $A7 

Get  received  bit  in  acc 

E6A9 

45 

AB 

EOR 

*  $AB 

And  combine  for  parity 

E6AB 

85 

AB 

STA 

*  $AB 

Place  parity  value  in  zero  page 

E6AD 

46 

A7 

LSR 

*  $A7 

Shift  received  bit  into  carrv  flas 

E6AF 

.  66 

AA 

ROR 

*  $AA 

And  in  input  buffer 

E6B1 

:  60 

RTS 

Return  from  subroutine 

****************************** 

Set  start  bit  pointer  when  all 

stop  bits  have  been  received 

E6B2 

:  C6 

A8 

DEC 

*  $A8 

Decrement  bit  counter  by  1 

E6B4 

:  A5 

A7 

LDA 

*  $A7 

Get  stop  bit  value  in  acc  and 

E6B6 

:  FO 

6B 

BEQ 

$E723 

Check  if  it  is  zero.  Skip 

E6B8 

:  AD 

10 

OA 

LDA 

$0A10 

RS-232  control  register  in  acc 

E6BB 

:  OA 

ASL 

A 

Number  of  stop  bits  into  carry 

E6BC 

:  A9 

01 

LDA 

#  $01 

Addition  value  num  of  stop  bits 
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E6BE : 

65 

A8 

ADC 

*  $Ao 

A /I /I  /lotn    kifn    rj /H   C f" Kite 

/\QQ  Qaul  DllS  mid  Stop  DllS 

E6C0 : 

DO 

EF 

BNE 

i?EoBI 

inoi  dii  stop  oils  received,  aJvip 

EoCz  : 

Ay 

LDA 

if  i?yu 

rwvLy  over  iidg  received  in  acc 

E6C4 : 

8D 

0D 

DD 

STA 

$DD0D 

A            *****  nKla  1VT IV /I  ¥ 

AuQ  CnEDlc  IN  Ml 

E6C7: 

OD 

OF 

OA 

ORA 

$0A0F 

Combine  w/  RS-232  NMI  status 

E6CA 

8D 

OF 

OA 

STA 

$0A0F 

And  place  in  RS-232  NMI  status 

E6CD 

85 

A9 

STA 

*  $A9 

Set  flag  for  start  bit 

E6CF 

A9 

02 

LDA 

#  $02 

Init.  acc  with  2  for  transmission 

E6D1 

4C 

7F 

E6 

JMP 

$E67F 

Ana  clear  trie  injvll  ior  timer  r> 

****************************** 

Ch(*rV  fr»r  1?  9-9^7  «tnrt  hit 
v^iicuv.  iur  ivo  i-ji  suui  uii 

E6D4 

:  A5 

A7 

LDA 

*  $A7 

VJCl  dial  I  UXL  Value  III  aL/L' 

E6D6 

:  DO 

EA 

BNE 

$E6C2 

Not  zero,  skip.  Else  reset  the 

E6D8 

:  85 

A9 

STA 

*  $A9 

Zero-page  start  bit  flag  and  reset 

E6DA 

:  A9 

01 

LDA 

#  $01 

the  zero-page  ptr  for  RS-232 

E6DC 

:  85 

AB 

STA 

*  $AB 

Reset  input  parity 

E6DE 

:  60 

RTS 

T?  <atii  f»ri  TTAtn  c  n  r"M*/"\i  i  ti  n  P 

iveiurn  irom  aUDroutiiic 

****************************** 

'Ptw'pcc  tpppivpH  hvtp 

E6DF 

:  AC 

18 

OA 

LDY 

$0A18 

inaex  10  mc  suui  01  ixo-zoz 

E6E2 

:  C8 

INY 

increment  input  uuiiex  uy  i 

E6E3 

:  CC 

19 

OA 

CPY 

$0A19 

v^ompdre  wiin  end.  11  uuiici, 

E6E6 

:  F0 

2A 

BEQ 

$E712 

r  1  ^att   Cot  O'AtM'AtM'l  Q  tA  O  t  Q  f"l  T  G 

i  nen  set  appropriate  status 

E6E8 

:  8C 

18 

OA 

STY 

$0A18 

write  Duller  index 

E6EB 

:  88 

DEY 

AnH  Hprrpmpnf  hv  1  florin 

E6EC 

:  A5 

AA 

LDA 

*  $AA 

lii^f  T*P>r»£»1                Kit  tTYMTI    7Pm  "T^QfTP 

vjcl  received  dil  iioni  ^cio  page 

E6EE 

:  AE 

15 

OA 

LDX 

$0A15 

in  mnuer  01  data  di  ts  m  yv-rcg 

E6F1 

:  E0 

09 

CPX 

#  $09 

R  hftQ  1  ^trvn  hit  tpppivpH1^ 

E6F3 

:  F0 

04 

BEQ 

$E6F9 

Ypc  tV»pn  pvprvthin©  OTT 
ics,  tiicn  cvci y  uniig  wi\ 

E6F5 

:  4A 

LSR 

A 

xhiTt  hitc  in  /^rvrrPi^t  f\r\citirvn 
onni  uits  in  coneci  position 

E6F6 

:  E8 

INX 

Ttir*fPfriPTit  Hutsi  hit  /"■ruintpi*  hv  1 

incicinent  udui  uii  counici  uy  l 

E6F7 

:  DO 

F8 

BNE 

$E6F1 

Tiirrvn  tr%  hvtp  nHiiiQtmpnt 

JUllip  IKJ  UjrtC  aU-JUatlllCilt 

E6F9 

:  91 

C8 

STA 

($C8) ,Y 

tv ntc  uytc  m  niput  uuiici 

E6FB 

:  A9 

20 

LDA 

#  $20 

Control  value  for  oaritv  check 

E6FD 

:  2C 

11 

OA 

BIT 

$0A11 

Test  RS-232  command  register 

E700 

:  F0 

B0 

BEQ 

$E6B2 

Transfer  is  without  parity 

E702 

:  30 

AD 

BMI 

$E6B1 

Fixed  bit  value  for  parity 

E704 

:  A5 

A7 

LDA 

*  $A7 

Recevied  parity  bit  in  acc 
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F70  6 

U  '  vu 

in 

AD 

EOR 

*  $AB 

"OUIiipoIC  W1U1  CdlLUldlCU  pdiiiy 

P*7fi  ft 

r  U 

BEQ 

$E70D 

jc.qu.ai,  tnen  continue  witn  ujx 

in  n  a 

Cj  /  UH 

/  u 

AD 

BVS 

$E6B1 

iiqudi  parity,  continue  witn  vjjv 

Ei  / 

.  it 

.Byte  $2C 

oKlp  IO  .PJC./UF 

Ei  /  vi«/ 

BVC 

$E6B1 

YTfiPfiiml  T\at~i t\f  pAYitiniip  n//  (OUT 
UllCqUoI  pdiiiy  ,VAH111I1UC  W/  OIV 

£j  /  Ur 

A  Q 

Ay 

LDA 

#  $01 

'L.oue  lor  pdnty  error  in  acc 

Hi  /  X  X 

.Byte  $2C 

Skin  tn 

T?"7 1  9 
Ei  /  XZ 

Ay 

ft  A 

LDA 

#  $04 

input  ouiier  iun  oi  coae  in  acc 

Ei  /  14 

.Byte  $2C 

OKip  tO  4>JC.  /  1  / 

Ei  /  XO 

Ay 

Q  ft 

LDA 

#  $80 

orcdK  coiiiiudriQ  recciveQ  in  ace 

E717 

•  2C 

.Byte  $2C 

Skip  to  $E71  A 

E718 

A9 

02 

LDA 

#  $02 

Load  error  code  in  Acc. 

E71A 

OD 

14 

OA 

ORA 

$0A14 

Combine  code  w/  RS-232  status 

E71D 

8D 

14 

OA 

STA 

$0A14 

And  place  in  RS-232  status  reg 

E720 

4C 

C2 

E6 

JMP 

$E6C2 

Jump:  receive  the  next  byte 

****************************** 

CKUU  I  ,OUtpUt  KJ>-232 

E723 

A5 

AA 

LDA 

*  $AA 

Oct  icCcivcu  oy ic  in  acc 

E725 

:  DO 

Fl 

BNE 

$E718 

r  raining  error 

E727 

:  FO 

EC 

BEQ 

$E715 

ureaK  comrnana  receivea 

E729 

85 

9A 

STA 

*  $9A 

riace  aevice  num  in  zero  page 

E72B 

:  AD 

11 

OA 

LDA 

$0A11 

Juoaa  ivo-z  jz  commana  register 

E72E 

:  4A 

LSR 

A 

omit  on  u  ^nanasnaKe )  into  Carry 

E72F 

:  90 

29 

BCC 

$E75A 

J  UIIip  lUr  J-IIIIC  IlallUalloKC 

E731 

:  A9 

02 

LDA 

#  $02 

Ct^Ai*  Fl  ATA  QPT  T?P  AF»V  tpct  in 

'cooe  uj\  1  /\  oE  1  ivlvajj  i  test  in 

E733 

:  2C 

01 

DD 

BIT 

$DD01 

acc.  iveau  port  o  oi  z 

E736 

:  10 

ID 

BPL 

$E755 

inu  u'OJx.  signal,  uicii  crrur 

E738 

:  DO 

20 

BNE 

$E75A 

1MO  Jvequest  10  oena  signal 

E73A 

:  AD 

OF 

OA 

LDA 

$0A0F 

VJCl  XxO-ZJZ  l^llVll  slalUa  111  a\x, 

E73D 

:  29 

02 

AND 

#  $02 

"XX/H^n  Huta-TPppivp  ic  nptivp  tVipn 
VV  llCll  Utt  I  a  1 V  C  la  aL-LlVC,  Ulwil 

E73F 

:  DO 

F9 

BNE 

$E73A 

Wait  until  rpppnrion  is  fione 

E741 

:  2C 

01 

DD 

BIT 

$DD01 

T?pnH  r»rvrf  R  nf  PTA  9 

E744 

:  70 

FB 

BVS 

$E741 

Wall  lor  4_icax  10  ocnu  sigiicu 

E746 

:  AD 

01 

DD 

LDA 

$DD01 

r\r\rt  Pi  PTA  9  nnr?  c*»t  hit  9 

E749 

:  09 

02 

ORA 

#  $02 

Pnr  Rpniipct  Tft  SpnH  Qional 

E74B 

:  8D 

01 

DD 

STA 

$DD01 

Write  in  port  B 

E74E 

:  2C 

01 

DD 

BIT 

$DD01 

Read  port  B  CIA2  and  wait  for 

E751 

:  70 

07 

BVS 

$E75A 

Clear  To  Send  signal 

E753 

:  30 

F9 

BMI 

$E74E 

Poll  Data  Set  Ready 
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E755: 

A9 

40 

LDA 

#  $40 

E757: 

8D 

14 

OA 

STA 

$0A14 

E75A: 

18 

CLC 

E75B: 

60 

RTS 

****************************** 

E75C: 

20 

70 

E7 

JSR 

$E770 

E75F: 

AC 

IB 

OA 

LDY 

$0A1B 

E7  62: 

C8 

INY 

E763: 

CC 

1A 

OA 

CPY 

$0A1A 

E766: 

F0 

F4 

BEQ 

$E75C 

E768: 

8C 

IB 

OA 

STY 

$0A1B 

E76B: 

88 

DEY 

E7  6C: 

A5 

9E 

LDA 

*  $9E 

E7  6E: 

91 

CA 

STA 

($CA) ,Y 

E770: 

AD 

OF 

OA 

LDA 

$0A0F 

E773: 

4A 

LSR 

A 

E774: 

BO 

IE 

BCS 

$E794 

E776: 

A9 

10 

LDA 

#  $10 

E778: 

8D 

0E 

DD 

STA 

$DD0E 

E77B: 

AD 

16 

OA 

LDA 

$0A16 

E77E: 

8D 

04 

DD 

STA 

$DD04 

E781: 

AD 

17 

OA 

LDA 

$0A17 

E784: 

8D 

05 

DD 

STA 

$DD05 

E787: 

A9 

81 

LDA 

#  $81 

E789: 

20 

7F 

E6 

JSR 

$E67F 

E78C: 

20 

4A 

E6 

JSR 

$E64A 

E78F: 

A9 

11 

LDA 

#  $11 

E791: 

8D 

OE 

DD 

STA 

$DD0E 

E794: 

60 

RTS 

****************************** 

E795: 

85 

99 

STA 

*  $99 

E797: 

AD 

11 

OA 

LDA 

$0A11 

E79A: 

4A 

LSR 

A 

Code  -  missing  Data  Set  Ready 
Write  signal  in  RS-233  status 
Set  carry  for  OK  indicator 
Return  from  subroutine 

Output  in  RS-232  Buffer 
CTS  =  Clear  to  send 
DSR  =  Data  set  read 

Start  transfer  is  necessary 
Index  end  RS-232  output  buffer 
Get  in  X-reg  and  increment  by  1 
Comp  with  start  of  output  buffer 
Buffer  full,  then  wait 
Set  new  index  to  output  buffer 
And  decrement  this  pointer  by  1 
Get  byte  to  output  in  acc 
And  write  in  output  buffer 
Copy  RS-232  NMI  flag  into  acc 
Test  if  bit  0  is  set 
Sending  already? 
Initialize  timer  A  with  $10 
And  then  start  it 
Set  the  2-byte  timer  for  the 
Transmit  baud  rate  in 
$DD04-$DD05 

Code  timer  A  underflow  NMI 
NMI  on  underflow  of  timer  A 
Chk  CTS+DSR,  enable  transfer 
Initialize  timer  A  with  $11 
And  start  it 

Return  from  subroutine 

RS-232  CHKIN,  Set  RS-232 
input 

Place  device  num.  in  zero-page 
RS-232  command  register  in  acc 
Shift  bit  0  (handshake)  into  carry 
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E79B 

90 

28 

BCC 

$E7C5 

E  /  9D 

2  9 

A  O 

08 

AND 

#  $08 

E  /  yF 

FO 

2  4 

BEQ 

$E7C5 

E7A1 

71  A 

A9 

02 

LDA 

#  $02 

E7A3 

2C 

A  1 

01 

DD 

BIT 

$DD01 

E  /Ad 

1  A 

10 

AD 

BPL 

$E755 

E7A8 

n  A 

22 

BEQ 

$E7CC 

E  /AA 

AD 

OF 

OA 

LDA 

$0A0F 

E7AD 

4A 

LSR 

A 

E  /  AE 

BO 

FA 

BCS 

$E7AA 

TTl  TO  A 

E  /BU 

TV  T"\ 

AD 

01 

DD 

LDA 

$DD01 

E  /B3 

O  A 

29 

FD 

AND 

II        <S  T— |T-\ 

#  $FD 

E7B5 

8D 

01 

DD 

STA 

$DD01 

E7B8 

AD 

01 

DD 

LDA 

$DD01 

E7BB 

29 

04 

AND 

#  $04 

E7BD 

FO 

F9 

BEQ 

$E7B8 

E7BF 

A9 

90 

LDA 

#  $90 

E7C1 

18 

CLC 

E7C2 

4C 

7F 

E6 

JMP 

$E67F 

**************************** 

E7C5 

AD 

OF 

OA 

LDA 

$0A0F 

E7C8 

29 

12 

AND 

#  $12 

E7CA 

FO 

F3 

BEQ 

$E7BF 

E7CC 

18 

CLC 

E7CD 

60 

RTS 

****************************** 


E7CE: 

AD 

14 

OA 

LDA 

$0A14 

E7D1: 

AC 

19 

OA 

LDY 

$0A19 

E7D4: 

CC 

18 

OA 

CPY 

$0A18 

E7D7: 

F0 

0B 

BEQ 

$E7E4 

E7D9: 

29 

F7 

AND 

#  $F7 

E7DB: 

8D 

14 

OA 

STA 

$0A14 

E7DE: 

Bl 

C8 

LDA 

($C8),Y 

E7E0: 

EE 

19 

OA 

INC 

$0A19 

E7E3: 

60 

RTS 

3-line  handshake,  then  continue 
Test  duplex  operation 
Full  duplex,  then  continue 
Code  for  DSR  signal  test 
Test  port  B  of  CIA  2  for  DSR 
Missing,  then  set  status  and  exit 
Test  Ready  to  Send  signal 
RS-232  NMI  status  flag  in  acc 
Is  send  operation  active,  then 
Wait  until  transfer  finished 
Read  port  B  of  CIA  and 
EUminate  bit  0  -  Request  to  Send 
Return  signal  on  port  B 
Read  port  B  of  CIA  2  and 
Check  DTR  signal 
Not  present,  then  wait 
Get  NMI  mask  for  "flag"  in  acc 
Clear  carry  as  OK  indicator 
Enable  RS-232  NMI 

RS-232  CHKBSf  for  3-line 
handshake 

Get  RS-232  NMI  status  in  acc 
If  the  RS-232  is  not  yet  active 
Then  start 

Clear  carry  as  OK  indicator 
Return  from  subroutine 

GET  from  RS-232 

Get  RS-232  status  byte  in  acc 
Index  end  RS-232  input  buffer 
Comp  with  start  of  input  buffer 
If  equal,  then  buffer  empty:  Skip 
Mask  out  bit  3  (buffer  empty) 
And  clear  in  RS-232  status 
Read  1  byte  from  RS-232  buffer 
Index  RS-232  input  buffer  +  1 
Return  from  subroutine 


320 


Abacus  Software 


C-128  Internals 


******************************      GET  RS-232  if  buffer  empty 


E7E4: 

09 

08 

ORA 

#  $08 

Set  bit  3  (marker  -  buffer  empty) 

E7E6: 

8D 

14 

OA 

STA 

$0A14 

in  ko-zjz  status 

E7E9: 

A9 

00 

LDA 

#  $00 

Poor  Cf"W\  no      Vi  TfH^tPT*  tv»Q/n 

raSS  4>UU  as  cnaiaClcr  icoli 

E7EB: 

60 

RTS 

Datum  frAtn  ciiKfAiitlflP 

ixcuim  irom  sudioulhic 

****************************** 

Wait  fnr  <=>nH  nf  T? 

w  ail  ior  cna  oi  m  iJi. 

E7EC: 

48 

PHA 

OaVC  aCC  COnieills  Oil  auaL/A. 

E7ED : 

AD 

OF 

OA 

LDA 

$0A0F 

Clef  ~R  <3-9^9  NMT  flaa 
VJCl  i\J  iJi«  XNiYll  Hag 

E7F0: 

FO 

11 

BEQ 

$E803 

1NOL  SCI,  U1CI1  wJV  allU  C'OnilliUC 

E7F2: 

AD 

OF 

OA 

LDA 

$0A0F 

IS.cdU         jCJ 1>1Y11  Hag  again 

E7F5: 

29 

03 

AND 

#  *03 

Jolt  u  =  sena,  on  l  =  receive 

E7F7  : 

DO 

F9 

BNE 

$E7F2 

Wait  for  end 

E7F9. 

A9 

10 

LDA 

#  $10 

Load  acc  with  $10 

E7FB 

8D 

OD 

DD 

STA 

$DD0D 

Interrupt  via  "flag"  line 

E7FE 

A9 

00 

LDA 

#  $00 

RS-232  NMI  flag 

E800 

8D 

OF 

OA 

STA 

$0A0F 

Set  status  to  OK 

E803 

68 

PLA 

Restore  acc  contents 

E804 

60 

RTS 

Return  from  subroutine 

.****************************** 

JNivii  routine  ior  Ko-zoz 

E805 

:  98 

TYA 

interrupt  i^ontroi  ixegioier  ^iv^ivj 

E806 

:  2D 

OF 

OA 

AND 

$0A0F 

LOIUDUlC  Wlln  Ivo-^jZ  iNiVLL  Hag 

E809 

:  AA 

TAX 

Ana  store  result  in  A-reg 

E80A 

:  29 

01 

AND 

#  $01 

\ JocU  kite  1       7             r»k^/^Tf  IT 

JviasK  Dits  i  -  /  ana  cnecK  n 

E80C 

:  FO 

28 

BEQ 

$E836 

oena  operation  is  active.  no.oKip 

E80E 

:  AD 

00 

DD 

LDA 

$DD00 

JLoaa  acc  witn  aata  port 

E811 

:  29 

FB 

AND 

#  $FB 

v^iear  on  l  \  v  ajj ^  ana  pa&s  me 

E813 

:  05 

B5 

ORA 

*  $B5 

DLL  UJ  SCIIU 

E815 

:  8D 

00 

DD 

STA 

$DD00 

otore  in  uata  port 

E818 

:  AD 

OF 

OA 

LDA 

$0A0F 

v^opy  I\o          iiivix  llag  ill  aCL' 

E81B 

:  8D 

OD 

DD 

STA 

$DD0D 

And  write  again  into  ICR 

E81E 

:  8A 

TXA 

ICR/RS-232  NMI  combine  acc 

E81F 

:  29 

12 

AND 

#  $12 

Isolate  bits  1  and  4 

E821 

:  FO 

OD 

BEQ 

$E830 

Not  set,  start  byte  reception 

E823 

:  29 

02 

AND 

#  $02 

Isloate  bit  1,  call  of  timer  B 

E825 

:  FO 

06 

BEQ 

$E82D 

Not  set,  the  start  bit 
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E827 

20 

78 

E8 

JSR 

$E878 

E82A 

4C 

30 

E8 

JMP 

$E830 

E82D 

20 

A9 

E8 

JSR 

$E8A9 

E830 

20 

FF 

E5 

JSR 

$E5FF 

E833 

4C 

49 

E8 

JMP 

$E849 

E836 

8A 

TXA 

E837 

29 

02 

AND 

#  $02 

E839 

:  F0 

06 

BEQ 

$E841 

E83B 

20 

78 

E8 

JSR 

$E878 

E83E 

4C 

49 

E8 

JMP 

$E849 

E841 

8A 

TXA 

E842 

29 

10 

AND 

#  $10 

E844 

F0 

03 

BEQ 

$E849 

E846 

20 

A9 

E8 

JSR 

$E8A9 

E849 

AD 

OF 

OA 

LDA 

$0A0F 

E84C 

8D 

OD 

DD 

STA 

$DD0D 

E84F 

60 

RTS 

****************************** 


E850: 

CI 

27 

10177) 

E852: 

3E 

1A 

6718) 

E854: 

C5 

11 

4549) 

E856: 

74 

OE 

3700) 

E858: 

ED 

OC 

3309) 

E85A- 

45 

06 

1605) 

E85C 

FO 

02 

752) 

E85E 

46 

01 

326) 

E860 

B8 

00 

184) 

E862 

71 

00 

113) 

*************************** 

E864 

:  19 

26 

9753) 

E866 

:  44 

19 

6468) 

E868 

:  1A 

11 

4378) 

E86A 

:  E8 

OD 

3560) 

E86C 

:  70 

OC 

3184) 

Process  received  bit 
Start  reception  of  byte 
Preparation  for  recept.  next  byte 
Start  reception  of  byte 
Return  from  interrupt 
Store  X-reg  contents  in  acc 
Data  reception? 
No,  the  skip  processing 
Process  received  bit 
Return  from  interrupt 
Restore  old  X-reg  contents 
Check  if  a  start  bit  expected 
No,  then  continue 
Prepare  next  bit  reception 
Load  RS-232NMI  flag 
Copy  in  ICR  of  CIA  2 
Return  from  subroutine 

Timer  constants  RS-232  baud 
rate.  Table  1  forNTSC  version 

50  Baud 
75  Baud 

110  Baud 

134.5  Baud 

150  Baud 

300  Baud 

600  Baud 
1200  Baud 
1800  Baud 
2400  Baud 

Timer  constant  for  RS-232  baud 
rate.  Table  2  for  PAL  version 

50  Baud 

75  Baud 
110  Baud 
134.5  Baud 
150  Baud 


322 


Abacus  Software 


C-128  Internals 


E86E: 

06 

06 

1542) 

3Uu  Jtsaua 

E870: 

Dl 

02 

|= 

736) 

600  Baud 

E872  : 

37 

01 

311) 

1200  Baud 

E874: 

AE 

00 

174) 

1800  Baud 

E876: 

69 

00 

105) 

2400  Baud 

****************************** 

Input  NM1  routine  tor  Ka-Z3Z 

E878 : 

AD 

01 

DD 

LDA 

$DD01 

Keact  data  port  a  or  \~u\  z 

E87B: 

29 

01 

AND 

#  $01 

isolate  Dit  ior  receive  aata 

E87D : 

85 

A7 

STA 

*  $A7 

A  -nA  in  7  D  13  C  111  inrait  Kit  f\oo 

And  in  z>Jr  Ko-zjz  input  dii  nag 

E87F: 

AD 

06 

DD 

LDA 

$DD06 

Uet  low  value  01  v^ia  z  timer  d 

E882 : 

E9 

28 

SBC 

#  $28 

Ana  subtract  zo  irom  it 

E884: 

6D 

16 

OA 

ADC 

$0A16 

AAA  -Pull   Wit  fttYIP                 fnfa  ViicrTi 

Acia  iuii-Dit  tune  oaua  rate  nign 

E887: 

8D 

06 

DD 

STA 

$DD06 

Ana  reset  timer  r> 

E88A: 

AD 

07 

DD 

LDA 

$DD07 

tjet  nign  vaiue  or 1/\  l  tuner  o 

E88D: 

6D 

17 

OA 

ADC 

$0A17 

A  A  A  -Pull         +  4i4via  Unii^mfa  Tlin-Tl 

Aaa  tun- Dit  time  oauarate  nign 

E890 : 

8D 

07 

DD 

STA 

$DD07 

And  reset  timer  a  nign 

E893 

A9 

11 

LDA 

#  $11 

write  $i  i  in  control  regisier  01 

E895 

8D 

OF 

DD 

STA 

$DD0F 

CIA  z  =  otart  timer  & 

E898 

AD 

OF 

OA 

LDA 

$0A0F 

OCt  Ko-ZjZ  JNJV11  Status  lu  aCC 

E8  9B 

8D 

0D 

DD 

STA 

$DD0D 

Ana  set  uia  interrupt  control  reg 

E89E 

A9 

FF 

LDA 

#  $FF 

Initialization  value  for  timer  B 

E8A0 

:  8D 

06 

DD 

STA 

$DD06 

Set  timer  B  low  to  high  value 

E8A3 

8D 

07 

DD 

STA 

$DD07 

Set  timer  B  high  to  high  value 

E8A6 

:  4C 

9D 

E6 

JMP 

$E69D 

Process  received  bit 

****************************** 

NMI  routine  for  RS-232  output 

E8A9 

:  AD 

12 

OA 

LDA 

$0A12 

RS-232  user  baud  rate  in  acc 

E8AC 

:  8D 

06 

DD 

STA 

$DD06 

A   y-*                        «w               l/\tT!    AT    ■       T  A  * 

aq  in  timer  low  or  l*ia  z 

E8AF 

:  AD 

13 

OA 

LDA 

$0A13 

RS-232  user  baud  rate  in  acc 

E8B2 

:  8D 

07 

DD 

STA 

$DD07 

Ana  in  timer  r>  nign  01  l-ia  z 

E8B5 

:  A9 

11 

LDA 

#  $11 

Write  $1 1  in  control  register  of 

E8B7 

:  8D 

OF 

DD 

STA 

$DD0F 

ciA  z  =  start  timer 

E8BA 

:  A9 

12 

LDA 

#  $12 

Invert  bits  U,  1  and  4  or  Ko-Z3Z 

E8BC 

:  4D 

OF 

OA 

EOR 

$0A0F 

rNlVJLL  Hag.  11113  Value 

E8BF 

:  8D 

OF 

OA 

STA 

$0A0F 

Back  in  the  NMI  flag 

E8C2 

:  A9 

FF 

LDA 

#  $FF 

Initialization  value  for  timer  B 

E8C4 

:  8D 

06 

DD 

STA 

$DD06 

Set  timer  B  low  to  high  value 
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E8C7: 

8D 

07 

DD 

STA 

$DD07 

E8CA: 

AE 

15 

OA 

LDX 

$0A15 

E8CD: 

86 

A8 

STX 

*  $A8 

E8CF: 

60 

RTS 

****************************** 

E8D0: 

A5 

93 

LDA 

*  $93 

E8D2: 

48 

PHA 

E8D3: 

20 

F2 

E9 

JSR 

$E9F2 

E8D6: 

68 

PLA 

E8D7: 

85 

93 

STA 

*  $93 

E8D9: 

BO 

3D 

BCS 

$E918 

E8DB: 

AO 

00 

LDY 

#  $00 

E8DD: 

Bl 

B2 

LDA 

($B2) ,Y 

E8DF: 

C9 

05 

CMP 

#  $05 

E8E1: 

FO 

34 

BEQ 

$E917 

E8E3: 

C9 

01 

CMP 

#  $01 

E8E5: 

FO 

08 

BEQ 

$E8EF 

E8E7  : 

C9 

03 

CMP 

#  $03 

E8E9: 

FO 

04 

BEQ 

$E8EF 

E8EB: 

C9 

04 

CMP 

#  $04 

E8ED: 

DO 

El 

BNE 

$E8D0 

E8EF: 

AA 

TAX 

E8F0: 

24 

9D 

BIT 

*  $9D 

E8F2: 

10 

22 

BPL 

$E916 

E8F4 : 

AO 

63 

LDY 

#  $63 

E8F6: 

20 

22 

F7 

JSR 

$F722 

E8F9: 

AO 

05 

LDY 

#  $05 

E8FB: 

Bl 

B2 

LDA 

($B2),Y 

E8FD: 

20 

D2 

FF 

JSR 

$FFD2 

E900: 

C8 

INY 

E901: 

CO 

15 

CPY 

#  $15 

E903: 

DO 

F6 

BNE 

$E8FB 

E905: 

A5 

Al 

LDA 

*  $A1 

E907: 

69 

02 

ADC 

#  $02 

E909: 

A4 

91 

LDY 

*  $91 

E90B: 

C8 

INY 

E90C: 

DO 

04 

BNE 

$E912 

E90E: 

C5 

Al 

CMP 

*  $A1 

Set  timer  B  high  to  high  value 
Number  of  bits  to  send 
In  z-page:  Counter  RS-232  Bits 
Return  from  subroutine 

Read  program  header  from  tape 

Save  load/verify  pointer  on  sys 
Stack  via  the  accumulator 
Routine:read  data  block  tape 
Get  load/verify  flag  from  stack 
And  back  to  zero  page 
If  error  occurred,  return 
Set  displacement  to  tape  buffer 
Get  byte  of  read  data  block 
Was  it  and  EOT  marker? 
Yes,  then  return 
Header  type  BASIC  program? 
Yes,  evaluate  correspondingly 
Header  type  machine  lang  prg? 
Yes  then  evaluate  appropriately 
Header  type  for  data  block? 
No,  then  read  in 
Store  header  type  in  X-reg 
Check  kemal  status  flag 
Ctrl  messages  not  allowed,  skip 
Displace  to  "FOUND"  message 
Output  control  message 
Set  displace  to  start  of  filename 
Read  character  from  tape  buffer 
Kernal  BSOUT:  Output  a  char 
Increment  displace  pointer  by  1 
Max  filename  length  =16  char 
Not  yet  reached,  continue 
Middle-value  time  byte  in  acc 
Delay  loop  for  8.5  seconds 
Check  z-page  stop  /  C=  key  flag 
Increment  this  value  by  1 
Key  pressed,  then  continue 
Check  the  8.5  second  delay  loop 
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E910: 

DO 

F7 

BNE 

$E909 

Time  not  up,  continue  waiting 

F912  • 

CO 

FO 

CPY 

#  $F0 

Was  the  space  key  pressed? 

E914: 

FO 

BA 

BEQ 

$E8D0 

Yes,  then  read  header 

E916: 

18 

CLC 

Set  indicator  for  OK 

E917  : 

88 

DEY 

Old  stop  /  C=  key  flag  value 

E918: 

60 

RTS 

Return  from  subroutine 

****************************** 

Write  data  block  on  tape 

Write  header  to  tape,  header  type 

in  acc:  3=mach.  lang.,l=BASIC 

E919: 

85 

9E 

STA 

*  $9E 

Put  header  type  in  zero  page 

E91B: 

20 

80  E9 

JSR 

$E980 

Get  tape  buffer  addr.-  zero  page 

E91E: 

90 

5F 

BCC 

$E97F 

Address  invalid,  then  skip 

E920  : 

A5 

C2 

LDA 

*  $C2 

Put  start  address  high  in  acc 

E922: 

48 

PHA 

And  save  on  stack 

E923: 

A5 

CI 

LDA 

*  $C1 

Put  start  address  low  in  acc 

E925: 

48 

PHA 

And  save  on  stack 

E926: 

A5 

AF 

LDA 

*  $AF 

Put  end  address  high  into  acc 

E928 : 

48 

PHA 

And  save  on  stack 

E929: 

A5 

AE 

LDA 

*  $AE 

Put  end  address  low  in  acc 

E92B: 

48 

PHA 

And  save  on  stack 

E92C: 

AO 

BF 

LDY 

#  $BF 

Get  tape  buffer  length  for  loop 

E92E: 

A9 

20 

LDA 

#  $20 

Load  acc  with  char  for  space 

E930: 

91 

B2 

STA 

($B2) ,Y 

Clear  tape  buffer 

E932: 

88 

DEY 

Loop  until  the  enure  length  given 

E933: 

DO 

FB 

BNE 

$E930 

In  Y  is  cleared 

E935: 

A5 

9E 

LDA 

*  $9E 

Get  the  header  type 

E937: 

91 

B2 

STA 

($B2) ,Y 

At  1st  position  m  tape  buffer 

E939: 

C8 

INY 

Displacement  to  tape  buffer  +1 

E93A: 

A5 

CI 

LDA 

*  $C1 

Get  start  add  low  from  zero  page 

E93C: 

91 

B2 

STA 

($B2),Y 

And  put  it  in  the  tape  buffer 

E93E: 

C8 

INY 

Displacement  to  tape  buffer  +  1 

E93F: 

A5 

C2 

LDA 

*  $C2 

Get  start  address  high  from  Z-P 

E941: 

91 

B2 

STA 

($B2),Y 

And  put  it  m  the  tape  buffer 

E943: 

C8 

INY 

Displacement  to  tape  buffer  +  1 

E944: 

A5 

AE 

LDA 

*  $AE 

Get  end  address  low  from  Z-P 

E946: 

91 

B2 

STA 

($B2) ,Y 

And  put  it  in  the  tape  buffer 

E948: 

C8 

INY 

Displacement  to  tape  buffer  +  1 

E949: 

A5 

AF 

LDA 

*  $AF 

Get  end  address  high  from  Z-P 
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E94B 

91 

B2 

STA 

<$B2),Y 

E94D 

C8 

INY 

E94E 

84 

9F 

STY 

*  $9F 

E950 

AO 

00 

LDY 

#  $00 

E952 

84 

9E 

STY 

*  $9E 

E954 

A4 

9E 

LDY 

*  $9E 

E956 

C4 

B7 

CPY 

*  $B7 

E958 

FO 

OD 

BEQ 

$E967 

E95A 

20 

AE 

F7 

JSR 

$F7AE 

E95D 

A4 

9F 

LDY 

*  $9F 

E95F: 

91 

B2 

STA 

($B2),Y 

E961 

E6 

9E 

INC 

*  $9E 

E963: 

E6 

9F 

INC 

*  $9F 

E965 

DO 

ED 

BNE 

$E954 

E967 

20 

87 

E9 

JSR 

$E987 

E96A 

A9 

69 

LDA 

#  $69 

E96C 

85 

AB 

STA 

*  $AB 

E96E 

20 

1C 

EA 

JSR 

$EA1C 

E971 

A8 

TAY 

E972 

68 

PLA 

E973 

85 

AE 

STA 

*  $AE 

E975 

68 

PLA 

E976 

85 

AF 

STA 

*  $AF 

E978 

68 

PLA 

E979 

85 

CI 

STA 

*  $C1 

E97B 

68 

PLA 

E97C 

85 

C2 

STA 

*  $C2 

E97E 

.  98 

TYA 

E97F 

60 

RTS 

****************************** 

E980 

:  A6 

B2 

LDX 

*  $B2 

E982 

:  A4 

B3 

LDY 

*  $B3 

E984 

:  CO 

02 

CPY 

#  $02 

E986 

:  60 

RTS 

And  put  it  in  the  tape  buffer 
Displacement  to  tape  buffer  +  1 
Save  displ.  in  tape  buffer 
Clear  cntr  for  length  of  filename 
In  zero  page 

Get  counter  for  filename  length 
And  compare  with  actual  length 
All  letters  in  buffer,  then  skip 
Get  letters  from  filename 
Get  displ.  to  tape  buffer 
Letter  of  the  filename  in  buffer 
Counter  for  filename  length  +  1 
Displacement  to  tape  buffer  +  1 
Loop  for  next  letter 
Start  and  address  of  tape  buffer 
Store  check  sum  data  and  header 
Block  ($69)  in  zero  page 
Write  block  to  tape 
Save  current  acc  contents 
Get  end  address  high  from  stack 
And  place  in  zero  page  again 
Get  end  address  low  from  stack 
And  store  in  zero  page  again 
Get  start  address  high  from  stack 
And  store  in  zero  page  again 
Get  start  address  low  from  stack 
And  store  in  zero  page  again 
Get  acc  contents  back 
Return  from  subroutine 

Get  tape  buffer  address  and 
check  for  validity 

Start  of  tape  buffer  in  X-reg 
Start  of  tape  buffer  in  Y-reg 
Zero  page  and  stack  not  allowed 
Return  from  subroutine 
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****************************** 

Tape  end  addr  =  start  addr  +  lyz 

E987 : 

20 

80  E9 

JSR 

$E980 

oet  tape  Duner  aaaress 

E98A: 

8A 

TXA 

otart  or  tape  butter  low  m  acc 

E98B : 

85 

CI 

STA 

*  $C1 

And  in  Z-r  I/U  start  address  low 

E98D: 

18 

CLC 

Clear  carry  for  addition 

E98E 

69 

CO 

ADC 

#  $C0 

Jbnd  address=start  aaaress  +  iyz 

E990 

85 

AE 

STA 

*  $AE 

JNew  en  a  aaaress  low  in  z^-tr 

E992 

98 

TYA 

otart  01  tape  Duner  nign  m  <ua> 

E993 

85 

C2 

STA 

*  $C2 

and  in  Z-P  I/O  start  address  high 

E995 

:  69 

00 

ADC 

#  $00 

End  addr  high=start  address  hi  + 

E997 

:  85 

AF 

STA 

*  $AF 

carry,  end  address  high  in  Z-P 

E999 

:  60 

RTS 

Return  from  subroutine 

****************************** 

oCdcn  Ldpe  ncaucr  iui  name 

E99A 

:  20 

DO  E8 

JSR 

$E8D0 

oCarcn  ior  next  tape  neducr 

E99D 

:  BO 

IE 

BCS 

$E9BD 

TC  "C/^T"  -f/~vn^r4    fVio-rt  return 

ir  JbU  1  iounQj  men  rciurn 

E99F 

:  AO 

05 

LDY 

#  $05 

uispiace  to  name  in  tape  ouiicr 

E9A1 

:  84 

9F 

STY 

*  $9F 

otore  in  zero  page 

E9A3 

:  AO 

00 

LDY 

#  $00 

init.  ine  counter  ior  uic  icngui 

E9A5 

:  84 

9E 

STY 

*  $9E 

ui  tne  mename  m  me  zero  page 

E9A7 

:  C4 

B7 

CPY 

*  $B7 

\_ompare  lengtn  01  target  name 

E9A9 

:  FO 

11 

BEQ 

$E9BC 

ii  equal,  continue  evaiudiion 

E9AB 

:  20 

AE  F7 

JSR 

$F7AE 

det  cnaracter  oi  target  name 

E9AE 

:  A4 

9F 

LDY 

*  $9F 

uispi.  to  menames  in  tape  Duner 

E9B0 

:  Dl 

B2 

CMP 

($B2),Y 

compare  witn  largei  cndidcicr 

E9B2 

:  DO 

E6 

BNE 

$E99A 

lVT/-\f-  anil  oi      tVt^tl   Tl/™\f  T/*\1TnH 

INOl  Cl^Ua!,  UlCIl  11UI  1UUI1U 

E9B4 

:  E6 

9E 

INC 

*  $9E 

T7i  lanntvia  lanntn  /^AiitltAl*    i  1 

filename  legntn  counter  + 1 

E9B6 

:  E6 

9F 

INC 

*  $9F 

riiename  aispi.  to  tape  ouner  +i 

E9B8 

:  A4 

9E 

LDY 

*  $9E 

riiename  legntn  counter  in  i  -reg 

E9BA:  DO 

EB 

BNE 

$E9A7 

Next  character  comparison 

E9BC 

:  18 

CLC 

Set  indicator  for  OK 

E9BD 

:  60 

RTS 

Return  from  subroutine 
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****************************** 


E9BE 

20 

80 

E9 

JSR 

$E980 

E9C1 

E6 

A6 

INC 

*  $A6 

E9C3 

A4 

A6 

LDY 

*  $A6 

E9C5 

CO 

CO 

CPY 

#  $C0 

E9C7 

60 

RTS 

***************************** 

E9C8 

20 

DF 

E9 

JSR 

$E9DF 

E9CB 

F0 

1A 

BEQ 

$E9E7 

E9CD 

AO 

IB 

LDY 

#  $1B 

E9CF 

20 

22 

F7 

JSR 

$F722 

E9D2 

20 

8F 

EA 

JSR 

$EA8F 

E9D5 

20 

DF 

E9 

JSR 

$E9DF 

E9D8 

DO 

F8 

BNE 

$E9D2 

E9DA 

AO 

6A 

LDY 

#  $6A 

E9DC 

4C 

22 

F7 

JMP 

$F722 

***************************** 

E9DF 

A9 

10 

LDA 

#  $10 

E9E1 

24 

01 

BIT 

*  $01 

E9E3 

DO 

02 

BNE 

$E9E7 

E9E5 

24 

01 

BIT 

*  $01 

E9E7 

18 

CLC 

E9E8 

60 

RTS 

**************************** 

E9E9 

.  20 

DF 

E9 

JSR 

$E9DF 

E9EC 

:  FO 

F9 

BEQ 

$E9E7 

E9EE 

:  AO 

2E 

LDY 

#  $2E 

E9F0 

DO 

DD 

BNE 

$E9CF 

Increment  tape  buffer  pointer 

Get  the  tape  buffer  address 
Z-P  cassette  buffer  address  +1 
And  compare  to 
Maximum  value  192 
Return  from  subroutine 

Wait  for  button  on  datasette 

Check  if  button  pressed 
Button  pressed,  OK  &  continue 
Displ.  to  "Press  Play  on  Tape" 
in  Y .  Output  control  message 
Test  for  stop-key  interruption 
Check  if  key  pressed 
No,  then  to  delay  loop 
Displacement  for  "OK"  message 
Output  control  message 

Check  if  tape  button  pressed 

Set  bit  4  for  button  test 
Check  data  reg.  processor  port 
Not  pressed,then  exit 
Check  again 

Yes:  zero  flag=l,  no  zero  flag=0 
Return  from  subroutine 

Wait  for  "record  &  play"  keys 

Check  if  tape  button  is  pressed 
Button  pressed,  OK  &  continue 
Displ.  to  "Press  R  &  P  on  Tape" 
Button  delay  loop/stop  key  chck 
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******************************      Read  data  block  from  tape 


E9F2: 

A9 

00 

LDA 

#  $00 

System  status  with  indicator 

E9F4: 

85 

90 

STA 

*  $90 

Initialize  for  everything  OK 

E9F6: 

85 

93 

STA 

*  $93 

^"11               T               1  /T  T         *  1*                 *  . 

Clear  Load/Verify  pointer 

E9F8: 

20 

87 

E9 

JSR 

$E987 

Get  tape  buffer  addr/end  address 

****************************** 

- 

Load  program  from  tape 

E9FB: 

20 

C8 

E9 

JSR 

$E9C8 

Wait  for  button  on  datasette 

E9FE: 

BO 

IF 

BCS 

$EA1F 

o  lUr  key  pressed,  return 

EAOO: 

78 

SEI 

Disbale  all  system  interrupts 

EA01: 

A9 

00 

LDA 

#  $00 

Init.  value  for  IRQ  storage 

EA03: 

85 

AA 

STA 

*  $AA 

Tape-read  mode  input  byte 

EA05: 

85 

B4 

STA 

*  $B4 

storage .  Tape  temp  pointer 

EA07  : 

85 

BO 

STA 

*  $B0 

Cassette  time  constant 

EA09: 

85 

9E 

STA 

*  $9E 

Casettes  error  pass  1 

EAOB: 

85 

9F 

STA 

*  $9F 

Cassette  error  pass  2 

EAOD: 

85 

9C 

STA 

*  $9C 

Tape  flag  for  byte  recived 

EAOF: 

A9 

90 

LDA 

#  $90 

IDA       »   ItXl— -.11 

IRQ  on  pin  flag 

EA11: 

A2 

OE 

LDX 

#  $0E 

\Tn*^ka*<  rtf  tda  iTa^Mr-  /C nr  attic's 

JNumoer  or       vector  ^hacis; 

EA13: 

DO 

11 

BNE 

$EA2  6 

Write  data  block  to  tape 

****************************** 

Write  tape  buffer  to  tape 

EA15: 

20 

87 

E9 

JSR 

$E987 

Load  tape  buffer  address 

EA18: 

A9 

14 

LDA 

#  $14 

Set  length  of  the  WRITE  leader 

EA1A: 

85 

AB 

STA 

*  $AB 

Store  in  zero  page 

****************************** 

tT7     '  .           1       i         11.     _  1       i            ^_  _  _  -  _ 

Write  data  block  to  tape 

EA1C: 

20 

E9 

E9 

JSR 

$E9E9 

Wait  tor  record  <x  play 

EA1F : 

BO 

7A 

BCS 

$EA9B 

STOP  pressed,  return 

EA21: 

78 

SEI 

jJisaDie  an  system  mieirupib 

EA22 : 

A9 

82 

LDA 

#  $82 

IRQ  on  underflow  of  timer  B 

EA24: 

A2 

08 

LDX 

#  $08 

Number  of  IRQ  vector  ($EE2E) 

EA26: 

AO 

00 

LDY 

#  $00 

Set  interrupt  mask  register  CIA 

EA28  : 

8C 

1A 

DO 

STY 

$D01A 

To  #0  (Interrupt  disable) 

EA2B: 

88 

DEY 

Decrement  Y-reg  to  $FF  and  set 

EA2C: 

8C 

19 

DO 

STY 

$D019 

Interrupt  Request  Register 
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EA2F 

8D 

OD 

DC 

STA 

$DC0D 

EA32 

AD 

OE 

DC 

LDA 

$DC0E 

EA35 

09 

19 

ORA 

#  $19 

EA37 

8D 

OF 

DC 

STA 

$DC0F 

EA3A 

29 

91 

AND 

#  $91 

EA3C 

8D 

OB 

OA 

STA 

$0A0B 

EA3F 

20 

EC 

E7 

JSR 

$E7EC 

EA42 

AD 

11 

DO 

LDA 

$D011 

EA45 

A8 

TAY 

EA46 

29 

10 

AND 

#  $10 

EA48 

8D 

39 

OA 

STA 

$0A39 

EA4B 

98 

TYA 

EA4C 

29 

6F 

AND 

#  $6F 

EA4E 

8D 

11 

DO 

STA 

$D011 

EA51 

:  20 

74 

E5 

JSR 

$E574 

EA54 

AD 

14 

03 

LDA 

$0314 

EA57 

8D 

09 

OA 

STA 

$0A09 

EA5A 

:  AD 

15 

03 

LDA 

$0315 

EA5D 

:  8D 

OA 

OA 

STA 

$0A0A 

EA60 

:  20 

9B 

EE 

JSR 

$EE9B 

EA63 

:  A9 

02 

LDA 

#  $02 

EA65 

:  85 

BE 

STA 

*  $BE 

EA67 

20 

5A 

ED 

JSR 

$ED5A 

EA6A 

:  A5 

01 

LDA 

*  $01 

EA6C 

:  29 

IF 

AND 

#  $1F 

EA6E 

:  85 

01 

STA 

*  $01 

EA70 

:  85 

CO 

STA 

*  $C0 

EA72 

:  A2 

FF 

LDX 

#  $FF 

EA74 

:  AO 

FF 

LDY 

#  $FF 

EA7  6 

:  88 

DEY 

EA77 

:  DO 

FD 

BNE 

$EA7  6 

EA7  9 

:  CA 

DEX 

EA7A 

DO 

F8 

BNE 

$EA74 

EA7C 

58 

CLI 

***************************** 

EA7D: 

AD 

OA 

OA 

LDA 

$0A0A 

EA80: 

CD 

15 

03 

CMP 

$0315 

EA83: 

18 

CLC 

Reset  IRQ  mask 

Load  CIA  control  reg  A,  timer  B 

"One  shot"  and  start 

Control  reg.B,  IRQ  on  timer  B 

Set  time  compare  pointer  for  tape 

Operations 

Wait  for  end  of  R-232  transfer 
Copy  VIC  control  reg.  into  acc 
And  into  Y-reg 
Set  bit  4,  screen  on 
Store  value  in  VDC  temp  storage 
Old  value  back  into  acc 
Clear  bit  8  of  raster  comparison 
And  turn  the  screen  off 
Clock  to  1  MHz  and  sprites  off 
IRQ  vector  low  address  in  IRQ 
Temp  storage  for  tape  operations 
IRQ  vector  high  address  in  IRQ 
Temp  storage  for  tape  operations 
Reset  IRQ  vector  for  tape  operat. 
Number  of  data  blocks  to  reaed 
Store  in  zero  page 
Initialize  bit  counter,  serial  I/O 
Turn  cass.  motor  on  by  setting 
4th  bit  of  the  processor  port  data 
Register 

Set  pointer  for  tape  motor 
Counter  for  delay  loop  high 
Counter  for  delay  loop  low 
X  and  Y  regs  are  decremented 
From  65535  to  0  to  create  the 
Necessary  delay 
For  tape  operations 
Enable  interrupt  for  tape  I/O 

Wait  for  tape  I/O  end 

Compare  with  tape  IRQ  vector 
with  normal  IRQ  pointer  high 
Set  indicator  for  OK 
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EA84: 

FO 

15 

BEQ 

$EA9B 

IRQ  vectors  equal,  then  done 

EA86: 

20 

8F  EA 

JSR 

$EA8F 

Check  if  STOP  key  pressed 

EA89: 

20 

3D  F6 

JSR 

$F63D 

If  pressed,  set  flag 

EA8C: 

4C 

7D  EA 

JMP 

$EA7D 

Continue  to  wait  for  end 

****************************** 

Tpct  far  STOP  Icev 

EA8F: 

20 

El  FF 

JSR 

$FFE1 

Kernal  STOP*  Test  for  stop  key 

EA92: 

18 

CLC 

^Ipf  inrHpatot*  for  PVPtvtrnnP"  OTC 

OCX-  JilLUCaLLU  XVJi  wYwl  j  UlAUg  Wiv 

EA93: 

DO 

OB 

BNE 

$EAA0 

QTAp  r\r\t  -nrpccpH    T?TS  PYit 

EA95: 

20 

57  EE 

JSR 

$EE57 

\Ar\tmr  txff  cpf  nrvrmal  TRO 
lVJ.ULv/1  VJIXy  aCl  llV^iliiCll  J-LVV^ 

EA98  : 

38 

SEC 

OCl  valiy  Xv/l  wlUl 

EA99: 

68 

PLA 

C\(*t  rptnrn  adHrp<i<i  form  *itaclc 

VJC- L  1  Willi  11  ClLivJJ. Wjj  1  Willi  olOVJV 

EA9A: 

68 

PLA 

And  clear 

EA9B: 

A9 

00 

LDA 

#  $00 

Load  code  for  "inteirupr  in  acc 

EA9D: 

8D 

OA  OA 

STA 

$0A0A 

And  set  indicator  for  normal  IRQ 

EAAO: 

60 

RTS 

Return  from  subroutine 

****************************** 

T*rprmrp  ra^pttp  wnchronization 

EAA1: 

86 

Bl 

STX 

*  $B1 

^Itrvrp  Y^rp<y  r*ontpnt<l  in  7~P 
OLUIC  A           CUlilwlLo  111  Z-j  x 

EAA3: 

A5 

BO 

LDA 

*  $B0 

Tirmntr  ponQtant  for  tatv*  in  arc 
1  ill  ill  it  dJiiolcu.lL  iui  lcila>  in  a.\s\s 

EAA5: 

OA 

ASL 

A 

TT^p  timino  nnnctunt  ic  mnlrirVl  ipH 
xnc  lulling  cuxiduu.li  ia  uiuiiiLyiitu- 

EAA6: 

OA 

ASL 

A 

TX\r  fhp  factor  A 
Dy  11 1C  iclvLv/x  *t 

EAA7  : 

18 

CLC 

CHpar  rarrv  for  addition 

1    CU  V  OX  IV    X  v/1   CtliVll  IX V/X  X 

EAA8: 

65 

BO 

ADC 

*  $B0 

AHd  timino"  ron^tant  frorrpQ 

X1.LIL1  1111 111 LUllo  ltU.ll.  ^vUll^ai  / 

EAAA: 

18 

CLC 

t^lpar  parrv  for  addition 

Vw'lvdl  WCUiy  1U1  O.VJ.LU.1.1U11 

EAAB: 

65 

Bl 

ADC 

*  $B1 

Add  old  ^-rpty  ponfpntQ  ^  nlarp 

EAAD: 

85 

Bl 

STA 

*  $B1 

TTric  vjiIiip  in  tnp  7Pro  rtaop 

1,111a  Y(UU&  111  11 1W  Z,61V/  L7clgw 

EAAF: 

A9 

00 

LDA 

#  $00 

LfUaU  1UW  VaiUC  1UI  U111C1  r\ 

EAB1: 

24 

BO 

BIT 

*  $B0 

Check  if  timing  constant  >128 

EAB3 : 

30 

01 

BMI 

$EAB6 

Ypc  thpn  Qkir*  aliirnmpnt 

X  US)  U.lt'll  oxvlLJ  ClxllilllilwllL 

EAB5: 

2A 

ROL 

A 

The  inti  value  for  timer  A  is 

EAB6 : 

06 

Bl 

ASL 

*  $B1 

A/fnltirilipd  Kx/  A  \wi  rotatinc*  thp 
xvxuiupiicu.  uy  *+  uy  luuiLiiig  uiw 

EAB8: 

2A 

ROL 

A 

C^f\r\ tpn tc  rvF  flip  q in  f*rvnnpr*tifYn 
V^UIUCxlla  Ul  lllC  dvl'  ill  wUllilCCUAJll 

EAB9: 

06 

Bl 

ASL 

*  $B1 

YVxlxl  allillxllg  UX    UipC  UlxlIIlg 

EABB: 

2A 

ROL 

A 

constant 

EABC: 

AA 

TAX 

Store  high  of  timer  value  in  X 

EABD: 

AD 

06  DC 

LDA 

$DC06 

Low  value  CIA  1  timer  B  in  acc 

EACO: 

C9 

16 

CMP 

#  $16 

Change  timer  B  high  to  63755 
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EAC2 

:  90 

F9 

BCC 

$EABD 

EAC4 

:  65 

Bl 

ADC 

*  $B1 

EAC6 

:  8D 

04 

DC 

STA 

$DC04 

EAC9 

:  8A 

TXA 

EACA 

:  6D 

07 

DC 

ADC 

$DC07 

Y"l  T\  zip. 

EACD 

:  8D 

05 

DC 

STA 

$DC05 

EADO 

:  AD 

OB 

OA 

LDA 

$0A0B 

EADo 

:  8D 

ATI 

OE 

DC 

STA 

$DC0E 

EAD6 

:  8D 

OD 

OA 

STA 

$0A0D 

EAD9 

:  AD 

OD 

DC 

LDA 

$DC0D 

EADC 

:  29 

10 

AND 

#  $10 

EADE 

:  F0 

09 

BEQ 

$EAE9 

EAEO 

:  A9 

EA 

LDA 

#  $EA 

EAE2 

:  48 

PHA 

EAE3 

:  A9 

E9 

LDA 

#  $E9 

EAE5 

:  48 

PHA 

EAE6 

:  4C 

C8 

EE 

JMP 

$EEC8 

EAE9 

:  58 

CLI 

EAEA 

:  60 

RTS 

***************************** 

EAEB 

:  AE 

07 

DC 

LDX 

$DC07 

EAEE 

:  AO 

FF 

LDY 

#  $FF 

EAFO 

:  98 

TYA 

EAF1 

ED 

06 

DC 

SBC 

$DC06 

EAF4 

EC 

07 

DC 

CPX 

$DC07 

EAF7 

DO 

F2 

BNE 

$EAEB 

EAF9 

86 

Bl 

STX 

*  $B1 

EAFB 

AA 

TAX 

EAFC 

8C 

06 

DC 

STY 

$DC06 

EAFF 

8C 

07 

DC 

STY 

$DC07 

EB02 

A9 

19 

LDA 

#  $19 

EB04 

8D 

OF 

DC 

STA 

$DC0F 

EB07 

AD 

OD 

DC 

LDA 

$DC0D 

EBOA 

8D 

OC 

OA 

STA 

$0A0C 

EBOD: 

98 

TYA 

EBOE 

E5 

Bl 

SBC 

*  $B1 

EB10: 

86 

Bl 

STX 

*  $B1 

EB12: 

4A 

LSR 

A 

Yes,  then  loop  to  timer  read 
Add  low  for  initialization 
And  set  in  timer  A  low 
Add  high  value  of  the  init  in  acc 
With  carry  to  timer  B  high 
And  set  in  timer  A  high 
Copy  init.  value  from  tape  time 
Constant  to  start  timer  A 
Reset  timer  A  flag 
Interrupt  Control  Register  in  acc 
Check  negative  edge  on  FLAG 
No,  wait  for  negative  edge 
Place  the  contents  of  zero  page 
Locations  $EA  and  $E9  on  the 
Sys  stack  as  quasi  return  address 

Simulate  the  interrupt  call 
Enable  all  system  interrupts 
Return  from  subroutine 

Interrupt  routine  for  tape  read 

CIA  1  timer  B  hi  in  X-reg 
Init  Y-reg  with  with  high  value 
And  for  subtraction  in  acc 
Subtract  timer  B  low  of  #255 
Is  timer  B  high  decremented? 
Yes,  back  to  time  comparison 
Place  timer  B  high  in  zero  page 
Time  low  since  last  signal  in  X 
Timer  B  low  to  high  value 
Timer  B  high  to  high  value 
Set  timer  B  mode 
And  start  timer  B 
Interrupt  Control  Register  in  acc 
And  in  systetm  storage  for  tape 
Initialize  acc  with  #255 
Subtract  timer  B  high  from  #255 
Store  elapsed  time  in  zero  page 
The  value  stored  in  the  acc 
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EB13: 

66 

Bl 

ROR 

#  $B1 

For  the  elapsed  time 

EB15: 

4A 

LSR 

A 

Is  divided  by  the 

EB16: 

66 

Bl 

ROR 

#  $B1 

Factor  4 

EB18 : 

A5 

BO 

LDA 

*  $B0 

Get  timing  constant  from  z-page 

EB1A: 

18 

CLC 

Clear  carry  for  addition 

EB1B: 

69 

3C 

ADC 

#  $3C 

Add  #60  to  timing  constant 

EB1D: 

C5 

Bl 

CMP 

*  $B1 

>  time  since  last  signal? 

EB1F: 

BO 

4A 

BCS 

$EB6B 

Yes,  then  no  information,  skip 

EB21: 

A6 

9C 

LDX 

*  $9C 

Was  a  byte  received 

EB23: 

FO 

03 

BEQ 

$EB28 

No,  then  skip 

EB25: 

4C 

IF  EC 

JMP 

$EC1F 

Continue  byte-receive  routine 

EB28  : 

A6 

A3 

LDX 

*  $A3 

Was  byte  read  entirely? 

EB2A: 

30 

IB 

BMI 

$EB47 

Yes,  then  evaluate 

EB2C: 

A2 

00 

LDX 

#  $00 

Code  for  short  pulse  X-reg  (0) 

EB2E: 

69 

30 

ADC 

#  $30 

Set  acc  for  pulse  read 

EB30: 

65 

BO 

ADC 

*  $B0 

And  add  timing  constant 

EB32: 

C5 

Bl 

CMP 

*  $B1 

Short  time  pulse  received? 

EB34: 

BO 

1C 

BCS 

$EB52 

Yes,  then  skip  long  pulse 

EB36: 

E8 

INX 

Code  for  long  pule  in  X-reg  (l) 

EB37: 

69 

26 

ADC 

#  $26 

Set  acc  for  pulse  read 

EB39: 

65 

BO 

ADC 

*  $B0 

And  add  timing  constant 

EB3B: 

C5 

Bl 

CMP 

*  $B1 

Long  time  pulse  received? 

EB3D : 

BO 

17 

BCS 

$EB56 

Yes,  skip  other  pulse  duration 

EB3F: 

69 

2C 

ADC 

#  $2C 

Check  if  the  previous  time 

EB41: 

65 

BO 

ADC 

*  $B0 

Pulse  was  stil  longer.  If  so, 

EB43: 

C5 

Bl 

CMP 

*  $B1 

It  is  a  byte  header  pulse 

EB45: 

90 

03 

BCC 

$EB4A 

No,  then  skip  processing 

EB47  : 

4C 

CF  EB 

JMP 

$EBCF 

Process  received  byte 

EB4A: 

A5 

B4 

LDA 

*  $B4 

Check  if  timer  A  is  enables 

EB4C: 

FO 

ID 

BEQ 

$EB6B 

No,  then  skip 

EB4E: 

85 

A8 

STA 

*  $A8 

Set  pointer  for  "READ  ERROR 

EB50: 

DO 

19 

BNE 

$EB6B 

Jump  to  timer  interrupt  read 

EB52  : 

E6 

A9 

INC 

*  $A9 

Pntr  for  pulse-length  change  +1 

EB54: 

BO 

02 

BCS 

$EB58 

Skip  change  decrement 

EB56: 

C6 

A9 

DEC 

*  $A9 

Pntr  for  pulse  length  change  -1 

EB58  : 

38 

SEC 

Set  carry  for  subtraction 

EB59 : 

E9 

13 

SBC 

#  $13 

From  read  value  #19,  as  well  as 

EB5B: 

E5 

Bl 

SBC 

*  $B1 

Subtract  elapsed  time 

EB5D: 

65 

92 

ADC 

*  $92 

Add  zero  page  storage  for  timing 

EB5F: 

85 

92 

STA 

*  $92 

Correction  flag  and  store 
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EB61 : 

A5 

A4 

LDA 

*  $A4 

Invert  the  zero  page  flag  for  the 

EB63 : 

49 

01 

EOR 

#  $01 

Reception  of  both  pulses 

EB65 : 

85 

A4 

STA 

*  $A4 

And  store  in  zero  page  again 

EB67  : 

FO 

2B 

BEQ 

$EB94 

Both  pulses  received,  then  skip 

EB69 : 

86 

C5 

STX 

*  $C5 

Store  signal  received  in  z-page 

EB6B: 

A5 

B4 

LDA 

*  $B4 

Check  if  timer  A  is  enabled 

EB6D : 

FO 

22 

BEQ 

$EB91 

No,  then  terminate  interrupt 

EB6F: 

AD 

OC  OA 

LDA 

$0A0C 

Get  contents  or  ICR  m  acc 

EB72 : 

29 

01 

AND 

#  $01 

Was  it  a  timer  A  interrupt 

EB7  4 : 

DO 

05 

BNE 

$EB7B 

Yes,  then  skip 

EB76: 

AD 

OD  OA 

LDA 

$0A0D 

Check  if  timer  A  is  run  down 

EB7  9  : 

DO 

16 

BNE 

$EB91 

No,  then  terminate  interrupt 

EB7B: 

A9 

00 

LDA 

#  $00 

Clear  the  zero-page  flag  for 

EB7D: 

85 

A4 

STA 

*  $A4 

Pulse  count  (low  value) 

EB7F: 

8D 

OD  OA 

STA 

$0A0D 

Set  pointer  for  timer  A  timeout 

EB82 : 

A5 

A3 

LDA 

*  $A3 

Check  is  byte  is  completely  read 

EB84 : 

10 

30 

BPL 

$EBB6 

No,  then  skip 

EB86: 

30 

BF 

BMI 

$EB47 

Yes,  process  correspondingly 

EB88 : 

A2 

A6 

LDX 

#  $A6 

Initialization  value  for  timer  A 

EB8A: 

20 

Al  EA 

JSR 

$EAA1 

Prepare  tape  for  reading 

EB8D: 

A5 

9B 

LDA 

*  $9B 

Zero-page  parity  byte  in  acc 

EB8F: 

DO 

B9 

BNE 

$EB4A 

Not  zero,  then  parity  error 

EB91 : 

4C 

33  FF 

JMP 

$FF33 

Back  to  kernal  interrupt 

EB94 : 

A5 

92 

LDA 

*  $92 

Timing  correction  pointer  in  acc 

EB96 : 

FO 

07 

BEQ 

$EB9F 

Flag  cleared,  then  skip 

EB98 : 

30 

03 

BMI 

$EB9D 

Smaller  then  zero,  skip  dec 

EB9A: 

C6 

BO 

DEC 

*  $B0 

Z-page  timing  constant  -1 

EB9C: 

2C 

.Byte  $2C 

Skip  to  $EB9F 

EB9D: 

E6 

BO 

INC 

*  $D0 

Z-page  timing  constant  +1 

EB9F: 

A9 

00 

LDA 

#  $00 

Z-page  pointer  timing  constant 

EBA1 : 

85 

92 

STA 

*  $92 

Erase  correction  (low  value) 

EBA3 : 

E4 

C5 

CPX 

*  $C5 

Compare  pulse  received  with 

EBA5 : 

DO 

OF 

BNE 

$EBB6 

previous  Not  equal,  OK  &  skip 

EBA7 : 

8A 

TXA 

Check  if  short  pulse  received 

EBA8 : 

DO 

AO 

BNE 

$EB4A 

No,  then  read  error.  Skip 

EBAA: 

A5 

A9 

LDA 

*  $A9 

Pulse  length  change  pntr  in  acc 

EBAC: 

30 

BD 

BMI 

$EB6B 

Negative  value,  then  skip 

EBAE: 

C9 

10 

CMP 

#  $10 

16  short  pulses  received? 

EBBO : 

90 

B9 

BCC 

$EB6B 

No,  then  for  negative  value 

EBB2: 

85 

96 

STA 

*  $96 

Yes,  EOB  flag  received 
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EBB  4 : 

BO 

B5 

BCS 

$EB6B 

Unconditional  jump 

EBB6: 

8A 

TXA 

Put  received  bit  in  acc 

EBB7: 

45 

9B 

EOR 

*  $9B 

Compare  witb  tape  parity 

EBB  9: 

85 

9B 

STA 

*  $9B 

Store  in  tape  parity  again 

EBBB: 

A5 

B4 

LDA 

*  $B4 

Check  if  timer  A  is  enabled 

EBBD: 

FO 

D2 

BEQ 

$EB91 

No,  then  end  interrupt 

EBBF: 

C6 

A3 

DEC 

*  $A3 

Zero-page  storage  for  bit  cntr  -1 

EBC1: 

30 

C5 

BMI 

$EB88 

Parity  bit  received?  Yes,  skip 

EBC3: 

46 

C5 

LSR 

*  $C5 

No,  then  bit  read  into 

EBC5: 

66 

BF 

ROR 

#  $BF 

Zero-page  storage  for  tape  data 

EBC7  : 

A2 

DA 

LDX 

#  $DA 

Initialization  value  for  timer  A 

EBC9: 

20 

Al  EA 

JSR 

$EAA1 

Prepare  cassette  synchronization 

EBCC: 

4C 

33  FF 

JMP 

$FF33 

Back  to  IRQ  routine 

EBCF: 

A5 

96 

LDA 

*  $96 

Check  if  EOB  received 

EBD1: 

FO 

04 

BEQ 

$EBD7 

No,  skip  timer  read 

EBD3: 

A5 

B4 

LDA 

*  $B4 

Check  if  timer  A  enabled 

EBD5: 

FO 

07 

BEQ 

$EBDE 

No,  skip  bit  counter  test 

EBD7 : 

A5 

A3 

LDA 

*  $A3 

Check  if  Z-P  bit  cntr  is  negative 

EBD9: 

30 

03 

BMI 

$EBDE 

X  r                         •  .    /»          til  J 

Yes,  wait  for  byte  header 

EBDB: 

4C 

56  EB 

JMP 

$EB56 

Process  long  pulse,no  header 

EBDE: 

46 

Bl 

LSR 

*  $B1 

byte.  Halve  the  elapsed  time 

EBEO: 

A9 

93 

LDA 

#  $93 

since  the  last  negativce  edge  and 

EBE2: 

38 

SEC 

Subtract  this  value 

EBE3: 

E5 

Bl 

SBC 

*  $B1 

From  the  constant  #147 

EBE5: 

65 

BO 

ADC 

*  $B0 

Add  zero-page  timing  constant 

EBE7: 

OA 

ASL 

A 

And  double  this  value 

EBE8 : 

AA 

TAX 

To  X-reg,  nut  value  for  timer  A 

EBE9: 

20 

Al  EA 

JSR 

$EAA1 

Prepare  cassette  synchronization 

EBEC: 

E6 

9C 

INC 

*  $9C 

Set  Z-P  pomter:  byte  received 

EBEE: 

A5 

B4 

LDA 

*  $B4 

Check  if  timer  A  enabled 

EBFO  : 

DO 

11 

BNE 

$EC03 

Yes,  then  skip 

EBF2: 

A5 

96 

LDA 

*  $96 

Check  if  EOB  received 

EBF4: 

FO 

26 

BEQ 

$EC1C 

No,  to  normal  IRQ  routine 

EBF6: 

85 

A8 

STA 

*  $A8 

Set  z-page  display  for  read  error 

EBF8  : 

A9 

00 

LDA 

#  $00 

Clear  z-page  storage  for  EOB 

EBFA: 

85 

96 

STA 

*  $96 

marker,    (low  value) 

EBFC: 

A9 

81 

LDA 

#  $81 

Code  value  for  timer  A  enable 

EBFE: 

8D 

OD  DC 

STA 

$DC0D 

Enable  interrupt  for  timer  A 

EC01: 

85 

B4 

STA 

*  $B4 

Set  z-page  flag,  timer  A  possible 

ECO  3: 

A5 

96 

LDA 

*  $96 

Copy  z-page  for  received  EOB 
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ECO  5: 

85 

B5 

STA 

*  $B5 

In  flag  for  valid  EOB 

ECO  7: 

FO 

09 

BEQ 

$EC12 

No  EOB  marker,  then  skip 

ECO  9: 

A9 

00 

LDA 

#  $00 

Control  code  for  timer  A  disable 

ECOB: 

85 

B4 

STA 

*  $B4 

Put  in  appropriate  z-page  pointer 

ECOD: 

A9 

01 

LDA 

#  $01 

Control  code,  disabling  timer  A 

ECOF: 

8D 

OD 

DC 

STA 

$DC0D 

Interrupts  in  CIA  control  register 

EC12: 

A5 

BF 

LDA 

*  $BF 

Z-page  shift  register,  READ  in 

EC14: 

85 

BD 

STA 

*  $BD 

Z-page  storage  for  read  byte 

EC16: 

A5 

A8 

LDA 

*  $A8 

Combine  Z-P  pointer  for  read 

EC18: 

05 

A9 

ORA 

*  $A9 

error  with  pulse  change  pointer 

EC1A: 

85 

B6 

STA 

*  $B6 

Place  in  error  code  of  byte 

EC1C: 

4C 

33 

FF 

JMP 

$FF33 

Back  to  normal  IRQ  call 

EC1F: 

20 

5A 

ED 

JSR 

$ED5A 

Set  bit  counter  for  serial  output 

EC22: 

85 

9C 

STA 

*  $9C 

Pointer:  reset  "byte  received" 

EC24: 

A2 

DA 

LDX 

#  $DA 

Initialization  value  for  timer  A 

EC26: 

20 

Al 

EA 

JSR 

$EAA1 

Prepare  cassette  synchronization 

EC29: 

A5 

BE 

LDA 

*  $BE 

Check  if  number  of  remaining 

EC2B: 

FO 

02 

BEQ 

$EC2F 

blocks  is  zero.  If  so,  skip 

EC2D: 

85 

A7 

STA 

*  $A7 

Reset  number  of  blocks  to  read 

EC2F: 

A9 

OF 

LDA 

#  $0F 

Mask  value  for  count  before  read 

EC31: 

24 

AA 

BIT 

*  $AA 

Test  pointer,  reading  from  tape 

EC33: 

10 

17 

BPL 

$EC4C 

If  all  characters  received,  end 

EC35: 

A5 

B5 

LDA 

*  $B5 

Test  if  valid  EOB  received 

EC37: 

DO 

OC 

BNE 

$EC45 

Yes,  then  skip 

EC39: 

A6 

BE 

LDX 

*  $BE 

Is  the  number  of  blocks 

EC3B: 

CA 

DEX 

remaining  to  be  read  =1? 

EC3C: 

DO 

OB 

BNE 

$EC49 

No,  to  normal  IRQ  call 

EC3E: 

A9 

08 

LDA 

#  $08 

Set  bit  3  in  A  for  "long  block" 

EC40 : 

20 

57 

F7 

JSR 

$F757 

Reset  system  status  pointer 

EC43: 

DO 

04 

BNE 

$EC49 

Uncond.  jump  normal  IRQ  rout 

EC45: 

A9 

00 

LDA 

#  $00 

Z-P  pointer,  "reading  from  tape" 

EC47: 

85 

AA 

STA 

*  $AA 

Set  to  "scan"  (low  value) 

EC49: 

4C 

33 

FF 

JMP 

$FF33 

Back  to  normal  IRQ  routine 

EC4C: 

70 

31 

BVS 

$EC7F 

Skip  for  tape  read  pointer  "read" 

EC4E: 

DO 

18 

BNE 

$EC68 

Skip  for  tape  read  pointer"count" 

EC50: 

A5 

B5 

LDA 

*  $B5 

Check  if  EOB  received 

EC52 : 

DO 

F5 

BNE 

$EC49 

Yes,  back  to  normal  IRQ  routine 

EC54: 

A5 

B6 

LDA 

*  $B6 

Test  if  byte-read  error  occurred 

EC56: 

DO 

Fl 

BNE 

$EC49 

Yes,  back  to  normal  IRQ  routine 

EC58: 

A5 

A7 

LDA 

*  $A7 

Get  number  of  blocks  to  read  yet 
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EC5A: 

4A 

LSR 

A 

And  shift  bit  0  into  carry  flag 

EC5B: 

A5 

BD 

LDA 

*  $BD 

Get  read  byte  from  zero  page 

EC5D: 

30 

03 

BMI 

$EC62 

If  it  is  a  count  byte,  then  skip 

EC5F: 

90 

18 

BCC 

$EC7  9 

More  than  one  block  read,  skip 

EC61: 

18 

CLC 

Reset  carry  flag  pointer 

EC62  : 

BO 

15 

BCS 

$EC79 

Skip  if  only  one  block  read 

EC64: 

29 

OF 

AND 

#  $0F 

■mm-         1                   .                                     •til         /!_  *  J  _     A  T\ 

Mask  out  upper  nibble  (bits  4-7) 

EC66: 

85 

AA 

STA 

*  $AA 

Store  as  count  value,  counter  -1 

EC68  : 

C6 

AA 

DEC 

*  $AA 

A                   1              1                       1             "   P            11_                      —       1  A    _  _ 

And  check  if  all  sync  bytes 

EC6A: 

DO 

DD 

BNE 

$EC49 

•                <              ^  T              A                                           1      111  /™\ 

received  .No,  to  normal  IRQ 

EC6C: 

A9 

40 

LDA 

#  $40 

Setbit  6  in  the  acc  and  the  z-page 

EC6E: 

85 

AA 

STA 

*  $AA 

m                        t           •      ,         .         tf   1*1 

Tape  read  pointer  to:  read 

EC70 : 

20 

51  ED 

JSR 

$ED51 

Copy  input/output  start  address 

EC73: 

A9 

00 

LDA 

#  $00 

Clear  zero  page  pointer  for  read 

EC75: 

85 

AB 

STA 

*  $AB 

A*mA\A\                       At                                            J                           ,                At  1_\ 

Checksum  (set  to  low  value) 

EC77  : 

FO 

DO 

BEQ 

$EC49 

Back  to  normal  IRQ  routine 

EC7  9: 

A9 

80 

LDA 

#  $80 

Set  bit  7  in  acc  and  the  zero  page 

EC7B: 

85 

AA 

STA 

*  $AA 

Tape  read  pointer  to:  end 

EC7D: 

DO 

CA 

BNE 

$EC49 

Back  to  normal  IRQ  routine 

EC7F: 

A5 

B5 

LDA 

*  $B5 

Check  if  EOB  marker  set 

EC81: 

FO 

OA 

BEQ 

$EC8D 

No,  then  skip 

EC83: 

A9 

04 

LDA 

#  $04 

4~t        .4      ■  .     A     •              A        /*                  1                      1     1  1 

Set  bit  2  m  A  for  short  block 

EC85: 

20 

57  F7 

JSR 

$F757 

Reset  system  status  pointer 

EC88 : 

A9 

00 

LDA 

#  $00 

Code  for  read  pointer  to  scan 

EC8A: 

4C 

OC  ED 

JMP 

$ED0C 

Set  and  jump  absolute 

EC8D: 

20 

B7  EE 

JSR 

$EEB7 

Check  if  end  reached 

EC90 : 

90 

03 

BCC 

$EC95 

No,  then  continue  as  normal 

EC92: 

4C 

OA  ED 

JMP 

$ED0A 

To  read  end  for  a  block 

EC95: 

A6 

A7 

LDX 

*  $A7 

Til                               1                     4*1111      -Pi  a 

Is  the  number  of  blocks  left  to 

EC97 : 

CA 

DEX 

Read=  1? 

EC98: 

FO 

2E 

BEQ 

$ECC8 

Yes,  pass  2  (correction  pass) 

EC9A: 

A5 

93 

LDA 

*  $93 

Test  if  verify  marker  set 

EC9C: 

FO 

OD 

BEQ 

$ECAB 

No,  then  skip 

EC9E: 

AO 

00 

LDY 

#  $00 

fi    *    i  •      i                .                    •            a  f\ 

Set  displacment  comparison,  #0 

ECAO : 

20 

CC  F7 

JSR 

$F7CC 

Fetch  routine  tor  LJ>V  calls 

ECA3 : 

C5 

BD 

CMP 

*  $BD 

Compare  with  byte  read 

ECA5: 

FO 

04 

BEQ 

$ECAB 

Both  equal,  then  OK  and  skip 

ECA7  : 

A9 

01 

LDA 

#  $01 

Code  for  character  read  error 

ECA9: 

85 

B6 

STA 

*  $B6 

In  zero  page  tape  temp  pointer 

ECAB: 

A5 

B6 

LDA 

*  $B6 

Test  tape  temp  pointer  for  error 
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ECAD: 

FO 

4C 

BEQ 

$ECFB 

No  error  occurred,  then  skip 

ECAF: 

A2 

3D 

LDX 

#  $3D 

Check  if  31  errors  encountered 

ECB1 : 

E4 

9E 

CPX 

*  $9E 

While  reading 

ECB3: 

90 

3F 

BCC 

$ECF4 

Yes,  then  not  correctable 

ECB5  : 

A6 

9E 

LDX 

*  $9E 

Displ.  for  add  read  error  in  stack 

ECB7  : 

A5 

AD 

LDA 

*  $AD 

Get  address  byte  of  error  low 

ECB9  : 

9D 

01 

01 

STA 

$0101, X 

And  store  error  address  on  stack 

ECBC: 

A5 

AC 

LDA 

*  $AC 

Get  address  byte  of  error  high 

ECBE: 

9D 

00 

01 

STA 

$0100, X 

And  store  error  address  on  stack 

ECC1: 

E8 

INX 

Increment  error  addr-displ.  ptr  + 

ECC2: 

E8 

INX 

Error  number-counter  by  2 

ECC3: 

86 

9E 

STX 

*  $9E 

And  place  in  error  counter 

ECC5: 

4C 

FB 

EC 

JMP 

$ECFB 

Continue  as  if  no  error  occurred 

ECC8: 

A6 

9F 

LDX 

*  $9F 

Check  if  all  read  errors 

ECCA: 

E4 

9E 

CPX 

*  $9E 

Corrected 

ECCC: 

FO 

37 

BEQ 

$ED05 

Yes,  then  continue 

ECCE : 

A5 

AC 

LDA 

*  $AC 

Get  current  addr.  byte  low  value 

ECDO  : 

DD 

00 

01 

CMP 

$0100, X 

Compare  w/  error  addr  byte  low 

ECD3: 

DO 

30 

BNE 

$ED05 

Not  equal,  then  skip 

ECD5: 

A5 

AD 

LDA 

*  $AD 

Get  current  addr  byte  high  value 

ECD7: 

DD 

01 

01 

CMP 

$0101, X 

Compare  with  address  byte  high 

ECDA: 

DO 

29 

BNE 

$ED05 

Not  equal,  then  skip 

ECDC: 

E6 

9F 

INC 

*  $9F 

Increment  the  z-page  correction 

ECDE: 

E6 

9F 

INC 

*  $9F 

counter  for  pass  2  by  2 

ECEO: 

A5 

93 

LDA 

*  $93 

Check  if  verify  marker  set 

ECE2  : 

FO 

OC 

BEQ 

$ECF0 

No,  then  set 

ECE4: 

AO 

00 

LDY 

#  $00 

Displacement  for  fetch  routine 

ECE6: 

20 

CC 

F7 

JSR 

$F7CC 

Fetch  routien  for  LSV  calls 

ECE9: 

C5 

BD 

CMP 

*  $BD 

Read  byte  equal  memory  byte? 

ECEB: 

FO 

18 

BEQ 

$ED05 

Yes,  then  skip 

ECED: 

C8 

I  NY 

Incremem  displacement  pointer 

ECEE: 

84 

B6 

STY 

*  $B6 

And  put  in  z-page  error  pointer 

ECFO: 

A5 

B6 

LDA 

*  $B6 

Check  if  error  occurred 

ECF2: 

FO 

07 

BEQ 

$ECFB 

No,  then  skip 

ECF4: 

A9 

10 

LDA 

#  $10 

Set  bit  4  -read  error  not  corrected 

ECF6: 

20 

57 

F7 

JSR 

$F757 

Reset  system  status  pointer 

ECF9  : 

DO 

OA 

BNE 

$ED05 

Unconditional  jump 

ECFB: 

A5 

93 

LDA 

*  $93 

Check  if  verify  marker  set 

ECFD: 

DO 

06 

BNE 

$ED05 

Yes,  then  skip 

ECFF: 

A8 

TAY 

Set  displacement  pointer  to  #0 
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EDOO  : 

A5 

BD 

LDA 

*  $BD 

Get  byte  into  acc 

ED02: 

20 

BC 

F7 

JSR 

$F7BC 

STASH  rout,  for  LS  V  routines 

ED05: 

20 

CI 

EE 

JSR 

$EEC1 

Incr  input/output  start  address 

EDO 8  : 

DO 

44 

BNE 

$ED4E 

Back  to  normal  IRQ  routine 

EDO  A: 

A9 

80 

LDA 

#  $80 

Code  for  read  pointer  to  end 

EDOC: 

85 

AA 

STA 

*  $AA 

Set  tape  read  pntr  according,  acc 

EDOE: 

78 

SEI 

Disable  all  system  interrupts 

EDOF: 

A2 

01 

LDX 

#  $01 

Code,  value  for  int.  of  timer  A 

ED11: 

8E 

OD 

DC 

STX 

$DC0D 

Disable  m  ICR 

ED14: 

AE 

OD 

DC 

LDX 

$DC0D 

Reset  interrupt  pointer 

ED17: 

A6 

BE 

LDX 

*  $BE 

Test  if  number  of  blocks 

EDI  9: 

CA 

DEX 

remaining  to  process  is  zero 

ED1A: 

30 

02 

BMI 

$ED1E 

Yes,  then  skip 

ED1C: 

86 

BE 

STX 

*  $BE 

Store  new  number  in  zero  page 

ED1E: 

C6 

A7 

DEC 

*  $A7 

Decrement  z-page  block  counter 

ED20 : 

FO 

08 

BEQ 

$ED2A 

Block  counter  =  0,  then  skip 

ED22: 

A5 

9E 

LDA 

*  $9E 

Check  if  error  encountered  in 

ED24: 

DO 

28 

BNE 

$ED4E 

pass  1 .  Yes,  then  skip 

ED26: 

85 

BE 

STA 

*  $BE 

Number  of  blocks  to  process:  0 

ED28: 

FO 

24 

BEQ 

$ED4E 

Back  to  normal  IRQ  routine 

ED2A: 

20 

57 

EE 

JSR 

$EE57 

Routine:  end  tape  I/O 

ED2D: 

20 

51 

ED 

JSR 

$ED51 

Copy  start  addr  in  load  pointer 

ED30  : 

AO 

00 

LDY 

#  $00 

Clear  the  z-page  ptr  for  chksum 

ED32: 

84 

AB 

STY 

*  $AB 

Set  displacement  to  zero 

ED34: 

20 

CC 

F7 

JSR 

$F7CC 

FETCH  routine  for  LS  V  operat. 

ED37: 

45 

AB 

EOR 

*  $AB 

Combine  memory  byte  with 

ED39: 

85 

AB 

STA 

*  $AB 

chksum  &  store  in  chksum  pntr 

ED3B: 

20 

CI 

EE 

JSR 

$EEC1 

Increment  input/output  start  addr 

ED3E: 

20 

B7 

EE 

JSR 

$EEB7 

Check  rf  end  address  reached 

ED41: 

90 

Fl 

BCC 

$ED34 

Not  end  address,  then  continue 

ED43: 

A5 

AB 

LDA 

*  $AB 

.  \  ill 

Compare  the  generate  checksum 

ED45: 

45 

BD 

EOR 

*  $BD 

With  the  checksum  read 

ED47  : 

FO 

05 

BEQ 

$ED4E 

Equal,  then  OK  and  continue 

ED49: 

A9 

20 

LDA 

#  $20 

Set  bit  5  (checksum  error) 

ED  48 : 

20 

57 

F7 

JSR 

$F757 

Reset  system  status  pointer 

ED4E : 

4C 

33 

FF 

JMP 

$FF33 

Back  to  normal  IRQ  routine 
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****************************** 


ED51: 

A5 

C2 

LDA 

*  $C2 

ED53: 

85 

AD 

STA 

*  $AD 

ED55 : 

A5 

CI 

LDA 

*  $C1 

ED57: 

85 

AC 

STA 

*  $AC 

ED59: 

60 

RTS 

***************************** 

ED5A: 

A9 

08 

LDA 

#  $08 

ED5C: 

85 

A3 

STA 

*  $A3 

ED5E- 

A9 

00 

LDA 

#  $00 

ED60 

85 

A4 

STA 

*  $A4 

ED62 

85 

A8 

STA 

*  $A8 

ED64: 

85 

9B 

STA 

*  $9B 

ED66: 

85 

A9 

STA 

*  $A9 

ED68 

60 

RTS 

***************************** 

ED69 

A5 

BD 

LDA 

*  $BD 

ED6B 

4A 

LSR 

A 

ED6C 

•  A9 

60 

LDA 

#  $60 

ED6E 

:  90 

02 

BCC 

$ED72 

ED70 

:  A9 

BO 

LDA 

#  $B0 

ED72 

:  A2 

00 

LDX 

#  $00 

ED74 

,  8D 

06 

DC 

STA 

$DC06 

ED77 

:  8E 

07 

DC 

STX 

$DC07 

ED7A 

:  AD 

0D 

DC 

LDA 

$DC0D 

ED7D 

:  A9 

19 

LDA 

#  $19 

ED7F 

:  8D 

OF 

DC 

STA 

$DC0F 

ED82 

:  A5 

01 

LDA 

*  $01 

ED84 

:  49 

08 

EOR 

#  $08 

ED86 

:  85 

01 

STA 

*  $01 

ED88 

:  29 

08 

AND 

#  $08 

ED8A 

:  60 

RTS 

Copy  input/output  start  address 

Get  input/output 
Store  high  value  in  z-page  $AD 
Get  input/output  start  addr  low 
Store  low  value  in  z-page  $AC 
Return  from  subroutine 

Set  bit  counter  for  serial  output 

Counter  for  8  bits  to  transfer 
Initialize  in  zero  page 
Set  the  high  byte  of  the  2  byte 
Zero  page  counter  to  $00 
Clear  tape  read  error  flag 
Initialize  parity  for  tape 
Initialize  tape  zero  read  flag 
Return  from  subroutine 

Write  a  bit  to  tape 

Bit  to  output  from  z-page  to  acc 
And  bit  to  output  (0)  in  carry 
Set  time  for  "0-bit" 
Set  timer  and  output 
Set  time  for  "1-bit" 
Low  value  for  timer  high  byte 
CIA1  timer  B  low  byte  -bit  time 
CIA1  timer  B  hi-byte  low  value 
Clear  interrupt  flag 
Load  timer  B,  "one  shot"  &  start 
CIA  control  reg.  IRQ  at  timer 
Inverse  value  for  output  bit 
Invert  in  processor  port  and 
Put  back  in  processor  port 
Save  current  signal 
Return  from  subroutine 
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****************************** 


ED8B: 

38 

SEC 

ED8C: 

66 

B6 

ROR 

*  $B6 

ED8E: 

30 

3C 

BMI 

$EDCC 

***************************** 

ED90 . 

A5 

A8 

LDA 

*  $A8 

ED  92 : 

DO 

12 

BNE 

$EDA6 

ED94 

A9 

10 

LDA 

#  $10 

ED96- 

A2 

01 

LDX 

#  $01 

ED98 

20 

74 

ED 

JSR 

$ED74 

ED9B: 

DO 

2F 

BNE 

$EDCC 

ED9D: 

E6 

A8 

INC 

*  $A8 

ED9F: 

A5 

B6 

LDA 

*  $B6 

EDA1 

10 

29 

BPL 

$EDCC 

EDA3 

4C 

IB 

EE 

JMP 

$EE1B 

EDA  6 

A5 

A9 

LDA 

*  $A9 

EDA8 

DO 

09 

BNE 

$EDB3 

EDAA 

20 

70 

ED 

JSR 

$ED70 

EDAD 

DO 

ID 

BNE 

$EDCC 

EDAF 

E6 

A9 

INC 

*  $A9 

EDB1 

DO 

19 

BNE 

$EDCC 

EDB3- 

20 

69 

ED 

JSR 

$ED69 

EDB6 

DO 

14 

BNE 

$EDCC 

EDB8 

A5 

A4 

LDA 

*  $A4 

EDBA 

49 

01 

EOR 

#  $01 

EDBC 

85 

A4 

STA 

*  $A4 

EDBE 

:  FO 

OF 

BEQ 

$EDCF 

EDCO 

A5 

BD 

LDA 

*  $BD 

EDC2 

49 

01 

EOR 

#  $01 

EDC4 

85 

BD 

STA 

*  $BD 

EDC6 

29 

01 

AND 

#  $01 

EDC8 

45 

9B 

EOR 

*  $9B 

EDCA 

•  85 

9B 

STA 

*  $9B 

EDCC 

4C 

33 

FF 

JMP 

$FF33 

EDCF 

46 

BD 

LSR 

*  $BD 

EDD1 

C6 

A3 

DEC 

*  $A3 

EDD3 

A5 

A3 

LDA 

*  $A3 

Set  pointer  for  block  written 

Set  carry  for  rotation 
Negate  block  written  flag 
Interrupt  return 

Interrupt  routine  for  tape  write 

Check  if  byte  pulse  written 
Yes  then  skip  byte  pulse  write 
Low  value  for  byte  freq  in  acc 
High  value  for  byte  freq  in  X 
Write  "byte"  pulse  to  tape 
If  first  half  wave,  to  normal  IRQ 
Set  pointer  for  pulse  written 
Test  "block  written"  pointer 
Yes,  then  back  to  normal  IRQ 
Block  finished,  continue  write 
Check  if  longer  pulse  written 
Yes,  then  skip  long  pulse 
Write  long  pulse  to  tape 
If  first  half  wave,  to  normal  IRQ 
Set  pointer  for  pulse  written 
Back  to  normal  IRQ  routine 
Write  one  bit  to  tape 
If  first  half  wave,  to  normal  IRQ 
Invert  the  zero-page  bit  pulse 
Pointer  and 
Save  it  again 
If  #0,  write  both  pulses 
Invert  bit  0  of  the  zero-page  bit 
Shift  storage 
And  save  again 

Ehminate  current  bit  &  combine 
With  parity  bit  of  the  byte 
And  store  in  parity  flag 
Back  to  normal  IRQ  routine 
Shift  bit  out  and  decrement  the 
Zero-page  bit  counter  by  1 
Is  end  reached  already? 
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EDD5: 

FO 

3B 

BEQ 

$EE12 

EDD7  : 

10 

F3 

BPL 

$EDCC 

EDD9 : 

20 

5A 

ED 

JSR 

$ED5A 

EDDC : 

58 

CLI 

EDDD: 

A5 

A5 

LDA 

*  $A5 

EDDF : 

FO 

12 

BEQ 

$EDF3 

EDE1: 

A2 

00 

LDX 

#  $00 

EDE3: 

86 

C5 

STX 

*  $C5 

EDE5: 

C6 

A5 

DEC 

*  $A5 

EDE7: 

A6 

BE 

LDX 

*  $BE 

EDE9: 

EO 

02 

CPX 

#  $02 

EDEB: 

DO 

02 

BNE 

$EDEF 

EDED: 

09 

80 

ORA 

#  $80 

EDEF : 

85 

BD 

STA 

*  $BD 

EDF1: 

DO 

D9 

BNE 

$EDCC 

EDF3: 

20 

B7 

EE 

JSR 

$EEB7 

EDF6: 

90 

OA 

BCC 

$EE02 

EDF8 : 

DO 

91 

BNE 

$ED8B 

EDFA: 

E6 

AD 

INC 

*  $AD 

EDFC: 

A5 

C5 

LDA 

*  $C5 

EDFE: 

85 

BD 

STA 

*  $BD 

EEOO  : 

BO 

CA 

BCS 

$EDCC 

EE02: 

AO 

00 

LDY 

#  $00 

EE04: 

20 

CC 

F7 

JSR 

$F7CC 

EE07: 

85 

BD 

STA 

*  $BD 

EE09: 

45 

C5 

EOR 

*  $C5 

EEOB: 

85 

C5 

STA 

*  $C5 

EEOD: 

20 

CI 

EE 

JSR 

$EEC1 

EE10: 

DO 

BA 

BNE 

$EDCC 

EE12: 

A5 

9B 

LDA 

*  $9B 

EE14: 

49 

01 

EOR 

#  $01 

EE16: 

85 

BD 

STA 

*  $BD 

EE18: 

4C 

33 

FF 

JMP 

$FF33 

EE  IB: 

C6 

BE 

DEC 

*  $BE 

EE  ID: 

DO 

03 

BNE 

$EE22 

EE1F: 

20 

BO 

EE 

JSR 

$EEB0 

EE22: 

A9 

50 

LDA 

#  $50 

EE24: 

85 

A7 

STA 

*  $A7 

EE26: 

A2 

08 

LDX 

#  $08 

EE28: 

78 

SEI 
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Yes,  then  generate  parity.  Skip 
No,  then  back  to  normal  IRQ 
Set  bit  counter  for  serial  output 
Enable  all  system  interrupts 
Check  if  sync  bytes  written 
Yes,  then  skip 

Clear  the  checksum  storage  for 

the  read  buffer  (low  value) 

Decremernt  sync  counter  by  1 

Check  if  the  first  block 

Is  already  written 

No,  then  skip 

Set  bit  7  in  sync  byte 

And  in  zero  page  bit  shift  storage 

Back  to  normal  IRQ  routine 

Check  if  end  address  reached 

Not  reached,  continue  write 

Set  "block  written"  pointer 

Current  address  byte  +1 

Get  buffer  checksum  from  Z-P 

Store  value  in  bit  shift  storage 

Back  to  normal  IRQ  routine 

Set  displacement  pointer  to  #0 

FETCH  routine  for  LS  V  operat. 

Bring  char  in  bit  shift  storage 

Combine  with  checksum  storage 

And  store  again 

Incr  input/output  start  address 

Back  to  normal  IRQ  routine 

Invert  parity  bit  of  byte  from 

Z-P  and  copy  into  the  bit-shift 

Storage 

Back  to  the  normal  IRQ  routine 
Check  if  all  bits  written 
No,  then  skip 
Turn  recorder  motor  off 
Initialize  zero-page  counter  for 
The  "shorts" 

Displacement  for  IRQ  #1  (write) 
Disable  all  system  interrupts 
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EE29 

20 

9B 

EE 

JSR 

$EE9B 

Set  the  IRQ  vectors 

EE2C: 

DO 

EA 

BNE 

$EE18 

Back  to  the  normal  IRQ  routine 

****************************** 

Write  the  header  (IRQ  #1) 

EE2E 

A9 

78 

LDA 

#  $78 

Code  for  "header  pulse"  in  acc 

EE30 

20 

72 

ED 

JSR 

$ED72 

And  write  header  pulse 

EE33 

DO 

E3 

BNE 

$EE18 

If  first  half  wave,  to  normal  IRQ 

EE35: 

C6 

A7 

DEC 

*  $A7 

Decrement  header  counter  by  1 

EE37 

DO 

DF 

BNE 

$EE18 

No  end,  to  normal  IRQ  routine 

EE39 

20 

5A 

ED 

JSR 

$ED5A 

Set  bit  counter  for  serial  output 

EE3C 

C6 

AB 

DEC 

*  $AB 

Dur.  or  snort  before  &  alter  data 

EE3E 

10 

D8 

BPL 

$EE18 

No  end,  to  normal  IRQ  routine 

EE40 

A2 

OA 

LDX 

#  $0A 

Displacement  for  IRQ  #2  (write) 

EE42 

20 

9B 

EE 

JSR 

$EE9B 

Set  the  IRQ  vector 

T7T?  A  ^ 

0  0 

Enable  all  system  interrupts 

EE46 

E6 

AB 

INC 

*  $AB 

Decrement  duration  of  shorts 

EE48 

A5 

BE 

LDA 

*  $BE 

Check  if  all  blocks  written 

EE  4  A 

:  FO 

49 

BEQ 

$EE95 

Yes,  then  skip 

EE4C 

20 

51 

ED 

JSR 

$ED51 

Copy  input/output  end  address 

EE4F 

A2 

09 

LDX 

#  $09 

Reset  the  zero-page  counter  for 

EE51 

86 

A5 

STX 

*  $A5 

the  Sync  with  #9  and  reset  the 

EE53 

•  86 

B6 

STX 

*  $B6 

"block  written"  pointer 

EE55 

:  DO 

82 

BNE 

$EDD9 

Unconditional  jump 

****************************** 

End  recorder  operation 

EE57 

:  08 

PHP 

Save  processor  status  on  stack 

EE58 

:  78 

SEI 

Disable  all  system  interrupts 

EE59 

:  AD 

11 

DO 

LDA 

$D011 

Contents  or  Vl(_  control  reg  in  A 

EE5C 

OD 

39 

OA 

ORA 

$0A39 

Combine  with  VDC  temp  pointer 

EE5F 

:  29 

7F 

AND 

#  $7F 

i  urn  screen  on 

EE61 

:  8D 

11 

DO 

STA 

$D011 

And  write  value  in  VIC  reg 

EE64 

:  2C 

3A 

OA 

BIT 

$0A3A 

Check  IRQ  storage 

EE67 

:  30 

16 

BMI 

$EE7F 

Bit  7  set,  then  skip 

EE69 

:  2C 

37 

OA 

BIT 

$0A37 

v^ncuv.  ciulk  irccjiiency  storage 

EE6C 

:  10 

11 

BPL 

$EE7F 

Bit  7  cleared,  then  no  update 

EE6E 

:  AD 

38 

OA 

LDA 

$0A38 

Get  status  for  sprites 

EE71 

8D 

15 

DO 

STA 

$D015 

And  set  sprite  display  register 

EE74 

AD 

37 

OA 

LDA 

$0A37 

Get  saved  clock  frequency  and 
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$d  o  3  o  Set  system  back  to  old  value 

#  $oo  Clear  storage  for 

$  o  A3  7  System  clock  frequency 

$eebo  Turn  cassette  motor  off 

$E1B8  Set  timing  and  CIAs  to  standard 

$  oaoa  Is  interrupt  vector  to  standard? 

$EE93  Yes,  then  exit 

$  0  3 1 5  Sy  s  IRQ  vector  high  to  standard 

$  o  ao  9  Get  IRQ  address  low 

$  0  3 1 4  Sy s  IRQ  vector  low  to  standard 
Get  processor  status  back 
Return  from  subroutine 

*******  Terminate  tape  operation 


EE77 

8D 

30 

DO 

STA 

EE7A 

A9 

00 

LDA 

EE7C 

8D 

37 

OA 

STA 

EE7F 

20 

B0 

EE 

JSR 

EE82 

20 

B8 

El 

JSR 

EE85 

AD 

OA 

OA 

LDA 

EE88 

F0 

09 

BEQ 

EE8A 

8D 

15 

03 

STA 

EE8D 

AD 

09 

OA 

LDA 

EE90 

8D 

14 

03 

STA 

EE93 

28 

PLP 

EE94 

60 

RTS 

*********************** 


EE95: 

20 

57  EE 

JSR  $EE57 

EE98 : 

4C 

33  FF 

JMP  $FF33 

****************************** 

EE9B: 

BD 

AO  EE 

LDA  $EEA0,X 

EE9E: 

8D 

14  03 

STA  $0314 

EEA1: 

BD 

Al  EE 

LDA  $EEA1,X 

EEA4: 

8D 

15  03 

STA  $0315 

EEA7 : 

60 

RTS 

****************************** 

EEA8 

2E 

EE 

($EE2E) 

EEAA 

90 

ED 

($ED90) 

EEAC 

65 

FA 

($FA65) 

EEAE 

:  EB 

EA 

( $EAEB) 

****************************** 

EEB0 

:  A5 

01 

LDA     *  $01 

EEB2 

:  09 

20 

ORA     #  $20 

EEB4 

:  85 

01 

STA    *  $01 

EEB6 

:  60 

RTS 

End  recorder  operation 
Back  to  normal  IRQ  routine 

Set  the  IRQ  vector 

X-indexed  IRQ  lo-addr  f/  table 
Copy  into  sys  IRQ  vector  low 
X-indexed  IRQ  high  addr  f/  table 
Copy  into  sys  IRQ  vector  high 
Return  from  subroutine 

Table  of  IRQ  vectors 

IRQ  #1:  Write  to  tape  (header) 
IRQ  #2:  Write  to  tape  (buffer) 
Normal  IRQ  for  keyboard  read 
IRQ  for  reading  from  tape 

Turn  recorder  motor  off 

Status  of  processor  port  data  reg 
In  acc,  set  bit  5  and 
Turn  the  recorder  motor  off 
Return  from  subroutine 
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****************************** 

v^ilw^A.  11  Villi  OAj-UlWOd  ICovllCU. 

11  vllU  aUUlCoo  ->  a  Lai  l  aUUX*     — \J 

EEB7 

38 

SEC 

Set  carry  for  subtraction 

EEB8 

A5 

AC 

LDA 

*  $AC 

Low  of  I/O  start  address  in  acc 

EEBA 

E5 

AE 

SBC 

*  $AE 

Subtract  low  of  I/O  end  address 

EEBC 

A5 

AD 

LDA 

*  $AD 

High  of  I/O  start  address  in  acc 

EEBE 

E5 

AF 

SBC 

*  $AF 

Subtract  high  of  I/O  end  address 

EECO 

60 

RTS 

Rpfiim  from  QiiHrrmtinp 

****************************** 

Tncr  inr>iit/niitr>iit  ^tart  aHrlrp^Q 

■liivii  ixiyJ\Xu  uuipui  atoll  aUUICao 

EEC1: 

E6 

AC 

INC 

*  $AC 

Low  value  of  I/O  start  addr.+  1 

EEC  3 

DO 

02 

BNE 

$EEC7 

No  overflow  in  low  value,  exit 

EEC5: 

E6 

AD 

INC 

*  $AD 

High  value  of  I/O  address  +  1 

EEC7 

60 

RTS 

Return  from  subroutine 

****************************** 

Clear  hreak  flap  in  nroppQsrvr 

status 

EEC8 

08 

PHP 

Put  processor  status  on  stack 

EEC  9 

68 

PLA 

And  copy  back  into  acc 

EECA 

29 

EF 

AND 

#  $EF 

Clear  break  flae 

EECC 

48 

PHA 

And  put  status  back  on  stack 

EECD 

4C 

17  FF 

JMP 

$FF17 

Jump  to  kernal  IRQ  routine 

****************************** 

Check  cassette  recorder  kevs 

(IRQ) 

EEDO 

.  A5 

01 

LDA 

*  $01 

Get  processor  port  data  register 

EED2 

.  29 

10 

AND 

#  $10 

And  test  if  key  pressed 

EED4 

:  FO 

OA 

BEQ 

$EEE0 

No  key  pressed,  then  exit 

EED6 

:  AO 

00 

LDY 

#  $00 

Indicator  for  cassette  recorder 

EED8 

:  84 

CO 

STY 

*  $co 

Reset  OFF  in  zero-page  tape  flag 

EEDA 

:  A5 

01 

LDA 

*  $01 

Get  processor  port  data  register 

EEDC 

:  09 

20 

ORA 

#  $20 

And  set  bit  for  motor  off 

EEDE 

:  DO 

08 

BNE 

$EEE8 

Unconditional  jump 

EEEO 

:  A5 

CO 

LDA 

*  $C0 

Check  z-page  tape  flag  for  motor 

EEE2 

:  DO 

06 

BNE 

$EEEA 

If  motor  on,  then  skip 

EEE4 

:  A5 

01 

LDA 

*  $01 

Get  processor  port  data  register 
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EEE6 : 

29 

DF 

AND 

#  $DF 

EEE8  : 

85 

01 

STA 

*  $01 

EEEA: 

60 

RTS 

**************************** 

EEEB: 

A5 

99 

LDA 

*  $99 

EEED: 

DO 

OA 

BNE 

$EEF9 

EEEF: 

A5 

DO 

LDA 

*  $D0 

EEF1: 

05 

Dl 

ORA 

*  $D1 

EEF3: 

F0 

OF 

BEQ 

$EF04 

EEF5 : 

78 

SEI 

EEF6: 

4C 

0  6  CO 

JMP 

$C006 

****************************** 


And  clear  bit  for  motor  on 
Write  back  into  processor  port 
Return  from  subroutine 

Kernal  routine:  GETIN 
Read  a  character 

Load  acc  with  current  input  dev. 
Not  keyboard,  then  continue 
Num.  of  char  in  keyboard  buffer 
Combine  with  function  key  pntr 
No  char  there,  then  "OK"  exit 
Disable  all  system  interrupts 
Get  char  from  keyboard  buffer 

GETIN  evaluation  not  RS-232 


EEF9: 

C9 

02 

CMP 

#  $02 

device 

EEFB 

DO 

18 

BNE 

$EF15 

EEFD: 

84 

97 

STY 

*  $97 

EEFF 

20 

CE  E7 

JSR 

$E7CE 

EF02 

A4 

97 

LDY 

*  $97 

EF04 

18 

CLC 

EF05 

60 

RTS 

Check  if  RS-232  is  the  input 

Not  RS-232,  to  BASIN  routine 
Store  current  contents  of  Y-reg 
GETIN  routine  of  RS-232 
Get  old  contents  of  Y-reg  back 
Set  marker  for  everything  OK 
Return  from  subroutine 


******************************      Kernal  routine:  BASIN 

Read  character 


EF06 

A5 

99 

LDA 

*  $99 

EF08 

DO 

0B 

BNE 

$EF15 

EF0A 

A5 

EC 

LDA 

*  $EC 

EF0C 

85 

E9 

STA 

*  $E9 

EF0E 

A5 

EB 

LDA 

*  $EB 

EF10 

85 

E8 

STA 

*  $E8 

EF12 

4C 

09  CO 

JMP 

$C009 

EF15 

C9 

03 

CMP 

#  $03 

EF17 

DO 

09 

BNE 

$EF22 

EF19 

:  85 

D6 

STA 

*  $D6 

EF1B 

:  A5 

E7 

LDA 

*  $E7 

Load  acc  with  current  input  dev. 
Not  keyboard,  then  continue 
Get  current  cursor  column  in  acc 
In  z-page  start  of  input  column 
Get  current  cursor  line  in  acc 
In  zero  page  start  of  input  line 
Get  character  from  screen 
Check  if  input  device  is  screen 
Not  screen,  then  continue 
In  zero-page  pointer  for  input/get 
Load  right  window-border  in  acc 
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EF1D 

85 

EA 

STA 

*  $EA 

In  zero  page  for  end  of  input  line 

EF1F. 

4C 

09 

CO 

JMP 

$C009 

Get  character  from  screen 

EF22- 

BO 

38 

BCS 

$EF5C 

Dev>3,  read  char  from  serial  bus 

EF24: 

C9 

02 

CMP 

#  $02 

Input  device  2  (RS-232)  set? 

EF26: 

FO 

3F 

BEQ 

$EF67 

Yes,  then  get  char  from  RS-232 

EF28: 

86 

97 

STX 

*  $97 

Save  current  contents  of  X-reg 

EF2A: 

20 

48 

EF 

JSR 

$EF48 

Read  a  character  from  cassette 

EF2D: 

BO 

16 

BCS 

$EF45 

Exit  from  routine:  Read  cassette 

EF2F: 

48 

PHA 

Save  acc  contents  on  stack 

EF30: 

20 

48 

EF 

JSR 

$EF48 

Read  a  character  from  cassette 

EF33- 

BO 

OD 

BCS 

$EF42 

Error  occurred,  then  skip 

EF35: 

DO 

05 

BNE 

$EF3C 

Last  character  read  from  tape? 

EF37 

A9 

40 

LDA 

#  $40 

Put  EOF  marker  in  acc 

EF39 

20 

57 

F7 

JSR 

$F757 

And  set  STATUS  accordingly 

EF3C: 

C6 

A6 

DEC 

*  $A6 

Decrement  tape  buffer  pointer 

EF3E 

A6 

97 

LDX 

*  $97 

Get  X-reg  contents  back 

EF40 

68 

PLA 

Get  acc  contents  back  from  stack 

EF41 

60 

RTS 

Return  from  subroutine 

****************************** 

Error  occurred  reading  from  tape 

EF42 

AA 

TAX 

Put  error  number  in  X-reg 

EF43 

68 

PLA 

Get  character 

EF44 

8A 

TXA 

Put  error  number  in  acc 

EF45 

A6 

97 

LDX 

*  $97 

Restore  x-reg  contents 

EF47 

60 

RTS 

Return  from  subroutine 

****************************** 

Read  a  character  from  cassette 

EF48 

:  20 

BE 

E9 

JSR 

$E9BE 

Increment  tape  buffer  pointer 

EF4B 

:  DO 

OB 

BNE 

$EF58 

Still  chars  in  buffer,  then  read 

EF4D 

:  20 

F2 

E9 

JSR 

$E9F2 

Read  next  block  from  cassette 

EF50 

:  BO 

09 

BCS 

$EF5B 

STOP  key  pressed,  then  stop 

EF52 

:  A9 

00 

LDA 

#  $00 

Load  acc  with  $00  &  in  z-page 

EF54 

:  85 

A6 

STA 

*  $A6 

Storage  for  cassette  buffer  pntr 

EF56 

:  FO 

FO 

BEQ 

$EF48 

Get  next  character 

EF58 

:  Bl 

B2 

LDA 

($B2),Y 

Read  a  character  from  the  buffer 

EF5A 

:  18 

CLC 

Set  indicator  for  "OK" 

EF5B 

:  60 

RTS 

Return  from  subroutine 
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******************************      Get  character  from  serial  bus 


EF5C: 

A5 

90 

LDA 

*  $90 

Load  system  status  in  acc 

EF5E: 

DO 

03 

BNE 

$EF63 

Status  not  OK,  then  exit 

EF60: 

4C 

3E 

E4 

JMP 

$E43E 

Kernal  ACF1R:  get  byte  from 

serial  bus 

EF63: 

A9 

OD 

LDA 

#  $0D 

Load  code  for  <CR>  in  acc 

EF65: 

18 

CLC 

Set  indicator  for  OK 

EF66: 

60 

RTS 

Return  from  subroutine 

****************************** 

Get  character  from  RS-232 

EF67: 

20 

FD 

EE 

JSR 

$EEFD 

Read  a  byte  from  RS-232 

EF6A: 

BO 

F9 

BCS 

$EF65 

Error  occurred,  then  exit 

EF6C: 

C9 

00 

CMP 

#  $00 

Was  character  read  a  zero-byte? 

EF6E: 

DO 

F6 

BNE 

$EF66 

No,  then  OK  exit 

EF70- 

AD 

14 

OA 

LDA 

$0A14 

Load  RS-232  status  in  acc 

EF73 

29 

60 

AND 

#  $60 

Data  set  ready  (DSR)  missing? 

EF75 

DO 

EC 

BNE 

$EF63 

Yes,  then  return  <CR>  code 

EF77 

FO 

EE 

BEQ 

$EF67 

No,  then  new  read  attempt 

****************************** 

Kernal  routine:  BSOUT 

(character  out) 

EF7  9 

:  48 

PHA 

Store  character  to  output 

EF7A 

:  A5 

9A 

LDA 

*  $9A 

Get  curent  output  device 

EF7C 

:  C9 

03 

CMP 

#  $03 

Is  it  the  screen  (3)? 

EF7E 

:  DO 

04 

BNE 

$EF84 

No,  then  skip  screen  output 

EF80 

:  68 

PLA 

Get  character  to  output 

EF81 

:  4C 

OC 

CO 

JMP 

$C00C 

In  routine:  Char  output  screen 

****************************** 

BSOUT  output  not  to  screen 

EF84 

:  90 

04 

BCC 

$EF8A 

Output  to  RS-232  /  Datassette 

EF86 

:  68 

PLA 

Get  character 

EF87 

:  4C 

03 

E5 

JMP 

$E503 

BSOUT  output  to  serial  (DA>  2 

EF8A 

:  4A 

LSR 

A 

Test  if  RS-232  or  datasette 

EF8B 

:  68 

PLA 

Get  character  to  output 

EF8C 

:  85 

9E 

STA 

*  $9E 

And  store  in  zero  page 

EF8E 

:  8A 

TXA 

Save  current  contents  of  X-reg 
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EF8F: 

48 

PHA 

EF90 : 

98 

TYA 

EF91: 

48 

PHA 

EF92: 

90 

23 

BCC 

$EFB7 

EF94 : 

20 

BE 

E9 

JSR 

$E9BE 

EF97 : 

DO 

OE 

BNE 

$EFA7 

EF99 : 

20 

15 

EA 

JSR 

$EA15 

EF9C: 

BO 

OE 

BCS 

$EFAC 

EF9E: 

A9 

02 

LDA 

#  $02 

EFAO: 

AO 

00 

LDY 

#  $00 

EFA2: 

91 

B2 

STA 

($B2),Y 

EFA4: 

C8 

INY 

EFA5: 

84 

A6 

STY 

*  $A6 

EFA7  : 

A5 

9E 

LDA 

*  $9E 

EFA9  : 

91 

B2 

STA 

($B2),Y 

EFAB: 

18 

CLC 

EFAC: 

68 

PLA 

EFAD: 

A8 

TAY 

EFAE : 

68 

PLA 

EFAF  : 

AA 

TAX 

EFBO: 

A5 

9E 

LDA 

*  $9E 

EFB2  : 

90 

02 

BCC 

$EFB6 

EFB4 : 

A9 

00 

LDA 

#  $00 

EFB6: 

60 

RTS 

****************************** 

EFB7 : 

20 

5F 

E7 

JSR 

$E75F 

EFBA: 

4C 

AB 

EF 

JMP 

$EFAB 

****************************** 

EFBD: 

A6 

B8 

LDX 

*  $B8 

EFBF : 

20 

02 

F2 

JSR 

$F202 

EFC2 : 

FO 

2F 

BEQ 

$EFF3 

EFC4: 

A6 

98 

LDX 

*  $98 

EFC6: 

EO 

OA 

CPX 

#  $0A 

EFC8: 

BO 

26 

BCS 

$EFF0 

EFCA: 

E6 

98 

INC 

*  $98 

On  stack  via  acc 

Save  current  contents  of  Y-reg 

On  stack  via  acc 

Jump  to  the  RS-232  output 

Increment  tape  buffer  pointer 

Buffer  not  full,  char  in  buffer 

Write  buffer  to  tape 

If  STOP  key  pressed,  stop 

Set  control  byte  for  data  block 

Set  displacement  to  tape  buffer 

And  write  control  byte  to  buffer 

Increment  the  displacement  to 

the  tape  buffer  and  store  in  Z-P 

Character  to  output  from  Z-P 

Write  in  output  buffer 

Set  indicator  for  OK 

Restore  old  values  from  stack 

Restore  Y-reg  contents 

Restore 

X-reg  contents 

Get  character  to  output 

Everything  OK,  then  return 

Hag  for  "STOP"  key  pressed 

Return  from  subroutine 

Output  RS-232  character 

Write  character  in  RS-232  buffer 
Clean  up  stack  and  return 

Kernal  routine:  OPEN 
Open  a  logical  file 

Get  logical  file  number  in  X-reg 
Find  LFN  in  LFN  table 
Found,  then  output  error 
Get  number  of  open  files 
Max  of  10  open  are  possible 
More  than  10  open,  then  error 
Number  of  open  files  +1 
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EFCC: 

A5 

B8 

LDA 

*  $B8 

Get  logical  file  number  in  acc 

EFCE: 

9D 

62 

03 

STA 

$0362, X 

Enter  LFN  in  LFN  table 

EFD1: 

A5 

B9 

LDA 

*  $B9 

Get  secondary  address  in  acc 

EFD3: 

09 

60 

ORA 

#  $60 

Set  Print,  Input,  Get  in  S  A 

EFD5: 

85 

B9 

STA 

*  $B9 

And  store  in  SA  mem  again 

EFD7: 

9D 

76 

03 

STA 

$0376, X 

Enter  SA  in  SA  table 

EFDA: 

A5 

BA 

LDA 

*  $BA 

Load  device  address  in  acc 

EFDC: 

9D 

6C 

03 

STA 

$036C,X 

GA  in  GA-Table 

EFDF: 

F0 

0D 

BEQ 

$EFEE 

Was  it  the  keyboard  (0),  skip 

EFE1: 

C9 

02 

CMP 

#  $02 

Check  if  RS-232  selected  as  dev 

EFE3: 

F0 

5B 

BEQ 

$F040 

Yes,  then  skip  to  RS-232 

EFE5: 

90 

OF 

BCC 

$EFF6 

Less  than  2,  it  is  tape  OPEN 

EFE7: 

C9 

03 

CMP 

#  $03 

Check  if  screen  selected  as  dev 

EFE9: 

F0 

03 

BEQ 

$EFEE 

Yes,  then  skip 

EFEB: 

20 

CB 

FO 

JSR 

$F0CB 

Open  file  on  serial  bus 

EFEE : 

18 

CLC 

Set  marker  for  everything  OK 

EFEF: 

60 

RTS 

Return  from  subroutine 
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****************************** 


EFFO : 

4C 

7C 

F6 

JMP 

$F67C 

EFF3: 

4C 

7F 

F6 

JMP 

$F67F 

EFF6 : 

20 

80 

E9 

JSR 

$E980 

EFF9 : 

BO 

03 

BCS 

$EFFE 

EFFB: 

4C 

94 

F6 

JMP 

$F694 

EFFE: 

A5 

B9 

LDA 

*  $B9 

F000: 

29 

OF 

AND 

#  $0F 

F002: 

DO 

IF 

BNE 

$F023 

F004: 

20 

C8 

E9 

JSR 

$E9C8 

F007: 

BO 

36 

BCS 

$F03F 

F009: 

20 

OF 

F5 

JSR 

$F50F 

FOOC: 

A5 

B7 

LDA 

*  $B7 

FOOE: 

FO 

OA 

BEQ 

$F01A 

F010: 

20 

9A 

E9 

JSR 

$E99A 

F013: 

90 

18 

BCC 

$F02D 

F015: 

FO 

28 

BEQ 

$F03F 

F017: 

4C 

85 

F6 

JMP 

$F685 

F01A: 

20 

DO 

E8 

JSR 

$E8D0 

F01D: 

90 

OE 

BCC 

$F02D 

F01F: 

FO 

IE 

BEQ 

$F03F 

F021: 

BO 

F4 

BCS 

$F017 

F023: 

20 

E9 

E9 

JSR 

$E9E9 

F026: 

BO 

17 

BCS 

$F03F 

F028: 

A9 

04 

LDA 

#  $04 

F02A: 

20 

19 

E9 

JSR 

$E919 

F02D: 

A9 

BF 

LDA 

#  $BF 

F02F: 

A4 

B9 

LDY 

*  $B9 

F031: 

CO 

60 

CPY 

#  $60 

F033: 

FO 

07 

BEQ 

$F03C 

F035: 

AO 

00 

LDY 

#  $00 

F037: 

A9 

02 

LDA 

#  $02 

F039: 

91 

B2 

STA 

($B2) ,Y 

F03B: 

98 

TYA 

F03C: 

85 

A6 

STA 

*  $A6 

F03E: 

18 

CLC 

F03F: 

60 

RTS 

Open  routine  for  tape  operation 

I/O  error  #1  (Too  many  files) 
I/O  error  #2  (File  open) 
Get  tape  buffer  start  address 
Carry  set,  then  valid  address 
I/O  error  #9  (Illegal  device  num) 
Get  secondary  address  in  acc 
Mask  out  upper  nibble  (4-7)  1 
Not  zero,  wait  for  record  &  play 
Wait  for  key  on  datasette 
Invaid,  then  carry  =  1,  RTS 
Message  "SEARCHING  FOR" 
Length  of  filename  in  acc 
No  filename  present,  then  skip 
Find  corresponding  tape  header 
Not  found,  then  continue 
Return  with  carry  set 
I/O  error  #4  (File  not  found) 
Find  next  header  on  cassette 
If  found  then  continue 
Return  w/  carry  on  because  EOT 
Cont  search  because  a  PRG  file 
Wait  for  record  &  play  buttons 
STOP  key  pressed,  then  stop 
Control  code-data  header  in  acc 
Write  tape  header  to  cassette 
Pointer  to  end  of  tape  buffer  in  A 
Get  secondary  address  in  Y-reg 
S A  code  for  print,  input,  or  get? 
Yes,  then  set  pointer  and  RTS 
Set  displacement  for  tape  buffer 
Control  byte  for  data  block 
Write  into  cassette  buffer 
Copy  displacement  from  Y  to  A 
And  set  zero  page  tape  buffer 
Set  indicator  for  OK 
Return  from  subroutine 
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****************************** 


F040  : 

20 

BO 

F0 

JSR 

$F0B0 

F043: 

8C 

14 

OA 

STY 

$0A14 

F046: 

C4 

B7 

CPY 

*  $B7 

F048 : 

F0 

OB 

BEQ 

$F055 

F04A: 

20 

AE 

F7 

JSR 

$F7AE 

F04D: 

99 

10 

OA 

STA 

$0A10, 

Y 

F050: 

C8 

INY 

F051: 

CO 

04 

CPY 

#  $04 

F053: 

DO 

Fl 

BNE 

$F046 

F055: 

20 

8E 

E6 

JSR 

$E68E 

F058 : 

8E 

15 

OA 

STX 

$0A15 

F05B: 

AD 

10 

OA 

LDA 

$0A10 

r  U OEj  - 

Ur 

awn 

W    9  Ur 

F060: 

F0 

1C 

BEQ 

$F07E 

r  U  bz  : 

UA 

71  O  T 

TV 
A 

F063: 

AA 

TAX 

F064: 

AD 

03 

OA 

LDA 

$0A03 

tub/: 

uu 

F069: 

BC 

4F 

E8 

LDY 

$E84F, 

X 

F06C: 

BD 

4E 

E8 

LDA 

$E84E, 

X 

F06F: 

4C 

78 

FO 

JMP 

$F078 

F072: 

BC 

63 

E8 

LDY 

$E863, 

X 

F075: 

BD 

62 

E8 

LDA 

$E862, 

X 

F078: 

8C 

13 

OA 

STY 

$0A13 

F07B 

8D 

12 

OA 

STA 

$0A12 

F07E 

AD 

12 

OA 

LDA 

$0A12 

F081 

OA 

ASL 

A 

F082 

AA 

TAX 

F083 

AD 

13 

OA 

LDA 

$0A13 

F086 

2A 

ROL 

A 

F087 

A8 

TAY 

F088 

8A 

TXA 

F089 

:  69 

C8 

ADC 

#  $C8 

F08B 

8D 

16 

OA 

STA 

$0A16 

RS-232  Open 
Reset  CIAs 

Clear  Z-P  RS-232  status  byte 
Compare  with  lengh  of  filename 
Equal  zero,  calculate  data  bits 
Get  1  byte  for  RS-232  register 
Init.  RS-232  control  register, 
Command  register,  and  the 
User  baud  rate 

Loop  until  4  values  transferred 
Calculate  number  of  data  bits 
Storage  number  of  bits  to  send 
Load  RS-232  control  register 
Isolate  bits  for  baud  rate 
I^termine  code  value  -  baud  rate 
Multiply  by  2  for  table  displace 
Copy  to  X-reg  for  index 
Get  PAL/NTSC  pointer 
Not  NTSC  version,  then  skip 
Timer  constant  RS-232  b-rate 
NTSC  Hi 

Timer  constant  RS-232  b-rate 
NTSCLo 

Skip  to  save  baud  rate 
Timer  constant  RS-232  b-rate 
PAL  Hi 

Timer  constant  RS-232  b-rate 
PALLo 

Store  high  value  of  baud  rate 

Store  low  value  of  baud  rate 

Get  low  value  baud  rate 

And  multiply  by  2 

Store  value  in  X-reg 

Get  high  value  of  baudrate 

And  multiply  by  2 

Store  value  in  Y-reg 

Low  val  code  determine  in  acc 

Add  decimal  200 

Store  timer  val  transmit  baud  rate 
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F08E: 

98 

TYA 

High  val  code  determine  in  acc 

F08F: 

69 

00 

ADC 

#  $00 

Add  decimal  000 

F091: 

8D 

17 

OA 

STA 

$0A17 

Store  timer  value  -  transmit  rate 

F094: 

AD 

11 

OA 

LDA 

$0A11 

Get  RS-232  command  register 

F097: 

4A 

LSR 

A 

Check  for  3-line  handshake 

F098  : 

90 

09 

BCC 

$F0A3 

Yes,  then  skip  DSR  test 

F09A: 

AD 

01 

DD 

LDA 

$DD01 

Check  if  DATA  SET  READY 

F09D: 

OA 

ASL 

A 

(DSR)  signal  missing 

F09E: 

BO 

03 

BCS 

$F0A3 

No,  then  skip 

FOAO : 

20 

55 

E7 

JSR 

$E755 

Set  status  for  DSR 

AD 

1  ft 

OA 

T.nA 

SOAlfi 

Set  start  of  RS-232  intmt  buffer 

F0A6: 

8D 

19 

OA 

STA 

$0A19 

equal  to  end  of  input  buffer 

F0A9: 

AD 

IB 

OA 

LDA 

$0A1B 

Set  start  of  RS-232  out.  buffer 

FOAC: 

8D 

1A 

OA 

STA 

$0A1A 

equal  to  end  of  output  buffer 

FOAF: 

60 

RTS 

Return  from  subroutine 

****************************** 

Reset  CIAs  to  RS-232 

FOBO : 

A9 

7F 

LDA 

#  $7F 

Value  for  "clr  interrupts"  in  acc 

F0B2 

8D 

OD 

DD 

STA 

$DD0D 

Reset  IRQs 

F0B5 

A9 

06 

LDA 

#  $06 

Set  bits  1  and  2  to  output 

F0B7: 

8D 

03 

DD 

STA 

$DD03 

Data  direction  register  port  B 

FOBA 

8D 

01 

DD 

STA 

$DD01 

Port  register  port  B 

FOBD 

A9 

04 

LDA 

#  $04 

Set  bit  2  of  data  port  A  (CIA  2) 

FOBF 

OD 

00 

DD 

ORA 

$DD00 

For  the  RS-232  data  outout 

F0C2 

8D 

00 

DD 

STA 

$DD00 

(TXD  Signal) 

F0C5 

AO 

00 

LDY 

#  $00 

T  rvarl  Y  with  $00  anH  rlear  the 

JLA/dU-  X   Willi  ij>vsls  dllU  L>lwvU.  U.1W 

FOC7 

8C 

OF 

OA 

STY 

$0A0F 

RS-232  NMI  flag 

FOCA 

60 

RTS 

Return  from  subroutine 

****************************** 

Open  file  on  serial  bus 

FOCB 

:  A5 

B9 

LDA 

*  $B9 

Load  secondary  address  in  acc 

FOCD 

:  30 

04 

BMI 

$F0D3 

If  bit  7  set  for  "CLOSE",  exit 

FOCF 

:  A4 

B7 

LDY 

*  $B7 

Get  length  of  filename 

FOD1 

:  DO 

02 

BNE 

$F0D5 

Not  zero,  then  continue 

F0D3 

:  18 

CLC 

Clear  carry  for  OK  indicator 

F0D4 

:  60 

RTS 

Return  from  subroutine 
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****************************** 


F0D5: 

A9 

00 

LDA 

#  $00 

F0D7: 

85 

90 

STA 

*  $90 

F0D9: 

A5 

BA 

LDA 

*  $BA 

FODB: 

20 

3E 

E3 

JSR 

$E33E 

FODE : 

24 

90 

BIT 

*  $90 

FOEO: 

30 

OB 

BMI 

$FOED 

FOE2: 

A5 

B9 

LDA 

*  $B9 

F0E4  : 

09 

FO 

ORA 

#  $F0 

F0E6: 

20 

D2 

E4 

JSR 

$E4D2 

F0E9: 

A5 

90 

LDA 

*  $90 

FOEB: 

10 

05 

BPL 

$F0F2 

FOED: 

68 

PLA 

FOEE: 

68 

PLA 

FOEF: 

4C 

88 

F6 

JMP 

$F688 

FOF2: 

A5 

B7 

LDA 

*  $B7 

F0F4 : 

FO 

OD 

BEQ 

$F103 

AO 

00 

LDY 

#  $00 

IT      V  V  V 

F0F8: 

20 

AE 

F7 

JSR 

$F7AE 

FOFB: 

20 

03 

E5 

JSR 

$E503 

FOFE: 

C8 

INY 

FOFF: 

C4 

B7 

CPY 

*  $B7 

F101: 

DO 

F5 

BNE 

$F0F8 

F103: 

4C 

BO 

F5 

JMP 

$F5B0 

**************************** 

F106: 

20 

02 

F2 

JSR 

$F202 

F109. 

DO 

3E 

BNE 

$F149 

F10B 

20 

12 

F2 

JSR 

$F212 

FlOE 

FO 

13 

BEQ 

$F123 

FllO 

C9 

03 

CMP 

#  $03 

F112 

FO 

OF 

BEQ 

$F123 

F114 

BO 

11 

BCS 

$F127 

F116 

C9 

02 

CMP 

#  $02 

F118 

DO 

03 

BNE 

$F11D 

F11A 

4C 

95 

E7 

JMP 

$E795 

F11D 

:  A6 

B9 

LDX 

*  $B9 

Send  filename  on  serial  bus 

Set  the  status  byte  to  the 
Marker  $00  (=  everything  OK) 
Load  device  address  in  acc 
Wait  for  end  of  RS-232  transfer 
Test  STATUS  for  set  EOF  bit 
If  EOF,  then  output  error 
Load  secondary  address  in  acc 
Set  control  nibble  in  S  A 
Rout.  SECND:  S  A  for  LISTEN 
Load  system  STATUS  in  acc 
If  OK,  continue  as  normal 
Remove  RTS  address  from  stack 
Remove  RTS  address  from  stack 
I/O  error  #5  (Device  not  present) 
Get  length  of  filename 
No  name  given,  then  skip 
Displ.  to  first  char  of  filename 
Read  1  character  of  filename 
Krnal  CIOUT:  byte  to  serial  bus 
Increment  displacement  pointer 
Displacement  =  filename  length? 
No,  then  continue  to  output 
UNLSN  on  serial  bus  and  RTS 

Kernal  routine:  CHKIN 
Set  input  channel 

Search  for  LFN  in  LFN  table 

I/O  error  #3  (File  not  found) 

Reset  LFN,DA,SA 

DA  =  0,  then  set  standard 

Is  it  the  DA  3  (=  screen )? 

Yes,  then  set  screen  for  standard 

Greater  than  3,  then  serial  eval. 

Check  if  RS-232  selected 

No,  then  it  was  the  datasette 

To  RS-233  input 

Get  secondary  address  in  X-reg 
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"Fl  1 1P  • 
r  j.  ir  • 

X-J  \J 

60 

IT     V  w  v 

Is  the  secondary  address  =  0? 

F121: 

DO 

20 

BNE 

$F143 

I/O  error  #6  (Not  input  file) 

F123: 

85 

99 

STA 

*  $99 

Tn  *7-P  for  QtanHflrrl  inmit  Hpvire 

XII  Li  1    1  \JL  oUUlUcUU  lll|/UL  UWVlw 

F125: 

18 

CLC 

Set  indicator  for  OK 

F126: 

60 

RTS 

Return  from  subroutine 

****************************** 

Evaluation  for  CHKIN  on  serial 

F127: 

AA 

TAX 

Store  device  address  in  X 

F128: 

20 

3B 

E3 

JSR 

$E33B 

Rout.  TALK:  cmd  to  serial  bus 

F12B: 

24 

90 

BIT 

*  $90 

Test  STATUS  for  set  EOF  bit 

F12D: 

30 

11 

BMI 

$F140 

Bit  7  set  =  "Device  not  present" 

F12F: 

A5 

B9 

LDA 

*  $B9 

Load  secondary  address  in  acc 

F131: 

10 

05 

BPL 

$F138 

Send  secondary  addr.  for  TALK 

F133: 

20 

E9 

E4 

JSR 

$E4E9 

Wait  for  clock  signal 

F136: 

10 

03 

BPL 

$F13B 

Skip  output  of  TALK  sec.  addr. 

F138: 

20 

EO 

E4 

JSR 

$E4E0 

Routine  TKS  A:  sec  addr  for  talk 

F13B: 

8A 

TXA 

Get  device  addr.  back  from  acc 

F13C: 

24 

90 

BIT 

*  $90 

Test  STATUS  for  set  EOF  bit 

F13E: 

10 

E3 

BPL 

$F123 

Everthine  OK  set  inDut  device 

F140: 

4C 

88 

F6 

JMP 

$F688 

I/O  error  #5  (Device  not  present) 

F143: 

4C 

8B 

F6 

JMP 

$F68B 

I/O  error  #6  (Not  input  file) 

F146: 

4C 

8E 

F6 

JMP 

$F68E 

I/O  error  #7  (Not  outrmt  file") 

F149  : 

4C 

82 

F6 

JMP 

$F682 

I/O  error  #3  (File  not  open) 

****************************** 

Kernal  routine:  CKOUT 

Set  output  channel 

F14C: 

20 

02 

F2 

JSR 

$F202 

Search  for  LFN  in  LFN  table 

F14F: 

DO 

F8 

BNE 

$F149 

I/O  Eerror  #3  (File  not  open) 

F151: 

20 

12 

F2 

JSR 

$F212 

Reset  LFN,  DA,  SA 

F154: 

FO 

FO 

BEQ 

$F146 

I/O  error  #7  (Not  output  file) 

F156: 

C9 

03 

CMP 

#  $03 

Compare  with  DAA  3  (=  screen) 

F158: 

FO 

OF 

BEQ 

$F169 

Yes,  then  set  as  standard  output 

F15A: 

BO 

11 

BCS 

$F16D 

DA  >  3,  then  serial  evaluation 

F15C: 

C9 

02 

CMP 

#  $02 

Check  if  RS-232  selected 

F15E: 

DO 

03 

BNE 

$F163 

No,  then  skip 

F160: 

4C 

29 

E7 

JMP 

$E729 

To  RS-232  output 

F163: 

A6 

B9 

LDX 

*  $B9 

Get  secondary  address  in  X-reg 

F165: 

EO 

60 

CPX 

#  $60 

Is  the  secondary  address  =  0? 
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F167 

FO 

DD 

BEQ 

$F146 

I/O  error  #7  (Not  output  file) 

F169 

85 

9A 

STA 

*  $9A 

In  Z-P  for  standard  out  device 

Ail  >U  A     lvl    JUU1UUI        vUI>  UWYlvv 

F16B 

18 

CLC 

Set  indicator  for  OK 

F16C 

60 

RTS 

Return  from  subroutine 

****************************** 

Evaluation  for  CKOUT  on  serial 

F16D 

AA 

TAX 

Dev  addr.  for  LISTN  in  X-reg 

F16E 

20 

3E 

E3 

JSR 

$E33E 

Rout  LISTN:  cmd  to  serial 

F171 

24 

90 

BIT 

*  $90 

Test  STATUS  for  set  EOF  bit 

F173 

30 

CB 

BMI 

$F140 

I/O  error  #5  (Device  not  present) 

F175 

A5 

B9 

LDA 

*  $B9 

Load  secondary  address  in  acc 

F177 

10 

05 

BPL 

$F17E 

OPEN/CLOSE  bit  clr,  then  skip 

F179 

20 

D7 

E4 

JSR 

$E4D7 

Reset  ATN  signal 

F17C 

DO 

03 

BNE 

$F181 

Skip  output  of  listen  sec.  addr 

F17E 

20 

D2 

E4 

JSR 

$E4D2 

Rout  SECND*  sec  addr  for  listn 

F181 

8A 

TXA 

Device  address  back  in  acc 

F182 

24 

90 

BIT 

*  $90 

Test  status  for  set  EOF  bit 

F184 

10 

E3 

BPL 

$F169 

Fvervthinp  OK  then  RTS 
j~# y^i y tiling  W-I v 5  ui^u  ivij 

F186 

30 

B8 

BMI 

$F140 

I/O  error  #5  (Device  not  present) 

****************************** 

Kernal  routine:  CLOSE 

Close  a  file 

F188 

66 

92 

ROR 

*  $92 

Rotate  carry  as  marker,  Z-P  flag 

F18A 

20 

07 

F2 

JSR 

$F207 

Search  for  LFN  in  LFN  table 

F18D 

:  DO 

DC 

BNE 

$F16B 

Not  found,  then  OK  return 

F18F 

:  20 

12 

F2 

JSR 

$F212 

LFN,DA,SA  renew  coir,  tables 

F192 

8A 

TXA 

Table  displacement  pointer 

F193 

:  48 

PHA 

Save  on  stack 

F194 

:  A5 

BA 

LDA 

*  $BA 

Load  device  address  in  acc 

F196 

:  FO 

4C 

BEQ 

$F1E4 

Addressed  device  the  keyboard? 

F198 

:  C9 

03 

CMP 

#  $03 

Check  if  device  addressed  was 

F19A 

:  FO 

48 

BEQ 

$F1E4 

Screen  (3) Yes,  then  skip 

F19C 

:  BO 

31 

BCS 

$F1CF 

Was  it  a  device  on  the  serial  bus? 

F19E 

:  C9 

02 

CMP 

#  $02 

Was  it  the  RS-232? 

F1A0 

:  DO 

07 

BNE 

$F1A9 

No,  then  close  on  cassette 

F1A2 

:  68 

PLA 

Get  the  displacement  to  the  table 

F1A3 

:  20 

E5 

Fl 

JSR 

$F1E5 

Delete  file  entry  from  table 

F1A6 

:  4C 

BO 

FO 

JMP 

$F0B0 

Reset  CIAs  and  RTS 
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****************************** 


F1A9 : 

AO 

By 

LDA 

*  6DQ 

F1AB : 

A  TTI 

Ur 

AND 

if  «?Ur 

F1AD : 

FO 

35 

BEQ 

i?t  1E4 

F1AF : 

20 

O  A 

80 

E9 

Ten 

JSR 

^Eytju 

F1B2: 

A9 

00 

LDA 

#  $00 

F1B4: 

38 

SEC 

F1B5: 

20 

8C 

EF 

JSR 

$EF8C 

F1B8  : 

20 

15 

EA 

JSR 

$EA15 

F1BB: 

90 

04 

BCC 

$F1C1 

F1BD: 

68 

PLA 

F1BE: 

A9 

00 

LDA 

#  $00 

F1C0: 

60 

RTS 

***************************** 

F1C1: 

A5 

B9 

LDA 

*  $B9 

F1C3: 

C9 

62 

CMP 

#  $62 

F1C5: 

DO 

ID 

BNE 

$F1E4 

F1C7: 

A9 

05 

LDA 

#  $05 

F1C9: 

20 

19 

E9 

JSR 

$E919 

F1CC: 

4C 

E4 

Fl 

JMP 

$F1E4 

F1CF: 

24 

92 

BIT 

*  $92 

F1D1 : 

10 

0E 

BPL 

$F1E1 

F1D3: 

A5 

BA 

LDA 

*  $BA 

F1D5: 

C9 

08 

CMP 

#  $08 

F1D7  : 

90 

08 

BCC 

$F1E1 

F1D9: 

A5 

B9 

LDA 

*  $B9 

F1DB: 

29 

OF 

AND 

#  $0F 

F1DD: 

C9 

OF 

CMP 

#  $0F 

F1DF: 

F0 

03 

BEQ 

$F1E4 

F1E1: 

20 

9E 

F5 

JSR 

$F59E 

****************************** 


F1E4:  68  PLA 
F1E5 :  AA  TAX 
F1E6:     C6  98  DEC     *  $98 


Close  a  tape  file 

Load  secondary  address  in  acc 
Mask  out  upper  nibble  (4-7) 
Delete  file  entry  from  table 
Get  tape  buffer  address  &  check 
Set  marker  for  close  and 
Set  control  marker  carry 
Write  character  in  buffer 
Write  buffer  to  tape 
All  OK,  continue  with  tape  close 
Get  character  output  back 
Replace  with  CHR$(0) 
Return  from  subroutine 

Delete  file  entry 

Load  secondary  address  in  acc 
Lower  nibble  of  the  S  A  =  2? 
Delete  file  entry  from  table 
Set  control  byte  for  EOT  header 
Write  data  block  to  tape 
Delete  file  entry  from  table 
Check  tape  time  constant 
Less  than  128,  then  send  close 
Load  device  address  into  acc 
Was  it  a  disk  drive  (8-15) 
No,  then  skip  disk  close 
Load  secondary  address  into  acc 
Mask  out  upper  nibble  (bits  4-7) 
Was  cmd  channel  (15)  opened 
then  delete  file  entry  from  table 
Send  CLOSE  cmd  to  device 

Delete  file  entry  from  table 

Get  displacement  to  table 
Copy  displacement  from  A  to  X 
Number  of  open  files  -  1 
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F1E8 

E4 

98 

CPX 

*  $98 

F1EA 

FO 

14 

BEQ 

$F200 

F1EC 

:  A4 

98 

LDY 

*  $98 

F1EE 

B9 

62 

03 

LDA 

$0362, 

Y 

F1F1 

9D 

62 

03 

STA 

$0362, 

X 

F1F4 

B9 

6C 

03 

LDA 

$036C, 

Y 

F1F7 

9D 

6C 

03 

STA 

$036C, 

X 

FIFA 

B9 

76 

03 

LDA 

$0376, 

Y 

F1FD 

9D 

76 

03 

STA 

$0376, 

X 

F200 

18 

CLC 

F201 

60 

RTS 

****************************** 

F202 

A9 

00 

LDA 

#  $00 

F204 

85 

90 

STA 

*  $90 

F206 

8A 

TXA 

F207 

A6 

98 

LDX 

*  $98 

F209 

CA 

DEX 

F20A 

30 

05 

BMI 

$F211 

F20C 

DD 

62 

03 

CMP 

$0362, 

X 

F20F 

DO 

F8 

BNE 

$F209 

F211 

60 

RTS 

****************************** 


F212 

BD 

62 

03 

LDA 

$0362, X 

F215 

85 

B8 

STA 

*  $B8 

F217 

BD 

76 

03 

LDA 

$0376, X 

F21A 

85 

B9 

STA 

*  $B9 

F21C 

:  BD 

6C 

03 

LDA 

$036C,X 

F21F 

.  85 

BA 

STA 

*  $BA 

F221 

:  60 

RTS 

Was  the  table  entry  found  the 
Last  table  entry?  Then  exit 
Get  num.  of  open  files  for  displ. 
Get  last  entry  from  LFN  table 
And  copy  to  free  position 
Get  last  entry  in  DA  table 
And  copy  to  free  position 
Get  last  entry  from  S  A  table 
And  copy  to  free  position 
Set  indicator  for  OK 
Return  from  subroutine 

Search  for  LFX  in  X  in  LFN 
table 

Clear  status  byte  and 
Set  indicator  for  everything  OK 
Copy  target  for  LFN  in  acc 
Get  number  of  open  files 
Dec  by  1,  because  used  as  index 
All  comparisons  negative,  exit 
Cmp  with  byte  from  LFN  table 
Not  equal,  then  next  comparison 
Return  from  subroutine 

LFN,DA,SA  corresponding  to 
the  X-reg 

Get  displacement  to  tables 

The  logical  file  number  specified 
by  X-reg  in  z-page  byte  for  LFN 
The  secondary  address  specified 
by  X-reg  in  z-page  byte  for  SA 
The  device  address  specified  by  t 
X-reg  in  zero-page  byte  for  DA 
Return  from  subroutine 
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****************************** 


F222:     A9  00  LDA    #  $00 

F224:     85  98  STA     *  $98 

****************************** 


F226: 

A2 

03 

LDX 

#  $03 

F228: 

E4 

9A 

CPX 

*  $9A 

F22A: 

BO 

03 

BCS 

$F22F 

F22C: 

20 

26 

E5 

JSR 

$E526 

F22F: 

E4 

99 

CPX 

*  $99 

F231: 

BO 

03 

BCS 

$F236 

F233: 

20 

15 

E5 

JSR 

$E515 

F236: 

86 

9A 

STX 

*  $9A 

F238: 

A9 

00 

LDA 

#  $00 

F23A: 

85 

99 

STA 

*  $99 

F23C: 

60 

RTS 

***************************** 

F23D: 

85 

BA 

STA 

*  $BA 

F23F: 

C5 

9A 

CMP 

*  $9A 

F241: 

DO 

05 

BNE 

$F248 

F243: 

A9 

03 

LDA 

#  $03 

F245: 

85 

9A 

STA 

*  $9A 

F247: 

2C 

.Byte  $2C 

F24(: 

C5 

99 

CMP 

#  $99 

F24A: 

DO 

04 

BNE 

$F250 

F24C: 

A9 

00 

LDA 

#  $00 

F24E: 

85 

99 

STA 

*  $99 

F250: 

A5 

BA 

LDA 

*  $BA 

F252: 

A6 

98 

LDX 

*  $98 

F254: 

CA 

DEX 

F255: 

30 

OD 

BMI 

$F264 

F257: 

DD 

6C 

03 

CMP 

$036Cf 

F25A: 

DO 

F8 

BNE 

$F254 

F25C: 

BD 

62 

03 

LDA 

$0362 

Kernal  routine:  CLALL 
Reset  all  open  files 

Load  acc  with  0  and  in  zero-page 
Storage  for  number  of  open  files 

Kernal  routine:  CLRCH 
Reset  input/output  channel 

Load  code  for  device  screen  (3) 
Cmp  with  current  output  dev  in 
CLRCH  rout  -  dev  on  serial  bus 
Rout  UNLSNxmd  to  serial  bus 
Cmp  with  current  input  device  in 
CLRCH  rout  dev  on  serial  bus 
Rout  UNTLKxmd  to  serial  bus 
Set  screen  as  output  device  and 
The  keyboard  as  the  standard 
Input  device 
Return  from  subroutine 

Set  standard  I/O  devices 

In  Z-P  byte  for  current  dev  addr 
Cmp  with  current  output  device 
Not  equal,  cmp  with  input  dev 
Load  acc  with  dev  addr  for 
Screen  (3)  &  set  as  output  device 
Skip  to  $F24A 

Cmp  with  current  input  device 
Not  equal,  search  in  DA  table 
Load  acc  with  code  for  keybaord 
(0)  and  set  the  keyboard  as  input 
Load  device  address  in  acc 
Number  of  open  files  in  X-reg 
Decremnt  by  1,  used  as  index 
All  comparions  negative,  exit 
Cmp  with  table  for  dev  addr. 
Not  found,  then  next  compare 
Get  LFN  for  corresponding  DA 
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F25F 

:  20 

C3 

FF 

JSR 

$FFC3 

Kernal  CLOSE:  close  file 

F262 

:  90 

EC 

BCC 

$F250 

Tf  f*arrv  rlpar  npYt  rlnsp 

AA  ivttAXy  LXwCU  y  llwA.t  UXUdQ 

F264 

:  60 

RTS 

Return  from  subroutine 

****************************** 

jvciiidj  routine.  LJ<jr\ij 

lA/au  iiic  in  a  iiicmory  range 

F2  65 

86 

C3 

STX 

*  $C3 

Place  start  address  low  in  7-r>aae 

F267 

84 

C4 

STY 

*  $C4 

Plapp  start  addr  hich  in  t-twicw* 

A  lAvv  oLCUl  aUUlt  XXXgXX  XXI 

F269 

6C 

30 

03 

JMP 

($0330) 

Vertor  noints  T  O  AD^P  ($TOf%C\ 

F2  6C: 

85 

93 

STA 

*  $93 

£-JCV  ^rpagC  Xlag,  i^vJrYLJI  Vx^xvLT  I 

F26E 

A9 

00 

LDA 

#  $00 

T  nud  apr*  with  ^00  cmrl 

F270- 

85 

90 

STA 

*  $90 

Set  status  to  pvprvfhin**  OTC 

F272 

A5 

BA 

LDA 

*  $BA 

Load  device  address  in  acc 

F274. 

C9 

04 

CMP 

#  $04 

Check  for  valid  device  address 

F276: 

BO 

03 

BCS 

$F27B 

Dev  addr  greater  than  4  is  valid 

F278 

4C 

26 

F3 

JMP 

$F326 

Check  for  datasette,  else  invalid 

****************************** 

L^Ajoxx  XUULLIJ.C  XiUIIl  bCllal  UUd 

F27B 

AD 

1C 

OA 

LDA 

$0A1C 

Read  svs  Dointer  for  fast  serial 

F27E 

29 

BE 

AND 

#  $BE 

A/Todp  A  pliminatp  hit  fi  (\  =  fVmt 

F280 

8D 

1C 

OA 

STA 

$0A1C 

0  =  slovv) 

F283 

A6 

B9 

LDX 

*  $B9 

Oet  secondarv  address  in  X-rp** 

F285 

86 

9E 

STX 

*  $9E 

And  store  in  7Pro  napp  JKQP 

F287 

A4 

B7 

LDY 

*  $B7 

Oet  length  of  filename 

F289 

DO 

03 

BNE 

$F28E 

Not  zero,  skin  error  messaee 

F28B 

4C 

1A 

F3 

JMP 

$F31A 

T/O  error  #8  nVTissinP"  filpnamp^ 

A/  W  vllvl   TTU   llYHOOiilg  AAlWlldAllwJ 

F28E 

,  84 

9F 

STY 

*  $9F 

Store  length  of  filenames 

KJlwlw  ivllg 111  V/l  lllvllCUilvJ 

F290 

:  20 

OF 

F5 

JSR 

$F50F 

Ontniit  "SparpViino1  for11  mpscaop 
vyu-LL^U-L    J&cu exxxxxg  lvi  lU&aoagC/ 

F293 

:  20 

Al 

F3 

JSR 

$F3A1 

Chic  filpnamps  ^  fast  sprialmodp 

V_^11XV  1  AAWllCiAllwA  Ul  1  Cl\J L,  i3vi  lOAlllVJlJ.l/ 

F296 

:  BO 

03 

BCS 

$F2  9B 

Carrv  set  then  OK  Skit) 

F298 

:  4C 

9B 

F3 

JMP 

$F39B 

Set  load  end  address  and  RTS 

F2  9B 

A4 

9F 

LDY 

*  $9F 

T^n^th  of  filename  in  Y-reo"  and 

iJVilglll  V/A  lAlWllMAllW  All    A     Ivg  UAld 

F29D 

:  84 

B7 

STY 

*  $B7 

Tn  7-napp  for  Ipnpth  of  filpnamp 

All  Lt  pagw  lvi  XVXlglll  v/1  XXXWiXulilw 

F29F 

:  A9 

60 

LDA 

#  $60 

0  hiah  nihhlp  for  Tnnnt/npt 

JA  V/j  XXXglX  XXXLrUXw  1U1  XXXUUI/VJWL 

F2A1 

:  85 

B9 

STA 

*  $B9 

±11  Z.C1U  LJagC  ltJi  sec  aU.LU.Cao 

F2A3 

:  20 

CB 

FO 

JSR 

$F0CB 

Send  talk  command  to  serial  bus 

F2A6 

:  A5 

BA 

LDA 

*  $BA 

Load  device  address  in  acc 

F2A8 

:  20 

3B 

E3 

JSR 

$E33B 

Rout  TALK:  cmd  to  serial  bus 
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F2AB: 

A5 

B9 

F2AD : 

20 

EO 

E4 

F2B0: 

20 

3E 

E4 

F2B3: 

85 

AE 

F2B5  : 

20 

3E 

E4 

F2B8  : 

85 

AF 

F2BA: 

A5 

90 

F2BC: 

4A 

F2BD: 

4A 

F2BE: 

BO 

57 

F2C0: 

A5 

9E 

F2C2 : 

DO 

08 

F2C4: 

A5 

C3 

F2C6: 

85 

AE 

F2C8: 

A5 

C4 

F2CA: 

85 

AF 

F2CC: 

20 

33 

F5 

F2CF: 

A9 

FD 

F2D1: 

25 

90 

F2D3: 

85 

90 

F2D5: 

20 

El 

FF 

F2D8: 

FO 

49 

F2DA: 

20 

3E 

E4 

F2DD: 

AA 

F2DE: 

A5 

90 

F2E0  : 

4A 

F2E1: 

4A 

F2E2  : 

BO 

EB 

F2E4: 

8A 

F2E5: 

A4 

93 

F2E7: 

FO 

12 

F2E9: 

85 

BD 

F2EB: 

AO 

00 

F2ED: 

20 

C9 

F7 

F2F0:  C5  BD 

F2F2:  FO  OA 

F2F4:  A9  10 

F2F6:  20  57  F7 

F2F9:  DO  03 

F2FB:  20  BF  F7 


LDA 

*  $B9 

JSR 

$E4E0 

JSR 

$E43E 

STA 

*  $AE 

JSR 

$E43E 

STA 

*  $AF 

LDA 

*  $90 

LSR 

A 

LSR 

A 

BCS 

$F317 

LDA 

*  $9E 

BNE 

$F2CC 

LDA 

*  $C3 

STA 

*  $AE 

LDA 

*  $C4 

STA 

*  $AF 

JSR 

$F533 

LDA 

#  $FD 

AND 

*  $90 

STA 

*  $90 

JSR 

$FFE1 

BEQ 

$F323 

JSR 

$E43E 

TAX 

LDA 

*  $90 

LSR 

A 

LSR 

A 

BCS 

$F2CF 

TXA 

LDY 

*  $93 

BEQ 

$F2FB 

STA 

*  $BD 

LDY 

#  $00 

JSR 

$F7C9 

CMP 

*  $BD 

BEQ 

$F2FE 

LDA 

#  $10 

JSR 

$F757 

BNE 

$F2FE 

JSR 

$F7BF 

Load  secondary  address  into  acc 
Rout  TKSA:  Sec  add*  for  TALK 
Get  a  byte  from  serial  bus 
Place  start  address  in  zero  page 
Get  a  byte  from  serial  bus 
Store  start  addr  high  in  z-page 
Load  system  status  in  acc 
Shift  timeout  bit  right 
Shift  timeout  bit  into  carry 
Timeout  for  read,  File  not  found 
Get  stored  secondary  address 
Not  equal  to  0,  then  skip 
Copy  the  start  address  given  by 
The  X  and  Y  registers  for  the 
Load  command  from  $C3,$C4 
To  $AE,$AF 

Disp.  control  message  on  screen 
Mask  out  read  timeout  bit  from 
Status  and  write  back 
To  status 

Kernal  STOP:  test  for  STOP  key 
To  interruption  of  load  routine 
Kernal  routine:  ACPTR 
Store  acc  contents  in  X 
Load  system  STATUS  in  acc 
Eliminate  the  "read  timeout"  bit 
From  the  status  byte 
If  timeout,  then  new  read  attempt 
Restore  old  acc  contents 
Test  z-page  load/verify  pointer 
If  zero,  then  it's  load 
Store  in  zero  page  parity  buffer 
Displac  pointer  for  FETCH  rout 
FETCH  rout  for  LS  V  operations 
Compare  with  Z-P  parity  buffer 
If  equal,  then  OK  and  skip 
Not  equal,  then  OK  and  skip 
Kernal  STATUS:  Set  sys  status 
Not  OK,  then  skip  store 
Indsta  routine  via  Z-P  $AE-$ AF 
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F2FE 

:  E6 

AE 

INC 

*  $AE 

F300 

:  DO 

08 

BNE 

$F30A 

F302 

:  E6 

AF 

INC 

*  $AF 

F304 

:  A5 

AF 

LDA 

*  $AF 

F306 

:  C9 

FF 

CMP 

#  $FF 

F308 

FO 

16 

BEQ 

$F320 

F30A 

24 

90 

BIT 

*  $90 

F30C 

50 

CI 

BVC 

$F2CF 

F30E 

20 

15 

E5 

JSR 

$E515 

F311 

20 

9E 

F5 

JSR 

$F59E 

F314 

4C 

9B 

F3 

JMP 

$F39B 

F317 

4C 

85 

F6 

JMP 

$F685 

F31A 

4C 

91 

F6 

JMP 

$F691 

F31D: 

4C 

94 

F6 

JMP 

$F694 

F320 

4C 

97 

F6 

JMP 

$F697 

F323 

4C 

B5 

F5 

JMP 

$F5B5 

F326: 

C9 

01 

CMP 

#  $01 

F328 

DO 

F3 

BNE 

$F31D 

F32A 

20 

80 

E9 

JSR 

$E980 

F32D 

90 

EE 

BCC 

$F31D 

F32F 

20 

C8 

E9 

JSR 

$E9C8 

F332 

BO 

6C 

BCS  ' 

$F3A0 

F334 

20 

OF 

F5 

JSR 

$F50F 

F337 

A5 

B7 

LDA 

*  $B7 

F339 

FO 

09 

BEQ 

$F344 

F33B 

20 

9A 

E9 

JSR 

$E99A 

F33E 

90 

OB 

BCC 

$F34B 

F340 

FO 

5E 

BEQ 

$F3A0 

F342 

BO 

D3 

BCS 

$F317 

F344 

20 

DO 

E8 

JSR 

$E8D0 

F347 

FO 

57 

BEQ 

$F3A0 

F349 

BO 

CC 

BCS 

$F317 

F34B 

38 

SEC 

F34C 

A5 

90 

LDA 

*  $90 

F34E: 

29 

10 

AND 

#  $10 

F350 : 

DO 

4E 

BNE 

$F3A0 

F352: 

EO 

01 

CPX 

#  $01 

F354: 

FO 

11 

BEQ 

$F367 

F356: 

EO 

03 

CPX 

#  $03 

F358: 

DO 

DD 

BNE 

$F337 

Low  byte  of  memory  pointer  +1 

No  overflow,  then  skip 

High  byte  of  memory  pointer  +1 

Check  if  high  byte  points  in  $ 

$FF00  range.  If  yes,  then  jump 

To  error  output 

Test  STATUS  for  set  EOF  bit 

No  EOF  yet,  then  continue 

Rout  UNTLK:  cmd  to  serial  bus 

Send  Unlistn-  Close  to  serial  bus 

Clear  carry  and  return 

I/O  error  #4  (File  not  found) 

I/O  error  #8  (Missing  filename) 

I/O  error  #9  (Illegal  device  num) 

I/O  error  #10 

Jump,  LOAD  routine  interrupted 
Is  it  a  load  from  Datassette? 
No,  then  I/O  error  #9 
Get  and  check  tape  buffer  addr. 
Tape  buffer  address  illegal,  error 
Wait  for  button  on  recorder 
Interrupt  STOP  key,  then  RTS 
Output  SEARCH  FOR  filename 
Z-P  storage  for  filename  length 
Length  =0,  skip  name  search 
Seach  for  tape  header  after  name 
OK,  then  continue 
Interrupt  STOP  key,  then  RTS 
I/O  error  #4  (File  not  found) 
Read  program  header  from  tape 
Interrupt  STOP  key,  then  RTS 
I/O  error  #4  (File  not  found) 
Marker:  Set  error  found 
Load  system  status  in  acc 
Eliminate  bit  4  for  read  error 
Bit  4  set  (read  error),  then  RTS 
Code,  header  type#l  BASIC  prg 
If  it  is  a  BASIC  program,  skip 
Code,  header  type  #3  (ML  prg) 
If  not  #1  or  #3,  continue  search 
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F35A: 

AO 

01 

LDY 

#  $01 

Displacement  to  cassette  buffer 

F35C: 

Bl 

B2 

LDA 

($B2) ,Y 

Get  start  addr  low  from  buffer 

F35E: 

85 

C3 

STA 

*  $C3 

And  copy  it  to  load  addr  ptr  low 

F360: 

C8 

INY 

Displacement  in  cass  buffer  +1 

F361: 

Bl 

B2 

LDA 

($B2) ,Y 

Get  start  addr  high  from  buffer 

F363: 

85 

C4 

STA 

*  $C4 

&  copy  it  in  load  addr  ptr  high 

F365: 

BO 

04 

BCS 

$F36B 

Unconditional  jump  for  ML  prg 

F367: 

A5 

B9 

LDA 

*  $B9 

Load  secondary  address  in  acc 

F369: 

DO 

EF 

BNE 

$F35A 

Is  it  0  (append)?  No,  then  skip 

F36B: 

AO 

03 

LDY 

#  $03 

Displacement  to  cassette  buffer 

F36D: 

Bl 

B2 

LDA 

($B2) ,Y 

Get  end  address  low  from  buffer 

F36F: 

AO 

01 

LDY 

#  $01 

Displacement  to  cassette  buffer 

F371: 

Fl 

B2 

SBC 

($B2),Y 

Subtract  start  addr  low  from  end 

F373: 

AA 

TAX 

Addr  &  store  low  value  in  X  reg 

F374: 

AO 

04 

LDY 

#  $04 

Displacement  to  cassette  buffer 

F376: 

Bl 

B2 

LDA 

($B2) ,Y 

Get  end  addr  high  from  buffer 

F378: 

AO 

02 

LDY 

#  $02 

Displacement  to  cassette  buffer 

F37A: 

Fl 

B2 

SBC 

($B2) ,Y 

Subtract  start  addr  high  from  end 

F37C: 

A8 

TAY 

Addr  &  store  high  value  in  Y-reg 

F37D: 

18 

CLC 

Clear  carry  for  addition 

F37E: 

8A 

TXA 

Program  length  low  back  in  acc 

F37F: 

65 

C3 

ADC 

*  $C3 

Memory  start  addr  +  prg  length 

F381: 

85 

AE 

STA 

*  $AE 

Place  in  pointer  for  end  addr  low 

F383: 

98 

TYA 

Program  length  high  back  in  acc 

F384: 

65 

C4 

ADC 

*  $C4 

Memory  start  addr  +  prg  length 

F386: 

85 

AF 

STA 

*  $AF 

Place  in  pntr  for  end  addr  high 

F388: 

C9 

FF 

CMP 

#  $FF 

Does  end  addr  extend  into 

F38A: 

FO 

94 

BEQ 

$F320 

$FF00.  Yes,  then  I/O  error  #U 

F38C: 

A5 

C3 

LDA 

*  $C3 

Copy  the  memory  start  address 

F38E: 

85 

CI 

STA 

*  $C1 

low  into  z-page  load  pointer  low 

F390: 

A5 

C4 

LDA 

*  $C4 

L.opy  tne  memory  sian  auur  mgn 

F392: 

85 

C2 

STA 

*  $C2 

Into  the  z-page  load  pointer  high 

F394: 

20 

33  F5 

JSR 

$F533 

Output  LOADING/VERIFYING 

F397: 

20 

FB  E9 

JSR 

$E9FB 

Load  program  from  tape 

F39A: 

24 

.Byte  $24 

Skip  to  $F39C 
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******************************  Setprg  end  address  after  LOAD 

1 8  clc  Set  carry  for  OK  indicator 

A6  ae         ldx    *  $ae  Program  end  addr  low  in  X-reg 

A4  af         ldy   *  $af  Program  end  addr  high  in  Y-reg 

60  rts  Return  from  subroutine 


******************************      Check  filenames  and  the 

"fast  serial  mode" 


F3A1 

AO 

00 

LDY 

#  $00 

F3A3 

20 

AE 

F7 

JSR 

$F7AE 

F3A6 

C9 

24 

CMP 

#  $24 

F3A8 

F0 

F6 

BEQ 

$F3A0 

F3AA 

A6 

BA 

LDX 

*  $BA 

F3AC 

AO 

OF 

LDY 

#  $0F 

F3AE : 

A9 

00 

LDA 

#  $00 

F3B0 

20 

38 

F7 

JSR 

$F738 

F3B3 : 

ft  C 

85 

B7 

STA 

*  $B7 

F  JBo 

20 

CO 

FF 

JSR 

$FFC0 

FoBo 

A6 

Bo 

LDX 

*  $B8 

b  JBA 

Z\) 

/~i  A 

C9 

FF 

JSR 

$FFC9 

FoBD 

90 

08 

BCC 

$F3C7 

FoBF : 

20 

8C 

F4 

JSR 

$F48C 

F3C2 

68 

PLA 

F3C3 

68 

PLA 

F3C4: 

4C 

88 

F6 

JMP 

$F688 

F3C7 

AO 

03 

LDY 

#  $03 

F3C9 

B9 

0B 

F5 

LDA 

$F50B,Y 

F3CC 

20 

D2 

FF 

JSR 

$FFD2 

F3CF 

88 

DEY 

F3D0 

DO 

F7 

BNE 

$F3C9 

F3D2. 

20 

AE 

F7 

JSR 

$F7AE 

F3D5 

20 

D2 

FF 

JSR 

$FFD2 

F3D8 

C8 

INY 

F3D9 

C4 

9F 

CPY 

*  $9F 

F3DB 

DO 

F5 

BNE 

$F3D2 

F3DD 

20 

CC 

FF 

JSR 

$FFCC 

F3E0 

2C 

1C 

OA 

BIT 

$0A1C 

F3E3 

70 

05 

BVS 

$F3EA 

Set  displace  for  FETCH  routine 
Get  byte  of  filename 
Is  first  character  a  <$>? 
Yes,  then  return:  RTS 
Load  device  address  in  X-reg 
Set  secondary  address  to  (15) 
Set  logical  file  number  to  0 
Rout  SETLFS:  Set  file  params. 
Set  length  of  the  filename  to  0 
Kernal  OPEN:  Open  file 
Get  logical  file  number  in  X 
Krnl  CKOUT:  Set  output  chnl 
No  error,  then  continue 
Close  logical  file  again 
Remove  RTS  addr  from  stack 
Remove  RTS  addr  from  stack 
I/O  error  #5  (Device  not  present) 
Loop  and  displacement  counter 
Cmd  sequence  string  to  disk 
Kernal  BSOUT:  Output  a  char 
Decrement  loop  and  displ.  by  1 
Loop  to  U0;  CHR$(31)  to  disk 
Get  character  fo  filename 
Kernal  BSOUT:  Output  a  char 
Incr.  displacement  to  filename 
Compare  with  length  of  filename 
Not  reached,  next  character 
Krnl  CLRCH:  Reset  I/O  channel 
Check  "fast  serial  mode"  pointer 
Fast  transfer  possible,  skip 
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F3E5: 

20 

8C 

F4 

JSR 

$F48C 

Close  logical  file  again 

F3E8: 

38 

SEC 

Set  OK  indicator 

F3E9: 

60 

RTS 

Return  from  subroutine 

****************************** 

LOAD  /  VbKirY  routines  in 

burst  mode 

F3EA: 

TV  C 

AO 

AC 

yF 

llDA 

lcmp  siorage  ior  iiicndiiic  icngui 

F3EC : 

85 

«-| 

B7 

o  rri  Tt 

STA 

*  cm 

in       per  ior  iucnaiiic  lengm 

F3EE : 

78 

SE1 

Disable  system  mteirupLS 

F3EF : 

20 

45 

E5 

JSR 

I?E54D 

ciock  nign  signal  to  senai  dus 

F3F2 : 

20 

C3 

TOD 

JSR 

wait  tor  response  irom  dus 

F3F5 : 

2C 

OD 

DC 

BIT 

$DC0D 

pr„„,  tUa  PTA  TT?0  flan- 

uiear  tne  l-jla  iki^  nag 

For  o  : 

O  A 

A  *3 

r  0 

TCD 

invert  ciock  low/nign  signal 

F3FB : 

O  A 
ZO 

BA 

T7I  ^ 

c4 

TOD 

JoK 

oct  oy tc  rrom.  dus  v.TXons  sidLUa ^ 

F3FE : 

C9 

AO 
OZ 

CMf 

tf  !?UZ 

cnecK  ir  transier  stams  rue  noi 

F400  : 

r\  A 

DO 

A  O 

08 

round  displayed,  ino,  men  sitip 

n  A  A  O  . 

F402 : 

O  A 

oC 

T71  A 

TCD 

U  oK 

L-locJc  ni  to  ser.  dus  oc  ciose  nie 

TT*  A  A  C  * 

F4UD  : 

c  0 
00 

DT  7A 

"D  avr1/\i  Tck  O  K^/f^  UT^l  return  siH/1t" 

rvemove  z-oyic  kio  rciurn  auui 

F4Uo : 

£  o 

oo 

DT  7A 

rrom  siacK 

C  A  A  O*  » 

F40  / : 

4C 

Q  R 
00 

r  b 

TMD 

t?r  ODD 

ukj  error  ff*f  ^rue  noi  lounu.^ 

F4UA : 

A  D 
40 

nu  7v 
xr  ilri 

i  ransier  staius  to  siacK 

F40B : 

C9 

IF 

Jt    C 1 1T 
if   •?  Xr 

is  it  indicator  ior  last  diock  i 

r  4UD  : 

A 

An 
Urs 

■qthjit 
riJNEj 

9£  4  in 

ino,  men  SKip 

F4UF  : 

O  A 
Z  U 

A  ^ 

rr»  C 
E  D 

TCD 

<jt?  n 

invert  ciock  low/ nign  signal 

T>!  1  o  - 

c  4iz : 

o  n 

Dn 

E  4 

TCP 
U  OK 

yr  *±L3rt 

ijcl  Dyte  ironi  dus  ^DiowK-uyic  a-) 

Tp  *  T  c  . 
£  4x3  t 

oD 

AD 

QT7A 

*  SIR 

in  £j-r  oy  tc  uuiiiDcr  mup  wuunuci 

t  41  / : 

4C 

O  1 

z  X 

TP  A 

r  ft 

TMD 

y  r  4il 

oet  load  address 

F41A : 

cy 

AO 

uz 

If 

v_nccK  trdnsier  sidiua 

F41C: 

A  A 

y  u 

A  O. 

D/",r~' 
DLL 

y£  flZl 

L-Ode  -pvji  indicates  vjjv.wj\.,skip 

t  41b : 

it  Q 
DO 

DT  A 

urase  stored  transier  siaiua 

F41F: 

BO 

77 

BCS 

$F498 

jump  to  Loau  error  exit 

F421: 

20 

33 

F5 

JSR 

$F533 

OnftMif  T  O  A FiTMn /VPR TF VTT<m 
vJUipUl  J_<U/\-L»JUlNVJ/  V  JCiJVLr  I  li>IVJ 

F424: 

20 

03 

F5 

JSR 

$F503 

invert  ciock  iow/ nign  signal 

F427: 

20 

BA 

F4 

JSR 

$F4BA 

uet  oyte  irom  Dus,ioao  adar  iow 

F42A: 

85 

AE 

STA 

*  $AE 

oave  in  z-i-Jr  address  pointer  iow 

F42C: 

20 

03 

F5 

JSR 

$F503 

Invert  clock  low/high  signal 

F42F: 

20 

BA 

F4 

JSR 

$F4BA 

Get  byte  from  bus,load  addr  hi 

F432  : 

85 

AF 

STA 

*  $AF 

Store  in  Z-P  address  pointer 

F434: 

A6 

9E 

LDX 

*  $9E 

Load  &  check  stored  sec  address 
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TP  A  "3  C  • 

r  1  j  b  : 

D(J 

C\  o 

BNE 

$F440 

TP  A  "5  Q  • 

c  floo  : 

7A  R 

AO 

Co 

LDA 

*  $C3 

c  4  jA: 

7V  c 

Ad 

C4 

LDX 

*  $C4 

r  uo : 

oD 

Afci 

o  m  7v 

STA 

*  $AE 

TP  A  *3TP  • 

0  0 

TV  TP 

Ac 

STX 

*  $AF 

<4  ii  n  • 
c  1f4U  : 

TV.  R 

AO 

71  TP 

Ah 

LDA 

*  $AE 

TP  A  AO  • 
C  11£  : 

7A  C 

Ab 

A  TP 

Ac 

t  rw 

LDX 

*  $AF 

TP  A  A  A  - 

GO 

AO 

STA 

*  $AC 

TP  A  A  a  • 
r  1  ft  6  r 

o  b 

7AT* 

AD 

STX 

*  $AD 

r  f4  fi  o  : 

bo 

PLA 

TP  d  A  Q  • 

c  11 y : 

c,y 

1  TP 

1c 

CMP 

JL  Ann 
#  $1F 

c  ma : 

tpa 
c  U 

BEQ 

$F47F 

TPA  AT\  • 

c  iiu : 

0.3 

TP  C 

Fo 

JSR 

$F503 

TP  4  c  . 

TV  0 

Ay 

TPO 

c  C 

t  r\  7\ 

LDA 

#  ?FC 

17 A  KO  • 

7V  C 
AO 

STA 

*  $A5 

TPA  E\A  - 

O  C\ 

ou 

TPC 

c  b 

Ton 

£4j  /  . 

Tpl 
CjX 

TP  TP 
C  C 

TOO 

tp a^, a  • 

C  4  Jn  ■ 

TPf\ 

*iA 

IP  4  Rr*  - 

O  C\ 

CO 

TP  /I 

r  1 

ion 

5F4C5 

TP  A  RIP  - 

c  10c  t 

BU 

CI 

01 

BCS 

SF4B2 

TPA  £1  • 

c  ftD-L  : 

o  r» 

T5  7V 
tJA 

TP  >l 

r  4 

Ton 

JSR 

$F4BA 

IT1  /I  £  A  . 

oy 

n  o 

CMP 

#  902 

mod: 

y  u 

U  b 

BCC 

$F46E 

TP  a  a  Q  • 

t  loo  : 

cy 

1  TP 

1c 

CMP 

#  91F 

c  fi  DA : 

c  U 

A  T3 

OB 

BEQ 

$F477 

F46C : 

DO 

2A 

BNE 

$F498 

F46E: 

20 

03 

F5 

JSR 

$F503 

F471: 

A9 

FE 

LDA 

#  $FE 

F473: 

85 

A5 

STA 

*  $A5 

F475: 

DO 

DD 

BNE 

$F454 

Not  zero,  then  load  prg  absolute 
Get  LOAD  address  low  in  acc 
Get  LOAD  load  addr  hi  in  X-reg 
Load  addr  low  in  addr  pntr  low 
Load  addr  hi  in  addr  pointer  high 
Get  address  pointer  low 
Get  address  pointer  hi  in  X-reg 
Set  acc  as  load  address  pointer 
Set  X-reg  as  load  addr  pointer 
Get  transfer  status  from  stack 
Status  point  to  last  prg  block? 
Yes,  skip  standard  block  length 
Invert  clock  low/high  signal 
Set  the  data  byte  counter  for  the 
First  block  of  file  to  read  to  252 
Test  shift  RUN/STOP 
Kernal  STOP:  Test  STOP  key 
If  zero  exit  through  STOP  key 
Read  block  from  disk  &process 
Error  in  memory  addr,  then  RTS 
Get  byte  from  bus  (xfer  status) 
Check  transfer  status 
Code  $01  indicates  OK.OK,skip 
Was  it  the  status  for  last  block? 
Yes,  then  read  last  block 
Jump  to  "load  error"  exit 
Invert  clock  low/high  signal 
Set  data  byte  counter  for  normal 
Block  to  254  bytes 
Unconditional  jump  to  read  rout 
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****************************** 


F477 : 

20  03 

F5 

JSR 

$F503 

F47A: 

20  BA 

F4 

JSR 

$F4BA 

F47D: 

85  A5 

STA 

*  $A5 

F47F: 

20  03 

F5 

JSR 

$F503 

F482: 

20  C5 

F4 

JSR 

$F4C5 

F485: 

BO  2B 

BCS 

$F4B2 

F487: 

A9  40 

LDA 

#  $40 

F489: 

20  57 

F7 

JSR 

$F757 

***************************** 

F48C: 

20  45 

E5 

JSR 

$E545 

F48F: 

58 

CLI 

F490: 

A5  B8 

LDA 

*  $B8 

F492: 

38 

SEC 

F493: 

20  C3 

FF 

JSR 

$FFC3 

F496 

18 

CLC 

F497 

60 

RTS 

***************************** 

F498 

:     A9  02 

LDA 

#  $02 

F49A 

:     20  57 

F7 

JSR 

$F757 

F49D 

:     20  8C 

F4 

JSR 

$F48C 

F4A0 

:  68 

PLA 

F4A1 

:  68 

PLA 

F4A2 

:     A9  29 

LDA 

#  $29 

F4A4 

:  38 

SEC 

F4A5 

:  60 

RTS 

***************************** 

F4A6 

:     20  8C 

F4 

JSR 

$F48C 

F4A9 

:     A9  00 

LDA 

#  $00 

F4AB 

:     85  B9 

STA 

*  $B9 

F4AD 

:  68 

PLA 

F4AE 

:  68 

PLA 

F4AF 

:     4C  B5 

F5 

JMP 

$F5B5 

Read  last  block  in  burst  mode 

Invert  clock  low/high  signal 
Get  byte  from  bus  (block-byte  #) 
In  Z-P  byte  number  loop  counter 
Invert  clock  low/high  signal 
Read  block  from  disk  &process 
Error  in  memory  addr,  then  RTS 
Put  EOF  marker  code  in  acc 
Kernal  SETMSG:  Set  sys  status 

Clock  high  on  bus  and  close  file 

Clock  high  signal  on  serial  bus 
Enable  all  system  interrupts 
Get  logical  file  number  in  acc 
Set  carry  flag  for  CLOSE  routine 
Kernal  CLOSE:  Close  file 
Set  marker  for  OK 
Return  from  subroutine 

General  "Load  error"  exit 

Err  code  for  timeout  during  read 
Kernal  SETMSG:  Set  sys  status 
Clock  high  on  bus  and  close  file 
Delete  the  RTS  return  address 
From  the  stack 

Error  #  for  BASIC  error:  LOAD 
Set  marker  for  error  found 
Return  from  subroutine 

Exit  for  STOP  key  interruption 

Clock  high  on  bus  and  close  file 
Set  zero-page  pointer  for  current 
Secondary  address  to  #0 
Delete  the  RTS  return  addr  from 
The  stack 

Routine:  Exit  via  break  key 
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******************************      Exit  for  error  in  memory  address 


F4B2: 

20 

8C 

F4 

JSR 

$F48C 

v^HA/ik  iiigil  uil  UUa  aliu  CJUsC  111C 

F4B5: 

68 

PLA 

F4B6: 

68 

PLA 

X  lie  olcmv 

F4B7- 

4C 

97 

F6 

JMP 

$F697 

Tr\  mi  trait  r\f  T/O  armr  it1H 

it)  output  oi  i/KJ  error 

****************************** 

Read  a  data  byte  in  burst  mode 

F4BA 

A9 

08 

LDA 

#  $08 

Set  control  bit  for  bus  interrupt 

F4BC 

2C 

OD 

DC 

BIT 

$DC0D 

Read  internmt  control  rppistpr 

F4BF 

FO 

FB 

BEQ 

$F4BC 

And  wait  for  serial  bus  intermot 

F4C1 

AD 

OC 

DC 

LDA 

$DC0C 

Read  C1! A  data  huff  frnm  ^er  hn^ 

F4C4 

60 

RTS 

Return  from  ^nhroiirinp 

IWllUll  X.JL\JilL  O KXUi. UUU.11L/ 

****************************** 

Read  data  block  in  hur^t  mode 

Ay 

ft  Q 

JLJJA 

v  ?Uo 

Set  conrol  bit  for  bus  interrupt 

F4C7 

2C 

OD 

DC 

BIT 

$DC0D 

Read  interrupt  control  register 

F4CA 

FO 

FB 

BEQ 

$F4C7 

And  wait  for  serial  bus  interrupt 

F4CC 

AC 

OC 

DC 

LDY 

$DC0C 

Read  CIA  data  buff  from  ser  bus 

F4CF 

AD 

00 

DD 

LDA 

$DD00 

Read  data  port  A  of  CIA  2, 

F4D2 

49 

10 

EOR 

#  $10 

invert  the  clock  signal 

F4D4 

8D 

00 

DD 

STA 

$DD00 

accordingly,  &  write  to  port  A 

F4D7 

98 

TYA 

Copy  data  buffer  into  acc 

F4D8 

A4 

93 

LDY 

*  $93 

Test  Z-P  LOAD/VERIFY  pointer 

F4DA 

FO 

12 

BEQ 

$F4EE 

For  $00  it's  a  LOAD  routine 

F4DC 

85 

BD 

STA 

*  $BD 

Store  data  byte  for  verify  operat. 

F4DE 

AO 

00 

LDY 

#  $00 

Displace  pointer  for  FETCH  rout 

F4E0 

20 

C9 

F7 

JSR 

$F7C9 

FETCH  rout  for  LS  V  operations 

F4E3 

C5 

BD 

CMP 

*  $BD 

Comnare  data  bvte  with  memorv 

F4E5 

FO 

OA 

BEQ 

$F4F1 

Both  equal,  then  OK  &continue 

F4E7 

A9 

10 

LDA 

#  $10 

Not  equal,  then  set  error  marker 

F4E9 

20 

57 

F7 

JSR 

$F757 

Kernal  status:  Set  system  status 

F4EC 

DO 

03 

BNE 

$F4F1 

Skip  STASH  rout  (for  LOAD) 

F4EE 

20 

BF 

F7 

JSR 

$F7BF 

STASH  rout  for  LS  V  operations 

F4F1 

E6 

AE 

INC 

*  $AE 

Inc  low  value  for  I/O  operations 

F4F3 

:  DO 

08 

BNE 

$F4FD 

No  overflow  occurred,  skip 

F4F5 

E6 

AF 

INC 

*  $AF 

Increment  high  value  of  I/O  addr 
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F4F7  : 

A5 

AF 

LDA 

*  $AF 

Check  if  the  high  value  of  I/O 

F4F9: 

C9 

FF 

CMP 

#  $FF 

Addr  points  to  sys  vector  table 

U1  A  TPT1  • 

r  U 

Uj 

Ye«  thpn  invalid  &.  slcin  to  RTS 

F4FD: 

C6 

A5 

DEC 

*  $A5 

Decrement  data  byte  counter 

F4FF : 

DO 

C4 

BNE 

$F4C5 

T  nnn  until  a11  Hvtpc  i*phH 
J_AJUJJ  UIlLil  cull  uy  two  IWU 

F501: 

18 

CLC 

Set  marker  for  "everything  OK" 

F502: 

60 

RTS 

Return  from  subroutine 

****************************** 

Invert  clock  signal  on  port  A 

F503: 

AD 

00 

DD 

LDA 

$DD00 

Read  data  port  A  of  CIA  2, 

F506 

49 

10 

EOR 

#  $10 

invert  clock  signal  and 

F508 

8D 

00 

DD 

STA 

$DD00 

Write  back  to  port  A 

F50B 

60 

RTS 

Return  from  subroutine 

****************************** 

Control  seauence  to  disk  in 

reverse  order.  Send 

U0;CHR$(31) 

F50C 

:  IF 

30 

55 

<CHR$(31)>  <0>  <U> 

****************************** 

Output  control  msg 

SEARCHING  FOR  <filename> 

F50F 

:  A5 

9D 

LDA 

*  $9D 

Pointer  if  Ctrl  messages  allowed 

F511 

:  10 

IF 

BPL 

$F532 

Not  allowed,  then  return 

F513 

:  AO 

OC 

LDY 

#  $0C 

Displacement  to  SEARCHING 

F515 

:  20 

22 

F7 

JSR 

$F722 

Output  system/control  message 

F518 

:  A5 

B7 

LDA 

*  $B7 

Get  length  of  filename  in  acc 

F51A 

:  FO 

16 

BEQ 

$F532 

Length  equal  0,  then  return 

F51C 

:  AO 

17 

LDY 

#  $17 

Displacement  to  "FOR"  text 

F51E 

:  20 

22 

F7 

JSR 

$F722 

Output  system/control  message 

369 


Abacus  Software 


C-128  Internals 


******************************      Output  filenames 


c  OA  1 : 

7\  A 

B  / 

LDY 

*  ?B7 

Get  length  of  current  filename 

F523 : 

FO 

OD 

BEQ 

$F532 

Length  =  0,  then  skip 

F525: 

AO 

00 

LDY 

#  $00 

Liit  displacement  to  filenames 

F527: 

20 

AE 

F7 

JSR 

$F7AE 

Get  1  byte  of  filename 

F52A: 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  Output  a  char 

F52D: 

C8 

INY 

Incr.  displ.  to  start  of  filename 

F52E: 

C4 

B7 

CPY 

*  $B7 

Compare  with  length  of  filename 

F530: 

DO 

F5 

BNE 

$F527 

Not  equal,  then  next  character 

F532: 

60 

RTS 

Return  from  subroutine 

****************************** 

Output  LOADING/VERIFYING 

F533: 

AO 

49 

LDY 

#  $49 

Displacement  to  LOADING  text 

F535 

A5 

93 

LDA 

*  $93 

Get  Load- Verify  mark  from  Z-P 

F537 

FO 

02 

BEQ 

$F53B 

If  load  (0),  then  output 

F539: 

AO 

59 

LDY 

#  $59 

Displacement  to  Verify  text 

F53B 

4C 

IE 

F7 

JMP 

$F71E 

Output  system/control  message 

****************************** 

Jvernal  routine:  oAvhbr 

Save  a  memory  range 

F53E 

86 

AE 

STX 

*  $AE 

Store  low  addr  of  store  to 

F540 

84 

AF 

STY 

*  $AF 

otore  nign  aaar  or  store  to 

F542 

AA 

TAX 

Lrr  aaar  or  store  trom  in  A 

F543 

B5 

00 

LDA 

*  $00, X 

oet      aaar  irom  low  value 

F545 

85 

CI 

STA 

*  $C1 

and  store  in  "store  from"  low 

F547 

B5 

01 

LDA 

*  $01, X 

oet  z,-r  aaar  irom  nign  value 

F549 

85 

C2 

STA 

*  $C2 

Ana  store  m  store  irom  nign 

F54B 

6C 

32 

03 

JMP 

($0332) 

vector  to  bAVbor  (5>r54b) 

F54E 

A5 

BA 

LDA 

*  $BA 

Load  device  address  in  acc 

F550 

C9 

01 

CMP 

#  $01 

Is  output  device  the  Datassette? 

F552 

:  FO 

74 

BEQ 

$F5C8 

i  cs,  men  in  Cassctic  Save  routine 

F554 

:  C9 

04 

CMP 

#  $04 

Device  address  less  than  4? 

F556 

:  BO 

09 

BCS 

$F561 

No,  then  skip  error  message 

F558 

4C 

94 

F6 

JMP 

$F694 

I/O  error  #9  (Illegal  device  #) 

F55B 

:  4C 

91 

F6 

JMP 

$F691 

I/O  error  #8  (Missing  filename) 

F55E 

4C 

85 

F6 

JMP 

$F685 

I/O  error  #4  (File  not  found) 

F561 

A4 

B7 

LDY 

*  $B7 

Length  of  filename  in  Y-reg 
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F563: 

FO 

F6 

BEQ 

$F55B 

F565: 

A9 

61 

LDA 

#  $61 

F567: 

85 

B9 

STA 

*  $B9 

F569: 

20 

CB 

F0 

JSR 

$F0CB 

F56C: 

20 

BC 

F5 

JSR 

$F5BC 

F56F: 

A5 

BA 

LDA 

*  $BA 

r  *j  i  x  ■ 

70 

.T<SR 

F574: 

A5 

B9 

LDA 

*  $B9 

F576: 

20 

D2 

E4 

JSR 

$E4D2 

F579: 

AO 

00 

LDY 

#  $00 

F57B: 

20 

51 

ED 

JSR 

$ED51 

F57E: 

20 

03 

E5 

JSR 

$E503 

F581: 

A5 

AD 

LDA 

*  $AD 

F583: 

20 

03 

E5 

JSR 

$E503 

F586 

20 

B7 

EE 

JSR 

$EEB7 

F589 

BO 

10 

BCS 

$F59B 

F58B 

20 

CC 

F7 

JSR 

$F7CC 

F58E 

20 

03 

E5 

JSR 

$E503 

F591 

:  20 

El 

FF 

JSR 

$FFE1 

F594 

:  F0 

IF 

BEQ 

$F5B5 

F596 

:  20 

CI 

EE 

JSR 

$EEC1 

F599 

:  DO 

EB 

BNE 

$F58  6 

F59B 

:  20 

26 

E5 

JSR 

$E52  6 

F59E 

:  24 

B9 

BIT 

*  $B9 

F5A0 

:  30 

11 

BMI 

$F5B3 

F5A2 

:  A5 

BA 

LDA 

*  $BA 

F5A4 

:  20 

3E 

E3 

JSR 

$E33E 

F5A7 

:  A5 

B9 

LDA 

*  $B9 

F5A9 

:  29 

EF 

AND 

#  $EF 

IP  S\  ID 

UKA 

if  9tiU 

F5AD 

:  20 

D2 

E4 

JSR 

$E4D2 

F5B0 

:  20 

26 

E5 

JSR 

$E526 

F5B3 

:  18 

CLC 

F5B4 

:  60 

RTS 

**************************** 

F5B5 

:  20 

9E 

F5 

JSR 

$F59E 

F5B8 

:  A9 

00 

LDA 

#  $00 

Length=0,  output  I/O  error  8 
Secondary  address  to  Print/Write 
In  z-page  storage  for  sec.  addr 
Test  length  and  sec.  address 
If  allowed,  output  SAVING 
Load  device  address  in  acc 
Rout  LISTN:  cmd  to  serial  bus 
Load  secondary  address  in  acc 
Rout  SECNDrsec  addr  for  Listn 
Set  Y-reg  to  0  as  displacement 
Copy  start  addr  from  C1,C2  to 
AD,AC 

Rout  CIOUT:  Byte  to  serial  bus 
Store  start  address  high  value 
Rout.  CIOUT:  Byte  to  serial  bus 
Subtr.:  Start  address  -  End  addr 
End  address  reached,  then  exit 
Place  start  address  in  FETVEC 
Rout.  CIOUT:  Byte  to  serial  bus 
Kernal  STOP:  Test  STOP  key 
If  pressed,  interrupt  SAVESP 
Incr.  start  addr  ($AC,$AD)  by  1 
Overflow  in  high  byte,  then  exit 
Rout  UNLSN:  cmd  to  serial  bus 
Test  bit  7  of  secondary  address 
If  bit  7  is  set,  then  skip 
Load  device  address  in  acc 
Rout  LISTN:  cmd  to  serial  bus 
Load  secondary  address  in  acc 
Get  lower  nibble  of  S  A 
Send  via  above  CLOSE  to  dev. 
Rout  SECND:sec.  addr  for  Listn 
Rout  UNLSNxmd  to  serial  bus 
Set  indicator  for  OK 
Return  from  subroutine 

SAVESP  exit  via  break 

Close  write  channel  to  device 
Load  acc  with  $00  as  marker 
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F5BA: 

38 

SEC 

oci  wdiry  ior  urcdK/ error  ma. 

F5BB: 

60 

RTS 

Return  from  subroutine 

****************************** 

v^iicuv.  ii  o/\  v  iiN  vj  con UTOl 

message  can  uc  prmteQ. 

F5BC: 

A5 

9D 

LDA 

*  $9D 

Tpc!"  if  ^rwittnl  mpcc q erf*  a11r«i7*»H 
i&al  11  ^Uliuui  HlCaaagw  dJLlvJWCLl 

F5BE: 

10 

37 

BPL 

$F5F7 

Not  allowed,  then  return 

F5C0: 

AO 

51 

LDY 

#  $51 

Displ.  to  SAVING  in  Y-reg 

F5C2: 

20 

22 

F7 

JSR 

$F722 

Output  "SAVING"  message 

F5C5: 

4C 

21 

F5 

JMP 

$F521 

And  output  filename:  RTS 

****************************** 

OaVC  1UULH1C  1U1  UdlaaCllC 

F5C8: 

20 

80 

E9 

JSR 

$E980 

face  huff**!*  TX/Ain  f^t*  in  V  i  "V  rart 

^daa  uuiicr  pointer  in  ^\.+ 1  rcg 

F5CB: 

90 

8B 

BCC 

$F558 

x  age  U,l  not  ailUWeUc  1/kJ  err  #y 

F5CD: 

20 

E9 

E9 

JSR 

$E9E9 

AVflit  fnv  "rpporrl     nl av"  Vpvc 

»■  Oil  Ivl     l&vUlU  IX  LfLCLY            V  3 

F5D0: 

BO 

25 

BCS 

$F5F7 

STOP  thpn  intprnmt 

F5D2: 

20 

BC 

F5 

JSR 

$F5BC 

Tf  allnu/fri  rai  trait  "^AVTMH" 
11  allOWCU,  Output    Or\  V  IiN  VJ 

F5D5: 

A2 

03 

LDX 

#  $03 

iivauw  lypcj — ivj_L/  pig  ^auooiutc^ 

F5D7  : 

A5 

B9 

LDA 

*  $B9 

iwUdU  aClAJiiU-aiy  atlUlCab  111  aL-C 

F5D9: 

29 

01 

AND 

#  $01 

Tp^t  if  hit  0  ^et 

F5DB: 

DO 

02 

BNE 

$F5DF 

ICa,  U1C11  lliadllllC  lallgUagC  pig 

F5DD: 

A2 

01 

LDX 

#  $01 

Header  tvne  1=  BASTC  nroprarn 

F5DF: 

8A 

TXA 

Pnnv  Hpndpi*  rvrv*  in  jipp 

vUpj  llCailVl  LYL/W  ill  ad* 

F5E0: 

20 

19 

E9 

JSR 

$E919 

AnH  wfi tp  Hpfl^pf  tr\  fanp 

F5E3: 

BO 

12 

BCS 

$F5F7 

U/A1L,  11  atop  JvCy  piCadCU- 

F5E5: 

20 

18 

EA 

JSR 

$EA18 

OaVC  piOglalll  tO  C-abbCLLC 

F5E8: 

BO 

OD 

BCS 

$F5F7 

XwAll9  11  atop  IvCV  piCaaCLi 

F5EA: 

A5 

B9 

LDA 

*  $B9 

T  oflH  QpponHarv  pHHtp^  in  jipp 

l—d\JCL\X  avVvllUCU  V  (LULU.  Woo  HI  CLl^ 

F5EC: 

29 

02 

AND 

#  $02 

PhprV  if  hit  1  «pt 

\_*11CvJV  11  UH  1  aCL 

F5EE: 

FO 

06 

BEQ 

$F5F6 

Nnt  QPt  tVipn  "OK"  exit 

F5F0: 

A9 

05 

LDA 

#  $05 

V^OQC  !Ol  .Cw  1  COIltiOl  uytc  111  aL-L> 

F5F2: 

20 

19 

E9 

JSR 

$E919 

/\iiu  wriLC  uiuwK  to  tape 

F5F5: 

24 

.Byte  $24 

Skip  to  $F5F7 

F5F6: 

18 

CLC 

Set  indicator  for  "OK" 

F5F7: 

60 

RTS 

Return  from  subroutine 
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******************************      Kemal  routine:  UDTIM 

Update  the  internal  24-hour 
clock 


F5F8: 

E6 

A2 

INC 

*  $A2 

Low  byte  of  24  hr  sys  clock  + 1 

F5FA: 

DO 

06 

BNE 

$F602 

No  overflow,  skip  correction 

F5FC: 

E6 

Al 

INC 

*  $A1 

Middle  byte  of  24  hr  sys  elk  +1 

F5FE: 

DO 

02 

BNE 

$F602 

No  overflow,  skip  correction 

F600: 

E6 

AO 

INC 

*  $A0 

High  byte  of  24  hr  sys  clock  +1 

F602: 

38 

SEC 

Set  carry  for  subtraction 

F603: 

A5 

A2 

LDA 

*  $A2 

The  appropriate  values  are 

F605: 

E9 

01 

SBC 

#  $01 

checked  by  subtraction  to  see  if 

F607: 

A5 

Al 

LDA 

*  $A1 

Internal  24-hr  system  clock  is  set 

F609: 

E9 

1A 

SBC 

#  $1A 

To  the  clock  time  24.0U.UU  in 

F60B: 

A5 

AO 

LDA 

*  $A0 

the  bytes  $AU-$A1-$A2 

F60D: 

E9 

4F 

SBC 

#  $4F 

In  this  case  the  3  bytes  must  be 

F60F: 

90 

08 

BCC 

$F619 

Reinitialized 

F611: 

A2 

00 

LDX 

#  $00 

24-hour  sys  ciock  to  uu.uuaju 

F613: 

86 

AO 

STX 

*  $A0 

Z-r  byte  tor  system  clock  riign 

F615: 

86 

Al 

STX 

*  $A1 

Z-Jr  byte  tor  sys  ciock  Miaaie 

F617: 

86 

A2 

STX 

*  $A2 

Z-P  byte  for  system  clock  Low 

F619: 

AD 

ID 

OA 

LDA 

$0A1D 

Check  temp  storage  24hr  elk  low 

F61C: 

DO 

OB 

BNE 

$F629 

Not  zero,  then  only  low  value  -1 

F61E: 

AD 

IE 

OA 

LDA 

$0A1E 

Check  temp  storage  24hr  elk  mid 

F621: 

DO 

03 

BNE 

$F626 

Not  zero,  only  low  and  mid  -1 

F623: 

CE 

IF 

OA 

DEC 

$0A1F 

»  1  •■  -  .-             4.  A  .  -  —     „              ^%    A  1- —     «11  w      turn  *          L*  1 

Temp  storage  24nr  elk  nign  - 1 

F626 : 

CE 

IE 

OA 

DEC 

90A1E 

i  emp  storage  ZH-nr  cik.  iiiici  - 1 

F629: 

CE 

ID 

OA 

DEC 

$0A1D 

Temp  storage  24hr  clock  low  - 1 

F62C: 

2C 

03 

OA 

BIT 

$0A03 

Test  PAL  /  NTSC  pointer 

F62F: 

10 

OC 

BPL 

$F63D 

NTSC  system  if  "plus" 

F631: 

CE 

36 

OA 

DEC 

$0A36 

Raster  line  line-pointer -1 

F634: 

10 

07 

BPL 

$F63D 

Not  yet  zero,  then  skip  init. 

F636: 

A9 

05 

LDA 

#  $05 

Sys  ptr  for  raster  line  at  which 

F638: 

8D 

36 

OA 

STA 

$0A36 

Int.  is  generated  is  init.  w/  5 

F63B: 

DO 

BB 

BNE 

$F5F8 

Uncond.  jump  to  new  UDTIM 
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F63D: 

AD 

01 

DC 

LDA 

$DC01 

F640 : 

CD 

01 

DC 

CMP 

$DC01 

F643 

DO 

F8 

BNE 

$F63D 

F645 : 

AA 

TAX 

F646 

30 

13 

BMI 

$F65B 

F648 : 

A2 

BD 

LDX 

#  $BD 

F64A: 

8E 

00 

DC 

STX 

$DC00 

F64D 

AE 

01 

DC 

LDX 

$DC01 

F650 

EC 

01 

DC 

CPX 

$DC01 

F653 

DO 

F8 

BNE 

$F64D 

F655: 

8D 

00 

DC 

STA 

$DC00 

F658 

E8 

INX 

F659 

DO 

02 

BNE 

$F65D 

F65B 

85 

91 

STA 

*  $91 

F65D 

60 

RTS 

****************************} 

F65E 

78 

SEI 

F65F 

:  A5 

A2 

LDA 

*  $A2 

F661 

:  A6 

Al 

LDX 

*  $A1 

F663 

:  A4 

AO 

LDY 

*  $A0 

**************************** 

F665 

:  78 

SEI 

F666 

:  85 

A2 

STA 

*  $A2 

F668 

:  86 

Al 

STX 

*  $A1 

F66A 

:  84 

AO 

STY 

*  $A0 

F66C 

:  58 

CLI 

F66D 

:  60 

RTS 

C-128  Internals 


Keyboard  row  selection  to 
For  RUN/STOP  &  SHIFT  keys 

Read  port  B  for  keyboard  matrix 
And  wait 

Keyboard  code  to  X-reg  and 
Skip  if  RUN/STOP  pressed 
Bit  map  for  SHIFT  row  select 
In  port  A  for  matrix  line  select 
Port  B  for  keyboard  matrix  cols 
Read  and  wait 

In  port  A  for  matrix  line  select 
Increment  value  by  1 
Neither  shift  key,  skip 
Z-P  STOP/reset  RVS  pointer 
Return  from  subroutine 

Kemal  routine:  RDTIM 
Read  24-hour  system  clock 

Disable  all  system  interrupts 
Zero-page  byte  for  sys  clock  low 
Zero-page  byte  for  sys  clock  mid 
Z-P  byte  for  system  clock  high 

Kernal  routine:  SETTIM 
Set  24-hr  system  clock 

Disablesystem  interrupts 
Zero-page  byte  for  sys  clock  low 
Zero-page  byte  for  sys  clock  mid 
Z-P  byte  for  system  clock  high 
Enable  system  interrupts 
Return  from  subroutine 
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******************************      Keroal  routine:  STOP 

Test  for  pressed  STOP  key 


F66E: 

A5 

91 

LDA  * 

$91 

Get  Z-P  storage  for  stop  flag 

F670 

C9 

7F 

CMP  # 

$7F 

Was  STOP  key  pressed? 

F672 

DO 

07 

BNE  $F67B 

No,  return  with  equal  flag  0 

F674 

08 

PHP 

Save  status  equal  flag 

F675 

20 

CC  FF 

JSR  $FFCC 

Kml  CLRCH:  Reset  I/O  chnls 

F678 

85 

DO 

STA  * 

$D0 

Clear  Z-P  keyboard  buffer  pntr 

F67A 

:  28 

PLP 

Get  status  of  equal  flag 

F67B 

:  60 

RTS 

Return  from  subroutine 

****************************** 

Output  I/O  error  message 

F67C 

:  A9 

01 

LDA  # 

$01 

I/O  error  #1  (Too  many  files) 

F67E 

:  2C 

.  Byte 

$2C 

Skipto$F681 

F67F 

:  A9 

02 

LDA  # 

$02 

I/O  error  #2  (File  open) 

F681 

:  2C 

.Byte 

$2C 

Skip  to  $F684 

F682 

:  A9 

03 

LDA  # 

$03 

I/O  error  #3  (File  not  open) 

F684 

:  2C 

•  Byte 

$2C 

Skip  to  $F687 

F685 

:  A9 

04 

LDA  # 

$04 

I/O  error  #4  (File  not  found) 

F687 

:  2C 

.Byte 

$2C 

Skip  to  $F68A 

F688 

:  A9 

05 

LDA  # 

$05 

I/O  error  #5  (Device  not  present) 

F68A 

:  2C 

•  Byte 

$2C 

Skip  to  $F68D 

F68B 

:  A9 

06 

LDA  # 

$06 

I/O  error  #6  (Not  input  file) 

F68D 

:  2C 

•  Byte 

$2C 

Skip  to  $F690 

F68E 

:  A9 

07 

LDA  # 

$07 

I/O  error  #7  (Not  output  file) 

F690 

:  2C 

•  Byte 

$2C 

Skip  to  $F693 

F691 

:  A9 

08 

LDA  # 

$08 

I/O  error  #8  (Missing  filename) 

F693 

:  2C 

.Byte 

$2C 

Skip  to  $F696 

F694 

:  A9 

09 

LDA  # 

$09 

I/O  error  #9  (Illegal  device  #) 

F696 

:  2C 

•  Byte 

$2C 

Skip  to  $F699 

F697 

:  A9 

10 

LDA  # 

$10 

I/O  error  #10 

F699 

:  48 

PHA 

Store  I/O  error  code  on  stack 

F69A 

:  20 

CC  FF 

JSR  $FFCC 

Krnl  CLRCH:  Reset  I/O  chnls 

F69D 

:  AO 

00 

LDY  # 

$00 

Displacement  to  I/O  err  message 

F69F 

:  24 

9D 

BIT  * 

$9D 

Check  if  sys  messages  allowed 

F6A1 

:  50 

OA 

BVC  $F6AD 

Not  allowed,  then  exit 

F6A3 

:  20 

22  F7 

JSR  $F722 

Rout:  output  sys/ctrl  messages 

F6A6 

:  68 

PLA 

Get  error  code  number  in  acc 
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F6A7 

48 

PHA 

F6A8 

09 

30 

ORA 

#  $30 

F6AA 

20 

D2  FF 

JSR 

$FFD2 

F6AD 

68 

PLA 

F6AE 

38 

SEC 

F6AF 

60 

RTS 

****************************** 


F6B0 : 

0D 

49 

2F 

4F 

20 

45 

52 

52 

F6B8  : 

4F 

52 

20 

A3 

FCBC : 

0D 

53 

45 

41 

52 

43 

48 

49 

F6C4: 

4E 

47 

AO 

F6C7: 

46 

4F 

52 

AO 

F6CB: 

OD 

50 

52 

45 

53 

53 

20 

50 

F6D3: 

4C 

41 

59 

20 

4F 

4E 

20 

54 

F6DB: 

41 

50 

C5 

F6DE: 

50 

52 

45 

53 

53 

20 

52 

45 

F6E6: 

43 

4F 

52 

44 

20 

26 

20 

50 

F6EE : 

4C 

41 

59 

20 

4F 

4E 

20 

54 

F6F6: 

41 

50 

C5 

F6F9: 

OD 

4C 

4F 

41 

44 

49 

4E 

C7 

F701: 

OD 

53 

41 

56 

49 

4E 

47 

AO 

F709: 

OD 

56 

45 

52 

49 

46 

59 

49 

F711: 

4E 

C7 

F713: 

OD 

46 

4F 

55 

4E 

44 

AO 

F71A: 

OD 

4F 

4B 

8D 

****************************** 


F71E: 

24 

9D 

BIT 

F720 

10 

OD 

BPL 

F722 

B9 

BO 

F6 

LDA 

F725 

08 

PHP 

F726 

29 

7F 

AND 

F728 

20 

D2 

FF 

JSR 

F72B 

C8 

INY 

F72C 

:  28 

PLP 

F72D 

:  10 

F3 

BPL 

F72F 

:  18 

CLC 

#  $9D 
$F72F 
$F6B0,Y 


And  store  on  stack 
Create  ASCII  value  of  error  code 
Kernal  BSOUT:  Output  a  char 
Delete  error  code  from  stack 
Set  carry  flag  as  marker 
Return  from  subroutine 

Table  of  sys  &  control  messages 
Offset  to  start  in  parentheses 

<Cr>  I/O  ERROR  #($00) 

<Cr>  SEARCHING($0C) 

FOR  ($17) 

<Cr>PRESS  PLAY  ON  TAPE 
($1B) 

PRESS  RECORD  &  PLAY  ON 
TAPE  ($2E) 


<Cr>  LOADING  ($49) 
<Cr>  SAVING  ($51) 
<Cr>  VERIFYING  ($59) 

<Cr>  FOUND  ($63) 
<Cr>  OK  <Cr>  ($6A) 

Output  system/control  messages 

Check  if  output  allowed 
No,  then  exit 

Read  byte  from  message  table 
And  store  on  stack 
Mask  out  bit  7,  no  RVS  chara 
Kernal  BSOUT:  Output  a  char 
Set  displ.  to  next  character 
Get  character  from  stack 
Bit  7  set  is  end  marker 
Clear  carry  as  "output"  marker 


#  $7F 
$FFD2 


$F722 


376 


Abacus  Software 


C-128  Internals 


F730: 

60 

RTS 

Return  from  subroutine 

****************************** 

V^a^nl  «AiitiMai    CCT\T  A 

Jrvernai  routine,  oj^iinajvl 

oet  parameters  ior  mename 

F731: 

85 

B7 

STA 

*  $B7 

Z-P  byte  for  length  of  filename 

F733: 

86 

BB 

STX 

*  $BB 

z<-Jr  oyte  ior  iiiename  aaar  low 

F735: 

84 

BC 

STY 

*  $BC 

Z-P  byte  for  filename  addr  high 

F737: 

60 

RTS 

Return  from  subroutine 

****************************** 

Jvernai  routine,  mi  iL.ro 

oet  tne  logical  nie  parameters 

F738 

85 

B8 

STA 

*  $B8 

Z-P  byte  for  logical  file  number 

F73A 

86 

BA 

STX 

*  $BA 

Z-P  byte  for  device  address 

F73C 

84 

B9 

STY 

*  $B9 

Z-P  byte  for  secondary  address 

F73E 

60 

RTS 

Keturn  irom  suorouune 

****************************** 

Kernal  routine:  SETBNK 

F73F 

85 

C6 

STA 

*  $C6 

JJOilA.  I1U1I1  l\Jl  CUXXCI1L  J-fO  V  Coll 

F741 

86 

C7 

STX 

*  $C7 

Bank  num  for  current  filename 

F743 

60 

RTS 

Return  from  subroutine 

****************************** 

ivcrndi  routine.  jvc/\jl/o  x 

JXCdU  syaLCIIl  aldlUa  WOIU 

F744 

A5 

BA 

LDA 

*  $BA 

JLiUdU  UCVlL-C  aUUTCSa  111  aL-L 

F746 

:  C9 

02 

CMP 

#  $02 

l\ j  l ji.  aUUTCaaCU 

F748 

DO 

OB 

BNE 

$F755 

liUj  lilwll  gvl  UUllllaJ.  alalUa 

F74A 

AD 

14 

OA 

LDA 

$0A14 

vjci  ixo-z  jz  status 

F74D 

48 

PHA 

Ana  store  on  stacK 

F74E 

A9 

00 

LDA 

#  $00 

Load  acc  with  $00  in  RS-232 

F750 

8D 

14 

OA 

STA 

$0A14 

Bring  status  as  evrything  OK 

F753 

68 

PLA 

Get  RS-232  status  from  stack 

F754 

60 

RTS 

Return  from  subroutine 
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****************************** 

Match  status  to  system  status 

F755: 

A5 

90 

LDA 

*  $90 

Get  system  STATUS  in  acc 

F757: 

05 

90 

ORA 

*  $90 

Combine  acc  with  system  status 

F759: 

85 

90 

STA 

*  $90 

Put  in  zero  page  for  status 

F75B: 

60 

RTS 

Return  from  subroutine 

****************************** 

Kernal  routine:  SETMSG 

Allow  system/control  messages 

F75C: 

85 

9D 

STA 

*  $9D 

Z-P  byte  for  system/control  msg 

F75E: 

60 

RTS 

Return  from  subroutine 

****************************** 

Kernal  routine:  SETTMO 

In  order  to  allow  timeout  in 

IEEE  bit  7  in  acc  to  1 

F75F: 

8D 

0E 

OA 

STA 

$0A0E 

Acc  contents  in  IEEE  timeout 

F762: 

60 

RTS 

flag.  Return  from  subroutine 

****************************** 

Kernal  routine:  MEMTOP 

Set  the  upper  memory  end 

■nointer 

F763 

90 

06 

BCC 

$F76B 

Carry  0  =  set  /  Carry  1  =  read 

F765 

AE 

07 

OA 

LDX 

$0A07 

Low  addr  RAM  end  in  sys  bank 

F768 

AC 

08 

OA 

LDY 

$0A08 

High  addr  RAM  end  in  sys  bank 

F76B 

8E 

07 

OA 

STX 

$0A07 

Low  addr  RAM  end  in  sys  bank 

F76E 

8C 

08 

OA 

STY 

$0A08 

High  addr  RAM  end  in  sys  bank 

F771 

60 

RTS 

Return  from  subroutine 

****************************** 

Kernal  routine:  MEMBOT 

Set  the  lower  memorv  end 

pointer 

F772 

:  90 

06 

BCC 

$F77A 

Carry  0  =  set  /  Carry  1  =  read 

F774 

:  AE 

05 

OA 

LDX 

$0A05 

Low  addr  RAM  start  in  sys  bank 

F777 

:  AC 

06 

OA 

LDY 

$0A06 

Hi  addr  RAM  start  in  sys  bank 

F77A 

:  8E 

05 

OA 

STX 

$0A05 

Low  addr  RAM  start  in  sys  bank 

F77D 

:  8C 

06 

OA 

STY 

$0A06 

Hi  addr  RAM  start  in  sys  bank 
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F780:    60  rts  Return  from  subroutine 


****************************** 

F781:     A2  00  LDX     #  $00 

F783:     AO  DO  LDY     #  $D0 

F785:     60  RTS 


Kernal  routine:  IOB  ASE 

Pass  address  low  of  I/O  range 
Pass  address  high  of  I/O  range 
Return  from  subroutine 


******************************      Kernal  routine:  LKUPSA 

Search  in  S A  table  for  SA 


F786 

98 

TYA 

Put  the  SA  to  search  for  in  acc 

F787 

A6 

98 

LDX 

*  $98 

Get  number  of  open  files 

F789 

CA 

DEX 

Decrement  by  1,  used  as  index 

F78A 

30 

OF 

BMI 

$F7  9B 

All  comparisons  negative,  exit 

F78C 

DD 

76  03 

CMP 

$0376, X 

Cmp  with  hi  byte  from  SA  table 

F78F 

DO 

F8 

BNE 

$F789 

Not  found,  next  comparison 

F791 

20 

12  F2 

JSR 

$F212 

Get  LFN,DA,SA  from  table 
correspomding  to  X 

F794 

AA 

TAX 

Copy  found  DA  into  X 

F795 

A5 

B8 

LDA 

*  $B8 

Get  logical  file  number  in  acc 

F797 

.  A4 

B9 

LDY 

*  $B9 

Get  secondary  address  in  Y 

F799 

:  18 

CLC 

Carry  clear  =  marker  for  found 

F79A 

:  60 

RTS 

Return  from  subroutine 

******************************      Exit  from  LKUPSA  if  not  found 

F79B:    38  sec  Carry  set  =  marker  for  not  found 

F79C:    60  rts  Return  from  subroutine 

******************************      Kernal  routine:  LKUPLA 

Search  in  LFN  table  for  LFN 


F79D:  AA  TAX 

F79E:  20  02  F2  JSR  $F202 

F7A1:  F0  EE  BEQ  $F7  91 

F7A3:  DO  F6  BNE  $F7  9B 


Store  LFN  value  to  search  in  X 
Set  status  OK,  search  LFN  table 
Found,  update  the  z-page,  exit 
Not  found,  exit  with  err  marker 
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******************************       Kernal  routine:  DMA-CALL 


F7A5 

BD 

F0 

F7 

LDA 

$F7F0,X 

Get  x  indexed  value-config  table 

F7A8 

29 

FE 

AND 

#  $FE 

Mask  out  bit  0  -T/O  DOOO-DFFF 

F7AA 

AA 

TAX 

C^csvw  ronfiP"  valnp  tn  ^C-rp<x 

F7AB 

4C 

F0 

03 

JMP 

$03F0 

JumD  to  low  bank  DMA  routine 

****************************** 

FETCH  for  chars  from  filename 

F7AE 

8E 

35 

OA 

STX 

$0A35 

Store  contents  of  X-reg 

F7B1 

A6 

C7 

LDX 

*  $C7 

Bank  #  for  current  filename 

(BB,BC) 

F7B3 

A9 

BB 

LDA 

#  $BB 

Put  in  acc  $BB  for  FETVEC 

F7B5 

:  20 

DO 

F7 

JSR 

$F7D0 

Rout.  INDFET: 

LDA(fetvec),Y  any  bank 

F7B8 

AE 

35 

OA 

LDX 

$0A35 

Get  old  contents  of  X-reg  back 

F7BB 

60 

RTS 

Return  from  subroutine 

****************************** 

STASH  routine  for  LS  V 

operations 

F7BC 

A2 

AC 

LDX 

#  $AC 

Pointer  to  LSV  I/O  addr  l  (lo) 

F7BE 

:  2C 

•Byte  $2C 

Skip  to  $F7Cl 

F7BF 

A2 

AE 

LDX 

#  $AE 

Pointer  to  LSV  I/O  addr  2  do) 

F7C1 

8E 

B9 

02 

STX 

$02B9 

Put  contents  X-reg  in  STATVEC 

F7C4 

A6 

C6 

LDX 

*  $C6 

Bank  #  of  the  current  LSV  call 

F7C6 

4C 

DA 

F7 

JMP 

$F7DA 

Rout  INDSTA* 

STAfstavec'J.Y  anv  bank 

****************************** 

FETCH  routine  for  LSV 

operations 

F7C9 

:  A9 

AE 

LDA 

#  $AE 

Pointer  for  LSV  I/O  addr  1  (lo) 

F7CB 

:  2C 

.Byte  $2C 

Skip  to  $F7CE 

F7CC 

:  A9 

AC 

LDA 

#  $AC 

Pointer  to  LSV  I/O  addr  2  (lo) 

F7CE 

:  A6 

C6 

LDX 

*  $C6 

Bank  #  of  current  LSV  calls 
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****************************** 

Preparation  for  FETCH  routine 

F7D0: 

8D 

AA 

02 

STA 

$02AA 

Place  acc  contents  in  FETVEC 

F7D3: 

BD 

F0 

F7 

LDA 

$F7F0,X 

Load  config  value  determined 

F7D6: 

AA 

TAX 

By  X  from  table  and  to  X-reg 

F7D7 : 

4C 

A2 

02 

JMP 

$02A2 

FETCH  Rout.:  LDA  any  bank 

****************************** 

Preparation  tor  STASH  routine 

F7DA. 

48 

PHA 

Store  acc  contents  for  STA  cmd 

F7DB: 

BD 

F0 

F7 

LDA 

$F7F0,X 

Load  config  value  determined 

F7DE 

AA 

TAX 

By  X  from  table  and  to  X-reg 

F7DF 

68 

PLA 

Load  acc  contents  for  STA  cmd 

F7E0 

4C 

AF 

02 

JMP 

$02AF 

STASH  rout.  :STA  m  any  bank 

****************************** 

rTcparallOTl  OI  \^lVJLri//VLX  IOUullC 

F7E3 

:  48 

PHA 

More  acc  contents  ior  compare 

F7E4 

:  BD 

F0 

F7 

LDA 

$F7F0,X 

Get  the  config  value  determined 

F7E7 

:  AA 

TAX 

by  X  from  the  table 

F7E8 

:  68 

PLA 

Get  acc  contents  for  compare 

F7E9 

:  4C 

BE 

02 

JMP 

$02BE 

CJVLrAKii  routine,  ujvir  witn 

any  bank 

****************************** 

Kemal  routine:  GETCFG 

Load  X  with  denned  config 

value 

F7EC 

:  BD 

FO 

F7 

LDA 

$F7F0,X 

Load  X  with  defined  config 

F7EF 

:  60 

RTS 

value.  Return  from  subroutine 

381 


Abacus  Software 


C-128  Internals 


****************************** 


Configuration  table  for 
all  "far"  operations 


r  /r  U  i 

or 

I* 

nni  1 
UUil 

1  1  1  1  \ 
1111; 

Bit  0-  0-  I/O  area  $D000-$DFFF 

r  /FX 

•7  in 

/  a 
1* 

A1  1  1 

1 1 1 1  \ 
1111; 

1  -  RAM/ROM  area 

t-i  "~7  t-i  O 

F7F2 

Be 

1  ftl  1 
lUll 

11111 
1111 ; 

Bit  1  •  fl-ROM  in  $4000  -  $7FFF 

XJXl  X  •  V/— XVv/lVX  111  kP*T\J\J\J       4>  /  X  X  X 

F7F3 

FF 

1111 
1111 

1  1  1  1  \ 
llll ; 

1  -  RAM  in  $4000  -  $7FFF 

X     —  XVTVLVX  111  t4>*T\J\J\J      vp  /  X  X  X 

F7F4 

lb 

/  9- 

A  AA1 

UUU1 

m  1  m 

U11U  ) 

Bit  ^  2*  00  —  Svstem  ROM 

$8000-$BFFF 

F7F5 

1  56 

/  9. 

U1U1 

A1  1  A  \ 

U11U ) 

01  —  Tntpmal  funftinn  RO^^ 

F7F6 

:  96 

/  Q. 

(% 

1  A  A  1 

1001 

A  1  1  A  \ 
UllU) 

10  —  FYtprnal  function  ROM 

F7F7 

:  D6 

(% 

1  1  A  1 

1101 

A  1  1  A  \ 

UllU; 

1 1  —  R  AM  arpa 

F7F8 

:  2A 

A  A 1  A 

001U 

1  A  1  A  \ 

1U1U  J 

Rit  S  4-  00  —  5?v«stem  ROM 

XJll  «J  J  ■  •  vU  —  vJYOLwlll  i\vyi»i 

$C000-$h'FFx-' 

F7F9 

:  6A 

(% 

0110 

1010) 

01  =  Internal  function  ROM 

F7FA 

:  AA 

(% 

1010 

1010) 

10  =  External  function  ROM 

F7FB 

:  EA 

(% 

1110 

1010) 

11  =  RAM  area 

F7FC 

:  06 

(% 

0000 

0110) 

Bit  7,6: 00  =  RAM  bank  0 

F7FD 

:  OA 

(% 

0000 

1010) 

01=  RAM  bank  1 

F7FE 

:  01 

(% 

0000 

0001) 

10  =  RAM  bank  2  (bank  0) 

F7FF 

:  00 

(% 

0000 

0000) 

11=  RAM  bank  3  (bank  1) 

****************************** 


F800: 

AD 

00 

FF 

LDA 

$FF00 

F803: 

8E 

00 

FF 

STX 

$FF00 

F806: 

AA 

TAX 

F807: 

Bl 

FF 

LDA 

($FF) ,Y 

F809: 

8E 

00 

FF 

STX 

$FF00 

F80C: 

60 

RTS 

****************************** 


ROM  copy  of  FETCH  routine 
($02A2) 

Save  current  config  value  in  A 
Set  new  config  value  via  X 
Transfer  old  value  to  X 
!!!LDA(Fetvec),Y 
Restore  old  configuration 
Return  from  subroutine 

ROM  copy  of  STASH  routine 
($02AF) 


F80D: 

48 

PHA 

F80E 

AD 

00 

FF 

LDA 

$FF00 

F811 

8E 

00 

FF 

STX 

$FF00 

F814 

AA 

TAX 

F815 

:  68 

PLA 

Save  acc  contents  for  STA 
Save  current  config  value  in  A 
Set  new  config  value  via  X 
Transfer  old  value  to  X 
Get  the  STA  value  back 
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F816: 

91 

FF 

STA 

($FF) ,Y 

!!!STA(Stavec),Y 

F818: 

8E 

00  FF 

STX 

$FF00 

Restore  old  config  value 

F81B: 

60 

RTS 

Return  from  subroutine 

****************************** 

ROM  copy  of  CMP  ARE  routine 

($02BE) 

F81C: 

48 

PHA 

Save  comparison  value  for  CMP 

F81D: 

AD 

00  FF 

LDA 

$FF00 

Save  current  coring  value  m  A 

F820 : 

8E 

00  FF 

STX 

$FF00 

Set  new  config  value  via  X 

F823: 

AA 

TAX 

Transfer  old  value  to  X 

F824: 

68 

PLA 

Get  CMP  comparison  value  back 

F825: 

Dl 

FF 

CMP 

($FF) ,Y 

!!!  CMP(Cmpvec)  ,Y 

F827: 

8E 

00  FF 

STX 

$FF00 

Restore  old  config 

F82A: 

60 

RTS 

Return  from  subroutine 

****************************** 

ROM  copy  of  JSRFAR  routine 

($02CD) 

F82B 

20 

E3  02 

JSR 

$02E3 

JMPFAR  rout.:JMP  to  any  bank 

F82E 

85 

06 

STA 

*  $06 

Save  acc  in  Z-P  acc  storage 

F830 

86 

07 

STX 

*  $07 

Save  X-reg  m  Z-P  X-reg  storage 

F832 

;  84 

08 

STY 

*  $08 

Save  Y-reg  m  Z-P  Y-reg  storage 

F834 

:  08 

PHP 

Save  processor  status  on  stack 

F835 

:  68 

PLA 

Get  status  in  acc 

F836 

:  85 

05 

STA 

*  $05 

And  save  in  Z-P  status  storage 

F838 

:  BA 

TSX 

Stack  pointer  via  X 

F839 

:  86 

09 

STX 

*  $09 

Save  in  Z-P  stack  ptr  storage 

F83B 

:  A9 

00 

LDA 

#  $00 

Load  configuration  reg  with  $00 

F83D 

:  8D 

00  FF 

STA 

$FF00 

And  enable  all  system  ROMs 

F840 

:  60 

RTS 

Return  from  subroutine 

****************************** 

ROM  copy  of  JMPFAR  routine 

($02E3) 

F841 

:  A2 

00 

LDX 

#  $00 

In  this  loop,  the  values  placed  m 

F843 

:  B5 

03 

LDA 

*  $03, X 

Zero  page  (bytes  $03-$04-$05) 

F845 

:  48 

PHA 

for  the  program  counter  and 

F846 

:  E8 

INX 

processor  status  are  placed  on  t 

F847 

:  E0 

03 

CPX 

#  $03 

the  stack.  They  are  required  for 
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c  O  H  y  • 

CM 

r  o 

o  *±  o 

thp  RTT  at  thp  ptiH  nf  thf*  roiitinp 

Ulw  1\1  1  (IL  Lilw  Wild-  Wl    LilU  IVUUllw 

pfijn  . 
r  04d  • 

AD 

THY 
±JLs  J\ 

*  SO? 

T  nflri  hanlc  nntr  for  ronfiP  rlisnl 

r  o  4u  • 

DO 

£  C 

.T<?R 
u  ors. 

Kernal  GETCFG-  confie  value 

TTQ  cri  . 
r  ODU  . 

on 

r  r 

o  1 A 

yf  ruu 

frr*m  tahlp  Spt  pfHrfio  rpoi^tpr 

XXVIX1X  UAUXC*  OWL  \*\JlklLg  iwglDl&Jl 

F853: 

A5 

06 

LDA 

*  $06 

Get  zero-page  acc  storage 

F855: 

A6 

07 

LDX 

*  $07 

Get  zero-page  X-reg  storage 

F857: 

A4 

08 

LDY 

*  $08 

Get  zero-page  Y-reg  storage 

F859: 

40 

RTI 

Jump  to  prg  counter  address 

****************************** 

fYnw  r»f  rmitinp  in  fRfRFfll 

.TV          1 W  U 11111/  111  \*p\J*JL  VJ J 

F85A: 

AE 

00 

FF 

LDX 

$FF00 

VJCL  IsUllllgUiaLlAJll  lCgl  ill  A  leg 

F85D: 

8C 

01 

DF 

STY 

$DF01 

Set  DMA  controller  Ctrl  register 

F860. 

8D 

00 

FF 

STA 

$FF00 

Load  config  register  with  acc 

F863. 

8E 

00 

FF 

STX 

$FF00 

T  r\Q r*rw\ fi cr  rpoictpr  with  Y-fPff 
LtfUaU  LvUIllXg  ICglaLCi  WlLil  A  1 

F866' 

60 

RTS 

Return  from  subroutine 

****************************** 

XYCillOl  Xl/ULXilC.  X  X  XV_/J_^1> X/Y 

WILL            autXL  xUULLIlCa 

F867 

78 

SEI 

"T^icahlp  evetpm  intprrnnt^ 

J-SloaUXC  ajrdtWXIX  XilLCXX  ULJlo 

F868 

A2 

03 

LDX 

#  $03 

Trn  ti oli r7fk  Korilr  ar>H  HicrVl  rvntrc 
XIllUdilZ.C  Ualliv  OXIU  LLXdpX.  pillXd 

F86A 

.  8E 

CO 

OA 

STX 

$0AC0 

"P/vr      t^m  q1  /*arH  tf\  i£\ 

riji  CALcniax  caxu  lu  tr  j 

F8  6D 

:  AE 

CO 

OA 

LDX 

$0AC0 

VJCL  UlapiaL'CIIICIlL  pilLI  XII  yV-XCg 

F870 

:  BD 

CI 

OA 

LDA 

$0AC1,X 

C*\\(*n\r  1 1 1  tahlp  fr\T*  part  crwppc 
V^llcCK  l±J  LaUiC  xux  Call*  apatca 

F873 

:  F0 

11 

BEQ 

$F886 

TaKIp  pntrv  —  0*  tint  "InoapH  in" 
A  aUiC  cull  y  —  v.  ixiri    xuggcu-  xn 

F875 

:  AO 

00 

LDY 

#  $00 

^Ipt  pnrrv  aHHrpcc  1  r>w  to  S*00 

F877 

:  BD 

BC 

E2 

LDA 

$E2BC,X 

flpt  pntrv  aHflr  hi  on  frr\m  tahlp 

VJCL  C11LX  Y  aUAJJ.  lllgll  11  Will  lal/lt- 

F87A 

:  85 

03 

STA 

*  $03 

^Itrvrp  pntrv  aHHr  hi  oh  in  Pf"1  hi 

OLV/XC  CX1LX  j   dU-LXi  UXgll  XXX  X  XIX 

F87C 

:  84 

04 

STY 

*  $04 

Qtrvr*»  f=»n  trv  aHHrpcc  Iaw  in  Pi  1r\ 
OlUXC  CIlLiy  aLLUXCod  XVXW  111  XT  XV/ 

F87E 

:  BD 

CO 

E2 

LDA 

$E2C0,X 

/^*»t  KanV  vqIiip  "fr/*\m  honlr  tahlp 
VJCL  □dllK  ValUC  IxUHl  UallA.  LaUlC 

F881 

:  85 

02 

STA 

*  $02 

Strvrp  it  in  7-P  hanlc  <itorapp 

F883 

:  20 

CD 

02 

JSR 

$02CD 

TSRFAR  rout  •  JSR  to  anv  bank 

"TJVl  o 

F886 

:  CE 

CO 

OA 

DEC 

$0AC0 

T^#*/^  Hicriliippmpnt  r\r\intpr  hv  1 

XVCv*  UlapidVClllCllL  LJ\JX11LCX  \Jj  X 

F889 

:  10 

E2 

BPL 

$F86D 

V^nCCK  ail  *+  LvOlLlIUgC  alCad 

F88B 

:  58 

CLI 

Enable  svstem  interruDts 

F88C 

:  A2 

08 

LDX 

#  $08 

Device  addr  for  boot-load  (8) 

F88E 

:  A9 

30 

LDA 

#  $30 

Load  acc  with  character  <0> 

F890 

:  85 

BF 

STA 

*  $BF 

Zero-page  byte  for  serial  buffer 
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F892: 

86 

BA 

STX 

*  $BA 

Set  device  address  for  disk  8 

F894: 

8A 

TXA 

Copy  device  addr  (8)  into  acc 

F895: 

20 

3D 

F2 

JSR 

$F23D 

Set  standard  I/O  devices 

F898: 

A2 

00 

LDX 

#  $00 

Init.  length  cntr  for  boot-load 

F89A: 

86 

9F 

STX 

*  $9F 

Filename  with  #0 

F89C: 

86 

C2 

STX 

*  $C2 

Set  sector  #  for  boot  load  ($00) 

F89E: 

E8 

INX 

Increment  mit.  counter  by  1 

F89F: 

86 

CI 

STX 

*  $C1 

Set  track  #  for  boot  load  ($01) 

F8A1: 

C8 

INY 

Increment  Y  loop  register  by  1 

F8A2: 

DO 

FD 

BNE 

$F8A1 

Loop  256  times,  until  reg  is  zero 

F8A4: 

E8 

INX 

Increment  X  loop  register  by  1 

F8A5 

DO 

FA 

BNE 

$F8A1 

Loop  256  times,  until  reg  is  zero 

F8A7: 

A2 

OC 

LDX 

#  $0C 

Displace  pointer  for  DOS  buffer 

F8A9: 

BD 

08 

FA 

LDA 

$FA08,X 

Get  char  of  DOS  BOOT  cmd 

F8AC 

9D 

00 

01 

STA 

$0100, X 

And  copy  into  DOS  string  buffer 

F8AF 

CA 

DEX 

Dec.  displacement  pointer  by  1 

F8B0 

10 

F7 

BPL 

$F8A9 

Loop  until  13  chars  transferred 

F8B2 

A5 

BF 

LDA 

*  $BF 

Get  drive  #  from  Z-P  storage 

F8B4 

8D 

06 

01 

STA 

$0106 

And  put  in  DOS  buffer 

F8B7 

A9 

00 

LDA 

#  $00 

Bank  #  for  current  LSV  call 

F8B9 

A2 

OF 

LDX 

#  $0F 

Bank  #  for  current  filename 

F8BB 

20 

3F 

F7 

JSR 

$F73F 

Routine  SETBNK:  Bank  for 
LSV+filename 

F8BE 

A9 

01 

LDA 

#  $01 

Set  length  of  filename  to  1 

F8C0 

A2 

15 

LDX 

#  $15 

Addr  low  of  filename  (=FA15) 

F8C2 

AO 

FA 

LDY 

#  $FA 

Addr  of  high  filename  ("I") 

F8C4: 

20 

31 

F7 

JSR 

$F731 

Routine  SETNAM:  Set  filename 

F8C7 

A9 

00 

LDA 

#  $00 

Logical  file  number  in  acc  (0) 

F8C9 

AO 

OF 

LDY 

#  $0F 

Secondary  addr  in  Y-reg 

F8CB 

A6 

BA 

LDX 

*  $BA 

Set  device  addr  in  X-reg 

F8CD 

20 

38 

F7 

JSR 

$F738 

Routine  SETLFS:  Set  file  param 

F8D0 

20 

CO 

FF 

JSR 

$FFC0 

Kernal  OPEN:  Open  file 
0,8,15,'T 

F8D3 

BO 

16 

BCS 

$F8EB 

Error  encoutnered,  end  boot  load 

F8D5 

:  A9 

01 

LDA 

#  $01 

Set  length  of  filename  to  1 

F8D7 

:  A2 

16 

LDX 

#  $16 

Addr  low  of  filename  (=FA16) 

F8D9 

AO 

FA 

LDY 

#  $FA 

Add  high  of  filename  ("#") 

F8DB 

20 

31 

F7 

JSR 

$F731 

Routine  SETNAM:  Set  filename 

F8DE 

A9 

OD 

LDA 

#  $0D 

Logical  file  number  in  acc  (13) 

F8E0 

:  A8 

TAY 

And  set  as  sec.  address  (13) 
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F8E1 

:  A6 

BA 

LDX 

*  $BA 

F8E3 

:  20 

38 

F7 

JSR 

$F738 

F8E6 

:  20 

CO 

FF 

JSR 

$FFC0 

F8E9 

90 

03 

BCC 

$F8EE 

F8EB 

4C 

8B 

F9 

JMP 

$F98B 

F8EE 

A9 

00 

LDA 

#  $00 

F8F0 

AO 

OB 

LDY 

#  $0B 

F8F2 

85 

AC 

STA 

*  $AC 

F8F4 

84 

AD 

STY 

*  $AD 

F8F6 

20 

D5 

F9 

JSR 

$F9D5 

F8F9 

A2 

00 

LDX 

#  $00 

F8FB 

BD 

00 

OB 

LDA 

$0B00,X 

F8FE 

DD 

C4 

E2 

CMP 

$E2C4,X 

F901 

DO 

E8 

BNE 

SF8EB 

F903 

:  E8 

INX 

F904 

EO 

03 

CPX 

#  $03 

F906 

•  90 

F3 

BCC 

$F8FB 

F908 

20 

17 

FA 

JSR 

$FA17 

****************************** 

F90B 

OD 

42 

4F 

4F  54 

49  4E  47 

F913 

20 

00 

****************************** 

F915: 

BD 

00 

OB 

LDA 

$0B00,X 

F918 

95 

A9 

STA 

*  $A9,X 

F91A 

E8 

INX 

F91B: 

EO 

07 

CPX 

#  $07 

F91D 

90 

F6 

BCC 

$F915 

F91F 

BD 

00 

OB 

LDA 

$0B00,X 

F922 

FO 

06 

BEQ 

$F92A 

F924 

20 

D2 

FF 

JSR 

$FFD2 

F927 

E8 

INX 

F928 

DO 

F5 

BNE 

$F91F 

F92A 

86 

9E 

STX 

*  $9E 

F92C 

20 

17 

FA 

JSR 

$FA17 

Get  device  address  in  X-reg 
Routine  SETLFS:  Set  file  param 
Kernal  OPEN:  open  file 
13,8,13,"#" 

All  clear,  then  continue  boot  load 
Initialize  disk,  then  RTS 
Initialize  the  2-byte  zero-page 
Pointer  ($AC-$AD)  with  the 
Start  address  of  the 
System  cassette  buffer  ($0B00) 
Load  start  sctr  01  00  in  cass  buff 
Clear  loop  and  displ.  pointer 
Check  the  first  3  bytes  of  the 
Start  sector  read  from  the  disk 
Into  the  cassette  buffer  for  the 
Auto-start  code  (<CxB><M>). 
If  found,  then  it  is  a  boot  prgm 

Kernal  PRIMM:  Output  string 

Kernal  constant  for  BOOTING 
message 

<cr>  <b>  <o>  <o>  <t>  <i>  <N>  <G> 
<space> 

Set  pointer  and  boot  status 

Get  4  address  load  pointers  from 
BOOT  sector  at  address  $0B03 
and  init.  the  2  zero-page  address 
Pointers  in  $AC-$AD/  $AE-$AF 
Loop  until  pointers  are  loaded 
Get  output  char  from  cass  buffer 
The  value  $00  is  the  end  marker 
Kernal  BSOUT:  Output  a  char 
Incr  displ.  to  cassette  buffer  by  1 
Uncond.  jump  to  char  output 
Store  displ.  to  cassette  buffer 
Kernal  PRIMM:  Output  string 
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****************************** 


F92F: 

2E 

2E 

2E 

OD  00 

****************************** 

F932: 

OD 

00 

A5 

ORA 

$A500 

F935: 

AE 

85 

C6 

LDX 

$C685 

F938 : 

A5 

AF 

LDA 

*  $AF 

F93A: 

FO 

09 

BEQ 

$F945 

F93C: 

C6 

AF 

DEC 

*  $AF 

F93E : 

20 

B3 

F9 

JSR 

$F9B3 

F941 : 

E6 

AD 

INC 

*  $AD 

F943 : 

DO 

F3 

BNE 

$F938 

F945: 

20 

8B 

F9 

JSR 

$F98B 

F948  : 

A6 

9E 

LDX 

*  $9E 

F94A: 

2C 

.Byte  $2C 

F94B : 

E6 

9F 

INX 

*  $9F 

F94D : 

E8 

INX 

F94E: 

BD 

00 

OB 

LDA 

$0B00,X 

F951 : 

DO 

F8 

BNE 

$F94B 

F953 : 

E8 

INX 

F954 : 

86 

04 

STX 

*  $04 

F956 : 

A6 

9E 

LDX 

*  $9E 

F958 : 

A9 

3A 

LDA 

#  $3A 

F95A: 

9D 

00 

OB 

STA 

$0B00,X 

F95D: 

CA 

DEX 

F95E: 

A5 

BF 

LDA 

*  $BF 

F960: 

9D 

00 

OB 

STA 

$0B00,X 

F963  • 

86 

V  V 

9  P. 

STX 

*  $9E 

F965: 

A6 

9F 

LDX 

*  $9F 

F967: 

FO 

15 

BEQ 

$F97E 

F969: 

E8 

INX 

F96A: 

E8 

INX 

F96B: 

8A 

TXA 

F96C: 

A6 

9E 

LDX 

*  $9E 

F96E: 

AO 

OB 

LDY 

#  $0B 

F970: 

20 

31 

F7 

JSR 

$F731 

F973: 

A9 

00 

LDA 

#  $00 

F975: 

AA 

TAX 

BOOTING  message  constants 
<.>  <.>  <.>  <CR> 
BOOT  routine 

Bankpntr  BOOT  sector  in  bank 
Copy  pointer  for  STASH  routine 
Get  cntr  for  #of  BOOT  blocks 
All  BOOT  blocks  read,  then  exit 
Deer,  boot  block  counter  by  1 
Load  next  track/sector  from  disk 
Increment  load  addr  high  by  1 
Jump  to  read  next  block 
Initialize  disk  to  BOOT 
Displacement  to  cassette  buffer 
Skipto$F94D 
Incr.  filename  length  counter 
Set  displ.  to  char  after  0  code 
Get  char  after  0  code  (filename) 
Not  zero,  continue  read 
Set  displ.  to  char  after  0  code 
And  place  in  PC  lo  pointer 
Displ.  to  char  before  filename 
Replace  0  with  <:> 
And  put  in  front  of  filename 
Set  displ.  to  character  before  <:> 
ASCII  character  of  drive  spec 
Put  <0:xxxx>  front  of  filename 
Save  low  address  of  filename 
Get  length  of  filename 
No  filename  present,  then  skip 
Incr.  filename  length  ptr  by  2 
Because  <0:>  included  in  count 
Copy  length  of  filename  to  A 
Get  address  low  of  filename 
Set  address  high  of  filename 
Routine  SETNAM:  Set  filename 
Initialize  acc  &  X-reg  with  $00 
for  the  SETBNK  routine 
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F976 

20 

3F 

F7 

JSR 

$F73F 

F979 

A9 

00 

LDA 

#  $00 

F97B 

20 

69 

F2 

JSR 

$F269 

F97E 

A9 

0B 

LDA 

#  $0B 

F980 

85 

03 

STA 

*  $03 

A9 

OF 

LDA 

#  $0F 

F984 

85 

02 

STA 

*  $02 

F986 

:  20 

CD 

02 

JSR 

$02CD 

F989 

18 

CLC 

F98A 

60 

RTS 

**************************** 

F98B;  08 

PHP 

F98C 

48 

DDI 

en  A 

F98D 

20 

CC 

FF 

JSR 

$FFCC 

F990 

A9 

0D 

LDA 

#  $0D 

F992 

18 

CLC 

F993 

20 

C3 

FF 

JSR 

$FFC3 

F996- 

A2 

00 

LDX 

#  $00 

F998 

20 

C9 

FF 

JSR 

$FFC9 

F99B 

B0 

OA 

BCS 

$F9A7 

F99D 

A9 

55 

LDA 

#  $55 

F99F 

20 

D2 

FF 

JSR 

$FFD2 

F9A2 

A9 

49 

LDA 

#  $49 

F9A4 

20 

D2 

FF 

JSR 

$FFD2 

F9A7 

20 

CC 

FF 

JSR 

$FFCC 

F9AA 

A9 

00 

LDA 

#  $00 

F9AC 

38 

SEC 

F9AD 

20 

C3 

FF 

JSR 

$FFC3 

F9B0 

:  68 

PLA 

F9B1 

:  28 

PLP 

F9B2 

60 

RTS 

Routine  SETBNK:  bank  for 

LSV+filename 

Set  acc  as  "LOAD"  marker 

Jump  to  kernal  LOAD  vector 

Set  the  Z-P  storage  for  PC  hi 

To  $0B  (cassette  buffer) 

Set  the  Z-P  pointer  to  the  value 

$0F  (system  ROM) 

JSRFAR  rout:  JSR  bank  +RTS 

Clear  carry  for  OK  indicator 

Return  from  subroutine 

Floppy  init.  for  BOOTING 

Save  processor  status  on  stack 
Save  acc  contents  on  stack 
Kernal  CLRCH:  Reset  I/O  chnls 
Close  logical  file  number  (13) 
Set  carry  to  "everything  OK" 
Kernal  CLOSE:  Close  file 
Set  logical  file  (0)  to  output 
Kernal  CKOUT:  Set  output  chnl 
If  error,  then  close  again 
Load  acc  with  character  <U> 
Kernal  BSOUT:  Output  a  char 
Load  acc  with  character  <I> 
Kernal  BSOUT:  Output  a  char 
Kernal  CLRCH:  Reset  I/O  chnls 
Close  logical  file  number  (0) 
Set  carry  to  "everything  OK" 
Kernal  CLOSE:  Close  file 
Get  acc  contents  from  stack 
Get  old  processor  status 
Return  from  subroutine 
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****************************** 

Reset  track  and  sector  in  DOS 

output  buffer  and  load  sectpr 

F9B3  : 

A6 

C2 

LDX 

*  $C2 

Get  sector  #  from  z-page  storage 

F9B5  : 

E8 

INX 

Increment  sector  by  1 

F9B6: 

EO 

15 

CPX 

#  $15 

Check  for  valid  sector  number 

F9B8: 

90 

04 

BCC 

$F9BE 

Sector  #  less  than  21,  then  OK 

F9BA: 

A2 

00 

LDX 

#  $00 

Load  value  for  sector  number  0 

F9BC: 

E6 

CI 

INC 

*  $C1 

Increment  track  number  by  1 

F9BE: 

86 

C2 

STX 

*  $C2 

Reset  zero-page  sector  number 

F9C0 : 

8A 

TXA 

Copy  sector  number  in  acc  an 

F9C1: 

20 

FB 

F9 

JSR 

$F9FB 

Convert  sector  to  2-byte  ASCII 

F9C4: 

8D 

00 

01 

STA 

$0100 

Put  sector  #  low  in  DOS  buffer 

F9C7: 

8E 

01 

01 

STX 

$0101 

Put  sector  #  high  in  DOS  buffer 

F9CA: 

A5 

CI 

LDA 

*  $C1 

Load  acc  with  track  #  from  Z-P 

F9CC: 

20 

FB 

F9 

JSR 

$F9FB 

Convert  track  to  2-byte  ASCII 

F9CF: 

8D 

03 

01 

STA 

$0103 

Put  track  #  low  in  DOS  buffer 

F9D2  : 

8E 

04 

01 

STX 

$0104 

Put  track  #  high  in  DOS  buffer 

F9D5: 

A2 

00 

LDX 

#  $00 

Set  logical  file  #0  fro  CKOUT 

F9D7: 

20 

C9 

FF 

JSR 

$FFC9 

Kernal  CKOUT:  Set  output  chnl 

F9DA: 

A2 

oc 

LDX 

#  $0C 

Output  13  char  from  DOS  buffer 

F9DC: 

BD 

00 

01 

LDA 

$0100, X 

Get  1  char  from  DOS  output  buf 

F9DF: 

20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  Output  a  char 

F9E2: 

CA 

DEX 

Loop  counter  to  DOS  buffer  -1 

F9E3: 

10 

F7 

BPL 

$F9DC 

Loop  until  13  characters  output 

F9E5 : 

20 

CC 

FF 

JSR 

$FFCC 

Kernal  CLRCH:  Reset  I/O  chnls 

F9E8: 

A2 

OD 

LDX 

#  $0D 

Set  logical  file  (13)  to  input 

F9EA: 

20 

C6 

FF 

JSR 

$FFC6 

Kernal  CHKIN:  Set  input  chnl 

F9ED: 

AO 

00 

LDY 

#  $00 

Displ.  for  STASH  routine  to  #0 

F9EF: 

20 

CF 

FF 

JSR 

$FFCF 

Kernal  BASIN:  Read  a  character 

F9F2 : 

20 

BC 

F7 

JSR 

$F7BC 

STASH  routine  for  LSV  operat. 

F9F5: 

C8 

INY 

Incr.  STASH  displ.  pointer  by  1 

F9F6: 

DO 

F7 

BNE 

$F9EF 

Loop  until  256  bytes  read 

F9F8: 

4C 

CC 

FF 

JMP 

$FFCC 

Kernal  CLRCH:  Reset  I/O  chnls 
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******************************      Process  acc  contents  as  2-byte 

ACSII(X=hi,A=lo)  (only  to#99) 


F9FB: 

A2 

30 

LDX 

#  $30 

ASCII  value  for  char  <0>  to  X 

F9FD: 

38 

SEC 

Set  carry  for  subtraction 

F9FE: 

£9 

OA 

SBC 

#  $0A 

Subtract  dec  10  from  acc 

FAOO: 

90 

03 

BCC 

$FA05 

Carry  clear,  then  underflow,  exit 

FA02: 

E8 

INX 

Increment  ASCII  hi  char  by  1 

FA03: 

BO 

F9 

BCS 

$F9FE 

Unconditional  jump 

FA05: 

69 

3A 

ADC 

#  $3A 

unaemow,  create  /\oi—ii  10 

FA07  : 

60 

RTS 

Return  from  subroutine 

****************************** 

jvernai  constant  ior 

BOOT-LOAD 

FA08 

30 

30 

20 

31  30 

20  30  20 

<0>  <0>  <  >  <1>  <0>  <  >  <0>  <  > 

FA10 

33 

31 

3A 

31  55 

49  23 

<3>  <1>  <:>  <1>  <U>  <I>  <#> 

****************************** 

Kernal  routine:  PRIMM 

Output  the  test  following  JSR 

FA17 

48 

PHA 

Store  acc  contents  on  stack 

FA18 

8A 

TXA 

Save  current  X-reg  contents  on 

FA19 

48 

PHA 

Stack  via  acc 

FA1A 

98 

TYA 

Save  current  Y-reg  contents  on 

FA1B 

48 

PHA 

Stack  via  acc 

FA1C 

AO 

00 

LDY 

#  $00 

Lx)ad  displacement  pntr  with  $00 

FA1E 

BA 

TSX 

Load  stack  pointer  into  X 

FA1F 

:  FE 

04 

01 

INC 

$0104, X 

Lo  byte  of  RTS  addr  m  stack+1 

FA22 

:  DO 

03 

BNE 

$FA27 

No  overflow,  skip 

FA24 

:  FE 

05 

01 

INC 

$0105, X 

Hi  byte  of  RTS  addr  m  stack  +1 

FA27 

:  BD 

04 

01 

LDA 

$0104, X 

Put  lo  byte  of  RTS  addr  in  stack 

FA2A 

:  85 

CE 

STA 

*  $CE 

In  Z-r  (tor  post-mdexea  aaar) 

FA2C 

:  BD 

05 

01 

LDA 

$0105, X 

Put  hi  byte  of  RTS  addr  in  stack 

FA2F 

:  85 

CF 

STA 

*  $CF 

Li  Z-P  (for  post-indexed  addr) 

FA31 

:  Bl 

CE 

LDA 

($CE) ,Y 

Get  byte  from  RTS  addr  +  Y-reg 

FA33 

:  F0 

05 

BEQ 

$FA3A 

$00  =  end  marker,  then  exit  rout 

FA35 

:  20 

D2 

FF 

JSR 

$FFD2 

Kernal  BSOUT:  Output  char 

FA38 

:  90 

E4 

BCC 

$FA1E 

No  error,  then  next  character 

FA3A 

:  68 

PLA 

Get  a  byte  from  the  stack  and 
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FA3B: 

A8 

TAY 

Restore  old  contents  of  Y-reg 

r  ajv  • 

D  O 

PT.A 

Get  a  bvte  from  the  stack  and 

FA3D: 

AA 

TAX 

Restore  old  contents  of  X-reg 

FA3E: 

68 

PLA 

FA3F : 

60 

RTS 

Return  from  subroutine 

****************************** 

NMI  routine 

Cil  A  ft  . 

Do 

Reset  decimal  mode 

FA41: 

A9 

7F 

LDA 

#  $7F 

Set  NMI  marker 

FA43: 

8D 

0D 

DD 

STA 

$DD0D 

Clear  NMI  possibility 

FA46: 

AC 

0D 

DD 

LDY 

$DD0D 

Read  and  clear  flags 

FA49: 

30 

14 

BMI 

$FA5F 

Check  if  RS-23  is  active 

FA4B: 

20 

3D 

F6 

JSR 

$F63D 

Read  shift  RUN/STOP 

FA4E: 

20 

El 

FF 

JSR 

$FFE1 

Kernal  STOP:  Test  STOP  key 

FA51: 

DO 

OC 

BNE 

$FA5F 

Not  pressed,  then  skip  I/O  init 

FA53: 

20 

56 

E0 

JSR 

$E056 

Stand,  vctrs  for  I/O+  interrupt 

FA56: 

20 

09 

El 

JSR 

$E109 

Initialize  I/O 

FA59: 

20 

00 

CO 

JSR 

$C000 

Init  I/O  and  clear  screen 

FA5C: 

6C 

00 

OA 

JMP 

($0A00) 

BASIC  warm-start-entry($4003) 

FA5F: 

20 

05 

E8 

JSR 

$E805 

jump  to  iNivii  roui.  ior  j\.o-zj>z 

FA62: 

4C 

33 

FF 

JMP 

$FF33 

Return  to  the  IRQ  calling  routine 

****************************** 

IRQ  routine 

FA65: 

D8 

CLD 

Reset  decimal  mode 

FA66: 

20 

24 

CO 

JSR 

$C024 

Entry  to  editor  IRQ  routine 

FA69: 

90 

12 

BCC 

$FA7D 

Exit  IRQ  for  raster  interrupt 

FA6B: 

20 

F8 

F5 

JSR 

$F5F8 

Rout.  UDTIM:Set  24hr  elk 

FA6E: 

20 

DO 

EE 

JSR 

$EED0 

Check  recorder-keyboard 

FA71: 

AD 

0D 

DC 

LDA 

$DC0D 

Get  CIA  interrupt  control  reg. 

FA74: 

AD 

04 

OA 

LDA 

$0A04 

Get  sy  NMI/reset  status  pointer 

FA77 : 

4A 

LSR 

A 

Check  if  bit  0  is  cleared 

FA7  8  : 

90 

03 

BCC 

$FA7D 

Yes,  then  back  to  IRQ  routine 

FA7A: 

20 

06 

40 

JSR 

$4006 

BASIC  IRQ  entry 

FA7D: 

4C 

33 

FF 

JMP 

$FF33 

Return  to  the  IRQ  calling  routine 
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******************************      Keybaord  decoder  table  la 

ASCII  character  set  normal 


FA8Q 

14 

OD 

o  o 

8  S 

R  P. 

O  D 

R7 
o  / 

1 1 

X  JL 

PARS 

•J  O 

S7 

41 

^4 

SA 

JO 

4  R 

FAQO 

■S? 
*j 

44 

o  u 

4^ 

4fi 

S4 

D  0 

T?A  Q  Q 

r  Ay  o 

J  1 

ft  / 

•3  Q 

io 

yi  o 
fi^: 

DO 

DO 

FAAO 

39 

49 

4A 

30 

4D 

4B 

4F 

4E 

FAA8 

2B 

50 

4C 

2D 

2E 

3A 

40 

2C 

FABO 

5C 

2A 

3B 

13 

01 

3D 

5E 

2F 

FAB  8 

31 

5F 

04 

32 

20 

02 

51 

03 

FACO 

84 

38 

35 

09 

32 

34 

37 

31 

FAC8 

IB 

2B 

2D 

OA 

0D 

36 

39 

33 

FADO 

08 

30 

2E 

91 

11 

9D 

ID 

FF 

FAD  8 

FF 

******************************      Keyboard  decoder  table  2a 

ASCII  character  set  with  shift 


FAD9: 

94 

8D 

9D 

8C 

89 

8A 

8B 

91 

FAE1  • 

23 

D7 

CI 

24 

DA 

D3 

C5 

01 

FAE9 

25 

D2 

C4 

26 

C3 

C6 

D4 

D8 

FAF1 

27 

D9 

C7 

28 

C2 

C8 

D5 

D6 

FAF9 

29 

C9 

CA 

30 

CD 

CB 

CF 

CE 

FB01 

DB 

DO 

CC 

DD 

3E 

5B 

BA 

3C 

FB09 

A9 

CO 

5D 

93 

01 

3D 

DE 

3F 

FB11 

21 

5F 

04 

22 

AO 

02 

Dl 

83 

FB19 

84 

38 

35 

18 

32 

34 

37 

31 

FB21 

IB 

2B 

2D 

OA 

8D 

36 

39 

33 

FB29 

08 

30 

2E 

91 

11 

9D 

ID 

FF 

FB31 

FF 

******************************      Keyboard  decoder  table  3a 

ASCII  character  set  with  C= 


FB32 

94 

8D 

9D 

8C 

89 

8A 

8B 

91 

FB3A 

96 

B3 

B0 

97 

AD 

AE 

Bl 

01 

FB42 

98 

B2 

AC 

99 

BC 

BB 

A3 

BD 

FB4A 

9A 

B7 

A5 

9B 

BF 

B4 

B8 

BE 

FB52 

29 

A2 

B5 

30 

A7 

Al 

B9 

AA 

FB5A 

A6 

AF 

B6 

DC 

3E 

5B 

A4 

3C 

FB62 

A8 

DF 

5D 

93 

01 

3D 

DE 

3F 

FB6A 

81 

5F 

04 

95 

AO 

02 

AB 

03 
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FB72  : 

84 

38 

35 

18 

32 

34 

37 

31 

FB7A: 

IB 

2B 

2D 

OA 

8D 

36 

39 

33 

FB82  : 

08 

30 

2E 

91 

11 

9D 

ID 

FF 

FB8A: 

FF 

****************************** 

FB8B: 

FF 

FF 

FF 

FF 

FF 

FF 

FF 

FF 

FB93  : 

1C 

17 

01 

9F 

1A 

13 

05 

FF 

FB9B: 

9C 

12 

04 

IE 

03 

06 

14 

18 

FBA3: 

IF 

19 

07 

9E 

02 

08 

15 

16 

FBAB: 

12 

09 

OA 

92 

OD 

OB 

OF 

OE 

FBB3: 

FF 

10 

oc 

FF 

FF 

IB 

00 

FF 

FBBB: 

1C 

FF 

ID 

FF 

FF 

IF 

IE 

FF 

FBC3: 

90 

06 

FF 

05 

FF 

FF 

11 

FF 

FBCB: 

84 

38 

35 

18 

32 

34 

37 

31 

FBD3: 

IB 

2B 

2D 

OA 

8D 

36 

39 

33 

FBDB: 

08 

30 

2E 

91 

11 

9D 

ID 

FF 

FBE3: 

FF 

****************************** 


FBE4:  14  OD  ID  88  85  86  87  11 

FBEC:  33  D7  CI  34  DA  D3  C5  01 

FBF4:  35  D2  C4  36  C3  C6  D4  D8 

FBFC:  37  D9  C7  38  C2  C8  D5  D6 

FC04:  39  C9  CA  30  CD  CB  CF  CE 

FCOC:  2B  DO  CC  2D  2E  3A  40  2C 

FC14:  5C  2A  3B  13  01  3D  5E  2F 

FC1C:  31  5F  04  32  20  02  51  03 

FC24:  84  38  35  09  32  34  37  31 

FC2C:  IB  2B  2D  OA  OD  36  39  33 

FC34:  08  30  2E  91  11  9D  ID  FF 

FC3C:  FF 

****************************** 

FC3D:  FF  FF  FF   .    .  . 

FC7D:  ' .    .    .   FF  FF  FF 

FFEF:  .    .      .FF  FF  FF 


Keyboard  decoder  table  4a 
ASCH  character  set  with  CTRL 


Keyboard  decoder  table  5a 
ASCII  character  set  with  ALT 


Free  area 


Free  area  U.S.  Versions 


14  0D  ID  88 
33  D7  CI  34 
35  D2  C4  36 
37  D9  C7  38 
3  9  C9  CA  30 
2B  DO  CC  2D 
5C  2A  3B  13 
31  5F  04  32 
84  38  35  09 
IB  2B  2D  OA 
08  30  2E  91 
FF 


85  86  87  11 
DA  D3  C5  01 
C3  C6  D4  D8 
C2  C8  D5  D6 
CD  CB  CF  CE 
2E  3A  40  2C 
01  3D  5E  2F 
20  02  51  03 
32  34  37  31 
OD  36  39  33 
11  9D  ID  FF 
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****************************** 


****************************** 


International  models  only 

used  to  load  International 
character  sets 

Clear  SID  registers  and  edit 
pointers 


FC80:    8D  C5  OA     sta    $oac5         Clear  sys  accent  mode  flag (A=0) 
FC83:    8D  18  D4     sta    $D418         Clear  SID  volume  register 
FC8  6:    60  rts  Return  from  subroutine 


FC87: 

2C 

C5 

OA 

BIT 

$0AC5 

FC8A: 

30 

37 

BMI 

$FCC3 

FC8C: 

A5 

D3 

LDA 

*  $D3 

FC8E: 

29 

10 

AND 

#  $10 

FC90: 

F0 

0D 

BEQ 

$FC9F 

FC92: 

AD 

3F 

03 

LDA 

$033F 

FC95: 

C9 

FD 

CMP 

#  $FD 

FC97: 

F0 

2A 

BEQ 

$FCC3 

FC99: 

A9 

34 

LDA 

#  $34 

FC9B: 

AO 

FE 

LDY 

#  $FE 

FC9D: 

DO 

OB 

BNE 

$FCAA 

FC9F: 

AD 

3F 

03 

LDA 

$033F 

FCA2: 

C9 

FA 

CMP 

#  $FA 

FCA4: 

F0 

ID 

BEQ 

$FCC3 

FCA6 : 

A9 

6F 

LDA 

#  $6F 

FCA8: 

AO 

CO 

LDY 

#  $C0 

Entry  to  kernal  routine:  KEY 
International  models  only 

Test  bit  7  of  accent-mode  flag 
Bit  7  set,  construct  accent 
Get  current  SHIFT  pattern  in  acc 
Test  bit  4  for  ASCH-DIN  switch 
If  ASCII  char  set  selected,  skip 
Test,  if  the  high  addr  of  the  first 
Decodertable  points  to  DIN  set 
Yes,  then  OK  and  skip 
Load  X  and  A  as  pointers  for  the 
Vctr  table  to  DIN  decoder  table 
Uncond.  jump  to  load  routine 
Test  if  the  high  addr  of  the  first 
Decoder  table  points  to  ASCII 
set.  Yes,  then  OK  and  skip 
Load  X  and  A  as  pointers  for  the 
Vect  table  -  ASCII  decoder  table 


******************************      Reset  table  set  vector 

International  models  only 


FCAA 

85 

CC 

STA 

*  $CC 

FCAC 

84 

CD 

STY 

*  $CD 

FCAE 

AO 

0B 

LDY 

#  $0B 

FCB0 

Bl 

CC 

LDA 

($CC) ,Y 

FCB2 

99 

3E  03 

STA 

$033E,Y 

FCB5 

88 

DEY 

Save  pointer  to  vector  table  low 
Save  pointer  to  vector  table  high 
Loop  counter  for  6  vectors 
Get  byte  from  ROM  vector  table 
Store  it  in  the  system  vector  table 
Decrement  vector  loop  counter 
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FCB6: 

10 

F8 

BPL 

$FCB0 

Loop  until  6  vectors  copied 

FCB8: 

C8 

INY 

Count  Y-reg  back  up  to  zero 

FCB9: 

8C 

C5  OA 

STY 

$0AC5 

And  clear  the  accent-mode  flag 

FCBC: 

08 

PHP 

Store  processor  status  on  stck 

FCBD : 

78 

SEI 

Disable  system  interrupts 

FCBE: 

20 

OC  CE 

JSR 

$CE0C 

Kernal  routine:  DLCHR 

FCC1: 

28 

PLP 

Get  processor  status  back:  CLI 

FCC2: 

60 

RTS 

Return  from  subroutine 

****************************** 

Check  the  accent  keys  and 

generate  combine  accent 

International  models  only 

FCC3: 

4C 

5D  C5 

JMP 

$C55D 

Routine:  read  keyboard  matrix 

FCC6: 

AE 

3F  03 

LDX 

$033F 

Check  if  the  high  addres  of  first 

FCC9: 

E0 

FD 

CPX 

#  $FD 

Decoder  table  points  to  DIN  set 

FCCB: 

DO 

55 

BNE 

$FD22 

No,  skip:  Store  keypress 

FCCD: 

AE 

C5  OA 

LDX 

$0AC5 

Check  system  accent-mode  flag 

FCDO: 

30 

50 

BMI 

$FD22 

Bit  7  set,  store  keypress 

FCD2: 

FO 

ID 

BEQ 

$FCF1 

No  accent  set,  then  skip 

FCD4: 

BC 

45  FE 

LDY 

$FE45,X 

Get  value  from  combin.  table 

FCD7: 

CA 

DEX 

Decrement  table  value  by  1 

FCD8: 

88 

DEY 

Displacement  table  -1 

FCD9: 

48 

PHA 

Save  character  code  on  stack 

FCDA: 

98 

TYA 

Get  displace  from  table  in  acc 

FCDB: 

DD 

45  FE 

CMP 

$FE45,X 

Compare  with  combination  table 

FCDE: 

68 

PLA 

Get  character  code  from  stack 

FCDF : 

90 

08 

BCC 

$FCE9 

Combin.  table  searched,  skip 

FCE1: 

D9 

4A  FE 

CMP 

$FE4A,Y 

Is  it  a  combination  character? 

FCE4: 

DO 

F2 

BNE 

$FCD8 

Continue  searching  comb,  table 

FCE6 : 

B9 

65  FE 

LDA 

$FE65f  Y 

Get  character  from  table 

FCE9: 

48 

PHA 

Store  character  code  from  stack 

FCEA: 

29 

7F 

AND 

#  $7F 

Mask  out  bit  7,  not  RVS  char 

FCEC: 

C9 

20 

CMP 

#  $20 

Compare  to  space/shift  space 

FCEE: 

68 

PLA 

Get  char  code  back  from  stack 

FCEF: 

90 

23 

BCC 

$FD14 

Compare  <  $20:  disable  Ctrl  char 

FCF1: 

A2 

05 

LDX 

#  $05 

Loop  counter  for  accent  table 

FCF3: 

DD 

3F  FE 

CMP 

$FE3F,X 

Compare  char  with  accent  table 

FCF6 : 

FO 

03 

BEQ 

$FCFB 

Character  found  in  table,  exit 

FCF8: 

CA 

DEX 

Decrement  loop  counter  by  1 
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FCF9 

:  DO 

F8 

BNE 

$FCF3 

FCFB 

:  8E 

C5 

OA 

STX 

$0AC5 

FCFE 

;  EO 

00 

CPX 

#  $00 

FDOO 

FO 

20 

BEQ 

$FD22 

FD02 

A8 

TAY 

FD03 

24 

F6 

BIT 

*  $F6 

FD05 

:  30 

OD 

BMI 

$FD14 

FD07 

•  24 

D7 

BIT 

*  $D7 

FD09 

10 

OA 

BPL 

$FD15 

FDOB 

A2 

OA 

T.rtY 

FDOD 

20 

DA 

CD 

JSR 

$CDDA 

FD10 

29 

40 

AND 

#  $40 

FD12 

.  DO 

06 

BNE 

$FD1A 

FD14 

•  60 

RTS 

***************************** 

FD15 

AD 

27 

OA 

LDA 

$0A27 

FD18 

DO 

FA 

BNE 

$FD14 

FD1A 

98 

TYA 

FD1B 

09 

40 

ORA 

#  $40 

FD1D 

29 

7F 

AND 

#  $7F 

FD1F 

4C 

2F 

CC 

JMP 

$CC2F 

FD22 

A6 

D3 

LDX 

*  $D3 

FD24 

A4 

D5 

LDY 

*  $D5 

FD26 

6C 

3C 

03 

JMP 

($033C 

****************************** 


FD29 

14 

OD 

ID 

88 

85 

86 

87 

11 

FD31 

33 

57 

41 

34 

59 

53 

45 

01 

FD39 

35 

52 

44 

36 

43 

46 

54 

58 

FD41 

37 

5A 

47 

38 

42 

48 

55 

56 

FD49 

39 

49 

4A 

30 

4D 

4B 

4F 

4E 

FD51 

BE 

50 

4C 

AF 

2E 

BC 

BD 

2C 

FD59 

5B 

2B 

BB 

13 

01 

23 

5D 

2D 

FD61 

31 

3C 

04 

32 

20 

02 

51 

03 

FD69 

84 

38 

35 

09 

32 

34 

37 

31 

Loop  until  all  comp.  performed 
Store  displ. 

Displ.  =  #0,  no  accent  present 
If  zero,  then  store  keypress 
Copy  character  code  in  Y-reg 
Check  if  the  auto-insert  mode  is 
Enabled.  No,  then  RTS 
Check  40/80-column  pointer 
40-column  screen  active,  skip 
Load  X-reg  with  #  of  VDC  reg 
Read  corresponding  VDC  reg 
Check  current  cursor  mode 
If  flash  mode,  output  character 
Return  from  subroutine 

Output  constructed  accent 
International  models  only 

Check  cursor  on/off  pointer 
Value  not=0:  Cursordisable^RTS 
Get  character  code  back  in  acc 
Set  bit  6  in  character  code 
Mask  bit  7,  not  RVS  character 
Output  char  at  cursor  position 
Get  SHIFT  pattern  in  X-reg 
Flag  for  pressed  key  in  Y-reg 
Vector:  Store  keypress  ($C6AD) 

Keyboard  decoder  table  lb 
DIN  charr  set  normal,  Ctrl,  Alt 
International  models  only 
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FD71:  IB  2B  2D  OA  OD  36  39  33 
FD79:  08  30  2E  91  11  9D  ID  FF 
FD81:  FF 

******************************      Keyboard  decoder  table  2b 

DIN  character  set  with  shift 
International  models  only 


FD82: 
FD8A: 
FD92  : 
FD9A: 
FDA2: 
FDAA: 
FDB2  : 
FDBA: 
FDC2: 
FDCA: 
FDD  2 : 
FDDA: 


94  8D  9D 
40  D7  CI 
25  D2  C4 
2F  DA  C7 
29  C9  CA 
3F  DO  CC 
5E  2A  DB 
21  3E  04 
84  38  35 
IB  2B  2D 


08 
FF 


30  2E 


8C  89 
24  D9 
26  C3 
28  C2 
3D  CD 
CO  3A 
93  01 
22  AO 
18  32 
OA  8D 
91  11 


8A  8B  91 
D3  C5  01 
C6  D4  D8 
C8  D5  D6 
CB  CF  CE 
DC  DD  3B 
27  5C  5F 
02  Dl  83 
34  37  31 
36  39  33 
9D  ID  FF 


****************************** 


Keyboard  decoder  table  3b 
DIN  character  set  with  C= 
International  models  only 


FDDB: 

94 

8D 

9D 

FDE3: 

96 

A7 

A8 

FDEB: 

98 

A9 

C4 

FDF3: 

9A 

C2 

DF 

FDFB: 

Dl 

C3 

D5 

FE03: 

AB 

D9 

C8 

FE0B: 

AD 

A6 

DB 

FE13: 

81 

Bl 

04 

FE1B: 

84 

38 

35 

FE23: 

IB 

2B 

2D 

FE2B: 

08 

30 

2E 

FE33: 

FF 

8C  89  8A  8B  91 
97  A2  AA  A3  01 
99  C5  D3  CE  A4 
9B  Al  C9  D6  D7 
CI  CB  DA  D8  CD 
BF  BA  CA  B0  AC 
93  01  DD  DE  B9 
95  AO  02  A5  03 
18  32  34  37  31 
OA  8D  36  39  33 
91  11  9D  ID  FF 
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****************************** 


FE34: 

29 

FD 

($FD29) 

FE36: 

82 

FD 

<$FD82) 

FE38: 

DB 

FD 

($FDDB) 

FE3A: 

8B 

FB 

($FB8B) 

FE3C: 

29 

FD 

($FD29) 

FE3E: 

29 

FD 

($FD2  9) 

****************************** 

FE40:     AF  CO  BF  00  00 
****************************** 

FE45:     01  03  07  0C  0C  OC 
****************************** 


FE4B:  45  CO  41  45  55  AF  41  45 

FE53:  49  4F  55 

FE56:  FF  FF  FF  FF  FF  FF  FF  FF 

FE5E:  FF  FF  FF  FF  FF  FF  FF  FF 

****************************** 


FE64:  AC  BF  B2  AE  B3  BF  B4  B5 
FE6C:     B6  B7  B8 

FE71:     FF  FF  FF  FF  FF  FF  FF  FF 

FE79:     FF  FF  FF   .    .  . 
FEFD:      .    .    .   FF  FF  FF 


Pointers  to  keyboard  decoder 
tables 

International  models  only 

Keyboard  decoder  table  lb 
Keyboard  decoder  table  2b 

Keyboard  decoder  table  3b 
Keyboard  decoder  table  4a 
Keyboard  decoder  table  lb 
Keyboard  decoder  table  lb 

Table  of  three  accent  characters 
International  models  only 

<'  x'  >  <A>  (last  via  C=/<  >) 

Offset  table  to  combinations 
of  combined  characters 
International  models  only 


Table  of  possible  characters  for  a 
Combined  accent  character 
International  models  only 

<E>  <*>  <A>  <E>  <U>  <>  <A>  <E> 
<I>  <0>  <U> 

Fill  values;  not  used 


Table  of  combined  accent 
characters 

International  models  only 

<e'>  <A>  <'a>  <e'>  <'u>  <A>  <aA>  <eA> 
<Ai>  <Ao>  <AU> 

Fill  values;  not  used 
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FFOO: 

00 

.Byte 

$00 

FF01 

3F 

.Byte 

$3F 

FF02 

7F 

.Byte 

$7F 

FF03 

01 

.Byte 

$01 

FF04 

:  41 

.Byte 

$41 

****************************** 


FF05: 

78 

SEI 

FF06: 

48 

PHA 

FF07 : 

8A 

TXA 

FF08: 

48 

PHA 

FF09: 

98 

TYA 

FFOA: 

48 

PHA 

FFOB: 

AD 

00 

FF 

LDA 

$FF00 

FFOE: 

48 

PHA 

FFOF  : 

A9 

00 

LDA 

#  $00 

FF11: 

8D 

00 

FF 

STA 

$FF00 

FF14: 

6C 

18 

03 

JMP 

($0318) 

****************************** 


FF17 

48 

PHA 

FF18 

8A 

TXA 

FF19 

48 

PHA 

FF1A 

98 

TYA 

FF1B 

48 

PHA 

FF1C 

AD 

00 

FF 

LDA 

FF1F 

48 

PHA 

FF20 

A9 

00 

LDA 

FF22 

8D 

00 

FF 

STA 

FF25 

BA 

TSX 

FF26 

BD 

05 

01 

LDA 

FF2  9 

29 

10 

AND 

C-128  Internals 


American  &  International 
Versions 

Copy  of  the  configuration 
registers 

Configuration  register  (CR) 
Load  config.  register  A  (LCRA) 
Load  config.register  B  (LCRB) 
Load  config.  register  C  (LCRC) 
Load  config.register  D  (LCRD) 

Kernal  NMI  routine 

Disable  all  system  interrupts 
Store  acc  contents  on  stack 
Store  current  X-reg  contents 
On  the  stack  via  the  acc 
Store  current  Y-reg  contents 
On  the  stack  via  the  acc 
Get  configuration  register  in  acc 
Store  configu  register  on  stack 
Load  config.  register  with  $00 
And  enable  system  ROMs 
Vector  points  to  NMI  routine 
($FA40) 

Kernal  IRQ  routine 


Store  acc  contents  on  stack 
Store  current  X-reg  contents 
On  stack  via  acc 
Store  current  Y-reg  contents 
On  stack  via  acc 
$ff  o  o         Get  configuration  register  in  acc 
Store  config  value  on  stack 

#  $oo         Load  config.register  with  $00 
$ffo 0         And  enable  system  ROMs 

Put  stack  pointer  in  X-reg 
$  0 1 0  5 ,  x      Get  the  CPU  status  byte  stored 

#  $10         Get  status  by  te  +  test  break  bit 
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FF2B 

:  FO 

03 

BEQ 

$FF30 

FF2D 

:  6C 

16 

03 

JMP 

($0316) 

FF30 

:  6C 

14 

03 

JMP 

($0314) 

FF33 

:  68 

PLA 

FF34 

:  8D 

00 

FF 

STA 

$FF00 

FF37 

68 

PLA 

Aft 

rp  A  V 

FF39 

68 

PLA 

FF3A 

AA 

TAX 

FF3B 

68 

PLA 

FF3C 

40 

RTI 

****************************** 

FF3D 

A9 

00 

IDA 

#  $00 

FF3F: 

8D 

00 

FF 

STA 

$FF00 

FF42 

4C 

00 

E0 

JMP 

$E000 

No  break ,  continue  as  norm 
Vector  points  to  BRK  routine 
($B003) 

Vector  points  to  IRQ  routine 
($FA65) 

Get  old  config  value  from  stack+ 
Restore  selected  configuration 
Get  a  byte  from  the  stack  and 
Restore  old  contents  of  the  Y-reg 
Get  a  byte  from  the  stack  and 
Restore  old  contents  of  X-reg 
Restore  old  acc  contents 
Return  from  the  interrupt  routine 

Kernal  RESET  routine 

Load  config.  register  with  $00 
And  enable  all  system  ROMs 
Reset  entry 


****************************** 


Kernal  vector  and  entry  table 


FF45: 
FF46: 

FF 
FF 

.Byte  $FF 
.Byte  $FF 

FF47: 

4C 

FB 

E5 

JMP 

$E5FB 

Pointer  to  kernal  FSTMOD 

FF4A: 

4C 

3D 

F2 

JMP 

$F23D 

Pointer  to  kernal  EAINTT 

FF4D: 

4C 

4B 

E2 

JMP 

$E24B 

Pointer  to  kernal  C64  MODE 

FF50: 

4C 

A5 

F7 

JMP 

$F7A5 

Pointer  to  kernal  DMA-CALL 

FF53: 

4C 

90 

F8 

JMP 

$F890 

Pointer  to  kernal  BOOT-CALL 

FF56: 

4C 

67 

F8 

JMP 

$F8  67 

Pointer  to  kernal  PHOENIX 

FF59: 

4C 

9D 

F7 

JMP 

$F7  9D 

Routine:  LKUPLA: 

search  for  LFN  in  table 
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FF5C:     4C  86  F7       JMP  $F786 


FF5F: 
FF62  : 
FF65: 
FF68: 
FF6B: 
FF6E: 
FF71: 
FF74: 


4C  2A  CO 
4C  27  CO 
4C  21  CO 
4C  3F  F7 
4C  EC  F7 
4C  CD  02 
4C  E3  02 
4C  DO  F7 


JMP  $C02A 

JMP  $C027 

JMP  $C021 

JMP  $F73F 

JMP  $F7EC 

JMP  $02CD 

JMP  $02E3 

JMP  $F7D0 


FF77:     4C  DA  F7       JMP  $F7DA 


FF7A:     4C  E3  F7       JMP  $F7E3 


FF7D:     4C  17  FA      JMP  $FA17 


FF80:  00 


.Byte  $00 


FF81:  4C  00  CO  JMP  $C000 

FF84:  4C  09  El  JMP  $E109 

FF87:  4C  93  EO  JMP  $E093 

FF8A:  4C  56  EO  JMP  $E056 

FF8D:  4C  5B  EO  JMP  $E05B 

FF90:  4C  5C  F7  JMP  $F75C 

FF93:  4C  D2  E4  JMP  $E4D2 


Routine:  LKUPSA: 
search  for  SA  in  table 
Pointer  to  kernal  SWAPPER 

Pointer  to  kernal  DLCHR 

Pointer  to  kernal  PFKEY 

Rout.  SETBNK: 
bank  for  LSV+filename 
Pointer  to  kernal  GETCFG 

Pointer  to  kernal  JSRFAR 

Pointer  to  kernal  JMPFAR 

Rout.  INDFET: 
LDA(fetvec),Y  any  bank 
Rout.  INDSTA: 
STA(stavec),Y  any  bank 
Rout.  INDCMP: 
CMP(cmpvec),Y  any  bank 
Pointer  to  kernal  PREMM 


Pointer  to  kernal  CINT 

Pointer  to  kernal  IOINIT 

Pointer  to  kernal  RAMTAS 

Pointer  to  kernal  RESTOR 

Pointer  to  kernal  VECTOR 

Pointer  to  kernal  SETMSG 

Routine  SECND: 
sec  addr  for  LISTN 
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FF96:     4C  EO  E4       JMP  $E4E0 


FF99: 
FF9C: 
FF9F: 
FFA2  : 
FFA5  : 
FFA8 : 


4C  63  F7 
4C  72  F7 
4C  12  CO 
4C  5F  F7 
4C  3E  E4 
4C  03  E5 


JMP  $F763 

JMP  $F772 

JMP  $C012 

JMP  $F75F 

JMP  $E43E 

JMP  $E503 


FFAB:  4C  15  E5  JMP  $E515 

FFAE:  4C  26  E5  JMP  $E52  6 

FFB1:  4C  3E  E3  JMP  $E33E 

FFB4:  4C  3B  E3  JMP  $E33B 

FFB7:  4C  44  F7  JMP  $F744 

FFBA:  4C  38  F7  JMP  $F738 

FFBD:  4C  31  F7  JMP  $F731 

FFCO:  6C  1A  03  JMP  ($031A) 

FFC3:  6C  1C  03  JMP  ($031C) 

FFC6:  6C  IE  03  JMP  ($031E) 

FFC9:  6C  20  03  JMP  ($0320) 

FFCC:  6C  22  03  JMP  ($0322) 

FFCF:  6C  24  03  JMP  ($0324) 


Routine  TKSA: 
sec  addr  for  TALK 
Pointer  to  kernal  MEMTOP 

Pointer  to  kernal  MEMBOT 

Pointer  to  kernal  KEY 

Pointer  to  kernal  SETTMO 

Pointer  to  kernal  ACPTR 

Pointer  to  kernal  CIOUT 

Routine  UNTLK: 
Untlk  cmd  to  serial  bus 
Routine  UNLSN: 
Unlsn  cmd  to  serial  bus 
Routine  LISTN: 
Listn  cmd  to  serial  bus 
Routine  TALK: 
Talk  cmd  to  serial  bus 
Pointer  to  kernal  RE  ADST 

Routine  SETLFS: 
Set  file  parameters 
Routine  SETNAM: 
Set  filename 

Vector  points  to  OPEN  routine 
$EFBD 

Vector  points  to  CLOSE  routine 
$F188 

Vector  points  to  CHKIN  routine 
$F106 

Vector  points  to  CKOUT  routine 
$F14C 

Vector  points  to  CLRCH  routine 
$F226 

Vector  points  to  BASIN  routine 
$EF06 
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FFD2:     6C  26  03       JMP  ($0326) 


FFD5: 
FFD8: 
FFDB: 
FFDE: 
FFE1: 


FFF6 : 
FFF7  : 


4C  65  F2 
4C  3E  F5 
4C  65  F6 
4C  5E  F6 
6C  28  03 


JMP  $F2  65 

JMP  $F53E 

JMP  $F665 

JMP  $F65E 

JMP  ($0328) 


FFE4:     6C  2A  03       JMP  ($032A) 


FFE7:     6C  2C  03      JMP  ($032C) 


FFEA:      4C  F8  F5       JMP  $F5F8 


FFED:     4C  OF  CO 


FFFO:     4C  18  CO 


FFF3:     4C  81  F7 


FF 
FF 


FFF8:     24  E2 


FFFA:     05  FF 


FFFC:     3D  FF 


FFFE:     17  FF 


JMP  $C00F 

JMP  $C018 

JMP  $F781 

.Byte  $FF 
.Byte  $FF 

($E224) 

($FF05) 

($FF3D) 

($FF17) 


Vector  points  to  BSOUT  routine 
$EF79 

Routine  LOADSP:  load  file 

Routine  SAVESP:  save  file 

Pointer  to  kernal  SETTIM 

Pointer  to  kernal  RDTIM 

Vector  points  to  STOP  routine 
$F66E 

Vector  points  to  GETIN  routine 
$EEEB 

Vector  points  to  CLALL  routine 
$F222 

Rout  UDTIM: 

Set  internal  24hr  clock 

Pointer  to  kernal  SCRORG 

Pointer  to  kernal  PLOT 

Pointer  to  kernal  IOB  ASE 


C128Mode  vector 
NMI  vector 
Reset  vector 
IRQ  vector 
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8.2  The  Zero  Page 

System  variables  are  stored  in  zero  page.  These  variables  include  the 
cursor  position,  information  about  the  current  output  device,  etc.  Two 
hundred  and  fifty-six  bytes  sufficed  to  store  all  of  this  information. 

With  the  C-128  the  situation  is  different,  256  bytes  are  no  longer 
enough  to  store  all  of  the  system  information.  The  name  zero  page  has  been 
retained  since  it  has  come  into  such  wide  usage  (zero  page  actually  refers  to 
the  256-byte  page  of  memory  starting  at  address  zero). 

The  zero  page  offers  many  possibilities  for  direct  manipulation  and 
contains  a  wealth  of  information  which  the  programmer  can  access  (and 
which  he  should  access).  Since  this  zero  page  is  so  immensely  important, 
you  will  find  on  the  following  pages  more  information  on  the  individual 
memory  addresses.  This  information  will  be  very  helpful  to  you. 

Some  addresses  in  the  zero  page  have  meaning  only  in  connection  to  the 
corresponding  routines  in  the  kernal.  For  this  reason  it  is  very  important  that 
you  take  a  closer  look  at  the  appropriate  passages  in  the  kernal  before 
manipulating  the  zero  page. 
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Commodore- 128  Zero  page 

************************************************************ 


a  a  a  a  . 

0000 : 

A  A  A  A 
OUUU 

data  UlICL-UUIl     piUwCaaLfl  pull 

0001 : 

A  A  A  1 

0001 

OO  iu  Oaia  register  pruccaaur  pun 

0002 : 

A  A  A  A 

0002 

otorage  ior  uoilk.  oyie 

0003 : 

0003 

otorage  ior  program  counter  mgn 

0004: 

0004 

otorage  ior  program  counter  low 

0005 : 

0005 

otorage  ior  i^Jru  siaius  register 

0006: 

0006 

otorage  ror  accumulator 

A  A  A  T  . 

0007  : 

A  A  A  *f 

0007 

otorage  ior  A.-regi3ier 

0008  : 

0008 

otorage  ior  i  -register 

0009: 

0009 

otorage  ior  stacK  pointer 

000A 

0010 

ixhdk  ior  quotation  mane  at  ena.  oi  string 

000B: 

0011 

ocreen  column  at  last  l  Ar> 

OOOC 

0012 

disk  nag.  \j=Lxjt\Lf,  i=viirvir  i 

A  A  A  T\ 

OOOD 

A  A  1  O 

0013 

IMUIUDCr  Ol  ClCIIlCIlla,  lllpUL  UU11CI  puillld 

000E 

0014 

Default  for  array  dimensioning  (DIM) 

AAA  n 

000F 

A  A  1  C 

:  0015 

Udlo-type  Hag  1  .»pUU— I1UII1CI1L.,  >J>.r -T  — SUlIIg 

A  A  1  A 

0010 

A  A  1  C 

0016 

L/ata-iype  Hag  ^.»J>UVJ=HUaL,>4>OU— 11ACU  pill 

0011 

:  0017 

Flag,  uloi,  reaa           garDage  con. 

A  A  1  A> 
0012 

•           A  A  1  A 

:  UOlo 

~Pr.fr  fr\r  FM  funrt  vnr  fvnp  fnr  FOR/NF"X~T 

A  I1U  lUi  Til  1UI1LL,  Vol  IjpC  IOI  I  Ulvl'lljA  1 

,  A  A  T  O 

OOlo 

A  A  *1  A 

:  uuiy 

A  A  1  A 

0014 

A  A  A  A 

:  0020 

oign  oi  l  f\±s .  equality  oy  comparison 

A  A  1  C 

0015 

A  A  A  1 

:  0021 

Acuve  i/w  uevice,  iidg.  ii>ijru  i  comineni 

A  A  1  C 

0016 

A  A  A  A 

:      0022  — 

A  A  O  O 

0023 

Line  numoer,  integer  value  juo/nign 

A  A  1  O 

0018 

A  A  A  A 

:  0024 

.r ointer  to  temporary  string  stdCK 

0019 

:     0025  - 

0026 

Last  string  address 

001B 

A  A  A 

:     0027  - 

A  A  A  A 

0029 

o-Dyte  stacK  ior  temporary  smngs 

001E 

:     0030  - 

0032 

3-byte  stack  for  temporary  strings 

0021 

:     0033  - 

0035 

3-byte  stack  for  temporary  strings 

A  A  A  A 

0024 

AAA/" 

:     0036  - 

A  A  O  T 

0037 

z-oyte  neip  pointer  inaex  i 

:      UUoo  — 

n  n  o  n 

Z-DjrlC  IICip  pvJIIllCI  1I1UCA 

0028 

:     0040  - 

0044 

Floating-point  result  of  multiplication 

002D 

:     0045  - 

0046 

Pointer:  Start  of  BASIC  text  Lo/Hi 

002F 

:     0047  - 

0048 

Pointer:  Start  of  BASIC  variables  Lo/Hi 

0031 

:     0049  - 

0050 

Pointer:  Start  of  BASIC  arrays  Lo/Hi 

0033 

:     0051  - 

0052 

Pointer:  End  of  BASIC  arrays  +  1  Lo/Hi 

0035 

:     0053  - 

0054 

Pointer:  Start  of  string  memory  Lo/Hi 

0037 

:     0055  - 

0056 

Help  pointer  for  string  storage  Lo/Hi 
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0039: 

0057  - 

0058 

003B: 

0059  - 

0060 

003D: 

0061  - 

0062 

003F: 

0063  - 

0064 

0041: 

0065  - 

0066 

0043: 

0067  - 

0068 

0045: 

0069  - 

0070 

0047: 

0071  - 

0072 

0049: 

0073  - 

0074 

004B: 

0075  - 

0076 

004D: 

0077  - 

0078 

004F: 

0079 

0050: 

0080  - 

0081 

0052: 

0082  - 

0084 

0055: 

0085 

0056: 

0086  - 

0087 

0058: 

0088 

0059: 

0089 

005A: 

0090  - 

0091 

005C: 

0092  - 

0093 

005E: 

0094 

005F: 

0095  - 

0096 

0061: 

0097 

0062: 

0098 

0063: 

0099 

0064: 

0100  - 

0103 

0068: 

0104 

0069: 

0105 

006A: 

0106 

006B: 

0107  - 

0110 

006F: 

0111 

0070: 

0112 

0071: 

0113 

0072: 

0114  - 

0115 

0074: 

0116  - 

0117 

0076: 

0118 

0077: 

0119 

0078: 

0120 

0079: 

0121 

007A: 

0122  - 

•  0124 

Pntr:  End  string  memory, Var.Bank  1  Lo/Hi 
Current  BASIC  line  number  Lo/Hi 
Pntr  BASIC  text  for  CHRGET,CHRGOT  Lo/Hi 
PRINT  USING  pntr,char  search  pntr  Lo/Hi 
Current  DATA  line  number  Lo/Hi 
Pointer  to  current  DATA  address  Lo/Hi 
Vector  pointer  for  INPUT  routine  Lo/Hi 
Current  BASIC  variable  name  Lo/Hi 
Pointer  to  address  of  current  var.  Lo/Hi 
Mask  for  AND,  LIST  pntr,  FOR  NEXT  pntr 
Temporary  storage  for  program  pointer 
Mask  for  compare  operation  >:2,  =:4,  <:8 
Var  pntr  for  FN  defin.,  +  for  garb  coll. 
Pntndescriptor  var  list-string  compares 
Help  Flag:  $xx=HELP,  $xx=LIST 
Jump  vector  for  function  evaluations 
Oldov 

Area  for  INSTRING  oper.  /  temp  pointer  1 
Pointer:  block  transfer,  DIM  init. 
Pointer:  block  transfer 
Temp  pntr  2,occasionally  floating-pt  acc 
#  places  before/after  dec.  for  conver. 
Pntr:  Dec.  pt  when  reading  digit  strings 
Exponent  sign  of  the  #  read  (neg.  =$80) 
Floating-pt  accumulator  1:  Exponent 
Floating-pt  accumulator  1:  Mantissa 
Floating-pt  accumulator  1:  sign 
Pointer:  Polynomal  evaluation 
Floating-pt  accumulator  2:  Exponent 
Floating-pt  accumulator  2:  Mantissa 

Floating-pt.  acc.  2:  sign 

Result  flag:sign  compare  Acc  1  to  Acc  2 

Floating-pt.  accumulator  1:  Round  off 

Pointer:  Cassette  buffer 

Offset  value  for  AUTO  command,  $00=off 

Hires  Flag:  l=BASIC-start  set  10k  higher 

Sprite  number-counter  for  leading  zeros 

Help  counter 

Temp  storage  for  indirect  loading 
Description  of  error-variable  DS$ 
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007D: 

0125  - 

0126 

007F: 

0127 

0080: 

0128 

0081: 

0129 

0082: 

0130 

0083: 

0131 

0084: 

0132 

0085: 

0133 

0086: 

0134 

0087: 

0135  - 

0136 

0089: 

0137  - 

0138 

008B 

0139 

008C 

0140  - 

0141 

008E 

0142 

008F 

0143 

0090 

0144 

0091 

.  0145 

0092 

0146 

0093 

:  0147 

0094 

0148 

0095 

0149 

0096 

:  0150 

0097 

:  0151 

0098 

:  0152 

0099 

:  0153 

00  9A 

:  0154 

009B 

:  0155 

009C 

:  0156 

009D 

:  0157 

009E 

:  0158 

009F 

:  0159 

00  AO 

:     0160  - 

0162 

00  A3 

:     0163  - 

0164 

00A5 

:  0165 

00A6 

:  0166 

00A7 

:  0167 

00A8 

:  0168 

00A9 

:  0169 

00AA 

:  0170 

OOAB 

:  0171 

End-of-stack  during  program  run 

Mode  Flag:  $xx=RUN  mode,  $xx=direct  mode 

USING  pntr  for  dec  pnt.,Stat.  DOS  parser 

Parstx 

Oldstx 

Current  color  for  graphic  mode 

Multi-color  Mode:  Color  1 

Multi-color  Mode:  Color  2 

Foreground  color 

X-direction  scale  factor 

Y-direction  scale  factor 

Stop  drawing,  if  not  background  color 

Address  pointer  for  graphic  routines 

Temp  storage  1  for  graphic  routines 

Temp  storage  2  for  graphic  routines 

Status  word  for  kernal  input/output 

Stop  Flag:  STOP  key,  RVS  key 

Time  constants  for  cassette  operations 

Load  Flag:  $00=LOAD,  $01 -VERIFY 

Serial  bus  flag:  character  in  buffer 

Char,  in  buffer  for  serial  bus 

Sync  #  for  cass,  EOT  received  from  tape 

Temporary  data  address 

Index  for  file  tables,  no.  of  open  files 

Standard  input  device  (0  for  keyboard) 

Standard  output  device  (3  for  screen) 

Parity  byte  from  cassette 

Tape  flag:  byte  received 

Status  flag  for  kernal 

Cassette  error  pass  1:  char  error 

Cassette  error  pass  2:  corrected 

24-hr  real-time  clock :  1/60-sec  count 

Temporary  storage  for  serial  bus 

Countdown  -  SAVE  on  tape,  ser.  help  ptr . 

Pointer  for  cassette  buffer 

Tape  short  counter,  RS-232  input  bits 

Tape  read  err,RS-232  counter  input  bits 

Tape  0  read  flag,  RS-232  start  bit  flag 

Tape  READ  mode,  RS-232  buffer  input  byte 

Tape  short  counter,  RS-232  input  parity 
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00  AC : 

0172  - 

0173 

Pointer:  screen  scroll,cass  buffer  Lo/Hi 

00AE: 

0174  - 

0175 

Pointer:  program  end,cassette  end  Lo/Hi 

00B0 : 

0176  - 

0177 

Cassette  constant  for  time 

00B2 : 

0178  - 

0179 

.Pointer:  Mart  ot  cassette  butler  Lo/Hi 

00B4 : 

0180 

i  ape  nelp  pntr,Koz dL  next  Dit  ior  scroll 

00B5: 

0181 

iiU  1  char,  Kb-ZoZ  next  bit  tor  transter 

00B6: 

0182 

I  ape  help  pointer,  Kd-zoz  byte  butter 

00B7 : 

0183 

Length  of  current  filename 

00B8 : 

0184 

Logical  file  number  (LFN) 

00B9 : 

0185 

Current  secondary  address  (SA) 

OOBA: 

0186 

current  aecive  number  (oa^ 

OOBB: 

0187  - 

0188 

Pntr:  Address  of  current  filename  Lo/Hi 

OOBD : 

0189 

l  ape  pntr,  Ko-z oz  rotate  parity  Duller 

OOBE : 

0190 

JNo.  oi  remaining  read/write  diocks 

OOBF: 

0191 

Serial  buffer 

OOCO : 

0192 

riag.  cassette  motor 

00C1: 

0193 

Start  address  in/output  (Lo),  track  no . 

00C2: 

0194 

Start  address  in/output  (Hi),  sector  no. 

00C3 : 

0195  - 

0196 

l  ape  LxjAL)  temp,  pntr  Jsernai  vector  address 

00C5  : 

0197 

I  ape  read/ write  data  range 

00C6 : 

0198 

rJanK  no.  current  iajaij,o/\  vh,v  jcklt  i  cans 

00C7 : 

0199 

rJanK  no.  01  current  iiiename  q>r>x>,3>r>i^ 

00C8 : 

0200  - 

0201 

pointer,  ko-zjz  input  uurrer 

OOCA: 

0202  - 

0203 

Pointer:  Ko-zoZ  output  butter 

OOCC: 

0204  - 

0205 

Pointer:  keyboard  decoder  table 

OOCE : 

0206  - 

0207 

Pntr  to  string  pos.-Kernai  rKiiN  1  routine 

OODO : 

0208 

index  to  Keyboard  buiier  queue 

OODl: 

0209 

r  unction  Key  can  nag 

00D2 : 

0210 

runction  Key  string  can  index 

00D3: 

0211 

ohitt  nag:  ohirt=3>ui,  \-=^uz,  1^0^1=^0^,010— q>uo 

00D4: 

0212 

Flag  for  keypress 

00D5: 

0213 

riag  current  pressed  Key  (CriK.:i>(u;=none; 

00D6: 

0214 

riag  lor  UNrU  i  or  vjtLi  —  KeyDoara  input 

00D7 : 

0215 

riag  ior  4U/5U  column  mooe 

00D8: 

0216 

riag  ior  text/grapnic  screen  mooe 

00D9 : 

UZl  / 

Prtintpr  fr»r  rhar  «pt  T?  AKT/ROM  fonlv  bit  2"i 

OODA: 

0218 

Pointer  for  MOVLIN  (Lo),  <keysiz,  bitmask> 

OODB: 

0219 

Pointer  for  MOVLIN  (Hi),  <keylen,  saver> 

OODC: 

0220 

Number  of  the  function  key 

OODD: 

0221 

F-key  string  length  up  to  current  F-key 
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RnnV  "friY  'Fiini^rirvn  Vpv  ^r-cpHtl 

XJClilA.  1U1  1  U-ilL' LivJIl             L/dXX  ^aCU-LX. 

0223 

P-Itpv  cfriTi<y  1f*n<*th  nr\  tr>  i^iirrprit  fF-l-rpv-1  ^ 
x   Lwy  oixxixg  xwxxsiux  i~r'       wtiiiciit  ^x  xvwv  x y 

(\oo  K 

T-^ftintPT*      fiinnino'  cf-rpf^n  Iitir*  tPYt  "R  AA^ 

±  VJXXXlWX  i\J  X  UXXXiXXXg  oL/XwwXX  11XXC*  ICAl  XVTVLYX 

00E2  • 

vj  ^  U 

0991 

Pointpr  mnnint*  Qprppn  Unp^attriHiifp  R  AIM 

X  V/llllAvX  XUXX11X1121  OVlwvll  XXiXw*AtULXUUtw  XVxVJ-VX 

00E4 

0228 

Lower  border  of  window 

00E5 

0229 

UDDer  border  of  window 

00E6 : 

0230 

Left  border  of  window 

00E7 : 

0231 

Rioht  border  of  window 

n  ov  ft 

0232 

Start  of  ninnin<y  innnt  column 

OLCU-l  \JL  1  Llllll-Lll**  •lllMUL  L'V-'lUlllll 

0233 

Start  of  mnnint*  intuit  line 

JuUl  \JL  1  UllUlllEl  111LSUL  llUt/ 

OOF.  A  • 

0234 

FnH  of  ninninp  inmit  linp 

J-JllU  \J±  1  111111.1112k  111L/UL  11111/ 

ooeb 

0235 

Current  cursor  nosition*  line 

OOEC 

0236 

Current  cursor  nosition*  column 

OOED : 

0237 

Maximum  number  of  screen  lines 

J.  TXU-/VX1 111X11  &  llUilLUWX   V/X   u vl  VVJll  XXXlwO 

OOEE 

0238 

Maximum  numher  of  screen  columns 

OOEF 

0239 

Temn  storage  of  characters  to  be  nut  out 

1  villi/  OlV/iagv  vl  VlUUHvlvla  IV  Lfw  UUl  UUl 

00F0 

0240 

Memorv*  nrevious  char  (Tor  ESC  tesf) 

00F1 

0241 

Color  code  under  cursor  for  char  outnut 

00F2 

0242 

Color  code  nrotection  for  INSERT/DELETE 

'OvlVl  WVAlv  L/l  V  KXyVm'  Uvl  1  1U1  U1U1w1\1/JL/1u1j1j11j 

00F3 

0243 

Flae*  RVS  mode  active 

00F4 

0244 

Flap"  Ouote  mode  active 

00F5 

:  0245 

Flat?*  Insert  mode  active 

X  lUgi  llljvl  k  lllv/Uv  UvUtv 

00F6 

:  0246 

Flas:  Auto  insert  active 

Utl  / 

Cutoff  switrhina  of  C-^hift  ^80^  anH  Ctrl  ">!  ^d.ft^ 

00F8 

:  0248 

Cutoff  of  screen  scrolling 

00F9 

:  0249 

Cutoff  of  beep  tones  made  by  Crtl  G 

OOFA 

:     0250  - 

0254 

Free  area  for  user  applications 

OOFF 

:  0255 

Lofbuf 

******************************************************* 
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Commodore- 128  Page-One  RAM 

**************************************************** 


0100: 

0256  - 

0271 

16-byte  area  for  creating  data  names 

0110: 

0272 

DOS  loop  counter 

0111: 

0273 

DOS  length  of  1st  file  name 

0112: 

0274 

DOS  device  numbers,  1st  disk  drive 

0113: 

0275  - 

0276 

DOS  address,  1st  file  name  Lo/Hi 

0115: 

0277 

DOS  length,  2nd  file  name 

0116: 

0278 

DOS  device  number,  2nd  disk  drive 

0117: 

0279  - 

0280 

DOS  address,  2nd  file  name  Lo/Hi 

0119: 

0281  - 

0282 

Starting  address  for  BLOAD/BSAVE  Lo/Hi 

011B: 

0283  - 

0284 

End  address  for  BSAVE  command  Lo/Hi 

011D: 

0285 

DOS  logical  address 

011E: 

0286 

DOS  physical  address 

011F: 

0287 

DOS  secondary  address 

0120: 

0288 

DOS  length  of  a  record 

0121 

0289 

DOS  BANK  number 

0122 

0290  - 

0291 

DOS  2-by te  storage  for  diskette  ID 

0124 

0292 

DOS  flag  for  disk  JD  testing 

0125 

:  0293 

PRINT  USING  pointer  to  starting  number 

0126 

0294 

PRINT  USING  pointer  to  end  number 

0127 

:  0295 

PRINT  USING  flag  for  dollar  sign  ($) 

0128 

:  0296 

PRINT  USING  flag  for  comma  (,) 

0129 

:  0297 

PRINT  USING  counter 

012A 

:  0298 

PRINT  USING  sign  of  exponent 

012B 

:  0299 

PRINT  USING  pointer  to  exponent 

012C 

:  0300 

PRINT  USING  counter  for  whole  no.  places 

012D 

:  0301 

PRINT  USING  flag  for  align  after  dec.  pt 

012E 

:  0302 

PRINT  USING  cntr  field  pos  before  dec  pt 

012F 

:  0303 

PRINT  USING  cntr  field  pos  after  dec.  pt 

0130 

:  0304 

PRINT  USING  flag  for  sign  (+/-) 

0131 

:  0305 

PRINT  USING  flag  for  field  exponent 

0132 

:  0306 

PRINT  USING  switch 

0133 

:  0307 

PRINT  USING  counter  for  chars  in  field 

0134 

:  0308 

PRINT  USING  sign  number 

0135 

:  0309 

PRINT  USING  flag  for  space  or  asterisk 

0136 

:  0310 

PRINT  USING  pointer  to  start  of  field 

0137 

:  0311 

PRINT  USING  pointer  for  length  of  format 
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0138:    0312  PRINT  USING  pointer  to  end  of  field 

**************************************************** 

0139:    0313  -  0510    End  of  the  system  stack 
o  iff  :    0511  Start  of  system  stack 

************************************************************ 

0200:    0512  BASIC  and  monitor  input  buffer 

************************************************************ 


02A2:  0674 


02A2: 

AD 

00 

FF 

LDA 

$FF00 

02A5- 

8E 

00 

FF 

STX 

$FF00 

02A8 

AA 

TAX 

02A9 

Bl 

FF 

LDA 

<$FF),Y 

02AB 

8E 

00 

FF 

STX 

$FF00 

02AE 

60 

RTS 

FETCH  Routine:  LDA(ZP),Y  from  any  bank 

You  can  find  a  description  of 
This  routine  in  the 
ROM  listing  at  $F800,  because 
The  ROM  copy  is  located  there. 
The  "FETVEC"  address  is: 
$02AA,  or  dec.  0682. 


************************************************************ 


02AF:  0687 


STASH  Routine:  STA(ZP),Y  in  any  bank 


02AF 

48 

PHA 

You  can  find  a  description  of 

02B0 

AD 

00 

FF 

LDA  $FF00 

This  routine  in  the 

02B3 

8E 

00 

FF 

STX  $FF00 

ROM  listing  at  $F80D,  because 

02B6 

AA 

TAX 

The  ROM  copy  is  located  there. 

02B7 

68 

PLA 

The  "STAVEC"  addresses 

02B8 

:  91 

FF 

STA  ($FF),Y 

$02B9,ordec.  0697. 

02BA 

:  8E 

00 

FF 

STX  $FF00 

02BD 

:  60 

RTS 

************************************************************ 

02BE 

:  0702 

CMPARE  Routine:  CMP(ZP),Y  with  any  bank 

02BE 

:  48 

PHA 

You  can  find  a  description  of 

02BF 

:  AD 

00 

FF 

LDA  $FF00 

This  routine  in  the 
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oh* 

fin 

C  £ 

cmv 
blA 

ssxjm.  listing  at  *roiv_,  oecause 

02C5. 

AA 

TAX 

The  ROM  copy  is  located  there. 

02C6: 

68 

PLA 

The  "CMPVEC"  address  is: 

02C7 

Dl 

FF 

CMP 

($FF)  ,Y 

$02C8,ordec.0712. 

02C9 

8E 

00 

FF 

STX 

$FF00 

02CC. 

69 

RTS 

******************************************************** 

02CD: 

0717 

JSRFAR  Routine:  JSR  in  any  bank  and  return 

02CD: 

20 

E3 

02 

JSR 

$02E3 

You  can  find  a  description  of 

02D0: 

85 

06 

STA 

*  $06 

This  routine  in  the 

02D2: 

86 

07 

STX 

*  $07 

ROM  listing  under  the 

02D4 

84 

08 

STY 

*  $08 

address  $F82B,  because 

02D6- 

08 

PHP 

The  ROM  copy  is  located  there. 

02D7 

68 

PLA 

02D8 

85 

05 

STA 

*  $05 

02DA 

BA 

TSX 

02DB 

86 

09 

STX 

*  $09 

02DD 

A9 

00 

LDA 

#  $00 

02DF 

8D 

00 

FF 

STA 

$FF00 

02E2 

.  60 

RTS 

************************************************************ 

02E3 

0739 

JMPFAR  Routine:  JMP  in  in  any  bank  no  return 

02E3 

A2 

00 

LDX 

#  $00 

You  can  find  a  description  of 

02E5 

:  B5 

03 

LDA 

*  $03, X 

This  routine  in  the 

02E7 

48 

PHA 

ROM  listing  under  the 

02E8 

:  E8 

INX 

Address  $F841,  because 

02E9 

:  E0 

03 

CPX 

#  $03 

The  ROM  copy  is  located  there. 

02EB 

:  90 

F8 

BCC 

$02E5 

02ED 

:  A6 

02 

LDX 

*  $02 

02EF 

:  20 

6B 

FF 

JSR 

$FF6B 

02F3 

:  8D 

00 

FF 

STA 

$FF00 

02F6 

:  A5 

06 

LDA 

*  $06 

02F8 

:  A6 

07 

LDX 

*  $07 

02FA 

:  A4 

08 

LDY 

*  $08 

02FB 

:  40 

RTI 
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*********************************************************** 

Routine  to  jump  to  a  function  cartridge.  The  cartridge  vector 
has  the  address:  $02FE-$02FF  (dec.  766-767) 

02FC:    78  sei  Disable  system  interrupts 

02FD:    4c  oo  00        jmp    $0000        Jump  to  the  function  cartridge 

vector 

************************************************************ 


0300: 

0768 

3F 

4D 

($4D3F) 

Vector:  Error  routine  (X=error) 

0302: 

0770 

C6 

4D 

($4DC6) 

Vector:  Read/exec.  BASIC  line 

0304: 

0772 

0D 

43 

($430D) 

Vctr:  Convert  interpreter  code 

0306: 

0774 

51 

51 

($5151) 

Vector:  Convert  to  text  (List) 

0308: 

0776 

A2 

4A 

($4AA2) 

Vector:  Execute  the  keyword 

030A: 

0778 

DA 

78 

($78DA) 

Vector:  Evaluate  expression 

030C 

0780 

21 

43 

($4321) 

Vector:  Esc.  conversion  routine 

030E: 

0782 

CD 

51 

($51CD) 

Vector:  Escape  list 

0310 

0784 

A9 

4B 

($4BA9) 

Vector:  Execute  escape 

0312 

0786 

FF 

FF 

($FFFF) 

Interrupt  vector:  TIME 

0314 

0788 

65 

FA 

($FA65) 

Vector  for  IRQ  routine 

0316 

0790 

03 

B0 

($B003) 

Vector  for  break  entry  -Monitor 

0318 

:  0792 

40 

FA 

($FA40) 

Vector  for  NMI  routine 

031A 

0794 

BD 

EF 

($EFBD) 

Vector  to  kernal  OPEN  routine 

031C 

:  0796 

88 

Fl 

($F188) 

Vector:  kernal  CLOSE  routine 

031E 

:  0798 

06 

Fl 

($F106) 

Vector:  kernal  CHKIN  routine 

0320 

:  0800 

4C 

Fl 

($F14C) 

Vector:  kernal  CKOUT  routine 

0322 

:  0802 

26 

F2 

($F226) 

Vector:  kernal  CLRCH  routine 

0324 

:  0804 

06 

EF 

($EF06) 

Vector  to  kernal  BASIN  routine 

0326 

:  0806 

79 

EF 

($EF79) 

Vector:  kernal  BSOUT  routine 

0328 

:  0808 

6E 

F6 

($F66E) 

Vector  to  kernal  STOP  routine 

032A 

:  0810 

EB 

EE 

($EEEB) 

Vector  to  kernal  GETTN  routine 

032C 

:  0812 

22 

F2 

($F222) 

Vector:  kernal  CLALL  routine 

032E 

:  0814 

06 

B0 

($B006) 

Vector  to  EXMON  entry 

0330 

:  0816 

6C 

F2 

($F26C) 

Vector  to  kernal  LOAD  routine 

0332 

:  0818 

4E 

F5 

($F54E) 

Vector  to  kernal  SAVE  routine 
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************************************************************ 


Copy  of  the  character  output,  keyboard  and  decoder  vectors. 
The  originals  of  these  vectors  are  in  ROM  at  addr.  $C065  -  $C07A 


0334 

0820 

B9 

C7 

($C7B9) 

Vector  for  char  output  with  Ctrl 

0336 

0822 

05 

C8 

($C805) 

Vector :  char  output  with  Shift 

0338 

0824 

CI 

C9 

($C9C1) 

Vector  for  char  output  with  Esc 

033A 

0826 

El 

C5 

($C5E1) 

Vector  for  keyboard  read 

033C 

•  0828 

AD 

C6 

($C6AD) 

Vector  to  keypress  store 

033E 

0830 

80 

FA 

($FA80) 

Vector:  Keybd  decoder  table  la 

0340 

0832 

D9 

FA 

($FAD9) 

Vector:  Keybd  decoder  table  2a 

0342 

:  0834 

32 

FB 

($FB32) 

Vector:  Keybd  decoder  table  3a 

0344 

0836 

8B 

FB 

($FB8B) 

Vector:  Keybd  decoder  table  4a 

0346 

:  0838 

80 

FA 

($FA80) 

Vector:  Keybd  decoder  table  la 

0348 

:  0840 

E4 

FB 

($FBE4) 

Vector:  Keybd  decoder  table  5a 

************************************************************ 


034A 

0842  - 

0851 

IRQ  keyboard  buffer 

0354 

0852  - 

0861 

Bit  map  table:  Tab  stops 

035E 

0862  - 

0865 

Bit  map  table:  Line  overflow 

0362 

0866  - 

0875 

Table  of  logical  file  numbers 

036C 

0876  - 

0885 

Table  of  device  addresses 

0376 

0886  - 

0895 

Table  of  secondary  addresses 

************************************************************ 


0380:    0896  BASIC  CHRGET  routine 

(The  original  is  in  ROM  at  address  $4279) 

0380:    E6  3D  inc    *  $3D      Increment  BASIC  text  pointer  lo 

0382:     DO  02  BNE     $0386        No  Overflow,  then  skip 

0384:    E6  3E  inc    *  $3E      Increment  BASIC  text  pointer  hi 
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************************************************************ 


0386:  0902 


0386 
0389 
038B 
038D 


8D  01  FF 
AO  00 
Bl  3D 
8D  03  FF 


BASIC  CHRGOT  routine 

(The  original  is  in  ROM  at  address  $427F) 


STA  $FF01 

LDY  #  $00 

LDA  ($3D),Y 

STA  $FF03 


Enable  RAM  0  area 
Displacement  pntr  to  BASIC  text 
Get  character  from  BASIC  text 
RAM  0,  enable  system  ROMs 


************************************************************ 


0390:    0912  BASIC  QNUM  routine 

set  zero  flag  for  separator  $00  or  $3  A 

set  carry  flag  for  digit  0-9 

(The  original  is  in  ROM  at  address  $4289) 


0390: 

C9 

3A 

CMP 

#  $3A 

Char  code  >  digit  code? 

0392: 

B0 

OA 

BCS 

$039B 

Yes,  then  skip 

0394: 

C9 

20 

CMP 

#  $20 

Was  character  a  "blank"? 

0396: 

F0 

EB 

BEQ 

$0380 

Yes,  then  skip  blank 

0398: 

38 

SEC 

Set  carry  for  subtraction 

0399: 

E9 

30 

SBC 

#  $30 

Test  for  digit  (then  C  =  1) 

039B: 

38 

SEC 

Set  carry  for  subtraction 

039C: 

E9 

DO 

SBC 

#  $D0 

Restore  old  value 

039E: 

60 

RTS 

Return  from  subroutine 

************************************************************ 


03 9F :    0927  Load  from  a  bank  via  PCRA  and  PRCR 

(The  original  is  in  ROM  at  address  $4298) 


039F 

8D 

A6 

03 

STA 

$03A6 

03A2 

8D 

01 

FF 

STA 

$FF01 

03A5 

Bl 

00 

LDA 

($00) 

03A7 

8D 

03 

FF 

STA 

$FF03 

03AA 

60 

RTS 
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************************************************************ 


03AB: 

0939 

Load  from  any  bank  via  PCRB  and  PCRD 

CThe  nripinal  is  in  BOM  at  address  $49  A4^ 

03AB: 

8D  B2 

03 

STA  $03B2 

03AE: 

8D  02 

FF 

STA  $FF02 

03B1: 

Bl  00 

LDA     ($00), Y 

03B3: 

8D  04 

FF 

STA  $FF04 

03B6: 

60 

RTS 

************************************************************ 

03B7: 

0951 

Load  from  any  bank  via  PCRA  and  PCRC  of 

the  address  given  by  zero-page  index  1 

The  original  is  in  ROM  at  address  $42B0) 

03B7 

8D  02 

FF 

STA  $FF02 

03BA 

Bl  24 

LDA     ($24), Y 

03BC 

8D  04 

FF 

STA  $FF04 

03BF 

60 

RTS 

************************************************************ 

03C0 

0960 

Load  from  any  bank  via  PCRB  and  PCRD  of 

the  address  given  by  zero-page  index  2 

(The  original  is  in  ROM  at  address  $42B9) 

03C0 

:     8D  01 

FF 

STA  $FF01 

03C3 

:     Bl  26 

LDA     ($26), Y 

03C5 

:     8D  03 

FF 

STA  $FF03 

03C8 

:  60 

RTS 

************************************************************ 

03C9 

:  0969 

Load  from  any  bank  via  PCRA  and  PCRC  of  the 

address  given  by  the  zero-page  CHRGET  pointer 

The  original  is  in  ROM  at  address  $42C2) 

03C9 

:     8D  01 

FF 

STA  $FF01 

03CC 

:     Bl  3D 

LDA  ($3D),Y 

03CE 

:      8D  03 

FF 

STA  $FF03 
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03D1:     60  RTS 

************************************************************ 


03D2 
03D5 
03D6 
03DA 
03DB 
03DF 
03E0 
03E1 
03E2 
03E3 
03E4 


0978  -  0980  Numerical  constants  BASIC,  loaded  from  ROM 
0  981  Bank  for  SYS,POKE,PEEK.  Set  by  bank  cmd 

0982  -  0985   Temp  storage  for  INSTRING 

0986  Bank  pointer  for  strings  and  number  conversion 

0987  -  0990   4  Byte  storage  for  SSHAPE  operations 

0991  Overflow  marker  of  FAC1 

0992  Temp  storage  for  sprite  control  No.  1 

0993  Temp  storage  for  sprite  control  No.2 

0994  Packed  foreground/background  color  nibbles 

0995  Packed  foreground/background  color  nibbles 

0996  -  1007   Free  area 


************************************************************ 


03F0: 

1008 

DMA  call  routine  inthe  lower  common  area  (1st  K) 

for  initializing  the  the  external  memory  access 

03F0: 

AE 

00 

FF 

LDX  $FF00 

You  can  find  a  description  of 

03F3: 

8C 

01 

DF 

STY  $DF01 

This  DMA  call  routine  for 

03F6: 

8D 

00 

FF 

STA  $FF00 

controlling  the  external  memory 

03F9: 

8E 

00 

FF 

STX  $FF00 

access  in  ROM  under  the 

03FC: 

60 

RTS 

original  address  $F85A 

************************************************************ 

03FD:    1021  -  1023   Free  area 

03FF:    1023  End  of  the  common  area,  the  same  in  all  banks 

************************************************************ 

0400:    1024  -  2047    Screen  storage 

************************************************************ 
0800:    2048  -  2559   512  by  tes  for  BASIC  run-time  storage 
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************************************************************ 


A  7V  A  A  * 

UAUU  : 

O  C  C  A 

2560  - 

2561 

vector  oystem  restart  (normal  warm-start)  (3>4uu3) 

uauz  : 

ivernai  wanri/coio-start  initialization  status 

nidi . 

ZD  DJ 

PAT  /MTQr  ctrctam  nnfr   /<f"T7t7    15  A  T    tHO  '\TT,0/~'\ 

jr/vL/iN  i  01^  system  pntr  ($jrr=r7\j^,  juu^in  l  oL.) 

UnU  1  . 

oystem  pointer  ror  tne  injyli  ana  KHori  l  status 

A  7\  a  c  . 

0A05 : 

2565  - 

2566 

Lower  boundary  of  available  RAM  in  system  bank 

0A07 : 

2567  - 

2568 

Upper  boundary  of  available  RAM  in  system  bank 

0A09 : 

2569  - 

2570 

Indirect  IRQ  vector  for  cassette  routines 

OAOB : 

2571 

Time  comparison  for  cassette  routines 

OAOC: 

2572 

Temp  stroage  when  reading  from  cassette 

OAOD : 

2573 

Temp  storage  when  reading  from  cassette 

OAOB : 

2574 

Timeout  pointer  for  fast  serial  mode 

OAOF : 

2575 

Kd-z3Z  JNM1  status  register 

0A10 : 

2576 

Ko-zjZ  control  register 

0A11 : 

2577 

RS-232  command  register 

0A12 : 

2578  - 

2579 

Ko-232  user  baud  rate 

0A14 : 

2580 

RS-232  status  register 

0A15 : 

2581 

RS-232  Number  or  bits  to  send 

0A16: 

2582  - 

2583 

Ko-232  baud  rate:  lull  bit  time  (in  us) 

0A18 : 

2584 

Ko-zjz  index  to  tne  start  01  tne  input  bulier 

0A19 : 

2585 

Ko-Zoz  maex  to  tne  ena  01  tne  input  Duller 

0A1A: 

2586 

Ko-Z3Z  maex  to  tne  start  01  tne  output  Duller 

0A1B : 

2587 

Ko-232  Index  to  tne  end  01  tne  output  butter 

0A1C: 

2588 

Intern/extern  pointer  for  fast  serial  mode 

0A1D: 

2589  - 

2591 

1  emp  storage  ior  tne  Z4nr  reai-ume  ciock 

0A20 : 

2592 

Storage  for  the  size  of  the  keyboard  buffer 

0A21 : 

2593 

Pause  pointer,  <Crtl  -  S>  pointer 

0A22  : 

2594 

Pointer:  Key  repetitions 

0A23: 

2595 

Count  speed  for  the  key  repeat 

0A24: 

2596 

Counter  for  the  key-repeat  delay 

0A25: 

2597 

Storage  tor  tne  last  snilt  pattern  01  tne  Keyboard 

0A2  6 : 

2598 

Fointer  tor  cursor  in  nasn  pnase 

Anon  . 

0A27  : 

O  C  A  A 

2599 

X)r\A-rtff^-r  fAt*  r»ni*cr\r  fxnfaff  (CS  —  flnc'hiTiO'  Piir^nr^ 

0A28  : 

2600 

Count  pointer  for  flashing  cursor 

0A29: 

2601 

Character  for  cursor  position 

0A2A: 

2602 

Storage  for  background  color  under  cursor 

0A2B: 

2603 

Pointer  for  current  cursor  mode  (if  available) 

0A2C: 

2604 

Text  screen/character  base  pointer 

0A2D: 

2605 

Bit  map  base  pointer 
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Pointer  for  address  (*256)  for  80  char  video  RAM 
Pointer  for  address  (*256)  for  attribute  RAM 
Temp  pointer  to  last  line  for  LOOP4  routine 
Temp  storage  (a)  for  80-column  routines 
Temp  storage  (b)  for  80-column  routines 
Temp  storage  (a)  for  line  clear  /  move 
Temp  storage  (b)  for  line  clear  /  move 
Color  under  80-column  cursor  before  flash 
Raster  line  at  which  the  raster  int.  was  generated 
Storage  for  the  X-register  for  BANK  operations 
Counter  for  the  PAL  system,  jiffie  adjust 
Temp  storage  for  for  80-column  VDC  screen 

************************************************************ 


0A2E: 

2606 

0A2F: 

2607 

0A30: 

2608 

0A31- 

2609 

0A32 

2610 

0A33 

2611 

0A34 

2612 

0A35 

:  2613 

0A36 

:  2614 

0A37 

:  2615 

0A38 

:  2616 

0A39 

:  2617 

Safety  storage  for  passive-screen  variables.  This  area 
corresponds  to  the  zero-page  area  at  $E0. 


2625   Pointer  to  the  current  screen  line:  Text  RAM 
2627   Pointer  to  the  current  screen  line:  Attribute  RAM 
Lower  border  of  the  window  (init:  $18  =  24) 
Upper  border  of  the  window  (init:  $00  =  00) 
Left  border  of  the  window  (init:  $00  =  00) 
Right  border  of  the  window  (init:  $4F  =  79) 
Start  of  the  current  input  line  (init:  $00  =  00) 
Start  of  the  current  input  column  (init:  $00  =  00) 
End  of  the  current  input  line  (init:  $00  =  00) 
Current  cursor  position:  line  (init:  $00  =  00) 
Current  cursor  position:  column  (init:  $00  =  00) 
Max  number  of  screen  lines  (init:  $18  -  24) 
Max  number  of  screen  columns  (init:  $4F  =  79) 
Temp  storage  for  character  to  output 
Storage:  Previous  character  (for  ESC  test) 
Current  color  code  under  cursor  (init:  $07  =  07) 
Color  code  storage  (Insert+delete)(init:  $07  =  07) 
Pointer  for  RVS  mode  active 
Pointer  for  quote  mode  active 
Pointer  for  insert  mode  active 
Pointer  for  auto-insert  active 
Pointer  for  switch-lock  and  pause  pointer 


0A40: 

2624 

0A42: 

2626 

0A44: 

2628 

0A45 

2629 

0A4  6 

2630 

0A47 

2631 

0A48 

2632 

0A4  9 

2633 

0A4A 

2634 

0A4B 

2635 

0A4C 

2636 

0A4D 

2637 

0A4E 

:  2638 

0A4F 

2639 

0A50 

:  2640 

0A51 

:  2641 

0A52 

:  2642 

0A53 

:  2643 

0A54 

:  2644 

0A55 

:  2645 

0A56 

:  2646 

0A57 

:  2647 
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0A58 

:  2648 

Pointer  for  locking  screen-scroll 

0A59 

:  2649 

Pointer  for  locking  beep  tone  (Ctrl-G) 

************************************************************ 

0A60 

2650 

-  2687 

Temp  storage  area  for  40  and  80-column 

0A80 

:  2688 

-  2719 

Buffer  for  comparison  operations 

OAAO 

:  2720 

-  2729 

Temp  counter 

OAAA 

:  2730 

Adressing  mode  for  assembler  command 

OAAB 

2731 

Length  of  the  cmd  code  for  assem./disassembler 

OAAC 

2732 

-  2734 

Assembler/disassembler  storage  for  integ.  monitor 

OAAF 

2735 

One-byte  temp  storage  for  misc 

OABO 

2736 

One-byte  temp  storage  for  misc 

OAB1 

2737 

One-byte  temp  storage  for  misc 

OAB2: 

2738 

X-reg  storage  for  indirect  subroutine  calls 

OAB3: 

2739 

Direction  pointer  for  transfer  operations 

0AB4: 

2740 

-  2751 

One-byte  temp  storage 

OACO  : 

2752 

ROM  bank  for  current  function  key  call 

OAC1 

2753 

-  2756 

Table  of  physical  addresses  and  CD's  from 
inserted  expansion  cards 

0AC5: 

2757 

System  pointer  for  the  combination  of  vowels  with 
accents  in  DIN  character  set  (International  only) 

************************************************************ 


oboo:    2816  -  3071   Cassette  buffer 

************************************************************ 
ocoo:    3072  -  3327    RS-232  input  buffer 

************************************************************ 
odoo:    3328  -  3583   RS-232  output  buffer 

************************************************************ 

oeoo:    3584  -  4095   Area  for  sprite  definition  (must  be  under  $1000) 
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************************************************************ 

1000:    4096  -  4105   Programmable  function  keys  (length  table) 
iooa:    410  6  -  4351   Programmable  function  keys  (function  strings) 

************************************************************ 

1100:  4352  -  4400  Buffer  for  generating  DOS  output  strings 

1131:  4401  -  4402  Graphic  variable:  Current  X-position  (Lo/Hi) 

1133:  4403  -  4404  Graphic  variable:  Current  Y-position  (Lo/Hi) 

1135:  4405  -  4406  Graphic  variable:  Dest direction, X-coord  (Lo/Hi) 

1137:  4407  -  4408  Graphic  variable:  Dest  direction,  Y-coord  (Lo/Hi) 

1139:  4409  -  4410  Variable  -  graphic  lines:  X/Y-absolute,X-absolute 

H3B:  4411  -  4412  Variable  for  graphic  lines:  Y-absolute 

11 3D:  4413  -  4414  Variable  -  graphic  lines:  X/Y-Signum ,  X-Signum 

11 3F:  4415  -  4416  Variable  for  graphic  lines:  Y-sign 

1141:  4417  -  4420  Variable  for  graphic  lines:  Factor 

1145:  4421  -  4422  Variable  for  graphic  lines:  Error  value 

1147:  4423  Variable  for  graphic  lines:  Smaller  marker 

1148 :  442  4  Variable  for  graphic  lines:  Larger  marker 

1149:  4425  Variable  for  angle  routine:  Sign  of  the  angle 

H4A:  4426  -  4427  Variable  for  angle  routine:  Sine  of  the  angle  value 

H4C:  4428  -  4429  Variable  for  angle  routine:  Cosine  of  the  angle  val 

H4E:  4430  -  4431  Variable  for  angle  routine:  Angle  distance 

****************************************************** 
The  following  24  bytes  are  used  for  a  variety  of  purposes 

Variables  for  circle  routines 


1150: 

4432 

-  4433 

1152: 

4434 

-  4435 

1154: 

4436 

-  4437 

1156: 

4438 

-  4439 

1158 

4440 

-  4443 

115C 

4444 

-  4445 

115E 

4446 

-  4447 

1160 

:  4448 

-  4449 

1162 

4450 

-  4451 

1164 

:  4452 

-  4453 

1166 

:  4454 

-  4455 

Circle  center:  X-coordinate  (Lo/Hi) 
Circle  center:  Y-coordinate  (Lo/Hi) 
Circle  radius  in  X-direction  (Lo/Hi) 
Circle  radius  in  Y-direction  (Lo/Hi) 
Rotation  angle  of  the  circle  (Lo/Hi) 
Angle  degree  for  start  of  arc  (Lo/Hi) 
Angle  degree  for  end  of  arc  (Lo/Hi) 
X-radius  *  Cos  (rotation  angle) 
Y-radius  *  Sin  (rotation  angle) 
X-radius  *  Sin  (rotation  angle) 
Y-radius  *  Cos  (rotation  angle) 
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Parameters  used  for  general  purposes 


1150  : 

4432  - 

4433 

Center  for  X-coordinate 

1152 : 

4434  - 

4435 

Center  for  Y-coordinate 

1154 : 

4436  - 

4437 

Distance  1  for  X-coordinate 

1156: 

4438  - 

4439 

Distance  1  for  Y-coordinate 

1158: 

4440  - 

4441 

Distance  2  for  X-coordinate 

115A: 

4442  - 

4443 

Distance  2  for  Y-coordinate 

115C: 

4444  - 

4445 

End  of  coordinate  distance 

115E: 

4446 

Column  counter  for  characters 

115F: 

4447 

Line  counter  for  characters 

1160: 

4448: 

Length  counter  for  string 

Variables  used  for  rectangle  routines 

1150 : 

4432  - 

4433 

X-coordinate  1 

1152: 

4434  - 

4435 

Y-coordinate  1 

1154: 

4436  - 

4437 

Rotation  angle 

1156: 

4438  - 

4439 

Counter  for  X- value 

1158: 

4440  - 

4441 

Counter  for  Y-value 

115A: 

4442  - 

4443 

Length  of  a  side  of  the  rectangle 

115C: 

4444  - 

4445 

X-coordinate  2 

115E: 

4446  - 

4447 

Y-coordinate  2 

Used  for  shapes  and  shape  movement 

1150 : 

4432 

Place  older 

1151 : 

4433 

Length  pointer 

1152 : 

4434 

Following  pointer 

1153 : 

4435 

Length  of  the  string 

1154 : 

4436 

Shape  mode  set/replace 

1155 : 

4437 

Pointer  to  position  in  the  string 

1156 : 

A  A  *5  ft 

4438 

Old  bit-map  byte 

llo  1 : 

A  A  o  n 
4439 

v  ariaDie  ror  new  string  or  Dit-map  oyte 

1158: 

4440 

Place  holder 

1159: 

4441  - 

4442 

Column  width  (X-width)  of  a  shape 

115B: 

4443  - 

4444 

Line  number  (Y-length)  of  a  shape 

115D: 

4445  - 

4446 

Temp  storage  for  the  column  width 

115F: 

4447  - 

4448 

Pointer  to  the  shape  string  for  shape  storage 

1161: 

4449 

Bit  pointer  to  byte  of  shape  string 
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************************************************************ 


Area  for  general  graphic  variables 


1168: 

1169: 

116A: 

116B: 

116C: 

116D: 

11 6E: 

11 6F: 

1170: 

1172: 

1174: 

1175: 

1177: 

1178: 

1179: 

117A: 

117C: 

117E: 

11D6: 

1200: 

1202: 

1204: 

1205: 

1206: 

1207: 

1208: 

1209: 

120B: 

12  0D: 

120E: 

1210: 

1212: 

1214: 

1216: 

1218: 

1219: 


4456 

4457 

4458 

4459 

4460 

4461 

4462 

4463 

4464 

4466 

4468 

4469 

4471 

4472 

4473 

4474 

4476 

4478 

4566 

4608 

4610 

4612 

4613 

4614 

4615 

4616 

4617 

4619 

4621 

4622 

4624 

4626 

4628 

4630 

4632 

4633 


-  4465 

-  4467 

-  4470 


4475 
4477 
4565 
4607 
4609 
4611 


-  4618 

-  4620 

-  4623 

-  4625 

-  4627 

-  4629 

-  4631 

-  4634 


Temp  storage  for  diverse  purposes 

Temp  storage:  Bit  counter  GSHAPE  instruction 

Screen  scaling  pointer  0=320*200,1=1024*1024 

Temp  storage  for  double-width 

Temp  storage  for  box  fill 

Temp  storage  for  bit  masks 

Temp  counter  for  numerical  values 

Temp  pointer  for  trace  mode  on/off 

Temp  storage  1  for  renumber  routine 

Temp  storage  2  for  renumber  routine 

1  byte  temp  storage 

2  byte  temp  storage 

1  byte  temp  storage  1  for  graphic  routines 

1  byte  temp  storage  2  for  graphic  routines 

1  byte  temp  storage  for  graphic  routines 

Vector:  Convert  floating-point  to  integer  ($849F) 

Vector:  Convert  integer  to  floating-point  ($793C) 

Speed/direction  table  for  sprites 

42-by te  area  for  copying  VIC  registers 

Previous  BASIC  line  number 

Command  pointer  for  BASIC  CONT  command 

Print  Using  pointer:  Chr$ 

Print  Using  pointer:  Fill  character 

Print  Using  pointer:  Comma  character 

Print  Using  pointer:  Character  for  decimal  point 

Last  error  number  (for  TRAP  command) 

Line  number  of  the  last  error  ($FFFF  is  OK  ind) 

Line  number  to  be  executed  if  error  occurs 

Temp  pointer  for  TRAP  command 

Pointer  to  text  of  error  message 

Text-end  pointer 

Highest  address  available  to  BASIC  in  RAM  0 
Temp  storage  for  DO  -  LOOP 
Temp  storage  for  line  number 
USRjump 

USR  address  in  format  Lo/Hi 
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121B:  4635  -  4639     Initial  value  for  RND  function 

1220:  4640  Degree  number  for  arc 

1221 :  4641  Pointer  to  reset  status  (cold-start  or  warm-start) 

****************************** ****************************** 


Storage  area  for  music  pointers 

1977  • 

6.P.A7 

<LCIIipO  ldlC> 

1  0  fto 

A  C  A  Q 

<  voices  > 

i/i  y : 

A  C  A  a 

A  C  C  A 

4650 

<ntime> 

T  D  Jl 

<ociave> 

122C : 

46S? 

ceriums 

A  £Z  A 
4  DDI 

<pitcn> 

4t)3J 

<voice> 

40  JO 

/  (TCO 
IOJO 

<wdve  u> 

1233 : 

12^4  • 

X      *J  1  ■ 

1  OOO  . 

±Zoo  : 

A  C  C  A 

<Iltllg> 

1239: 

4665 

<nibble> 

123A: 

4666 

<tonnum> 

123B: 

4667 

4669 

<tonval> 

123E: 

4670 

<parcnt> 

123F: 

4671 

4680 

<atktab> 

1249: 

4681 

4690 

<sustab> 

1253: 

4691 

4700 

<waftab> 

125D: 

4701 

4710 

<pulslw> 

1267: 

4711 

4720 

<pulshi> 

1271: 

4721 

4725 

<filters> 

************************************************************ 

Storage  area  for  interrupt  pointer 

1276:  4726  -  4728     3-byte  interrupt  storage 

1279:  4729  -  4731     3-byte  interrupt  address  lo  storage 

127C:  4732  -  4734     3-byte  interrupt  address  hi  storage 

127F:   4735  <intval> 
1280:   4736  <COltyp> 
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************************************************************ 


Storage  for  SID  variables 

1281: 

4737 

bound:  voice  storage 

1282: 

4738  - 

4740 

oouna:  lime  storage  10  vaiue  oyicj 

1285: 

4741  - 

4743 

bound:  1  line  storage  m  vdiue    ay  igj 

1288: 

4744  - 

4746 

P-„- .  J«  Mnv  trains                      T^vtP  1 

bound:  jviax  vaiue   10  \  j  ayicj 

128B: 

4747  - 

4749 

Oyvii-»%/4»  \TQV  train**       Vli    C\  "RvtP^ 

oound.  Max  vaiue    ni  oyicj 

12  8E: 

4750  - 

4752 

bound:  Min  vaiue    10  oytej 

1291: 

4753  - 

4755 

oouna.  JYiin  vaiue    m  \j  ±->y 

1294: 

4756  - 

4758 

oouna.  Direction  \d  Eyis) 

1297: 

4759  - 

4761 

oouna.  otep  nuiuDer  10  Dyicj 

12  9A: 

4762  - 

4764 

oouno:  otep  nuniDer  m  \o  .oyic; 

12  9D: 

4765  - 

4767 

oounut  rrequency    10  vy  .oyic; 

12A0  : 

4768  - 

4770 

oouna..  rrequency    in  vv  oyi^j 

12A3: 

4771 

lemp  Storage,  rune  vol uc  iu 

12A4: 

4772 

lemp  storage,  rime  vaiue  m 

12A5: 

4773 

T'at^»-r%  cfAra erf*'  A/Tq Y1  mil TT1  VIll IIP  lO 

ICIrip  Storage.  iviaAiniuiii  vaxut>  av 

12A6 : 

4774 

TVarvifk  ctr\rn(YP'  \Ao Y1  mil tTl  VUlllP  ill 

lCTTip  Storage*  IViaAiinuiii  vaiuv  in 

12A7  : 

4775 

lCITip  SlOiagC*  IVxllllliiUiii  vaiuw>  iv/ 

12A8 : 

4776 

lenip  Storage  iVilllliiiUiii  vaiue  m 

12A9  : 

4777 

remp  storage*  x-Jxieeuvii 

12AA: 

4778 

1  cmp  Storage,  otep  riuiiiucr  iu 

12AB: 

4779 

leinp  storage,  otep  iiuiuuei  m 

12AC: 

4780 

lemp  storage.  frequency  iu 

12AD: 

4781 

lemp  storage,  frequency  m 

12AE : 

4782 

lemp  storage,  ruisc-wavc  wmui  iu 

12AF: 

4783 

lemp  storage:  ruise-wave  wiutn  ni 

12B0: 

4784 

lemp  storage:  waveiorm 

IZoL : 

Temn  ^tnraae  1  for  POT  function 

12B2: 

4786 

Temp  storage  2  for  POT  function 

12B3: 

4787  - 

•  4790 

Temp  storage  for  WINDOW  operations  lo/hi 

12B7: 

4791  - 

-  4857 

Memory  pointer  for  SPRDEF  &  S  AVSPR  cmds 

12FA: 

4858 

Definit  mode  for  SPRDEF  and  SAVSPR  cmds 

12FB: 

4859 

Line  counter  for  SPRDEF  and  SAVSPR  cmds 

12FC: 

4860  - 

-  4863 

Sprite  number  for  SPRDEF  and  SAVSPR  cmds 
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********** 

1300:  4864  -  6143     Unused  absolute  RAM  range 

1800:  6144  -  7167     Reserved  for  function  key  applications 

icoo:  7168  -  8191     Video  matrix  #2  (1  Kb,  bit  map  color)  if  needed 

it********* 

2000:  8192  -16383     VIC  bit  map  (8  Kb)  if  needed 
4000:  16384  Start  of  ROM 

*********************************1cjl-k1t********ici,iiitir-kic-k-fcjc£jcjc££ 
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8.3  Alphabetical  listing  of  the  kernal  routines 


As  a  user  of  the  kernal  and  its  subroutines  you  probably  have  found 
yourself  looking  for  a  certain  routine  or  table.  The  kernal  and  the  built-in 
monitor  in  the  Commodore  128  consist  of  a  large  number  of  interesting  and 
useful  routines  which  you  can  integrate  into  your  own  programs  in  various 
ways.  The  problem  lies  in  knowing  that  a  certain  routine  exists,  but  not 
knowing  where  it  can  be  found  and  how  to  access  it.  Before  you  start  to 
look  in  the  ROM  listing  for  the  routine  you  need,  take  a  look  through  this 
table  in  which  we  have  listed  all  of  the  important  routines  and  tables  which 
may  be  of  interest  to  you. 


$C  1 7 C  Adapt  attribute  RAM  address 

$B0FC  Addresses  of  the  individual  monitor  commands  (table) 

$B8  8 A  Base  table  for  four  number  systems 

$C  9  8E  Bell:  create  tone 

$EF  8  4  BSOUT  output  not  to  screen 

$E2  24  C128  mode  routine 

$F  8 1C  CMPARE  routine  for  FAR  operations  RAM 

$F  8 1C  CMPARE  routine  for  FAR  operations  ROM 

$EE  9B  Change  IRQ  vector  for  tape  operation 

$C3F4  Check  Commodore  key  for  time  delay 

$F3A1  Check  filename  for  burst  mode 

$CA9F  Clear  from  cursor  position  to  screen  end 

$CA7  6  Clear  from  cursor  position  to  line  end 

$CA8B  Clear  from  line  start  to  line  end 

$CBB1  Clear  line  overflow  bit 

$C  6 OA  Commodore/Shift  character  set  switch 

$  C 8  9  2  Commodore/Shift  switch  to  40-column  mode 

$C 8  9F  Commodore/Shift  switch  to  80-column  mode 

$E  0  CD  Copy  NMI  and  IRQ  routines  to  all  banks 

$E 7  2 3  CKOUT  routine  for  RS-232  output 

$F  1 6  C  CKOUT  evaluation  on  serial  bus 

$  F 1 2  7  CHKIN  evaluation  on  RS-232 

$E795  CHKIN  routine  for  RS-232  input 

$F  1A9  CLOSE  routine  for  tape  operation 

$EED0  Check  cassette  recorder-keyboard 

$E  9  8  0  Check  tape  header  address  for  validity 

$E 2  4  2  Check  EXROM  input  form  cartridge  test 

$E  6  IB  Check  RS-232  send  parity 

$CAEA  Clear  or  set  auto-insert  pointer 
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$  C 1 4  2  Clear  screen  window 

$C 4 A5  Clear  screen  line  in  40-column  mode 

$  C  4  c  0  Clear  screen  line  in  80-column  mode 

$B 8D2  Convert  acc  contents  into  two  ASCII  characters  (X/A) 

$b  8  C2  Convert  acc  to  two  ASCII  characters  and  output 

$F 7  5  5  Coordinate  system  status  word 

$E2  4B  Configure  system  as  Commodore  64 

$C40D  Copy  a  window  line  (routine:  MOVLIN) 

$C4  3  6  Copy  a  window  line  in  80-column  mode 

$ED  5 1  Copy  start  address  for  input/output  operations 

$F  5  3 3  Control  message:  output  LOADING 

$F 5  OF  Control  message:  output  SEARCHING  FOR  filename 

$F  5  3  3  Control  message:  output  VERIFYING 

$CE OC  Copy  character  set  into  VDC  RAM 

$C3 2  0  Conversion  from  ASCII  characters  to  POKE  codes 

$C  93D  Delete  character  under  cursor 

$  CA5  2  Delete  current  input  line 

$  CA2  4  Define  sceen  as  window 

$F  IE 4  Delete  file  entry  from  table 

$F  1 C 1  Delete  a  file  entry 

$C  9  IB  Delete  character  to  the  left  of  the  cursor 

$C3DC  Delete  line  on  screen  (with  move) 

$B050  Display  monitor  register  contents 

$B0C5  Determine  address  of  a  monitor  command 

$B  6  4 1  Determine  address  of  BRANCH  commands 

$C  9  6C  Determine  tab  position 

$C8A6  Disable  or  enable  Commodore/Shift 

$  0  3  F  0  DMA  call  routine  of  common  area  in  RAM 

$CAF2  Enable  block  cursor 

$C1 94  Editor  IRQ  routine 

$C  62F  Evaluate  decoder  table  according  to  shift  pattern 

$C6ad  Evaluate  and  store  keypress 

$C7B6  Execute  control  code 

$  C  9BE  Execute  escape  sequences 

$  C  8  E  3  Execute  insert 

$02A2  Fetch  routine  for  FAR  operations  RAM 

$F800  Fetch  routine  for  FAR  operations  ROM 

$F 7 c  9  Fetch  routine  for  LS V  operations 

$F 7 AE  Fetch  routine  for  character  from  filename 

$C6E7  Flash  VIC  cursor 

$E2  6B  Function  ROM  test  for  C-128  mode 

$e  5  6  9  Get  bit  from  serial  bus  into  carry  flag 

$  CC  6  A  Get  cursor  position  and  set 
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$C2  4  4  Get  character  from  keyboard  queue 

$CB 5  8  Get  character  and  color  at  cursor  position 

$C29B  Get  character  from  screen 

$EF 5C  Get  character  from  serial  bus 

$EF  4  8  Get  character  from  cassette 

$EF  6 7  Get  character  from  RS-232 

$E  7  CE  GET  routine  for  RS-232 

$EEF  9  GETIN  evaluation  not  over  keyboard 

$E5D  6  Give  fast-mode  pulse  on  serial  bus 

$E  9BE  Increment  tape  buffer  pointer 

$C 0 7B  Initialize  screen  and  editor 

$C07B  Initialize  editor  and  screen 

$B0  4  6  Initialization  of  monitor  commands 

$B  0  2 1  Initialize  monitor  for  regular  entry 

$B0 1 4  Initialize  monitor  after  BREAK 

$E1DC  Initialize  VDC  registers 

$C3 7 C  Insert  line  on  screen 

$EAEB  Interrupt  routine  for  tape  read 

$ED  90  Interrupt  routine  for  tape  write 

$CCF  6  Insert  function  key  string 

$ 0 2E3  JMPFAR  routine  RAM 

$F  8  4 1  JMPFAR  routine  ROM 

$  0  2  CD  JSRFAR  routine  RAM 

$F  8  2 B  JSRFAR  routine  ROM 

$C94F  Jump  to  tab  stop 

$E  4  3E  Kernal  Acptr  routine 

$  EF  0  6  Kernal  BASIN  routine 

$F  93 4  Kernal  boot  routine 

$EF  7  9  Kernal  BSOUT  routine 

$F  1 0  6  Kernal  CHKIN  routine 

$EF  0  6  Kernal  CHRIN  routine 

$EF  7  9  Kernal  CHROUT  routine 

$E  5  0  3  Kernal  CIOUT  routine 

$F  1 4  C  Kernal  CKOUT  routine 

$F 2  2  2  Kernal  CLALL  routine 

$F  1 8  8  Kernal  CLOSE  routine 

$F2  2  6  Kernal  CLRCH  routine 

$F  7  A5  Kernal  DMA  call  routine 

$E  5FB  Kernal  FSTMODE  routine 

$F  7  EC      Kernal  GETCFG  routine 

$EEEB      Kernal  GETIN  routine 

$E2  4B      Kernal  G064  routine 

$F  7  8 1      Kernal  IOB  ASE  routine 
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$E  1 0  9  Kernal  IOINIT  routine 

$ff  1 7  Kemal  IRQ  routine 

$C5 5D  Kernal  KEY  routine  ($FC87  in  International  versions) 

$E3  4  3  Kernal  LISTN  routine 

$F7  9D  Kernal  LKUPLA  routine 

$F  7  8  6  Kernal  LKUPSA  routine 

$F265  Kernal  LOAD  routine 

$F  7  7  2  Kernal  MEMBOT  routine 

$F763  Kernal  MEMTOP  routine 

$FF  0  5  Kernal  NMI  routine 

$efbd  Kernal  OPEN  routine 

$F 8  67  Kernal  PHOENIX  routine 

$FA1 7  Kernal  PRIMM  routine 

$E  0  93  Kernal  RAMTAS  routine 

$F  65E  Kernal  RDTIM  routine 

$F  7  4  4  Kernal  READST  routine 

$FF 3D  Kernal  RESET  routine 

$E4D2  Kernal  SECND  routine 

$F73F  Kernal  SETBNK  routine 

$F7  3  8  Kernal  SETFLS  routine 

$F7  5C  Kemal  SETMSG  routine 

$F  7  3 1  Kernal  SETNAM  routine 

$F  6  65  Kernal  SETTIM  routine 

$F  7  5F  Kernal  SETTMO  routine 

$E33B  Kernal  TALK  routine 

$E  4  EO  Kernal  TKDA  routine 

$F  5F8  Kernal  UDTIM  routine 

$E  5  2  6  Kernal  UNLSN  routine 

$E  5 1 5  Kernal  UNTLK  routine 

$E  0  5  6  Kernal  RESTOR  routine 

$F  5  3E  Kernal  SAVE  routine 

$F  6  6E  Kernal  STOP  routine 

$E05B  Kernal  VECTOR  routine 

$C67E  Key  repeat  evaluation 

$  C  5  5  D  Key baord  matrix  read 

$F  63D  Keyboard  row  selection:  RUN/STOP  -  SHIFT 

$C5E1  Keyboard  read  evaluate 

$C  6CA  Keyboard  buffer  prepare  for  function  key 

$B  9  7  6  Load  bank  pointer  and  program  counter  from  zero  page 

$E9FB  Load  program  from  cassette 

$F 3EA  LOAD  routine  in  burst  mode 

$F2 7B  LOAD  routine  from  serial  bus 

$B4  0  6  Monitor  command: .  (assemble  a  line) 
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$B  1 9  4  Monitor  command: ;  (change  register) 

$B  1AB  Monitor  command:  >  (change  memory  contents 

$BA90  Monitor  command:  @  (disk  command) 

$B 4  0  6  Monitor  command:  A  (assemble  a  line) 

$B2 3 1  Monitor  command:  C  (compare  memory  areas) 

$B599  Monitor  command:  D  (disassemble  memory) 

$B3D8  Monitor  command:  F  (fill  memory  area) 

$B1D6  Monitor  command:  G  (Jump  to  XXXX  without  return) 

$B2CE  Monitor  command:  H  (Search  for  memory  contents) 

$B1DF  Monitor  command:  J  (Jump  to  XXXX  with  RTS) 

$B337  Monitor  command:  L  (Load  a  program) 

$B  1 5  2  Monitor  command:  M  (display  memory  contents) 

$B  0  5  0  Monitor  command:  R  (display  register  contents) 

$B 3  3  7  Monitor  command:  S  (store  a  program) 

$B2 3  4  Monitor  command:  T  (move  memory  areas) 

$B33 7  Monitor  command:  V  (compare  program  with  memory) 

$B0E3  Monitor  command:  X  (exit) 

$B  9 8 1  Monitor  command:  Convert  number  to  different  system 

$E 8  0  5  NMI  routine  for  RS-232 

$E 8A9  NMI  routine  for  RS-232  output 

$E 8 7  8  NMI  routine  for  RS-232  input 

$F  9 1 5  Output  boot  sector  message 

$F  0  CB  Open  file  on  serial  bus 

$EFF 0  OPEN  routine  for  tape  operation 

$F040  OPEN  routine  for  RS-232 

$E7  5C  Output  in  RS-232  buffer 

$CC2F  Output  acc  at  cursor  position 

$FD  1 5  Output  combined  accent 

$CC2  7  Output  space  at  cursor  position 

$E3E2  Output  byte  on  serial  bus 

$C 7  6F  Output  carriage  return  to  screen 

$C2BC  Output  character  at  cursor  position 

$C72D  Output  character  on  screen 

$F  5  2 1  Output  found  filename  on  screen 

$F 7  IE  Output  system  and  control  messages 

$CE8C  Prepare  byte  output  on  serial  bus 

$F  9FB  Prepare  acc  contents  in  two  ASCII  characters  (-99) 

$EAA1  Prepare  cassette  synchronization 

$C3  63  Perform  linefeed 

$E  6  9D  Process  received  bit  from  RS-232 

$CCA2  Program  function  key 

$F 4 C5  Read  data  block  in  burst  mode 

$E  9F  2  Read  data  block  from  tape 
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$F  4 ba  Read  data  byte  in  burst  mode 

$  C 2  5  8  Read  an  input  line  terminated  by  RETURN 

$E  8  D  0  Read  program  header  from  cassette 

$E  9  8  7  Recalculate  tape-end  address 

$EE  5  7  Recorder  operation  end 

$  eeb  0  Recorder  motor  off 

$E000  Reset  routine 

$  C  6  5 1  Repeat  keyboard  logic 

$  C  7  7  D  Reset  quote  mode 

$F0B0  Reset  CIAs  to  RS-232 

$FCAA  Reset  decoder  table  set  vectors 

$F  9B3  Recreate  DOS  output  buffer 

$C980  Reset  tab  stops 

$E5FF  RS-232  output 

$E  68E  RS-232  data-bit  number  calculate 

$E672  RS-232  NMI  status  set 

$E 6D4  RS-232  start  bittest 

$EFB 7  RS-232  character  output 

$  C3 A  6  Scroll  screen  up 

$F 5C 8  SAVE  routine  for  tape  operation 

$  E  9  9 A  Search  tape  header  for  name 

$CBC3  Search  for  end  of  input  line 

$F2 02  Search  in  logical  file  number  table 

$CACA  Scroll  up 

$CABC  Scroll  down 

$  CAE  2  Scrolling  permit  or  prohibit 

$F  2  3D  Set  standard  I/O  devices 

$  C Al  4  Set  window  borders 

$ED5A  Set  bit  counter  for  serial  output 

$CB3  7  Set  or  clear  bell  pointer 

$CDF  9  Set  attribute  address  for  attribute  RAM 

$C7E5  Set  character  color  in  40-column  mode 

$  C  7  E  C  Set  character  color  in  80-column  mode 

$CB 93  Set  line  overflow  bit 

$  C  8D  5  Set  cursor  flash  mode 

$  CD  5  7  Set  cursor  at  current  column 

$C3  3E  Set  cursor  to  end  of  line 

$  C 1 5  0  Set  cursor  in  screen  windor  at  HOME  position 

$  C 8  7  5  Set  cursor  to  left  in  window  to  left 

$  C  8  6  7  Set  cursor  up  in  window 

$  C  8  5  4  Set  cursor  right  in  window 

$  C  8  5  A  Set  cursor  down  in  window 

$  CC  0  0  Set  cursor  one  position  left  in  window 
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$  CBED  Set  cursor  one  position  right  in  window 

$  C  9  3  2  Set  old  cursor  address  again 

$  CD  6F  Set  cursor  color  at  cursor  position 

$F0D5  Set  filename  to  serial  bus 

$  C  9  6 1  Set  or  clear  tab  stop 

$E  5  7  3  Set  clock  frequency  to  1MHz 

$C 8BF  Set  or  clear  reverse  mode 

$C207  Set  IRQ  register 

$F3  9B  Set  program  end  address  after  LOAD 

$  0  2  AF  Stash  routine  for  FAR  operations  RAM 

$F  8  OD  Stash  routine  for  FAR  operations  ROM 

$F  7 BC  Stash  routine  for  LS V  operations 

$  CD  2  C  Switch  40/80  column  modes 

$F A 6  5  System  IRQ  routine 

$FA4  0  System  NMI  routine 

$F  7  F  0  Table  of  configuration  values 

$CEB2  Table  of  function  key  assignments 

$C  6DD  Table  of  funtion  key  codes 

$EEA8  Table  of  IRQ  vectors  for  tape  operation 

$CE7  4  Table  of  initialization  values  for  40-column 

$CE8E  Table  of  initialization  values  for  80-column 

$C7  8C  Table  of  control  codes 

$E 0  4B  Table  of  MMU  initialization  values 

$B0E  6  Table  of  monitor  keywords 

$E  8  5  0  Table  of  timer  constants  for  RS-232  baud  rate 

$E2F8  Table  for  VDC  initialitzation 

$E2C7  Table  for  VIC  mitialitzation 

$FCC3  Test  accent  keys  and  combine  accents 

$CB7  4  Test  line  overflow  bit 

$C2FF  Test  quote  character  and  set  pointer 

$B7  A5  Test  separator  between  command  operands 

$EA8F  Test  the  STOP  key 

$E  9DF  Test  for  tape  button 

$C8DC  Turn  off  cursor  flash  mode 

$  CB 1 A  Turn  cursor  flash  off  for  40-column  mode 

$  CB  2  E  Turn  cursor  flash  on  for  40-column  mode 

$  CB  0  B  Turn  cursor  flash  off  for  80-column  mode 

$  CB  2 1  Turn  cursor  flash  on  for  80-column  mode 

$  CB  4  8  Turn  off  80-column  reverse 

$ CB3F  Turn  on  80-column  reverse 

$  C  8  CE  Turn  underline  mode  off 

$C 8 C7  Turn  underline  mode  on 

$CAFE  Turn  underline  cursor  on 
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$C0  6F  Vector  table  to  ASCII  decoder  tables 

$FE3  4  Vector  table  to  DIN  decoder  tables  (International  Versions  only) 

$  C  0  0  0  Vector  table  for  editor  routines 

$  C  9DE  Vector  table  for  editor  routines 

$C7B  6  Vector  table  for  control  code  routines 

$F 3EA  Verify  routine  in  burst  mode 

$EA7D  Wait  for  tape  I/O  termination 

$  E  7  E  C  Wait  for  end  of  RS-232  tranfer 

$E5BC  Wait  for  fast-mode  response  from  bus 

$E  9E  9  Wait  for  RECORD  &  PLAY  on  Datasette 

$E  9C8  Wait  for  button  on  datasette 

$E Al  5  Write  tape  buffer  to  tape 

$ED69  Write  bit  to  tape 

$E919  Write  data  block  to  tape 

$  E  9 1 9  Write  header  to  tape 

$EA1C  Write  data  block  to  tape 

$EE2E  Write  the  header 
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8.4  The  Token  Table 


The  Commodore  BASIC  7.0  is,  in  contrast  to  BASIC  2.0  on  the  C-64, 
extended  with  a  number  of  new  commands  and  instructions.  As  you  know, 
BASIC  commands  are  not  saved  in  their  text  forms,  but  in  the  form  of 
so-called  "tokens".  In  order  to  ensure  unambiguous  identification  of  tokens 
and  other  text  characters,  the  code  values  128  to  256  are  reserved  for  the 
tokens.  This  is  exactly  128  possible  values  with  which  a  token  can  be 
indicated.  But  BASIC  7.0  has  more  than  128  different  command  keywords. 
For  this  reason,  there  are  some  tokens  which  require  two  values  to  denote  a 
keyword.  The  BASIC  interpreter  recognizes  the  two  values  as  a  token.  Here 
is  a  table  of  all  the  command  keywords  and  the  token  values  associated  with 
them. 


Command 

Token 

Command 

Token 

END 

$80 

FOR 

$81 

NEXT 

$82 

DATA 

$83 

INPUT* 

$84 

INPUT 

$85 

DIM 

$86 

READ 

$87 

LET 

$88 

GOTO 

$89 

RUN 

$8A 

IF 

$8B 

RESTORE 

$8C 

GOSUB 

$8D 

RETURN 

$8E 

REM 

$8F 

STOP 

$90 

ON 

$91 

WAIT 

$92 

LOAD 

$93 

SAVE 

$94 

VERIFY 

$95 

DEF 

$96 

POKE 

$97 

PRINT* 

$98 

PRINT 

$99 

CONT 

$9A 

LIST 

$9B 

CLR 

$9C 

CMD 

$9D 

SYS 

$9E 

OPEN 

$9F 

CLOSE 

$A0 

GET 

$A1 

NEW 

$A2 

TAB  ( 

$A3 

TO 

$A4 

FN 

$A5 

SPC( 

$A6 

THEN 

$A7 

NOT 

$A8 

STEP 

$A9 

+ 

$AA 

$AB 

* 

$AC 

/ 

$AD 

A 

$AE 

AND 

$AF 

OR 

$B0 

> 

$B1 
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Command 

Token 

Command 

Token 

— 

$B2 

< 

$B3 

SGN 

$B4 

INT 

$B5 

ABS 

$B6 

USR 

$B7 

FRE 

$B8 

POS 

$B9 

SQR 

$BA 

RND 

$BB 

LOG 

$BC 

EXP 

$BD 

COS 

$BE 

SIN 

$BF 

TAN 

$C0 

ATN 

$C1 

PEEK 

$C2 

LEN 

$C3 

STR$ 

$C4 

VAL 

$C5 

ASC 

$C6 

CHR$ 

$C7 

LEFT$ 

$C8 

RIGHT$ 

$C9 

MID$ 

$CA 

GO 

$CB 

RGR 

$CC 

RCLR 

$CD 

POT 

$CE  $02 

BUMP 

$CE  $03 

PEN 

$CE  $04 

RSPPOS 

$CE  $05 

RSPRITE 

$CE  $06 

RSPCOLOR 

$CE  $07 

XOR 

$CE  $08 

RWINDOW 

$CE  $09 

POINTER 

$CE  $0A 

JOY 

$CF 

RDOT 

$D0 

DEC 

$D1 

HEX$ 

$D2 

ERR$ 

$D3 

INSTR 

$D4 

ELSE 

$D5 

RESUME 

$D6 

TRAP 

$D7 

TRON 

$D8 

TROFF 

$D9 

SOUND 

$DA 

VOL 

$DB 

AUTO 

$DC 

PUDEF 

$DD 

GRAPHIC 

$DE 

PAINT 

$DF 

CHAR 

$E0 

BOX 

$E1 

CIRCLE 

$E2 

GSHAPE 

$E3 

SSHAPE 

$E4 

DRAW 

$E5 

LOCATE 

$E6 

COLOR 

$E7 

SCNCLR 

$E8 

SCALE 

$E9 

HELP 

$EA 

DO 

$EB 

LOOP 

$EC 

EXIT 

$ED 

DIRECTORY 

$EE 

DSAVE 

$EF 

DLOAD 

$F0 

HEADER 

$F1 

SCRATCH 

$F2 

COLLECT 

$F3 

COPY 

$F4 

RENAME 

$F5 

BACKUP 

$F6 

DELETE 

$F7 

RENUMBER 

$F8 

KEY 

$F9 

MONITOR 

$FA 

USING 

$FB 
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Command 

Token 

Command 

Token 

UNTIL 

$FC 

WHILE 

$FD 

BANK 

$FE 

$02 

FILTER 

$FE  $03 

PLAY 

$FE 

$04 

TEMPO 

$FE  $05 

MOVSPR 

$FE 

£  r\  c 

$06 

SPRITE 

$FE  $07 

SPRCOLOR 

$FE 

$0o 

RREG 

$FE  $09 

ENVELOPE 

$FE 

£  r\  i\ 

$0A 

SLEEP 

$FE  $0B 

CATALOG 

$FE 

£■  r\  /■*■ 

DOPEN 

$FE  $0D 

APPEND 

$FE 

A  T-i 

DCLOSE 

$FE  $0F 

BSAVE 

$FE 

$10 

BLOAD 

$FE  $11 

RECORD 

$FE 

$12 

CONCAT 

$FE  $13 

DVERIFY 

$FE 

$14 

DC LEAR 

$FE  $15 

SPRSAV 

$FE 

$16 

COLLISION 

$FE  $17 

BEGIN 

$FE 

d"  1  O 

$18 

BEND 

$FE  $19 

WINDOW 

$FE 

$1A 

BOOT 

$FE  $1B 

WIDTH 

$FE 

$1C 

SPRDEF 

$FE  $1D 

QUIT 

$FE 

$1E 

STASH 

$FE  $1F 

FETCH 

$FE 

$21 

SWAP 

$FE  $23 

OFF 

$FE 

$24 

FAST 

$FE  $25 

SLOW 

$FE 

$26 
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8.5  The  Character  Set 

On  the  following  pages  you  find  two  character  sets,  the  normal 
Commodore  character  set  (the  only  one  in  the  American  version)  and  the 
DIN  (German  [Deutshe]  Industry  Normal)  foreign  language  set.  They 
contain  information  about  the  address  at  which  the  matrix  of  the  character  is 
located,  as  well  as  the  value  of  the  POKE  code  in  parentheses. 

The  C-128's  sold  in  Europe  contain  two  character  sets,  the  normal 
Commodore  character  set  and  in  the  German  versions  a  DIN  (German 
[Deutshe]  Industry  Normal)  character  set  for  foreign  languages.  C-128s 
sold  in  other  foreign  countries  may  have  a  different  International  character 
set  than  the  one  presented  here,  we  have  checked  only  the  American  and 
German  versions.  See  the  differences  in  the  ROM  listing  starting  at  $FC80 
thru  $FEFF  and  at  $C012.  Notice  that  the  KEY  vector  at  $FF9F  in  the 
Kernal  Jump  Table  points  to  the  same  location  but  that  the  address  at  that 
location  ($C012)  is  different  for  the  American  ($C55D)  and  German 
($FC87)  versions.  The  German  version  jumps  to  the  standard  keyboard 
matrix  reading  routine  ($C55D)  at  address  $FCC3.  On  the  International 
versions  you  can  switch  between  the  two  character  sets  by  pressing  the 
ASCII/DIN  key  (CAPS  LOCK  on  American  versions).  The  key  is  polled 
through  interrupts,  meaning  that  it  is  recognized  immediately  when  it  is 
pressed.  The  character  set  on  the  40-column  screen  changes  immediately 
and  on  the  80  column  screen  the  computer  pauses  for  about  one  second. 
This  is  because  the  computer  has  to  copy  the  character  set  to  the  VDC 
(80-column  controller)  memory  because  this  controller  does  not  get  its 
characters  from  the  ROM. 

Physically  the  two  character  sets,  ASCII  and  DIN,  are  at  the  same 
address,  namely  $D000.  When  the  ASCII/DIN  key  is  pressed,  the  two 
character  sets  are  exchanged  via  hardware. 

To  save  space  in  the  book,  we  have  not  pictured  the  reverse  characters. 
To  obtain  the  address  of  these  characters,  add  the  offset  $0400  to  the  base 
address  of  the  normal  character. 

You  can  easily  change  the  character  set  for  the  80-column  controller  by 
changing  the  corresponding  addresses  in  the  VDC  RAM.  Chapter  5  contains 
more  information  about  this  and  other  aspects  of  the  VDC. 

You  can  also  change  the  VIC  character  set  by  changing  the  character 
set  pointer  in  CIA  1.  More  information  about  this  can  be  found  in  the 
chapter  on  the  VIC  chip,  Chapter  2. 
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DOOO  (OOO) 

3C 
66 

6E  GBBGBBBO 
6E  OBBOBBBG 

60  GBBDLJUUU 
62  OBBGOOBG 
3C  QOBBBBOG 

00  QGOUGOOO 


D008  (001) 
IB 

3c  juimuo 

66  OBBOOBBO 
7E  OBBBBBBO 
66  OBBOOBBO 

66 

66  OBBOOBBO 

00  uuGOQOGO 


DO 10  (002) 

7c  □■■■■■□g 

66  UUUUIIU 
66  UllUUlllJ 
7C  OBBBBBOO 
66  OBBOOBBO 
66  UilUUiiU 
7C  □■■■■■GO 
OO  OOOUUQUQ 


DO 18  (003) 

3C  uriMnuu 

66  OBBOOBBO 

60  OBByuuuy 
60  uBBUGuulj 
60  QBBOOOUU 
66  GBBOOBBG 

3c  gaaaaagg 

00  OOUUUUULJ 


D020  (004) 

78  OBBBBOOG 
6C  GBBOBBOG 
66  GBBOQBBG 
66  GBBOOBBG 
66  OBBGOBBG 
6C  GBBGBBOG 
78  GBBBBuuG 
00  QOOOOGGO 


D028  (005) 

7E  GBBBBBBG 

60  uBBGQOuG 

60  OBBQGQOG 

78  OBBBBCOC- 

60  OBBGOGOO 

60  QBBGOQOG 

7E  GBBBBBBG 

00  LiULOUULIU 


D030  (006) 

7E  GBBBBBBG 

60  GBBUQi_'UU 

60  OBBCGOGG 

78  GBBBBGGO 

60  QBBGGGOQ 

60  GBBOuGOU 

60  QiiULUGD 

OO  OGUOLiQUO 


D038  (007) 

3C  QOBBBBOG; 
66  GBBOGBBG 

60  GBBOGGQC 
6E  OBBOBBBG 
66  GBBGuBBu 
66  OBBGOBBG 
3C  GQBBBBGG 
00  QOOOOOGu 


D040  (008) 

66  gbbogbbg 
66  gbbogbbg 
66  gbbogbbg 
7e  gbbbbbbg 
66  obboobbo 
66  oaaooaao 
66  oaaooaao 

00  GCGOOGOO 


D048  (009) 
3C  OGBBBBGO 

is  gggaaggg 

18  UUUBBUUU 

18  OGOBBUULJ 

18  OOOBBOOQ 

18  COGBBOOO 

7-C  GGBBBBOG 

00  GOOOQOGLi 


D050  (010) 

IE  GOGBBBBO 

OC  QOOuBBOU 
OC  OOOOBBOD 
OC  UUOQBBUU 
OC  GOQOBBQO 
6C  OBBQBBQO 
38  OOBBBUuO 
OO  GOGOOGGu 


D058  (Oil) 

66  GBBOOBBG 
6C  OBBGBBOO 
78  OBBBBOOG 
70  OBBBOGQLj 
78  OBBBBOOG 
6C  GBBOBBOG 
66  OBBGOBBG 

oo  oouooouu 


D060  (012) 

60  OBBGOGOO 

60  lJBBOUuOO 

60  uBBLiUUUO 

60  uiBBOuQGC 

60  OBBOGOOO 

60  i_)BBOUUUO 

7E  GBBaaaao 

00  OOOOOOOG 


D068  (013) 
63  QBBGQOBB 

77  oaaaoaaa 
7F  oBBBaaaa 
6B  oaaoaoaa 

63  OBBOgOBB 
63  UBBUUUBB 
63  OBBOGOBB 

00  UUUOQOOO 


D070  (014) 

66  GBBOOBBG 
76  GBBBGBBG 
7E  GBBBBBBG 
7E  GBBBBBBG 
6E  OBBOBBBG 
66  OBBOOBBO 
66  OBBGOBBG 
OO  OOOOOOOG 


D078  (015) 

3C  GGBBBBOG 
66  GBBOGBBG 
66  OBBOOBBO 
66  OBBGOBBG 
66  UBBUUBBU 
66  UBBUGBBU 
3C  OGBBBBGO 
00  OGuDGOGO 


D080  (016) 

7C  OBBBBBOO 
66  OBBOOBBO 
66  ljBBOOBBO 
7C  GBBBBBOG 

60  OBBQOOOO 
60  GBBOOOGO 
60  OBBGOGOO 

00  OOOOOOOG 


D088  (017) 

3C  OGBBBBGO 
66  OBBOOBBO 
66  GBBOOBBG 
66  OBBOOBBO 

66  oaaooaao 

3C  OGBBBBGO 
OE  GGGOBBBO 

OO  QOOOOGOG 


D090  (018) 

7C  OBBBBBOO 
66  uBBuuBBO 
66  OBBOOBBO 
7C  GBBBBBOG 
7B  OBBBBOOG 
6C  GBBOBBOG 
66  OBBOOBBO 
OO  OGODGOOQ 


D098  (019) 

3C  OGBBBBGO 
66  OBBGOBBG 

60  OBBUGOQO 
3C  GOBBBBGC 
06  QOOOQBBO 
66  OBBOOBBO 
TC  GOBBBBGC- 
00  OOOOOOOG 


DOAO  (020) 

7E  GBBBBBBG 

18  OOOBBOOO 
18  OOOBBOOO 
18  OOOBBOOO 
18  OOOBBOOO 
18  OOOBBOOO 
18  OOOBBOOO 
00  OOOOOOOG 


D0A8  (021) 

66  OBBOOBBO 
66  OBBOOBBO 
66  OBBOOBBO 
66  OBBOOBBO 
66  OBBOOBBO 
66  OBBOOBBO 
3C  GGBBBBOG 
00  COOGOGOO 


DOBO  (022) 

66  OBBOOBBO 
66  OBBGOBBG 
66  OBBOOBBO 
66  OBBOOBBO 
66  GBBOOBBG 
3C  GGBBBBOG 
IS  OOOBBOOO 


D0B8  (023) 

63  OBBOGOBB 
63  OBBOGOBB 
63  OBBOGOBB 
6B  GBBOBOBB 
7F  GBBBBBBB 
77  GBBBCBBB 
63  OBBOGOBB 
00  UDLLCUOD 
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DOCO  (024) 

66  GBBOOBBG 

66 

-C  .jQNNOG 

18 

3C  □□BBBBQC 

66 

66  OBBOOBBO 

00  □□□□□□□□ 


DOEO  (028) 

oc 

12  OOOBOOBO 

30 

7C  GBBBBBOC 

30 
62 

FC  BBBBBBGG 

00  OijQOQOuD 


D100  (032) 

00  GOOGOOOO 
00  □□□□□□□□ 

00  □□□□□□□□ 
00  □□□□□□□□ 
oo  □□□□□□□□ 

00  □□□□□□□□ 

oo  □□□□□□□□ 
oo  □□□□□□□□ 


D120  (036) 

IS 

3E 
60 
3C 
06 
7C 
18 

oo  □□□□□□□□ 


D140  (040) 

OC 
IB 

30  QOMODUU 
30  □□■■□UUU 

30 
18 
OC 

00  □□□□□□□□ 


D160  (044) 

00  OOOOOOOO 
00  □□□□□□□□ 
00  OUUDQUDD 
00  DGGDGGOG 
00  OOGOGGQQ 
IB  □□□■■GOG 
IB  □□□■■□□□ 
30  □□■■□□□□ 


D0C8  (025) 
66 

66  □noaiio 

66  OBBOOBBO 
3C  OOBBBBOG 

18  QOOBBGOO 
IB  GOOBBQGO 
IB  GQQBBQQO 

00  OQGQQQGO 


D0E8  (029) 

3C  GOBBBBOQ 

OC  □□□□BBOG 

oc  aaaoBBGO 

OC  GGGGBBQQ 
OC  GGGGBBGG 
OC  GGGOBBOG 
3C  GOBBBBGO 

00  uGGGOaOG 


D108  (033) 

IB  OGGBBGGG 
18  GOOBBaOO 
IB  GGGBBGGG 
IB  GQOBBOGG 

oo  aoaaoaao 
oo  □□□□□□□□ 

18  GOGBBOGG 

00  QQQGGQQG 


D128  (037) 

62  GBBGOGBG 
66  OBBGOBBC 

OC  QOOGBBGG 

is  aooBBoao 

30  GGBBOGGO 
66  GBBGQBBO 
46  OBGGGBBG 

00  □□□□□□□□ 


D148  (041) 

30  OOBBGQGG 
18  OOOBBOGG 
OC  GGGOBBGO 
OC  OOGOBBau 
OC  OOQOBBOO 
18  GOOBBOOO 
30  00880000 

oo  ooooooao 


D168  (045) 

oo  oooaooGO 
oo  aaoaooaa 

00  OuGOOGOG 
7E  OBBBBBBG 

oo  ooaoaaoo 

00  GuGDOOGG 

oo  acoGGaaa 

00  GGGGOGGO 


DODO  (026) 

7E  OBBBBBBG 

06  OGOOOBBO 
OC  OGOGBBOO 
18  OGOBBOOQ 
30  OOBBGQGG 
60  QBBOGGQG 
7E  OBBBBBBG 

oo  oaoaoooo 


DOFO  (030) 

00  GOOGOOOC 
18  GOGBBOGO 
TC  OGBBBBGG 
7E  OBBBBBBG 

18  GOGBBOGO 
18  OGOBBOOG 
18  GOOBBOOO 
18  OOOBBGOG 


D110  (034) 

66  GBBOOBBG 
66  GBBOOBBG 
66  GBBGQBBO 

00  □QQQQODD 

oo  aoaooooa 
oo  goooggOg 

00  OOOOOOOO 

oo  oaoooaoa 


D130  (038) 

3C  OGBBBBGG 

66  GBBOOBBG 
3C  OOBBBBGO 
38  OOBBBOOO 

67  OBBOOBBB 
66  GBBOOBBG 
3F  OOBBBBBB 

oo  oaooouao 


D150  (042) 

oo  oaoooooG 

66  OBBOGBBG 
3C  OOBBBBOG 
ff  BBBBBBBB 

3C  OOBBBBOG 
66  GBBOOBBG 

00  OOOOOOOO 
00  OOOOOOOO 


D170  (046) 

OO  OOOOOOOO 
00  OGuuuuOG 
00  OUULJUUGU 

oo  ooauauuu 
oo  oaooaDao 

18  OOOBBOOO 
18  OOOBBOOO 

00  OODGOOGG 


D0D8  (027) 

3C  OOBBBBOO 

30  GOBBOQGG 

30  OOBBOOOO 

30  OOBBOOOO 

30  GOBBOOOD 

30  QQBfiOOQG 

3C  OOBBBBOO 

•00  OQGGGOGQ 


D0F8  (031) 

00  OOOOOOOO 
10  UGQBGGQO 
30  uuBBOQOG 
7F  QBBBBBBB 
■  F  QBBBBBBB 
30  OOBBOOQu 

io  ooGBoaoa 

00  GOGOOOOO 


D118  (035) 

66  OBBOOBBO 
66  OBBOOBBO 


FF 

mmmmat 

IBB 

66 

OBBOOI 

IBD 

FF 

66  OBBOOBBO 
66  OBBOOBBO 

oo  aoaooooa 


D138  (039) 

06  oooggbbq 
oc  oaaoBBaa 
is  aaoBBgac 

00  OOuQOQOO 
oo  □□□□□□□□ 
00  □□□□□□oo 
oo  aaoaoQoa 
oo  oaaaoaoo 


D158  (043) 

oo  aoaooooa 

18  OOOBBOOO 
IB  OOOBBOUU 
7E  OBBBBBBG 

18  OOOBBOOU 
18  OOOBBOOO 

oo  oaaaoaoo 
oo  oaoaoooo 


D178  (047) 

oo  ooooogoo 
03  oGoaaoBB 

06  OOOOUBBO 
OC  □□□□BBOO 
18  OOOBBOOO 
30  OOBBUUUO 

60  oaiBoooac 

00  00000000 
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D1BO 


(048) 


3C 

66  OBBOOBBO 

6E 

76  caMoaao 

66  OBBOOBBO 

66 

3c  □□■■aaao 

oo  □□□□□□□□ 


D18S 


(049) 


18  □□□BBOOD 
18  OOOBBOOO 
38  OOBBBOOO 
18  OOOBBOOO 
18  OOOBBOOO 
18  □□□BBDOO 
7E  OBBBBBBO 
oo  □□□□□□□□ 


(050) 


D190 


3C  OOBBBBOO 
66  OBBOOBBO 

06  □□□□□BBO 
OC  OOOOBBOQ 
30  □OBBODCO 

60 

7E  08888880 

oo  aoDoooao 


D19B 


<051) 


3C  OOBBBBOO 
66  OBBOOBBO 
06  □OOOOBBD 
1C  OOOB8BOO 
06  DODOOBBO 
66  OBBOOBBO 
3C  OOBBBBOO 

oo  □ooooooo 


D1A0 


(052) 


06  OOOOOBBD 
OE  OOOOBBBO 
IE  OOOBBBBO 
66  OBBOOBBO 
7F  08888888 
06  UOOCQBBO 
06  OCOOOBBC 

oo  oooaoooa 


D1A8 


(053) 


7E  OBBBBBBO 

60  OBBOOODO 
7C  OBBBBBCO 

06  OOOOOBBD 
06  OOOOOBBO 
66  OBBOOBBO 
3C  OOBBBBOO 

00  OOODDOOO 


D160 


(054) 


3C  OOBBBBOO 
66  OBBOOBBO 
60  OBBODDOO 
7C  OBBBBBOO 
66  OBBOOBBO 
66  OBBOOBBO 
3C  OOBBBBOO 

oo  oooooaoo 


D1B8 


(055) 


7E  OBBBBBBO 

66  OBBOOBBO 

OC  OOOOBBOQ 
18  00088000' 
18  OOOBBOOO 
18  OOOBBOOO 
18  OOOBBOOO 

oo  oooaoDoa 


D1C0 


(056) 


3C  OOBBBBOO 
66  OBBOOBBO 
66  OBBOOBBO 
3C  OOBBBBOO 
66  OBBOOBBO 
66  OBBOOBBO 
3C  OOBBBBOO 

oo  oooooaoo 


D1C8 


(057) 


3C  OOBBBBOO 
66  OBBOOBBO 
66  OBBOOBBO 
3E  OOBBBBBO 

06  uQDuuBBu 
66  OBBOOBBO 
3C  OOBBBBOO 

00  DDOOOOOD 


DIDO 


(058) 


oo  oaoooooo 
oo  oooooooo 

18  OOOBBOOO 

00  OOOOOOOO 
00  OOODDOOO 
18  OOOBBOOO 

oo  oooooooo 
oo  aaooaooo 


D1DB 


(059) 


00  OOOOOOOO 

00  oooooooo 

18  OOOBBOOO 

00  UUUOUOOO 

oo  uoaooooc 

18  OOOBBOOO 
18  OOOBBOOO 
30  OOBBOOOO 


D1E0 


(060) 


OE  OOOOBBBO 

18  OOOBBOOO 
30  OOBBOOOO 
60  OBBOOODO 
30  OOBBOOOO 
18  OOOBBOOO 
OE  OOOOBBBO 

oo  ooaoooDO 


DIES 


(061  > 


00  DOOOOODD 

oo  oooooaoo 

7E  OBBBBBBO 

oo  □□□□□□□□ 

7E  OBBBBBBO 

oo  aaoaaooa 
oo  oaoaocoa 
oo  oooooooo 


D1F0 


(062) 


70  OBBBODOO 
18  OOOBBOOO 
OC  ODOOBBOO 
06  OOOOOBBO 

oc  aoooBBoa 

18  DDOBBOOO 
70  OBBBOOOO 

oo  oooooaoo 


D1FB 


(063) 


3C  OOBBBBOO 
66  OBBOOBBO 

06  oaaaaBBC 

0C  OOOOBBOO 
18  ODOBBDOO 

oo  Daoaaooo 

IB  OOOBBOOO 

oo  oooooaoo 


D200 


(064) 


D208 


(065) 


oo  aooaaooa 
oo  oaaaoaoa 
oo  aaocoaca 

FF  BBBBBBBB 
FF  BBBBBBBB 

oo  oooaoooa 
oo  caaaoooa 
oo  oooooooo 


08  OOOOBOOO 
1C  oaOBBBOO 
3E  00888880 
7F  08888888 
7F  08888888 
1C  00088800 
3E  OOBBBBBO 
00  OOOOOOOO 


D210 

is  aooi 
is  aooi 
is  aooi 
18  oooi 
is  aooi 
18  aooi 

18  ODD! 

is  aooi 


(066) 
■ODD 

■aao 
■aoo 
■aao 

■aao 
■ooo 
■aoo 
■oao 


D218 


(067) 


oo  ooaaaooo 
oo  ooaaaooo 
oo  aaaooooo 

FF  88888888 
FF  BBBBBBBB 

oo  aaooaooo 
oo  oaoaoaoo 
oo  ooaooooQ 


D220 


(068) 


D228 


(069) 


oo  aaaaaoaa 
oo  oooooaoo 

FF  88888888 
FF  88888888 

oo  oaaaoaoa 
oo  aaooaooo 
oo  Daoaoooa 
oo  aaaaaaoa 


oo  aaooaooo 

FF  88888888 
FF  BBBBBBBB 

oo  aooDoaoa 
oo  oaooaaoo 
oo  oooooooo 
oo  oooaaaoa 
oo  oooooaoo 


D230  (070)  D23B  (071) 

00  OOOOOOOO  30  OOBBOOOO 

00  OaOOOaaO  30  OOBBOOOO 

oo  oooaoooa  30  oobbodoo 

00  ooooooao  30  ooBBaaoQ 

FF  BBBBBBBB  30  OOBBOOOO 

FF  BBBBBBBB  30  00B80000 

oo  oaoaoaoo  30  oobboooo 

00  OOODDOOO  30  aOBBOOOO 
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D240  <072) 

oc 
oc 
oc 
oc 

oc  ocaOBBOO 
oc  □□□□»■□□ 

oc  OOOOBBGO 

oc 


D260  (076) 

CO 
CO 
CO 

co 

CO 

co 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 


D280  (080) 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 

03 
03 

03  OQOQOOBB 
03  LjUOOOOBB 
03  COOOOOBB 
03  00000088 


D2A0  (084) 

60 
60 
60 
60 

60  OBBOOOOO 
60  08800000 

60 
60 


D2C0  (088) 

18 
18 
66 
66 
IB 
IB 
3C 

00  □□□□□□□□ 


D2E0  (092) 

CO  BBOOCOOO 

CO 

30 

30  GOBBOOOO 

CO 

CO  BBOOOOOO 

30 

30  □□■■□□DO 


D248  (073) 

00  □□□□□□□□ 
oo  □□□□□□□□ 

00  ULOODDOD 
EO  ■■■QOQOQ 
FO  BBBBOOOO 

38 

18  QOOBBGOO 

18 


D268  (077) 

CO 
EO 
70 
38 
1C 
OE 
07 
03 


0288  (081) 

oo  □□□□□□□□ 

3C  □□■•■■OO 

7E 
7E 
7E 
7E 

3C 

00  □□□□□□□□ 


D2A8  (085) 

00  □□□□□□□□ 
00  □□□□□COD 
oo  □□□□□□□□ 

07 
OF 
1C 
18 
18 


D2C8  (OB9) 

06  OQODOBBQ 

06 

06  OOGOOBBO 
06  OOQOOBBO 

06 
06 
06 

06  OQDODIIO 


D2E8  (093) 
18 

18  OOOBBOOO 

18 
18 

18  00088000 

18 

18  OOOBBOOO 

18  LUQHOQJ 


D250  (074) 

18 
18 

1C  OOOBBBOO 

OF  LOOQUN 

07 

oo  □□□□□□□□ 

00  00000000 
00  □□□□□ODD 


D270  (078) 

03 

07  GGGCQBBB 

OE 
1C 
38 

70  □■■■GCO:: 

EO 

CO  ■■□OOQOO 


D290  (082) 
OO  OOOOQOOO 

oo  □□□□□□□□ 

00  □□□□□□□□ 
00  □□□□□□□□ 
00  GDOGCOOO 
FF  ■■■■■■■■ 
FF  ■■■■■■■■ 

00  □□□□□□□□ 


D2B0  (086) 

C3 
E7 
7E 

3C  CaMUDD 

3c  ooaaaaou 
7E  oaaaaaao 
E7  aaaooaaa 
C3  aaaooaaa 


D2D0  (090) 

08  OOOOBDDO 
1C  OOOBBBOO 

3E  ooaaaaaa 
7F  oaaaaaaa 

3E  GGBBBBBG 

1C  QOOBBBGQ 

08  UUOOBUUU 

oo  oouoCi_iau 


D2F0  (094) 

oo  oaooGGoa 
oo  aacaaaao 

03  GGGOOQBB 
3E  GuaBBBBO 
76  OBBBOBBO 
36  GOaaCBBG 
?6  GGBBGBBG 
00  GUOOGOGO 


D25B  (075) 

is  oaoaaooo 

18  GOOBBOOC 
38  OOBBBCOG 
FO  BB8BGOGG 

EO  bbbooooc 

oo  OGOGOOGG 
00  OGOOGGGG 
00  GGDOGGOG 


D27B  (079) 

ff  aaaaaaaa 
ff  aaaaaaaa 

CO  BBaOuOGO 

co  BBoaaaan 
co  aaaaaaaa 
co  aaaaaaaa 
co  BBaaaooc 
co  aaaoaooa 


D29B  (083) 
36  OGBBGBBG 

7F  aaaaaaaa 
7F  aaaaaaaa 
7F  aaaaaBBB 

3E  DGBBBBBG 

1C  GGGBBBQO 

08  ooooaooo 

00  GGGGOGOO 


D2B8  (087) 

oo  aooooooa 

3C  GGBBBaOG 

7E  GBaaaaao 

66  aaaaaaaa 

66  OBBOOBBO 

7E  caBaaaaa 
3c  aaaaaaaa 

00  uGOOaOGG 


D2D8  (091) 

18  OOOBBOOa 
IB  OCOBBOOO 

is  ooaaaaaa 

FF  BBBBS8BB 

ff  aaaaaaaa 

18  aOOBBOOG 
18  QGOBBOOC 

is  oaaaaacG 


D2FB  (095) 

ff  aaaaaaBB 

7F  GBBBBBBB 

3F  aaaaaaaa 
if  ooaaaaaa 
of  ooaaaaaa 

07  OOOOOBBB 
03  00000088 

oi  oaoaaooB 
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D300  (096) 

oo  □□□□coco 
oo  □□□□□□□□ 
00  □□□□□□□□ 

00  □□□□□□□□ 

00  □□□□□□□□ 
00  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 


D308  (097) 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 

FO  ■■■■□□□□ 


D310  (098) 

00  □□□□□□□□ 
00  □□□□□□□□ 

00  □□□□□□□□ 
oo  □□□□□□□□ 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 
FF  ■■■■■■■■ 
FF  ■■■■■■■■ 


D318  (099) 

FF  ■■■■■■■■ 

00  □□□□□□□□ 

oo  □□□□□□□□ 

00  □□□□□:□□□ 

00  □□□□uQDD 

00  □□□□□□□□ 

00  □□□□□□□□ 

00  □□□□□□□□ 


D320  (100) 

oo  □□□□□□□□ 
00  □□□□□□□□ 
oo  □□□□□□□□ 
00  uCOCODOO 
00  □□□□□□□□ 

00  □□□□□□□□ 
00  OUUOQQQD 
FF  ■■■■■■■■ 


D340  (104) 

oo  □□□□□□□□ 
oo  □□□□□□□□ 

00  UUUUOQOO 

oo  □□□□□□□□ 
cc  ■■□□■■□□ 
cc  ■■□□■■□□ 

33  □□■■□□■■ 
33  □□■■□□■■ 


D328  (101) 

CO  ■■□□□□□□ 
CO  ■■□□□□□□ 

CO  ■■□□□□□□ 
CO  ■■□□□□□□ 
CO  ■■□□□coo 
CO  ■■□□□□□□ 

CO  ■■□□□□□□ 

CO  ■■□□□□□□ 


D348  ( 1 05 ) 

FF  ■■■■■■■■ 
FE  ■■■■■■■□ 
FC  ■■■■■■□□ 
F8  •■•■■COO 

FO  NMOCOQ 
EO  ■■■□□□□□ 

co  ■■□□□□□□ 

80  ■□□□□'□□□ 


D330  (102) 

cc  ■■□□■■□□ 
cc  ■■□□■■□□ 

33  □□■■□□■■ 
33  □□■■□□■■ 
CC  ■■□□■■□□ 

CC  ■■□□■■□□ 

33  □□■■□□■■ 
33  □□■■□□■■ 


D350  (106) 

03  □□□□□□■■ 
03  □□□□□□■■ 
03  □□□□□□■■ 
03  □□□□□□■■ 
03  □□UCCOBB 
03  □□□□□□■■ 
03  □□□□□□■■ 
03  □□□□□□■■ 


D338  (103) 

03  □□□□□□■■ 

03  □□□□□□■■ 

03  □□□□□□■■ 

03  □□□□□□■■ 

03  □□□□□□■■ 

03  □□□□□□■■ 

03  □□□□□□■■ 

03  □□□□□□■■ 


D358  (107) 

18  □□□■■□□□ 
18  □□□■■□□□ 
18  □□□■■□□□ 
IF  □□□■■■■■ 
IF  □□□■■■■■ 
18  □□□■•□□□ 
18  □□□»■□□□ 
18  □□□■■□□□ 


D360  (108) 

oo  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 

OF  □□□□■■■■ 
OF  □□□□■■■■ 
OF  □□□□■■■■ 
OF  □□□□■■■■ 


D368  (109) 

18  □□□■■□□□ 
18  □□□■■□□□ 
18  □□□■■□□□ 
IF  □□□■■■■■ 
IF  □□□■■■■■ 

00  □□□□□□□□ 
00  uuDCOOCO 
oo  □□□□□□□□ 


D370  (110) 
00  □□□□□□□□ 

00  □□□□□□□□ 
oo  □□□□□□□□ 

F8  ■■■■■□□□ 
F8  ■■■■■□□□ 

18  □□□■■□□□ 
18  □□□«■□□□ 
IB  □□□■■□□□ 


D378  (111) 

00  □□□□□□□□ 
00  uGCOCOCO 
00  UULLODOG 
00  uljuuuuuu 
00  :juODDQDQ 

00  □□□□□□□□ 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 


D380  (112) 

00  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 

IF  □□□■■■■■ 

IF  □□□■■■■■ 

18  □□□■■□□□ 

IB  □□□■■□□□ 

18  □□□■■□□□ 


D3A0  (116) 

CO  ■■□□□□□□ 
co  ■■□□□□□□ 
co  ■■□□□□□□ 
co  ■■□□□□□□ 
co  ■■□□□□□□ 
co  ■■□□□□□□ 
co  ■■□□□□□□ 
co  ■■□□□□□□ 


D3B8  (113) 

18  □□□■■□□□ 

IB  UQJUjOO 

18  □□□■■□□□ 

FF  ■■■■■■■■ 

FF  ■■■■■■■■ 

00  □□□□□□□□ 
00  □□□□□□□□ 

OO  □□□□□□□□ 


D3A8  (117) 

EO  ■■■□□□□□ 
EO  ■■■□□□□□ 
EO  ■■■□□□□□ 
EO  ■■■□□□□□ 
EO  ■■■□□□□□ 
EO  ■■■□□□□□ 
EO  ■■■□□□□□ 
EO  ■■■□□□□□ 


D390  (114) 

00  □□□□□□□□ 

00  □□□□□□□□ 
oo  □□□□□□□□ 

FF  ■■■■■■■■ 

FF  ■■■■■■■■ 

IB  □□□■■□□□ 

IB  □□□■■□□□ 

IB  UiJDMODQ 


D3B0  (118) 

07  □□□□□■■■ 
07  □□□□□■■■ 
07  □□□□□■■■ 
07  □□□□□■■■ 
07  □□□□□■■■ 
07  □□□□□»■■ 
07  □□□□□■■■ 
07  □□□□□■■■ 


D398  (115) 

18  □□□■■□□□ 
18  □□□■■□□□ 
IB  □□□■■□□□ 
F8  ■■■■■□□□ 
F8  ■••■■COG 
18  LODMOCO 
18  □□□•■□□□ 
18  □□□■■□□□ 


D3B8  (119) 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 

00  □□□□□□□□ 

oo  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 
oo  □□□□□□□□ 


443 


Abacus  Software 


C-128  Internals 


D3CO  (120) 

FF  ■■■■■■■e 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 

00  □□□□□□□□ 
00  □□□□□□□□ 
00  □□□□□□□□ 
00  □□□□□□□□ 

oo  □□□□□□□□ 


D3E0  (124) 

OF 
OF 
OF 
OF 

oo  □□□□□□□□ 
oo  □□□□□□□□ 

00  □□□□□□□□ 

oo  □□□□□□□□ 


D3C8  (121) 

00  □□□□□□□□ 

00  □□□□□□□□ 
00  □□□□□□□□ 

oo  □□□□□□□□ 
oo  □□□□□□□□ 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 
FF  ■■■■■■■■ 


D3E8  (125) 

18 
18 
18 
FS 

F8  ■■SMOOO 

00  □□□□□□□□ 
00  □□□□□□□□ 
00  □□□□□□□□ 


D3D0  (122) 

03 

03  □□OOOOMI 

03 

03  □□□□□□■» 

03 
03 

FF  ■■■■■■■■ 
FF  ■■■■■■■■ 


D3F0  (126) 

FO 
FO 
FO 
FO 

00  □□□□□□□□ 
00  □□□□□□□□ 
00  □□□□□□□□ 

00  □□□□□□□□ 


D3D8  (123) 

00  00000000 
00  □□□□□□□□ 
00  □□□□□□□□ 
oo  □□□□□□□□ 

FO 

FO  •■•■□GOG 

FO 
FO 


D3F8  (127) 
FO 

FO  IIMOGUu 
FO  ■■■■□GOG 
FO  ■■■■GQGG 

of  ooaaiui 

OF  OOCOBMa 

OF 
OF 
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DQOO  (OOO) 

3C  OOBBBBOO 
42  UBOOOOBO 
38  LiuiiBLQU 
24  UUIUUBQD 
1C 

42  □■□□CQiQ 
3C  OOBBBBOO 

00  OOOOOOCD 


D008  <00l) 

18  GOOBBOOQ 

24  OOBDOBOC 

42  UBUUUGBD 

7E  OBBBBBBO 

42  UiULIUUilJ 

42  OBOOOOBO 

42  uiODCOtD 

00  OOOOOOOO 


DO 10  (002) 

7C  QBBBBBDD 

22  aOBODOBO 
22  □□BDDQBQ 
ZC  Z'OBBBBOO 

22 

22  □OBOQOBO 
7C  OBBSBBOO 

oo  □□□□□□□□ 


DO 18  (003) 

1C  □□□BBBOO 

22  □OBOOOBD 

40  OBOOOOOO 
40  QBUUOOUO 
40  QBDUUDDU 
22  DOBOOOBO 

1C 

00  00000000 


D020  (004) 

78  OBBBBOOD 

24  OOBOOBOD 
22  UuBQUUlU 
22  ULJBUUUBC 
22  uuSUULSU 

24  ooaoosoc 

78  OBBBBODC 

00  ooocoooo 


D028  (005) 

7E  DBBBBBBCi 

40  UBOUUUOC 
40  uBOOOOOD 
78  OBBBBOOD 
40  OBOOOOOO 
40  uiuuCCOJ 
7E  uBBBBBBD 
00  CGQOQCDO 


D030  (006) 

7E  OBBBBBBO 

40  OBOOOOOO 
40  OBOOOOOO 
78  OBBBBOOD 

40  OBOOOOOO 
40  OBOOOOOO 
40  OBOOOOOO 

00  OCOQQODQ 


D038  (007) 

1C  OOOBBBDD 

22  DOBOOOBO 
40  OBOOOOOO 
4E  OBDDBBBO 

42  OBOOCDBO 
22  DOBOOOBO 
1C  OOOBBBOO 

00  OOOOOOOO 


D040  ( 008 ) 

42  OBOOOOBO 
42  UBUOUGBO 
42  LiiLUJuaC 
7E  UBBBBBBO 
42  uBUUOOBD 
42  iJiLUUUBU 
42  ySuODOBD 

oo  uoououoo 


D048  (009) 

1C  OOOBBBDD 

08  uuOGBQOO 

08  OOOOBOOO 

08  uUUUiDLCl 

08  uyiJJiUULi 

08  OOOQBODO 

1C  uDuBBBOO 

00  uODDOOOD 


D050  (010) 

OE  ODOOBBBO 

04  OODODBQO 
04  OOOOOBOD 
04  ODOOOBOQ 
04  OOODOBOO 
44  OBDODBOO 
38  OOBBBOOD 
00  OOOOOOOO 


D058  (Oil) 

42  OBOOOOBO 
44  OBDODBOO 
48  OBOOBQOC 
70  OBBBDOOD 
48  OBOOBDOO 
44  OBDODBOO 
42  OBOOOOBO 
00  COOOODOO 


D060  (012) 

40  OBOOOOOO 
40  OBOOOOOO 
40  OBOOOOOO 
40  OBGDOOOD 
40  OBOOOOOO 
40  uBODODOO 
7E  OBBBBBBO 
00  OOOOOOOO 


D06B  (013) 

42  OBOOOOBO 

66  OBBuOBBO 

5A  OBCBBOBCi 

5A  OBuBBUBD 

42  ljBUUQOBO 

42  LJBUOGOBO 

42  iJiOijuijilJ 

00  uuDODOOC 


D070  (014) 

42  OBOOOOBO 
62  UBBOUUBO 
52  uBOBODBO 
4A  OBOOBOBD 
46  QBOOOBBO 
42  OBGDOOBO 
42  uBOOOOBO 
00  OOOOOOOO 


D078  (015) 

18  DOOBBOOQ 
24  OOBOOBOD 
42  OBOOOOBO 
42  OBOOOOBO 
42  DBODDOBQ 
24  OOBOOBOD 
18  ODOBBOOO 
00  OOOOOOOO 


D080  (016) 

7C  DBBBBBOD 

42  UBUUOOBD 
42  OBUUUUBO 
7C  DBBBBBOD 

40  UBODODOO 
40  OBOOOOOO 
40  OBCOGOOO 

00  DDODOOOO 


D088  1017) 

1 8  OODBBOQO 

24  yOBCOBOD 

42  yBO'_.UOBC 

42  uiuuujiLi 

4A  yBuuBDBD 

24  .jyiuuiUU 

lft  UUUBBOBC 

00  uDOOOGOO 


D090  (018) 

7C  DBBBBBOD 

42  UBUDOOBO 
42  uBOOOOBO 
7C  DBBBBBOD 

48  OBODBODO 
44  OBOOOBDO 
42  OBOOOOBO 

00  DOOODGOO 


D098  (019) 

3C  OOBBBBOO 

42  OBOOOOBO 
40  OBOUOOOD 
3C  OOBBBBOO 

02  OOOUDOBD 
42  OBOOOOBO 
3C  OOBBBBOO 

00  ODOOOOQG 


DOAO  ( 020 ) 

3E  GOBBBBSD 

08  yUUUBUOO 
08  UUUUBOOO 
08  ODOOBDDO 
08  UUODBDOO 
08  DOOOBOOD 
08  UDOOBOQD 
00  DDOODOOO 


D0A8  (021) 

42  OBOOOOBO 
42  uBUUuOBO 
42  UBOOOOBO 
42  uBOOOOBO 
42  UiUUUUiQ 
42  UBOOOOBO 
3C  UUBB8BOO 
00  uuuODOOO 


DOBO  (022) 

42  OBOOOOBO 
42  UBOODOBO 
42  OBOOOOBO 
24  OOBOOBOD 
24  OOBDOBOQ 
18  ODOBBOOO 
18  ODOBBOOO 
00  OOOOOOOO 


D0B8  (023) 

42  OBOOOOBO 
42  OBOOOOBO 
42  OBOOOOBO 

5ft  DBoaaoBo 
5A  oaoaacao 
hb  oaaooBao 

42  OBOOOOBO 

00  UUUQOUUU 
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DOCO  (024) 

42  GBOOGGBG 
42  GBGGGOBO 
24  GGBOOBOC 
18  GGGBBOOG 
24  GGBGQBGG 
42  GBQOOGBG 
42  GBGOOOBG 
00  GGGOGGGG 


DOCS  ( 025  > 

22  GOBGGGBG 

22  GGBGCOBC 

22  GGBGGQBG 

1C  QQCBBBDC 

08  QOGGBGQG 

08  UUUuBUUU 

08  OOGOBDOO 

00  U__'UULJUI_i 


DODO  (026) 

7E  GBBBBBBG 

02  uOUUOuBU 
04  GQGGCBOG 
1 8  QQDMOOO 

20 

40  UBOOGOGO 
7E  GBBBBBBG 

00  UUUOOQOO 


DOEO  (028)  DOES  (029)  DOFO  (030) 

00  GGGGGCGG  3C  GGBBBBGG  10  OOOBODGO 

4o  '-•Bl_:y:_-_iyy  04  GGGGGBGO  38  GGBBBOGG 

20  uyBuOOyy  04  OOQGDBDO  54  GBOBGBQO 

10  GyyBQyyu  04  uOlODIOj  10  QOQBGQGC 

08  .^yu-MljyLj  04  GGOOOBOG  10  GGGBOQGG 

04  uuyyyBuu  04  GGGGGBGG  10  OGOBGGGG 

02  yyyyyuBU  3C  GGBBBBGG  10  OGQBQGGC 

00  ..CljujDC  00  GGGGGGQG  00  GGGGGGOO 


D 1 00  ( 032 ) 

00  GGGOGGGG 
00  ULUUUOOD 
00  GGGOGGGG 
00  GODOOGGO 
00  LJUuUUUUL1 
00  uOuGQQQD 
00  QGCGOOGO 


D108  (033) 

08  GGGGBGGO 

08  GGGOBGOG 

08  ._iGGGBGGG 

08  GGGOBGOG 

00  yGyyuuuu 

00  uuuuOQGG 

08  GGuGBCGG 

00  ,_i_QCDGDG 


DUO  (034) 

24  QGBGGBOO 
24  GQBOOBGO 
24  GOBGOBOC 

00  OQOOQGOD 
00  OOOOQOGG 
00  QOGOOQGQ 
00  uuGGGGGG 
00  GGGGGGOO 


D 1 20  ( 036 ) 

08  GGGOBGOG 
IE  GGGBBBBG 

2S  GGBGBOGG 
1C  GGGBBBOG 

OA  uuOOBGBO 
3C  GGBBBBGG 

08  GGGOBGOG 

00  GOOGGGOG 


D123  (037) 

00  GOGGDOOO 

62  GBBOOOBG 

64  yBBGGBOG 

08  GUUUBUUU 

1 0  !_:GQBOGOG 

26  GGBOGBBG 

46  OBGGOBBG 

00  GGGOGGGG 


D13 

0  (038) 

30 

OOBBGQOO 

48 

■_B_wB_GG 

48 

UBUUBOUU 

30 

OuBBOGGG 

4A 

uBuQBGBG 

44 

IBGGGBOC 

3A 

GGBBBOBG 

00 

uuuuuuuu 

D14U  (040) 

04  ZGGOOBGG 
OB  GGGOBGOG 
10  GGGBGOOG 
10  GGGBGOOG 
10  GGGBGOOG 
08  GGGOBGOG 
04  GGGGGBGG 
00  GCOGGGGO 


D148  (041) 

20  OOBOGGOO 

10  GGGBGOOG 

08  GGGOBGOG 

OB  LJUGOBGGG 

08  OGOCBCGG 

1 0  GGOBQQOO 

20  i_i:_BUL_!UUO 

00  uGGGGGQO 


D150  (042) 

08  GGGCBOGG 
2A  OOBGBQBG 
1C  OOOBBBOO 
3E  GGBBBBBG 

1C  OOOBBBOO 
2A  uuBOBOBO 

08  CCOOBOOO 

00  UGUUOOOG 


D160  (044) 

00  GOOOGGOO 

00  GGGOGGGG 
00  yyyLjGuuu 
00  yyyGGQOC 

08  JLSjUiUUU 
08  i_:l_iOCBGGO 
10  GGGBGOOG 


D168  (045) 

00  OGQOOGOG 
00  OOGGGOOG 
00  GOGGOOOO 
7E  GBBBBBBG 

00  uuuOLOQO 
00  yyyggOOO 
00  uuuuuDuu 
00  OGOGGGGG 


D170  (046) 

00  OOGGOOOO 
00  UUGQGGOO 

00  uyyooooo 

00  uGGGOOOG 

00  Ol_ii_i!_ii_lOUU 

18  OOOBBOCG 

18  OOOBBGOO 

OO  UUUULfLJUU 


D0D8  (027) 

3C  OOBBBBGG 

20  OOBUOGOU 
20  OOBOOOOO 
20  QOBDOGOG 
20  yuBuuOGO 
20  OOBUOOOO 
3C  OOBBBBGG 
00  OGOOGQOO 


D0F8  (031) 

00  QOQQOOQG 
00  OOOOOOOG 
00  OOOOOOOG 
00  UUUUOQGG 
00  OQUUGOGQ 
00  OGOOQOOO 
00  OOOOGOOO 
FF  BBaSBBSB 


D11B  (035) 

24  OQBOOBOO 
24  ODBOOBOO 
7E  GBBBBBBG 

24  QOBOOBOO 
7E  GBBBBBBG 

24  UOBGOBOO 
24  GOBOCBOO 

00  OOOOOOOO 


D138  (039) 

08  GgOOBOOG 
08  UUUGBUUU 
08  GGGOBGOG 

00  yCuGGOOO 
00  oogggoog 
00  uljuuuGuu 

00  OOQOGOod 


D15B  (043) 

00  OOOOOOOG 
08  GOOOBGGG 
08  GGGGBGGO 
3E  GGBBBBBG 

08  OOOOBOOO 
08  UGUGBGQG 

00  GGGGGGOO 
00  OOOOOOOG 


D178  (047) 

00  OOOOOOOO 
02  OGuuuOBG 
04  UGUUUBDO 
08  UUGUBODG 
10  OOOBOOOO 
20  OOBOOOOO 
40  yBOOOuOO 
00  UUUOOUCG 
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D1BO  <048) 

3C 
42 
46 
5« 
62 
42 
3C 

00  00000000 


D1A0  (052) 
04 

oc 

24  OGBQOBOO 
7E  OBBBBBBG 

04  OOOOOBOG 

04 

oo  □□□□□□□□ 


D1C0  (056) 

3C  QOMOBGD 

42 
42 
3C 
42 
42 

3C  ODMHOQ 

00  juuOODQQ 


D188  (049) 

08 
18 

2B  OOBOBOOO 

08  OOOOBOOO 
08  00008000 

08 

3E  OGBBBBBO 

oo  ooaaoaoc 


D1A8  (053) 
7E 

40  GBGOGOGG 

7B  □■■■■□an 

04  OOOOOBOO 
02  OOOOOOBO 

44  oBoaoaao 

38  OOBMuuC 

00  GGGGOOOG 


D1C8  (057) 

3c  □□■■■■ac 

42  OBOOOOBO 

42  OBoaoaao 

3E  OGBBBBBO 

02  GGGOGGBQ 
04  GGGOQBOG 
38  GGBBBGGO 

00  GGGGOOOG 


D190  (050) 

3C  OOBBBBOO 

42  OBOOOOBO 
02  OOOOOOBO 
OC  OOOOBBOG 
30  OGBBOOGO 
40  OBOOCOOO 
7E  GBBBBBBG 
00  GOOGGOOD 


D1B0  (054) 

1C  OOOBBBOO 

20  GOBOGODO 
40  OBOOOOGG 
7C  OBBBBBOO 
42  DBGOGDBG 
42  OBOOOOBO 
3C  OOBBBBOO 
00  OOOOGOOO 


DIDO  (058) 

00  GDGOGOOO 
00  GQOGOGOO 
08  OOGDBQOO 
00  OGDOOGOG 
00  OGDODOOO 
08  OOQGBOCO 
00  OGOOOODG 
00  GOOCOOOO 


D198  (051) 

3C  OOBBBBOO 

42  OBOOOOBO 
02  OOOOOOBO 
1C  OOOBBBOO 
02  OOOOOOBO 
42  OBGOODBO 
3C  OGBBBBGO 

oo  ooooaoao 


D1B8  (055) 

7E  oaaaaaao 

42  OBOOOOBO 

04  OOOOOBGO 

08  ooooaoao 
io  ooobqooo 

10  OOGBuOuO 
10  GOGBOQGG 

oo  ooooaoao 


D1D8  (059) 

oo  ooaaooGO 

00  GOOCOOOO 

ob  oaaoBOQD 

00  QOGDOGQG 

oo  ooooaoao 
ob  ooooaoao 
08  ooaaaaoo 
io  oooBoooa 


D1E0  (060) 
OE  OGOGBBBO 

is  oooBBaoa 

30  GOBBOGOG 

to  oBBoaaoo 

30  QOBBOOQO 
18  GOOBBOOO 
OE  GOOOBBBO 

oo  ooaoaooo 


D1E8  (061) 

oo  oooooooo 
oo  ooaaaaoo 
7E  oaaaaaao 

00  OOGGGOGG 

7E  oaaaBaao 

00  OGGGGOGO 
00  OOGOGOOO 
00  OCOOOOOG 


D1F0  (062) 

70  oaBaoooo 

18  GOOBBOOO 
OC  GOOOBBDO 
06  OOOGOBBQ 
OC  OOOOBBOO 
IB  OOOBBOOO 
70  GBBBCOGG 
00  OOOOOOOO 


D1F8  (063) 

3c  ooaaaaoo 

42  OBOOOOBO 

02  COOGDOBO 
OC  OOOOBBOO 

10  OOOBOQOQ 

00  OGOOOOGG 
10  ODOBOGOa 

00  OOOOOOOO 


D200  (064) 
10  OGOBOOOO 

ob  oaaoBooo 
04  ooaooBco 

00  OGGGOGGQ 
00  OOOOOOOO 
00  OGQOOGOG 

oo  aooaoooc 

00  GGGGOOOG 


D208  (065) 
FF  ■■■■■■■■ 

7F  oaaaaaaa 

3F  □□■■■■■■ 


of  ooooaaaa 

07  OOOOOBBB 
03  OGOOOOBB 

01  OQOGOOOB 


D210  (066) 

ff  aaaaaaaa 
ff  aaaaaaaa 

oo  aooooooo 
oo  ooooaoao 
oo  aooooGoa 
oo  oooooooo 
oo  aooooooo 

00  OGGGGOGO 


D218  (067) 
00  OOOOOOOO 

oo  aooQOGoa 

00  GGODOaOO 

oo  ooooaoao 
ff  aaaaaaaa 
ff  aaaaaaaa 
ff  BBaaaaaa 
ff  Baaaaaaa 


D220  (068) 

00  oocooooo 
oo  ocoocooa 

00  OOOOOOOO 
00  QGCGOOOG 
OF  GGOOBBBB 
OF  OOOOBBBB 
OF  □□□□■■■■ 
OF  OOOOBBBB 


D228  (069) 

of  oooGBaaa 

OF  OOOOBBBB 
OF  OOOOBBBB 
OF  OOOOBBBB 

oo  ooooaoao 
oo  ooaoaooo 
oo  oooaaaoG 
oo  aooooooo 


D230  (070) 

ob  aoaoBooa 

08  OOOOBOGO 
08  OQOOBOOO 
04  OOOOOBGO 
03  OOOOOOBB 

00  OOOOOOOO 

oo  aaaaoooo 

00  OOOOOOOO 


D238  (071) 
08  DOOOBOOO 

08  ooaoaooo 
ob  ooaoaooo 
10  oooaoooo 

EO  BBBOOOOO 

00  OOOOOOOO 
00  OOOOOOOO 
00  OOOOOOOO 
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D240  <  072 ) 

07  GOGCGBBB 
07  CDGOQIii 
07  QQCQOBBB 
07  GGGQGBBB 
07  ggQQOBBB 
07  UUUUUHI 
07  GGOCGBBB 
07  GGCGGBBB 


D248  (073) 

CO  BBGOOCOO 
CO  BBUUUUOO 
CO  BBOGQOGO 
CO  BBOGQQOG 
CO  BBGGGGQG 
CO  BBGGOGGC 
CO  BBGGGGGG 
CO  BBGGGOOO 


D250  (074) 

03  GOOGQGBB 
03  GOOGQGBB 
03  GUUUOCBB 
03  GGGOOOBB 
03  UUULUUM 
03  OOOOGOBB 
03  OOOOOQBB 
03  GOOOCGBB 


D258  (075) 

BO  BGGGGGGG 
40  ljBuuljCGG 
20  yyBOuuuu 
io  uuuBGCQG 
0B  GGODBOQG 
04  OOOOOBGG 
02  OOOOOOBO 
01  QQOODOGB 


D260  (076) 

30  BGCGOGGG 
so  BOGOOQOD 
80  BGGGOOOQ 
30  BGGGGGGG 
BO  ByGOGOGG 
BO  BUUUUQGG 
80  BGGGQOOC 

ff  aaaaBBaa 


D280  (08O) 

ff  aaaaaaaa 

0 1  GQQOOOQB 

01  QGGGGGGB 

01  GGGGGGGB 

0 1  GGGGGGGB 

0 1  GGOQOQOB 

01  GGGOOGGB 

01  uuu_Ojl« 


D2A0  (084) 

00  GGGOGGGO 
00  GGGOGGGO 
00  GGGGGOOG 
00  GGOGGGOO 
EO  BBBQGGOG 
10  GGGBCGGG 
08  GGCOBQOG 
08  GGGOBGGG 


D268  (077) 

01  GQOQGGOB 

02  GQaOCOBO 
04  OOOGOBOO 
08  ULODiDOu 
10  OOQBGQQO 
20  GOBOOOOO 
40  GBOGOGOG 
80  BOOQGGGO 


D288  ( 08 1 ) 

FF  BBBBBBBB 
FE  BBBBBBBG 
FC  BBBBBBGG 
F8  BBBBBGOG 
FO  BBBBOOOG 
EO  BBBOuuOG 
CO  BBGGOGGG 
80  BOQuDuGO 


D2A8  (085) 

EO  BBBGCGOO 
EO  BBBGGGGO 
EO  BBBGOOOO 
EO  BBBOGDOC 
EO  BBBGGGGO 
EO  BBBGGGQG 
EO  BBBGGGGO 
EO  BBBGGGGO 


D270  (078) 

FF  BBBBBBBB 

00  GUGOOQQO 
00  uuuOQQOG 
00  OQGODQGG 
00  GGOGGGOO 
00  OOGDOGOG 
00  OOODOOOQ 
00  GGODOOGG 


D290  (082) 

00  OOOOGGOG 

00  GGQGOGGG 

00  iJUUODUl _)U 

00  UGOOOGGG 

03  GGOOQOBB 

04  GOOOQBOG 
08  OOOOBOOC 
08  OOOOBGOu 


D2B0  (086) 

FF  BBBBBBBB 
FF  BBBBBBBB 
-"F  BBBBBBBB 

00  GGOGGGOO 
OO  OQGOGDOG 
00  ODQOGGGG 
00  OGDGGGGG 
00  ODGOGGQC 


D278  (079) 

FF  BBBBBBBB 

80  BuGuOOGO 
80  BGDOOQOG 
80  BGOQOGUG 
80  BOOGOOGG 

so  BuaauooG 

80  BOGCOGGG 
80  BGQOOGGG 


D298  (083) 

00  GGOQQGCG 
00  GGGOGGGO 
Oo  ljuOOOGGG 
00  ijulDjCCG 
FO  BBBBGQGG 
FO  BBBBCGGG 
FO  BBBBOGGO 
FO  BBBBOOOG 


D2B8  (087) 

FO  BBBBOOOG 
FO  BBBBOOOG 
FO  BBBBOOOG 
FO  BBBBOOOG 

00  UGOOOGGG 
00  uuOOGGGG 
00  OOOOOOGO 
00  OGGOGOGC 


D2C0 


<  088 ) 


D2C8 


(089) 


D2D0 


(090) 


D2D8 


(091 ) 


00  GGGOGGGO 
00  GGQGOGGG 
00  uQDuGuuG 
00  GGOGGGOO 
00  OOOQOCQG 
FF 
FF" 
FF 


00  UUUUUUOU  FO 

OO  .JUULULIUL!  FO 

00  GGUUOOQO  FO 

oo  uyyuuGOO  fo 

00  JUULODOG  FO 

00  UUULJUUGQ  FO 

FF  BBBBBBBB  FO 

FF  BBBBBBBB  FO 


BBBBGQGG 
BBBBuuuu 
BBBBGUUU 
BBBBGQQQ 
BBBBUUOO 
BBBBGQGG 
BBBBQOQO 


00  GGGQGOQO 
00  OGQOOOGO 
00  GQGGOOQC 
00  QQGi_iGGGG 
AA  BDBDBGBG 
55  GBQBOBOB 
AA  BGBDBOBG 
55  QBOBOBOB 


D2E0  (092) 

0 1  QGQQOOOB 
0 1  GGGGGGGB 
01  yyyyyyOB 
oi  GyyuyyyB 

01  _il_.LJUUUUB 
01  GGGQOQQB 
01  UUGGCGGB 

ff  BBBaaaaB 


D2E8  (093) 
AA  BOBGBOBC 

55  uBuauaoa 

AA  BOBOaOBG 
55  uBuBOBGB 
AA  BGBGBOBO 
55  UBCBUBUB 
AA  BGBGBOBO 

55  oBoaoaoa 


D2F0  (094) 

00  GGGOGGGO 

00  yyyuyyyu 

0 1  OOQOOGOB 
3E  OOBBBBBG 
54  QBQBQBQO 
14  QGOBGBOO 
14  GOOBOBOO 
00  aOGOOOGO 


D2F8  (095) 

00  OQOOOQOG 
00  QQOOOGGG 
oo  uoooyuyu 
oo  uuuuuuuu 

00  QUUUUQUU 

00  QOQOQQOO 

00  LiOOOOOUU 

FF  BBBBBBBB 
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D300  (096) 

oo  ggggoooo 
00  uuuuOuuu 

00  □□□□□□□□ 
00  OuULUULO 

00  uuuuuuuu 
00  □□□□□□□□ 
oo  GGOOGDGO 
oo  □□□□□□□□ 


D308  (097) 
08 

08  ooogBgoo 
08  uuuuBuuO 

08  LUQUiOOU 

OS  uuuuBuuu 
08  QuCOBOOO 
08  □□□□■□DO 

08  □cocuran 


D310  (098) 
08 

08  □yJUiUUU 

08  LUULHUQU 
08  UUCQiUQU 
OF 

00  UUULUQOO 

oo  □□□□□□□□ 

oo  OCOOOOOO 


D318  (099) 

08  DOOOBGOG 
08  ODOUBGGG 

08  IJUULtiJUU 

08  DOuOBOGG 
FF  ■■■■■■■■ 

00  00000-00 
00  00000003 
00  □□□□□□□□ 


D320  (100) 

08  OGOOBGGG 
08  OUGuBuOG 
08  uyGuBuyG 
08  OOUOBOGO 
F8  ■NMuuG 
oo  uliuGGODu 

oo  cO'^uuono 

00  GCOGOGaO 


D328  (101) 

08  □□□□•□OO 
08  QjUUiDOu 
08  OOgGBOOO 
08  OOCOBUULJ 
OF  GOGGBBBB 
08  UUUUBOUU 
08  OOCGBOGO 
0B  OGOGBOOO 


D330  (102) 

00  00000000 
OO  OOuOOULJU 

oo  00000000 

OO  GOGGOOGC 
FF  BBBBBBBB 

OO  DOGGGOOG 

oo  □□□□□□oo 

00  OOOOOOOG 


D33B  (103) 

08  GGGOBOOO 
08  GOGOBGCiU 
08  OOOUBUULJ 
08  OOOuBuuu 
F8  BBBBBGGG 
08  GOOOBGDG 
08  OOOOBQOG 
OB  GOOOBOGG 


D340  (104) 

oo  oggggooQ 

00  DUUULUJU 

00  GGGOGOGG 
00  GOGODOOG 
OF  OGGGBBBB 

08  GGGOBGGG 
08  OCGGBGGC 
08  COOGBGOG 


D34B  (105) 

00  GOGGOQGG 

OO  UUOOOL>3_i 

00  00000000: 

OO  GGGOGOGG 
BBBBBBBB 

OB  UUUUBULJLJ 

08  GuGOBQUU 

08  GOGGBOGQ 


D350  (106) 

00  ggogoqod 
00  OOUUQODj 
OO  GOGGOOOO 
OO  GGGOGOGG 
F8  BBBBBGGG 
OB  GGOOBuuu 
OB  GUUUBUUU 
08  GGOOBUUU 


D358  (107) 

08  OGDGBOgO 
08  ULJDUiLNjn 
08  GDGGBGOG 
OB  QOCOBGGG 
FF  BBBBBBBB 
08  GGOOBGOC 
08  OOUUBUUU 
08  OUUGBUUU 


D360  (108) 

08  GGGOBOOO 
10  OGGBOGGO 
3C  GGBBBBGG 
42  GBOOOOBG 
7E  OBBBBBBG 
40  GBOGOGGG 
3C  GGBBBBGG 
00  GuDuCGGG 


D368  (109) 

18  ggOBBGQG 
24  uuBOuBuu 
20  UUBGGULJU 
70  gBBBGGGG 

20  uuiOuyuG 

21  QuBuuuuB 
5E  GBGBBBBC 
00  OOGOOGOO 


D370  (110) 

oooBoggg 

08  !_li_!OUBOUU 
3C  uOBBBBOO 
42  GBOOOOBG 

7E  oaaaaaao 

40  OBOOOOGG 
3C  ODBBBBOG 

00  GOGGOOOO 


D378  (111) 

08  GOOGBOQC 
10  GOGBOOGG 
20  ouBuuuuu 

Oo  l_!UUOOUU!_i 

00  ;_JUUOL_iOUU 

00  UOUUU!_:UU 

00  OODOOUUU 

00  OOGOGUGLJ 


D380  (112) 

1C  □CGBBBOg 

22  ULBULiUBU 
4A  GBOGBOBG 
56  GBOBOBBG 
4C  GBOOBBGG 

20  GOBOUUUQ 
IE  GGGBBBBC 

00  CGOOQCGG 


D388  (113) 

00  ooocoooo 
00  uuGGGGGG 
42  OBOGQOBO 
42  OBGGGGBG 
42  GBOOOOBG 
46  GBGGGBBO 
BA  BGBBBOBG 
BO  BuGGOOGG 


D390  (114) 

20  GOBOOGOG 

10  GOOBOOOO 

38  gOBBBGOC 

04  uOUOGBGO 

3C  GGBBBBGG 

44  UBUUUBLJLJ 

3A  GOBBBGBG 

00  OGGGGOOG 


D398  (115) 

10  GGOBGGGO 
08  OOOOBuuu 
42  gBOOgOBG 
42  uBuuOuBO 
42  CBGGGOBG 
46  GBGGGBBO 
3A  GOBBBGBG 
00  OOOOOOOG 


D3A0  (116) 

10  OOOBOGGG 

28  GGBOBuGO 

38  gOBBBCGO 

04  :_:uUUOBOD 

3c  GoaaaaoG 

44  GBGGOBOG 
3A  GGBBBOao 

00  GGGOGOGG 


D3A8  (117) 

08  OOOGBOOO 
14  GOGBOBGO 
3C  OOBBBBOO 
42  GBOOOOBG 

7E  GBaaaaao 

40  UBUOOOOG 
3C  OOBBBBOO 

00  UL-QGOGGO 


D3B0  (118) 

08  QOOGBDOD 
14  GOGBOBGO 
08  ODGGBGQQ 
OB  GOOOBOGG 
08  □□OGBGOQ 
08  OOOQBOQO 
1C  OOOBBBOO 
00  QGGODGQO 


D3BS  (119) 

08  GOOOBOGG 
14  OGGBCBGC 
3C  GGBBBBGG 
42  GBOOGOBG 
42  OBOGGGBG 
42  GBOOOOBG 
3C  GGBBBBGG 
00  GGOuOQuG 
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D3C0  (120) 

OB  □□□□■GOO 
14  □□□■□■□□ 
42  □■□□□□■□ 
42  □■□□□□■□ 
42  □■□□□□■□ 
46  □■□□□■'■□ 
3A  □□■■■□■□ 

00  □□□□□□□□ 


D3E0  (124) 

5A  □■□■■□■□ 

24  □□■□□■□□ 
42  □■□□□□■□ 
42  OBOOOOBO 
42  □■□□□□■□ 
24  □□■□□■□□ 
18  □□□■■ODD 
00  UOOOOOOO 


D3C8  (121) 
IF  □□□■■■■■ 

10  □□□■□□□□ 
10  □□□■□□□□ 
io  □□□■□□□□ 

DO 

30  □□■■OOOO 

10  □□□■□□□□ 

oo  □□□□□□□□ 


D3E8  (125) 

18  QOOBBOOO 
42  □■□□□□■□ 
42  □■□□□□■□ 
42  □■□□□□■□ 
42  OBOOOOBO 
42  OBOOOOBO 
3C  OOBBBBOG 

oo  □□□□□□□□ 


D3D0  (122) 

7F  □aaaaaaa 

21  OOBOOOOB 

io 

08  □□□□aono 

10  OOOBDOOO 
21  OOBOaDOB 
7F  08888888 

oo  □□□□□□□□ 


D3F0  (126) 

3C  OOBBBBOO 

42  OBOOCOBD 
42  DBOOOOBO 
5C  OBOBBBOO 
42  OBOOOOBO 
42  DBOOOOBO 
5C  OBOBBBOO 
40  OBOOOOOO 


D3D8  (123) 

5A  □■□■■□BO 

24  OOBOOBOO 
42  OBOOOOBO 

7e  □aaaaaaa 

42  OBOOOOBO 
42  OBOOOOBO 
42  OBOOOOBO 

00  □□□□□□do 


D3F8  (127) 

08  OOOOBOOD 
14  OOOBOBOO 

oo  aooooooa 
oo  □□□□□□□□ 

00  □□□□OOOO 
00  OOOOOOOO 
00  OOOOOOOO 
00  OOOOOOOO 
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8.6  The  Keyboard  Matrix 


The  keyboard  of  the  C-128  is  designed  in  the  form  of  a  matrix.  Imagine 
it  as  a  network  (or  grid)  of  lines.  In  the  horizontal  plane  you  have  1 1  lines 
and  in  the  vertical,  8  lines.  When  you  press  a  key,  you  close  the  normally 
open  contact  between  a  horizontal  and  a  vertical  line.  The  computer  can  then 
recognize  which  key  was  pressed. 

That's  the  basic  principle  of  the  keyboard  matrix.  In  practice  it  is  much 
more  complicated  since  a  connection  is  not  available  on  an  I/O  component 
for  each  of  the  1 1  horizontal  and  8  vertical  lines.  The  Commodore  128  has 
two  components  with  a  total  of  three  ports  that  have  the  task  of  reading  the 
keyboard  matrix.  Lines  PA0-PA7  and  PB0-PB7  are  available  on  CIA  1. 
These  16  lines  can  be  programmed  as  either  input  or  output  Theoretically  it 
is  also  possible  to  transfer  16-bit  values  via  these  lines.  Lines  PA0-PA7  are 
responsible  for  the  first  8  matrix  lines  of  the  keyboard  circuit.  The  missing 
three  lines,  believe  it  or  not,  are  connected  to  the  VIC  chip. 

The  VIC  chip  built  into  your  C-128  has  2  more  registers  than  the 
component  used  in  the  Commodore  64.  The  first  is  the  register  at  address 
$D030,  is  responsible  for  the  clock  frequency  at  which  the  computer  will 
operate  (1  or  2  MHz).  This  register  does  not  interest  us  here.  The  other  new 
register  is  at  address  $D02F.  The  additional  three  keyboard  matrix  lines  are 
polled  via  this  register.  The  register  offers  us  bits  0-3  for  this,  but  only  bits 
0-2  are  used,  since  only  three  additional  matrix  lines  need  to  be  polled.  The 
8  matrix  columns  are  addressed  via  the  lines  PB0-PB7  of  CIA1  via  port  B. 

The  actual  keyboard  polling  follows  this  pattern.  Port  A  of  CIA  1  (lines 
PA0-PA7  are  brought  low;  that  is,  the  register  is  loaded  with  the  hex  value 
$00).  In  addition,  the  remaining  three  lines  must  also  be  loaded  with  a  low 
value  in  the  VIC  register.  Port  B  (lines  PB0-PB7)  of  CIA  1,  switched  to 
input,  is  then  read.  If  a  key  is  pressed  at  some  point,  one  of  the  input  lines 
on  port  B  will  also  be  switched  to  a  low  level.  This  is  recognized  by 
reading  port  B  and  finding  a  value  other  than  the  high  value  ($FF).  At  this 
point,  we  can  determine  that  a  key  was  pressed.  Which  key  it  is  cannot  yet 
be  determined. 

The  exact  position  within  the  keyboard  matrix  is  then  determined  by 
bringing  each  of  the  11  matrix  lines  low  in  turn  and  reading  port  B  each 
time.  Now  we  can  tell  in  which  line  and  column  of  the  matrix  the  key  was 
pressed.  A  count  register  is  used  during  this  process  in  order  to  record  the 
assignment  number  of  the  pressed  key.  Polling  the  joystick  is  done  in  the 
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same  manner  as  the  normal  keyboard  polling  because  the  joystick 
connections  are  wired  in  parallel  to  some  keys  on  the  keyboard. 

m  the  schematic  on  the  next  page  you  can  recognize  the  physical  layout 
of  the  keys  and  their  connections  to  the  three  ports.  One  point  of  interest  is 
that,  while  the  keys  on  the  keypad  produce  the  same  results  on  the  screen  as 
the  regular  digit  keys,  they  can  be  differentiated  from  them  This  applies  for 
the  cursor  control  keys  and  the  other  duplicate  keys  on  the  keyboard. 
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$DC01  Port  B  CIA  1 


Numeric 
™  Keypad 


Cursor  keys 
Block 
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8.7  The  Computer  Modes 


As  you  must  know  by  now,  your  Commodore  128  contains  three 
computers  in  one.  You  can  select  whether  you  want  to  have  a: 

*  CP/M  3.0+  computer 

*  Commodore  128 

*  Commodore  64 

The  various  components  in  the  computer  are  switched  on  or  off 
depending  on  the  computer  mode.  In  order  to  show  you  graphically  which 
components  are  involved,  we  have  made  the  following  three  figures. 
Shaded  areas  designate  the  devices  active  in  the  given  mode  while  unshaded 
areas  indicate  those  which  are  inactive.  Inactive  means  that  the  MMU  does 
not  permit  access  to  these  components.  In  the  C64  mode,  access  to  the 
MMU  itself  is  prohibited  (for  compatibility  reasons). 
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C-64  MODE 
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C-128  MODE 
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CP/M  MODE 
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8.7.1  The  power-up  modes 


On  the  preceding  three  pages  you  see  three  diagrams.  These  schematic 
drawings  of  the  chips  and  circuits  in  your  Commodore  128  should  make  it 
clear  to  you  which  ROMs  and  controllers  are  active  in  each  of  the  three 
modes  of  operation.  The  active  components  in  each  operating  mode  are 
shaded. 

As  a  rule,  the  computer  always  tries  to  enter  the  128  mode  when  it  is 
turned  on.  But  there  are  some  special  cases  in  which  the  computer  is 
directly  switched  to  a  different  operating  mode.  This  is  the  case  when  you 
insert  a  CP/M  diskette  into  the  disk  drive.  The  CP/M  mode  with  the  Z-80 
processor  active  is  then  enabled  via  the  boot  routine  in  the  128  mode. 
Another  possibility  arises  when  you  insert  a  Commodore  64  cartridge  in  the 
expansion  port.  This  is  also  noted  during  the  power-up  procedure  and  the 
computer  switches  directly  to  the  C-64  mode  responsible  for  this  cartridge. 

Another  way  of  entering  the  C-64  mode  is  by  way  of  the  GO  64 
command.  After  an  appropriate  request  for  confirmation  of  the  command, 
the  computer  is  switched  to  the  C-64  mode.  It  is  also  possible  to  get  around 
the  BASIC  interpreter's  confirmation  request  and  enter  the  C-64  mode 
directly.  You  can  do  this  by  directly  addressing  the  kernal  routine  for 
reconfiguration  with  a  SYS  command.  The  appropriate  SYS  command  is: 

SYS  57931  or  SYS  DEC("E24B") 

These  are,  so  to  speak,  the  "official"  options  for  entering  another 
operating  mode,  especially  the  C-64  mode.  But  there  are  a  few  "unofficial" 
ways,  which  we  discovered  by  accident  while  documenting  the  kernal  and 
BIOS. 

One  such  method  involves  the  Commodore  key,  designated  with  the 
Commodore  logo  and  found  in  the  lower  left-hand  corner  of  the  keyboard. 
If  you  hold  this  key  down  during  the  power-up  procedure,  the  computer 
will  enter  the  C-64  mode  directly  without  trying  to  load  a  boot  sector  from 
the  diskette  or  entering  the  128  mode.  The  obligatory  confirmation  question 
is  also  avoided  with  this  method.  This  trick  with  the  Commodore  key  works 
not  only  when  the  computer  is  being  turned  on,  but  also  if  you  hold  it  down 
while  pressing  the  reset  button  on  the  right  side. 
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Another  interesting  option  affecting  the  power-up  state  of  the  computer 
involves  holding  down  the  RUN/STOP  key  while  turning  the  computer  on. 
This  causes  the  computer  to  enter  the  128  mode,  but  control  is  immediately 
passed  to  the  built-in  monitor.  Furthermore,  the  kernal  boot  routine  is  not 
executed  first.  We  say  "first"  because  the  test  to  see  if  the  RUN/STOP  key 
is  pressed  is  performed  before  the  kernal  boot  routine  is  executed  and  the 
test  routine  then  jumps  to  the  monitor  in  the  form  of  a  JSR  command.  When 
you  exit  the  monitor  with  the  X  command,  then  the  computer  resumes 
operation  with  the  normal  boot  routine  and  general  initialization,  provided 
you  have  not  changed  the  return  address  on  the  stack. 

These  methods  are  of  interest  both  to  the  assembly-language 
programmer  and  to  the  user  who  wants  to  use  his  old  C-64  programs 
without  having  to  go  through  the  boot  routine. 
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Chapter  9:  The  Hardware 


Imagine  the  following  tricky  situation  in  which  the  developers  are  asked 
to  construct  a  computer  that,  on  the  one  hand,  is  completely  compatible  with 
the  existing  C-64,  and  on  the  other  hand,  is  to  be  outfitted  with  completely 
new,  state-of-the-art  features. 

This  task  is  difficult  enough,  but  as  icing  on  the  cake,  a  Z-80 
microprocessor  should  be  added  to  the  whole  thing  in  such  a  way  that  it  can 
peacefully  coexist  in  the  same  system  with  the  other  processor. 

You  can  imagine  the  difficulties  involved.  But  this  idea  is  not  entirely 
new.  Some  of  you  no  doubt  remember  the  infamous  CP/M  cartridge  for  the 
Commodore  64,  which  was  supposed  to  allow  it  to  use  the  CP/M  operating 
system.  This  expansion  contained  a  Z-80  processor  in  addition  to  a  few 
control  components. 

So  you  take  a  C-64,  a  CP/M  cartridge,  an  additional  64K  of  memory,  a 
new  operating  sytem  and  BASIC,  mix  them  all  together  and  let  it  all  simmer 
for  a  few  months. 

We  have  no  doubt  that  the  first  C-128  prototype  used  a  C-64  as  a  basis. 
The  tough  part  must  have  been  in  trying  to  put  the  whole  thing  together  on  a 
single  board. 

Fortunately,  Commodore  has  its  own  semiconductor  manufacturing 
company  (MOS).  It  was  clear  that  there  was  no  way  the  necessary  control 
components  for  the  coordination  of  the  processors  and  switching  both 
memory  banks  and  operating  systems  would  fit  onto  a  reasonably-sized  PC 
board  using  current  TTL  technology.  MOS  had  to  design  a  special 
large-scale  intergrated  circuit,  the  MMU  8722,  to  handle  all  of  the 
management  logic. 

This  undertaking  proceeded  very  well  when  the  VIC  chip,  taken  from 
the  C-64  (but  now  known  as  the  8564),  and  the  6510  processor  (now  the 
8502)  were  submitted  to  redesign.  A  new  video  controller  (8563),  which 
can  display  80  columns  in  color,  was  added.  What  good  is  such  a  capable 
computer,  which  can  run  CP/M,  if  it  is  limited  to  40  columns  per  line? 

The  address  manager  of  the  C-64  was  refurbished  to  become  the  8721. 
It  has  23  (significant)  input  lines  and  16  outputs.  We  will  discuss  the  details 
of  this  and  other  devices  shortly. 
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The  question  will  no  doubt  arise,  as  to  why  we  have  not  included  a 
complete  circuit  diagram  in  this  book.  The  diagram  takes  up  4  sheets  of 
normal-sized  paper;  each  so  full  of  components,  that  reduction  would  be  out 
of  the  question.  We  therefore  decided  to  divide  the  circuit  into  blocks,  into 
bite-sized  and  (hopefully)  clear  function  groups  within  the  text 

In  general  the  diagrams  are  designed  so  that  the  signal  flow  is  from  left 
to  right.  At  the  left  you  find  all  input  lines  and  at  the  right  all  of  the  output 
lines.  The  I/O  block  is  an  exception  to  this.  Here  it  was  not  possible  to 
retain  this  principle  because  space  was  too  scarce  and  the  interfaces  are  not 
clearly  assigned  as  input  or  output. 

Signal  names  prefixed  by  a  minus  sign  are  active  low,  meaning  that 
they  are  "true"  (or  active)  when  the  logical  signal  =0.  Bus  lines  are 
emphasized  in  the  diagrams.  Everything  having  something  to  do  with  the 
address  bus  is  dotted,  the  data  bus  has  diagonal  stripes,  and  all  of  the 
remaining  bus-like  structures  are  checkered. 

The  components  filled  with  the  rings  are  intended  to  indicate  that 
something  special  happens  to  the  input  signals  which  cannot  be  represented 
individually.  In  general,  there  is  not  a  single  IC  behind  it,  but  a  whole 
system  of  them. 


The  CPU 

Naturally  there  isn't  just  one  processor,  but  two.  The  block  diagram  on 
the  next  page  should,  despite  its  simplicity,  convince  you  that  a  good  deal  of 
switching  effort  is  required  to  allow  two  microprocessors  to  use  the  same 
system  components,  even  if  not  at  the  same  time. 

It  is  clear  that  only  one  processor  can  be  running  at  any  given  time.  The 
other  must  wait  during  this  period.  The  trick  is  to  get  the  processor  in 
question  to  actually  stop  (that  is,  to  interrupt  it  in  such  a  manner  that  it  can 
resume  its  work  at  a  later  time  without  any  problems)  and  not  crash  when 
the  system  bus  is  blocked  off.  This  can  be  done  in  various  ways: 

The  bus  must  be  given  up  (and  this  applies  to  both  processors)  when 
the  40-column  video  controller  has  to  access  the  RAM,  in  order  to  refresh 
the  screen.  The  lines  BA  (Bus  Available)  and  AEC  (Address  Enable 
Control),  both  of  which  come  from  the  VIC  chip,  are  used  to  signal  this 
condition  to  the  switching  logic. 
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The  second  possibility  is  offered  by  the  DMA  line  (Direct  Memory 
Access),  which  comes  from  the  expansion  slot.  Here  too,  both  processors 
must  relinquish  the  bus  because  the  system  bus  is  controlled  from  the 
outside  in  these  cases,  by  a  RAM  expansion  or  other  add-on  hardware. 

The  programmer  (or  CP/M)  is  responsible  for  the  third  variant  Here  the 
two  processors  can  be  selected  with  the  -Z80EN  line.  This  signal  comes 
from  the  MMU. 

The  meaning  of  additional  input  lines: 

Z80PHI  is  the  system  clock  created  by  the  VIC  for  the  Z-80. 
-RES      resets  the  processors,  which  causes  the  Z-80  to  start 

execution  at  address  0,  and  the  8502  to  start  at  the  reset 

vector  in  the  ROM. 
-IRQ       is  the  interrupt  line  connected  to  both  processors  by 

means  of  which  devices  like  the  CIAs  can  signal  the 

occurrence  of  an  event 
-NMI      is  also  an  interrupt,  but  only  for  the  8502.  This  signal 

is  derived  from  the  RESTORE  key. 
CASS  SENSE  comes  from  the  Datasette  and  indicates  that  the 

PLAY  button  is  pressed. 
CAPLK  SENSE  indicates  the  status  of  the  SHIFT  LOCK  key  . 
1-2MHZ  is  the  system  clock  for  the  8502  and  is  provided  by  the 

VIC.  This  line  supplies  a  clock  signal  of  1  or  2  MHz, 

depending  on  bit  0  in  register  48  of  the  VIC. 

The  output  lines: 

R/-W  tells  connected  peripheral  components  whether  data  is 
to  taken  from  the  bus  or  whether  they  are  to  supply  the 
bus  with  data  on  their  part. 

-Ml  is  a  Z-80  specific  signal  and  means  that  the  processor 
is  currently  fetching  a  command  byte  (in  contrast  to  an 
operand)  from  the  data  bus.  This  line  is  used  to 
prevent  access  to  peripheral  ICs  during  Ml  (which 
could  otherwise  happen  because  the  I/O  addresses  in 
the  hardware  are  "normal"  memory  addresses). 

-Z80I/O  signals  an  I/O  access  of  the  Z-80  by  means  of  the 
command  IN  or  OUT.  The  lock-out  mentioned  above 
is  removed  by  this  signal. 

DO-7       comprise  the  data  bus. 

AO- 15     make  up  the  address  bus. 

LORAM  puts  RAM  in  place  of  the  BASIC  ROM  in  the  C-64 
mode. 
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HIRAM  is  like  LORAM,  except  the  kernal  ROM  is  replaced  by 
RAM. 

CHARENmakes  it  possible  to  read  the  character  generator. 

Normally  the  color  memory  and  I/O  lie  in  this  range. 
CASS  WRT  is  the  write  line  for  the  Datasette. 
CASS  MTR  controls  the  Datasette  motor. 


The  address  logic 

In  order  to  give  you  an  idea  of  the  complexity  of  this  function  block,  we 
have  illustrated  the  complete  memory  layouts  for  the  C-64  and  128  modes 
on  the  following  two  pages.  Try  to  imagine  the  memory  in  layers.  One  layer 
applies  as  the  user  surface,  in  which  changing  combinations  are  possible. 
The  MMU  is  responsible  for  the  global  division  (operating  mode,  bank 
selection,  processor).  Depending  on  this,  the  AM  brings  the  desired 
portions  to  the  surface,  that  is,  it  generates  the  necessary  selection  signals. 

In  connection  with  this  we  would  like  to  list  the  pin  layouts  of  these  two 
ICs,  as  well  as  a  description  of  each  pin: 

2  -RES 

3-10  TA8- 15.  This  is  the  translated  address  bus.  The  address  A8-15  are 
"translated"  depending  on  the  configuration.  For  example,  the 
address  $0000  must  be  converted  to  $D000  during  Z-80  operation, 
because  part  of  the  BIOS  is  located  here  and  after  reset  the  Z-80 
starts  execution  at  address  0. 

11+12  -CAS0  and  -CAS1.  These  two  signals  are  responsible  for  the 
selection  of  the  RAM  bank,  depending  on  register  1. 

13-15  I/OSEL,  ROMBANKHI,  and  ROMBANKLO.  These  signals  are 
used  to  control  the  AM  and  result  from  the  combination  of  bits  0-5 
of  register  1. 

16  GAEC  results  from  the  combination  of  DMA  and  AEC  and  permits 
the  MMU  to  take  the  lines  LA8-15  from  the  bus. 

17  MUX  is  created  by  the  VIC.  The  MMU  uses  this  to  activate  the 
signals  -CAS0  and  -CAS1. 

18-31  AO-15,  whereby  the  lines  A6/7  and  A4/5  are  externally  combined 
into  one  signal.  The  MMU  also  decodes  its  selection  signal  from 
the  address  bus. 

35-42  D0-7 

43  -Z80EN  reflects  bit  0  of  register  5  and  is  responsible  for  selecting 
the  processor. 
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44  -FSDIR  corresponds  to  bit  3  of  register  5.  Here  the  data  direction 
of  the  serial  bus  -SRQIN,  which  is  responsible  for  the  data  clock 
for  the  high-speed  transfer  using  the  1571  disk  drive,  is  switched. 

45-46  -GAME  and  -EXROM  come  from  the  expansion  slot  and  can  be 
read  as  bits  4  and  5  of  register  5. 

47  64/- 128  is  a  control  line  for  the  AM  and  corresponds  to  bit  6  of 
register  5. 

48  40/80  comes  from  the  keyboard  and  can  be  read  as  bit  7  of  register 


With  a  few  exceptions  we  will  simply  list  the  AM  pins,  since  no  set 
assignment  can  be  given  to  many  of  them  because  of  the  complex  internal 
combination  possibilities.  Imagine  how  many  combinations  have  to  be 
checked  with  23  input  bits  (about  eight  million).  Naturally,  not  that  many 
are  used,  since  the  IC  has  only  16  output  lines,  of  which  a  maximum  of 
only  four  can  reasonably  be  active  at  any  given  time. 

You  can  easily  recognize  the  function  of  the  outputs  from  the  names  and 
the  block  diagrams,  since  they  are  really  only  chip  select  lines. 

I-  6  A15-10 

7  VICFIX.  This  input  is  tied  to  ground  on  the  board  via  jumper  J2. 
The  significance  of  this  line  is  not  clear. 

9  AEC 

10  R/-W.  This  signal  is  evaluated  such  that,  at  least  in  the  C64  mode 
(nothing  is  known  about  the  C128  mode),  write  access  to  the  ROM 
address  area  always  write  to  the  "hidden"  RAM,  even  if  it  is  not 
explicitly  selected. 

I I-  12   -GAME  and  -EXROM  exchange  the  BASIC  and/or  kernal  ROM  for 

the  software  found  in  a  cartridge  in  the  C64  mode,  as  is  the  case  for 
games,  for  example. 

13  -Z80EN 

14  -Z80I/O 

15  64/- 128.  Here  it  is  decided  which  kernal  or  BASIC  is  active. 

16  I/OSEL 

17-18   ROMB  ANKHI  and  ROMB  ANKLO 
19-20  MA4-5 
21  BA 

22-23   LORAM  and  HIRAM 

25  CHAREN 

26  -VA14 
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27  128/-256.  This  signal  indicates  what  type  of  ROM  is  in  the  sockets 
ROM1  and  ROM3.  It  is  possible  to  have  two  16K  ROMs  in  the 
sockets  ROM1/4  and  ROM2/3  form  one  32K  ROM  each.  It  is 
possible  to  specify  one  or  the  other  possibility  during  production. 
In  the  second  case,  the  free  sockets  ROM2  and  ROM4  are  not  free 
for  other  purposes ! 

30-3 1    -ROML  and  ROMHI  go  to  the  expansion  slot. 

32  CLRBANK  switches  between  two  possible  banks  of  the  color 
RAM.  The  dependency  of  this  signal  is  not  yet  known.  -VA14  may 
play  a  role  here. 

33  -FROMI  (Funtion  ROM  Internal) 
34-37  -ROM4to-ROMl 

38  -IOCS  is  the  general  selection  for  all  peripheral  ICs.  The  sole 
exception  is  the  MMU,  which  decodes  itself. 

40  -DWE  is  the  write  signal  for  the  RAM  banks. 

41  -CASENB  is  the  address  strobe  for  the  RAM  banks  (simultaneous 
selection  signal). 

42  -VIC 

43  -IOACC  signals  to  the  VIC  an  access  to  a  peripheral  IC,  which 
brings  the  system  clock  down  to  1  MHz  if  it  was  previously  at 
2MHz.  This  is  necessary  because  the  peripheral  components  can  be 
supplied  only  with  1MHz,  so  this  signal  synchronizes  them  to  the 
8502. 

44  -GWE  is  the  write  signal  for  the  color  RAM. 

45  -COLORAM 

46  -CHAROM 

47  -CAS  is  actually  responsible  for  the  creation  of  -CASENB. 

The  greatest  portion  of  the  address  logic  is  described  in  the  pin 
descriptions.  Worthy  of  mention  is  the  funnel-shaped  symbol  in  the  upper 
right-hand  corner  of  the  diagram.  This  is  the  address  multiplexer.  As  you 
may  already  know,  not  all  of  the  address  lines  are  applied  to  the  dynamic 
RAMs  at  once,  but  one  half  at  a  time  to  the  same  lines.  For  this  reason,  the 
two  halves  of  the  address  bus  must  be  brought  together.  The  decision  as  to 
which  half  is  applied  to  the  lines  is  taken  care  of  by  the  MUX  signal.  The 
RAM  chip  recognizes  the  bottom  half  on  -RAS  and  the  top  half  on  -CAS. 


The  RAM 

The  RAM  consists  of  two  banks  of  64K  each.  No  more  are  possible! 
Banks  2  and  3  indicated  in  the  memory  map  are  to  be  understood  as  external 
expansion  and  are  accessed  in  a  different  manner. 
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One  interesting  thing  in  the  block  diagram  is  the  buffer  at  the  bottom. 
In  cases  of  memory  access  from  the  outside,  this  supplies  the  top  half  of  the 
address  bus. 
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The  ROMs 

The  function  block  contains  the  combined  "intelligence"  of  the 
computer.  The  selection  signals  for  the  individual  ROMs  come  from  the 
AM.  Worthy  of  mention  is  the  function  of  the  64/128  signal.  If  a  32K  ROM 
is  inserted  in  ROM1,  this  signal  switches  between  the  two  halves.  The 
lower  half  contains  the  kernal  for  the  C-128  and  the  upper  half  contains  the 
entire  operating  system  software  for  the  C-64.  Jumper  J6  must  be  connected 
on  the  PC  board  for  this. 

TA12  provides  for  the  conversion  of  the  area  at  $D000  to  $0000  for  the 
Z-80  operation. 
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40  column 

The  jumble  of  bus  lines  in  this  section  is  because  the  VIC  controls  the 
system  bus  itself  in  order  to  get  the  information  necessary  to  refresh  the 
screen  picture  from  the  RAM.  To  do  this,  it  must  stop  the  currently  active 
processor  by  means  of  the  B  A  and  AEC  lines,  so  that  no  concurrent  RAM 
accesses  can  occur.  As  much  as  possible,  however,  it  chooses  a  time  when 
the  processors  will  not  be  disturbed.  It  uses  the  clock  gaps  during  which  the 
computer  is  not  accessing  the  bus.  An  exception  to  this  is  when  sprites  are 
displayed.  Here  the  VIC  must  get  the  entire  point  map,  which  in  the  case  of 
a  "normal"  character  it  would  get  from  the  character  generator,  from  the 
RAM,  which  naturally  takes  time. 

So  that  the  VIC  "knows"  when  it  may  do  something,  it  is  in  charge  not 
only  of  the  screen  display,  but  of  the  clock  generation  for  the  whole 
computer.  So  at  any  time  it  is  informed  about  the  current  state  of  the  system. 
To  display  a  character,  it  first  gets  the  ASCII  value  of  the  character  from  the 
RAM,  then  the  corresponding  bit  pattern  from  the  character  generator,  and 
finally  the  color  information  from  die  color  RAM. 

This  last  point,  by  the  way,  is  a  special  case:  The  color  RAM  is 
connected  directly  to  the  VIC  via  its  own  four-bit  wide  data  bus,  so  that  the 
ASCII  value  and  the  color  arrive  simultaneously  when  the  refresh  address  is 
given. 

Another  interesting  feature  is  the  composition  of  the  RAM  address.  It  is 
placed  on  the  bus  in  two  halves,  whereby  the  base  address  of  the  video 
RAM  is  formed  from  bits  VA6-7  of  the  VIC  and  bits  VA14-15  of  CIA2. 
The  video  RAM  is  therefore  movable  within  a  large  area. 

In  the  upper  left-hand  corner  is  the  master  clock.  This  is  an  oscillator 
running  at  17.73447  MHz.  This  strange  frequency  was  chosen  for  the  color 
creation  in  the  PAL  standard.  The  VIC  produces  the  various  system  clocks 
from  this  clock. 

If  by  chance  you  are  familiar  with  the  VIC  in  the  C-64,  you  may  notice 
something  unusual  about  this  version  of  the  VIC.  A  bus  heads  to  the  right 
with  the  designation  KO-2.  These  lines  are  responsible  for  the  column 
selection  of  the  ten-key  pad. 

We  should  mention  the  little  box  in  the  lower  left  corner.  This  is  a 
device  similar  to  the  buffer  in  the  RAM  block  for  the  lower  half  of  the 
address  bus. 


476 


Abacus  Software 


C-128  Internals 


oi 

O 

J 

O 

o 

u 

477 


Abacus  Software 


C-128  Internals 


80  column 

Although  this  section  represents  one  of  the  most  interesting  features  of 
the  computer,  it  offers  little  in  the  way  of  circuit  technology.  The  reason  for 
this  is  the  80-column  video  controller  which  MOS  (a  subsidiary  of 
Commodore)  developed  for  this  computer.  This  video  controller  contains  all 
of  the  logic  for  accessing  the  video  RAM,  color  RAM,  and  character 
generator,  as  well  as  the  necessary  circuitry  for  creating  the  screen  picture. 

The  reason  the  function  diagram  is  so  uncluttered  is  that  the  interface  to 
the  system  consists  only  of  the  data  bus  and  one  address  line.  But  the  main 
reason  is  that  only  a  single  memory  component  can  be  seen,  namely  a 
dynamic  RAM  with  16K.  Actually  there  two  IC's  with  4  bits  each.  But 
there  is  nothing  resembling  a  character  generator  or  color  RAM. 

The  trick  lies  in  the  fact  that  everything  is  done  in  the  RAM,  even  the 
character  generator.  Since  this  normally  consists  of  a  ROM,  because  the  bit 
patterns  of  the  characters  are  normally  unchangeable,  the  character  generator 
from  the  40-column  section  is  copied  into  this  RAM  when  the  80-column 
mode  is  switched  on. 

You  may  wonder  how  the  data  gets  to  the  video  RAM  since  it  has  no 
direct  connection  to  the  system.  All  communication  with  the  video  RAM  is 
done  through  the  controller.  First,  the  controller  loads  the  low  order  byte  of 
the  register  that  specifies  the  RAM  address.  Next  the  data  is  loaded.  Then 
the  desired  address  is  passed,  followed  by  the  data.  The  controller  ensures 
that  the  data  end  up  in  the  right  place.  This  isn't  the  fastest  way  of  doing 
things,  of  course,  but  it  works. 

The  little  box  to  the  left  of  the  video  controller  is  an  oscillator  that  runs 
at  16  MHz.  This  is  the  normal  frequency  for  the  Dot  Clock  in  80-column 
monitors.  The  two  boxes  in  the  lower  middle  create  a  clean  reset  signal 
(from  which  -DRESET  is  derived.  -DRESET  is  used  to  reset  one  of  the 
built-in  disk  drivesand  to  form  the  -NMI  pulse  from  the  RESTORE  key. 
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Input/Output 

This  section  looks  quite  chaotic  largely  because  all  of  the  connections  to 
the  outside  world  run  through  it. 

Let's  start  at  the  top  left.  There  we  find  the  two  joystick  ports.  Their 
digital  components,  the  stick  movement  and  fire  button,  are  wired  in  parallel 
to  the  keyboard  matrix.  This  is  why  characters  appear  on  the  screen  when 
the  stick  is  moved.  The  analog  components  (such  as  those  for  the  paddles) 
are  multiplexed  by  an  analog  switch  because  the  SID  has  only  two  analog 
inputs,  but  two  pairs  must  be  read. 

Below  the  analog  switch  is  the  CIA1.  This  has  by  far  the  largest  share 
of  work  to  do.  It  is  responsible  for  reading  the  keyboard,  as  well  as  the 
serial  bus.  Here  Commodore  makes  an  improvement  over  the  C-64. 
Instead  of  constructing  the  data  bytes  from  the  disk  drive  one  bit  at  a  time, 
this  task  is  automatically  assumed  by  the  CIA.  An  entire  byte  is  simply 
loaded  into  the  shift  register  and  the  CIA  shifts  it  out  to  SP  automatically.  It 
works  the  same  way  in  the  opposite  direction.  The  bit  speed  is  dependent  on 
the  clock  at  SP. 

Here  the  -FSDIR  signal  from  the  MMU  takes  on  significance.  It  is,  as 
already  mentioned,  a  direction  switch  for  this  same  clock  which  is  always 
supplied  by  the  sending  device,  sometimes  the  computer  and  sometimes  the 
disk  drive.  This  clock  is  sent  over  the  -SRQIN  line  since  this  line  is  not 
used  by  devices  that  cannot  use  the  fast  serial  mode. 

A  good  half  of  CIA2  is  dedicated  to  the  user  port,  but  part  of  it  is  also 
used  for  the  serial  bus.  Bits  VA14-15  are  also  created  for  switching  the 
video  RAM. 

On  the  left  side  is  a  signal  name  which  you  probably  cannot  place 
(normally  the  signal  names  are  self-evident).  This  is  9VAC.  This  is  nothing 
other  than  9- Volt  alternating  current  from  the  power  supply.  What  purpose 
does  this  voltage  serve  on  the  board?  Quite  simple:  This  signal  is  rectified 
and  limited  and  used  as  the  clock  for  the  real-time  clocks  in  the  CIAs. 

This  is  the  end  of  our  little  excursion  into  the  hardware.  We  hope  that 
you  have  gained  at  least  some  insight  into  the  operation  of  the  computer. 
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Chapter  10:  Decimal-Hexadecimal-Binary  Conversion  Table 

Dec.       Hex      Binary  Dec.       Hex  Binary 


#000 

$00 

%00000000 

#002 

$02 

%00000010 

#004 

$04 

%00000100 

#006 

$06 

%00000110 

#008 

$08 

%00001000 

#010 

$0A 

%00001010 

#012 

$0C 

%00001100 

#014 

$0E 

%00001110 

#016 

$10 

%00010000 

#018 

$12 

%00010010 

#020 

$14 

%00010100 

#022 

$16 

%00010110 

#024 

$18 

%00011000 

#026 

$1A 

%00011010 

#028 

$1C 

%00011100 

#030 

$1E 

%00011110 

#032 

$20 

%00100000 

#034 

$22 

%00100010 

#036 

$24 

%00100100 

#038 

$26 

%00100110 

#040 

$28 

%00101000 

#042 

$2A 

%00101010 

#044 

$2C 

%00101100 

#046 

$2E 

%00101110 

#048 

$30 

%00110000 

#050 

$32 

%00110010 

#052 

$34 

%00110100 

#054 

$36 

%00110110 

#056 

$38 

%00111000 

#058 

$3A 

%00111010 

#060 

$3C 

%00111100 

#062 

$3E 

%00111110 

#064 

$40 

%01000000 

#066 

$42 

%01000010 

#068 

$44 

%01000100 

#070 

$46 

%01000110 

#072 

$48 

%01001000 

#074 

$4A 

%01001010 

#076 

$4C 

%01001100 

#001 

$01 

%00000001 

#003 

$03 

%00000011 

#005 

$05 

%00000101 

#007 

$07 

%00000111 

#009 

$09 

%00001001 

#011 

$0B 

%00001011 

#013 

$0D 

%00001101 

#015 

$0F 

%00001111 

#017 

$11 

%00010001 

#019 

$13 

%00010011 

#021 

$15 

%00010101 

#023 

$17 

%00010111 

#025 

$19 

%00011001 

#027 

$1B 

%00011011 

#029 

$1D 

%00011101 

#031 

$1F 

%00011111 

#033 

$21 

%00100001 

#035 

$23 

%00100011 

#037 

$25 

%00100101 

#039 

$27 

%00100111 

#041 

$29 

%00101001 

#043 

$2B 

%00101011 

#045 

$2D 

%00101101 

#047 

$2F 

%00101111 

#049 

$31 

%00110001 

#051 

$33 

%00110011 

#053 

$35 

%00110101 

#055 

$37 

%00110111 

#057 

$39 

%00111001 

#059 

$3B 

%00111011 

#061 

$3D 

%00111101 

#063 

$3F 

%00111111 

#065 

$41 

%01000001 

#067 

$43 

%01000011 

#069 

$45 

%01000101 

#071 

$47 

%01000111 

#073 

$49 

%01001001 

#075 

$4B 

%01001011 

#077 

$4D 

%01001101 
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#078 

$4E 

%01001110 

#080 

$50 

%01010000 

#082 

$52 

%01010010 

#084 

$54 

%01010100 

#086 

$56 

%01010110 

#088 

$58 

%01011000 

#090 

$5A 

%01011010 

#092 

$5C 

%01011100 

#094 

$5E 

%01011110 

#096 

$60 

%01100000 

#098 

$62 

%01100010 

#100 

$64 

%01100100 

#102 

$66 

%01100110 

#104 

$68 

%01101000 

#106 

$6A 

%01101010 

#108 

$6C 

%01101100 

#110 

$6E 

%01101110 

#112 

$70 

%01110000 

#114 

$72 

%01110010 

#116 

$74 

%01110100 

#118 

$76 

%01110110 

#120 

$78 

%01111000 

#122 

$7A 

%01111010 

#124 

$7C 

%01111100 

#126 

$7E 

%01111110 

#128 

$80 

%10000000 

#130 

$82 

%10000010 

#132 

$84 

%10000100 

#134 

$86 

%10000110 

#136 

$88 

%10001000 

#138 

$8A 

%10001010 

#140 

$8C 

%10001100 

#142 

$8E 

%10001110 

#144 

$90 

%10010000 

#146 

$92 

%10010010 

#148 

$94 

%10010100 

#150 

$96 

%10010110 

#152 

$98 

%10011000 

#154 

$9A 

%10011010 

#156 

$9C 

%10011100 

#158 

$9E 

%10011110 
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Dec. 


Hex 


Binary 


#079 

$4F 

%01001111 

#081 

$51 

%01010001 

#083 

$53 

%01010011 

#085 

$55 

%01010101 

#087 

$57 

%01010111 

#089 

$59 

%01011001 

#091 

$5B 

%01011011 

#093 

$5D 

%01011101 

#095 

$5F 

%01011111 

#097 

$61 

%01100001 

#099 

$63 

%01100011 

#101 

$65 

%01100101 

#103 

$67 

%01100111 

#105 

$69 

%01101001 

#107 

$6B 

%01101011 

#109 

$6D 

%01101101 

#111 

$6F 

%01101111 

#113 

$71 

%01110001 

#115 

$73 

%01110011 

#117 

$75 

%01110101 

#119 

$77 

%01110111 

#121 

$79 

%01111001 

#123 

$7B 

%01111011 

#125 

$7D 

%01111101 

#127 

$7F 

%01111111 

#129 

$81 

%10000001 

#131 

$83 

%10000011 

#133 

$85 

%10000101 

#135 

$87 

%10000111 

#137 

$89 

%10001001 

#139 

$8B 

%10001011 

#141 

$8D 

%10001101 

#143 

$8F 

%10001111 

#145 

$91 

%10010001 

#147 

$93 

%10010011 

#149 

$95 

%10010101 

#151 

$97 

%10010111 

#153 

$99 

%10011001 

#155 

$9B 

%10011011 

#157 

$9D 

%10011101 

#159 

$9F 

%10011111 
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LJ  v3-  • 

Hex 

Binary 

#160 

$A0 

%10100000 

#162 

$A2 

%10100010 

#164 

$A4 

%10100100 

#166 

$A6 

%10100110 

#168 

$A8 

%10101000 

#170 

$AA 

%10101010 

#172 

$AC 

%10101100 

#174 

$AE 

%10101110 

#176 

$B0 

%10110000 

#178 

$B2 

%10110010 

#180 

$B4 

%10110100 

#182 

$B6 

%10110110 

#184 

$B8 

%10111000 

#186 

$BA 

%10111010 

#188 

$BC 

%10111100 

#190 

$BE 

%10111110 

#192 

$C0 

%11000000 

#194 

$C2 

%11000010 

#196 

$C4 

%11000100 

#198 

IT  ^  S  v 

$C6 

%11000110 

#200 

$C8 

%11001000 

#202 

$CA 

%11001010 

#204 

$CC 

%11001100 

#206 

$CE 

%11001110 

#208 

$D0 

%11010000 

#210 

$D2 

%11010010 

#212 

$D4 

%11010100 

#214 

$D6 

%11010110 

#216 

$D8 

%11011000 

#218 

$DA 

%11011010 

#220 

$DC 

%11011100 

#222 

$DE 

%11011110 

#224 

$E0 

%11100000 

#226 

$E2 

%11100010 

#228 

$E4 

%11100100 

#230 

$E6 

%11100110 

#232 

$E8 

%11101000 

#234 

$EA 

%11101010 

#236 

$EC 

%11101100 

#238 

$EE 

%11101110 

#240 

$F0 

%11110000 

Dec . 

Hex 

Binary 




#161 



$A1 

%10100001 

#163 

$A3 

%10100011 

#165 

$A5 

%10100101 

#167 

$A7 

%10100111 

#169 

$A9 

%10101001 

#171 

$AB 

%10101011 

#173 

$AD 

%10101101 

#175 

$AF 

%10101111 

#177 

$B1 

%10110001 

#179 

$B3 

%10110011 

#181 

$B5 

%10110101 

#183 

$B7 

%10110111 

#185 

$B9 

%10111001 

#187 

$BB 

%10111011 

#189 

$BD 

%10111101 

#191 

$BF 

%101111H 

#193 

$C1 

%11000001 

#195 

$C3 

%11000011 

#197 

$C5 

%11000101 

#199 

$C7 

%11000111 

#201 

$C9 

%11001001 

#203 

$CB 

%11001011 

#205  $CD  %11001101 

#207  $CF  %11001111 

#209  $D1  %11010001 

#211  $D3  %11010011 

#213  $D5  %11010101 

#215  $D7  %11010111 

#217  $D9  %11011001 

#219  $DB  %11011011 

#221  $DD  %11011101 

#223  $DF  %11011111 

#225  $E1  %11100001 

#227  $E3  %11100011 

#229  $E5  %11100101 

#231  $E7  %11100111 

#233  $E9  %11101001 

#235  $EB  %11101011 

#237  $ED  %11101101 

#239  $EF  %11101111 

#241  $F1  %11110001 
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#242 

$F2 

%11110010 

#244 

$F4 

%11110100 

#246 

$F6 

%11110110 

#248 

$F8 

%11111000 

#250 

$FA 

%11111010 

#252 

$FC 

%11111100 

#254 

$FE 

%11111110 
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Dec. 


Hex 


Binary 


#243 

$F3 

%11110011 

#245 

$F5 

%11110101 

#247 

$F7 

%11110111 

#249 

$F9 

%11111001 

#251 

$FB 

%11111011 

#253 

$FD 

%11111101 

#255 

$FF 

%11111111 
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ACPTR 

A/D-CONVERTER 
ADSR 

AMPLITUDE 

ASCH/DIN 

ATN 

ATTACK 

ATTRIBUT-RAM 

BACKGROUND  COLOR 

BASEADRDESS 

BANK 

BASIC-7.0 

BASIN 

BAUD-RATE 

BCD-FORMAT 

BIT-MAP 

BLOCK-CURSOR 

BOOT-BLOCK 

BOOT-ROUTINE 

BOOT-SECTOR 

BSOUT 

BURST 

C-64MODE 

C-128  MODE 

CARTRIDGE 

CASSETTE 

CBM-CODE 

CHAR  GENERATOR 

CHAR-MODE 

CHARACTER-ROM 

CHKIN 

CHRGET 

CHRGOT 

CIA 

CIA1 

CIA2 

CIOUT 

CKOUT 

CLALL 

CLK 

CLOCK 


INDEX 

307 

73, 79,  80,81 
73,  83 
76 

394, 438 
64, 66 
77,  83,  84 
97, 108, 120 
112 
101 

139, 155, 297,  303 
24,  34, 43, 52,  65,  75 
346 

9, 11,322 
61,62 
45, 46, 48 
113 
189 

152,  188,  387,  400 

188 

348 

365, 367 
400, 458 
300, 400 
13,  302, 413 
4, 324, 351,372 
189 

40,  107,  290, 438 

38, 45,  107 

451 

354 

414 

415 

55, 56, 59, 63,  179,451 

35, 63, 80,451 

38, 40, 64, 80 

310 

355 

359 

66 

64,  67, 143,  312 
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CLOSE 
CLRCH 
CMP  ARE 
CMPFAR 
CNT 

COLOR-RAM 

COMMON-AREA 

CONFIGURATION 

CONFIGURATION  INDEX 

CONFIGURATION  REGISTER 

CP/M-MODE 

CPU 

CR 

CRA 

CRB 

CTS 

CURSOR 
CURSOR  MODE 
DATA 

DATASETTE 
DCLCH 
DDR 
DECAY 

DEVICE-REQUEST-FAST 

DISK  DIRECTORY 

DIN 

DMA 

DOS 

DSR 

DTR 

EDITTOR 

ENVELOPE  GENERATOE 

ESC-SEQUENCE 

EXPANSION-PORT 

EXROM-LINE 

EXTENDED-COLOR-MODE 

FAST-MODE 

FETCH 

FILTER 

FILTER  FREQUENCY 
FILTER  RESONANCE 
FLAG 

FORCE-LOAD 


356 
359 

144,  147,  296,  383 

381 

60 

40, 46 

135 

382 

148 

399 

3, 182, 458, 463 
138,  143, 464 
131 

58,  60,  64 

59,  60,  61 

10, 12,64,  113 

181 

113 

64,  66 

4 

400 
56, 57 
77,  83,  84 
69 
233 
438 

13,  152,  380,  400 

389 

10,  12 

10, 12,  64 

236 

77,  79 
272 
14 

133, 182,  301 
49,  50 

67,313, 364,400 
144, 145, 296,  380 

78,  79,  87 
78-87 
78-87 
55,59 

61 
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FUNCTION  KEYS 
GAME-LINE 
GETCONF 
G064 

GRAPHICS 

GRAPHIC  MEMORY 

HANDSHAKE 

HI-RES-GRAPHIC 

HI-RES-MODE 

HOST-REQUEST-FAST 

HRF 

I/O  BASE 

I/O-PORTS 

ICR 

INPUT-MODE 

INTERRUPT 

IRQ 

IRQ-ROUTINE 

IRQ-VECTOR 

ERR 

JMPFAR 

JOYSTICK 
JSRFAR 

KERNAL-ROUTINES 

KEYBOARD  TABLE 

LIGHTPEN 

LISTENER 

LKUPLA 

LKUPSA 

LOAD 

MATRIX 

MEMORY-MANAGEMENT 
MMU 

MODE-CONFIGURATION 

MONITOR 

MOVSPR 

MULTI-COLOR 

MULTI-COLOR-MODE 

NDAC 


260, 285, 292, 400, 421 
133, 182 
147, 156, 400 
182 

41, 120 

120, 121, 421, 422, 423 
10 

109, 120-126 

42, 109, 120-126 

67,69 

67, 69 

379 

59, 359 

58,64 

61 

35, 180 
143, 180, 296 
240, 391, 399 
179, 344 
35 

148, 156, 294, 296, 383, 

400 

63,65 

148, 156, 294, 296, 383, 
400 

144, 151,400,401,402, 
427 

392, 393, 396, 397,451 
97 

64, 304 
379 
400 
360 

254, 457 

129'  145, 468, 469 

129, 136, 139, 146, 294, 

454, 463, 466 

133 

194 

24 

32, 

32 

70 
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NMI 

NMI-ROUTINE 

ONE-SHOT 

OPEN 

PADDLE 

PAGE-POINTER 

PHOENIX 

POKE 

POSITION 

POTX 

POTY 

PRA 

PRB 

PRINT 

RAM 

RAM-BANK 

RAM-CONFIGURATION 

RASTER  LINE 

RDTIM 

READST 

RELEASE 

RESET 

RING-MODULATION 

ROM 

RS-232 

RTS 

RUN/STOP-RESTORE 

SAVSP 

SCROLL 

SDR 

SECONDARY  ADDRESS 

SERIAL  BUS 

SETBANK 

SETLFS 

SETNAM 

SETMSG 

SETMO 

SETTIM 

SID 

SLOW-MODE 

SMOOTH-SCROLLING 

SPRITE 


143,  178,  296, 298M  321, 
399 

323,  391 
61 
349 
63,81 
130, 136 
384, 400 
24, 104 
181 

80, 425 
80, 425 
56, 59,  64 
56, 59,  64 
157 

93, 422 

131, 135, 136,  297 

131, 132,  134 

25 

374 

377 

78,  83,  84 
66, 182,  293 
88 

40, 474 

8,  12,64,314,352 
64 

67, 109 

370 

276 

58, 59,  60 
69, 161, 309 
65, 66, 353, 360 
400 

377, 400 
377, 400 
378 
378 
374 

73,  75, 76,  80,  87,  100, 425 
67 

51,  110 

21,22,  25-34;  36,  3 12, 425 
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ST 

STACK  POINTER 
STASH 

STATUS  BYTE 
STOP 

STOP/RESTORE 
STOP  BIT 
SUSTAIN 

SYNCHRONIZATION 

SYSTEM  CONTROL  MESSAGES 

SYSTEM  VARIABLE 

SWAPPER 

TIMER 

TKSA 

TOD 

TOD-REGISTER 

TOKEN 

UDTTM 

UNLSN 

UNTLK 

UPDATE-ADDRESS 
UPDATE-REGISTER 
USER-PORT 
VDC 

VDC-CHIP 

VDC-RAM 

VDC-REGISTER 

VDC-MEMORY 

VECTOR 

VECTOR  TABLE 

VERIFY 

VERSIONS-REGISTER 
VIC-CHIP 

VIDEO-CONTROLLER 

VIDEO-RAM 

WAVEFORM 

WORD  COUNT-REGISTER 

Z80 

ZERO  PAGE 
40  COLUMN 
80  COLUMN 


12,  74 

136, 137, 148 
144,  146, 296, 380 
166 

177, 375 
63, 178 
10 

78,  83,  84 
88 

376, 377 
74, 136 
287, 400 
60 
309 

55,57, 58,61 

57,58 

435 

373 

67, 68, 69, 164, 310 
67, 68, 69, 164, 310 
97 
97 

5,  15 
93-110 
93 
93 

93, 95-110, 298, 299, 303 

93, 290 

161,413 

294 

365 

139 

19,24, 25,27, 35,38,51, 

52 

93 

38, 44, 50 
73,  77,  85 
111 

133, 182, 184 
136,  404 
476 
478 
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Optional  Diskette 


For  your  convenience,  the  program  listings  contained  in  this  book  are 
available  on  a  1541  formatted  floppy  disk. 

You  should  order  the  diskette,  if  you  want  to  use  the  programs,  without 
typing  them  in  from  the  listings  in  the  book. 

All  programs  on  the  diskette  have  been  fully  tested.  You  can  change  the 
programs  for  your  particular  needs.  The  diskette  is  available  for  $14.95  + 
$2.00  ($5.00  foreign)  for  postage  and  handling. 

When  ordering,  please  give  your  name  and  shipping  address.  Enclose  a 
check,  money  order  or  credit  card  information.  Mail  your  order  to: 

Abacus  Software 
P.O.  Box  7211 
Grand  Rapids,  MI  49510 

Or  for  fast  phone  service,  call  616/241-5510. 
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With  ROM  listings  For  the  programmer  With  ROM  listings  Especially  for  the  '128 
Avail.  Nov.  $19.95  Avail.  Nov.  $19.95   Avail.  Dec.  $19.95  Avail.  Dec.  $19.95 

...and  more  books. 


■■  the 

'  ANATOMY 

of  the 

CONMOOOKf: 


SCIENCES  . 
EfiGlKtiEKIHG- 

fOK  11  IE 
CONMODOKE 


w/ROM  listings.  $19.95 


Favorite  among  pro- 
grammers. 75.000+ 
sold  worldwide.  $19.95 


Qulckhilting,  oasy-lo- 
use  routines  lor  every   Revised  8 
C-64  owner.        $14.95    ROM  listings. 


time  best  seller.  Brand  newl  Complete  Intro  to  computers  and  CAD  techniques  using  Learn  to  ^V*  *»•* 
lud  i  uBMded  maintenance  and  repair  world  ol  science.  Real  C-128/C-64.  Many  pro-  write  your  own  ccrnptler 
!fnlL    P  $19M  119  95     examples.  $19.95     gram  examples.  $19.95      With  examples.  $19.95 
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QvUllrCSIJOOK 
fOK  THE 
CONMODOKE 


OAS 

i  out  be 

ON  lOUK 
COMMODORE 


i 


OTHER 
BOOKS 
COMING 
SOON! 


Most  in  depth  treatment  Intro  to  machine  Ian-  Techniques  novor  cov-  AH  about  using  printers  A  must  for  cassette  Write  your  own  adven-  Dozens  of  interesting 
available.  Dozens  of  guage  geared  lo  C-64.  wed  before  interrupts,  and  '64.  Graphics,  text,  owner.  Hi  speed  cas-  tures.  Learn  strategy,  pro-ects  lor  your  "64. 
techniques.        $1995      Assembler  incl.  $14.95    controllers,  etc.  $14,95    interfaces.         $19.95     setwsystem.      $19.95     motivation.         $14.95    Easy  to  read.  $12.95 


OPTIONAL  DISKETTES 

are  also  available  for 
each  of  our  book  titles. 
Each  diskette  contains 
the  programs  found  in  the 
book  to  save  you  the  time 
of  typing  them  in  at  the 
keyboard.  Price  of  each 
diskette  is  $14.95. 


Call  now,  for  the  name  of  your  nearest  dealer.  Or  order 
directly  from  ABACUS  with  your  MC,  VISA  or  AMEX  card. 
Add  $4.00  for  postage  and  handling.  Foreign  orders  add 
$6.00  per  book.  Other  software  and  books  are  also  avail- 
able. Call  or  write  for  free  catalog.  Dealer  inquiries  welcome 
-  over  1200  dealers  nationwide.  Call  616  /  241-5510 


Abacus  III  Software 


P.O.  Box  7211  Grand  Rapids,  MI  49510 
Phone  616/241-5510  Telex  709-101 


POWER  &  KNOWLEDGE 
...at  your  fingertips 


PdwerPlan  -  super  spreadsheet 

Start  with  an  easy  to  learn  spreadsheet, 
convenient  menus  and  90+  help 
screens.  Add  fast,  shortcut  Commands  for 
"  the  advanced  user.  Build  in  a  full  range  of 
flexible  features  for  use  with  complex 
worksheets.  Combine  it  with  graphics  for 
2D/3D  charts  and  graphs  so  you  can 
display  your  "what-if  data  both  visually 
and  '  numerically.  Finally  price  it  low 
enough  for  everyone's  budget.  That's 
what  we  call  powerful  software.  $49.95 


XPER  -  KNOWLEDGE   BASE,  SOFTWARE 

Ordinary  data  bases  are  good  at  memor- 
izing and  playing  back  facts.  But  expert 
systems  help  you  wade  through  .hun- 
dreds of  items  to  make  important  de- 
cisions. XPER  has  an  easy-to-use  entry 
editor  to  quickly  build  your  knowledge 
base  from  raw  information;  a  sophis- 
ticated inquirer  to  guide  you  through  the 
complex  decision-making  criteria; 
complete  data  editing  .  .and  .  reporti  ng 
features  for  analyzing  your  data.  $59:95 


Call  now  for  free  software  and  book  catalog  and  the  name  of  your  local  dealer.  If  he  is; 
out  of  stock,  have  your  dealer  order  our  quality  products  for  you.  To  order  by  credit 
card  call  616/241-5510.  We  accept  MC,  VISA  and  AMEX.  Add  $4.00  postage,  and 
handling  per  order  (foreign  $8.00  per  item).  Michigan  residents  add  4%  sales  tax.  ' 

Abacus  BBS  Software  Wi 

P.O.  Box  7211  Grand  Rapids,  Ml  49510  For  Fast  Service  Call  (616)  241-5510 


...available 
today! 


Super  C  -  Most  advanced  C  package  for 
the  C-64/C^1 28;  Since  Super  C  supports 
the  full  K&R  language  (w/o  bit  fields), 
programs  :  are  transportable  to  other 
computers.  It's  a  perfect  learning  tool  for 
schools  arid  industry.  Super  C  package 
includes  a  complete  source  editor  with  80 
column  display  using  horizontal  scrolling, 
search/replace,  41 K  source  files.  Linker 
binds  up  to  7  separate  modules.  I/O  library 
supports  standard  functions  like  printf  and 
fprintf.  Includes  runtime  package.  $79.95 


For  C-64/C-128  on  diskette 


Super  Pascal  -  Not  just  a  compiler,  but  a 
complete  development  system.  It  rivals  even 
Turbo  Pascal©  in  features.  Super  Pascal 
includes  an  advanced  source  file  editor;  a 
full  Jensen  &  Wirth  compiler;  system 
programming  ;  extensions,  a  builtin 
assembler  for  specialized  requirements, 
and  a  new  high  speed  DOS  which  is  3X 
faster  than  standard  1.541.  Produces  fast 
machine  code.  Supports  program  overlays, 
high  precision  11  digit  arithmetic,  debugging 
tools,  graphic  routines  and  more.  $59.95 


Call  now  for  our  free  software  and  book  catalog  and  the  name  of 
your  nearest  dealer.  If  he's  out  of  stock,  have  him  order  our 
products  for  you.  Credit  card  orders  call  616/241-5510.  Add 
■  $4.00  shipping  and  handling  per  order  (foreign  add  $8.00/item). 


Abacus  lilfiiii  Software 

P.O.  Box  7211     Grand  Rapids,   Ml  49510 
For  fast  service  call  616/241-5510 
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—  Powerful  spread- 
,a  sheet  plus  builtin 
graphics  -  display 
your  important  data 
visually  as  well  as 
numerically.  You'll 
learn  fast  with  the 
90+  HELP  screens. 
Advanced  users 
can  use  the  short- 


cut commands.  For  complex  spreadsheets, 
you  can  use  POWER  PLAN'S  impressive 
features:  cell  formatting,  text  formatting,  cell 
protection,  windowing,  math  functions,  row 
and  column  sort,  more.  Then  quickly  display 
your  results  in  graphics  format  in  a  variety  of 
2D  and  3D  charts.  Includes  system  diskette 
and  user's  handbook.  $49.95 


Intiptnii' 
Whw  kind 
of  «jrlinj(T 


XPER  -  expert  system 

.  ..  .    XPER  is  the  first 

J^JL-^lJ  expert  system -a 
new  breed  of 
intelligent  software 
for  the  C-64  &  C- 
128.  While  ordinary 
data  base  systems 
are  good  at  repro- 
ducing facts,  XPER 
can  help  you  make 
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decisions.  Using  its  simple  entry  editor,  you 
build  the  information  into  a  knowledge  base. 
XPER's  very  efficient  searching  techniques 
then  guide  you  through  even  the  most 
complex  decision  making  criteria.  Full 
reporting  and  data  editing.  Currently  used 
by  doctors,  scientists  and  research 
professionals.  $5955 


,4 

I'!, 

CADPAK    Revised  V©i 

CADPAK  is  a 

superb  design  and 
drawing  tool.  Ypu 
can  draw  directly  on 
the  screen  from 
keyboard  or  using 
optional  lightpen. 
POINTS,  LINES, 
BOXes,  CIRCLES, 
and  ELLIPSES;  fill 
with  solids  or  patterns;  free-hand  DRAW; 
ZOOM-in  for  intricate  design  of  small  section. 
Mesuring  and  scaling  aids.  Exact  positioning 
using  our  AccuPoint  cursor  positioning. 
Using  the  powerful  OBJECT  EDITOR 
you  can  define  new  fonts,  furniture,  circuitry, 
etc.  Hardcopy  to  most  printers.  $39.95 
McPen  lightpen,  optional  $49.95 


DATAMAT  -  data  management 


INVENTORY  FILE 

Hem  Number 

 Description  

Oohiod 

  Price   

Localise 

Reord.  PL 

  Reord.  Qty.   

Com 

"Sesf  data  base 
manager  under  $50" 
RUN  Magazine 


Easy-to-use,  yet 
versatile  and  power- 
ful features.  Clear 
menus  guide  you 
from  function  to  function.  Free-form  design 
of  data  base  with  up  to  50  fields  and  2000 
records  per  diskette  (space  dependent). 
Simple  data  base  design.  Convenient  and 
quick  data  entry.  Full  data  editing 
capabilities.  Complete  reporting:  sort  on 
multiple  fields  and  select  records  for  printing 
in  your  specific  format.  $39.95 


DOTOSTIC  AUTO  SALES 
□-CE1EAAL  MOTORS 
E-FOAO 
B=CHRVSLER 
0=RnERtCRH  MOTORS 


CHARTPAK 

Make  professional 
quality  charts  from 
your  data  in 
minutes.  Quickly 
enter,  edit,  save 
and  recall  your  data. 
Then  interactively 
build  pie,  bar,  line  or 
scatter  graph.  You 
can  specify  scaling, 
labeling  and  positioning  and  watch 
CHARTPAK  instantly  draw  the  chart  in  any 
of  8  different  formats.  Change  the  format 
immediately  and  draw  another  chart. 
Incudes  statistical  routines  for  average, 
deviation,  least  squares  and  forecasting. 
Hardcopy  to  most  printers.  $39.95 
CHARTPLOT-64  for  1520  plotter  $39.95 


TAS  -  technical  analysis 

Technical  analysis 
charting  package  to 
help  the  serious 
investor.  Enter  your 
data  at  keyboard  or 
capture  it  through 
DJN/RS  or  Warner 
Services.  Track 
high,  low,  close, 
volume,  bid  and 
ask.  Place  up  to  300  periods  of  information 
for  10  different  stocks  on  each  data  diskette. 
Build  a  variety  of  charts  on  the  split  screen 
combining    information  from  7  types  of 
moving  averages,  3  types  of  oscillators, 
trading  bands,  least  squares,  5  different 
volume  indicators,  relative  charts,  much 
more.    Hardcopy  to  most  printers.  $59.95 


The  most  advanced 
C  development 
package  available 
for  the  C-64  or  C- 
128  with  very  com- 
plete source  editor; 
full  K&R  compiler 
(w/o  bit  fields); 
linker  (binds  up  to 
7  separate  mod- 
ules); and  set  of  disk  utilities.  Very  complete 
editor  handles  search/replace,  80  column 
display  with  horizontal  scrolling  and  41 K 
source  files.  The  I/O  library  supports 
standard  functions  like  printf  and  fprintf.  Free 
runtime  package  included.  For  C-64/C-128 
with  1541/1571  drive.  Includes  system 
diskette  and  user's  handbook.  $79.95 


BASIC-64 
full  compiler 


OtV(LOf«t«  tACKACI 


•  COBE- START: 

'  RUNTIME-MODCLE: 

•  EXTENSION t 


The  most  advanced 
BASIC  compiler 
available  for  the  C- 
64.  Our  bestselling 
software  product. 
Compiles  to  super- 
fast  6510  machine 
code  or  very 
compact  speed- 
code.  You  can  even 
mix  the  two  in  one  program.  Compiles  the 
complete  BASIC  language.  Flexible  memory 
management  and  overlay  options  make  it 
perfect  for  all  program  development  needs. 
BASIC  64  increases  the  speed  of  your 
programs  from  3  to  20  times.  Free  runtime 
package.  Includes  system  diskette  and 
user's  handbook.  $39.95 


FORTH 
Language 


1  P  roniH  DETINIT 
:  TUNC 

I  INIT1A 


[  COLUMN.  LINE) 


t  CHARACTER) 
I  ADD  1) 
I  SAVE) 


Our  FORTH  lang- 
uage is  based  on 
the  Forth  79 
standard,  but  also 
includes  much  of 
the  83  level  to  give 
you  3  times  vocabu- 
lary of  fig-Forth. 
Includes  full-screen 
editor,  complete 
Forth-style  assembler,  set  of  programming 
tools  and  numerous  sample  programs  to  get 
you  deeply  involved  in  the  FORTH 
language.  Our  enhanced  vocabulary 
supports  both  hires  and  lores  graphics  and 
the  sound  synthesizer.  Includes  system 
diskette  with  sample  programs  and  user's 
handbook.  $39.95 


Compiler  tod  Soft  wire 
Devcl  optDent  Syaem 


Not  just  a  compiler, 
but  a  complete 
development  sys- 
tem. Rivals  Turbo 
Pascal©  in  both 
speed  and  features. 
Produces  fast  6510 
machine  code. 
Includes  advanced 
source  file  editor; 
full  Jensen  &  Wirth  compiler  with  system 
programming  extensions,  new  high  speed 
DOS  (3  times  faster);  builtin  assembler  for 
specialized  requirements.  Overlays,  11 -digit 
arithmetic,  debugging  tools,  graphics 
routines,  much  more.  Free  runtime 
package.  Includes  system  diskette  and 
complete  user's  handbook.  $59.95 


VIDEO  BASIC 

development  The  most  advanced 
graphics  develop- 
ment package  avail- 
able for  the  C-64. 
Adds  dozens  of 
powerful  commands 
to  standard  BASIC 
so  that  you  can 
use  the  hidden 
graphics  and  sound 
capabilities.  Commands  for  hires,  multicolor, 
sprite  and  turtle  graphics,  simple  and 
complex  music  and  sound,  hardcopy  to  most 
printers,  memory  management,  more.  Used 
by  professional  programmers  for  commerical 
software  development.  Free  runtime 
package.  Includes  system  diskette  and 
user's  handbook.  $39.95 


Other  software  also  available! 

Call  now  for  free  catalog  and  the  name  of  your 
nearest  dealer.  Phone:  616/241-5510. 

Abacus  Software 

P.O.Box  7211  Grand  Rapids,  Ml  49510  616/241-5510 
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For  fast  service  call  616/241-5510.  For  postage 
and  handling,  include  $4.00  per  order.  Foreign 
orders  include  $8.00  per  item.  Money  orders  and 
checks  in  U.S.  dollars  only.  Mastercard,  Visa  and 
Amex  accepted. 

Dealer  Inquiries  Welcome 
More  than  1200  dealers  nationwide 
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Manage  your  Money 

on  your  Commodore  128  or  64 
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Porttefe 


Alton  JmloV  WS  UwvU*  St/  Omd  Rapidi  U1A  40510 
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ItcTfrc  IncDni  Aoontt 
Bnd        03/31/1015       03  50 
Stock       03/31/1015       50  00 
01/30/1015       50  00 
0*00/1915  7500 
00/30/1015  0500 
09/30/1015  5000 
01/30/1015  150.00 
523.50 
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.  :  Technical  Analysis  System. . 
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TAS 


Personal  Portfolio  Manager 

•  online  data  collection  thru  DJNRS  or 
Warner  Computer  or  manual  entry 

•  manage  stocks,  bonds,  options,  mutual 
funds,  treasury  bills,  others. 

•  record  dividends,  interest  and  transactions 
for  year  end  tax  requirements 

■  unique  report  generator  produces  reports 
in  any  desired  format 

•  30  day  money  back  guarantee 
$39.95  +  $4.00  shipping 


Technical  Analysis  System 

•  online  data  collection  thru  DJNRS  or 
Warner  Computer  or  manual  entry 

•  7  moving  averages,  5  volume  indicators, 
least  squares,  trading  band,  comparison 
and  relative  charts,  more. 

•  300  trading  days  for  up  to  10  stocks  per 
disk.  Unlimited  number  of  disks 

•  Hardcopy  of  charts 

•  30-day  money  back  guarantee 
$59.95  +  $4.00  shipping 
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Software 


P.O.  Box  7211  Grand  Rapids,  Ml  49510  Phone  616/241-5510  Telex  709-101 


THE  AUTHORITATIVE 
INSIDERS'  GUIDE 


m 


This  book  guides  you  deep  into  the  heart  of  the  Commodore  128.  128  Internals 
is  written  for  those  of  you  who  want  to  push  your  computer  to  the  limits.  This  book 
contains  the  complete,  fully  commented  ROM  listings  of  the  operating  system 
kernal.  Here  is  a  list  of  just  some  of  the  things  that  you  can  expect  to  read  about: 

•  Using  the  interrupts 

•  Assembly  language  programming  and  Kernal  routines 

•  Z-80  processor  and  the  boot  ROM 

•  Peripherals  and  the  ports 

•  Programming  for  sound  and  music 

•  Programming  the  various  graphic  modes 

•  Understanding  and  using  the  Input/Output  ports 

•  Programming  the  Memory  Management  Unit  (MMU) 

•  Using  the  80-column  chip  - 

getting  64Q  X  200  point  resolution 
getting  more  than  25  lines  on  the  screen 
smooth  scrolling 

copying  blocks  in  screen  memory 
character  length  and  width  management 
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Kiaus  Gerits  is  the  Director  of  Product  Development  at  Data  Becker  Software 
House.  Joerg  Scheib,  a  highly  experienced  programmer  and  book  author,  and 
Frank  Thrun,  an  avid  Commodore  programmer,  are  also  members  of  the  Data 
Becker  development  staff  based  in  Duesseldorf,  W.  Germany. 
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